LIST OF WORKS BY 


PUBLISHED BY JOHN WILEY & SONS 
__ / 

8Cl)e itlecl)ttnic 0 of Engineering 

ol. I —Kinematics, Kinetics, Statics. 

his volume is one of the Yale University Bicentennial Series of pub- 
ions. Small 4to, xxxvi +634 pages, 600 figures. Cloth, ^^7.50. 

Mcc\)anuB oi ®ngin<jering, \)aL II 

:ing the Twelfth Revised Edition of The Stresses in Framed Struc- 
3. Small 4to, xxiii + 609 pages, profusely illustrated with figures 
e text ^nd folding plates. Cloth, $10.00. 

®l)o Elententarg princiglesf of itlierl)anic 0 . 3 boio. 

ol. I.—Kinematics. 8vo, ix-f-231 pages. Cloth, $3.50. 

II.—Statics. 8vo, viii-|-392 pages. Cloth, $4 00. 

III.—Kinetics. 8vo, ix + 296 pages. Cloth, $3.50. 

translations, 

®l)e Princiglco of ®l)emioitgnttnric 0 

y Robert Rontgen, With Additions from Profs. Verdet, Zeuner, 
Pernolet. Translated, newly and thoroughly revised and enlarged by 
A. Jay DuBois, of Sheffield Scientific School. 8vo, xxi4-707 pages, 
gures. Cloth, $5.00. 

^catf Btcattt, attb 0te ant'-engines 

eing Vol. II, Section 11 , Part II, of Weisbach’s Mechanics of Engin- 
g and of Machinery. By Dr. Philip Julius Weisbach. Translated 
the Fourth Augmented and Improved German Edition by Prof A. 
DuBois, of Sheffield Scientific School, with Additions showinp- Am*pri* 











gale Bteetttennial iJuljHcatlons 


THE MECHANICS OF ENGINEERING 







THE 


MECHANICS OF ENGINEERING 


Volume I 

KINEMATICS, STATICS, KINETICS, STATICS OF 
RIGID BODIES AND OF ELASTIC SOLIDS 


BY 

A. JAY DuBOIS, C.E., Ph.D. 

PROFESSOR OF CIVIL ENGINEERING IN THE SHEFFIELD SCIENTIFIC SCHOOL 
OF YALE UNIVERSITY 


FIEST EDITION 
FIRST THOUSAND 


NEW YORK 

JOHN WILEY & SONS 
London: CHAPMAN & HALL, Limited 
1908 



Copyright, 1902# 

BY 

A. JAY DuBOIS, 


©lie- 0rli»nttfic PwjBji 
9Uiiii»1: Urummoni) anh (Eotttfimtg 
fork 



Metrication 


With the approval of the President and Fellows of Yale University^ a series of volumes has 
been prepared by a number of the Professors and Instructors^ to be issued in coimection with 
the Bicejitcnnial Anniversary, as a partial indication of the character of the studies in 
which the University teachers are engaged. 

This series of volumes is respectfully dedicated to 


^raUuatefi? of tije tUniberotti? 







PREFACE. 


This work is presented as the first volume of a series dealing with the applications of 
Mechanics to engineering problems. It is issued uniform with “ Stresses in Framed Struc¬ 
tures by the same author, which will be revised as soon as possible, so as to form the 
second volume of the series. 

The present volume opens with a carefully considered presentation of the fundamental 
principles of Kinematics, Statics, and Kinetics. Then follow in proper order the practical 
applications. Throughout the work numerous problems and illustrative examples are given 
in direct connection with each important mechanical principle. 

The method of presentation is the result of much thought and teaching experience. 
The author believes that this method will commend itself to teacher and student. Thus the 
first chapters are devoted to the preliminary discussions of mass and space only, without refer¬ 
ence to time, motion, or force. Under this head are treated not only mass, density, and 
centre of mass, but also moment of inertia, considered simply as a mass and space quantity. 
The experience gf the author has convinced him of the advantages of this method of presen¬ 
tation. The student in his preparatory study of Geometry has already become conversant 
with those space relations of which he must make future use. He should now become equally 
familiar with those mass and space relations of which he must also make future use, and it is 
both proper and advantageous that this subject should be treated, like Geometry, as a prepara¬ 
tory study. Then the student is in a position to .take up not only the subject of Kinematics, 
which deals with relations of space and motion, but also the subject of Kinetics, which deals 
with mass, space, and motion. 

In the chapters on Kinematics and Kinetics the method of presentation has been much 
abridged from the author s “ Elementary Principles of Mechanics, ” and will be found simpler, 
more logical and direct. The numerous examples introduced here will be found of service 
both to teacher and student. 

In the applications the author has included the results of his own work in this direction, 
and he believes that the professional reader will find here new and valuable discussions of 
engineering problems, especially in the chapters on Masonry Walls and Dams, the Strength of 
Long Columns, the Swing Bridge, the Metal Arch, the Suspension System, and the Stone Arch. 
In all these chapters the entire treatment and many results are different from those already 
given by the author in ‘^Stresses in Framed Structures^’ and ^‘Elementary Principles of 
Mechanics.” By the application of the principle of least work many new and simple results 
and methods have been obtained. Especially is this the case as regards the stone arch. 
Treatises on this subject are prolix, overburdened with mathematical discussions and involved 
formulae, limited at best in their application, diverse in their assumptions, and discouraging 
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PREFACE. 


alike to the student and engineer. The method of solution here given is simple, direct and 
practical, and adapts itself with equal ease to any form of arch and any surcharge. 

The size of this volume is due to its scope and plan. It treats with thoroughness and 
with direct reference tp practice, of several topics for which the student must otherwise have 
recourse to separate treatises. It thus offers in one volume and in proper sequence Courses 
on Elementary Mechanics, Kinematics, Statics, Kinetics, Framed Structures, Graphical 
Statics, Walls and Dams, Retaining Walls, Mechanics of Materials, Swing Bridge, Metal 
and Stone Arches, and Suspension System. 
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GREEK ALPHABET. 


In all mathematical works Greek letters are used. The reader should therefore fve 
familiar with these letters, so that he can write them and recognize them at sight and call 
them by their names. 


Letter. 


Transliteration. 

Name. 

u 


a 

Alpha 
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Beta 
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Gamma 

A, a 


d 

Delta 
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e short 
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e long 
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' CHAPTER 1. 

MECHANICS. KINEMATICS. DYNAMICS. STATICS. KINETICS. MEASUREMENT. 

UNITS. 

Physical Science. —We live in a world of matter, space and time. We do not know 
whac these are in themselves, and we cannot explain or define any one of them in terms of 
the others. 

Thus we recognize matter in certain states which we call SOLID, LIQUID, or GASEOUS. 
We distinguish also different kinds of matter, such as iron, wood, glass, water, air, etc., 
which we call SUBSTANCES. We also recognize limited portions of matter of definite shape 
and volume, such as a pebble, a rain-drop, a planet, etc., which we call BODIES. But what 
matter is in itself we do not know. 

We also recognize matter as occupying space, and we note successive events as occupy¬ 
ing time. But what space and time are in themselves we do not know. 

We also recognize FORCE as causing change of motion of matter, or change of the 
volume or shape of bodies. But what force is in itself we do not know. 

Yet, although we thus know nothing of matter, space, time and force in themselves, we 
can and do investigate them in their measurable relations^ and such investigation is the object 
of all PHYSICAL SCIENCE. 

Mechanics—Kinematics and Dynamics—Statics and Kinetics. —That branch of 
physical science which treats of the measurable relations of space alone is called geometry. 

That which deals with the measurable relations of space and time only—that is, with 
pure motion—is called KINEMATICS motion). To the ideas of geometry it adds 

the idea of motion. 

That which deals with the measurable relations of force^ and of those measurable rela¬ 
tions of space^ time and matter involved in the study of the change of motion of material 
bodies under the action of force, is called DYNAMICS {dvvajxi^, force). To the ideas of 
kinematics it adds the idea of force. 

We may divide dynamics into two parts. That portion which treats of material bodies 
at rest, under the action of balanced forces, is called STATICS. That portion which treats of 
the change of motion of material bodies under the action of unbalanced forces is called 
KINETICS. 


I 
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The term MECHANICS is used to include the general principles of both kinematics and 
dynamics. 

Measurement.— Since, then, we have to do in all that follows with the measurable 
relations of force, matter,^ space and time, the subject of the measurement of these quantities 
should first engage our attention. 

Unit —In order to measure any quantity whatever, we must always compare its 
magnitude with the magnitude of another qn 3 iniity of the same kind. The quantity thus 
taken as a standard of comparison is called the UNIT of measurement. 

Thus the unit of length must itself be some specified length, as, for instance, one foot, 
one yard, one centimeter or one meter. The unit of time must be a specified time, as one 

second. The unit of mass must be a specified mass, as one pound or one gram or one 
kilogram. 

The units of mass, length and time are called fundamental units, because not derived 
from any others. 

statement of a Quantity —The complete statement of a quantity requires, there¬ 
fore, a statement of the unit adopted and also a statement of the result of comparison of the 
magnitude of the quantity with the magnitude of the unit. 

The result of this comparison is always a ratio between the magnitudes of two quantities 
of the same kind and is, therefore, always an abstract number. 

This ratio or abstract number is called the NUMERIC. 

Thus we say 3 feet,^ 4 seconds, 5 J>ounds. In each of these cases we state both the unit 
and the numeric, or ratio of the magnitude of the quantity to that of the unit. Thus 3 feet 
denotes a quantity whose magnitude is three times the magnitude of one foot. 

So for any quantity. In generaj, if L stands for any length and [i] stands for the unit 
of length, we have L = /[Z], or the length equals / times the unit of length. Here / is the 
numeric and is an abstract number. 

Again, if Z is a certain interval of time, and [T] stands for the unit of time, we have 

7 -= tlT], or the time equals t times the unit of time. Here t is the numeric and is an 
abstract number. 

So also if M is a certain mass and [JZ] stands for the unit of mass, we have M = m\_M\ 

or the mass equals m times the unit of mass. Here m is the numeric and is an abstract 
number. 

Derived Unit -A unit of one kind which is derived by reference to a unit of another 

kind is called a DERIVED UNIT. 

Thus the unit of area may be taken as a square whose side is one unit of length, or one 
square foot. The unit of volume may be taken as a cube whose edge is the unit of length, 
or one cubic foot. The unit of velocity may be taken as one unit of length unit of time, 
or one foot per second. 

Such units are derived units, while the units of mass, space and time, not being thus 
derived from any others, are FUNDAMENTAL units. 

Dimensions of a Derived Unit —A statement of the mode in which the magnitude 
of a derived unit varies with the magnitudes of the fundamental units which compose it, is a 
statement of the dimensions of the derived unit. 

Thus let [A] denote the unit of area, and [Z] the unit of length. Then if ^ = a^A] is 

the area of a square whose side is Z = /[Z], where a and / are abstract numbers, we shall 
have alA'] = l\Lf. 

Now we shall have the numeric equation a = C\ or the number of units of area equals 
the square of the number of units of length, provided we have [A] = [Lf, or the unit of 
area equal to the square of the unit of length. 
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DIMENSIONS OF A DERIVED UNIT. 


The statement \ A\ ~ [7.]''^ is a statement of the dimensions of the unit of area. 

let [A] denote the unit of length, [7^] denote the unit of time, and [F] denote 
thi‘ unit of vi‘locity. llien if J) -v™ 7[71 is any displacement and /[T] is the time and 
/ 7 *1,1 1 the mean velocity, we have 


vlV] 


7 ( 7 ;] 


\Ve‘ shall tlum have the numeric ecpiation 7/ ^ or the number of units of velocity is equal 

in iho number of units of displacement divided by the number of units of time, provided we 

have 


m 


[70 


that is, provichsl the unit of velocity is the unit of hmgth /rr unit of time. 
Thi’s tlnm, is a stateiufiit of the diintmsions of tlu* unit <d" velocity. 
Meaning of .It will be observed that tin* statcuuent 


LM- I,., 

is read, ^Uhe unit of vehua'ty h\ (sjual to the luiil of lon^fli per unit of iimeP^ The word 
per is indicated by the line of division between [ A j and ( 7'J, 

d 

NfHv we can divide tlie numeric 7 by the numeric t and write v ‘ because tlu*se an* 

ubaract numlHU'.s* But it would he nonsense to speak of dividing kmgth by tiiru*, or a unit 
of Icngtli l>y a unit of time* We therefore avoid such a statement l)y the use of the woui 
per, if, then, we give to the symtiol of division this new meaning, we can treat it by the 
riih*s which apply to tin* old meaning, and thus avoid the invention of a new syrnljol l)y using 
an old one in a new senses The sign of division stands then for actual division so far as 
iiinii nic’i. arc* t‘onta.trned, l)ut so far as units are concenmed it stands for the woial per. 
liV/,o/e:Y/\ ///•;/, l/ze awv/ VKii is usni it can he rep/aeed hy thesfn of 7A”A7e;/. 
Homogeneous Eqiiations.'—The k!ttcrs in all c(|iiatioiis or statements of the relations 
of qii!i!itic‘i *dways stand for the numerics, and the units are always understood but not 
wutlcm in. 

llnis such an cejuation as or 7 = 7d is a numeric eciuation, where the units are 

iiniler;'4„oocl and must l)e .s!ip|)lied when interpreting the equation. When the units arc 
thus su|)plied, all terms on bcdii sides of any ccpialiun, which are comliinccl biy addition or 
siili! fact ion, must always demote cpiantities of the same kind. Such an c(|uation is called 

If any numeric: equation is not thus homogeneous, it is incorrectly stated. 

It is also evident that all algebraic combinations of such homogeneous equations must 
alway''» produce liomoggmeous cu|uations* If not, some error must have; been made in the 
algebraic work. Thus in the equation 7 = if we supply the omitted units, we have 
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The equation is therefore homogeneous, since the unit of length is to be understood in both 
terms, and we have a distance equal to a distance. 


Again, suppose the result of some investigation is expressed by 

+ 2t lOV. 

Then, without any reference whatever to the various steps by which this result may have been obtained, we 
can say at once that it is incorrect. 

For if we insert the units we have 


+ 2/[r] = 

or 

3^/ feet + 2 t seconds = loz^ feet per sec. 

We see at once that the quantities in each term are not of the same kind. The equation is not homogene¬ 
ous and is absurd. 

If, however, we had 

3 ^ + 2 tv = lovt, 

this equation is homogeneous, because when we insert the units we have 

+ = or + 2rr/[Z] = iow/[Z]. 

Here all the terms are quantities of the same kind and the equation is homogeneous. It reads now, 

2,dfeet + 2tv feet — lovt feet. 

The relations expressed by it are not absurd. It does not follow that it is correct. It may still have been 
incorrectly deduced. • But on its face it i#*not absurd, while 3^/ + 2/ = lov is manifestly so. 

The student should make it a rule to test in this manner any equation the truth of which is suspected, 
as it may often save the trouble of examining in detail the entire investigation by which it has been deduced. 
If, however, it stands this test, then the derivation must be examined also, if error is still suspected. 

Unit of Time.—The unit of time ordinarily adopted in dynamics is the SECOND or 
some multiple of the second. 

It is the time of vibration of an isochronous pendulum which vibrates or beats 86400 
times in a mean solar day of 24 hours, each hour containing 60 minutes and each minute 60 
seconds (24 X 60 X 60 = 86400). 

The sidereal day contains 86164.09 of these mean solar seconds. 

Unit of Length . —The unit of length ordinarily adopted in dynamics is the FOOT or the 
METER or some multiple of these. 

Unit of Mass.—The unit of matter or mass ordinarily adopted in dynamics is the 
POUND or the KILOGRAM. 

Standard Unit. —All units adopted are defined by reference to certain STANDARD 
units. A standard unit, in general, should possess, so far as possible, a permanent magni¬ 
tude unchanged by lapse of time and unaffected by the action of the elements or by change 
of place or temperature. It should be capable of exact duplication and should admit of 
direct and accurate comparison with other quantities of the same kind. 

Standard Unit of Time,—The staitdard unit of time is the period of the earth’s 
rotation, or the sidereal day. This has been proved by Laplace, from the records of celes- 
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tial phenomena, not to have changed by so much as one eight-millionth part of it, 
the course of the last two thousand years. 

The length of the solar day is variable, but the mean solar day, which is the exact r 
of all its different lengths, is the period already mentioned, which furnishes the secom 
time. It is 1.00273791 of a sidereal day. 

The second can therefore be defined, with reference to the standard unit of time, as the 
time of one swing of a pendulum so adjusted as to make 86400 oscillations in i.00273791 
of a sidereal day. 

Standard Units of Length. —The English standard unit of length is the length of 
a standard bronze bar, deposited in the Standards Department of the Board of Trade in 
London. 

Since such a bar changes in length with its temperature, the length is taken at the speci¬ 
fied temperature of 62° Fah. 

The length of this bar at this temperature is the English standard unit of lengthy and’ 
is called the STANDARD YARD. Accurate copies of this standard are distributed in various 
places, and from these all local standards of length are derived.* 

The foot is defined as one third the length of the standard yard at 62° Fah. 

The French standard of length is the meter^ and is the length of a bar of platinum at 
the temperature of melting ice, or 0° C. This bar is preserved at Paris. Its length was 
intended to be the ten-millionth part of a quadrant of the earth’s meridian through Paris. 

The quadrant of the meridian through Paris is 10001472 standard meters, according to 
Colonel Clarke's determinations of the size and figure of the earth, which are at present the 
most authoritative, and thus the standard Paris meter is slightly less than the length upon 
which it was founded. The material bar is therefore the standard, just as is the case with 
the English standard. 

The relation of the meter to the meridian was intended as a means of reproduction in 
case of destruction of the standard, but in such case the standard would probably be repro¬ 
duced from the best existing copies. 

This was actually the case with the original English standard, which was destroyed by 

36 

fire in 1834. It had been originally defined as having at 62® Fah. a length of Y393 

of the length of a pendulum vibrating seconds in the latitude of London at the sea-level. 
But this provision for its restoration was repealed and a new standard bar was constructed 
from authentic copies of the old one. 

The English inch, or the 36th part of the length of the standard yard, is very nearly 
equal to the five-hundred-millionth part of the length of the earth’s polar axis ■^ gQQ^g92g6 )* 

The utility of the standard, however, does not depend upon any such earth relations, 
the only value of which is for reproduction in case of destruction—a value which, as we have 
seen, is practically disregarded. 

The ultimate standards are therefore the actual bars. 

Standard Units of Mass. —The English standard unit of mass is a piece of platinum 
deposited in the Office of the Exchequer at London and called the Imperial Standard 
Pound Avoirdupois.” 

The French standard unit of mass is a piece of platinum preserved at Paris and called 
the kilogram. 


* The English standard yard is i part in 17230 shorter than the U. S. copy. 
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Unit of Angle. —There are two units of angle in use, the DEGREE and the RADIAN. 

The degree is that angle subtended at the centre of any circle by an arc equal in length 

to part of the circumference of that circle. It is subdivided sexagesimally into degrees 

(°), minutes ('), and seconds The seconds are subdivided decimally. Minutes and 

seconds of time are distinguished by being written min., sec. 

The radian 4 s that angle subtended at the centre of any circle by an arc equal in length 
to the radius. It is subdivided decimally. 

If then the length of any arc is s[L'], or^ units of length, and the length of the radius 
is r\L\, or r units of length, and if the angle subtended at the centre is a radians, we have 


slLI s 

: —yi = or ra = s. 
r[Z] r 


The number of radians m any ajigle is then found by dividing the mhnber of units of 
lefigth in the subtendmg arc by the 7 iiiniber of imits of length hi the radius, and this number is 
independent of the particular unit of length adopted, whether feet or centimeters. 

2 jir 

If the subtending arc is the entire circumference, the number of radians is = 2Tt. 
Hence 2n radians correspond to 360 degrees, or i radian corresponds to == 

^ 27t 7t 

= 57*29578 degrees = 57° 17' 44''.8. 

Any angle expressed in radians may then be converted into degrees by multiplying the 
180° 

mber of radians by =. 57.29578 degrees = i radian. 

Any angle expressed in degrees may be converted into radians by multiplying the 
jDcr of degrees by= 0.0174533 radians = i degree. 


Examples.—(i) Express lE' jP y6" in terms of radiaiis ; and j radians in terms of degrees. 

Ans. 0.2196 radians; 171° 53' i4'.424. 

(2) The radius of a circle is 10 feet ; what is the aiigle subtended at the centre by an arc of j feet? 


Ans. “ radian, or 17° 11' 19".44. 

(3) How nmch must a rail jo feet lo7g be bejit in order to fit into a curve of half a mile radius? 

* Ans. — radian, or 0° 39' 3".92. 

(4) Express 4s deg rees iit terms of radians, and 4 j radians m terms of degrees. 

Ans. — radians = 0.7854 radians; 257° 49' 51''.636. 

4 

(5) The an^le subtended at the centre of a circle by an arc whose length is i.yf feet is if ; what is the 
radiics ? 

A -y 1.57 X 180 . , ^ 

Ans. - = or r =■ -= 6 feet. 

r 180 iStt 

(6) What is the sin ~ radians ; cos g radians ; cos ™ radians ; tan ^ radians? 


Ans. 0.5; - 4^3; 0*51 i- 
2 
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(7) Express in degrees mid in radians the angle made by the hands of a clock at 
g dclock. 

Ans. 102.5 degrees; 1.79 radians. 

Unit of Conical Angle. —Let the area of any portion of the surface of a sphere be 
A\_A\ or A units of area, and let the square of the radius be r^^A'], or units of 
area. 

If lines are drawn from the centre C of the sphere to every point of the area, they form 
a cone, and the angle subtended at the centre C by the area we call a CONICAL 
ANGLE. 

The conical angle subtended at the centre of a sphere by a portion of its surface whose 
area is equal to the square of its radius we call a SQUARE RADIAN. If we denote the 
conical angle subtended by the area A by o: square radians, we have 


_A[A]_A 


or = A, 


The mimbcr of square radums in any conical angle is thus fou 7 id by dividing the number 
of units of area in the subtending area by the number of units of area in the square of the 
radius^ and this number is independent of the unit of area adopted. 

If the subtending area is the entire surface of the sphere, the number of square radians is 



Hence the surface of a sphere subtends a conical angle of 47r square radians. 


[The terms solid angle and solid radian arc usually employed in place of conical angle 
and square radian as defined, but as they seem in no way descriptive, we have employed the 
latter terms as more expressive.] 

Curvature. —The direction of a plane curve at any point is that of the tangent to the 
curve at this point. 

Thus the direction of the curve AB at the point 
A is that of the tangent A T. 

The change of direction between any two [)oints 
of a plane curve is the angle between the tangents 
at these two points, and is called the IN'l’lCt^KAL 
CURVATURE. 

Thus the angle a, or change of dirertion be¬ 
tween the tangents at A and B, is the integral curvature for the curve between A arid B. 

The integral curvature for <any iM)rtion of a plane curve divided by the length of that 
portion is the mean curvature. 

Thus if the length from A to B of the curve is s[L'\, or s units of length, the mean 



curvature is 


s'lLf 


Since a is given in radians, the unit of curvature is one radia 7 i per unit 


of length of arc. When we say, therefore, that the mean curvature is -, we mean — radians 


per unit of length of arc. 

The limiting value of the mean curvature when the two points are indefinitely near is 
called the curvature. 
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The curvature, therefore, is the limit mg rate of change of direction per unit of length of 
arc. Its unit is one radian per unit of length of arc. 

Curvature of a Circle. —If the curve is a circle, the angle at the centre between the 
radii at A and B will be equal to the angle a between the tangents at A and B, 

S (X 1 

We have then a z= — radians. The mean curvature is then — = — radians per unit of 
r s r ^ 

length of arc. 

Since this is independent of s, the curvature at every point of a circle is constant and 

equal to the mean curvature for any two points, viz., radians per unit of length of arc. 

Curvature of any Curve. —For any curve whatever a circle can always be described 
whose curvature is the same as that of the given curve at the given point. This is the circle 
of curvature of the curve at that point. Its radius is the radius of cimvature of the curve at 
that point. 

If then /) is the radius of curvature of a curve at any given point, the curvature of the 

curve at that point is - radians per unit of length of arc. 

Since curvature then depends only upon the radius of curvature, the circle is the only 
curve whose curvature is constant. 

(1) A circle has a radius of lO feet. What is its curvature ? 

Ans. radian per foot of arc, or 5^.73 per foot of arc. 

(2) If the radius is 10 yards^ what is the curvatttre f 

Ans. yV ^^dian per yard of arc, or 5°-73 yard of arc, or radian per foot of arc, or 
1° 91 per foot of arc. 

Dimensions of Unit of Curvature. —If C is the curvature and c the number of 

units of curvature, we have by definition c\_C'\ where [C] is the unit of curvature, 

•^L^j 

and [<'r] is the unit of angle, [L~\ the unit of length, and the number of units of angle and 


length. 


We shall always have c = provided we take [C] 


that is, provided the unit of 


curvature is equal to the unit of angle divided by the unit of length. 

This is a statement of the dimensions of the unit of curvature. 

The unit of curvature is then one unit of angle per unit of length o.f arc, as, for instance, 
one radian per foot of arc, or one degree per foot of arc. 

A railway curve has a length of one mile, the curvature is uniform, and the integral 
curvature is jo degrees. What is the curve, the curvature, and the radius of curvature ? 

Ans. A circle; 0.5236 radian per mile arc; 1.9 miles radius. 

Tables of Measures. —We shall deal in the course of this work with many other derived 
units, which will be explained as they occur. It will be useful to collect here for conven- 
ience of reference a number of such units. 
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I. MEASURES OF SPACE. 

A. LENGTH. 

CENTIMETERS 
5 


0 i 2 3 

INCHES 



I centimeter 
I meter 

I kilometer 


Table 1. 

0 3937079 inch 
j 39*37079 inches 
I 3.2809 feet 
0.62 137 mile 
0.535987 nautical mile 


Table 2. 

I inch = 2.539954 centimeters 

I foot 30.479449 

I yard = 0.91438347 meter 

I mile = 1.60935 kilometers 

I nautical mile, ) o 1 -i . 

^ ^ ^ ' y = 1.85327 kilometers 


The following are approximate: 

The centimeter is about f inch. The meter is about 3 ft. 3f inches. 
The decimeter is about 4 inches. One kilometer is about •§• of a mile. 
Distance from pole to equator is about 10000000 meters. 

Earth's polar radius is about 500000000 inches. 


Table 3. 

I sq. centimeter = 0.155006 sq. inch 
I sq. meter = 10.7643 sq. feet 
I sq. hectometer, 
or I hectare 
I sq. kilometer = 0.38611 sq. mile 


I = 2.47114 acres 


B. AREA. 


Table 4. 


I sq. inch = 6.45137 centimeters 

I sq. foot = 928.997 

I sq. yard = 0.836097 meter 

I acre = 0.404672 hectare 

I sq. mile = 2.58989 sq. kilometers 


C. VOLUME. 


Table 5. 

I cubic centimeter = 0.0610271 cu. inch 
I liter, or i cubic ] = 61.0271 cu. inches 
decimeter j = 1.76172 pints 
I cubic meter = 35.3166 cubic feet 


Table 6 . 

I cubic inch = 16.3866 cubic centimeters 
I cubic foot = 28.3153 liters 
I cubic yard = 0.764513 cubic meter 
I pint = 0.567627 liter 

I gallon = 4.54102 liters 


II. MEASURES OF MASS. 


Table 7. 

I centigram = 0.154323 grain 

I gram = j 15*4323 graim 
( 0.0353739 oz. 

I kilogram = 2.20462 lbs. 


Table 8 . 

I grain = 0.064799 gram 

I oz. = 28.3496 grams 

I lb., or 16 oz. = 0.453593 kilogram 
I ton, or 2240 lbs. 1016.05 kilos 



lO 
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I gram = mass of i cubic centimeter of pure water at 4° C. 

I kilogram = i liter of pure water at 4"" C. 

I gallon =: 277.274 cubic inches. The gallon contains 10 lbs. of pure water at 62° F. 

I cubic foot of water contains about 1000 oz., or 62J lbs. 

The pint contains 20 fluid oz. 

Acceleration of gravity at London = 32.182 feet-per-second per second = 980.889 cen- 
timeters-per-second per second. Average value 32^ feet-per-second per second or 980.3 
centimeters-per-second per second. 

I dyne = force which will give a mass of i gram an acceleration of i centimeter-per- 
second per second = about weight of gram = weight of about i milligram. 

I poundal = force which will give a mass of i pound an acceleration of i foot-per- 
second per second = about weight of ^ oz. 






CHAPTER II. 


POSITION. TERMS AND DEFINITIONS. 

Point. —A mathematical POINT has neither length, breadth, nor thickness. It is there¬ 
fore without dimensions and indicates position only. 

Point of Reference. —When we speak of a point as having position, some other point or 
points must always be assumed, by reference to which the position is given. Such a point is 
a POINT OF REFERENCE. It is also called a POLE, or ORIGIN. 

Position, then, is always relative. We know nothing of absolute '' position. 

Thus the position of the point C is known with respect to A 
when we know the length of the line AC and the angle BAC or the 
direction of the line AC. The points A and B are points of reference, 
by means of which C is located. 

Position of a Point. —The position of a point with reference to ^ 
other assumed points is then known when we have sufficient data to 
locate it. These data give rise to two methods of location: 

1st, by polar co-ordinates; 

2 d, by Cartesian co-ordinates, so called because first employed by Descartes. 

Plane Polar Co-ordinates. —The data necessary for locating a point by polar coordi¬ 
nates, when the point is situated in a given plane, consist of a distance and an angle; if the 

point is not in a known plane, of a distance and two angles. 

Thus, if the point P, in the plane of this page, is to be 
located, we first assume a line OA in the plane, as a line of refer¬ 
ence, Then the position of P with reference to 0 is given by 
the angle A OP d.nd by the distance OP. 

The assumed point O is called the POLE; OA is the LINE OF 
REFERENCE; the distance OP is called the RADIUS VECTOR, and 
its magnitude is usually denoted by r; the angle AOP is the DIRECTION ANGLE; its 
magnitude is denoted by 0 , and it is vicasiircd around from OA to t/ic hft. 

The polar co-ordinates for a point in a given plane are therefore r and 0 , or a distance 
and an angle. These are PLANE polar co-ordinates. 

Space Polar Co-ordinates. —If the point Pis not in a given plane, we assume as before 
a pole Oj and a reference line OA in space. Through this line we assume any plane, as the 
plane of this page, OABC, and let OB be the intersection of this plane with a plane OPBy 
perpendicular to it and passing through OP. The location of 
P is then given by the length OP or the radius vector r, the ^ 
angle A OB or 0 , and the angle BOP or Q. 

The polar co-ordinates for a point not in a given plane are 
therefore r, 0 , and 6 y or a distance and two angles. These are 
SPACE polar co-ordinates. ^ 

If (9 is a point on the earth’s surface, and the reference line 
OA is a north and south line in the plane of tuc ixonzon, the angle 0 would be the 
astronomical altitude of the point P. 
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Cartesian Co-ordinates--Plane. —The data necessary for locating a point by Cartesian 
co-ordinates, if the point is in a known plane, consists of two distances, parallel to two 

assumed lines of reference in that plane, passing 
Y through the point of reference, which is called the 

ORIGIN. The assumed lines of reference are 
usually taken at right angles. 

'• 2 g _ ] _p Thus if the point P is known to be in the 

plane of this page, we assume any origin O and 
+2/ draw two reference lines OX and OV through O 

_ ::X _ +x _ _in this plane and at right angles. These two lines 

^ are called the AXES OF co-ORDINATES, the 

3 4 ^ horizontal one the a,rts of or the ;ir axis, the other 

^ P the axis of y, or the y axis. The distance BP 

or OA is denoted by ;r and called the ABSCISSA of 
the point P. The distance AP is denoted hy y and called the ORDINATE of the point P. 

The abscissa is positive to the right, negative to the left of the origin, while the ordi¬ 
nate j/ is positive when laid off above, and negative when below, the origin. 

Any point in the plane is thus located with respect to 0 . If a point is in the first quad¬ 
rant, its co-ordinates are -\-x, f-y\ if in the second quadrant, — and if in the third 

quadrant, — ;ir and — y\ if in the fourth quadrant, x and — y. 

The axis OX is always taken so that OA = -j- ;ir is tozvards the right when we look along 
OY from 0 towards F. 

When the point is in a known plane, the co ordinates are PLANE co-ordinates. 

Cartesian Co-ordinates — Space. —If the point Pis not in a known plane, we take three 
axes through the origin, all at right angles. Two of these we denote by X and F as before; 
the third, at right angles to the plane of XY, we 
call the axis of z or the z axis. 1 

Thus the position of the point Pis given by the 

distance OA — the distance AB or OC = y, and -71 

the distance PP = .S'. / /j 

These are the SPACE co-ordinates of the point P. / / / | 

The signs prefixed to the co-ordinates indicate / /-- j 

the quadrant in which the point is located as before. ( I 1 \ j 

Thus f- X, y and ± .s* denote a point in the first 1 i 

quadrant either above or below the plane of XY\ | j ^\! y 

— x, -\-y, ± .S', a point in the second quadrant above | 

or below the plane of XY\ — x, — y, ± z, and | / ; / 

-f-jr, —fy ±z^ points in the third and fourth quad- A_ V / 

rants above or below the plane of XY. / _ 

The plane of XYls usually taken as horizontal^ X 
so that OZ points to the zenith, and the axis OX is 

always taken so that OA = f- x is towards the right when we look along ( 9 F, from O 
towards F. Thus if XOY is the plane of the horizon, Z is the zenith. If, then, ( 9 F is 
towards the north point of the horizon, OX is towards the east. 

Angles about O measured in the plane XY are always measured round from OX tow¬ 
ards OY\ in the plane YZ from OY towards OZ\ in the plane ZX from OZ towards OX, 
as indicated by the arrows in the figure. 
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Direction Cosines.—If we join the origin O and the point jP by a line and deno 
angle of OP with the X axis by a, with the Y axis by and with the Z axis by 
have the relations 

;i; = OP cos ^ = OP cos /?, ^ = OP COS y. 


These cosines are called the DIRECTION COSINES of OP, and they always have the same sign 
as the co-ordinates x, y and z respectively. 

Since OP is the diagonal of a parallelopipedon, we have 

OP^ = x^ -j-y^ -j- = OP\cos^^ -- 1 - cos^y^ “|- cosV)* 

Hence 

COS^^ + COS^y? -f- COsV = I.(i) 

If, therefore, any two of the direction cosines are given, the magnitude of the third 
can always be found. 

Since, by trigonometry, 


cos 2^ z=z 2 cos^^ — I, cos 2/3 =2 2 cos ‘^/3 ■— I, COS 2 y = 2 cos^y i, 

we have 

COS 2a -f- COS 2/5 -|“ cos 2y = 2(cos^ a cos ^/3 -f- cosV) 3) 

or, from (i), 

COS 2 a + cos 2/5 4 “ cos 2y = — I. . . . . . . . . (2) 


From (2) if any two direction cosines are given in magnitude and sign, the third can be 
found in magnitude and sign. 

Ag^iin, since, from trigonometry. 


cos (a / 3 ^ = cos a cos (3 — sin a sin / 5 , 
we have 


cos -j- f 3 ) cos {a — / 5 ) 


cos [a — / 3 ) = cos a cos /5 -j- sin sin 
cos^<^ cos ^/5 — sin^<^ sin^/ 5 . 


Since, by trigonometry, 

sin^<^ = I — cos^a, sm^/3 = i cos^/5. 


we have 

cos {a y5) cos (nr — /5) = — I -]- cos^^r 4“ cos^/5. 

Hence, from (i), 

cos {a 4 - /5) cos (of — /5) 4 - cos^y = o. 
We shall have occasion to refer to these equations hereafter. 


• (3) 


i 
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MEASURABLE RELATIONS OF MASS AND SPACE. 


CHAPTER I. 

MASS AND DENSITY. 

Mass and Space Relations. — As we have seen (page i), wc deal in mechanics with 
measurable relations of matter, space and time. Space relations alone constitute geometry, 
and a knowledge of geometry is therefore essential before taking up the subject of 
mechanics. 

There are certain measurable relations of ^natter a 7 id space alone which are equally 
essential, and it will be found advantageous for the student to be familiar with these also, 
before taking up the subject of mechanics. We therefore give these relations first. 

Mass—Unit of Mass. —The mass of a body is proportional to the quantity of matter 
the body contains. We do not know what matter is, but if we take some one definite 
unchanging body as a standard, it is possible to compare other bodies with it. That is, we 
can say that, whatever matter may be, a given body has twice or three times, etc., as much 
matter as the standard. 

Mass then, like position, rest and motion, is relative. 

The unit of mass adopted is the standard pound or the standard kilogram. These units, 
as we have seen (page 6), are definite unchanging bodies and therefore contain definite 
unchanging quantities of matter. 

Measurement of Mass. —We shall see later, when we consider the mutual relations of 
matter and force (page 212), that when two bodies exactly balance in an accurate equal¬ 
armed balance, then these two bodies must contain equal quantities of matter and therefore 
have equal mass. 

By means of the balance, then, we can readily duplicate standard masses and deter¬ 
mine the mass of any given body relatively to the mass of any assumed standard mass. 

The student will at once recognize this as in accord with daily experience. Thus 
we say that the mass of a body is 2, 3 or 4 lbs. when it exactly balances 2, 3 or 4 standard 
lbs. In such case the quantity of matter contained by the body is 2, 3 or 4 times that con¬ 
tained by the standard. 

Mass Independent of Gravity* —The mass of a body thus determined is in common 
language called the weight of the body.” Thus we speak of a weight of four pounds.” 

In the language of mechanics this is incorrect. The weight ” of a body is, strictly speak¬ 
ing, the force with which the earth attracts it. This force varies with the locality and the height 
above sea-level. It is therefore a variable quantity for the same body. 
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But the mass or quantity of matter of course must remain the same whatever t^^ 
ity. Two bodies of equal mass, which therefore balance on an equal-armed balance 
locality, would, as we shall see later (page 2 12), balance in any other locality. Gravity 
made use of in determining mass, because weight is always proportional to mass, Bu 
mass thus determined is independent of gravity, 

When, therefore, we speak of a mass of 4 lbs.’' we mean a definite invariable quan¬ 
tity of matter. When we speak of a ‘^weight of 4 pounds” wemean the force of attraction 
of the earth for a mass of 4 lbs. at some specified locality. 

The operation of finding the mass of a body by an equal-armed balance is then not, 
strictly speaking, ‘‘weighing” a body. It is “ balancing” a body. The operation deter¬ 
mines the mass and not the weight. It gives the same result for any locality, whereas the 
weight varies with the locality. 

To determine the weight proper, we should use a spring or dynamometer. This would 
show a different weight in different localities, but the suspended mass would be always the 
same. 

STotation for Mass. —When the mass of a body is 2, 3 or 4 pounds, it is customary to 
write it 2 lbs., 3 lbs., 4 lbs. Here the abbreviation “ lb.” stands for the Latin word “ libra ” 
{balance'), and thus indicates that the mass has beeyi dcterinincd by bala?icing. 

To avoid confusion, it will be well for the student always to adhere to this notation. 
Thus “4 lbs.” means a mass, while 4 pounds ” means the weight of 4 lbs. at some speci¬ 
fied locality. The expression “4 lbs.” should really read “4 libras,"' but as this word 
“ libra” has never come into common use, no one would understand what is meant, and 
“ 4 lbs.” must therefore be read “ four pounds.” But as the abbreviation “lbs.” is in com¬ 
mon use, we can at least make the distinction to the eye, if not to the car. 

In the French system the distinction is complete, for wc speak of “ 4 grams ” when we 
mean mass and 4 dynes when we mean force, grams being measured by the balance, and 
dynes by the spring or “ dynamometer.” 

We shall always denote the mass of a body by the letter m with a dash above it, 
thus: m. 

. Density. —The number of units of mass of a body divided by its number of units of 
volume, or the 7 nassper unit of volnme, is the MEAN DENSITY of the bod}^ 

The mean density gives, then, the number of lbs. in a cubic foot, or the number of grams 
in a cubic centimeter. 

The density at a given point of a body is the ratio of mass to volume of an indefinitely 
small volume of the body at that point. If this is the same at all points, the body is HOMO¬ 
GENEOUS, or the density is UNIFORM. If it varies, the density is variable and the body is 
non-homogeneous. 

The density of a body m a give?t state is the mass per unit of volume of any portion of 
the body in that state. 

When the length of a body is great relatively to its other dimensions, the mass per unit 
of length is called its mean LINEAR DENSITY. 

For a thin body the mass per unit of area is called its mean SURFACE DENSITY. 

If m is the mass of a homogeneous body and V its volume and S its density, we have then 

(I) 

or density equals mass per unit of volume. ^ 
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Unit of Density. —If [M] is the unit of mass and m the number of units of mass, [F] 
the unit of volume and V the number of units of volume, [Z>] the unit of density and d the 
number of units of density, we have 


We shall have 


<y[D] = 


m[7lf] 

F[F]* 



provided we take 


[Z?] = 


[Ml. 

[F] 


The unit of density, then, is one unit of mass per unit of volume, as one lb. per cubic 
foot, or one gram per cubic centimeter. 

Specific Mass. —The density-ratio of a body relatively to that of some specified stand¬ 
ard substance is properly called its SPECIFIC MASS. It is often called ^ ^ specific gravity,” as a 
consequence of not distinguishing between weight and mass. The ideas are different, but 
the numerical values the same, since the weight of a body is proportional to its mass. 

The standard substance taken is water. If y is the density or mass of a unit of volume 
of water, and d the density or mass of a unit of volume of any other body, then the specific 
mass e is given by 


Since d = 


m 


where m is the mass and V the volume of the body, we have 


6 = 


m 


( 3 ) 


Since y is the mass of a unit of volume of water, yV is the mass of a volume of water 
equal in volume to the body. Hence the specific mass of any body is equal to the ratio of its 
mass to the mass of an equal volume of water. 

In the English system the mass of one cubic foot of pure water at 4° C., or the point of 
maximum density, is nearly 1000 ounces, or 62.5 lbs. (more exactly 998.6 ounces). The 
density of water is then about 62.5 lbs. per cubic foot, or 


62.5 lbs. 

y ~ ± -• 

I cub. ft. 

If, then, V is one cubic foot, we have, from (3), 

^_ m lbs. 

62.5 lbs.’ 


where m is the mass injbs. of one cubic foot of any body. 
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In the C.G.S. system, the mass of one cubic centimeter of pure water at 4*^ C. ‘ 
nearly one gram, and was intended to be so exactly. The density of water by this i 
is then 


I gram 
I cub. c. 


If, then, V is one cubic centimeter, we have, from (3), 


m grams — 

-T-= m, 

I gram ' 


where m is the mass in grams of one cubic centimeter. That is, the mass in grams of one 
cubic centimeter gives at once the specific mass, while in the English system the mass in 
lbs. of one cubic foot must be divided by 62.5. Or inversely the specific mass of anybody 
gives at once the mass in grams of one cubic centimeter, while it must be multiplied by 62.5 
to obtain the mass in lbs. of one cubic foot. 

Determination of Specific Mass. —A body totally immersed in water displaces its own 
volume of water. It is a well-known physical fact that a body so immersed is buoyed up by 
a force equal to the weight of the volume of water displaced. 

If, then, a body is weighed in air and then weighed again while wholly immersed in 
water, the weight in air is proportional to the mass of the body, and the loss of weight is 
proportional to the mass of the displaced water. When very great accuracy is required 
the body should be weighed in a vacuum, or else allowance must be made for the buoyant 
force of the air. But in all cases of practical mechanics this is an unnecessary refinement. 

To determine the specific mass, then, we have only to divide the weight of the body by 
its loss of weight in water, or, since weight is proportional to mass, we divide the number of 
units of mass of the body by the number of units of mass of an equal volume of water. 

Table of Specific Mass. —In the following table the density-ratios, or specific mass, or 
so-called ^'specific gravity” relative to water, of a few substances are given. 

The exact value in many cases will depend on the temperature and the mechanical 
process, such as hammering, etc., to which the bodies have been subjected in their manu¬ 
facture. 


Air at 0° C.0.0012759 

Alcohol at 0° C.0.791 

Turpentine at 0° C.o 870 

Ice.0.92 

Sea-water at C.r.026 

(h'own glass.. ....2.5 

Flint glass.3.0 

Aluminum.2.6 

Zinc.7.0 


Tin. 7.4 

Iron. 7-7 

Copper. 8.8 

Silver.10.5 

Lead.11.4 

Mercury at 0° C.13.596 

Gold.19.3 

Platinum.21.5 


Examples,—(i) T/te ^mass of a piece of limestorie is jio grams. When iinmersed in water it bala7tces a 
mass of i88ggrains. Find the specific mass. 

Ans. The mass of an equal volume of water is 310— 188.5 = 121.5 grams. Hence the specific mass is 


3to 

I2r.5 


= 2.55. 
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(2) Ip order to find the sjf)ecific mass of a piece of oak, a piece of wire which lost 10.^ grams when weighed 
in water was wrapped arou7td the wood, the mass of ivhich was 426.g grams. The compound mass was 4S4.J 
grams lighter in the water than in the air. Find the specific mass. 

Ans. The loss of the wood alone was 484.5 — 10.5 = 474 grams. Hence the specific mass is = 0.9. 

474 

(3) An iron vessel filled with mercury has a mass of goo lbs. a7id when weighed in water shows a loss of 40 
lbs. If the specific 77tass of the iron is 7.7 a7id of the mercury ij.6,find the mass of the vessel and of the niercury. 

^ ni __ 

Ans. Since specific mass . where $ is density and y is density of water, and since ^ where m 

is mass and v is volume, we have e = —, or 7/ == —. 

vy ey 

Let Ml be the mass of the iron and ma of the mercury, and m the combined mass. 

Then for the volume of the iron we can write Vi = for the volume of the mercury 7 /a = —\ and for 

__ 

m 

the combined volume v = —. 

e/ 

Since the combined volume is equal to the sum of the volumes, we have 


nil ^ m mi ^ mj _ m 

^ly e^y ~~ ey' 63 

Since the combined mass is equal to the sum of the masses, we have 


nil + m2 = m. 


(1) 

(2) 


Combining (i) and (2) we obtain 


II ^ JL 

™ _ e ~ ^2 ^ ~ 

mi = m-—, ma = m-. 

£ I L L 

61 63 63 €i 

In the present case we have e = ei = 7.7, 63 = 13.6 and m = 500 lbs. Hence 

40 

5^1 = 57-H lt)s., m2 = 442IJ lbs. 

Note.—T his is called theproble7n of Archimedes, because first solved by him for an alloy of gold and 
silver. 

Its application to alloys or chemical compositions is, however, limited, as in general in such cases 
there is a change of volume, so that the combined volume is not equal to the sum of the volumes of the 
components, and equation (i) does not hold. 

(4) To find the specific 7nass of a mixture, give7t the volume or lyiass and specific mass of each C07istitue7tt. 

Ans. We must assume the volume of the mixture equal to the sum of the volumes of the constituents. 
This is not invariably the case, especially where there is chemical union. 

Let mi, m2, m3, etc., be the masses of the constituents; 

, 60, 63, “ “ “ specific masses of the constituents; 

v>x, v^, ‘‘ “ volumes of the constituents. 

Let m, V and e be the mass, volume and specific mass of the mixture. Let y be the density or mass of a 
unit of volume of water. 

Then ' mi + ma 4- m3 + etc. = m. 


But mi=eiyvi, ma = 6377/3, etc. Hence. 


eiviy + SiV-^y + etc. = evy, or e 


6:7/1 4- 637/3 4- etc. 


We have also 


7/ = 7/1 4- 7/2 4-^3 4 - etc. Therefore 


6i7/i 4- 637/3 + etc. 


2/1 4 - ^2 4 * etc. 


. . (I) 
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Again we have 


7/1 


mi 

€1/ 


Vi 


—, etc. Hence 
ear 


m mi ma 

— = — A - - h etc, 

er ear 


Therefore 


e = 


mi + ma + etc. 


2 ^ 

61 ea 


+ etc. 


(5) A flat bar of iron 4I inches wide and f inch thick has a linear density of p.pi lbs, per foot. Find ih 
mass of a bar of iron i inch square and iyard lo 7 tg, 

Ans. 10 lbs. 

(6) From the precedmg example state a ride for fijidhig the mass per foot of a bar of iron of constant a 
of cross-section ; also for finding the section if the mass per foot is giveji, 

Ans. To find the mass per foot in lbs., multiply the area of cross-section in square inches by 10 j 
divide by 3. 

To find the area of cross-section in square inches, multiply the mass per foot in lbs. by 3 and divide by ic 

(7) If a railroad rail weighs go lbs, per foot of length, what is its area of cross-section? 

Ans. 15 sq. inches. 




CHAPTER II. 


CENTRE OF MASS. 

Elementary Mass or Particle. —We can consider the entire volume V of any body as 
subdivided into an indefinitely large number of indefinitely small ELEMENTS, each of equal 
volume so that V — ' 2 .V. We can carry this subdivision as far as we please, until each 
equal elementary volume can be treated mathematically as a point. 

If, then, d is the density of such an elementary volume v, its mass is m = dv, and the 
entire mass m of the body is then m = — ^m. 

We thus consider the body as composed of elementary masses or PARTICLES of masses 
, ;;^2 ’ ^^^3» if the body itself is not homogeneous, or of elementary masses or particles 

each of mass m if the body is homogeneous. 

This conception lies at the basis of all our mathematical treatment, and the student 
should especially note that it involves 710 theory tohaiever as to the actual constitution of 
matter or as to what matter really is, i.e., as to whether a body is really composed of 
‘‘atoms” or “molecules” or “particles,” or as to whether matter is “continuous” or 
“ discontinuous.” 

We commit ourselves, then, to no theory when we say that, whatever matter is, any 
body can be divided into equal portions so small that each portion can be considered as 
homogeneous and treated as a point. Whenever we speak of a “particle,” it is to such a 
portion that we have reference. 

Whatever, thefi, the constitution of matter 7 nay really be, we can co7isider and treat a 
body as composed of an indefinitely large 7 tU 7 nber of indefinitely small ho^nogeneous elements 
or material particles of equal volume, so S 7 nall that each may be treated as a point. We denote 
the mass of such an element by m. 

Material Surface.— A material surface, then, is a body whose uniform thickness is 
small compared to its other two dimensions. We can consider the entire area A of such a 
surface as made up of indefinitely small elements of area a, so that A = I 2 a. Let d be the 
surface density (page 15) of such an element. Then its mass is ^ = ^a, and the entire mass 

m of the material surface is m = ' 2 .^a. 

Material Line.— A material line is a body whose length is large compared to its 
other dimensions, and whose sectional area at right angles to the length is constant. We 
can consider the length L of such a line as made up of indefinitely small elements of length 
/, so that L .= Let S be the linear density (page 15) of such an element. Then its 
mass is = Si, and the entire mass m of the material line is m = '^SL 

Centre of Mass. —We consider, then, a material body, surface or line as composed of an 
indefinitely large number of indefinitely small particles. 

The centre of mass of such a body, surface or line is that point whose distance from' any 
plane is equal to the average dista 7 ice of all the particles from that plane. 
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Thus suppose a body composed of particles whose masses are m^y etc. Suppose 

the first to contain a number of smaller particles of 
equal mass niy the second a number of the same mass Y 

my and so on. Then 

= n^y = n^y = n^riy etc. .. 


Let x^y x^y x^y etc., be the distances of , vi ^, etc., -- 

from the plane YZ, each ;tr being taken with its proper ^__ 

sign. Let the entire number of equal particles of mass J 

m be Ny so that the total mass of the body is / 

m = N^n. / 

Then we have for the average distance of all the particles ^ 

from the plane YZy that is for the distance of the centre of mass x from the plane YZy 

_ _ 4- + etc. 


If we multiply numerator and denominator by m, we have 

- __ _ Zmx 

m m ' 


In the same way we obtain for the distance y of the centre of mass from the plane ZX 


and for the distance z of the centre of mass from the plane XY 


Position of Centre of Mass in General. —If, then, v is the volume of an element of a 
body, d the density, and 7 n the mass, we have in = dv. The entire mass in is m = ZdVy and 
we have, from the preceding equations. 


_ 

^mx 

Zdvx 

X == 

m 



Zmy 

2dvj/ 

y z= 

m 

Z6v 


^mz 

Zdvz 

z = 

in 



If the body is homogeneous, ^ is constant for every element. It therefore cancels out, and 
we have for a homogeneous body 


2vy 


■ (I) 


where V is the entire volume. 
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In the same way if a is the area of an element of a m^erial^urface, d the surface density, 
and in the mass, we have nt — 6 a. The entire mass m. is m = 26 a, and we have for a 
material surface 


- _ 26 ax - _ 26 aj/ 
^ ~ 26 a’ 


Z — 

26 a' ' 


• . (H) 


if the surface is homogeneous^ d cancels out and we have 


'^ax 

^=—, 


- ^ay 


Z = 


^az 

~A~' 


( 2 ) 


where A is the entire area. 

So also, if ds is the length of an element of a material line, and d the linear density, we 
have 7n = d,ds. The entire mass is m = 2 d.dsy and we have for a material line 


- ds.x - 2 ^.ds.y - ^d.ds.z 

^ ^ '^:d7 ’ ^ ~ 26.ds ' ^ ~ 26.ds ' 


(III) 


If the line is homogeneous, d cancels out and we have 

, j/=:- z = ...(3) 

s s s 

where ^ is the entire length. 

Moment of Mass, Volume, Area, Line. —We call the product of any mass m, volume 
F, area .,4 or line S by the distance of its centre of mass from any plane, the MOMENT of that 
mass, volume, area or line, relative to that plane. 

We can then express all the preceding equations by the simple statement that the 
7 noine?it of the total mass^ volume^ area, or length relative to any plane is equal to ijic algebraic 
sum of the moments of all the ele^nentary masses, volumes, areas or lines relative to the same 
Pla7ie. 

In taking the algebraic sum, distances are to be taken with their proper signs, positive 
in the directions OX, OY, OZ, negative in the opposite directions. 

Centre of Gravity. —We shall see hereafter (page 190) that the centre of mass of a body 
coincides with the point of application of the resultant of a system of parallel forces. 

The attraction of the earth for a body is the resultant of a system of forces acting upon 
the particles of a body, each directed towards the centre of the earth. 

We have thus a system of forces not strictly parallel. But practically the deviation from 
parallelism is insignificant, since the greatest dimension of any body on the earth with which 
we have to do is insignificant in comparison with the diameter of the earth. Hence the 
resultant force of gravity passes practically through the centre of mass. This resultant is the 
weight of the body. The weight of the body acts practically, therefore, at the cejitre of inass. 

To determine the centre of mass by experiment, we have then only to suspend it suc¬ 
cessively from two different points of its surface. The two lines of suspension, if produced, 
must intersect practically at the centre of mass. 

The centre of mass is therefore often called the ''centre of gravity.’' This term is, 
however, strictly speaking, incorrect. Centre of mass is not dependent at all upon gravity 
any more than mass itself. We can make use of gravity in finding it, just as we do in 
measuring mass (page 14). 
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The term '' centre of gravity’’ can only be properly applied to that point at which . 
entire mass of the body were concentrated, it would attract and be attracted, for all posit... 
of the body, just the same as the body itself. In this sense, as we shall see hereaftt 
(page 207), only a few bodies possess a centre of gravity. But all bodies possess a centre oi 
mass. The two conceptions are therefore entirely distinct. 

Origin at the Centre of Mass. —In taking the algebraic sums of the elementary 
moments l 2 mZy we must, as already noted, take .r, jj/, z for each element with 

their proper signs. If, then, we take the origin of co-ordinates at the centre of mass, we 


must have = o, jj/ = o, ^ — o. Hence in this case 

I 2 mx = o, 'Emy = o, I 2 mz = o.(i) 

If we take polar co-ordinates and take the pole at the centre of mass, we have 

lEvir = 0,.(2) 

where r is the distance of any particle from the pole. 


That is, the algebraic siun of the vioments of all the elements relative to the centre of 
mass is zero. 

Plane and Axis of Symmetry.—A body is symmetrical with respect to a plane when 
for each element on one side of the plane there is an equal, similarly situated element on 
the other side. In such case the centre of mass is in this plane. 

A body is symmetrical with respect to an axis when it is symmetrical v. ith respect to 
two planes passing through that axis. In such case the centre of mass is in that axis. 

If a body is symmetrical with respect to two axes, the centre of mass is at their inter¬ 
section. 

Material Line, Area, Volume. —There is of course a certain inconsistency in speaking 
of the centre of mass of geometrical lines, areas and volumes. The expression is, however, 
allowable, since we are understood to mean a material line, area or volume, d being linear, 
surface or body density, as defined on page 15. In the case of a homogeneous line, area 
or volume, d cancels out, as we have seen in the equations of page 22, and we can then 
allowably speak of the centre of mass of the line, area or volume itself. 

Determination of Centre of Mass. —We have already seen how to determine the posi¬ 
tion of the centre of mass by experiment (page 22). 

The position of the centre of mass for many homogeneous bodies may often be told at 
once, by applying the principle of symmetry just given. 

Thus the centre of mass of a homogeneous straight line is at its middle point. For a 
homogeneous circle, or circular area, or sphere, or spherical shell it is at the centre of figure. 
For a homogeneous parallelogram it is at the intersection of the two lines through the 
middle points of opposite sides, or at the intersection of the two diagonals, since these arc 
lines of symmetry. So also for a homogcn(?ous parallelopipcdon the centre of mass is at the 
intersection of its diagonals, or any two lines through the centre of mass of opposite sides. 
For a homogeneous circular cylinder with parallel ends, at the middle point of the axis. 

For a homogeneous triangle the centre of mass is at the intersection of any two lines 
from an apex to the middle point of the opposite side, since these are lines of symmetry. 

For bodies in general we may find the centre of mass by applying the equations of page 
22, or more generally by the application of the Integral Calculus to effect the summations 
indicated. 

It is not necessary or desirable to occupy space here with such applications. It is of 
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far more importance that the student should understand clearly what the centre of mass is, 
as defined on page 20, and what use is made of it, and how it enters into mechanical prob¬ 
lems, as will be explained later (pages 175 and 191), txian :hat he should spend much time 
in finding its position. 

In the following examples we show how to apply the equations of page 22 to a few 
cases. 

Examples! —(i) Find tke centre of mass of a homogeneous circular arc, 

Ans. Let ADB be a homogeneous circular arc with centre at O' , and let the axis of X pass through O' 

and the centre D of the arc. 

Tlien O'D is an axis of symmetry, and the centre of mass O is on 
this axis. 

Let the chord AB = r, and the length of arc ADB = s, and r be the 
radius. Take an indefinitely small element ad of length ds whose cen¬ 
tre of mass is at e, and let ab be the vertical projection of ad = ds. Drop 
eN perpendicular to O'X. Then we have, by similar triangles, 

ds : ab \: r \ O'N; 

or, since 0 'N = Xy the abscissa of the point e, we have 

X. ds = r X ab. 

By equation (3), page 22, we have then for the distance O'O = x oi 
the centre of mass 

— 2 x. ds r 2 ab 

^ =-, _ - ^ 

^ s 

But ^ab is the chord AB c. Hence 
~ rc 

X = —• 

s 

Hence the centre of mass <9 of a circular arc ADB is in the axis of symmetry O'D at a distance x = O'O 
from the centre O', which is a fourth proportional to the arc, the radius and the chord, or 

s : r : \ c : x. 

If G is the central angle AO'B in radians, c — ir sin s — rO and 

2 

. G 

2 rsin-- ’ 

2 


For a semicircle.? = Ttr, c = 2r or 0 = ar, sin —= i and 

2 

- 2r 

X = 

Tt 


A 



For a circle .? = 2%r, = o, or Q = sin — = o and = o, or the centre of mass is at the centre of the 

. circle. 

By Calculus. —The distance ab = dy ; we have then 

ds \ dy \ \ r \ or xds = rdy. 


X 






s 


By equation (3), page 22, 
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( 2 ) Find the ce^itre of mass for a homogeneous tria^igle. 

Ans. Let ABC be the triangle, the base AC and the altitude BP =^. 
By the principle of symmetry the centre 
of mass O is at the intersection of any two d 

lines from an apex to the middle point of the 

opposite side. /'j\ 

By geometry, then, the distance j of the o/ ' \ 

centre of mass above the base is \ 


I v \ 
X \ ^ \ 


A MP p C A PPM 

To find the distance jtr = Af, let M be the middle point of the base, and draw B/lf and drop the perpen¬ 
diculars Op and BP. Then we have 


and for the distance MP 


AP = h cot A, 


MP = h cot A -, or AfP ■. 

2 


• h cot A, 


according as A is the smaller or larger base angle. 
We have then Mp = -J-i/P, or 


or = I 

3 6 - -^6 3 


and hence in both cases, if A is acute, 


— b ^ cot A _b -p h cot A 
■^'"2“‘6 3 ” 3 * 


By Calculus. —Take an elementary strip parallel to the base and at a distance y above it. Let the 

length of this strip be x. Its thickness will be dy, and its area xdy. We 
^ have then 

^ ^ f \ 

X X \ ('f 


But we have A = and, by proportion, 

/ 7 7 Kh-y) 

h — y \ X \ \ h \ b, or x ^ ^ 


Substituting these values of A and x, we have 


y — ^f -y)y^y = -’ -^ = J^^f -yfdy + f {k- y)ydy =■ 


b h cot A 

r-T- 


(3) Find the centre of mass of a ho?jioge7ieoits trapezoid. 

Ans. Let ABCD be the trapezoid. Denote the top or smaller base BC by ^1, and the bottom or larger 
base AD by bi, and the altitude by h. 

We have then for the area of the trapezoid ^ -P 


area ABCD = 


{b\ + bi)h 


We can divide the trapezoid into two triangles, ABD 
and BDC, by the-diagonal BD. 

The area of the triangle ABD is 

_ b>ih 
area ABD = —» 



and, as just proved (example 2), the distance of its centre of mass above AD is ih, and on the right of A, 
h’l h cot A 


The area of the triangle BDC is 


bxh 

area BDC = —» 
2 
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and the distance of its centre of mass above AD is and on the right of A, from equation (2), example (2), 


h cot A + 


bi A — h cot A bi 2 A cot A 


We have then for the distance j of the centre of mass 0 above AB 

_ /t 2 

area ABCD x 1/ = area ABD x — + area BDC x — 

3 3 

and for the distance of the centre of mass 0 on the right of A 

<^2 + //cot^. bi + bi2 k cot A 

area ABCD y. x — area ABD x-h area BDC x -. 

3 3 

Inserting the values for the areas, we obtain, if ^ is acute, 

■— (2^1 “f" b^/i 

^ 3(^1 + ^2) 

— bx 4 " b\b^ 4 - b^ 4 ~ h{2b\ 4 “ <^q) cot A 
3 (<^i 4 - ^2) 

For a parallelogram bx = b<i and y z=^~h, = — 4 - ~h cot A. For a rectangle A = 90® and j/ = — h, x —-~b, 

222 22 

Graphical CoJisiruction .—1st. Draw lines Dmx, from apex D to the middle points and Wa of 

the opposite sides. Then the centre of mass Ox of the triangle 

B__ r ABD is on the line Dmx at a distance DOx equal to f of Dmx. 

/ pX \ The centre of mass (92 of the triangle BDE is on the line Dnn 

/ 0 , \ ^ distance DO2. equal to f of Dm>i, If we join Ox and ( 9 a 

^ / 1 \ thus found, the centre of mass must be on the line OxO'i. 

\ \ Draw m-xinz through the middle points of the parallel 

/ sides. This line is an axis of symmetry, since it passes through 

/ j the centre of all elements parallel to BC and AD. • The centre 

pp -- — : . 2 . A ^ of mass must therefore lie in the line m^mz. It is therefore at 

the intersection Cof ?7t<iinz and ( 9 i( 92 . 

2d. We have, from the values of .r and_y just obtained, 

x: _ 2bx 4 - b>x 4- h cot e C _ hg G 

Now if we lay off CG parallel to AD and / \ \ ^ 

make it equal to b^x , and lay off parallel / \ 

to BC and make it equal to bx , and join F / 

and G, the line FG must pass through 0 . /\ \ 

For we have, by proportion, \ \ 

bx -V X bx h Cot A 4 ~ < 5 i 4 ~ <^2 p ^ ^q 

y h 

Hence the intersecthm of FG with the axis of symmetry nwiiz gives the centre of mass O. 

3d. Another convenient construction is as follows : 

Draw the diagonals AC and DB intersecting at /. Lay off along AC the distance Ae = /C, and along 
% I), 0^ distance Db = IB, 

-—^7. Bisect the diagonals at uix and W2, and join mib and 

/ The intersection 0 is the centre of mass. 

\ Proof .—By construction the sum of the horizontal 

\ projections of Ae and Db is equal to bx , and the points ^ and 

^ both at the same distance above AD. 

^ Hence the line eb is horizontal and 



eb — ^2 ~ b\. 


We have then, by construction, mm^ also horizontal and 
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We have also, by proportion, if_yi is the vertical from / on BC, 


b\ _ ^2 

y\.~~ h ^ yx 


bxh 


By similar triangles, if^' is the distance of 0 above AD, 


y -y, £ _ - 

2 


Inserting values. 


bi — bi — bi) 

bji ' 

b^ — bx 2 ^ 


or j/ = 


( 2^1 4 “ b^h 

3(^a + bx) ' 


just as already found. 

(4) Find the centre of mass of a homogeneous trapezium, 

Ans. Let ABCD be the trapezium. Denote AD by Ih, BChy bx , AB by d and DC by a. Also let 
P be tlie angle of bx with horizontal, and take AD horizontal, g 

We have then for the area of the trapezium 

AT^r-T^ b’xdsm A 4- bxci sin C / 

area ABCD =-^- / 

We can divide the trapezium into two triangles, ADB / \ 

and BDC, by the diagonal BD. / V 

The area of the triangle ABD is / \ * 


area ABD = 


b>xd sin A 


d sin A 


b^ 4“ d cos A 


he distance of its centre of mass above AD is ——■—, and on the right of /f (example (2J) ™ 

3 ^ 


The area of the triangle BDC is 


area BDC = 


bxci sin C . 


the distance of its centre of mass above AD is 


. d sin A + a sin D 


, and on the right of A, 


bx cos A 4- b<x 4- 2d cos A 


We have then for the distanceof the centre of mass O above AB 

r/, / si II , / „ , d C\n A + o Cm D 

2.vQa. ABCD xy = 'dvctixlBD x - - 4- area BDC x--- ■, 

3 3 

and for the distance a; of the centre of mass O on the right of 

, 7 n V, 4- d cos A „ bi cos fi f- b-x 4 - 2d cos A 

area ^IBCD x x = area ^ 1 BD x —L- 4. area BDC x -- 

3 3 

Inserting the values of the areas, we have 

bid s in C{d sin x? + ^ sin D) + b'lF sin^ A 
3(^2/sin .'i 4- bid sin C) 

- __ ^ sin 6\:os B 4- bib-jd sin C 4- A 4- / cos A(bod sin A + 2 bid sin C) 

^{b‘id sin A 4 - bxu sin C) 

g 

For a trapezoid, /5 = o, / sin A = a Cm D a sin C = h, 
/ -> reduce to the values already found. 

/ Constructio7i. —Draw the diagonals BD and CA, find the 

/ y centre of mass Ox of the triangle ABC and the centre of mass 

/ ^ \ of the triangle ACD. Then the centre of mass 0 must 

/ \ OiO^j. Again, find the centre of mass O3 of the 

/ ""*0 triangle DEC, and O, of DBA. The centre of mass O must be 

^ ""A 0aC>4. It is therefore at the intersection of OiO^i 

tx -- ~ D and OzO^. 
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(5) Find the ce^iire of mass of a homogeneous circtilar sector. 



Ans. Let O'ACEO' be the sector with centre at 0 ' and radius 
O'A = r. 

The sector can be divided into an indefinitely large number of 
indefinitely small triangles. The centre of mass of each triangle is at 
a distance of from O', These centres form then a homogeneous 
circular arc AiCiBi, and the centre of mass of the sector is the centre 
of mass of this arc. 

From example (i), then, the centre of mass 0 lies upon the radius 
of symmetry O'C and at a distance O'O = x from the centre given by 

chord AiBi 2 

X =-. — r, 

arc AiCiBi 3 

Let c be the length of chord AB of the sector, and s the length 
of arc ACB of the sector, then 


chord AiBi 
arc AiCiBi 


and we have 


— 2 

x:=-. 


rc 

s ’ 


If 0 is the central angle AO'B in radians, c : 


2 r sin —, j and 
2 


/\r sin 


For the semicircle, ^ = 2r, ^ = Tfr or ( 


: TT, sin ~ = I; hence 
2 


For a quadrant 


For a sextant 


X = 


3 ^‘ 


X 


4 4/2 


r. 


X 


2 r 

Tt 


Student should solve by Calculus. 

(6) Find the centre of mass for a homogeneous segment of a circle. 
Ans. Let ACB be the segment. The centre of mass 0 is in the 
radius of symmetry O'C. 

Let the radius Cf A ~ r, and the length of arc ACB = s. Then 
the area of the sector O'ACBO' is 




rs 

2 * 


The distance O'Oi of the centre of mass Ox of the sector has just 
been found in example (5) to be 

O'O, = 

where c is the length of chord AB. 


.The height of the triangle O'AB is^ A — Its area is then 


The distance O'Oa of the centre of mass On of the triangle is 

2 

0'02 = ~ A ^ 

3 \ 


c^ 

T 






Chap. II.] 


CENTRE Of MASS—EXAMPLES. 


29 


The area A of the segment is A = {Ai ~ AT). Let O'O = x ho, the distance of its centre of mass. Then 
we have the moment of the sector equal to the sum of the moments of the triangle and segment, or 

Ax . O'Ox = A^ . O'O^ + {Ax — AT)x, 

Substituting the values of Ai, Aa, O'Ox, and O'O^, we obtain 


— 

12A 




If Q is the central angle AO'B in radians, we have ^ ^ = 2r sin j, and hence 


.3/ .0 

orq 0 — 2 sin - cos - 

V 22/ 

For a semicircular segment, 0 = tt, cos ~= o, c ~ ir, and hence x — just as we have already foun 
in example (5). 

Student should solve by Calculus. 

(7) Ft fid the centre of mass for a homogeneous circular ring. 

Ans. Let the outer radius O'A\ be r\ , and the inner radius >1^ 

O'A<i be r<x. y/\. 

Let the length of the outer arcy^iGAi be , and its chord \ 

AxBx be Ci\ the length of tlie inner arc A^C>iB<x be s>i, and its chord \ 

A^B’i be c^. \ \ 

Then, from example ( 5 ), we have for the distance of the centre \ \ 

of mass of the sector O'AiBxO' \ \ 


and its area 


The distance of the centre of mass of the sector O ’AtB'iO' is 


and its area is 


2r<xC>i _ '2f‘fcx 
3 J!2 zris^' 



The area of the ring is 


A Ax -- Ati = l(riSi — r2S-i) = ~{rx^ — rT^). 


Let O'O — A' be the distance of its centre of mass. 

Then we have the moment of the outer sector equal to the sum of the moments of the inner sector and 


AiXi — A1 2 X 2 -j- {A I — A‘2)x. 

Substituting the values of Ai , A ^, h , , we obtain 

- _ 2^1 frT — rf\ 


or, since = rfi, where 0 is the central angle AiOB, in radians, and a = 2ri sin 

2 


. 0 

4 sin - 


mi- 


(8) Find the centre of mass for the homogeneous surface of a cvHnde?', or of any prism. 

Ans. The centre of mass ffir the hrimogfmeons surf ice of a cylinder is at the middle point of the axis. 
For all the elements of the surface, obtained by taking slices parallel to the base, have their centres of mass 
upon the axis. The centre of mass of the surface is then the centre of mass of the axis. 



30 MEASURABLE RELATIONS OF MASS AND SPACE. [Chap. II. 

For the same reason the centre of mass for the homogeneous surface of a prism is at the middle of the 
line which unites the centres of mass of its bases. 

( 9 ) Find the centre of mass for the homogeneous surface of a right cone or pyramid, 

Ans. The centre of mass for the homogeneous surface of a right cone is in the axis at two-thirds its 
length from the apex. For the curved surface can be divided into an indefinite number of indefinitely small 
triangles. The centres of mass of all these triangles form a circle at a distance of two-thirds of the axis 
from the apex, whose centre of mass is in the axis. 

The same holds for any right pyramid. 

(10) Find the centre of mass of a solid homogeneous prism or cylmder with parallel bases. 

Ans. The centre of mass of a solid homogeneous prism is at the middle of the line joining the centres of 

mass of its bases. For by passing planes parallel to the bases we divide it into equal slices whose centres of 

mass lie in the axis. 

The same holds for a cylinder. 

(i I) Find the cefUre of mass for a homogeneous pyra 7 nid or cone. 

Ans. Let ABCD be a homogeneous triangular pyramid. Take b at the 
middle point of BC, and draw Ab and Db. Take a point a on Ab, so that 
ab — \Ab, and a point ^ on Db, so that eb = \Db. Join ae, and draw Da 
and Ae. Then Da and Ae are axes of symmetry and the centre of mass 0 is 
at their intersection. But ae is parallel to AD and equal to \AD, and the 
triangle aOe is similar to AOD. Hence aO — OD, or lOD = 3 . aO, and 
C therefore aD = 4 . aO, or aO = ^ . aD. 

The centre of mass is then on the line joining a vertex with the 
centre of mass of the opposite base, and at a distance from the vertex of f 
the length of this line. 

Since any pyramid or cone is composed of triangular pyramids with a 
common vertex, the same holds true for the centre of mass. 

We can therefore determine the centre of mass of a pyramid or cone by passing a plane parallel to the 

base at a distance from the base of i the altitude, and finding the centre of mass of this section, or the 

point where it is pierced by the line from the apex to the centre of mass of the base. 
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CHAPTER III. 

MOMENT OF INERTIA.* 

Moment of Inertia. —The product of any indefinitely small elementary mass or area or 
volume by the square of its distance from any given point, line or plane is called the 
MOMENT OF INERTIA of the elementary mass or area or volume relative to that point, line or 
plane. 

If, then, a is an elementary area and r its distance from any point, line or plane, ar^ is 
the moment of inertia. If vt is the mass of a particle, mr^ is the moment of inertia. If v is 
the volume of an clement, vr^ is the moment of inertia. 

The summation for any volume, area or mass of all these products is the moment of 
inertia of the entire volume, area or mass, relative to the assumed point, line or plane. 
Thus for any area the moment of inertia is for any volume for any mass 

The point chosen is always the centre of mass of the entire body, mass, volume, or 
area, unless otherwise specified. The plane or line chosen is always a plane or line through 
this centre of mass, unless otherwise specified. 

We use the term ''centre of mass of an area'' or of a volume in the sense already 
defined (page 23). 

The line relative to which the moment of inertia is determined is the AXIS. 

We always denote the moment of inertia relative to the centre of mass, or an axis or 
plane through the centre of mass, by /. 

We have then for the moment of inertia of an area relative to the centre of mass, or any 
axis or plane through the centre of mass, 

/= 

For the moment of inertia of a volume we have 

I = 

For the moment of inertia of a mass, 

/= 

Significance of the Term. —The term " moment of inertia" is not well chosen according 
to the terminology of modern science. As we see from the definition, it has nothing to do 
with "inertia" (see page 169). It has been proposed to call it "second moment" of area 
or mass. The term " moment of inertia " is, however, of such general use that it is hardly 
worth while to try to introduce such a change. It is sufficient for the student to note that 
it is the arbitrary name for a certain quantity. This quantity occurs so often in mechanical 
problems that it is desirable to have a special name for it, and to di-scuss it thoroughly in 
advance of its use. 


* This chapter may be omitted here if thought desirable, but should be taken before Kinetics of a Material 
System, page 297. 
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Radius of Gyration. —That distance at which, if the entire volume, area or mass were 
concentrated in a point, the moment of inertia would be the same as for the volume, area or 
body itself, is called the RADIUS OF GYRATION for the volume, area or body. 

We denote the radius of gyration relative to the centre of mass, or a line or plane 
through the centre of mass, by k. 

We have then, by our definition and notation, for a body of mass m, 


for an area 

for a volume Vj 


Moment of Inertia and Radius of Gyration in General. —Unless otherwise specified the 
term moment of inertia always signifies the moment of inertia for a body of mass m. The 
letter I always means this moment of inertia for the centre of mass, or an axis or plane 
through the centre of mass. The letter k denotes the corresponding radius of gyration. 

Any other point, axis or plane is called an ECCENTRIC point, axis or plane. The 
moment of inertia is denoted in such case by A, and the corresponding radius of gyration 
by k', 

Everything in what follows which holds for / and I' and k'^ as thus defined, fora body 
of mass m, holds good also for a surface of area A or a volume F, unless otherwise specified. 

Reduction of Moment of Inertia, —If, then, I is the moment of inertia for any axis 
through the centre of mass, and F the moment of inertia for any parallel axis at the distance 
we can easily prove the relation 

/' = /+m/2. 

That is, the moment of inertia of a body relative to any eccentric axis is equal to the 
moment of inertia relative to a parallel axis through the centre of mass plus the product of the 
mass by the square of the distance between the two axes. 

The same holds for the moment of inertia of a surface if we replace m by the area A of 
the surface, or for a volume if we replace m by the volume V. We have then 

r = I + Ad\ /+ Vd\ 

This is called the theorem of moment of inertia for parallel axes. By means of 

it we can find /' for any axis, if I for a parallel axis through 
the centre of mass and the distance d between these axes are 
given. Conversely, we can find / if /' and d are given. 

The proof is simple. Let m be the mass of a particle 
- of a body whose distance from an axis through the centre of 
mass O of the body is r. Let F be its distance from a parallel 
axis at O', the distance O' 0 between the axes being d. Let ^ be the angle of r with O'O, 

Then we have for any body 






I' = I2mr' ^ and I = '2mr’^. 
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But we have 
Hence 


± 2 rd cos d. 

= lEm?^ + ± 2 d' 2 mr cos B. 


But inr cos Q is the moment of 7 n relative to the axis through the centre of mass O 
Therefore, as we have seen (page 23), 

' 2 mr cos ^ = o. 

We have .then 

' 2 mr' ^ d'^ 2 My 

or, since 2 m = m, the entire mass of the body 

I' = 1 + 

The same holds for an area if we replace m by ^ and 2 m by 2 a = Ay or for a volume 
if we replace m by Fand 277 z by 2 v = F. 

We have then also 

= p -f dK 


It is evident, then, that the moment of inertia relative to any axis through the centre of 
mass is lesst/ian for any parallel axiSy and the radius of gyration relative to any axis through 
the centre of mass is less thaii for any parallel axis. 

Moment of Inertia relative to an Axis. —Let 0 'X be any axis and XO' F, XO'Z any 
two rectangular planes passing through that axis. 

Then for any particle of a body of mass zn whose 
CO ordinates arc x^yy Zy we have the moment of inertia 
relative to O'X 

7 nr^ = 11 ly^ 4“ -j- z^'). 

Summing the moments of inertia for all the par¬ 
ticles of the entire body, we have fon the moment of 
inertia of the body relative to the axis O'X 

= 2 mf -fXmz^ = 2 [ 77 i{y^-fz^)']. 

But 2 j}ir^ is the moment of inertia of the body 
relative to the axis O'X. We denote it, therefore, by 
/^. Also, 27ny^ is the moment of inertia of the body 
relative to the plane ZXy and Zniz"^ relative to the 
plane A'"K We denote them, therefore, by 4 'and fy. 

We can therefore write 

r^ = i:, + /L = 

In the same way we have 

/; = 4 + 4 = + ^)], 

^: = 4 + 4 = 

or, the moment of inertia of any body with reference to a line is equal to the stun of the 
77ioments of inertia for any two rectangular planes passing through that line. 

Polar Moment of Inertia for a Plane Area. —For any plane area^ as XO'Y, we have 
— Oy and hence = I'^ and ly — If ; hence 

At 
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or, the moment of inertia of any plane area relative to an axis perpendicular to the plane is 
equal to the sum of the moments of inertia for any two rectangular lines in the plane through 
the foot of the perpendicular, 

The moment of inertia for a plane area relative to an axes at right angles to the plane 
is called the POLAR moment of inertia relative to that line. 

Moment of Inertia Relative to a Point. —Let 0' be any point, O'X, u O'Z three • 
co-ordinate planes. 



Then for any particle of mass m whose co-or¬ 
dinates are x, y, z, we have for the mom^ent of 
inertia with reference to (9' 

= mx'^ my"^ -f- mz^. 

Summing the moments of inertia for all the 
particles, we have for the moment of inertia of the 
body with reference to 

= lEmx’^ -f- ISmy^ + 

But = Iq is the moment of inertia of the body 

with reference to the point 0\ and ISmx^ = 
^my^ = ^ 2mz^ = , are the moments of inertia 

of the body with reference to the co-ordinate planes 


FZ, ZX, XV. Hence 






But we have just seen that /jy + Hence 


4 




That is, the moment of inertia with reference to any point is equal to the sum of the moments of 
inertia for any three rectangular planes through that point ; 

or, is equal to the sum of the moment of inertia for any line through the point and a plane 
through the point at right angles to this line. 

Moment of Inertia for an Inclined Axis, in General.—Let m be the mass of any 


particle of a body whose co-ordinates are 
;r, 7 , z for any assumed origin O' and co-ordi¬ 
nate axes O'X, O'Y, O'Z, and let O'o be any 
line through the origin O', making the angles 
a, 13, y with the co-ordinate axes. Let r be 
the perpendicular from m upon O'o, 

Then we have the distance 

O’o = cos a-\-y cos p3 Ar z cos y ; 
also, the square of the distance O’m, 

O’rtf' = x^ -{-y^ z^. 

Hence r^ = O’m — O’ or 



= {x^ + / + cos « -f cos yS + ^ cos yf. 

The moment of inertia of a particle of mass m relative to any axis O'o is, then, 
mr'^ == — m{x cos a + y cos p z cos yf. 
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MOMENT OF INERTIA-PRINCIPAL AXES. 

Summing the moments of inertia for all the particles of the body we have, since 

cos^ oc cos ^/5 cos^y = i, 

+ 7 ^ +• (cos^ a 4- cos^ cos^ X)] — 2 lm{x cos a^ cos ^ cos y)^]. 
Multiplying out and reducing, we can write this 
2{7nr^) = 2[7n{j/^ + cos^ a -|“ !S[77i{z^ + jf^)] cos^ /S -j- 2{_7n{x^ + cos^ y 

— 2 cos a cos /5 ^{mxy) — 2 cos /5 cos y ^{myz) — 2 cos y cos a 2 {mzx). 
But, as we have seen, page 33, 

2[pz{y^ + s^)] =/;, + x^J] = /;, +/)] = 1., 

are the moments of inertia of the body relative to the axis of F, and Z. Also, 2 {mr^) is 
the moment of inertia /' relative to the axis O'o. Hence 

r =z cos^ ^ + /y cos^ P Iz cos^ X — 2 cos cos (3 — 2 cos /3 cos x 

— 2 COS X cos or Z(77izx) .(i) 

Equation (i) gives the moment of inertia of a body for any axis ( 9 '^ making any given 
angles a, ( 3 , y with the co-ordinate axes. 

Principal Axes. —If for any origin 0 ^ we take the rectangular axes X, F, Z in such 
directions that for any body 

'Xinxy = o, ' 2 myz = o, 2 mzx = o, 

these axes are called PRINCIPAL AXES for the point 0 \ the moments of inertia /^, If f 
relative to these principal axes are called PRINCIPAL MOMENTS OF INERTIA, and the corre¬ 
sponding radii of gyration kf kf are called PRINCIPAL RADII OF GYRATION. 

If we take the origin at the centre of mass, the principal axes are called CENTRAL PRIN¬ 
CIPAL AXES, the corresponding moments of inertia f, 7 J,, f are central principal moments 
of inertia, and the corresponding radii of gyration ky, k^ are central principal radii of 
gyration. 

Properties of Principal Axes. —The three conditions for principal axes are then 

X^nxy = o, Zmyz = o, Zmzx = O. 

Introducing these conditions in (i) we have 

/' = cos^ a ly cos^ (3 ^ f cos^ X., . . ( 2 ) 

That is, the moment of inertia of a body relative to any line ts equal to the sum of the prod¬ 
ucts obtained by multiplying the moments of inertia for the principal axes for ajty point of the 
line, by the square of the cosines of the angles which the line makes with these principal axes. 

For any plane material area, taking the plane as that of ZX, we have for any point of 
the area given by .r and z, y = o. Hence, no matter where the origin nor what direction 
the axes of x and y may have, we have 

Zmxy = o. 


'Zmyz = O. 
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Also, if a body has a plane of symmetiy, then, taking this as the plane of ZX, we have for 
any origin in the plane, for any particle given by z and y above the plane, an equal 
particle given by z and — y below. Hence, no matter where the origin nor what direc¬ 
tion the axes of and y may have, we have 

'Zmxy = o, ^myz = o. 

Introducing these conditions in (i) we obtain 

/' =: cos^ a + ly cos^ fi + // cos^ y — 2 cos y cos mzx. 

This reduces to (2) when /? = o, and hence a = 90, y = 90, and we have in such case 
r ~ ly . That is, the perpendicular to the plane is a principal axis for the point of 
intersection. 

It is not, however, in general a principal axis for any other point of the perpendicular. 
For if we take some other point on y at a distance d from the origin, then if the axis of y is 
a principal axis for this point also, we must have 

Xmx (y — d) = Oj Xmz {y — d) = o. 

These conditions can only be satisfied when 2 mx = o and 2 my = o, that is when the 
perpendicular passes through the centre of mass. 

Hence, if any two of the three conditions for principal axes are fdfilled^ we have either 
a plane area or a pla 7 ie of symmetry. 

Any perpendicular to a plane area or a pla 7 ie of syimmtry is a principal axis for the point 
of its intersection with the plane. If this point of intersection is the centre of mass, the per¬ 
pendicular is a principal axis for any of its points. 

A line cannot be a prmcipal axis at more than one of its points^ unless it passes throitgh 
the centre of inass, in zvhich case it is a principal axis at every one of its points. 

Let a body have two planes of symmetry at right angles. Taking one plane as the 
plane of ZX, we have, as already proved, 

X^nxy = o, 'Z^nyz =. o, 

and any perpendicular to this plane is a principal axis for its point of intersection. Taking 
the other plane as the plane of YZ, we have 

X^nxy = o, Xmzx = o, 

and any perpendicular to this plane is a principal axis for its point of intersection. We 
have then all three conditions 

TEmxy =0, ^ I 27 nyz = o, ^ 7 nzx = o 

fulfilled, and hence for two rectangular planes of symmetry the principal axes for a 7 iy 
point on the line of intersection of these tivo pla 7 ics are this line of mtersection and the two 
perpendiculars to it at the point hi each pla 7 ie. 

If a body has three planes of symmetry at right angles, their point of intersection is the 
centre of mass (page 23). 

Hence for three rectangular planes of symmetry a 7 iy Ihie of intersection is a principal 
axis for any of its pomts. The prmcipal axes for any point on a line of hit er section are this 
line ajid the tivo perpendiculars to it at the point in each plane. The three lines of intersection 
are principal axes for th ’ centre of mass, or ceiitralprincipal axes. 

Ellipsoid of Inertia. —Since the mass in of a body multiplied by the square of its radius 
of g^/ration k for any axis gives the moment of inertia I for that axis, we have, by 
dividing equation (2) by m, 


~ k'f zof a cos^ jS h'p cos^ y. 


. (3) 





ELLIPSOID OF INERTIA. 
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In the preceding Fig,, page 34 , take a point P on the line O'o at any convenient 
distance 0'F=. I from 0\ Denote the product W by so that 


Ik' = hence , 


Substituting in ( 3 ) we have 


cos* a P cos* /3 P cos* y 


= I. 


k'l K K 


Let the co-ordinates of the point P be /, z'. Then 

lcosa = x', /cos/J=y, lcosy = z', 

and we have 


^4 \ yt r ^4 ■ ^ 


K p; K 


The equation of an ellipsoid referred to its major and minor axes is 


^2 y'l ^2 
2 * + ;^ +^2=^’ 


( 4 ) 


where A, B and C are the semi-axes. 

We see, then, that ( 4 ) is the equation of an ellipsoid whose semi-axes are principal axes 
given by 


A 




B = 




C = 


k: 


where may have any convenient value. 

Hence if we lay off on ‘ every line O'o through the origin O' a distance O'P—l 

== j, , where the distance may be taken any ' 

convenient distance, all the points P thus de¬ 
termined will lie on the surface of an ellip¬ 
soid whose equation is ( 4 )? whose axes aic the 
principal axes for the point O , and whose 
semi-axes are given by the values of A, B 
and C just found. 

The square of the reciprocal of any semi 
diameter I is, then, 

I ___ 

This ellipsoid is called the ELLIPSOID OF INERTIA /<?r the point O', because the square 
of the reciprocal of any semi-diameter O'P — I multiplied by the mass m of the body, 

or is proportional to the moment of inertia F = m/&'* of the body relative to an 

axis coinciding with this semi-diameter, and if we take s= l, will be equal to this moment 
of inertia. 
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The axes of this ellipsoid are principal axes for the point O'. 

We see at once that the principal moments of inertia must include the greatest and least 
of all the moments of inertia for the point ( 9 ', the least corresponding to the longest 
semi diameter, 0 A, and the greatest to the least semi-diameter, either O'B or O'C. 

For any point 0 \ then, there must be at least one set of rectangular axes, OA, OB, OC, 
which are principal axes. 

Determination of Moment of Inertia. —The moment of inertia of a body can be 
determined experimentally, as will be explained hereafter (page 340). For many bodies it is 
readily determined by a simple application of the Integral Calculus. 

It is not necessary or desirable to occupy space here with such applications. It is of 
much greater importance that the student should understand clearly what the moment of 
inertia of a body is, as defined on page 31, and what use is made of it and how it enters 
into mechanical problems, as will be explained later (page 321)- 

In the following examples we show how the moment of inertia may be found for a 
number of simple cases, with and without the use of the Calculus. 


Examples. — (i) Find the moment of inertia for a houiogeneou's straight line. 

Ans. Let the coincide with the axis of K, and O be its centre of mass. Then by the principle 

of symmetry OX, OV, OZ are central principal axes (paji^e 35). 
lY Let the length of the line be L, and 6‘ the linear density. Then the 



mass m is 


m = <5/,. 


Divide the line above and below 0 into an indefinitely large number 
n of short elementary lines. The mass of each is ^ , and the 

2/L 

distances of these elementary masses above and below OX or OZ 
are 2—, 3—, etc. Multiply the mass of each clement by the 

27 L 271 271 ^ ^ 

square of its distance, and summing the products, we have for the 
moment of inertia Ix or A relative to the central principal axes 
OAand OY 


r r r 

Jx — Iz — 2 . (S ^ 2 4" 4 vj Hh 9 'a 

2 /L 4 ;^-* \/L^ 4/1^ 

— + 4 + 9 4- . . . 


4- . . . /P 


The sum of the series 


1+4 + 94.. 


2;/’ 4- 37/ -p 7 L 


As 71 increases, this sum approaches the limit - . Hence for 7 l indefinitely large 


The moment of inertia f for the axis OV is /y = o. 

These are the moments of inertia for the central principal axes. 

Let <9/be any inclined axis in the plane XV making the angles rr, / 3 , y with the central principal axes. 
Then cos y =1 o and cos «= sin /?. We have then from equation (2), page 35, the moment of inertia / for 
iiny axis through the centre of mass making the angle /3 with the line 

/ = /^ sin’ /J = — sin’ /J. 

12 ' 
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For a parallel axis through any point 0 ' of the line, that is for an axis through any point of the line, 
making the angle /? with the line, if y is the distance O'O from the point O' to the centre of mass, we have, 
from page 32, 


/' = / + siii^ /3 = m f— + y] sin^/5. 


We can write this last in the form 


r = + ^ysin’ /J + J - y j’sin’ /S + 2 sin> fi. 


From this we see at once that the moment of inertia of a homogeneous line for any axis whatever is /> 
sa 7 ne as for a system of three material particles consisting of 07 ie sixth the mass of the line at each end and tu 
thirds the mass of the lute at the centre. 

By Calculus. —The mass of any element of the line is ^dy. The moment of inertia of the element 
relative to 0/is then 8dy x y’^ sin’ fl. Hence, since m = 


J"lly'^dy . sin’ /? = sin’ 


(2) Find the moment of mertia for a systein consisting of three par allele equidistant homogeneous straight 
lines of equal length /, the ends being in parallel straight lines, the mass of the centre line being and of 
each of the outer lines ntu 

Ans. Let aa', bb\ cd be the lines of length 4 of mass vi \, m\ and ni^ respectively, and let d be the length 
of the line ab through the ends, and A be the 

angle ^_ i ^ 

The centre of mass O of the system is evidently / ^ 

at the middle of the centre line. / 

The moment of inertia of aa' relative to any / ^/ 

axis through its centre of mass in the plane of the ^ 

lines making the angle 0 with aa' is, from ex- / / 

ample (i), X\a / 

— r sin’ 0 . b m, 

12 

For a parallel axis through the centre of mass 0 , since the distance between the axes is — sin {A — 6), 
we have (page 32) 

—/ sin -sin’ (A — 6). 

12 4 

We have the same result for the line bd. For the line cc' we have 


-/’ sin’ 0. 


The moment of inertia of the system relative to any axis in the plane of the lines through the centre of 
mass O, making the angle 0 with the lines, is then 

/ = sin 04- sin {A —6) -/’ sin 0. 


For any parallel axis in the plane at a distance we have, then (page 32), 


+ 6 sin’ {A — 0) 4-(2Wi 4-Wa)/® 


• • • * 
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We can write this in the equivalent form 


We see from this that the moment of inertia for the system zs the same as for a particle of mass at 

the middle of each outer lizie, a particle of mass 


I / m^ 

CLt each end of the centre line.^ and , 






/ / / particle of mass -{m, — mi) at the centre of mass 

- lip'm) - 

f sy .ij V / Special Cases. — If m^ = 4;;^!, we have ;;zi at 

/ / / the middle of each outer line, nix at each end of 

/ / _ _/ the centre line, and 2///1 at the centre of mass of 

*. system. 

If ;//2 = 2 mu we have vix at the middle of each 
outer line, \mx at each end of the centre line and f;«i at the centre of mass of the system. 

If =? )nx, we have nix at the middle of each outer line and \nix at each end of the middle line. 

,(3) Find the mommt of inertia for a hoznoi^ezieous parallelogram and rectangle. 

Ans. We have seen that the moment of inertia for a homo^enecms straij^du line for any axis is the same 
as for a particle of one sixth its mass at each cud and of four sixths its mass at the middle point. 

Since the parallelof^ram AUCD is generated by a straight linemoving parallel to itself, the particles 
i\t A and D will generate lines ylB and /JL\ the mass of each 

being one sixth the mass of the parallelogram, and the particle ^^ 

at ^ will generate the line whose mass is four sixths the / / 

mass of the parallelogram. / / 

We have then a system of three parallel lines, the mass ---— . / 

nix of each outer line being nix = and the mass of the centre / / 

line being m^ = Jm, where m is the mass of the parallelogram. / / 

We have then z//a —4^1, and, as just proved in the --—3 

preceding example, the moment of inertia of the parallelogram 

is the same as for a particle of znass nix = im at the middle of each outer line and at the ends of the centre 

^ hue, and a particle of jim at the centre of mass. 

\ ^ P'01* the axis f, through the centre of mass 

- iWi ^ parallel to the base Ad = b we have then 

D-/-r—--C 

/ / / h— sie A. 

/ / \ / 

^ /d 0 \ /fe' ^ til rough the centre of mass parallel 

to the side w'/y; = ('Z we iiave 


x_/_ 0;: 


For the axis Ih through the centre of mass per¬ 
pendicular to the base Ad we have 


{IP 4 . d^ cos^ A). 


For the axis OZ through the centre of mass O at right angles to the plane we have (page 34 ) 


4 = 4 + 4 =^ [IP 4. d^). 


For any axis in the plane through the centre of mass O making the angle 0 with the base.<4^ we have 


I = ~b^ sin’ G + -2 sin’ {A - G). 
12 12 ^ 
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For any parallel axis in the plane at a distance p (page 33) 


r = sin^ Q + —sin^ M 


The axis OZ is a principal axis (page 36), but the axes for 4 and 4 are not principal axes. 
Principal Axes. —If <5 is the surface density, the mass m of the parallelogram is 


m = ^bd sin A, 


Hence we have 


_ m’’ I 


48 ^'^' (d 


If, then, we inscribe an ellipse in the parallelogram tangent to 
the sides at their middle points, the square of the reciprocal of 
any semi-diameter is proportional to the moment of inertia for 
the coincident axis. Hence this ellipse is the central ellipse of 
inertia (page 37), and if I is the length of any semi-diameter and / 
the moment of inertia for the coincident axis, we have 



“ 486 V 

Let OX, OYhe the central principal semi-axes denoted by lx, ly, and 4, ly the corresponding moments 
of inertia. Then 

486'“486%* 

Now in an ellipse the area of the circumscribed parallelogram is equal to four times the product of the 
pi incipal semi-axes, or 

444 = bd sin ^ 

Inserting the values of 4 and ly we have, since 4 = m/d and 4 = 

jf, ^ 

^ 12(5’ 


where K and 4 are the central principal radii of gyration. 


We have also (page 34) 


4 — 4 4" 4» Y 2 — 


Solving these two equations we obtain for the central principal axes 


= 6^ + d'+ 


We thus know the central principal moments of inertia 4 — 4 — iii4o 

If the principal axis OX makes the angle a with the base AB, we have 


4 = 4 cos^ a + ly sin^ a, 
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Hence 


cP sin’ A 


kl-kl ‘ 

We thus know the position of the principal axis of X and the principal moments of inertia Ixt Izc 
The moment of inertia for any axis through the centre of mass is then given by 

I = Ix cos’ a-\- ly cos’ fi Iz cos’ y. 

For a rectangle we have A = 90, and hence for any axis equation (2) becomes 

I — 

^ ^ [P sin’ 6 -{- cos’ &] 4- 

For the axis Oh, = o, 0 = o and 



For the axis Old, / = o, ^ = 90 and 


For the axis OZ 


4 = /, + Id {P + ^). 


In this case m = dbd; and we have from our general formula 


(P mP Y 

—, or ly = -j~. Hence cos’ a = o, 


or a=: 90°. Hence the axes of 4, Id and 4 are central principal axes, as they should be, since the planes 
of Ii,Id and IdOZ are planes of symmetry (page 36). 

By Calculus. —The mass of an element parallel to AB at a distance y from OX is in = obdy. Its 
moment of inertia for an axis Oc making the angle 
d with AB is, from (i), 

mP sin’ B n b 

p 

and transferring to a parallel axis through the centre / 

of mass O at the distance we have / / 


viP sin’ ^ 


j sin’ (A — 6) 



dPdy sin’ 6 Sby^dy sin’ (A — 6 ) 
12 sin’~ 3 i'^ * 


or, since dbd sin A = m, __ 

/ = sin ’d + sin’ {A ~ B)], 

as already found. 

(4) Find the moment of inertia for a homogeneous triangle. 

Ans. We have just seen in example (3) that for a homogeneous parallelogram the moment of inertia 

^ _ Q for any axis is the same as for a partic'ie of one sixth the mass of 

/ ^ parallelogram at the middle point of each side, and a particle 

/ / of two sixths the mass of the parallelogram at the centre of mass. 

/ then, we draw the diagonal AC, we divide the parallel- 

/ / ogram into two equal triangles, and if m is the mass of each 

/ / triangle, we have at the middle point of each side. 

// Hence for any axis the moment of inertia of a homo- 

-/ geneous triangle is the same as for a particle of one third the 

mass of the triangle at the middle point of each side. 
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Let ABC be a triangle whose angles are A, B, C and sides 
a, by c. Take any axis AI'^, through the vertex A in the plane of 
the triangle, making the angle 6 with the base b. Drop the perpen¬ 
diculars pi and ^2 from B and C, the perpendicular /a from the 
middle point of the side and the perpendicular p irom the centre 
of mass O, 

Then we have 

pi=:c sin (6 — A), fi—b sin < 9 , 

p\ + pi b sin 0 -j- r sin (Q A) 


If is less than - sin 9 , we have 
^ 2 



p = pi + B — p^f or " (A + ^ sin 0). 


is greater than - sin B, we have 


In all cases, then, 


/ =-sin 9 + i ™ sin 0^ or / = 4-^sin 9). 


^ = ^[^sin0 + c sin (9 — A) ]. 


If, then, we take one third of the mass m at the middle point of each side, we have for the moment of inertia 
for the axis T^ 

3,4 3 4 3 

or 

^ [b"^ sin'-* 0 H- sin* (9 — >?) + be sin 9 sin (9 — A)]. 


Reducing to a parallel axis through the centre of mass O by subtracting m/F (page 33), we have 


I = n sin* 0 + sin* (9 — A) — be sin 6 sin (9 — A)\. 


For any axis in the plane of the triangle, then, if p is the perpendicular distance from the centre of mass to 
the axis, 

/' == ^ [^* sin* 9 -f ^* sin* - A) — be sin 0 sin (0 - A)] 4 - m/*.(4^ 

18 

j For the axis /i through the centre of mass 0 parallel to the 

base b have^ = o, 9 = o, and equation (3) becomes 

4 = ” (i** sin* A. 

/ \ / lo 

y For the axis Ih through the centre of mass perpendicular to 

y / \ the base b we have p z=z o, 6 ■= 90", and equation (3) becomes 

.--\- 1 ’ 4 z= ^ 4- i-* cos* A — be cos A]. 

y 0 \ ° 

y/ \ For the axis 4 through the centre of mass parallel to the side 

PT "^5 ^ c we have p = o. B = A, and equation (3) becomes 


Ic=-zb^ sin* A, 
18 
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For tlie axis OZ through the centre of mass at right angles to the plane of the triangle we have (page 34) 

/ = /i + /a = ^ (( 5 " 4 - cos A). 

I O 

or, since 2 be cos A — ^ c‘^ — a\ we can write 

/^= + <r»). 



The axis OZ is a principal axis, but the axes of Ib and Ik 
are not principal axes. 

Principal AxCvS.—For the axis Bb through the vertex B and 
middle point (T AC we have = o and 0 — A equal to the 
angle ABb, and hence 


c sin (6 A)~ - sin 0 , 

2 


and equation (3} becomes 


sin^ 0. 
24 


We also have Bb sin 0 = <: sin A, or 


Hence, substituting this value of sin“ 0, 


In the same way we have for the axis Cc 


and for the axis Aa 


c* sin^ A __ c'^ sin^ A 
' 9 X Cff ' 


sin^ i 

576 


sin^ A i 


m.b'^A sin“ A i 


We see, then, that the moments of inertia relative to Bb, G: and Aa are proportional to . 

Ob Oc Oa 

Hence if we inscribe an ellipse in the triangle tangent at b, c and a, it will be the central ellipse of inertia, 
and the reciprocal of the square of any semi-diameter will be proportional to the moment of inertia for the 
coincident axis. 

If, then, we draw the semi-diameter Oe parallel to AC, we have 

—2 — A _ b^ 

216/^ 12 

Now Oe and Ob are conjugate semi-diameters, and since the parallelogram upon two conjugate 
semi-diameters is equal to the rectangle of the principal semi-axes, 

Ob X Oe sin 0 =-- or Ob x Oe sin^ 0 =-ttt-?—< • 

216 2i6^klk^y 

Inserting the value of sin^ 0 and of (Te‘^ already found, we have 


sin^ A 
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We have also 


■¥ ly — I.,, or + ^ + 


Solving these two equations we obtain 

kl = + c^') + \/{a^ AP + c^f - I2^V" sin“^], 

k\ ■= tVCC'^*' + — i2^V’sinM]. 

We thus know the central principal moments of inertia I^ and 

If the principal axis of X makes the angle cx with the base 3 = AC, we have 


/, = / cos^ <^+ A sin^ u; or ~ sin'^ A = cos’* a + sin** cc. 


Hence 


sin“ A 


r ,- ry 
4 - 


4 - 4 


We thus know the position of the principal axis of Xand the principal moments of inertia/ 

X y z 

The moment of inertia for any axis through the centre of mass is then given by 

/ = /^ cos’* ^ cos’* /^ + /. cos’* y. 


(5) Find the mommt of ineriza for a hoinogoieous cirmlar disc, 

Ans. Let b be the base AC of an isosceles triangle A/>C, and r, r, the equal sides and k the altitude. 

B 

Then // = — and, from example (4), we have for the axis OZ through yfK 

Ar jT / \. 

the centre of mass at right angles to the plane of the triangle / \ 

7 L. = |(i’ + 2.-’) = “g(3r’-2/.’). 2'/ / \ 

For a parallel axis BZ' through the vertex B we have / 0 ’ \ 

= = 1 p’+r)- /^ \ 

Now the circular disc may be considered as composed of an indefi- ^ y S ^ 

nitely large number of isosceles triangles all having a vertex at the centre ^ 

of mass O, and an altitude h equal to r. We have therefore, for a circular disc, for the axis OZ through 
Y the centre of mass 0 at right angles to the plane of the disc 

/ \ Any three rectangular planes through the centre of mass are 

/ \ planes of symmetry. Hence (page 36) any three rectangular axes 

0_ j ^ with origin at centre of mass 0 are central principal axes. 

. j We have also Iz~Ix-\-Iy\ 

\ j or, since Ix and ly are evidently equal, 

/X / ^ ^ Iz mr’* 





For any axis in the plane of the disc we have, then, if^i!^ is the distance from the centre of mass to 
the axis. 


/' —-cos’* a-{ -sin* ur + m^’*. 

4 4 


We can write this in the form 


/' = cos a + fY + ~(r cos a — ff + sin a — fY + sin a A- pf + 'rp^* 
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Hence the moment of inertia for a homogeneous circular disc is the same as for a particle of one eighth 
the mass of the disc at the extremities of any two rectangular diametersy and a particle of one half the mass oj 
the disc at the centre. 



By Calculus. —Take an elementary circular strip of radius p and 
thickness dp. The area of this strip is 27 tpdpy and its mass is 

m = i^Ttpdp. 

Its moment of inertia for the axis OZ is, then, 

m(-F = 26 irp^dp. 

For the disc, then, we have 



But 57rr’ is the massm of the disc. Hence 



as already found. 

t6) Find the ?noment of inertia for a hoinogeneous hollow circular disc. 

Ans. Let ri be the outer and r ^ the inner radius. Then, if <5 is the surface density, we have for the mass 
of a disc of radius rx 

mi = ^Ttrxy 

and, from example (5), 

- ri" 3 r^ 

As = mi — = oTtrx^. —. 

2 2 

For the mass of a disc of radius ra we have 


ma = ditr'iy 

and 

^ r’P . a ra* 

A = ma . — = o^rra . —. 

2 2 

Hence the polar moment of inertia for the hollow disc is 

=z~ (ri^ — rP) = 

But d7r(ri* — rZ) is the mass m of the hollow disc. Hence 

=“(n'“ + n’). 

Hence for any diameter 

I^ = Ty = L = + r,’).(6) 

By Calculus. —We have, as in the preceding example, 

_ /•''i 

/* = y 25;zrpVp = — ^ 2 ^), 


as already found. 
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( 7 ) Find the moment of inertia for a ho7nogeneous elliptical disc. 

Ans. Let the semi-transverse axis Oa be a and the semi-conjugate axis Ob be b. Let a circle be 
described about the ellipse so that its radius Oa is equal ^ 

to the semi-transverse axis a. 

Then we have for the ratio of the mass of any ele- g 

ment ee of the ellipse to that of the corresponding ele- -— 

ment EE of the circle 

ee _ bb _ b ^ 

Hence the moment of inertia of the ellipse relative to // \A 

the principal axis OF is — times that of the circle. In f 0 | , 

the same way the moment of inertia of the ellipse K h 

relative to the principal axis OX is times that of the X" / ' 

circle. ^—-—/ 

We have then, from example ( 5 ), since dnd^ is the Z ^ 

mass of the circle and = m is the mass of the ellipse, 


and for the axis OZ 


- H- F 

Iz — m -. 


Hence the 77toment of inertia for a homoge7tcoics elliptical disc is the sa77ie as for a particle of one eighth 
the 77tass of the ellipse at the extre7nities of the two prmcipal axeSy a7id a particle of 07ie half the 77iass of the 
ellipse at its cefitre of 77tass. 

(8) Fhid the I7i077ie7it of mertia for a ho7nogeneous right parallelopipedo7i. 

Ans. We have seen, from example ( 3 ), that for a parallelogram we have one sixth of the mass at the 

middle of each side and two sixths the mass at the centre. 
If this parallelogram moves parallel to itself it 

JP_c_C describes the parallelopipedon, and the centre and middle 

/\ /I / points describe straight lines, aa\ bb', dd', each of mass 

oJ I } d/ mi^ and the straight line cc' of mass = ^m, where 

/; I /' ' / “ mass of the parallelopipedon. 

^ / ; j _ h / I I _/ We have, then, two systems of three lines each, viz., 

j j I /\^' the system aa', dd', each of mass 77t\ = -^m, and cc' of mass 

I j !/ I 7711 = -J-m, and the system bb', ee', each of mass 7nx = ^m, 

1 i 1 and cc' of mass 7ni = ^m. 

{ ! \ , From example ( 2 ), page 39 , we have, for the first 

1 L--J system v/i =-J-m at the middle points of aa' and dd', 

\ / / \ / / and i- 77 ii = at ^ and c'. For the second system we have 

// j/ 6 777i = -Jm at the middle points of bb' and ee', and Jmi = 

/ ' '' / / at /r and (f. 

^7noment of inertia for any axis is then the sa7ne 

^ ' as for a particle of one sixth the 7nass of the parallelopi¬ 

pedon at the 777iddle point of each face. 

Thus if AB — b, BC == d, and BE = h, we have for the axis Ib through the centre of mass O parallel to 

AB 

/5 = —+ sin’ A). 


For the axis through the centre of mass O parallel to BC 

sin’ A). 

For the axis /» through the centre of mass parallel to BE 
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The axis A is a principal axis. The axes of Ib and not principal axes. The principal axes in the 

middle section have the same position as for a parallelogram, page 41 . 

If the ends are rectangular, we have A = 90 °, and h, Ih and Id are the principal axes. In this case we 
have 

For a cube b ^ d and 

li = rd=z /;t = ^ 

where D is the diagonal of a face. 

( 9 ) Find the moment of inertia for a homoge7ieous right cylinder. 

Ans. We have seen from examples ( 5 ) and ( 7 ) that for a circular or elliptical disc we have one eighth of 

the mass at the extremities of two principal axes and four eighths of the 
mass at the centre. 

If the disc moves parallel to itself, it generates the cylinder, and the 
centre and extremities of the principal axes describe straight lines. 

We have, then, two systems of three lines each, viz., the system ad, dd' 
each of mass =: -Jm, and cd of mass 7n^i = |m, and the system bb\ ec\ each 
of mass 7nx = -J-m, and cc' of mass m >2 = |im. 

From example ( 2 ), page 39 , we have for the first system mi — |m at the 
middle points of ad and dd\ |;//i = at c and c', and |;/zi = at the 
centre of mass O. For the second system we have also-^in at the middle 
points of bd and ee', at c and d and at the centre of mass 0. 

The moment of inertia for any axis is, then, the sa7)ie as for a particle of 
07ie eighth the 7nass of the cylmder at the extre7nities of two prmcipal axes of 
the 77iiddle sectio7i, and a particle of one sixth the 77iass at the cejitre of 7?iass 
a7td at the ce7ttre of 771 ass of each e7id. 

If I is the length and r the radius for circular base, we have for the 
principal axes througli the centre of mass 



Ix^Iy 


m 




For a hollow circular cylinder, if rx is the outer and r<x the inner radius, we have, from example ( 6 ), 


f=Iy^ - (rd + rd) + 

4 12 


■ + 7d). 


If the bases are ellipses of semi-transverse axis a and semi-coniiigate axis b, we have 




( 10 ) FDzd the 77i07ne7it of i7iertia of a homogeiieous sphere by Calculus. 


Ans. Any three diameters at right angles are central principal 
axes. 

Let r be the radius, and take a circular element at a distance y 
from OX. The radius x of this element is given by 


The area of the element is then itx’^ = Tt{f — y^). Its volume is 
7t(F —'y^)dy, and if 5 is the density, its mass is 

7n — d7c(r^ -~y^)dy. 

The moment of inertia of the element relative to OY \s 


mx^ 



fYdy. 



2 
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Integratin.^- between the limits j/ = + r and j/ = — r, we have* since m = is the mass of the 

sphere, for the moment of inertia relative to any diameter 

I = ^mrK 

If we integrate between the limits_y = 4- r andjj/ = o, we have for the moment of inertia of a hemisphere 
relative to the axis OY perpendicular to the base at the centre, since the mass of the hemisphere is m = 

ly = |mr2. 


The moment of inertia of the slice relative to OX is 


—y^ydy + d7t{r^ — 

4 4 


Integrating between the limits jj/ = + r and j/ = o, we have for the moment of inertia of a hemisphere 
relative to any line OX in its base through the centre 

Ix — |mr®. 


The expression I = evidently holds for any spheroid of revolution whose equatorial radius is r, 
(il) Find the 7 no 7 nent of i)iertia for a homogeneous right cone or pyramid, by Calculus. 

Ans. Let A be the area the base, h the height or altitude. Take any slice parallel to the base at a 


. . . y . 

distance y from the vertex. Then the area of this slice is ^A, its 

volume is — rr ,—, and if S is the density, its mass is 
/r 

SAyuly 

Let hi, be the radius of gyration of the base for any line in the 
plane of the base. Then the radius of gyration of the slice for any 

parallel line in its plane is yh/,. The moment of inertia of the slice 

relative to a parallel line through the vertex Y is then 



mYh^, , SAhlr^dy , SAy^dy 

~ir "‘y " '~w~- 


Integrating between the limits y = h and / = o, we have, since m = —- is the mass of the cone or 

3 

pyramid, for an axis through the apex A at right angles to the axis of the cone or pyramid 

I ’ i , = + F ). 

For a parallel axis through the centre of mass O 

!(, zz=z — '^mhl + .(r) 

Let h^ be the radius of gyration of the base for the vertical axis of the cone or pyramid. Then the 

V 

radius of gyration of the slice for this axis is jh^. The moment of inertia of any slice relative to this axis is 
then 

my^k\, _ SAhly^^dy 
_ _ . 

♦ 

Integrating between the limits y ^ h and / = o, we have for the moment of inertia relative to the 
geometric axis 

Tv = imhl .( 2 ) 

Equations (i) and ( 2 ) are general and hold good for any base. We have only to substitute for hi and h^ 
their values in any case. 
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Case i.-For a right pyramid with parallelogra.n base we have (examples) line through the 

centre of mass o of the base parallel to AB — b 



ki = 


sin’ A 


Hence for a parallel line through the centre of mass O we have, 
from equation (i), 


Hence from equation ( 2 ), 


_<f‘sin’^ , 3 

= ^ -isr • + • 

If, In the same way for an axis through 0 parallel to BB' 

_ _ b^ sin® A, 3-/2 

/d== m ...4- o' -'" . 

20 8 o 

For the axis J^O we have 


h = + ^’)- 


Case 2 .—For a right cone with circular base we have (example 5 ) for any line in the plane of the hast; 
through the centre 

ki=-. 

4 

Hence for a parallel line through the centre of mass 0 

Tb = * 


For the axis VO we have 


kl=z-. 


Hence 

Iv = 

Case 3 .—For a right cone with elliptic base, if the semi-axes are a and b, 
we have (example 7 ) 



iCcL — -— , FiJ) — — , tv-p 

4 4 


(V 4 - 


la — 4- h = 4- +//0- 


Hence 







KINEMATICS OF A POINT. ^GENERAL PRINCIPLES. 


CHAPTER I. 

LINEAR AND ANGULAR DISPLACEMENT. 

Kinematics. —As we have seen (page i), we deal in mechanics with measurable 
relations of matter, space and time. 

In the preceding pages we have given those measurable relations of matter and space 
only; of which we shall make future use. 

Let us now consider those measurable relations of space and time only, of which we 
shall also have to make future use. 

That branch of science which treats of the measurable relations of space and time only, 
that is, of pure motion, is called KINEMATICS. It adds to the ideas of pure geometry the 
idea of motion. 

We shall first consider the motion of a point and then the motion of a rigid body. 

Path, of a Point. _^Two points are said to be consecutive when they are so close 

together that no third point can be taken between them. The line joining the successive 
consecutive positions of a point during its motion is called its PATH. 

Let a„ a,, etc., represent the successive consecutive positions of a point. Then 

the line a^a^a,, etc., is the path. 

W^e always denote the length of the path or the distance 

described by the point by the letter 

The distance between any two consecutive points, as .a, , ci^a^, etc., is then indefi¬ 

nitely small. This indefinitely small distance we denote by ds. 

This portion of the path ds between two consecutive points we consider as a straight 
line and call an element of the path. The direction of any element is that of a tangent to 
.the path. 

,, Any path, then, we consider as made up of straight-line elements, each of lengt s, 
andTach tangent to the path, while the entire length of the path is the sum of all the ele¬ 
ments and is denoted by J = lEds. 

If the time of describing the path is denoted by t, then the indefinitely small time of 
describing an element of the path is denoted by dt. 

Angle described by a Point. —Let a point move in any path 
whatever from the initial position to the final position a. 

Then the distance s from to a, measured along the path, 
is the Distance described by the point relative to a,. Take 
any point O as pole, and draw 0a„ Oa, . . . Oa from to 
every consecutive point of the path. The sum of all the indefi¬ 
nitely small elementary angles a,0a,-\-a,0a,-{- etc. gives the 
angle swept over by the radius vector Oa in passing from the 
position Oa^ to the final position Oa. We call this the ANGLE 
DESCRIBED by the point relative to O. 
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Denote its magnitude by <p. Then the indefinitely small elementary angles 
a^Oa^, etc., are denoted by ^0- 

Example.—Let a point move in a circle of radius r ft. through a half circumference, from to a. Take 
the pole O ill the perpendicular OC through the cen&re C of the circle, so that Oai = Oa = /.ft. The 
successive positions of the radius vector are then elements of a cone. If we develop this cone, we have a 



circular sector a}Oa, whose radius is / ft., length of arc s ~ 7tr ft., and whose developed angle aiOa=^ (p is 
the angle described. Hence 

l(p=-itr, or 0= “ radians. 

/Linear and Angular Displacement. —Let and a, as before, be the initial and final 

positions of a point moving in any path. 

Then, as already defined, the distance s from to a, 
measured along the path, is the distance described relative to 
and the angle 0 swept over by the radius vector is the 
angle described relative to O. 

Now draw the straight line a^a from the initial position 
a^-to the final position a. This line a^a is the LINEAR BIS- 
riACliMENT of the moving point. We denote its length by 
D. If it is indefinitely small, the two points and a be¬ 
come consecutive, and the displacement D :=■ ds is iJicfi an 
elc7n€}it of the path. 

Denote the angle af)a subtended at O by the linear displacement D by B. This angle 
is the ANGULAR DISPLACEMENT of the moving point relative to 0. If it is indefinitely 
small we have dB ■= d<p. 

Linear displacement is then measured in units of length, as feet, and angular 
displacement in radians. 

Example.—In the preceding example we have seen that the distance described is .y = TTr feet, and the 
TCr" 

angle described is 0 = — radians. 

The linear displacement is, however, D = 'ir ft. in a direction from ax to cix and the angular displace?ne 7 it 
6 is given by 

& .Or 

/ sin — = r, or sm— =y* 

Line Representative of Linear and Angular Displacement. —We see, then, that the 
linear displacement a^a = Z) is a straight line. It has therefore both magnitude and direc¬ 
tion. 

Thus a straight line a^a represents by its length the magnitude 
D ft. of any linear displacement, and the arrow indicates the direc¬ 
tion. The linear displacement is thus completely represented in 
both magnitude and direction by a straight line and arrow. 
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In the same way we can represent angular displacement. Thus if and a are the initial 
and final positions of a point and O the pole, so that a^Oa = d 
is the angular displacement, then a straight line AO through the 
pole at right angles to the plane of a^Oa represents by its 
length the magnitude d of the angular displacement, and the 
arrow indicates that if we look along this line in the direction of 
the arrow, the rotation of the radius vector is always seen clock¬ 
wise. In the figure, for instance, from Oa^ to Oa. 

The line representative A 0 coincides^ therefore^ with the 
axis about which the radius vector turns. 

By direction ” of angular displacement we always mean the direction of its Hi 
sentative as indicated by its arrow. 

Thus if the radius vectors Oa^ and Oa in the figure lie in a vertical east and west ph 
the direction of the angular displacement is northy because the axis is a north and south li...., 
and if we look north along the axis we see rotation of the radius vector clockwise. 



Example .—Let a pomt move in a circle of radius r ft. in an east and west plane. The point starts from 
the top a7id moves eastward through a quadrant. Fmd the distance described, the angle described, the Imear 
displace7nenty the a7igular displace7nent, forpjole at ce7itre. 

Ttr 

Ans.—T he distance described is ^ ~ ft. The angle described is 

0 = ^ radians. The linear displacement is axa — r V 2 ft., making an 
angle of 45 ® with the initial radius Oai. 

Tt 

The angular displacement is 0 = ™ radians north, because the line 

representative AO must have its arrow pointing north in order that 
rotation of radius vector may be seen clockwise when we look in the 
direction of the arrow. 

Note that “angle described” cp--=— radians has magnitude only,while “angular displacement” has in 



this case the same magnitude and also direct ion, is 6 = radians 7 iorth. 


Vector Quantities. —All quantities which have magnitude and direction so that they can 
be represented by straight lines and arrows are called VECTOR quantities. 

Linear and angular displacement are thus vector quantities. In order that they may be 
known, therefore, magnitude and direction must be given. Magnitude alone is not sufficient. 

Thus, in the preceding example, it is not sufficient to say that the linear displacement is 
r^2 ft. This is the magnitude only. The direction must also be stated. 

TT 

So, also, it is not sufficient to say that the angular displacement is ^ - radians. In 

this case this is the angle described, but it is only the magnitude of the angular displacement. 
The direction must also be stated. Thus the angular displacement is ^ ~ radians north. 

Displacement in General. —The term “displacement” always signifies linear displacemem 
unless otherwise specified. 



CHAPTER 11. 

RESOLUTION AND COMPOSITION OF LINEAR DISPLACEMENTS. 

Resolution and Composition of Linear Displacements. —Suppose a point to move by 
any path from A to -5, so that AB is the line representative of the linear displacement. 

Then let it move by any path from B to C, so that BC is the line 
representative of the second displacement. 

It is evident that AC is the line representative of the 
•RESULTANT displacement, when the two displacements AB and 
BC are thus successive. 

These two displacements AB and BC are called COMPONENT 
DISPLACEMENTS. 

Suppose, however, that the two component displacements, 
instead of being successive, are simultaneotis. That is, while the point goes from A to B, 
let the line AB move parallel to itself to DC^ so that the end B arrives at C at the same 
instant that the point arrives at B, Then it is evident that AC is still the resultant 
displacement. 

• We see, then, that if a point has two component displacements ABy BC, either simul¬ 
taneous or successive, the resultant displacement AC due to combining them is easily 
found. This combination is called COMPOSITION of displacements. 

Also, if we have any given displacement AC, we can find the equivalent component 
displacements, simultaneous or successive, in any two directions we please. This is called 
RESOLUTION of displacement. 

We can RESOLVE a displacement into equivalent components, or we can COMBINE the 
components into an equivalent resultant. 

Triangle and Polygon of Linear Displacements. —We can express this composition or 
resolution as follows; q 

If two sides of a triangle, AB, BC, taken the same zvay 
round, as shown by the arrows, give the linear displacements, 
simultaneous or successive, of a point, then the third side, AC, 
taken the opposite zvay roimd, as shown by the arrow, gives the 
resultant displacement. 

Inversely, any displacement AC can be resolved into two components AB and BC, 
simultaneous or successive, in any two desired directions, by completing the triangle ABC, 
and taking AB mid BC the opposite way round. 

This is called the principle of the triangle of displacenientsd' 

Again, if we had a third displacement , CD, the resultant of AC 
already found, and CD is AD. But AC is the resultant of AB and 
BC, Hence AD is the resultant of AB, BC and CD, either simul¬ 
taneous or successive. 

Hence if any nimiber of displacements, simultaneous or success 
sive, are given by the sides of a polygon A B C D, etc., taken tht 
same zvay round, the line AD which closes the polygon, taken the 
other zvay round, gives the resultant displacement. 
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This is called the principle of the polygon of displacementsf The triangle of dis¬ 
placements is evidently only a special case. 

Rectangular Components. —When a displacement is resolved into two components 
at right angles, the components are RECTANGULAR COMPONENTS. Unless otherwise 
specified, when we speak of the components of any displacement, rectangular components 
are to be understood, 

Component of the Resultant equal to the Algebraic Sum 
of the Components of the Displacements.— It is evident that / 

the resultant of any two given displacements is equal to the \ / 

algebraic sum of their components along the resultant. \ / 

For if AB and BC are the given displacements, the re- ^ B 

sult3,nt AC is equal to the sum of the components Ad and dC. 

So also for any number of displacements, the resultant 
is equal to the algebraic sum of the components of the displace¬ 
ments along AE. 

The component in any direction of the resultant itself is 
then equal to the algebraic sum of the components of the dis¬ 
placements in the same direction. 

Thus the projection ae of the resultant AE upon any line 
OP, that is, the component of AE along OP, is the same as the 
algebraic sum of the components of AB, BC, CD, BE along 
OP, 

That is, the component of the resultant in any direction is 
equal to the algebraic sum of the compo7ients of the displacements 
in that directio?i. 

Examples.—(i) A point has three displacejncjiis, N. dd" E., 40 ft,; 
S. JO ft.; IV. N., 60 ft. Find the resultant displacement. 

A NS 10 i/3 ft. W. 

(2) Three coinponeiit displacements have may^iitudes represe?ited by i, 2 and j, and directions e^iven by 

the sides of an equilateral triangle. Find the niagjiitude of the resultant. A NS. 4/3. 

(3) Show that the resultant of two equal displacemoits of magnitude a, inclified 60°, is equal to the 
resultafit of a and 2a mclnied 120°. 

(4) To a man in a balloon the starting-point bears M. 20^ /T., and is depressedjo° beloiu the horizontal. A 
point at the same level as the starting-point and 10 miles frofii it is vertically below him. J^'ind the compo¬ 
nent displacejncnts of the balloon relative to the starting-point. 

Ans 9.39 miles sf)nth ; 3.42 miles west ; 5.77 miles high. 

Relative Displacement. —Since the displacement of a point is change of position, it 
can only be determined by reference to some chosen 
point of reference (page 11). 

Thus if and a are the initial and final positions 
of a moving point A, and B is some chosen point of 
reference, the positions and a relative to B are 
known, if we know the radius vectors Ba^ and Ba and 
the angle a^Ba = B, 

To an observer at B the point A is seen to move 
from to a through the angle B, and^a^a is then the 
displacement of A relative to B. 

^ A line ah, then, parallel and equal to apt zvith arrow at h gives this displacement apt 
in magnitude and direction, and it also indicatcz by the end letters that the line ah witl 
arrow at b is the displacement of A relative to B, 
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Now to an observer on the moving point A we see, by completing the parallelogram, 
that the point B would appear to the observer on A to move from B to B^ , through the 
same angle 6, and BB^ parallel, equal and opposite to a^a gives the displacement of B rela¬ 
tive to A . 

A line ba, then, parallel and equal to BB^, with arrow at a, gives the displacement BB^ 
in magnitude and direction, and it also indicates by the end letters that the line ba with 
arrow at a is the displacement of B relative to A, 

Hence any change in the relative position of any two points A and B may be regarded 
as a displacement of A relative to B, as indicated by the line ab with arrow at b, or as an 
equal and opposite displacement of B relative to A ^ as indicated by the line ba with arrow 
at a. 

ITotation. —The student should notice carefully the preceding notation. 
A relative displacement is given in magnitude and direction by a straight 
line and arrow. The letter at the arrow end denotes the point of reference; 
that at the other end the moving point. 

Thus the line ab with arrow at h gives the magnitude and direction of 
the displacement of A relative to B. The equal parallel line with arrow at 
a gives the displacement of B relative to A. 

Triangle and Polygon of Relative Displacements. —Except for notation we have 
changed nothing, and the principles already established still hold. 

Thus let a moving point A have a displacement ab relative to some point By so that it 
moves from a to by and at the same time, or afterwards, let the point B have the displace¬ 
ment BB^ relative to some point C. Then the line 
be through by parallel and equal to BB^y gives the 
displacement of B relative to Cy and it is evident that 
A moves from a to Cy and hence ac is the resultant 
displacement of A relative to C. 

Hence if two sides aby be of a triangle abCy taken 
the same way round, give the displacement of A rela¬ 
tive to By and B relative to C, either simultaneous or 
successive, then the third side, aCy will give the resultant 

displacement of A relative to C if taken the opposite way round, from a to c. 
same way round, from c to ay it gives the displacement of C relative to A. 

This is the principle of the triangle of relative displacements. 

Again, let aby bcy cdy etc., be the line representa¬ 
tives of the displacements of A relative to By B rela¬ 
tive to Cy and C relative to Z>, etc. Then if we lay 
off these displacements we obtain the polygon abed. 
As we have just seen, ac gives the displacement of A 
relative to C. The line < 3 :^ gives then the displacement 
of A relative to D, Also any line in the polygon, as 
bdy gives the displacement of B relative to D. 

Hence if any number of relative displacements, 
simultaneous or successive, are given by the sides of a 
polygon abedy etc., the line which closes the polygon, 
taken the opposite way round, gives the displacement 
of the first point relative to the last; taken the same 
way round, the displacement of the last relative to the first. 



If taken the 
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The triangle of relative 





This is the principle of the polygon o-f relative displacements, 
displacements is evidently a special case. 

Examples.—(i) A circle of radius r rolls on a horizontal \ 

phme until it turns through a quarter revolution. Fifid the 
displacement of the point of the circle initially in contact with 
the plane relative to the point diametrically opposite. 

Ans. Let O be the initial point of contact on the plane, 
and A the corresponding point of the circle, initially at ( 9 , 
and B the point of the circle diametrically opposite. 

When the circle rolls through a quadrant,^ has moved 
to An, and B to Bn. The displacement of A relative to the 
fixed point O of the plane is given by the line from A to An. 

A parallel and equal line aO with arrow at O gives, 
then the displacement of A relative to O. 

The displacement of B relative to O is the line 
BBn. A parallel and equal line bO with arrow at 0 
gives then the displacement of B relative to O. The 
same line Ob with arrow at b gives the displacement of 
O relative to B. 

If, then, we lay off these displacements in order, 
aO, Ob, the closing line ab gives the displacement of 
A relative to B. This dis[jlacement we then easily 
find to be 2r|/2, making an angle of 45^ with the 
vertical. The same line ba taken in the opposite 
direction ^ives the displacement of B relative to A. 

(2) Two railway trains A and B run, 07ie 7torth- 
east a distance d, the other soiithcast the same distance. 
Fmd the displacement of A relative to B. 

Ans. The displacement of A relative to some fixed point E on the earth is represented by the line ae 
with arrow at e. The displacement of B relative to the same 
point E is represented by the line be with arrow at e. The 
same line with arrow at b gives, then, the displacement of E 
relative to B. 

Laying off these displacements ae, eb in order, we find ah 
the displacement of A relative to B, to be d 4/2 in a direction 
north. 

(3) A point A moves jo ft. i7i a give?i direction relative to a 
fixed poifit P. Another point, B, moves relative to P 40 ft. in a 
direction at right a^igles to the directio7i of A. Fi7id the displace- 
7nent of A relative to B. 

Ans. 50 ft. in a direction inclined to the direction of A by 
an angle whose tangent is .J. 

(4) The displacement of a pomt A relative to a pohit B is a 
distafice 6 ft. south, a7id relative to a poiiit Cy ft. west. If C is 
ifiitially a distance 4 ft. south of B, fi7id the fi/ial posithm of C relative to B. 

Ans. Distance of Cs final position from is 54/5 ft., and the direction from B to the final position of 
C is east of south by an angle whose tangent is 
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RESOLUTION AND COMPOSITION OF ANGULAR DISPLACEMENTS. 

Resolution and Composition of Finite Successive Angular Displacements about 
Different Axes.- —Let be a fixed point or pole, and let OA^ and OB^ be two given axes, 

intersecting at 0 and making the angle AfiB^ == oc. 

Suppose successive finite angular displacements about these 
axes in the following order; 

1st. An angular displacement 6^ about OA^. 2d. An 
angular displacement about OB^, 

It is required to find the resultant angular displacement. 
Construction. —Draw through O an axis OB^ making the 
angle A^OB^ = a with OA^ , and the angle B^ OB^ = 6^ with OB^. 
Let the axis OA^ and OB^ be rigidly fixed relative to each 
other, so that when the angular displacement 6*^ takes place 
about OA ^, the axis OB^ will turn into the position OB^, 

Take the distances OA^ = = OB^. Then if we have the angular displacement 6^ 

about OAj ^, and next 6.2 about OB2 , the points B^ and A^ move on the surface of a sphere of 
radius OA^ 

Join A^B^ , B^B2 and by great circles of this sphere. Then the arc B^A^ = a, arc 
B2A, = a, arc BJ32 — 6 ^, and in the spherical triangle B^A^B2thc spherical angle at A^ is 

Bisect this angle by a great circle A^^D meeting at JD. Draw a great circle B2R 
through B^ inclined to ^3^!^ by the spherical angle -1^2 meeting A^D at R, 

Then the resultant angular displacement is about the axis ORo 

Proof. —Draw the arc AgA' making the same angle, |•6'2, with B2A^ on the other side, and 
make the arc B^R' = A2A. Then A^R^ will equal A^R, and the angle B^A^R' = ^6^ = B2A^R. 

Now when the angular displacement 6-^ takes place about OA^, the axis OB^ moves to 
OB2 through the angle B^A^B2 = , and the axis OR^ if rigidly fixed relative to OA^ , will 

move to OR! through the angle RA^K — 

Next, when the angular displacement ^3 takes place about OB2 through the angle 
R!B2R = ^2 ’ ^be point R' evidently moves back to R, 

Hence the axis OR has the same position before and after the angular displacements. 
The resultant angular displacement is then about the axis OR. 

Magnitude and Position. —For the position of this resultant axis and the magnitude B 
of the resultant angular displacement about it we have in the spherical triangle A^RB2 the 
side A^B2 = a, the angle A^B2R = ^62 and the angle RA^B2 = iB-^^. Also the angle 
B2RA^ = 180 ° - ^B. 

Hence we have for the magnitude of the resultant angular displacement 6 the equation 
cos ^B = cos cos — sin ^B^ sin ^62 cos a. . .(I) 
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Also for the direction of OR 


sin ROA^ _ sin ROB^ _ sin a 
sin id, ~ sinie, .^ ^ 


From (I) we can find 6, and from (II) we can find the angles and ROB, which the axis 

OR irfakes with the axes OA^ and OB,. 


Examples.—(i) The telescope of a transit msirume7it mitially horizontal a7td pointing north is first 
ticr7ied to an altitude of 60** and then tur7ied to the west. Find the resulta7it a7igular displace7ne7it. 

Ans. We have 61 = 60°, 02 = 90°, a= 90''. Hence, from (I), cos ^ 0 = 1 ^. or 0 = 104® 28' 39", or 

2 4/2 

0 = 1.823 radians. 


Hence sin ^0 = and we have, from (II), for the position of the resultant axis 


sin ROA\ = sin 45® = 2 4/i, or ROAx = 63® 26' 5.8"; 

sin -^0 r 6» J J . 

sin ROB^x = sin 30" = V'i> or ROB2 = 39° 13' 53/4"- 


(2) /;; the preceding example let the successive displacc 7 neHts be taken in reverse order. 

Ans. We have then 0 i = 90®, Oa = 60®, <^=90®. Hence cos jO ~ and sin iO =:|4/-|, just as before. 
But for the position of the resultant axis 

sin ROAi = Vl and sin ROB2 = 24/-^. 

Resolution and Composition of Angular Displacements in General. —We have just seen 
how to find the resultant for finite successive angular displacements about intersecting axes. 

For all other cases of angular displacement about intersecting axes we can combine a7id 
resolve angular displacements just like linear displacements, as explamed in the precedmg 
chapter. 

This can be shown as follows: 

All other cases fall under the head of 

{a^ Finite or indefinitely small successive or simultaneous angular displacements about 
the same axis; 

{b) Indefinitely small successive or simultaneous angular displacements about different 
intersecting axes.' 

(c) Finite simultaneous angular displacements about different intersecting axes. 

Let us consider these cases in order. 

(a) Finite or indefinitely small successive or simultaneous angular dis¬ 
placements ABOUT THE SAME AXIS.— If the axis of all the angular displacements is the 
same, the plane of rotation of the radius vector does not change, and all the line repre¬ 
sentatives lie in the same straight line. The resultant is then given by the algebraic sum 
of the line representatives, and this evidently holds whether the angular displacements are 
successive or simultaneous, finite or indefinitely small. 

{b) Indefinitely small successive or simultaneous angular displacements 

ABOUT DIFFERENT INTERSECTING AXES. —Let the angular displacements be indefinitely 
small and successive in the order 6 ^, 0 ^. Then we have sin ^ 6 ^ = ^ 6 ^, sin sm iO 

=: Hence, from equations (II), 

0 : 6^: 0^ : ; sin a : sin ROB^ : sin ROA^ .(i) 
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Let OA^ be the line representative of OB^ the line representative of and the 

angle A^OB^ — a. Complete the parallelogram and draw 
^ OB. Then in the triangle ROB^ we have 

OR : 6 ^ : 6 ^ : : sin ^ : sin ROB^ : sin ROA^. . (2) 

Comparing (2) with (i) we see that OR = d, or the result¬ 
ant is the third side of the triangle. 

Hence we have the ‘'triangle of angular displace- 
mentsf just as for linear displacements, page 54. 

The same evidently holds for simultaneous angular displacements indefinitely small. 

(^) Finite simultaneous angular displacements about different intersecting 
AXES. —The same evidently holds for finite simultaneous angular displacements about the 
same or different axes. For we can divide each finite displacement into a number of 
indefinitely small displacements, and treat each pair as in the previous case. 

Hence for all cases except finite successive angular displacements about different 
intersecting axes, which case we have discussed on page 58, we can combine and resolve 
angular displacements by means of their line representatives, just like linear displacements 
in the preceding chapter. 

We have then the “triangle a 7 id polygon of angular displacements f just as for linear 
displacements, page 55. 

Also, just as on page 55, the component of the resultant in any direction is equal to the 
algebraic sum of the components of the displacements in that direction. 

Also, we can find relative angular displacement in precisely the same way (page 56). 



Examples.—(i) A body has two mniiUatieons rotations of 2 radians arid4 radians abotd axes inclined 6d* 
to each other. F'md the resultant. 

Ans. 24/7 radians about an axis inclined to the greater component at an angle whose sine is -iiLr, 

2 4/7 * 

(2) A sphere with one of its s^lperficial 'points fixed has two smiultaneoiLS rotations, otie of S radians about a 
tangent Ime a7id one of j§ radiants about a diameter. Find the axis of the resultant a7igular displacei7ient, the 
resultant aJigular displacement, and the number of revolutions about the resulta^ii axis. 

g 

Ans. Axis inclined to greater component at an angle whose tangent is —. Resultant; 


17 

angular displacement 17 radians. Number of revolutions — = about 2.75 revolutions. 

'^Tt 


That is, 


(3) A penduhwt suspended fro7n a pomt in the prohmged polar axis of the earth swi7igs m a 
plane through the axis. Fmd the angular displace77te7ii of this pla7ie relative to the earth in 
12 hours. 

Ans. The angular displacement of the earth relative to the plane is FP = x radians north. 

if we look north along the polar axis the rotation is seen clockwise. The angular 
displacement of the plane relative to the earth is then P£ = x radians south. 
That is, an observer on the earth looking south along the polar axis sees the plane 
rotate clockwise through 180“ in 12 hours. 

(4) Let the pendidum be suspe7ided fro7n a point m the prolo7tged radius of the earth 
at a place of latitude A., and swi7ig i7t a meridia7i plane. Fmd the angtdar displace- 
'ment of the pla 7 te relative to the earth di 12 hours. 

Ans. The line representative of the angular displacement of the earth relative to 
the plane is still EP = x radians north. The component of this along the radius of 
the place \^Ep ~x sin 1 radians. The angular displacement of the plane relative to 
the earth is then pE. That is, an observer at A looking toward' the centre of the 
earth would see the plane shift clockwise through x sin A radians in 12 hours. 
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Mean Linear and Angular Speed. —Let a point move in any path from the initial 
position to the final position a in the time A ^ 

Let be the distance described (page 5 0 * Then or the 

distance described per unit of time, is the MEAN LINEAR SPEED. 

Let 0 be the angle described (page 51). Then or the ^\\ \ \ / 

angle described per miit of time, is the MEAN ANGULAR SPEED.. \ p \- -J / 

Linear speed is then measured in feet per second, and \ 1 / A/ 

angular speed in radians per second. W-tt-t/ 

Example.—Let a point move in a circle of radius r ft. through a half W /// 

circumference, from ai to a, in t = 2 seconds. 

Then the mean linear speed is ” = ^ ft. per sec. G 

Take the pole O in the perpendicular OC through the centre C of the circle, so that Oai — Oa = I ft. 

a, Then (page 52) the angle described is 0 = -y iadians, and the mean an- 

! 1 Mean Linear and Angular Velocity.—In the preceding 

-1- C ^ / \ J 

i I figure aj^a = D is the linear displacement (page 52), and 

\ j the angle a^Oa = 6 is the angular displacement (page 52). 

^ Let t be the time of moving from a^ to a. Then y, or the 

Q 

linear displace^nent per unit of tvne, is the MEAN LINEAR VELOCITY, and or the angular 

displacement per unit of time, is the mean angular velocity relative to 0 . 

Linear velocity is measured, then, like linear speed, in feet per second, and angular 
velocity, like angular speed, in radians per second. 

Example.—In the preceding example we have seen that the mean linear speed is sec., and 

the mean angular speed is ~ ^ radians per sec. 

The mean linear velocity is, however, ^ ft. per sec. in a direction from ax to a, and the mean 

I t 

angular velocity for pole at 0 is —radians per sec., where 0 is given by /sin -JQ = r, or sin ^0 = y , and has 

t '9 

.i also direction as explained in the next article. 

Line Representatives of Mean Linear and Angular Velocity. —Since mean linear 
velocity is linear displacement per unit of time, we can represent it by a straight line, just 
I like linear displacement itself. 
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Thus the straight line ao represents by its length the magnitude — of any 

t 

niean linear velocity, and the arrow represents the direction. 

In the same way, since mean angular velocity is angular displacement pet 
o ^init of time, we can represent it by a straight line like angular displacement 
itself, 

Ihiis the straight line AO a.t right angles to the plane of a^Oa represents by its length 

the ma^^nitudc — of any mean angular velocity, and looking in 

the direction of the arrow from A to 0 the rotation of the radius 
vector is always seen clockwise. 

/(v of angular velocity we always meari the direction 

of its line repr^esentative. 

Thus if the initial and final positions Oa^ and Oa of the 
radius vector lie in a vertical east and west plane af)a^ the 
direction of the mean angular velocity is norths because in such 
case the line representative AO would point north, so that looking in the direction of the 
arnnv from A to O we should see the rotation of the radius vector clockwise. 

Distinction between Mean Speed and Velocity, —Let the initial position of a point at 
the time.: /j be at a distance measured along the path from any fixed point in the path, 
takc:!i as an origin or point of reference, and at any other time t greater than t^ let the dis¬ 
tance measured along the path from this same fixed point be i*. Then (i" “ ^i) is the dis¬ 
tance described in the interval of time {t — /J, and the mean linear speed is 




In fdmilar notation we have (0 —0^ ), the angle described in the interval of time (t — /j), 
and the mean angular speed is 

0 — 01 , 
t — t^ 

If .V is greater than the distance described is away from the origin and the mean 
linrar f;pecd is positive. If .y is less than the distance described is towards the origin and 
tlic linear speed is negative. So, also, if 0 is greater than 0^, the angle described is away 
from the initial line of reference and the mean angular speed is positive. If 0 is less than 
0j, th(‘ angle described is towards the initial line of reference and the mean angular speed is 
ncicalivtt. 

llius if the distance from the origin is increasing the linear speed is positive, if decreas¬ 
ing’ it is incgative. If the angle described from the initial radius is increasing the angular 
spct‘cl is positive, if decreasing it is negative. 

Mean linear speed, then, is mean time-rate of distance described, and mean angular speed 
is nu*an time-rate of angle described. Both possess magnitude and sign, according to whether 
tluMlistancc or angle described increases or decreases with the time, but both are independent 
of (Hnretion of the path. 

Such (quantities which have sign and magnitude but are independent of direction are 
calhu! S(*AI>AR quantities. They cannot be represented by straight lines. 

But, as we have seen, mean linear velocity ^ is mean time-rate of linear displacement, 
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and mean angular velocity y is mean time-rate of angular displacement. Both possess not 

only magnitude but direction. Such quantities are VECTOR quantities. They can be repre¬ 
sented by straight lines. 

We see, then, that mean speed and velocity, although measured in the same units, are 
quantities of a different kind, and the number of units are in general different for each. 

Example! —Let a j)oint move in a circle of radius r = 10 feet. Let the plane of the circle be an east and 
west plane. Let the point move from the top ax eastward through a half circumference, from ax to a, in the 
time / = 3 seconds. Take the pole O in the perpendicular OC through the centre C of the circle, so that 
Oax — Oa = I — 10 ft. 

Then the distance described is 5 = 31.416 ft., and the mean linear 

s 

speed is — = 10,472 ft. per sec. 

The angle described is (page 52) 0 = y = 1.570S radians, and the mean 

angular speed is -7 = + 0.5236 radians per sec. 

^ a 

On the other hand, the linear displacement is D = 2r = 20 ft. in the direction from ax to a, and the 
mean linear velocity is y = 6.66 ft. per sec. zu the same direction. 



The angular displacement for pole at O is given by I sin 10 = r, or sin Id z= ~ = i, orO = ~ radians 

I' 3 

0 tC 

and the mean angular velocity is — — radians per sec. ziorih. We sec, then, that the mean linear 

t Q 


speed and velocity, although measured in the same units, are in this case not only different in magnitude, but 
one is independent of direction, while the other has direction. So, also, for mean angular speed and velocity. 


Instantaneous Linear and Angular Speed and Velocity. —The limiting 7nag?iitude oi tht 
mean linear or angular speed when the interval of time is indefinitely small is the INSTAN¬ 
TANEOUS linear or angular speed. 

These are SCALAR quantities having sign and magnitude but independent of direction, 
just like mean linear and angular speed.* 

The limiting magfiitude and direction of the mean linear or angular velocity when the 
interval of time is indefinitely small is the iNSd'ANTANKoiis linear or angular velocity. 

Instantaneous linear and instantaneous angular velocity, then, arc vector quantities, 
having both magnitude and direction, and can therefore be represented by straight lines, 
just like mean linear and mean angular velocity. 

Thus, let the interval of time be indefinitely small and denoted by dt. 

Then the initial and final positions and a of a moving point 
will become consecutive points of the path, so that the distance a^a 
can be denoted by ds. 

We see, then, that in this case the distance described is ds. 
That the linear displacement is ds in magnitude, and its direction 
is tangent to the path, so that a^t is its line representative. That is, 
in this case, distance described is the magnitude of the linear displace¬ 
ment. 

If, then, we denote the instantaneous linear speed by v, we can 

write 



ds 


V ™ 


dd 


and this will also be the magjntude of the instantafieotis linear velocity, the direction of which 
is always tangent to the path. 
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Similarly, in the indefinitely small time dt^ the indefinitely small angle described is 
a^Oa^ which can be denoted by dd). The indefinitely small angular displacement dB will be 
the same in magnitude, and its direction will be at right angles to the plane of rotation a^Oa, 
so that AO is its line representative. That is, in this case, angle described {del)) is the 
magnitude of the angular displacement idS). 

If, then, we denote the instantaneous angular speed by ta, we can write 

dO 

and this will also be the magnitude of the instantaneous angular velocity^ the direction of 
which, as indicated by its line representative AO, is always at right angles to the plane of 
rotation, so that looking in the direction of its arrow we see the rotation of the radius vector 
clock-wise. The line representative AO coincides, therefore, with the axis about which the 
radius vector rotates. 

ExampleSi—(i) Let the distance described by a movhig point be given by the equation 


s=7i ^ Zt\ .(1) 

•where s is the member of feet described in any 7 iumber of seconds t. 

Then for any other number of seconds A we can write 

'S’l = Jti + .(2) 


Suppose ti to be less than /. Then subtracting (2) from (i) we have for the distance ^ ■ i-i described in 

the interval of time t — ti 

s-si = 7 {t - A) + SiP - A=) = 7 (t - A) + Sit -f t,)it - A). 

The mean linear speed is, then, for this interval of time 

5 ^ = 7 + 8(/ + /o...( 3 ) 

We see from (3) that as the interval of time t — U decreases, t\ approaches equality with t and the mean 
linear speed given by (3) approaches the limiting value 7 + 16/. We have then for the instantaneous speed, 
or the magnitude of the instantaneous velocity, 

ds , 

= 7 + . . ( 4 ) 

In order that the linear velocity maybe completely known we must specify, in addition to its magnitude 
as given by (4), its direction, which is always tangent to the path at the instant. 

Students familiar with the Calculus will note that (4) is obtained directly from (i) by differentiating s 
with reference to A 

If in (4) we make / = 2, we have x/ = 39 ft. per sec. This does not mean that the point has described 
39 feet in the preceding second, nor that it will describe 39 feet in the next second. But it means that at 
the instant (2 seconds from the start) it is moving at such a rate that, if that rate did not change, the point 
•would describe 39 feet in the next second. It is the instantaneous speed. 

(2) Let a point move in a circle in a vertical east and west plane, and lei the angle described by the radius 
vector from a fixed poi 7 it to the inovmg point be give 71 by the equation 

where 0 is the nwitber of radians described in any fiuinber of seco 7 ids t, the origin being at the centre. Find, as 
in the precedmg exa 77 iple, the 7 nea 7 i a 7 id insta 7 itaneous angular speed and velocity. 

Ans. The mean angular speed is 

0 — 0 , 

~ 7 + 8(/ + A). 

The instantaneous angular speed is 

dB 

This is the magnitude of the instantaneous angular velocity, whose direction is north if the point is 
moving eastward in the plane from the top point. 








CHAPTER V. 


LINEAR AND ANGULAR VELOCITY. 

Speed and Velocity in General. —The terms speed’' and velocity” always signify 
instantaneous linear speed and velocity unless otherwise specified. The terms linear and 
angular speed and velocity always signify mstantaneous linear and angular speed and velocity 
unless otherwise specified. 

Uniform and Variable Linear Velocity. —When the linear velocity has the same magni¬ 
tude and direction whatever the interval of time, it is UNIFORM. If either magnitude or 
direction change, it is VARIABLE. 

If, then, the velocity is uniform, the line representative has always the same magnitude 
and direction; and since velocity is tangent to the path, we have uniform speed in a straight 
line. The velocity in this case is the same as the mean velocity for any interval of time. 

If only the direction changes, we have uniform speed in a curve. In this case the mag¬ 
nitude of the velocity is the same as the 7nean speed for any interval of time. 

If only the magnitude changes, we have variable speed in a straight line. 

If both magnitude and direction change, we have variable speed in a curve. 

Exam pies.-~(i) A pomt jnoves with uniform speed in a circle of radius r — 6 ft, a?id makes a half revolu¬ 
tion in the time t = j sec. Find the mean speedy the mean velocity, the mstafitaneous speed a?id the instanta?i- 
eons velocity. 

Ans, The mean speed is ■“ •= 2 ?^ ft. per sec., and the mean velocity is ^ = 4 ft. per sec. in the direction 
of the diameter through the starting-point. 

Since the speed is uniform, the instantaneous speed must be the same as the mean speed, or ft. 
per sec. 

The magnitude of the instantaneous velocity is the same as the instantaneous speed, ox v = 'lit ft. per 
sec,, but the direction at any instant is tangent to the path at the position of the point at that instant. 

(2) Criticise the statement, "'a point moves in a circle with itniform velocityi' 

Ans. a point can move in a circle or in any {)ath with itniform speed. But if the velocity is uniform, 
it can only move in a straight line with uniform speed. A point cannot move in a curve with uniform 
velocity. 

Uniform and Variable Angular Velocity.— By direction of angular velocity we always 
mean the direction of its line representative (page 62). 

When the angular velocity has the same magnitude and direction whatever the interval 
of time, it is UNIFORM. If either magnitude or direction change, it is VARIABLE. 

If, then, the angular velocity is uniform, the line representative has always the same 
magnitude and direction, and we have uniform angular speed in an unchanging plane. The 
angular velocity in such case is the same as the mean angular velocity for any interval of 
time. 

If only the direction changes, we have uniform angular speed, but a changing plane of 
rotation. In this case the magnitude of the angular velocity is the same as the mean angular 
speed for any interval of time. 
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If only the magnitude changes, we have variable angular speed in an unchanging plane. 
If both magnitude and direction change, we have variable angular speed and a changing 
plane of rotation. 

Examples.—(i) A point moves with uniform angular speed in a circle of radius r 6ft, in a vertical 
east and west plane, and makes a half revolution in the time t =■ 2 sec. Find the mean angular speed, the 
7nean angular velocity, the instantaneous angular speed and velocity, origin at the centre. 

7t TZT 

Ans. The mean angular speed is — = — radians per sec. The mean angular velocity, if the point moves 

c 2 

tc 

eastward from the top, is also - radians per sec.- north. 

Since the angular speed is uniform, the instantaneous^ angular speed is the same as the mean speed. 
The magnitude of the instantaneous angular velocity is the same, but its direction, if the point moves east¬ 
ward from the top, is north. 

(2) Criticise the state7nent, “ a point moves in a circle the plane of which is constantly chafiging, with 
uniform angular velocity.'" 

Ans. a point can move in a circle the plane of which is changing, with uniform angular speed. But if 
the angular velocity is uniform, its line representative does not change either in magnitude or direction, and 
the plane therefore cannot change. A point cannot move in a changing plane with uniform angular velocity. 


Resolution and Composition of Linear Velocity, —Since linear velocity is linear dis¬ 
placement per unit of time when the interval of time is indefinitely small (page 63), it has 
magnitude and direction, and can be represented by a straight line, just like linear displace¬ 
ment itself. Therefore all the principles of Chapter II, page 54, which hold good for linear 
displacements hold good also for linear velocities. 

We have, then, the triangle and polygon of velocities f and can combine and resolve 
velocities just like displacements. 

We also have relative velocity with similar notation as for displacements (page 55). 


Examples, (i) A ship sails N. yo® E. with a speed of 10 miles an hour. Find its velocity east and north, 
Ans. 5 miles per hour east, 54/^miles per hour north. 

( 2 ) Fi7id the vertical velocity of a trahi 77iovi7ig tip a i-per-ce7tt 
”■ ^<5 gradietit at a speed of jo miles per hour. 

Ans. 0.3 miles per hour. 

-> P (3) circle rolls on a horizontal plane. Its centre 7noves with 

a velocity v towards the east. Find the velocity of the top and 

- - h bottoin pomts relative to the plane. 

Ans. The velocity of the top point a relative to the centre C 


0^ 
c— 


-^P 


“^p is given by the line ac = v towards the east; of 
" the centre C relative to the plane by cP = v tow¬ 
ards the east; of the bottom point b relative to 
the centre C hy be ~ v towards the west. 

If, then ,we lay off ac and cP in order, we have the velocity of a relative to the plane P 
given by aP = w towards the east. The top point has,, relative to the earth, twice the 
velocity of the centre. 


If we lay off b relative to C, and C relative to P, we have b relative to P, zero. The 
bottom point is at rest relative to the earth. 

( 4 ) A ball let fall in a7i elevator has a velocity relative to the ground of y2 feet per sec., 
while the elevator has a velocity relative to the ground of 12 feet per sec. Find the velocity of 
the ball relative to the elevator when it is risvig and falling. 

Ans. The velocity of the ball relative to the ground is given by BG = 32 downwards. If 
elevator is rising, we have elevator relative to ground given by ^(9 = I 2 upwards. If elevator 
is falling, EG =12 downwards. 

In the first case, laying off B relative to G, and G relative to E, we have B relative to 
E feet per sec. down. In the second case, laying off B relative to G, and G relative to E, 
we have B relative to E 20 ft. per sec. downwards. 


IB 


G' 




E 


B 

aE 
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Rectangular Components of Velocity, —Let a point P be given by Its co-ordinates 
jir, j/j z, and let it have the velocity v, whose 
line representative makes the angles y, ^ 

with axes through P parallel to the co-ordi- _\ 

nate axes OX^ OXj OZ, respectively. / /| 

Let the components of v parallel to these { -I 

axes be v,, respectively. j I 1 

Then we have / ! ^ -1—Jt; 


: V cos a, Vy — '^zizv cos />, 


V — -J ■=: V COS y. 

at 


Analytic Determination of Resultant 
Velocity. —If the point P has several simulta¬ 
neous velocities, etc., making the ^ 

angles 7,), {a.,, y.^, y.^, etc., X 

then we have for the resultant components 




dt 


cos 01^ -|- cos ^2 + ^3 cos + . . • = COS 

Z\ cos cos -f- cos + • . . = cos / 5 , 


z/, = -^ = cos ri + 1’^ cos 72 + ^'3 cos 73 + . . . = cos 7. 


In these summations we must take components in the directions OX, OY, OZ positive, 
in the opposite directions negative. 

We have, then, for the magnitude of the resultant velocity v 


V — Y 7 'J -|- vY + 


This resultant passes, of course, through F, and its direction cosines are 


cos ^ = - , cos 7 

V 


Since cos^ a + cos®/? + cos® 7 = i, we have also, from (3), 


= cos oL-{-Vy cos /? + ^2 y- 


In determining these cosines we take v always positive and measure all angles a, yS, 7 
in such directions that their projections on the co-ordinate planes XY, YZ, ZX shall be 
positive from around to OY, from OY around to f?Z, from around to OX, as 

indicated by the arrows in the figure. ^ ^ 

If all the velocities are in one plane, as, for instance, the plane of XY, we make 7 = 9° > 

and hence z/^ =0 in (i), (2) and (3). 

Examoles.—(i) A •point has the C 07 nhonent velocities in ike same plane XY, v, =12, vi = 24 ,^ 

= 48ft. ■per sec., ■making angles with OX of oi,z= 60°, = -{-ego , — + 240 , « _ 330 . tn t e 

resicltant velocity. 
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Ans. We have a — /3 = 90®. Hence / 3 i = —30% = 4- 60", /Js = + 150°, /54 = + 240°. Hence 

Vx = 6 — 121/3 — 18 + 244/J'= + 8.784 ft. per sec., 

= + 6 v'3 + 12 184/3 — 24 = — 32.784 ft. per sec., 

The resultant is 2/ = 7I- 33.94 ft. per sec., making the angle a with OX given by 

cos a = ^ = 0.2588, or a — about 75°' 

+ 33-94 ^ 

(2) A point has the comp 07 ient velocities V\ ~ 40, =^J0, = 60 ft. per sec., vuxking the angles 

= -f- do®, = + do®, y. obtuse \ = + do® (I-i "= H- do", 72 acute \ = -|- 60 /J3 ~ + Jo®. Find the 

resultaiit. 

Ans. We find the angles y by the equation, page 13, 

cos^ y ■= — cos (a+ P) cos {a- P). Hence ^, = 4- 135°, ^^3 = 4- 45", = 90®. 

We have, then, 2/^ = 20 + 25 + 30 = + 75 ft. per sec., Vy = 20 + 25 + 30 4/3 = 4- 96.96 ft. per sec., 

= — 4 ^ 4 --^_+ 0 = 4 - 7.071 ft. per sec. The resultant is 2/ = 119.6 ft. per sec., and its direction cosines 
4/2 4/2 

are cos a = , cos y 5 = , cos x = ^ , or a .-= 51® 10', /5 = 35® 50', y = 86° 37'. 

119.6 119.0 119.0 

Resolution and Composition of Angular Velocity. —Since angular velocity is angular 
displacement per unit of time the interval of time is indefinitely small (page 63), it has 

magnitude and direction and can be represented by a straight line, just like' angular displace¬ 
ment itself, But since the time is indefinitely small, and therefore the angular displacement 
indefinitely small, we have the case (d), page 59. Therefore all the principles of Chapter II, 
page 54, hold good also for angular velocities whether simultaneous or successive, and we 
have the ^‘triangle and polygon’' of angular velocities, and can combine and resolve them 
just like linear displacements (page 55). 

We have also relative angular velocity with similar notation as for linear displacements 
(page 56). 

Examples.—(i) A pomt on a sphere is rotating uniformly about a dia7neter at the rate of 10 radia7isper 
7nmiite. Fmd the compo7ient angular velocity about a7iother dia7neter mclinedgo" to the first. 

Ans. 54/3 radians per min. 

(2) Apomt has two shnultaneous or successive a7tgular velocities of 2 radia7is per sec. a7id 4 radia7is per sec. 
about axes mclmed 60° to each other. Find the resulta7it. 

Ans. 2 4/7 radians per sec. about an axis inclined to the greater component at an angle whose sine is 

V3 
2 ^7 

(3) A sphere with 07 te of its superficial pomis fixed has two arigtdar velocities, either si77iulta7ieous or 
successive, one of 8 radians per sec- about a tangent line, and one of ig radians per sec. about a dia7neicr. Find 
the residta 7 it atigular velocity, 

Ans. 17 radians per sec. about an axis inclined to the greater component at an angle whose tangent 
is i[V 

(4) A penduhim suspended from a point in the prolonged polar axis of the earth swings in a plane through 
the axis, Fmd the angular velocity of this pla7ie relative to the earth. See example (j), page 60. 

Ans. 27t radians per day south. That is, an observer looking south along the polar axis sees the plane 
rotate clockwise at this rate. 

(5) Let the pendulum be suspended fro7n a point in the prolonged radius of the earth at a place of latitude A. 
Find the angidar velocity of the pla7te of swrng relative to the earth. See example {f), page 60. 
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Ans. 27 t sin X radians per day in a direction towards the centre of the earth. That is, an ob 
looking towards the centre of the earth would see the plane rotate clockwise at this rate. 

The time of a complete revolution of the plane would then be —days. If X is 60° the tinu 

27 t sin A sin A ’ 

2 

revolution would be = 1.155 days. At the equator sin A = o, and the plane does not rotate relatively to 
the earth. At the poles sin A = i, and the plane makes a revolution in i day. 

Rectangular Components of Angular Velocity.—Let a point P be given by its co¬ 
ordinates X, y, z, and let it have the angular 
velocity cy, whose line representative passes 
through 0 and makes the angles a, /3y y with 
the axes OXy OYy OZy respectively. 

Then the components of (jo along the axes 

are = ca? cos co cos /?, goz= go 

cos y. 

These components are positive in the direc¬ 
tions OXy OVy OZ, Since rotation is always 
seen clockwise when we look along a line 
representative in the direction of its arrow, 
we have, then, positive rotation in the plane XF 
from OX around to ( 9 F; in the plane YZ 
from OY around to OZ\ in the plane ZX from 
OZ around to OXy as shown by the arrows in 
the figure. 

Analytic Determination of Resultant Angular Velocity.—If the point P has several 
simultaneous angular velocities, oo.^y go.^, etc., all passing through 0 and making the 
angles (a^y ^^^-y then we have for the resultant components 

60^ =z GD^ cos + GO^^ COS "f" ^3 ^OS ^3 -f- . 

oOy — COS COS /i^ -f- % cos + . 

GO2 =: GO^ COS GO^ -|- GO,^ COS y.^ + ^^3 ^OS ^3 . 

In these summations we must take components in the directions OXy OYy OZ positive, 
in the opposite direction negative. 

We have, then, for the magnitude of the resultant 

GO z=z GOy^ ., , . . (2) 

This resultant pas.ses, of course, through 0 , and its direction cosines are 

cos cos yo ™ cos = —.(3) 

GO 00 GO 

Since cos^ + cos^^ + cos^ = L we have also, from (3), 

GO Go^ cos a -f- coy cos p GO2 cos y . (4) 

In determining the cosines, we take go always positive and measure all angles /?, y in 
such directions that their projections on the co-ordinate planes XY, YZ, ZX shall be posi-. 
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tive from OX around to OV, from OY around to OZ, from OZ around to OXy as indicated 
by the arrows in the figure. 

If all the velocities are in one plane, as, for instance, the plane of XYy we make y = 90° 
and hence = o in (i), (2) and (3). 

Example! — (i) A ^oint has the componeyit angular velocities in the same plane X K, O!?! = 12 , ol)2 = 24 .^ 
fija r= = 48radians per sec,, making angles with OX, = -{- ^ 0 °, < 3:2 = 4 “ <^ = 4 " 240 °, = "{-* JJ’O®. 

Find the resultant velocity. {See example (/), page 68). 

Ans. = 4- 8.784 radians per sec.; 00^^- 32.7S4 radians per sec.; ~ 4 “ 33-99 radians per sec.; 
cos n: = 0.2588. or a = about 75®. 

(2) A point has the component angular velocities oji = 40, oo^ =50. GO3 = do radia7is per sec., making the 
aftgles «! = 4 “ /?! = 4 “ obtuse ; <3:2 = 4 “ do*’, y 52 = 4 “ 60, acute ; = 4- 60°, Fzjid the 

resultant. 

Ans. See example (2), page 68. 

Linear in Terms of Angular Velocity. —Let and a represent two consecutive 

positions of a point moving in any path. Then the distance a^a = ds. 

Takc^any point (9 as a pole, and draw the radius 
vectors Oa^ = 74 and Oa ■= r. Then the indefinitely 
small angle a^Oa is dB. 

Drop the perpendicular a,yi from upon Oa, and 
denote the angle of inclination a^an between the radius 
vector Oa and ayx by e. Then 

a^n — ds, sin e. 

But if the points and a are consecutive, we have 

also 

a^n = r^d&. 

Hence we have 



r^d^ =: ds . sin e. 


(0 


But for consecutive points na — dr and 

= O71 — r — dr. 

Hence equation (i) becomes 

rdB — dr . dB -Y ds . SAXi e .(2) 

As dB in this equation decreases, rdB approaches the limiting value ds . sin e. We have 
then at the limit 


rdB ~ ds . sin e. 


(3) 


If we divide by the indefinitely small time dt in passing from to we have 


dB ds 


dB 


But (page 64) — is the magnitude of the angular velocity of the point relative to 0 , 

ds 

which we have denoted by oo, and (page 63) ^ is the magnitude of the linear velocity, 
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which we have denoted by v. Also, v sin 6 is the component of the velocity v at 
angles to the radius vector r in the plane of v and r. 

Let us denote this normal component by Then we have 

rw = V s>\n e . (4) 

Hence the product of the radius vector r for any point by the angular velocity 00 gives the 
linear velocity v^ of the point normal to the radius vector m the playie ofv and r. 

Tlie line representati\^e of the angular velocity cy is a straight line AO through the pole 
O at right angles to the plane af)a of v and r, so that, looking in the direction of its arrow, 
the rotation of the radius vector is seen clockwise. 

Equation (4) is general, whatever the path or wherever the pole (9 may be taken. 

If the pole O is taken at the centre of curvature C, so that Oa is the radius of curvature 
/), then e = 90° and we have 


f)(sO = V, 


(2) 


If the pole 0 is taken anywhere in the plane through p perpendicular to we still have 
e = 90°, and in this case 

roo -V .(3) 

Hence in this case the product of the radius vector by the angular velocity gives the 
linear velocity itself. 

Exam piOi— Let the distance described by a VLOving point be given by the eqtiation 
5 = 7 / -f 4- 2p, 

where s is the fiiimber of feet described in any nnniber of seconds i. 

Let the path be a circle in an east and west plane, and let the pomt start 
from the top point Z and move eastward. Let the radius of the circle be 

^ = “ = 39-47ft- 

At the end oft — 2 sec. find the distance and angle described; the linear and 
a 7 igular displacemejit; the nieaii linear and angular speed; the mean linear and 
angular velocity ; the instantajieous linear aad a?igular velocity. The oriyiii is 
takeji at C afid the starting-point at Z in the figure. 

Ans. Insert / = 2 in the equation, anrl vv{^ have for the flistance dt‘scribcci ^ = 62 ft. 

S 7t 

We have rO - s. Hence 0 ~ " — -radians. The point, tlicn, has moved in 2 seconds through a 

r 124 2 ^ 

quadrant from Z to E. 

The linear displacement is then from Z to E, or I) ~ rV^ ft. in a direction making an angle of 45“ with 
the initial radius vector CZ. 

rc 

The magnitude of the angular displacement is the same as the angle described, or ^ radians, and its 
direction is north. 

We find, just as in example (f), page 64. the mean linear speed 



■ 

ii 


7 + 8(/ + A) + + tU + tx\ 


For = o and / = 2 this gives 


S — S\ c 

- -- = 31 ft. per sec. 


We have for the mean angular speed 

0 — 01 0 — 01 31 TT ,. 

r - -- “ 3T, or -- = ~ — radians per sec. 

t~tx^ t — tx r \ ^ 
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The mean linear velocity is the linear displacement per unit of time, or ^ ft. per sec. in the 

iirection from Z to £, 

The mean angular velocity is the angular displacement per unit of time, ^ ^ radians per sec., 

direction north. 

The instantaneous linear velocity is 

ds 

2/ = ~ = 7 + 16/ + 6/*. 

at 

For / = 2 this gives 2/ = 63 ft. per sec. 

The instantaneous angular velocity is given in magnitude by rao ^ v, ox m •=.- z=J^ 2 !L. radians per sec., 

124 ^ 

and its direction is north. 
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LINEAR AND ANGULAR RATE OF CHANGE OF SPEED. LINEAR ACCELERATION. 

Change of Speed. —When the speed of a point varies in magnitude, the difference ior 
any interval of time between the final and initial instantaneous speeds is the change of 
speed for that interval of time. 

Mean Rate of Change of Speed. —The change of speed per unit of time is the MEAN 
RATE OF CHANGE OF 

Thus, if the linear speed of a point at any time t is v, and at an earlier time it is 
then the change of linear speed is (y for the interval of time [t — and the mean 

rate of change of linear speed is 

V — 

This is positive if v is greater than or if the linear speed increases with the time, and 
negative if v is less than or if the linear speed decreases with the time. 

Similarly, if the angular speed of a point at any time t is oo, and at an earlier time, it 
is 00^^ then the change of angular speed is (09 — 09^) for the interval of time {t — and the 
mean rate of change of angular speed is 

GO — GDi 

This is positive if oo is greater than ci9j, or if the angular speed increases with the time, and 
negative if 00 is less than or if the angular speed decreases with the time. 

Rate of change of speed, whether linear or angular, is, then, like speed itself, a SCALAR 
quantity having magnitude and sign but independent of direction (page 62). 

The unit of rate of change of linear speed is evidently one unit of linear speed per unit 
of time, or i ft.-per-sec. per sec. 

The unit of rate of change of angular speed is one unit of angular speed per unit of 
time, or i radian-per-sec. per sec. 

Instantaneous Rate of Change of Speed. —The limiting value of the mean rate of 
change of speed when the interval of time is indefinitely small is the INSTANTANEOUS RATE 
OF CHANGE OF SPEED. 

We have, then, the instantaneous rate of change of linear speed given by 

dv 

Tt' 

and the instantaneous rate of change of angular speed given by 

doQ 

dt * 

7:5 
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If the instantaneous rate of change of speed is zero, the speed itself is uniform and 
therefore the same as the mean speed for any interval of time, which is also uniform. 

If the instantaneous rate of change of speed does not vary in magnitude, it is uniform 
and therefore the same as the mean rate of change for any interval of time, which is also 
uniform. 

If the instantaneous rate of change of speed varies in magnitude with the time, it is 
variable. In such case the mean rate of change is also variable. 

Examples.—(i) Lei the distance described by a mov mg point be given by the equation 

S = /t + 8t^y 


where s is the number of feet described in any number of seconds t. 

This is the same equation as in example (i), page 64, and we find, as before in that example, the 
instantaneous linear speed 

^ = 7 + 164 . . .(I) 

For any other time, L , we can write 

2/, = 7 +16/,.(2) 

Suppose A less than t. Then subtracting (2) from (i), we have for the change of speed for any interval of 
time {t — ti) 

V — vi \6{t — A)*.(3) 

The mean rate of change of speed is then 

V — Vi ^ , 

- -- = ID it.-per-sec. per sec. 

t — tx 

Since this does not change with the time, it is uniform and is the same as the instantaneous rate of change 
of speed, 

(2) Let the i7ista7ita7ieous Imear speed of a point be give7i by 

V - 7 i6t A- .'.(i) 

For any other less time, tx , we have 

2/1 = 7 "b “I" 6 /^. 


Subtracting (2) from (i), we have for the change of speed for any interval of time {t — tx) 

V — vx — i6(t - ti) + 6{P - ti) = i6(t — ^ 1 ) + 6{t + ii) {i - ix). 

The mean rate of change of speed is then 

= 16 + 6 {t + tx) .( 3 ) 

This, we see, is variable and changes with the time. As the interval of time {t — A) decreases, 
tx approaches equality with t and the mean rate of change of speed given by (3) approaches the limiting 
value 16 + 12/. We have, then, for the instantaneous rate of change of speed 

dv , , 

- = 16 + I 2 A 

This, we see, changes with the time and is therefore variable. 

(3) Let the angtdar speed of a point begive7i by 

CD == 7 -f i 6 t A- 

where go is the angular speed m radia 7 is per sec, for any instant t. 
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Then we have, just as before, the change of angular speed for any interval of time {i — /j) 

CO - = i6(2f ~ tx) + 6 (P - t\). 

The mean rate of change of angular speed is, then, 

GO — COi 

= i6 + 6 {i /i), 

and the instantaneous rate of change of angular speed is 

doo 


dt 


= l6 + 12/. 


Moan Linear Acceleration of a Point. —Let and a be two positions of a point moving 

in any path and passing from to a in the time interval t — Let v, and v be the corre- 


Fig. (a). 




spending instantaneous linear velocities. 

Each velocity, Fig. (a), is tangent to 
the path at the corresponding point, and 
is equal in magnitude to the speed at that 
point, so that {v -- is the change of speed, 

. V — V. 

and • ,. is the meaii rate of chayige of 

speed (page 73). 

In Fig. {V) take any point .6 as a pole and lay off Bb^ dnd Bb, the line representatives 
of and V, and join < 5 ^ and 5 by a straight line. 

Then the straight line bf is the line representative of the change of velocity, and 
bf 
t —t. 


is the mean rate of change of velocity for the interval of time t — t^. 


This is called the MEAN LINEAR ACCELERATION of the point for the interval of time. 

It is therefore a vector quantity given in magnitude and direction by a straight line 
parallel to bf, having the direction from to b as shown by the arrow in Fig. {p), and 


equal in magnitude to 


bf 

t -- t: 


Mean linear acceleration can be defined, then, as mean time-rate of change of velocity, 
whether that change takes place in the direction of the velocity or not. 

The unit of mean linear acceleration is evidently one unit of linear speed per unit of 
time, or i ft.-per-sec. per see., just as for rate of change of linear speed (page 73). 

Instantaneous Linear Acceleration. —The limiting magnitude and direction of the mean 
linear acceleration when the interval of time is indefinitely small is the INSTANTANEOUS 


Fig. (a) 


Fig. {l>). 


LINEAR ACCELERATION. 

Thus if the interval of time is indefinitely 
small, the two positions and a of the mov¬ 
ing point. Fig. {a), are consecutive. 

In Fig. (b), then,-^- is the instantaneous 


It is therefore a vector quantity given in magnitude and direction by a straight line 
parallel to bp, having the direction from b^ to b as shown by the arrow in Fig. (b), and 




equal in magnitude to 


dt * 
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Instantaneous linear acceleration can then be defined as limiting time-rate of change of 

( h b \ 

place in the direction of the velocity or not. 

Its unit is evidently one unit of speed per unit of time, or i ft.-per-sec. per sec., just 
as for mean linear acceleration. 

We shall always denote instantaneous linear acceleration by the letter/. 

The term “acceleration” always signifies instantaneous linear acceleration unless 
otherwise specified. 

We shall see later how to determine it in magnitude and direction (page 78); it is 
sufficient to note here that if the path is a straight line, hf coincides with v, and we have 
dv 

f^~jpt’ That is, the magniinde of the acceleration in this case is the instantaneous rate of 


change of speed (page 73). 

Resolution and Composition of Linear Acceleration. —Since acceleration is thus time- 
rate of change of velocity when the interval of time is indefinitely small, and can be 
represented by a straight line, it follows that all the principles of Chap. II, page 55, for 
displacements hold good also for accelerations. We can then combine and resolve linear 
accelerations just like displacements (page 56), and we have the triangle and polygon of 
accelerations just as for displacements. 

We have also relative acceleration with similar notation as for displacement (page 56). 



Let Bb^ and Bb be the initial and final velocities and 

bp 

V of a point in an indefinitely small time dt, so that is 

the acceleration f. Draw BA and ha at right angles to any 
line Aa through in any given direction. 
b a 

Then is the component in the direction Aa of the 
acceleration /. But 


b^a Aa — Ab^ 
dt ~~ dt 


and Aa and Ab,^ are the components in the direction Aa of the velocities v and 

Hence the component acceleration in any direction is equal to the time-rate of change of 
velocity in that direction. 

Examples.—(i) A ball let fall in an elevator has an acceleration downwards relative to the ground of 32 
ft.-^per-sec. per sec., while the elevator has a7i acceleratio7i relative to the ground of 12 ft.-per-sec. per sec. Fmd 
the acceleration of the ball relative to the elevator when the acceleration of the elevator is upwards and down¬ 
wards. 

Ans. Solution precisely the same as for example (4), page 66. When acceleration of elevator is 
upwards, speed of the elevator “increases if it is going up, decreases if it is going down, and acceleration 
of ball relative to elevator is 44 ft.-per-sec. per sec. downwards. 

When acceleration of elevator is downwards, speed of the elevator increases if it is going down, 
decreases if it is going up, and acceleration of ball relative to elevator is 20 ft.-per-sec. per sec. dc>wnwards. 

(2) Two trains move in straight lines snaking an angle of 60°. The one^ A, is increasing its speed at the 
rate of 4 ft.-per-7nin. per min. The other^ B, has the brakes 07 t and is losing speed at the rate of 8ft.-per-mm. 
per 7nin. Find the relative accelerations. 

Ans. a relative to B, 44/7 ft.-per-min. per min. inclined to the direction of A at an angle whose sine 
is 
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(3) The initial and final velocities of a moving pohit during an inte^'val of two hours are 8 miles per hour 
E, N., and 4 miles per hour Al. Fmd the change of velocity and the ?nean acceleratiofi. 

Ans. 41/3 miles per hour W. ; 2y'3 miles-per-hour per hour W. 

(4) A pohit has the si?nultaneous accelerations, 60 Jt.-per-sec. per sec. N.; 88 ft.-pcr~sec. per sec. ® ^ 

60 ft.'per^sec. per sec. E. S. Find the magftiittde and directio7i of the resultant, 

Ans. 28 ft.-per sec. per sec. W. 30“ S. 


Rectangular Components of Acceleration. —The same equations and conventioi 
for the components of an acceleration in three rectangular directions as for velocit} 

66). We have therefore only to replace v in the equations and figure of page 67 by 
the proper subscripts. 

Analytic Determination of Resultant Acceleration. —So, also, the same equations 
conventions hold for finding the resultant acceleration as for finding the resultant veloci.^ 
page 67. We have therefore only to replace v in equations (i). (2), (3). (4), page 67, by / 
with the proper subscripts. 


Examples. —Students should solve examples (/) a7id {2), page 68, for acceleratio7is instead of velocities. 


Tangential and Central Acceleration. —We liave seen (page 75) that if t/j and v are the 
velocities at and Fig. (^), and if the interval of time dt is indefinitely small, so that 
and a arc consecutive points of the path, then, 
h h 

{u\ _ i:_ 


Fig. (a). 


acceleration 7^ at a. 

This has magnitude and direction, can be 


and resolved just like displacement. 

We can therefore resolve the acceleration 

f— 7 at into a component along the 

cit cit \j 

h c 

velocity v, and ^ at right angles to the velocity v. 


Fig. {b). 



Since v is tangent to the path at a, 


call the first component, —, the TANGENTIAL ACCELERATION and denote it by ft , the subscript 

t denoting that the acceleration is along v and therefore tangent to the path. The second 
h c 

component, is perpendicular to v and must tvlAtntXY always act toivards tJic centre of 


curvatitrc C of the path along the radius of curvature aC = p. We therefore call it the 
CENTRAL ACCELERATION and denote it by /^, the subserpit p denoting that the acceleration 
is along the radius of curvature p and therefore towards the centre of curvature. 

Now, since the points and a are consecutive, we have cb ~ v — z\ = dv., and hence 


cb dv 
dt ~~ dt 


(0 


But -7- is the instantaneous rate of change of linear speed (page 73). 
dt 

Hence the magnitude of the tangential linear acceleration ft at any instant is the 

dv . ■ 

instantaneous rate of change of linear speed that instant. 

We see also from Fig. [b) that, since and v are perpendicular to the radius of curvature 
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and Ca in Fig. («), the indefinitely small angle a.^Ca = dO is equal to b.^Bb. We have, 
then, when and b are consecutive, b^c ~ v^dd — vdO, and hence 

do 

dd 

But ^ is the angular velocity ^ for the centre of curvature C, and if p is the radius of 
curvature, we have (page 71) poo = v. Therefore 

V 

f^-=vw — poo^ = — .(2) 

Hence the magnitude of the central acceleratio7i f at any instant is given by the product voo 
of the linear velocity v ajid the angular velocity oo for the ce?itre of curvature at that msta^it; 
or by the product poo^ of the radius of curvature p and the square of the angular velocity cd? for 

the centre of curvature at that instant; or by the quotient — of the square of the linear 

P 

velocity v^ divided by the radius of curvature p at that instant. 

The direction of the central acceleration is always toivards the centre of curvature. ^ 
Since the acceleration f\s the resultant of f^ and we have for the magnitude of f 


and for its direction cosine with f^ 


'/= <// + /;, 


cos Oi =■ 


Example .—A point moT.>es ui a vertical circle of radius r ~ 21 ft. m an east and west plane with a velocity 
given at any histant by 

V = y + i6t -h 


where t is the interval of time fro7n the start. At the end of t =. 2 sec. the point is at the top of the circle 
movmg eastward. Find ft andfp at this insia^it. 

Ans. We find, just as in example (2), page 74, 




or for = 2 sec. ft — 40 ft.-per-sec. per sec. towards the east. Also, for 7 = 2 sec. 2/ = 63 ft. per sec. east, 

V“ f 

and hence at this instant/^ = — = 189 ft.-per-sec, per sec. towards the centre, and = ^-^= 3 radians per 

r qj 

sec. 7 iorth. 

The acceleration f 2X the instant is, then, 

f = \/f'^ 4. = 63 4/10 ft.-per-sec. per sec., 

making with the radius through the top point an angle whose cosine is 

f Vio‘ 


Uniform and Variable Acceleration. —If the acceleration has the same magnitude and 
direction, whatever the time, it is UNIFORM. If either magnitude or direction change, it is 
VARIABLE. 

If / is zero, there is no change of velocity and we have uniform speed in a .straight 
line, or uniform velocity. 

If fp is zero but ft is not, we have variable speed in a straight line. The velocity is 
variable (page 65). 
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If fi is zero but /p is not, we have uniform speed in some curved path. The \ 
is variable (page 65). If at the same time/p is constant in magnitude, the curved pat, 

circle. For/p = —, and if^p is constant and v is constant, p must also be constant. 

P 

If ft and /p are both variable, we have variable speed in some curved path. The 
velocity is variable (page 65). 

Example .—Criticise the statement, “ a point moves in a circle with uniform accelerationJ^ 

Ans. —If the acceleration is uniform, it does not change either in magnitude or direction, But if a point 
moves in a circle, we must have a radial acceleration/p at every instant. The acceleration is therefore not 
uniform. If the magnitude of /p is constant, then we have uniform speed in the circle. If not, we have 
varying speed in the circle, A point can move in a circle with constant central acceleration, but not with 
u 7 tifor 7 n acceleration. 


The Hodograph. —Let a point moving in any path have the consecutive positions 
a^, etc., and let the corresponding velocities be etc., Fig. {a). These 


Fig. (a). 


Fig. (3). 


velocities are tangent to the 
path at etc., and 

are equal in magnitude to the 
speed at these points. 

Now from any point By 
Fig. (b)y draw the line repre¬ 
sentatives Bb^y Bb^ of 

^2 » extremi¬ 

ties of these lines will form a 
polygon bff^y and if the 
points (\y 

polygon bff.^ becomes a curve also. Thus as the point a describes the path a-^apx^y Fig. {ci)y 
we can conceive a point b to describe a curve bff^y Fig. (p). 

This curve is called the HODOGRAPH. The point .5 is the POLE of the hodograph; the 
points b,^y b^y b^ of the hodograph are the points correspondmg to a^y a^y of the path. 

When the point a moves from to in the indefinitely small time dty the corre¬ 
sponding point b moves in the same time from b^ to b^. Now in such case 




a^y are consecutive, the points b^y 


b^y bo will also be consecutive, and the 


is the 


velocity in the path, and ~ is, then, the corresponding velocity in the hodograph. 

But we have seen (page 75) that is the acceleration /at 

Hence any radius vector Bb in the hodograph is the line representative of the velocity v 
at the correspo 7 idmg pohit of the path, and the velocity at afiy point of the hodograph is 
the acceleration f at the corresponding point of the path. 

Let = p be the radius of curvature, and gd the angular velocity of the point relative 
to Cy so that the radius of curvature p turns about / with the angular velocity gd. 

Then, since v is perpendicular to p, the angular velocity of Bb in Fig. (Jb) is also go, and 
hence vod ^ f^y where /p is the acceleration perpendicular to v and therefore along the radius 
of curvature p towards the centre of curvature C, 

We have then 

/p = VOO, 

just as already found (page 78 ). 



So 
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Examples!—(i) A point moves with uniform velocity. What is the hodographf 
Ans. a point. 

(2) A point ^nerves with uniform acceleration. What is the hodograph f 
Ans. a straight line. 

(3) A point moves with u7tfiorm speed v ui any plane path. What is the hodograph ? 

Ans. a circle of radius v. 

Axial and Radial or Deflecting and Deviating Acceleration. —Let a point P have the 
p angular velocity qd about an axis CA through the centre of 

curvature ( 7 , so that PC = p is the radius of curvature. 
Let V = pce? be the velocity of P. Then = vc^. 

We can resolve 00 at any point O of the axis CA into 
a component about an axis OP through the point P, and 
a component about an axis Oa at right angles to OP. 
We can also resolve the central acceleration into a com¬ 
ponent along OP, and a component parallel to Oa. 

The component does not affect the velocity of P, 
since it passes through P. Hence, if r is the distance OP, 
we have 

V = roD^, 

and the plane of rotation is the plane POX. The component oo,. causes this plane to rotate 
about the axis OP. 

We see, then, that if a point rotates with angular velocity oo about an axis through the 
centre of curvature, we can resolve the motion at any point of that axis into rotation in a 
rotating plane. 

If the radius of curvature in this plane is r, we have v ~ roo^. The central acceleration 
in this plane is then 

f,=voo^ — roo\ .(l) 

We call this the radial or deflecting because it is in the direction of the radius 

and causes change of direction of v in the plane of rotation POX. 

But the rotation about OP causes the plane of rotation POX to change direction. 
We have, then, the acceleration at right angles to the plane of rotation POX 

~ VQOr ^rOD^GD,, .( 2 ) 

We call this the axial or deviati?ig acceleration because it is in the direction of the axis of 
rotation Oa and causes deviation of the plane of rotation POX. The radial or deflecting 
acceleration then causes change of direction of v in the plane of rotation, that is P moves 
in a curve in this plane. The axial or deviating acceleration causes change of this plane 
of rotation. 

If f,. is zero, the path is a straight line in a rotating plane. 

If is zero, the path is a curve in a constant plane. 

If and are zero, the path is a straight line. In all cases, since and are com¬ 
ponents of the central acceleration /p, we have 



/. = + fr 


( 3 ) 
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Example .—.<4 point moves in a vertical circle of radius r — 21 ft. in an east and west plane with a velocity 
given at any mstant by 

-f xOt -f 

where t is the interval of ti?ne from the start. At the e?id oft — 2 sec. the point is at the top of the circle 
moving east. At the same instant thepla^ie of the circle rotates about the vertical diafneter with an afigular 
velocity of 2 radians per sec. upwards. Ft7id 00, ft, /j, andfp andf. 

Ans. We have, just as in example, page 78, for rotation in the plane the tangential acceleration 

= J = 16+12/, 

or for / = 2 sec. ft = 40 ft.-per-sec. per sec. towards the east. Also for 2? = 2 sec. z/ = 63 ft. per sec. east, and 

lA 

hence at this instant the deflecting or radial acceleration is f^—— = 189 ft.-per-sec. per sec. towards the 

fr 

centre and ooa = —— = 3 radians per sec. north. 

V 

We have also due to rotation of the plane, since oi?,- = 2 radians per sec., the axial or deviating accci 
f — vGOr— 126 ft. per sec. north. 

Hence - 

__ . -S /N 

00 ■=. f QOa -Y QOr ~ |/13 I'ad liins per scc., X X 

making an angle with r in the plane of r and oDa whose cosine is ^—C > y 


Si = jLft. 


The radius of curvature p is given by poo — 7/, or p = - 

• V13 

The central acceleration is 

fp = \/ff + ff = 227.14 ft.-per-sec. per sec. 

The total acceleration is 

fVf t ff l = 23064 ft. per-sec. per sec. 
The direction cosines with ft, fa und ar(‘ 

cosa-F 1" cos yd = -^ = -h —• cosy = - 

/ 23 ' / 230 



fl — ^ 1^9. 

/ ” 230 
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Mean Angular Acceleration of a Point. —Let and an be the initial and final angular 

5 velocities of a point for any interval of time t — 

^ Take any point (9 as a pole and lay off Ob^ and Ob, the line 

representatives of and w, and join b^ by a straight line. 

M Then the straight line b,J) is the line representative of the change 

of angilar velocity, and — —- is the mean rate of change of angular velocity for the interval 

t ~~ t-t 

of time t — 

This is called the MEAN ANGULAR ACCELERATION of the point for the interval of time. 
It is therefore a vector quantity given in magnitude and direction by a straight line parallel 
to having the direction from to b as shown by the arrow in the figure, and equal in 

1 ^ 1 ^ 

magnitude to - - ♦ 

t — 

Mean angular acceleration can be defined, then, as mea7i time-rate of cha^ige of angular 
velocity, whether that change takes place in the direction of the angular velocity or not. 

The unit of mean angular acceleration is evidently one unit of angular speed per unit 
of time, or i radian-per-sec. per sec., just as for rate of change of angular speed (page 73). 

Instantaneous Angular Acceleration. —The limiting magnitude and direction of the 
mean angular acceleration when the interval of time is indefinitely small is the INSTAN- 
• TANEOUS angular acceleration. 

Thus if the interval of time is dt or indefinitely small, ^ 



then is the instantaneous angular acceleration. 

It is therefore a vector quantity given in magnitude and ^ 

direction by a straight line parallel to bf, having the direction from b^ to b as shown by the 

b b 

figure and equal in magnitude to-^* 


Instantaneous angular acceleration can then be defined as limiting time^rate of change of 
angular velocity, whether that change take place in the direction of the velocity or not. 

Its unit is evidently one unit of angular speed per unit of time, or i radian-per-sec. 
per sec., just as for mean angular acceleration. 

We shall always denote instantaneous angular acceleration by the letter a. 

The term angular acceleration” always signifies instantaneous angular acceleration 
unless otherwise specified. 

We shall see later how to determine it in magnitude and direction (page 84); it is 
sufficient to note here that if the point moves in an unchanging plane, bf coincides with 

82 



Chap. VII. ] 


RESOLUTION AND COMPOSITION OF ANGULAR ACCELERATION. 


83 


cw, and we have oc = —. That is, the magnitude of the angular acceleration in this case 

is the instantaneous rate of change of angular speed (page 73). 

Resolution and Composition of Angular Acceleration. —Since angular acceleration is 
time-rate of change of angular velocity when the interval of time is indefinitely small, it has 
magnitude and direction and can be represented by a straight line, just like angular velocity 
(page 64). Therefore all the principles of Chapter II, page 54, hold good also for angular 
accelerations whether simultaneous or successive, and we have the triangle and polygon’' 
of angular accelerations, and can combine and resolve them just like linear displacement. 

We have also relative angular acceleration with similar notation as for linear displace¬ 
ments (page 55). 


Example,—(r) A sphere has angtilar acceleration about a diameter at the rate of xo radians-per-sec. per 
sec, Find the co?npo 7 ieni angular acceleration about another dia)}ieter inclined jo° to the first. 

A NS. —51/3 radinns-pcr-scc. per sec. 

(2) A body has two sini'ultaneous or sticcessive a7igular acceleratio7ts of 2 radiafis-per-sec. per sec. and 4 
radians-per-sec. per sec. abo7it axes inclined 60° to each other. Find the resultant. 

A NS. 2V7 raclians-per-sec. per sec. about an axis inclined to the greater component at an angle whose 

. V 3 

sine IS 

2^ 7 

(3) A sphere with one of its S7(.perficial poifits fixed has two angular acceleratmis, either simultaneous or 
sttccessive, one of S radians-fer-sec. per sec. about a tangejit and 07 ie of ij radiafis-per-sec. per sec. about a 
diameter. Find the resultant. 

Ans. 17 radians-per-sec. per sec. about an axis inclined to the greater component at an angle whose 
tangent is fg. 


Rectangular Components of Angular Acceleration. —The same equations and conven¬ 
tions hold for the components of an angular acceleration in three rectangular directions as 
for angular velocity, page 69. We have therefore only to replace go in the equations and 
figure of page 69 by a with the proper subscripts. 

Analytic Determination of Resultant Angular Acceleration. —So, also, the same equa¬ 
tions and conventions hold for finding the resultant angular acceleration as for finding the 
resultant angular velocity, page 69. We have therefore only to replace co in equations (l), 
(2), (3) and (4), page 69, by a with the proper subscripts. 

Exam pies .should solve examples (/) and {2), page 70, for a7igular acceleratio7is instead of 
velocities. 


Axial and Normal Angular Acceleration. —We have seen that if and gd^ are the 
initial and final angular velocities of a point during an indefinitely small interval of time dt, 


then is the instantaneous angular acceleration a. 
We can resolve this angular acceleration a ~ 


l\o 


lib , , bji , 

in'o a component ^ along and normal to go^^. 

Since GD^^ coincides with the axis of rotation of the radius 

nb 

vector, we call the first component — the AXIAL angular 
acceleration and denote it by aa> the subscript a denoting that the acceleration is along the 



axis. The second component, 


normal to we denote by and call it the NORMAL 


angular acceleration. 




r'l: 
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Now let be the angular velocity of the line representative Ob — 00^ about an axis 
perpendicular to the plane of b^Ob. ’ 

Then, just as on page 80, we have 

dt' . 


a„ = oo^oj^. 


(0 

( 2 ) 


But is the instantaneous rate of change of angular speed. 
at 


Hence the magnitude of the axial angular acceleration cx^ is the instantaneous rate of 
change of angular speed. 

The magnitude of the normal angular acceleration is the product oOaODr of the angular 
velocity about the axis and the angular velocity of the axis itself. 

Since the acceleration a is the resultant of and we have for the magnitude of a 


Of = di, 

and for its direction cosine with the axis 


(3) 


cos a 


a 


(4) 


Uniform and Variable Angular Acceleration. —If the acceleration a has the same 
magnitude and direction whatever the time, it is UNIFORM, If either magnitude or 
direction change, it is VARIABLE. 

If a is zero, there is no change of angular velocity, and we have uniform angular speed 
in an unchanging plane. 

If is zero but is not, we have variable angular speed in an unchanging plane. 

If is zero but an is not, we have uniform angular speed in a changing plane. 

If and are both variable, we have variable angular speed in a changing plane. 

Linear in Terms of Angular Acceleration. —Let 0 be any pole, and Oa — r the radius 

vector to any point a moving in any path. 

We have proved, on page 71, that 



roo = sm 6, 

where oo is the angular velocity and v is the linear 
velocity making the angle e with Oa. We can 
therefore write 


rd(so = dv sin e, 


and dividing by dt, 


doo dv . 
r — = --sin e. 
dt dt 


doo 


But— is the magnitude of the axial angular acceleration and-^ is the magnitude of the 

tangential acceleration f. 

Hence we have 

=/iSin 6 =/„,.(l) 

where/« is the component of / normal to r. 


M'. ‘14, 
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Hence the product of the radius vector r by the axial angular acceleration ocogives the 
linear acceleration normal to the radius vector in the plane of f [or v) and r. 

If the pole 0 is taken at the centre of curvature C so that Ba is the radius of curvature 
p, then e = 90°, and we have 

ft . 

If the pole 0 is taken anywhere in the plane through p perpendicular to , we s 
e = 90°, and in this case 

ro^a^ ft . 

Hence, in this case, the product of the radius vector by the axial angular acceleration 
the tangential acceleration. 

If, then, a point P has the angular acceleration 
about an axis A 0, so that the radius vector OP 
= r is in a plane perpendicular to f^ through the 
radius of curvature, we have 

= U 

If at the same time the plane of rotation has the 
angular acceleration 01 ^, we have 

fa .( 4 ) 

But, as we have seen, page 84, if co^ is the angular velocity about the axis and go^ is the 
angular velocity of the axis about OP, we have 

Hence we have 

just as already found on page 80. 

We have already found (page 80) the radial acceleration 

/r= roDl ■ 



The acceleration f is, then, the resultant of /,,, f^ and or of /p and f, since fp is 
the resultant of f^ and f^. 

Example^ — A point 7noves in a vertical circle of radius r = 2 ft, in a7i east and west pla^ie with an'angular 
velocity given at a7iy instant by 

QO^z=z 2t 

At the end of t = \ sec. the point is at the top of the circle rnoving east, and at the same instant the plane of the 
circle is rotating about the radius through the pomt with the angular velocity go^ ~ j radians per sec. 

Find tta, a«, a, v, fr, fa, fp, ft cind f. 

Ans. We find, just as in example (2), page 74, the axial angular acceleration 



— _ — 24-8/. 

dt 


For /= J sec. we have, then, = 6 radians-per-sec. per sec. 
north. 

The angular velocity for t ~ \ sec. is ©« = 2 radians per sec. 
north. 

The normal angular acceleration is^ 


an = Qo^oor == 6 ladians-pcr-sec. per sec. west 


if GDy has the d'-ection given in the figure. 
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The aagular acceleration a is then given by 

a = i/al 4- aj = 6 4/2 radians-per-sec. per sec., 
and its direction cosine with the axis is 


cos JL,. 

a |/2 


The linear velocity \sv = rcoa = 4 ft. per sec. easl. 

The tangential acceleration is ft = ^aa = ^2 ft.-per-sec. per sec. east. 

The radial acceleration is = — = rwl = voo^ = 8 ft.-per-sec. per sec. towards the centre C. 

The axial acceleration is fa, = rooaODr — 12 ft.-per-sec. per sec. north. 

The central acceleration is fp~ Vfr 4-/1 - 4 V ^3 ft.-per-sec. per sec., and its direction cosine with the 
radius is 

f Y 2 

cos;r = y= -77=:. 
fp 4/13 

The resultant acceleration /is given by 

/= Vft -Ffr Afl= ft.-per-sec. per sec., 

and its direction cosines with/,/« and fr are 

cos a = -(jz=z cos cos r 

f f 4/22 / |/22 


Homogeneous Equations. —We have already called attention (page 4) to the fact that 
the units in all numeric equations are always understood, and when these units arc inserted 
the equation must be HOMOGENEOUS, that is, every term must express a quantity of the 
same kind. When this is not the case the equation is impossible, and some error must have 
been made in its derivation. 

Thus suppose that the result of some investigation is expressed by 


s ^ at bv, 

where a and b are numbers only, .y is a number of feet, t a number of seconds, and v a 
number of feet per second. Without reference to the various steps of the investigation by 
which this result has been reached, we can say at once, from inspection, that it is incorrect 
and some error has been committed. For we cannot have a number of feet plus a number 
of seconds equal a number of feet per second. 

If, however, a stands for a number of feet per second, and b stands for a number of 
seconds, the equation is homogeneous and possible. For if we insert the units, we now 
have 

" +" (il:) ^‘ ” (si:)' 

or 

s (ft.) cit (ft.) = bv (ft.). 

Here all the terms are quantities of the same kind and the equation is homogeneous. The 
relations expressed by it are possible. It does not follow that the equation is necessarily 
correct. It may still have been incorrectly derived. But it is not impossible and we 
cannot reject it upon simple inspection. 

The student should form the habit of thus testing all equations. It will often prevent 
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him from making errors in a long investigation, and save him the trouble of going over every 
step in order to locate some error which may have been otherwise committed. 

Examples.—(i) In the equation 

0 = 7/ + (S’/" + 

what must be the units of q, 8 and 2 / 

. radians ^ rad. rad. o j 2 j 3 

Ans. 7-, 8-5, 2-r, or 7 radians per sec., 8 rad. per sec.^ 2 rad. per sec.® 

' sec. sec.^ sec.^ / r 

(2) In the example^ page /j, we have giveji the equation 

s — yt 8P 2f. 

What must be the units 7, 8 and 2 f 

Ans. 7 8 2 or 7 ft. per sec., 8 ft. per sec.*, 2 ft. per sec.®, 

sec. sec.* sec.® ' r r 

The student should go over the solution of this example on page 71 and test thus every equation in it. 
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MOMENTS. MOMENT OF DISPLACEMENT, VELOCITY AND ACCELERATION. 


Moment of a Vector Quantity. —The product of a vector quantity by the length of the 
perpendicular let fall from any point upon the direction of the line representative of the 
vector is called the MOMENT of the vector relative to that point. 

The perpendicular is called the LEVER-ARM, and the point is the CENTRE OF MOMENTS. 
Thus let AB be the line representative of any vector whose magnitude is ni. Take any 
^ ^ m B point (P as a centre of moments and draw the lever-arm, or 

r perpendicular Oa upon the direction of AB produced if 

; necessary. Let the length of this perpendicular or lever- 

be L Then the product ml gives the magnitude of 
I the moment of the vector AB relative to O, 

1 / This moment is itself a vector quantity, that is it has 

0 both magnitude and direction and can therefore be itself 

represented by a straight line. 

Thus the line representative of the moment is a straight line OM- at right angles to the 
plane of BAO, whose magnitude is ml, and so directed by its arrow that when we look 
along it in the direction of its arrow, the rotation indicated by the direction oi AB relative 
to O is seen clockwise. 

Resolution and Composition of Moments. —We can then combine and resolve moments 
and we have component and resultant moments and 2 

the triangle and polygon of moments, just as for dis¬ 
placements (page 5 5). Also, the component of the 

resultant in any direction is equal to the agebraic sum g 

of the components in that direction. 1 

Moment about an Axis. —Let OZ be a given I i 

axis and AB a vector. Take any plane XY per- 1 I 

pendicular to the axis OZ intersecting this axis j-j- Y 

at 0 . Project AB upon this plane in A'B', Now \ 1 

AB can be resolved at A into a component paral- l\ 1 ^ 

lei to A'B' and a component parallel to the axis OZ. 

This latter component gives no rotation about X ^ 

OZ. The moment of AB about the axis OZ is, then, the moment of XB' about 0 . 

Hence the moment of a vector relative to any axis is the same as the moment of the com¬ 
ponent in a plane perpendicular to the axis, relative to the point of intersection of that, ax is and 
plane. 
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Moment of Resultant.— Let AB and ACh^ two components. Completing the paral- 
lelogram, we have the resultant AR, 

Choose any point 0 in the plane of BAG. Then the moment of AB relative to 0 is 
the length of AB multiplied by the perpendicular from ^ 

O on AB, or twice the area of the triangle ABO. yK —- 

In the same way, the moment of AC relative to 0 / / \ 

is twice the area of the triangle A CO, and the moment / \ 

of the resultant AR relative to 0 is twice the area of ^<'/! 

the triangle ARO. 

Draw a line through 0 and A, and drop the per- \ \ 

pendiculars Bh^, Ch^, Rh^. Also draw parallel to \ J/ 

OA. Then Ch^ = Rh, and Ch^ + Bh^ = Rh^ \ y'y/ 

The area of the triangle ACO =l AO X iC/i^^ the y 

area of the triangle ABO = AO X ^Bh^, the area of the 
triangle ARO AO X ^Rh^ ^ 

We have, then, the area of ARO equal to the sum of the areas of ACO and ABO. 

If we had a third component, the same would hold for the resultant of this and R, and 


If we had taken 0 inside the angle CAB, the moments oi AC and AB would have been 
opposite in direction and we should have found the area of ARO equal to the difference of 
the areas ACO and ABO. 

Hence for any number of coniponoits the moment of the resultant is equal to the alge¬ 
braic Slim of the moments of the components. 

We have dealt thus far with linear and angular displacements, velocities and accelera¬ 
tions, and have seen that they arc all vector quantities. Each and all of them, then, can 
have a moment relative to a point or axis, and the preceding principles apply to all alike. 

Moment of Displacement. —Let AB be a linear displacement D. Then the moment 
^ Q Dl is twice the area of the triangle A OB. 

I / Hence the moment of a linear displacement relative to any 

zj / point 0 is twice the area swept through by the radius vector OA 

j /^ moving from OA to OB in the plane A OB. 

The unit of moment of linear displacement is therefore one 
^ square unit of length, or one square foot. 

The line representative is OM at right angles to the plane of AOB, so that looking in 
its direction, as indicated by the arrow, the rotation of the radius vector is seen clockwise. 

Moment of Velocity. —If AB, in the preceding figure, represents a linear velocity v, 
then the moment vl relative to O is twice the areal velocity of the radius vector OA. 

The unit of moment of a linear velocity is then the square 
of the unit of length per unit of time, or one square foot per Qyy 

second. 1"” 

The line representative ( 9 is as before. If r is the radius Y y \ 
vector and oo the angular velocity relative to 0 , we have (page j \ 

71) rcso ^ V d\xv e — v^, or = roo, and the lever-arm I = q ^ 4 / 

r sin e. Therefore the moment 


vl ^ r'^ 00 •=^ vy. 


Moment of Acceleration. —If AB, represents a linear acceleration/, then the moment 
fl relative to 0 is twice the areal acceleration of the radius vector OA. 
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The unit of moment of a linear acceleration is then the square of the unit of length per 
unit of time squared, or one square ft.-per-sec. per'sec. 

The line representative OM is as before. If r is the radius 
vector and the axial angular acceleration, we have (page 84) 
ra^ =z sin e = /^. The lever arm I r sin e. Therefore 
the moment of the tangential linear acceleration is 



U = = f„r. 


(2) 



Moment of Angular Velocity. —If OA represents an angular 
velocity 00^ then, as we have seen (page 71), the moment roD 
relative to any point a gives the linear velocity ^ v sin e of 
that point at right angles to the plane of the axis OA and the 
radius vector Oa^ in such a direction that, looking along OA in its 
direction, the rotation of the radius vector is seen clockwise. 

The momejit of an angular velocity is^ then^ a linear velocity^ 
and its unit is one foot per second. 

Moment of Angular Acceleration. —If OA represents an angular acceleration, a then, as 
we.have seen, page 84, the moment relative to any point a gives 
the linear acceleration f^, of that point at right angles to the plane of 
the axis OA and the radius vector Oa^ in such a direction that, look¬ 
ing along OA in its direction, the rotation of the radius vector is seen 
clockwise. 

The mouient of an angular acceleration is, then^ a luiear accelera- 
tioji, and its unit is one foot-per-sec. per sec. 

Example. — The distance in feet s described by a point in any tune t sec. is given 



by 


s z= a -j- 


The path is a circle of radius r feet in a vertical east and west plane. The point when t = o is at the top 
and it moves towards the east. 

(a) State the tmits of a and b. (b) Fhid the linear velocity, the tangential, radial and resultant accelera¬ 
tion at any instant, (c) The a7igular velocity ajid acceleratio}i at any instant. (d) The areal velocity and 
acceleratiofi of the radius at any instant. 

At the c7id of j secs, find (e) the distajice described, the mean speed, the a^igular and linear displacement. 

Ans. (a) The unit of a must be i ft., of b i ft.-per-sec. per sec. 
ds 

(b) 2/ = ~ = 2 bt ft. per sec. tangent to the path at the instant; 

f^ 2b ft.-per-sec. per sec. tangent to the path at the instant; 

fp — — — -p- ft.-per-sec. per sec. towards the centre; 


/ = Vf\ + f. 


' /p ” e^bF 

(C) = 


^ N 


-1-^^ 4 - 


\LbH^ 


ft.-per-sec. per sec., making an angle with the radius whose tangent 


2 bt 


radians per sec. north; aa ■ 


: ^ ~ radians-per-sec. per sec. north, 

r r r r 


(d) “= brt sq. ft. per sec. north; ft — br sq.-ft.-per-sec. per sec. north. 

(e) When t ■=: o, sx ^ a. When / = 3, .y = n: -f 9A Hence-the distance described is 

j — .ji = 9^ ft. 


9 b 


The mean speed = ^ = ^b ft. per sec. 

.y — .ji gb 

— =r — radians. 
r 


Angular displacement 


01 


Linear displacement = 2 r sin 


0-01 


. gb 
27 sin — 
2r 


in a direction from the initial to the final position. 






KINEMATICS OF A POINT. APPLICATION OF 

PRINCIPLES. 


CHAPTER I. 

MOTION OF A POINT. CONSTANT AND VARIABLE RATE OF CHANGE OF SPEED. 

Rate of Change of Speed Zero. —As we have seen, page 79, if the tangential acceleration 
is zero, the resultant acceleration / is the same as the central acceleration and therefore 
always at right angles to the velocity v. In such case we have in general uniform speed 

in some curve, and / = /p = ^ 7^)* If the central acceleration =:/is constant in 

magnitude, then, since is also constant in magnitude, we must have p constant in magnitude 
and the path is a circle. If /p is zero, then p is infinity or the path is a straight line. 

Whatever the path may be, let be the initial distance of the moving point measured 
along the path from any given fixed point of the path taken as origin, and the final distance 
of the moving point from that origin, measured in the same way, at the end of any interval 
of time t, so that the distance described in this interval of time t is s — 

Now if the tangential acceleration ff is zero, the speed in the path does not change 
and hence the instantaneous speed at any instant is equal to the mean speed for any interval 
of time. We have, then. 


This equation is general whatever the path, providedis zero. If is greater than s^, v is 
positive. If s is less than , v is negative. Hence a positive (-f-) value for v denotes that 
the distance from the origin increases as the interval of time increases, a negative ( —) value 
for V denotes that the distance from the origin decreases as the interval of time increases, 
without regard to direction of motion. 

Rate of Change of Speed Constant. —If the tangential acceleration is constant in 
magnitude, we have in general motion in a curved path with uniform rate of change of speed. 
If in this case the central acceleration = o, the path is a straight line. 

Whatever the path may be, let and v be the initial and final speeds for any interval of 
time t. Then, since for constant the instantaneous rate of change of speed at any instant 
is equal to the mean rate of change of speed for any interval of time, we have 


/.= 


z; — z'l 


(2) 


t 
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The value of is positive (-[-) when v is greater than that is when the speed increase's 
as the interval of time increases, and negative (—) when the speed decreases as the interval 
of time increases, without regard to direction of motion. 

From (2) we have 

V = 1^1 -{-At .( 3 ) 


The average speed during the interval t is 

v-{-v^ 


= ^1 + i AA 


The distance described {s ~ between the initial and final positions, measured along the 
path, is the mean speed multiplied by the time, or 






Inserting the value of f from (2) we have also 


Hence 


+ 2At (s — Ji). 


These equations are general whatever the path, provided ft is constant. In applying 
them fi is positive (+) when the speed increases, and negative (—) when the speed decreases, 
during the interval of time t, without regard to direction of motion. 

So, also, V is positive (+) when the distance from the origin increases, and negative (—) 
when the distance from the origin decreases, during the interval of time without regard to 
direction of motion. 

Rate of Change of Speed Variable.—If the rate of change of speed is variable, we have from (i), in 
Calculus notation, for the velocity at any instaift 

. 


and from (2) for the tangential acceleration at any instant 


and from (8) for the distance described 


We have also, from (9), 


and hence 






fids = vdv. 




These equations are general, and the preceding equations can be deduced from them. 
Thus if ft is zero, we have uniform speed and 
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If ft is constant, we have, by integrating (9). 

V — fit 4 * 

where C is the constant of integration. When / = o, 27 equals Vx and hence C=^Vx, Hence 

V — Vx-\- ff. 

Inserting this value of v in (8) and integrating, we have 

s = v\t -j- \f f + C 

But when / = o we have s = Si, hence C = Si, Therefore 


■ — = 77 ;/ + Iff, 


d N 






A 

I Z t 

CD 


Graphic Representation of Rate of Change of Speed.— If we represent intervals of time 
by distances laid off horizontally along the axis of x, and the corresponding speeds by 
ordinates parallel to the axis of_y, we shall have in general a curve for which the change of 
y with ;ir will show the law of change of speed with the time. 

{a) Rate of Change of Speed Zero.—L ay off from A along AB equal distances, so 
that the distances from to i, i to 2, 2 to 3, etc., 
are all equal and represent each one second of time, 
and let AB represent the entire time t. 

Then at i, 2, 3, and B erect the perpen¬ 
diculars AMy lb, 2 c, id, BN, and let the length of 
each represent the speed at the corresponding 
instant. 

Since there is no change of speed, these per¬ 
pendiculars will all be of equal length, we shall ^ ^ 

have AM ~ \b — 2c ■=. id — BN ■=. v, and the speed 

at any interval of time will be given by the ordinate at that instant to the line parallel 
to AB, 

The space described in any time is given by s — vt. This is evidently given by 

the area AMNB in the diagram.' Therefore the 
area corresponding to any time gives the space 
described in that time, 

(/;) Rate of Change of Speed Constant.— 
Lay off as before the time along AB, and at Zl, i, 
2, 3, B, the corresponding speeds, so that AAf is the 
initial speed and BN the final speed v. Draw 
MC, bd, cd', parallel to AB, 

Then bb' will be the change of speed in the 
first sec., cc the change of speed in the next sec., 
and so on. Since these are to be constant, N/\-[ is a straight line, the ordinate to which at 
any instant will give the speed at that instant. 

r 1 r , , , bb' cc' dd' r Tx 

The rate of change of speed is then-==-— = -=7/- but-=- 

^ ^ I sec. I sec. i sec. i sec. t 

= ft. Hence the rate of change of speed is the tangent of the angle NMC which the line MN 

NC 



makes with the horizontal. Hence ft 


or NC = ftt> 


The distance described in the time t is, from equation (5), given by- ~t. 


But this 


2 
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is the area of AMNB. Therefore the area corresponding to any time gives the space 
described in that time. 

We have then directly from the figure, since NC = 


s s. 


: '^L +3 t = V^t + \NC X 


If v^ is greater than v, a will be negative, and the line MN is inclined below 
the horizontal MC. 

[((T) Rate of Change of Speed Variable].—If the rate of change of speed is not constant, we shall have in 

general a curve MNn. The tangent to this curve at any 
point N makes an angle with the axis of Xy whose tan¬ 
gent is ^ = fty equation (9), or the rate of change of 
speed. The elementary area BN7tb — vdt = dSy equation 
(8), and the total area AMNB = f vdt =5 — ^1, equa- 
tion (10). 



When %■- 
at 


= o, or ft — o, the tangent 

to the curve is horizontal at the corresponding point, and we have the speed at that point a maximum or 
minimup according as the curve is concave or convex to the axis of X. 

Examples.—(i) Tile speed of a point changes from 50 to 30 ft. per sec, in passing over 80 ft. Fmd the con¬ 
stant rate of change of speed a7td the tBne of 7notion. 

Ans. ft = ^^ = — 10 ft.-per-sec. per sec. The minus sign indicates decreasing speed. 

2(^ — ji) 2 X 80 ^ ^ ^ ® ^ 

V — Vx ^ 30 — 50 


t- 


— 2 sec. 


ft - 10 

(2) Draw a figtere represenimg the moiio7i in the preceding exa7npley a7iddeduce the results directly fro7n it 


Ans.—Average speed. = = 40 ft. per sec. Hence 40/ = 80, or / = 2 


sec. 


A 1 ^ 30—50 

Also jt = -= — 10 ft.-per-sec. per sec. 


Vx-50 


t 


v =30 


(3) A point starts fro7n rest and moves with a constant rate of cha7ige of speed. Show that this rate is 
7 t 7 i 77 ierically equal to twice the 7iu7nber of tmits of dista 7 ice described m the first second, 

s - 

Ans. We have / = i and Vi=o; hence, from eq. (5), 




2(S — Si) 

w h Ich 1 s minier- 

I sec."* 


ically equal to 2(^ — ^i). 

(4) In a7i air-brake trial, a tram rimnmg at 40 7)iiles aoi hour was stopped i7i 623.6ft. If the rate of 
change of speed was consta 7 it duri 7 ig stoppage, what was it ? 

Ans. From eq. (6) we have for z/ = o, .y-.yi = 625.6, and Vx— ~ -- = 

^ ^ 60 X 60 2 X 625.6 


(40 X 5280)^ 


• 2.75 ft.-per-sec. per sec. The (—) sign shows retardation. 


(60 X 60)^ X2 X 625.6 

(5) A. pornt starts with a speed Vx a7id has a C07istant rate of chatige of speed — ft. When will it C07ne to 

rest, a7id what dista 7 ice does it describe? 


Ans. From eq. (3), when v — o, we have Vx — fit ■ 


• o, or From eq. (5), ^ .s*i 


Vx ___ Vx^ 
2 ^ 


2ft. 


(6) A point describes 150 ft. m the first three seco7ids of its 7}iotion a7id 30 ft. in the next two seconds. If 
the rate of change of speed is co7ista7it, when will it co7ne to rest ? When will it have a speed of 30 ft. per sec. f 

Ans. From eq. (5) we have for s- s-,-. 150 and /- 3, 150 =3^/1+ - ft', and for 5 - = 200 and t= 5. 

*7 r 

200 = 3 ^x + Combine these two equations and we have ft = — lo ft.-per-sec. per sec., and V\ — 65 ft. 

per sec. From eq. (3), \[ v = o, we have 65 — 10/ = o, or / = 6.5 sec. From eq. (3) we also have, if = 30, 
30 = 65 — 10/, or = 3.5 sec. 
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(7) A point whose speed zs znitially jo meters per sec. and is decreasing at the rate 0/4.0 centimeters-per- 
sec. per sec., moves in its path until its speed is 240 meters per minute. Find the distance traversed and the 
time. 

Ans. We have 2^1= 30 and = 4 meters per sec., and/i =—0,4 meter-per-sec. per sec. From eq. 
16 — 900 


(6), s — i"! 


: 1105 meters. From (3) we have 4 = 30 — 0.4/, or / = 65 sec. 


(^) A point has an initial speed of V\ and a variable rate of change of speed given by + kt, wh 
constant. What is the speed and distance described at the end of a time t f 


Ans. From eq, 
we obtain C and hence v — V\-\- 
From eq. (8), ds = vdt = Vxdt-\- 


(9) we have ft = integrating, v : 


ke 


+ C. If, when if = o, we h. 


2 

kPdi 


Integrating, s ■ 


kt^ 

’Vit -\-^—h C. If, when zf = o, we have s - 


obtain C = o, and hence s = vd -\- 


kt^ 


(9) A poizit has an initial speed of bo ft. per sec. and a rate of change of speed of + 40. ft.-per-sec. per se 
Find the speed after 8 sec.; the time reqziired to traverse joo ft. ; the change of speed hi traversing the 
distance ; the final speed. 

Ans. From eq. (3) we have z/ = 60 + 40 x 8 = 380 ft. per sec. From eq. (5) we have 300 = bot + 2o/% 

^ /I O, 


+ 2.65 sec. or — 5.63 sec. The first value only applies. 

Vx — 40/ = 2o(± 4/69 — 3) = + ro6 ft. per sec. or — 226 ft. per sec. The first 

The first value only applies. 



From eq. (3) wc have v 
value only applies. 

We have for the final speed v = + 166 ft. per sec. or — 166 ft. per sec, 

That is, the point starts from A with the speed Vx =60 ft. per sec. 
and describes the path AB = 300 ft. in t = 2.65 sec., the speed at B 
l)eing 7/ rr 166 ft. per sec. 

In orfler to interpret the negative values obtained, we observe 
that 7/ ~ — 166 fi. {)er sec. means that the distance from the origin 
decreases. Take A as origin and let the point then start from B towards A with the speed 7/1 = — 166 ft. 

per sec. Then from eq. (3) we have 7/ = — 166 + 40/. We 
see that when / = 4.15 sec., v = o, and the point has passed to 
some point /^wliere the speed is zero. This point is the ittrn- 
ino'-pofnt. For t greater than 4.15 sec. v becomes positive; 
that is, the point moves back towards /?, and arrives at a point 
A. where the speed is 7^ = 4- 60 in the time given by 60 = 40/, 

or / = r.5 sec. The entire time from B lo P and back to A is 

t = 5.65 sec. This is the time given by the negative value of t 
in the example; that is, it is the lime before the start, during which the point moves from B to P and back 
to A. Tlie change of speed v — 70 is 4- 60 4- 166 = 4* 226, which is the negative value in the example. 

For the space BA described between the initial and final positions we liave 

_j_ 7/, 4. fjo — 166 



-me 


t, or —— 


5.65 = - 300 ft.. 


the (—)~'sign showing that the distance is on the other side of the origin from the case of the example. 

Wc see, then, that our equations arc general if we have regard to the signs of v, V\, s, andy^. 

(10) If the motion in example (q) is retarded, find {ci) the distance describedfz om the siaz ting- to the tu? ning- 
poijit; {b) the distance described from the starting-point after 10 sec., the speed acquired and the distance between 
the final and initial positions ; (c) the distance described during ike time in which the speed changes io go ft. 
per sec., and this time ; {d) the time required by the moving point 
to return to the starting-point. 

Ans. The initial speed is 7/1 = 4- 60 ft. per sec., the rate of 
change of speed \% ft — — 40 ft.-per-sec. per sec. Let the time 
count from the start at A, so that Sx = o, when / = o. 

(a) We have from eq. (6) for the distance from A to the 
turning-point P, where v = o, 



- Vi 


=11^.==+45 ft. 


80 
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ib) From eq. (5) we have for the distance between the initial and final positions after 10 sec. 

AB = j + i ftt^ = 60 X 10 — 20 X 100 = — 1400 ft. 

2 

The minus sign shows distance on left of A, The total distance described is then 1490 ft. The speed 
acquired is given by eq. (5) — 1400 = x 10, or t/ = — 340 ft. per sec. The minus sign shows motion 

from A towards B, 

(^r) From eq. (6) the distance between the initial and final positions, when the speed is — 90 ft. per sec,, is 
AC = s = ? = — 56*25 ft. . The minus sign shows that C is on the left oiA, The 

total distance described from the start is then 56.25 + 90 = 146.25 ft. The time, from eq. (5), is 

— 56.25 = —-/, or / = 3.75 sec. 

(d) The time to reach the turning-point, as we have seen, is 1.5 sec. The time to return is, from eq. (5)’ 
45 == 1.5 sec. The entire time to go and return is then 3 sec. 

Rate of Change of Angular Speed Zero. —As we have seen, page 84, if the angular 
acceleration a is zero, there is no change of angular velocity. The angular velocity oo is then 
uniform, its line representative has always the same magnitude and direction, and we have 
uniform angular speed in an unchanging plane. 

In this case, if 8 ^ is the initial angle of the radius vector from a fixed line in the plane, 
and 8 is the final angle, we have 

8 8 

^ Qr a>t = 0 .(i) 

z 

[Compare equation (i), page 91.] 

This equation is general. If 8 is greater than 8 ^^ go {s positive. If 8 is less than 8 ^, 
GO is negative. Hence a positive (-f) value for go denotes that the angle from the initial 
radius vector increases as the interval of time increases, a negative (—) value for go denotes 
that the angle from the initial position of the radius vector decreases as the interval of time 
increases, without regard to direction of rotation. 

Rate of Change of Angular Speed Uniform—Motion in a Plane.— As we have seen, page 
84, if is zero, we have a = coinciding with <«?, and hence rotation in a plane with 
varying angular speed. If, in this case, is uniforn, we have uniformly varying angular 
speed in an unchanging plane. We have then (compare with equations (2) to (7), page 92) 



(2) 


where go^ and co are the initial and final angular velocities. The value of a is (+) when 
the angular velocity increases, and (—) when it decreases during the time. 

From (2) we have, just as on page 92, 
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Inserting the value of t from (2), we have 
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Hence 


B - e. 


00^ — 
2 a 


( 6 ) 


co^ = Go\-\~ 2a(6 — 


( 7 ^ 


It will be noted that all these equations are precisely similar to equation’s (2) t 
92. We have only to replace v, by <9, go, a. 

In applying these equations a is positive when the angular speed increases, an 
when it decreases. So, also, cwis positive (+) when the angle from the initial posi1 
radius vector increases as the interval of time increases, and negative (—) whei 
from the initial position of the radius vector decreases as the interval of time 
without regard to direction of rotation. 

Rate of Change of Angular Speed Variable.—If the rate of change of angular speed is variable, we lu 
from (1), in Calculus notation for the angular velocity at any instant, 


00 = 


dt 


( 8 ) 


and from (2), for the axial angular acceleration at any instant, 


and from (8), for the angle described, 


We have also, from (9), 
and hence 


__ 

> 


0 — Oi = Godi. , 


aadO = oodoo. 



00^ 

2 


These equations are general, and the preceding equations can be deduced from them. 
Thus, if (X-a is zero, we have uniform angular speed and 


(9) 


(10) 


(«) 


0 - 0, 

m — ^ . 

If Xa is constant, we have, by integrating (9), 

ft) = (Xaif -I- C, 

where C is the constant of integration. When ^ o, go = ooi , and hence C= ooi. Hence 

Of? = ooi 4- aa^. 

Inserting this value of go in (8) and integrating, we have 

e = ood -I- + C, 

But when / = o we have 0 = 0 i, hence C = si. Therefore 

B - Qi z=z ood 

Graphic Representation. —The graphic representation is precisely the same as on page 
93. Thus we can represent intervals of time by distances laid off horizontally, and the co 
responding angular speeds by distances laid off vertically, and thus obtain the same diagra 
as for linear speed given on page 93. 
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Examples.—(i) The angular speed of a point 7noving in a plane about some assujned point changes 
fro7n JO to JO radians per sec, in passing through 8o radians. Find the cojistant rate of cha^ige of angular 
speed and the time of motion, 

^2 QJ 2 

Ans. a =—~—^== — 10 radians-per-sec, per sec. The minus sign denotes decreasing speed. 


2(9 - 9i) 


CO — &D| 

/ =-= 2 sec. 

a 


(2) Draw a figure representing the motion in the preceding example^ and deduce the results directly from it, 
I Ans. Average speed = — = 40 radians per sec. Hence 


^ ao-SO 4 ®^ = 80, or / = 2 sec. Also a =— -^ = — 10 radians-per-sec. per sec. 

_ _r__ 2 

(3) A point moving in a plane has a?t initial speed of 60 radians per sec. about an assumed point and a 
rate of ch uige of speed of + 40 radiajts-per-sec. per sec. Find the speed after 8 sec,; the time required to 
describe joo radians ; the change of speed while describing that aiigle ; the final speed. 

Ans. Sjc example (9), page 95. 

(4) If the motion ui the last example is retarded,, find {a) the angular revolution from the start to the turn¬ 
ing-point ; {p) the angle described from the start after 10 sec,; the speed acquired apid the a?igle betw'eepi the 
final and initial positioiis ; {c) the afigle described during the time in which the speed chapiges to - go radians 
per sec,, and this tipne; {d) the time reqttired by the movmg point to return to the mitial position. 

Ans. See example (ic), page 95. 

(5) A point moving in a plapie describes about a fixed point angles of 120 radiapis, 228 radians and jj6 
radians ifi successive tenths of a second. Show that this is consistent with wiiform rate of chapige of angidar 
speed, and find this rate. 

Ans. a ^ 10800 radians-per-sec. per sec. 

(6) Two points A and B jnove in the circumferepice of a circle with zmiforpu angular speeds go and go'. 
The angle between them at the start is a. Fijtd the time of the nth meeting, the ajigles described by A and By 
and the interval of thne betweepi two successive meetmgs, 

Ans. Time of the «th meeting, = ± ^? _ + 1)2^ ^ 

Angle described by is 0 = go/„. 

“ “ ** .5 is T a. 

Interval of time between two successive conjunctions is 


Ans. Time of the «th meeting, 4 = 


t’X — 1\ ~ /s —4 — 


CO i Gol 


where we take the (+) or (—) sign for a according as B is in front of or behind A at start, and (+) or (~) 
sign for 00' according as the points move in opposite or the same directions. 

(7) What is the angular speed of a fly-wheel j ft, m diameter which makes thirty revolutions per minute^ 
and what the linear velocity of a pomt ozi its circuznference? Also find its linear central acceleration. 

Ans. Tt radians per sec.; 2.57? ft. per sec., tangent to circ.; 2.57?^ ft.-per-sec. per sec. 

(8) Find the Ihiear and angular speed of a point on the earth*s equator, taking radms 4000 miles ; also the 
liztear central acceleration. 

rc 

Ans. 1535-9 psi" sec. radians, or 15° per hour; 0.112 ft.-per-sec. per sec. 

3 

(9) The angular speed of a wheel is “tt radians per sec. Find the linear speed of points at a distance of 
2 ft., 4 ft. and 10 ft. from the centre, also the linear central acceleration, 

Ans. -tt. 37f, 7.57? (I. per sec. 




-7f2 ft.-per-sec. per sec. 


(10) If the linear speed of a point at the equator is v,find the speed linear and angidar ai any latitude A* 

7 t 

Ans. V cos A; —radians per hour, or 15® per hour. 
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(11) A j)oint moves with uniform velocity v. Find at any instant its angular speed about a fixed point 
whose dista 7 tce from the path is a. 

UCL 

Ans. ^radians per sec., where r is the radius vector. Uniform velocity means uniform speed in a 
straight line (page 65). 

Hence the angular speed of a point moving with uniform speed in a straight line is inversely proportional 
to the square of the distance of the point from a fixed point not in the line. 

(12) The speed of the periphery of a 7nill-wheel 12 feet in diameter is 6 feet per s:c. How many revolii^ 
Hons does the wheel make per sec, ? 

Ans. — revolutions. 

27 C 

(13) Deduce the equivalent of longitude for one minute of time andfor one second of time. 

Ans. 15' to I min., 15" to i sec. 

(14) The diameter of the earth is Clearly 8000 jniles. Required the circumfere^ice at the equator and the 
linear speed at latitude 60°. 

Ans. 25000 miles; 521 miles per hour. 

(15) The wheel of a bicycle is j2 mches in diameter and performs S040 revolutions m a , 
mmutes. Find the speed in 7 niles per hour ; the angtilar speed of a7iy point about the axle ; the c f 
of a spoke ; the relative velocity of the highest pomt with respect to the ce^iire. 

Ans. 12 miles per hour; 8.12 radians per sec. ; 19.06 sq. ft. per sec.; 12 miles per hour. 

(16) In going 120yards the fro7it wheel of a carriage 7nakes six revolutio7is 7}iore iJum the hmd wheel, Ij 
each circu7)iference were a yard lo7iger^ it would make 07 ily four revolutio7ts more. Fuid the ciretunferoice of 
each wheel. 

Ans. 4 yards and 5 yards. 

(17) If the velocity of a poi7ii is resolved mto several co77ipo7tents in 07 ie plane, show that its angtdar speed 
about a7iy fixed pohit in the plane is the sirni of the angular speeds due to the several C 077 tp 07 ients. 

(18) A point 7)ioves with u7itfor77i speed v i7i a circle of radius r. Show that its angular speed about a7iy 

V 

povit i}i the circu 7 )iference is - . 

(19) A p)oint start mg fro7}z rest znoves izi a circle with a co?ista7it rate of cJumge of angzdar speed of 2 
radiajis-per-sec. per sec. Fizid the a7gidar speed at the ezid of 20 sec. aztd the aztg^dar displaceniezit ; also the 
Imear speed and distance described a 7 id the ziumber of revolutions ; also the Imear ta 7 igential acceleratiozi azid 
the central lijiear acccleratiozi at the etid of 20 sec. 

Ans. 40 rad. per sec.; 400 radians; 40^ ft. per sec. ; 4oor ft.; revolutions ; 2r ft.-per-sec. per sec. 

tangential acceleration ; i6oor ft.-per-sec. per sec. central acceleration. 

(20) y/ p)oi7it 7}iovi7g witli ituifor7)i rate of chazige of angular speed in a circle is found to revolve at the 
rate of 7 ‘evoiutio 7 is in the eighth seco7id after start mg and 7J revohdions in the thirieefilh second after 
starting. Find its initial angular speed azid its ziniforni rate of chazige of azigular speed; also the initial 
li 7 iear speed a 7 id rate of cha 7 ige of speed; also the mitial central acceleratio7i. 

Ans. 2o.nt radians per sec.; — 0.47^ radians-pcr-sec. per sec.; 20 . 27 rr ft. per sec.; — o.e^itr ft.-per-sec. 
per sec. ; 4o8.o47rV ft.-per-sec. per sec. 

(21) A p)oi}it starts from rest and 77iovcs m a circle with a uziiforni rate of chazge of angtdar speed of 18 
radia7is-per-sec. per sec. Fmd the time in which it makes the first, secozid azul third revohdiozis. 

^2n 2 ^TC — ^ V 6 7 t— 2S/n 
3 ’ . 3 ' 3 


Ans. 
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Uniform Acceleration—Motion in a Straight Line. —If the central acceleration of a 
moving point is zero, the path must be a straight line and the resultant acceleration /'is 
equal to the tangential acceleration f^, If, then, the acceleration of a moving point is 
uniform, so that it does not change in magnitude or direction, and if its direction coincides 
with that of the velocity, we have motion in a straight line in a given direction with uniform 
rate of change of speed, and.equations (2) to (6), page 92, apply. 

' In applying these equations we should note that sign now indicates direction, \i v ox f 
are positive (+), they act away from the origin; if negative (92), they act towards the 
origin. 

The most common instance of such motion is that of a body falling near the earth's 
surface. All points of such a bod}^ move in parallel straight lines with the same speed at 
any instant, so that the body has motion of translation only, and may be considered as a 
point. 

The acceleration due to gravity is known to be practically uniform and is always 
denoted by the letter g. 

Value of g. —The value of^is usually given in feet-per-sec. per sec. or in centimeters- 
per-sec. per sec. 

It has been determined by much careful experiment and found to vary with the 
latitude \ and the height h above sea-level. 

The general value is given by 

^=32.173 — 0.0821 cos — 0.000003/^, 

where h is the height above sea-level in feet, and ^ is given in feet-per-sec. per see., or 

g z=z 980.6056 — 2. 5028 cos 2T — 0.000003/^, 

where h is the height above sea-level in centimeters, and g is given in centimeters-per-sec, 
per sec. 

It will be seen that the value of g increases with the latitude, and is greatest at the poles 
and least at the equator. It also decreases as the height above sea-level increases. 

The following table gives the value of g at sea-level in a few localities; 



Latitude. 

F. S. Units. 

C. S. Units. 

Equator.... 


32.091 

978.10 

New Haven.. 


32.162 

980.284 

Latitude 45°.. 

. 45 0 

32.173 

980.61 

Paris. 

. 48 50 

32.183 

980.94 

London. 

. 51 40 

32.182 

980.889 

Greenwich.. 

. 5129 

32.191 

981.17 

Berlin. 

. 52 30 

32.194 

981.25 

Edinburgh . 

. 55 57 

32.203 

981.54 

Pole.. .. 

. 90 0 

32.255 

983.11 

United States. 

(49 0 

32.162 

980.26 

. (25 0 

32.12 

979.00 
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For calculations where great accuracy is not required it is customary to take 32 ft 
per-sec. per sec. or^= 981 cm.-per-sec. per sec. 

For the United States 32-I- is a good average value and is therefore very often used 
In exact calculations the value of g for the place must be used. 

Body Projected Vertically Up or Down.—For a body projected vertically upwards i) 
vacuo, taking the origin at the starting-point, we have then positive, since it is away from 
the origin, and g negative, since it is towards the origin. If the body is projected vertically 
downwards, taking still the origin at the starting-point, we have v^ positive and g also 
positive, since both act away from the origin. We have then simply to replace f in 
equations (2) to (7), page 92, by ±g, taking the plus sign for the falling body and the 
minus sign for the rising body. ^ 

When the final velocity for a body projected upwards is zero, we have from (3), page 92, 
for the time of rising to the highest or turning point, by making v = o and f=—gj 




For the time of rising to the highest or turning point and then returning to the starting- 
point we make .y — ~ ^ (S)’ ft = —£'1 ai^d obtain 


2V, 


1 _ 


2 T. 


Hence the times of rising and returning are equal for motion in vacuo. 

" The distance from the starting-point to the turning-point is found from (6), page 92, 

V ^ 

by making v and f——g^ to be . 

V ^ V^ 

The distance — or — is called the height due to the velocity or v: that is, the 

2g 2 g ^ J' I ^ y 

distance a body must fall from rest in order to acquire the velocity or v. 

rr, 2 

When the distances in rising and falling arc equal we have 

v^ = V. That is, for motion in vacuo the velocity of return is equal to the velocity of 
projection. 

V 

If the time of rising is less than T = —, the displacement s — s^is equal to the distance 

V 

described. But if the time is greater than T — -—7, the body reaches the turning-point and 
then falls from rest, and the entire distance described is 


o or — = — or 
2 ^ 2g 


distance described 


Tf 


g 


s = 




The student will note that the motion is supposed to take place tn a vacuum. That 
is, the effect of the resistance of the air is neglected. As a matter of fact this resistance has 
a great influence, and hence the following examples have little practical value except as illus¬ 
trating the application of the equations. 
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.xamplesi—(Unless otherwise specified ^ = 32.3-ft.-per-sec. per sec. or 981 cm.-per-sec. per sec. All 

s supposed to move in vacuum.) 

i) A point moves with a uniform velocity of 2 ft, per sec. Find the dista^ice from the starthig'-point at 
i of one hour. 

„NS. 7200 ft. Motion ill a straight line. 

(2) Two trains have equal a?td opposite tmiform velocities and each consists of 12 cars of So ft. 
They are observed to take iS sec. to pass. Find their velocities. 

Ans. 22.73 miles per hour. 

(3) Two points move with uniform velocities of 8 a 7 id 15 ft. por sec. tn directio 7 ts inclined go . At a given 
mstant their distance is lo ft. and their relative velocity is inclined 30"" to the line joi7iing them. Find {a) 
their distance when nearest ; f) the time after the giveii instant at which their distance is least. 

Ans. (a) 5 ft.: (b) ^ Yf sec. 

^ (4) A body is projected vertically upwards with a velocity of 300 ft. per sec. Find {a) its velocity after 2 
sec. ; {b) its velocity after ly sec. ; (c) the time required for it to reach its greatest height ; {d) the greatest 
height reached; (e) its displacement at the end of ly sec. ; (/) the space traversed by it in the first ly sec. ; 
ig) its displacement when its velocity is 200 ft. per sec. upwards; {Ji) the time required for it to attain a 
displacement of 320 ft. 

Ans. {d) 235.6 ft. per sec.; {b) 183 ft. per sec. downwards; (0 9.3 sec.; {d) 1397.5 ^ W ^ 77*5 

upwards; (/) ipU-S ; C-f) 776*3 ft. upwards; {h) 1.13 sec. in ascending, 17.5 sec. in descending. 

(5) A ball is projected upwards from a zvindoiv half way up a tower 117.72 meters high, with a velocity of 
3g.24 m.per sec. Find the time and speed (a) with which it passes the top of the tower ascending ; (b) the same 
point descending ; {c) reaches the foot of the tower. 

Ans. (^^) 2 sec. ; 19.62 m. per sec.; {b) 6 sec. ; 19.62 m. per. sec.; (c) (4 4- 2^/7) sec.; 19.62 ^/ 7 m. per sec. 

(6) A stone is dropped into a well and the splash is heard in 3.13 sec. If sound travels in air with a uni¬ 
form velocity of 332 meters per sec., find the depth of the well. 

Ans. 44.1 meters. 

(7) U preceding example the time until the splash is heard is T aitd the velocity of sound in air is 

V, find the depth. 

Ans. Depth = j[( 7 r + V) - " (^)1 [ ' 


(8) Show that a body projected vertically upwards requires twice as long a time to return to its initial 
Position as to reach the highest point of its path, and has on returning to its initial position a speed equal 
to its initial speed. 

(9) A stone projected vertically upwards returns to its initial position in b sec. Find {a) its height at the 
end of the first second, and {b) what additional speed would have kept it 1 sec. longer in the air. 

Ans. {a) 80.5 ft. ; {})) 16.1 ft. per sec. 

(10) A body let fall near the surface of a small planet is fouiid to traverse 204 ft. betweeii the fifth and 
sixth seconds. Find the acceleration. 

Ans. 20.4 ft.-per-sec. per sec. 

(i i) A particle describes in the nth secoiid of its fall from rest a space equal to p times the space described 
in the {ji — 7c)th second. Find the whole space described. 


gi } -2>p y 

8(1 -/)' 


(12) A body uniformly accelerated, aiid starting without initial velocity, passes over b feet in the first p 


seconds. Fi7id the thne of pas smg over the ftext b ft. 


Ans. j/2 — i) sec. 

(13) A ball is dropped fro7}tthe top of an elevator 4.goy 7?ieters high. Acceleration of gravity is g.8l 
meters-per-sec. per sec. Fiiid the tmies m which it will reach the floor (a) whe7t the elevator is at rest ; {B) 
wlufi it is inewhig with a imifor 77 i downward acceleratio 7 i of q. 81 7 n.~per-sec. per sec. ; {cj whe 7 i 7 noving with 
a 7inif{yrm dow7vward acceleratio 7 i of 4.goy 771. -per-sec. per sec.; {a) when 77 ioving with a miiform upward 
acceleratio 7 i of 4.goy m.-per-sec. per sec. 


Ans. (^) I sec. ; (< 5 ) 00 ; fi) ^2 sec. ; {d) ^ sec. 
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Uniform Acceleration—Motion in a Curve. —If the acceleration/is uniform, so that it 
does not change either in magnitude or direction, and if its direction doe-s not coincide with 
that of the velocity, we have motion in a curve with uniform acceleration. 

A common case of such motion is that of a body projected with any given ^ 
any given direction at the surface of Fig. {a). 

the earth, neglecting the resistance of 
the air. In such case the accelera¬ 
tion due to gravity is practically uni¬ 
form, acts downward and is equal to 
^ ft.-per-sec. per sec. The curve or 
path in such case is called the TRA¬ 
JECTORY. 

Equation of the Path. —Let the uniform acceleration/be vertical and act downwaru 
(In the case of gravity f =. g.) Take the origin O at the initial position of the point a, 
shown in Fig. {a)^ and let the initial velocity make the angle with the horizontal. 

Let the co-ordinates of any point P oi the path or trajectory be OB = and BP = y. 

Let the angle FOB = 6 . 

If in Fig. {b) we lay off from Q the line representative Qb^ 
sentative Qb = v oi v, etc., we see that the hodograph bj^ etc., is a straight line, 
example (2), page 80.) 

It is at once evident that the horizontal component of the velocity at every point is 
constant and equal to 

.(I) 


of the line repre- 


(See 




V, 


cos (Tj. . . , 

In any time then, the horizontal distance described is 


jir =: v^t cos O'!.(2) 

The vertical component of the initial velocity z\ is 7'^sin upwards. But the uniform 
acceleration /is downwards. Mence the vertical velocity at the end of the time t is, from 
equation (3), page 92, 

7/, = sin n-,-//.(3) 


The mean vertical velocity during the time t is, then, 

V, sin a. + v 2 v sin a. — ft . , . 

-^-= — 2.. 


The vertical distance passed over in the time t is, then, 

y z=. v^t sin . 

If we combine (2) and (4) by eliminating t, we have for the equation of the path 


y = X tan (y, — „ —. 

^ 27/g cos'' 


(4) 

(5) 


This is the equation of a parabola. 

The time of reaching the highest point C is the time of describing the vertical distance 
DC, Denote this time by T^. Since at this point the vertical velocity is zero, we have, 
by making v^ = o in (3), 


nr 

V 


^'1 


sm n'j 

-7—. 


(f^\ 
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If we substitute this for t in (2) and (4), we have for the co-ordinates of the vertex C of 
the parabola 




vA sin cos a. vt sin^ a. 


2/ ’ 


nr - ^ 1 _ V/ 

- Jo - 2y - ' 


The parameter of the parabola is then 


cos^ 


2Jo / ■ 

The directrix is parallel to OD at a distance above the vertex C equal to one half the 
parameter, or 


2 / ’ 

or at a distance of above O. That is, the distance of the directrix above O is the height 
due to the velocity 

If we transfer the origin to the vertex then the horizontal velocity at C is cos , 
the horizontal distance described in any time t x — v^t cos exy The mean vertical velocity 
is ft., and the vertical distance is jk == i ft.^ Eliminating /, we have 

2Vj^ cos2 a 

x^=-^—r - .• • . ( 9 ) 


which is the equation of the path for origin at the vertex C. 

Velocity at any Point of the Path. —The magnitude of the velocity at any 
point Pis the resultant of the vertical and horizontal components, or, from (1) and (3), 

^2 ^2 ^2 __ 2 vft sin u'j .(10) 


Inserting the value of y from (4), 

'lA z=. — 2 fy . 

If the acceleration is due to gravity, we replace f hy g and have 


. (II) 


But we have just seen that — is the distance of the directrix above O. Therefore 

— — j/ is the distance of the directrix above any point P, and — is the height due to the 
2 g "^g 

velocity v (page 10iV Hence for a body acted upon by gravity the speed at a 7 iy potfit is 
the same as that acquired by a body falling from the directrix to that point. 

To find the direction of the velocity v at any point P, the magnitude of which is given 
by (10) or (ii), let a be the angle which it makes with the horizontal. Then we have 
directly from the hodograph (Fig. (/;), page 103), and from equations (3) and (i), 

V sin a — Vy =. sin — ftj 

V cos ^ = z/j cos . 
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Hence, from equation (2), 

tan a = tan 


ft 


= tan a. -, 

cos ^ X 


or 

tan OL 

Time of Flight and Range.—I f in (4) we make 7 = o, we have 
in which the body reaches the line OX^ or the time of flight in a horizontal Gi 


= tan 


fx 


105 


^ _ 2 i\ sin 

/ ‘ 


Inserting this value of t in (2), we have for the horizontal range OA = 

Rk 


2 v{ Sin cos ^ sin 2 a^ 


f 


f 


(15) 


This, we see from (7^, is twice the distance OD. 

We see from (15) that the range is greatest when sin 2a^ is greatest, or when 2ot^ = 90° 
or OL^ = 45®. Therefore the range, neglecting resistance of the air, is greatest for an angle 

qj 2 

of elevation of 45°, and is equal to 

Displacement in any Given Direction and the Corresponding Time. —Let 
d be the angle which any displacement OP = R makes with the horizontal. Then we have 
BP ~ y z=. X tan B. Substituting this value of y in (5), we have for the abscissa of the 
point P 

__ 2 v^ cos sin (cVj — 6 ) ^x'^Csin (2a^ — B) — sin O'] 

f cos B ^ / cos B , . . . 


(16) 


and therefore, since R = --7., 

cos B 

__ cos sin “^^^Csin {2a^ — B) — sin B] 

/ cos^ B ^ f cos^ B * • • • (^ 7 

If in (17) we make 6^ = o, we have the horizontal range given by (15). 

If we divide (16) by the horizontal component of the velocity, cos a^y we have for 
the time of flight 

t = . 

Tliis reduces to (14) for ^ = o. 

Angle of Elevation for Greatest Range in any Direction.— Tb.e range R 
given (by (17) is greatest when sin { 2 a^ — B') is greatest, or when 2 a^ — ^ = 90®, or 
= ^(90° -f- B). The direction for greatest range makes, therefore, with the vertical an 
angle of 90° — = ^(90° 6), that is, it bisects the angle between the vertical and the range.') 

Elevation Necessary to Hit a Given Point. —To determine the direction of the 
velocity in order that the path may pass through a given point given by x and j/, we 
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tute for —I -in equation (5) the equivalent expression i tan^ and obtain at 


We have also, from (16), 


or, since R cos 6 = Xy 


tan«. 


. 


^ , I . -i/'A COS B 

=:;-r-sm- I—tt,— + 


6* I . .AfR cos® B 


^ I ' • 


' sin &)y . 


-|- sin 6' 1 


We see from (19) that has two values. If oc[ is an angle such that sin ( 2 a^ 6 ) — 

sin { 2 a^ ~B), then 2«; - 0 = i8o° - {2a, - B), or o,'^ = 90° - (o-i - B), and either < or 
will satisfy equation (i6). 

With a given acceleration and initial velocity there are, then, two directions of the 
initial velocity, and —^), and therefore two paths by which the projectile may 

hit the same point. 

2 v,^y . 

If, in (19), we putj^ = I we have 

_ y ^ 

— f{y + + /) and tan 

Smaller values of make tan imaginary. Larger values of give two values for 
tan In the first case the point cannot be hit. In the second case it can be hit during 
either the rise or fall of the projectile. 

Envelope of all Trajectories. —Equation (5) gives the equation of the trajectory 
corresponding to the angle of elevation If we substitute i -j- co?^ ’ 

equation (5) becomes 

I + tan'll) ^ 

y = X tan -..(.22) 

where ;r and j are the co-ordinates of any point of the path. 

For another angle of elevation, and the same initial speed, we have 

/ 2 (i - 4 -tan^ 

= X, tan --, 

where x^ and y^ are the co-ordinates of any point of the new trajectory. 

If we make x = x^ and y =/i 
equate these two equations, we 
have for the point of intersection of 
trajectories 

- ^-^(tan oi^ -f- tan n'l) = i. 

k —^ - j 0 ^1 

*-0 As the angles cx[ and approach 


equality, this expression approaches the limit 


^“^tan = I, or tann'^=^. 
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Equation (23) then gives the value of tan when the two trajectories starting from the 
same point 0 with the same speed have angles of elevation at 0 whose difference 
is indefinitely small^. 

Substituting this value of tan in (22) we obtain 


__ fx ^ 
^ 2 f 2 V^ 


( 24 ) 


Equation (24) is then the equation of a curve which passes through all the points in 
which every two trajectories, starting from O at angles of elevation whose difference is 
indefinitely small, cut each other. It is therefore the equation of the envelope or curve 
which touches all the trajectories or parabolas described from 0 with the same speed 

Equation (24) is the equation of a parabola AC A whose axis OC is vertical, whose focus 
is at ( 9 , and whose vertex C is in the common directrix of the trajectories. 

With the given initial speed the projectile can reach any point inside this envelope 
by two angles of elevation and two trajectories, as already proved. It can reach any point 
in the envelope by only one elevation and patho It cannot reach any point outside this 
envelope with any elevation and the.given speed 2;^. 

The point, therefore, where this envelope cuts any range gives the maximum range in 


that direction for given 

V ^ 

Thus the maximum horizontal range is found from (24) by making j/ = o to be -y. This 

is the same as given by (15) when we make = 45°, or the same as given by (17) when we 
make = 45° ^.nd 8 = 0 . 

Questions of maximum range may thus be readily solved by the equation of the envelope. 

a- . r + 

From (2) we have cos a, = —, from (4) sin = --—. 

^ ' vp v\t 

Since cos^ + sin^ = i, we have 


+ + 


(25) 


This is the equation of a circle whose radius is 2'/ and whose centre is situated vertically 
below O tit a distance OD = 

The circumference of this circle is reached in the same time by a projectile starting 
fnm O with the velocity in any direction. 

In all equations the resistance of the air is neglected. Hence the following examples 
have little practical value except as illustrating the application of the equations. 


Examples. —= 32.16 ft.-pcr-scc. per sec.) 

(1) If the ajigle of elevation is 30"", fijui the velocity of p7'ojection in order to hit a point at a dista^ice of 
2S( o ft. on an ascent of i in 40. 

Ans. 311.5 ft. per sec. 

(2) Fi7id the direction and magnitude of the velocity of projection in order that a projectile may reach its 
ma.xinium height at a point whose horizontal and vertical distances from the starting-point are Xq and y^. 


Ans. From equations (7) and (8), 


tan cYi 


2j|/o 

Xq 


Vi 




(3) A gun is fired horizontally at a height of i44>72 ft- above the suiface of a lake, and the initial sfeed of 
the ball is 1000 ft. per sec. Find after what time and at what horizontal distance the ball strikes the lake and 
with what velocity. 

Ans. Time 3 sec.; distance 3000 ft.; velocity 1004.64 ft. per sec. at an angle below the horizontal whose 
tangent is 0.09648. 
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(4) A ball is projected with a velocity of 100 ft. per sec. at an angle of 75" to the horizon. Find the hori¬ 
zontal range; the range on a line jo" to the horizon; and what other directions of the initial velocity would 
give the same ranges. _ 

Ans. Horizontal range 155.5 ft.; range on 30® line 207.3 ( 1^3 ~ 0 J 15" and 45". 

Find the ajigle of elevation in order to hit a point at a distance of jooo ft. and an elevation of goo ft, 
'ocity of projection of 310.8 ft. per sec. 
iNS. 39° 17' or 80" 43'. 

5 ) A body is projected with a velocity of 30 ft. per sec. inclined 60® to the horizon. Find the velocity after 
^conds. 

A.NS. 617.3 sec. inclined 148® 36'.6 to the direction of the initial velocity. 

A projectile is fired at an angle of 30^" at a target distant jsoo meters horizontally, (g = p.ST 
ber-sec. per sec.) Findfe) the initial velocity ; (b) the time of flight ; (c) the highest pohit of the tra- 
; (d) the velocity of striking. 

.NS. {a) 116.6 meters per sec.; (b) about 12 seconds; (c) 173.21 meters; (d) same as the initial velocity 
ing angle 30® below horizontal. 

(8) A projectile is fired with an initial velocity of igo meters per sec. from a pohit 100 meters below a 
arget which is distant horizontally 1323 meters, (g = g.8i meters-per-sec. per sec. Find (a) the angle of ele¬ 
vation ; (b) the velocity of striking ; (c) the time of flight. 

Ans. (a) 68® 28' 50" or 25° 16'; (b) 143.3 meters per sec.; {c) 27.715 sec. or 11.24 sec. 


CHAPTER III. 


MOTION UNDER VARIABLE ACCELERATION IN GENERAL. CENTRAL ACCELERATION. 
CENTRAL ACCELERATION INVERSELY AS THE SQUARE OF THE DISTANCE. 

PLANETARY MOTION. 


Motion under Variable Acceleration in General. —Let be a point moving in any path, 
and /its acceleration. The• acceleration /can be resolved into the tangential acceleration 
/ and the central acceleration />. 

Let a be the angle between / and /, Then we have 


/ cos a = /. 

Let (is be the element of the path at P, and dp the 
projection of this element upon / Then we have 

dp — ds . cos a. 

Multiplying these two equations we have 


Pds 



fdp ~ ftds. 


That is, the acceleration / multiplied by the elementary displacement in the direction 
of / is equal to the tangential acceleration / multiplied by the elementary displacement in 
the direction of/. 

Since this holds at every point of the path, we have for the entire path 


2f.dp = :sf,ds . (0 


Let 7^^ and 7^3 be the velocities at two consecutive points and P^ of the path. Then 
for the indefinitely small time r 







The average velocity for this time is 


^2 + 


and the distance ds described is 


ds = 


^2 4- 


r. 


2 


We have then 





2 
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For the next two consective points, and , we have then 


For the next two, P» and P., 


f,ds = 


fids — 


,2 — ^.2 

4 


Adding all these, we have, if is the initial and v the final velocity. 


2f,ds 




Equation (i) then becomes 


^ — ^2 

2f. dp = :Efds = — 


Equation (I) is general, as is seen by its derivation, whatever the path and whatever the 
acceleration /"in magnitude, and however it may change in direction. It will thereftjre in 
all cases give us the relation between v and/or/. In performing the suinniatitms in d) 
we should take /or / positive when acting away from the origin, and negative when acting 
tozvards the origin. 

Illustrations.— Thus for a point moving in any path with 
Q uniform rate of change of speed we have / constant in ina|putu(ic\ and 

positive if away from the origin 0, as shown in the figure. Hence 

= f2ds = f{s - 0, 

where s is the final and the initial distance of the point measured the path from any 

point O of the path assumed as origin. We have then, from ( 1 ), 


2f{s — Jj), 


which holds no matter whether the distance from 0 is increasing or (Uxreasing. If incrcas- 
ing, s is greater than s^. If decreasing, .y is less than s^. This is etpiation (7), page 92. 

If / acts towards the origin, we should take / negative and obtain 

= rf- 2f{s - 5 ,), 

and this again holds whether the distance from O is increasing or decreasing. 

Again, for a point moving with uniform acceleration in a straight line, we 
have for acceleration towards the origin/ = / negative. Hence 

— 2/ids = —f2ds = — /Is — j,) 

o‘ 

and, from (I), 

- 2fls -Jj). 

ft = is the case of a body under the action of the earth's attraction, either 

projected upwards or falling, origin at surface of earth (page lOO). If projected upwards, s is 
greater than If falling, s is less than 


P 

'ft 
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Again, if the acceleration/' is uniform and does not coincide with the velocity, we have 
for origin at Oy as shown in the figure, / negative if 
downwards. Hence 

~' 2 f.dp — — fSdp = — fj/, 
and, from (I), 

— 2 fyy 

which is equation (ii) (page 104). We see, then, that equation (I) is gene 
all cases. 

Central Acceleration. —If the acceleration of a moving point is always airec 
or away from a fixed point or CENTRE OF ACCELERATION, the acceleration i. 

CENTRAL. 

The velocity v = Bb oi the moving point at any instant is the resultant of the v( 
z/j = Bb^ at the preceding instant, and of the change of ve. 
bp (page 75). 

But if b^b is always directed towards or away from a fixed 
point, its moment relative to that point is zero. Since the mo¬ 
ment of the resultant is equal to the algebraic sum of the moments 
of the components (page 89), and since in this case the moment of one of the two compo¬ 
nents b^b is always zero, it follows that the moment of any velocity z; relative to the centre of 
acceleration is for central acceleration always constant. 

Conversely, if the moment of the velocity of a moving point relative to any fixed point 
is constant, the acceleration must be central. 

But the moment of the velocity is twice the areal velocity of the radius vector (page 
89). Hence in all cases of central acceleration the radius vector describes equal areas in 
equal twies. 

If is the known initial velocity at any given instant and / is its lever-arm, and if at 
any other instant the velocity is v and lever-arm /, wc have for constant moment 

vl ~ vf. 

If r^ is the initial radius vector and 6j is the 
angle of with r^ , we have / ™ 7 \ sin 61. In the 
same way I — r sin e. Hence 

qjl = vr sin e 



(3) 


If GD^ is the initial angular velocity, 



V. sin e.. In the same way roo = v sin e. Hence 


GO 

or — 
00. 




(4) 


That is, in all cases of central acceleration the a?ignlar velocity is mversely as the square 
of the radius vector. 

Cases of Central Acceleration. —Two of the most important cases of central accelera¬ 
tion are: 

1st. Central acceleration varying inversely as the square of the distance from the centre 
of acceleration. 

2d. Central acceleration varying directly as the distance from the centre of acceleration. 

We shall discuss in this chapter the first case. 
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Central Acceleration Inversely as the Square of the Distance. —Let be the initial 

istance from the centre of acceleration ( 9 , the velocity at the point being and r the 
distance to any point P at which the velocity is v. 

Let /q be the known acceleration at a given distance 
and f the acceleration at any distance r. Then 

or 

This gives the magnitude of the central acceleration. If f 
is towards the centre ( 9 , it is negative and we have 

f _ __ J 

J ' 

If f is away from the centre 0 , it is positive. 

(i) Acceleration towards the Centre. —From (I), page no, we have 

dp = where / = - 

Let P^ and P^ be two consecutive points at distances and from O. Then, if the 
points are consecutive, dp — — r^y and P = Hence 



For the next two consecutive points, P^ and P^y we have, in the same way. 

For the next two consecutive points, P^ and P^y 



fdp = M[~-^\ 


and so on. 

Summing up, if is the initial and r the final distance, we have 


2 1 - 


and hence, from (I), 


2/. dp =/„? 


- 2/or„* - -- 


If the distance is increasing, r is greater than r^. If decreasing, r is less than r^. 
Equation (i) holds in both cases if the acceleration is towards the centre. 

(2) Acceleration away ^rom Centre. —In this case we have 




and proceeding just as before, we obtain 


^+2/0^0^ 
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This also- holds whether r is increasing or decreasing. We see that in order to obtain 
(2) we have simply to change the sign of /„ in (i). 

Cor. It is evident that the same equations hold for motion in any path, if we take the 
pole 0 in the path and measure all distances along the path, if the tangential acceleration ft 
is inversely as the square of the distance. 

We have, in such case. 


for ft towards O, 


for ft away from O, 


= .(S) 

t^i*+ 2 /oV( 7 ^- 7 )..(4) 


— -f I 2 . 



where is the tangential acceleration at a distance is the initial distance 
from 0 to Py, s the final distance from O to P, all distances measured along 
the path. 

Central Acceleration Inversely as the Square of the Distance—Motion Rectilinear.— 

If the central acceleration coincides with the direction of the velocity, the motion is 
rectilinear. In this case equations (3) and (4) hold. 

This is the case of a body falling freely under the action of gravity at a very great 
distance from the earth. 

In this case let be the radius of the earth. The known acceleration at this 

distance is /(, = g. We have then, from (3), 


r>2 — 2 . 




a-')- 


(5) 


If the body falls from rest from a distance Jj, we have from (5), making Wj = o. 


If the distance is infinite, we have 


v = sj 


2 gr^ 

s 


for the velocity acquired by a body falling from an infinite distance. 

If the body is projected upwards, we have from (5), making v = O, 

If the distance s is infinite, we have 

for the velocity of projection which would carry the body to an infinite distance. 

If we take^ = $2^ ft.-per-sec. per sec., the mean radius of the earth = 39 ^® miles, 
we have, making r = f0 and s.^ = r^, for the velocity acquired in falling to the earth from an 
infinite distance, or for the velocity necessary to project a body from the earth’s surface to 
an infinite distance, in vacuo, 

V z=t>^=. Vi'gf — 6.9s miles per-sec. 


HUNT LIBRARY 

CARNEGIE-MELLON UNIVERSITY 






kinematics of a point—applications. 


[Chap. III. 


We can put equation (5) in the form 

If the fall takes place near the earth’s surface, will be practically equal to and 
we have 

2 g{s^ - s). 

This is the same as equation (7), page 92, when applied to a falling body (page loi). 


Examples.—(I ) A body falls to the earth fr07n a foint 1000 7}itles above the surface. Find the speed ou 
reaching the surface.^ iieglecting air-resistance^ a 7 id takuig the earth s radius 4000 juiles aiidg = 32.1b. 

Ans. V ~ 3.12 miles per sec. 

(2) At what povit on a line joiitmg the centres of the earth arid moon 7 Lfould the acceleration of a body be 
zero? {Take f at the surface of the moon 3.3 ft.-per-sec. per sec.; radius of 7710011 loSo miles; distance beiwee 7 i 
centres of earth aiid inoon 240000 miles; g = 32.16 ft.-pei'-sec. per sec.; radius of earth 4000 miles.) 

Ans. Let Xi = distance from earth’s centre, ;r2 from moon’s centre, T raflius of earth, r radius of moon, 
/acceleration at moon’s surface,/i acceleration at Xi towards earth, / acceleration at towards moon. 


Then 7 = 7^- 

If /i and/a are equal 


gJT 

xd' 


Also 


h = lL 
f 


or 


f, z= 


fr- 

xF 


xd xF 


Also Xi + X‘i = 240000. Hence substituting numerical values xi = 215893 miles. 


Central Acceleration Inversely as the Square of the Distance—Motion in a Curve.— 

If the central acceleration does not coincide with the velocity, we have motion in a curve. 

(a) Hodograph.—S ince the acceleration is central we have, from equation (4), 
page III, 




or 


GO = 


e ’ 


where r is the radius vector for any point whose angular velocity is r«i>, and 
known radius vector and angular velocity at some given point. 


cso^ are the 


Fig. (iz). 



Fig. (b). 


We have also, by assum]:)tion (page 112), 

^_ yF 0 

J - gi ^ 

where /"is the central acceleration at any point whose 
radius vector is r, and/^/s the known central accelera¬ 
tion at a given point whose radius vector is r„. 

Let P, Fig. [a), be a point which has the velocity 
V and central acceleration directed always to the point 
( 9 , the radius vector being OP z=: r. 

Take ( 9 ', Fig. {b), as the pole of the hodograph 
(page 79) and draw O'Q parallel and equal to v. 
Then the tangent to the hodograph at Q is the direc¬ 
tion of the acceleration / at/and is parallel to OP 
= ^ (page 79). 

Since the angular velocity of r, Fig. {a), is oo, 
the angular velocity of the tangent at Q, Fig. {b), is 
also CD. 

Let C, Fig. {b\ be the centre of curvature of the hodograph, so that CQ is perpen- 
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dicular to the tangent at Q, and CQ is the radius of the hodograph. Then, since the accel¬ 
eration/of P, Fig, {a), is the velocity of Q, Fig. {b), we have f = CQ . w ox CQ = 

But 0, = ^, and /=-^. Hence 


^ constant quantity. 

'1 

The radius of curvature of the hodograph is therefore constant, and the hodograph is a 

circle. 

(/;) Path. —Draw O'R, Fig. (R), at right angles to CQ and therefore parallel to r. O'R 
is the component of the velocity v along the radius vector. Draw QA?'perpendicular to O'C. 
Then QN is the component of v at right angles to the line O'C, or the dia.meter A'B' of 
the hodograph. 

But by similar triangles 

_ QN _ O'C 

O'C-CQ' QN ~ CQ- 

But O'C is a constant quantity by construction, and CQ, as we have just proved, is 
also constant. Hence 

O'R 

= a constant quantity == c. 

That is, the ratio of the velocity along the radius vector to the velocity at right angles to the 
diameter A'B' of the hodograph is a constant ratio c. 

If, then, and arc the initial and final values of r for an indefinitely short time 'T, and 
f'/p ‘U'e the corresponding distances of P from any line AB, Fig. {a), parallel to A'B', we 
have for the velocity along the radius vector 


and for the velocity at right angles to AB 




[fence 


O'R r, — 


= c, or rj — ^2 = c[d^ — d^. 


QN d,-d, ’ 

Since this hokl.s wherever we take the line AB, let us take the initial distance 
r ^ 

d — ^ or c = - 1 -. Then we have 

^ c d. 




That is, the ratio 7 = ^ of the distance r of the point P from a fixed point 0 to its 


distance d from a fixed line AB is constant. 
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This is the property of a conic section for a focus at 0 and directrix AB. 

When, therefore, a point has a central acceleration inversely as the square of the radius 
vector, it must move in a conic section with the centre of acceleration at a focus, and, as we 
have seen (page in) in all cases of central acceleration, the radius vector describes equal 
areas in equal times. 

Conversely, if the radius vector describes equal areas in equal times, the acceleration 
must be central; and if the path is a conic section and the centre of acceleration is at a,focusy 
the acceleration is inversely as the square of the radius vector. 

If c = i or r = dy then the path is a parabola, O'R = QNy and the pole O' is on the 
circumference of the hodograph. The parabola becomes a straight line when the directrix 
passes through the focus. 

If c is less than unity, or r is less than dy then the path is an ellipse, O'R is less than 
QNy and the pole O' is inside the hodograph. If d is infinity, the path is a circle and the 
pole O' coincides with the centre of the hodograph. 

If cis greater than unity, or r is greater than dy then the path is an hyperbola, O'R is, 
greater than QNy and the pole O' is outside the hodograph. 

General Equation of a Conic Section. —The general polar equation of a conic section is 
by Analytical Geometry, 


^ -/) 
I “h ^ cos d 


(0 



where r is the radius vector of any point making the angle 6 with an axis, and A and e arc 
constants. 

li e = ly we have a parabola, r is the radius vector from the focus A, 
as shown in the figure, 0 is the angle AFP oi the radius vector with the 
axis measured round from the apex A. A straight-line path is a special 
case of the parabola when the directrix passes through the focus. 

If ^ < I, we have an ellipse? r is the radius vector from a focus A, and 
6 is the angle AFP of the radius vector with the major axis CA measured round from the 
nearer vertex Ay as shown in the figure. 

In this case A in equation (i) is the semFinajor axis CA, 

CF 

and ^ is the eccentricity, or ^ ^ . The circle is a special case 

when e ~o. 

If ^ > I, we have an hyperbola, r is the radius vector from 
a focus Fy and d is the angle AFP of the radius vector with the 
major axis AC measured round from the nearer vertex Ay as shown in the figure. 

In this case A in equation (i) is the semi-major axis CAy 




and e is the eccentricity, or ^ = 


CF^ 
CA * 


Central Acceleration Inversely as the Square of the Dis¬ 
tance Equation of the Path. —We have for the path in gen¬ 
eral a conic section, as proved on page 115 , and for the general 
polar equation of a conic section, as just explained, 


r = 


A(i — e^) 

I + ^cosd* 


(0 
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Let the notation be as in the figure. Thus 
and are the given radius vector, velocity and angle for 
the initial position Pp making the given angle with 
For any position F we have r, v and 6. For the 
apex A we have ^ = o, and Vy, For 6 = iSo we 
have and Vy. Let be the known central accelera¬ 
tion at a known distance r^. 

For acceleration towards the centre we have, as 
already proved, page II2, 



or, solving for r, 



r = 




'F — 


2fll 


( 2 ) 


If in (i) we make B 6^, v becomes r becomes and we have 

A{l — ^2) = -f ^COS . 


Substituting in (i) we have 


r^{i Ur ^ cos 6^) 
1 e COS B 


( 3 ) 

( 4 ) 


If we make 6 = o, r becomes r^, v becomes and we have, from (2) and (4), 

+^COS^',) 

r+. .^5) 

If we make B = 180°, r becomes v becomes v'^, and we have, from (2) and (4), 

, 2/;,r,2 _ ri(i + ^’cosi^j) 

' 2/„r 2 ~ \ — e . 

7/2 — 7, 2 _|-- 

y r 

' i 

We have also, by the principle of equal areas (page in), 

. 

From (7) and (5) we obtain 

eq sin e,(i + e) 

Zf — 

^ I + <? COS 

From (7) and (6) we obtain 

^ f). ..(9) 

■>’ 1 -f- e cos Uj 


Substituting (8) in (5), and (9) in (6), we have, after reduction, 

2/’(|7'oXl -1- ^’)(i + e COS ^j) = sin^ + (* ”1“ ^ ^iV(2/o2'o^ 

2f^r^\i — i){l + e cos ^j) = sin* e/1 — + (1 + f cos 6jf(2/^r^ — r^vf). 
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From these two equations we obtain 

I -j- ^ cos 


r{u^ sin^ e, 


r 

= \/1 


sin« ejzK^ - 

V ^ r, 

j (\' (\ 


^ - V / ^ ., (i I) 

Substituting (lo) and (u in (4) we have for the general equation of the path, in terms of 
known quantities, 


sin^ 


I + cos B V I + 


sin* - 


2/o^oS’ ■ 


• • (12) 


where /„ is the known central acceleration at a known distance is the given initial 

I'L? J “t."'"" “S'" “0 - - -«or for any 

angle 0. The quantity under the radical is the value of e. 

The path will be a parabola when e =z i, or when 


' 2 f T ^ 
;2 — "^ 0^0 


■7 or 


The path will be an ellipse when e d i, or when 


yr. 2 ^ U 0 

^1 < ~;r~> or < 
' 1 


The path will be an hyberbola when i? > i, or when 


or > 


ve/ocZ\T/.Tl’ ^^Pon the magnitude of the initial 

velocity and not upon its direction, that is simply upon the initial speed. 

From (2), page 117, making v = o and r infinity, we have 


".=VTr 


tance or whirl ° carry the point from r, to rest at an infinite dis- 

greater thL thil' ^ according as r., is less than, equal to or 

as DoinTrd'^o^f-^'^^'^'^'^ centre we should change the sign of /„ in equation (2), 

u page 112. The value of e, equation (n), in such case is always greater than 
unity. ence for acceleration away from the centre the path is always an hyperbola. 
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Path a Parabola. If the path is a parabola, e — i, 7/^^ = and equation (12) 

becomes 

__ sin^ 

cos"^-.(13) 

We have also, from (10), for the angle 8 ^ of the initial radius vector with the axis 


cos 6 ^=: 2 sih^ — I. . . . (14) Fig. (rz). 

The path is then completely determined. 

The equation referred to the axis and vertex as 
origin is 

y = 4 ^^ sin'-^ ^ .(15) 

Path an Ellipse or Hyperbola.— If the path 
is an ellipse or hyperbola, the eccentricity in either 
case is given by (ii), viz., 

^ , r{c>;^ sin^ - 2 f^r^^) 

I _|- 

yo ^0 




Fig. {d). 


Y 


A 




X 


(16) 


From (16), (3) and (10) we have for the semi-major axis of the ellipse or the semi-trans¬ 
verse axis of the hyperbola 


A^± 


__ 

2/0^0" - ^1^1" ’ 


(17) 


where the (+) sign is taken for the ellijise and the (—) sign for the hyperbola. 

We see that this is independent of the angle or the direction of the initial velocity , and 
is the same for and constant in magnitude no matter what the direction. 

The semi-conjugate axis is given by B AVi— c' for the ellipse ox B = —i for 

the hyperbola. From (i6) and (17) we have, then, 


B = 


r,r', sin e, 


(18) 


where the (+) sign is taken for the ellipse and the (—) sign for the hyperbola. 

We have, from (10), for the angle of the initial radius vector r, with the axis 


COS 8 ^ — — 


r^7\^ sin^ e, ~/or/^ 


sin^ — 2/oW) 

The elliptic or hyperbolic path is thus determined. 

The equation of the path referred to the centre and axes is 


(19) 


AY = 


(20) 


where the (+) sign is taken for the ellipse and the ( —) sign for the hyperbola. 
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If the path is a circle, we have ^ = o, 6i = 90°, =/, and hence, 

from (16), 


/ = 



t 


as should be (p. 79). 

Planetary Motion—Kepler’s Laws. —By long and laborious comparison of the observa¬ 
tions which Tycho Brahe had made, through many years, of the planets, especially of Mars, 
Kepi^ER discovered the three laws of planetary motion which are known as Kepllr’s Laws. 
He gave these laws simply as the expression of facts which seemed established by the 
observations. 

The three laws are as follows; 

I. The phmets describe ellipses, the sun occupying one of the foci, 

II. The radius vector of each planet describes equal areas in equal times. This is known 
as the law of equal areas. 

IIL The squares of the periodic times of the planets are proportional to the cubes of their 
mean distances from the smi. 

The second law, as we have seen (page iii), is a necessary consequence of all central 
acceleration. 

The first law, as we have just seen, follows if the central acceleration is inversely as the 
square of the radius vector. 

The third law is also a direct consequence of such central acceleration, as we shall see 
in the next article. 

Verification by Application to the Moon. —If and go^ are the mean angular velocities 

n two planets and T^, T^ their periodic times, then 


27t 



2n 



We have also for the mean central accelerations, if r ^, r.^ are the mean radius vectors, 


Hence 


/i = 


4;rVj 




'T2 * 
2 


/i- LIIsl 
A ~ Nr, ■ 

But if the accelerations are inversely as the squares of the radius vectors, we have also 



Hence we obtain 



This is Kepler’s third law, and, as we see, it is a direct consequence of central accelera¬ 
tion, varying inversely as the square of the radius vector. 

Assuming Kepler’s third law, Newton w’'as led directly to this conclusion. He tested it 
by application to the moon, as follows: 
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The moon moves in a sensibly circular orbit, the centre being at the centre of the earth. 

Let the mean radius of the earth be the acceleration at the surface be^, the distance 
from centre of earth to centre of moon be r, and acceleration of moon be f. Then, by 
the hypothesis of inverse squares, we have 

f:g::r^^-.r\ or f 

Inserting = 4000 nailes, r = 240000 miles, and g= 32.2 ft.-per-sec. 
have by hypothesis for the moon’s central acceleration 

, (4000)^ 

*^“(24000^ X 32.2 = 0.0089 ft.-per-sec. per sec. 

But the speed of the moon in its orbit is 2; == 3375 ft. per sec. 

Its radial acceleration is then in reality (page 79) 

7^- (3375)'^ 

= -— == o-OoSq ft.-per-sec. per sec. 

r 240000 X 5280 ^ r r 

Newton’s hypothesis of inverse squares is thus verified in the case of the moon. 

As we have seen (page I16), the path in general for central acceleration varying 
inversely as the square of the distance is either an ellipse, a parabola or an hyperbola 
Instances of all these paths are found in the solar system. Thus the planets and satellites 
move in elliptic orbits, while comets have paths elliptic, parabolic or hyperbolic. 

Velocity of a Planet at any Point of its Orbit. —We have from equation (2), page 112, 


- 2/0^0' 


which gives the velocity for any distance r when and are given. 

From equation (i), page 116, and equation (12), page 118, we have 


/, L/. MU fc, 

A{i e) = ^-7^ , or /qTq 

Jo'o 


sin 6 

2 ^ 1 J _L. 

‘ A{i — 


From page in, 7//= sin e, or 


•d, where I is the lever-arm of v. 


J - 

From Analytical Geometry, for an ellipse/^ — zA—r ' 


or, from (21), 


^ sin^ (2^ "" r) 

^ “ A\i 


T f ^ 

■.■Lo^(2A - r). 
Ar ^ ^ 


Equation (23) gives the velocity for any distance r if the semi-major axis A is known. 
Cor. I.—We see that the velocity is greatest where r is least, or at perihelion, and least 
where r is greatest, or at aphelion. 

Cor. 2.—If a point moves in a circle of radius r with velocity v', its radial accelerat-'-- 
is — (page 79). 

T 
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If this acceleration is equal to the acceleration of the planet, we have 


r 


or, from (21), 

Therefore, from (22), 


v'^ _sin^ 

r A{i — 

t/ : v '^: : 2A — r : A, 


That is, t/ie square of the speed in the ellipse is to the square of the speed in the circle as the 
distance of the planet from the luioccupied focus is to the semi-major axis. 

Cor. 3.—If r^ is the perihelion distance and rg^^ie aphelion distance, we have, from (23), 


for r = rj, 




while for r ^ A we have 


for r — 


Ar^ ' 


^ = 


ffo 

A 


That is, the speed at the extremity of the minor axis is a mea^t proportional between the speeds 

at perihelion and aphelion. 

Periodic Time, —The moment t\r^ sin is equal to twice the areal velocity of the 
radius vector (page 89), and this areal velocity, as we have seen (page in), is constant. 
Twice the area of an ellipse is 2 njt 1/1 — A. Hence the periodic time is 


r=: 


27r^^ Vi 


z\ry sin 6] 


(24) 


or, substituting the values for A and (r), equations (17) and (16), 


T-. 


'2nfr^h-i Vr, 


(2/0^0^ — rpf) ^/2fr^ - r^v^ 


(25) 


From (25) wc see that the periodic time is independent of the angle or the direction 
of the initial velocity 

We can write (24) in the form 

47 t^A^ vjrj sin^ 

A(J - e^) ’ 


47r^A^ _ . 3 _ sin" 

-^0 n ^(i _ 


or, from {21), 
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But, by Keplers third law, we have for two different planets of periodic times T and Zj 


Hence 


T2 or 22-^. 


/o^o‘ 


2 — 


^(l -/) 

/y a constant quantity for all the planets. 

Now/o the acceleration at a distance and, since the acceleration /at any dis 


r IS 


/ = 




wc see that/r^^ is the magnitude of the acceleration at the distance unity, or r = i. 

Hence it follows, from Kepler’s third law, that for all the plaiiets the acceleration would 
be the same at the same distance fro^n the sun.^ 

Value of fo for Planetary Motion. —In all our equations for central acceleration we see 
that it is necessary to know the acceleration/ at some known distance r^. 

It will be proved hereafter (page 206) that if M \s the mass of the sun and m the mass 
of a planet, the value of / at a distance r^ equal to the mean radius of the earth is given by 


/o = 


M Ar m 




(I) 


where is the mass of the earth and g the mean acceleration of a body at the earth’s 
surface. 


If the two bodies are the earth and a small body of mass nf then / 


_ -f- m' 


-g, or. 


since 771' is insignificant with respect to / — g. If, in the preceding article, we had used 
the value of / given by (i), we should have obtained 


M m 




JSd —|— 771^ 


g'^^" and —= 




~Ty 


Hence 


7 / ~M~^i ' A^^ ‘ 


Wc sec, then, that Kepler’s third law is not strictly exact. The value of /o^o^ or the 
^acceleration at units distance, is not strictly constant. The more accurate expression is that 
the squares of the periodic times arc directly as the cubes of the semi-major axes and 
inversely as the sum of the i 7 iasses of sii71 a 7 id playlet. 

The error from this source is insignificant, the mass of Jupiter, the largest of the planets, 
being less than a thousandth part of that of the sun. 


* “ Of all the laws,” says Sir John Ilerschel, “to which induction from pure observation has ever con¬ 
ducted man, this third law of Kepler may justly be regarded as the most remarkable, and the most pregnant 
with important consequences. When we contemplate the constituents of the planetary system from the point of 
view which this relation affords us, it is no longer mere analogy which strikes us, no longer a general resem¬ 
blance among them as individuals independent of each other, and circulating about the sun, each according to 
its own peculiar nature, and connected with it by its own peculiar tie. The resemblance is now perceived to 
be a true family likeness; they are bound up in one chain; interwoven in one web of mutual relation and 
harmonious agreement; subjected to one pervading influence, which extends from the centre to the farthest 
limit of that great system, of which all of them, the earth included, must henceforth be regarded as members. 
— Outlines of Astronomy. 
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The motion of translation of the planets is not affected by their rotation on their axes, 
and we may treat them as material points at their centres of mass, so far as translation is 
concerned. 

The centre of mass of the sun is not strictly a fixed point, but both sun and planet 
move in orbits about a common centre of mass. The sun is also affected by the other 
planets, and the planets by each other. 

The attraction of the planets for each other sensibly modifies their orbits. 

Kepler's laws are thus approximate. If we had but two bodies, one fixed and the other 
free to move, then Kepler’s first two laws would be accurate, and the third would approach 
accuracy as the mass of the moving body becomes insignificant with respect to the mass of 
the other. 


Examples.—(i) Fmd the speed and periodic time of a body moving in a circle at a distance from the 
ea?'th's centre of n times the earth's radius, the central acceleration being uiversely as the square of the distance, 

AnS. V = r = 27i: 

\l \J g 

(2) A body at a distance of r\ froi7t the centre of the earth is projected in a direction which makes an angle 
of ei = 60° with ri with a speed , which is to the speed acquired by falling from an infinite distance as i to. 
V3. Find the path, the major axis, eccentricity and periodic time. 



. I w^rd 

Ans. We have ei = 60°, sin €x —,2^1 = —7==:* ^ —, A = iC. 

N4 V3\^' 

The path is an ellipse. From (17), 2^4 =|n. From (16), e= iJ. 

3 

From (25) T — where is the radius of the earth. 

4^0 

From (12) we have, by making 6 = o, the perihelion 'distance FA 


equal to ^ n f i — — J. From (19) we have for the angle AFPx = Oi 

4 [ ■ \l3t 


The centre of the earth is at the focus F, 


(3) l^i^ preceding example let ex =go°, so that the body is projected in a direc¬ 
tion at right am^ies to r . 

Ans. From (iy),2A = —ri, as before. 

2 

From (16), e = —. 

3 

From (25), T= as before. 

From (12) we have, by makings =0, the perihelion distance FA equal 

1 

to ~r,. 

2 

From (19) we have for the angle AFPi 



cos 0i = - I, or 01 = 180®. 


A 


CHAPTER IV. 


CENTRAL ACCELERATION DIRECTLY AS THE DISTANCE. HARMONIC MOTION. 

Harmonic Motion. —The motion of a point moving in any path, the acceleration being 
always directed towards a fixed point and varying directly as the distance from that point, is 
called HARMONIC motion. 

If the path is a straight line, the motion is SIMPLE HARMONIC; if the path is a curve, 
the motion is COMPOUND PIARMONIC. 

The vibrations of such bodies as a tuning-fork or a piano-wire are approximate ex¬ 
amples of such motion, hence the term '' Iiarmoriic.'' The vibrations of an elastic body, 
such as a spring or the air, are also examples of such motion. 

It is also (page 207) the motion of a body under the action of gravitation, within a 
homogeneous sphere. 

The motion of the piston of a steam-engine when moved by a crank and connecting- 
rod approximates the same motion if the rotation of the crank is uniform, the approxi¬ 
mation being closer the longer the connecting-rod. 

Harmonic Motion—Velocity. —Let be the known acceleration at a given distance 

and f the acceleration at any distance r. Then 

or / = -fl. 

^0 

This gives the magnitude of the central acceleration. 

Ifyis towards the centre of acceleration, it is negative and we have 

r 

f--~u 

From (I), page no, we have 

^/- ;-. where /= - 

Let Pj and two consecutive points at distances r^ and n from the centre of accel- 

eration. Then if the points are consecutive, dp — — and r ~ Hence 

f .dp '-fir, - r,) = Ai,. _ 

For the next two consecutive points, and P ^, we have in the same way 
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For the next two consecutive points, and 


and so on. 

Summing up, if is the initial and r the final distance, we have 




Hence 


'p = ^^2 „!- 0 ^^^2 _ ^ 2 ^^ 

^0 


If the distance is increasing, r is greater thanr^; if decreasing, r is less than 
Equation (i) holds in both cases. 

Cor. It is evident that the same equation holds for motion in any path if we take the 
centre of acceleration at some fixed point of the path and measure all distances along the 
path^ if the tangential acceleration f is directly as the distance. 

We have, in such case, 


•Ja 


whereto is the tangential acceleration at a distance s^ is the initial and the final distance 
from the fixed point of the path, all distances measured along the path. 

Simple Harmonic Motion. —If the central acceleration varies directly as the distance 
from the centre of acceleration and coincides with the direction of the velocity, the motion 
is rectilinear and we have simple harmonic motion. 

In this case equation (2) still holds. 

Let a point Q move with uniform speed roo in a 
^circle of radius CQ = r with uniform angular speed 

/'\ Then the radial acceleration is towards the centre C and 

/ / 1 equal to 

/ sf y' i \ /p = 


of Q upon the diameter. The acceleration of P along the diameter towards C is then so?, 
or directly proportional to the distance 5. The motion of P is then simple harmonic. 

Hence, if a point Q move in a circle with uniform speed, its projectwi P upon a diameter 
moves with simple har 77 ionic ^notion along the diameter. 

If is the initial velocity at the initial position P^, so that CP^ = equation (2) becomes 


J The projection ofy^ upon a diameter CA is rcP. cos QCA. 
^ But r cos QCA is the distance CP — sf\i P is the projection 


S(\ 


(3) 
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The point P starts from rest at A at the distance CA = r. If then we make v = 
(3) and s = r, we have 

'^1 =7 

and substituting this in (3), 





( 4 ) 


We see from (4) that the velocity increases as the distance s decreases till P arrives at 
Cy where the velocity is a maximum and equal to 


rao = r 



hence 



(S) 


Then the velocity decreases and finally becomes zero when P arrives at at the distance 
— r on the other side of C. 


From A to A' is called a vibration, from A to A' and back to A is called an OSCILLA¬ 
TION. The radius r is called the RANGE or AMPLITUDE of an oscillation. 

Periodic Time.— The time from A back to A, or the time of an oscillation, is called 


the periodic TIME. Since the uniform speed is rco = , the periodic time is 

N S/\ 


T 


2 nr 




\ 

27t 

00 


( 6 ) 


If /is the acceleration at any distance we have for harmonic motion 


Hence 


^ i ^ *. 

/o 7 


(7) 


T-. 


2 n 

00 



( 8 ) 


and is independent 


s I 

The periodic time depends, then, only upon the constant ratio 

of the range r or amplitude of oscillation. P'or this reason the oscillations are said to be 
isochronous, or made iji equal times, no matter what the range or amplitude. 

Cor. —Since the motion of a bod}/ under the action of gravity in a homogeneous 
sphere is harmonic (page 207), if we put ^ for /, and the radius of the earth, for we 
have from (3), for a body falling under the action of gravity in a well or shaft assuming 
the earth to be a homogeneous sphere and neglecting the resistance of the air, 
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This can be written 


+ s){s^ - s). 


If the fall takes place near the surface, for a short distance compared to we have 
practically equal to 2^^, and hence 

^ — s)j 

which is the same as for uniform acceleration k loi). 

We obtained the same result (page loi) for a body external to the earth. The equa¬ 
tions of page loi hold good, then, in all practical cases, whether the fall takes place above 
the earth or within the earth, for small fall near the surface, neglecting air resistance. 

Epoch—Phase.—If is the initial position or the position of Pat zero of time, the 

time of passing from A to P^ is called the EPOCH. The 
epoch may also be defined with reference to the auxil- 
^ / ^\q i3,ry circle as the angle ACQ^ in radians. This is the 

/ / \ epoch in angular measure. The epoch in angular meas- 

/ /\ ure is, then, the angle described on the auxiliary circle 

[_ Ia g _j in the interval of time defined as the epoch. 

^ P A epoch locates the mitial position of P. 

The fraction of the periodic time in passing from A to any position P is called the 
PPIASE. Measured on the circle is the ratio of the angle ACQ radians to ztt radians. 

The phase locates the position of P at any instant. 

It therefore varies with the time or with the position of P. The phase at the initial 
position jPj multiplied by 2;r gives, then, the epoch in angular measure, and multiplied by 
the periodic time gives the epoch in time. 

ExampleSi—(i) Anoint whose motio7i is simple harmonic has velocities 20 and aj* ?n. per sec. at distances 
10 a?id S 7n. from the centre of acceleration. Find the period and acceleration at units distance. 

f f 

Ans. We have 400 = —{P — 100) and 625 = — 64). Therefore 




and period 


We have also — = —, or/= —. 

S S. Jo 


Making j = i,/ = 


± 6.25 ft.-per-sec. per sec. 


(2) The period of a simple harmonic motion is 20 sec. a^id the maxhnujn velocity is to ft, per sec. 

60 

Find the velocity at a distance of ft. from the centre. 

Ans. We have —= 20 sec. Therefore — = —. When j = o, Z/ = 10 and 100 = —P, or r = ft. 


Hence 


- , or 2/= 8 ft. per sec. 


(3) Pi^^^ the mean speed of a point in simple harmonic motion during the time of moving from one to the 
other extremity of its rangCy its maximum speed being 5 ft. per sec. 
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Ans. The distance is 2 r. 


The time 



The mean speed 


TtVs^' 


When ^ = o, we have 


25 = 



Therefore the mean speed is ~ ft. per sec. 


or 



5 - 


(4) If T is the period a;id r the amplitude of a simple harmonic motion^ v the velocity and s the distance 
from the centre at any insta^it, show that 

- TV 




(5) A pomt has simple harmonic 7notion whose period is 4 min. sec. Find the time duriny^ which its 
phase changes from to J of a period. 

Ans. 21 sec. 


Compound Harmonic Motion. —If the central acceleration varies directly as the distance 
from the centre of acceleration and docs not coincide with the direction of the velocity, we 
have motion in a curve and the motion is COMPOUND HARMONIC. 

Any Compound Harmonic Motion may be Resolved into Two Simple Harmonic Motions 
at Right Angles. —Let C be the centre of acceleration, and P the position of the moving 
point at any instant. Let the velocity of P make an angle a ^ 
with the axis of Xy and let the motion of P be harmonic so that 

the acceleration of where is the acceleration at a b 

known distance and r is the distance CP. 

The velocity v may be resolved into v cos a and v sin a in 
the directions CX and CF, and the acceleration may be resolved 



into ™ r cos PC A or'^dVi, and r cos PCB or in the same directions. 

The component accelerations are therefore directly as the distances CA and CBy and 
the component velocities arc in the directions of CA and CB. The compound harmonic 
motion of P, whatever the direction of the velocity Vy is therefore the resultant of two simple 
harmonic motions in the lines CA and CB at right angles. 

If, th.'n, any coyiponiid haruioiiic uiotioji is resolved into two components at right anglesy 
the eompoiient motions are rectilinear harmonic. 

Conversely, the resultant of two rectilinear harmonic motions at right angles zs a com¬ 
pound harmonic motion. 

Composition of Simple Rectilinear Harmonic Motions in Different Lines. —Let the 

point Q move in a circle A QA' of radius r = CA — CQ 
with a constant angular velocity cd. Then the motion 
of the projection Pin the line AA' is simple harmonic 
(page 126). 

Let the point move in the circle CBQ^ of radius 
= CB — CQ^y with constant angular velocity gd^. 
Then the motion of the projection P^ in the line CB 
is simple harmonic. Let the angle BCA between the 
planes of the circles be or. 



Fig. I. 
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Let the time count from the instant when ( 2 i is at so that the epoch of is zero 
(page 128). At this instant let the epoch of P be 6. Then e is the difference of epoch, or, 
in angular measure, the angle of Q above or below A at the beginning of the time. In any 
time t, will have moved from B through the angle measured from CB, and Q through 
the angle cot e measured from CA. 

By the preceding article we can resolve the harmonic motion of P^ into a simple 
rectilinear harmonic motion at right angles to CA, and another along CA. 

The displacement of from C for any time t is cos {pop), and this displacement may 
be resolved into cos ot cos along CA, and sin a cos perpendicular to CA. 

The displacement of P from C in the same time / is r cos (pt ff: e). 

If a point undergoes these displacements simultaneously, its resultant displacement 
along CA will be 

= r cos {pt ± e) + cos a cos .(i) 

and perpendicular to CA 

y — sin a cos {00^), .(2) 

The equation of the curve in which the point moves, referred to rectangular co-ordinates 
with C for the origin, will then be obtained by combining (i) and (2) so as to eliminate t. 
Such combination (page 129) gives always compound harmonic motion about C, the radius 
vector from C passing over equal areas in equal times (page iii). 

Equations (i) and (2) enable us, then, to find the curve resulting from the combination 
of any two simple rectilinear harmonic motions inclined at any angle a. 

If the component motions are at right angles, a — 90°. If the amplitudes are equal, 
r = r^. If the periods are equal, 00 the difference of epoch is constant, and, since 

the epoch equals the product of the phase at zero of time by 2n: radians (page 128), when 
the periods are equal the difference of phase is constant. When, then, the periods are 
equal and 6=0, or the epochs are equal, the phases are also equal at any instant. 

Two Component Simple Harmonic Motions in Different Lines with the Same Period. 
—In this case go — gOi and e is constant, or the difference of epochs is constant and difference 
of phase at any instant is constant. 

We have then, from (i) and (2), 

:v = r cos (cot + e) cos a cos (aot), y = r sin a (cos ooi). 

Combining these two equations by eliminating c^t, we have 

(r^^ sin^ ol)x^ — 2 r^ sin ct{r cos c -|- cos o{)xy + {P -f- 2 rr^ cos e cos ot + cos^ oL)y^ 

= sin^ a sin^ e. (3) 

, * 

This is the equation of an ellipse referred to its centre and rectangular axes. 

Hence if a point has two component simple harmonic motions in any directions, of any 
amplitudes, and any difference of epoch, if the periods of the two comppients are the same, 
the resultant motion of the point will be harmonic in an ellipse, the centre of acceleration at 
the centre of the ellipse. The areal velocity of the radius vector about the centre js 
constant (page iii). 

Such motion is called elliptic harmo7iic motion. Elliptic harmonic motion, then, is 
compound harmonic motion when the periods of the components are the same. 
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Equation (3) gives all cases of compound harmonic motion for equal periods of the 
components. 

It will be instructive to derive from it special cases. 

{a) Two Component Simple Rectilinear Motions in Different Lines with the 
Same Period and Phase.— Ip. this case we make in (3) e = o, and therefore the phases 
are equal, and we have at once 


r r. cos a 

X = —!- \ - y. 

sin oc 

This is the equation of a straight line passing through 
motion is therefore central harmonic in a straight line, or 
simple rectilinear harmonic. 

If CA and CB arc the amplitudes r and inclined at 
the angle the resultant motion has the amplitude CRy in 
direction and magnitude the diagonal of the parallelogram 
whose adjacent sides are r and r^, inclined at the angle (x. 

Conversely, a simple rectilinear harmonic motion 
whose amplitude is CR may be resolved, by completing the parallelogram, into two others in 
any two directions, of the same periody epoch and phase. 

T 

If ^ = 90°, we have y = ~^x. Therefore the projection of a simple rectilinear har¬ 
monic motion on any straight line is also a simple rectilinear harmonic motion'of the same 
period, epoch and phase. 

If the component motions are more than two, they may be compounded two and two, 
and therefore any nnmbcr of component simple rectilinear harmonic motions in any direc¬ 
tions, of the same period, epoch and phase, give a single resultant rectilinear harmonic 
motion of determinate direction and amplitude, which may be resolved into two components 
in any two directions, of the same period, epoch and phase. 

{b) Two Component Simple Rectilinear Motions in the Same Line with tfif 

Same Period and Different Epochs and Phases. 
“^In this case we make in (3) a ~ Oy and obtain at 
once 

{A 2rr.^ cos e + rf)y^ o. 

But since for = o, j/ = o, (see Fig. r,) we have 
A + cos e -f- r/ = constant. 

In Fig. 3 the points P and move in the line 
AA' with simple harmonic motion and the diagonal 
CR = -y/p where e is the constant 

Since e is constant and CR is constant, its inclination to CQ or CQ^ is constant. At 
any instant the resultant displacement is CP^ + CP — CSy and the motion of S' is therefore 
the resultant motion and is simple rectilinear harmonic, with the amplitude CRy the diagonal 
of the parallelogram on r and r^. The epoch and phase are intermediate between the 
epochs and phases of the com^mnents. 

If the epochs and phases are the same, e = o and the amplitude of the resultant morion 



V C B P A S 

Fig. 3. 

difference of epoch and phase. 
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ig or the sum of those of the components. If the difference of epoch or phase is 

e = TT radians, the amplitude is r ~ or the difference of those of the components. 

By taking CQ^ and CQ of proper lengths we can make QCP and Q^CQ what we please 
without changing CR. Therefore any simple harmonic motion may be resolved into two others 
in the same line, with any required difference of phase and one of them having any desired 
epoch, the periods being the same. 

Three or more component simple harmonic motions in the same line and with the same 
period may be compounded two and two, and the resultant will be rectilinear harmonic 
with the same period. 

If the periods are different, the angle QfOQ ~ e will vary and CR will vary. When 
6 = 0 , CR will have its maximum value r + r^. When the difference of epoch 6 is zr radians, 
CR has its minimum value r — r^. The angular velocity of CR is also variable. The 
direction of CR will oscillate back and forth about CQ, the maximum inclination being 


sin"^ —^. The resultant motion is therefore not simple harmonic, but a more complex 

motion. It is, as it were, simple harmonic with periodically increasing and decreasing 
amplitude, and periodical acceleration and retardation of phase or epoch. 

(c) Two Component Simple Rectilinear Harmonic Motions at Right Angles 
WITH THE Same Period and Different Phases or Epochs. —The general equation for 
this case is given by (3). If the directions are at right angles, we have a = 90°. Suppose 
in addition the amplitudes equal, so that r = r^, and the difference of epoch e = go"". We 
have then, from (3), 


Since the motion is central harmonic, according to page 129, the areal velocity of the 
radius vector is constant; and since the radius is constant, the speed in the circle is constant. 
Wc have already seen, page 126, that the projection of the motion of a point moving with 
uniform speed in a circle, upon a diameter, gives rectilinear harmonic motion. The 
projection upon two diameters at right angles gives, then, two component rectilinear 
harmonic motions of the same period, with a difference of epoch of 90°, or of phase of 
since, when one component has its greatest displacement, the other is at the centre with 
displacement zero. 

It follows also that two component simple harmonic motions at right angles, with the 
same period and equal amplitudes, differing in epoch by 90° or in phase by one quarter of a 
period, will give, as a resultant, uniform motion in a circle whose radius is the common 
amplitude of the components. 

If the amplitudes are not equal, but a and e still 90°, and periods the same, we have, 
from (3), 

= Pr^, 

which is the equation of an ellipse referred to its centre and axes. 

The resultant motion is therefore harmonic in an ellipse, whose semi-diameters are r 
and r^, the centre at the centre of the ellipse. 

The same result is evidently obtained by projecting the circle in the preceding case 
upon a plane, so as to obtain the required amplitude , r remaining unchanged. 

{d) Three or More Component Simple Rectilinear Harmonic Motions in 
Different Lines with the Same Period but Different Phases or Epochs. —We 
have seen from equation (3) that the resultant of two simple rectilinear component harmonic 
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motions in any two directions, of the same period and different epoch or phase, is elliptic 
harmonic motion. 

We have also seen from [a) that any simple rectilinear harmonic motion may be re¬ 
solved into two others of the same period and phase or epoch in any two given directions. 
Any number of given simple rectilinear harmonic motions, then, of the same period and 
different phases or epochs may each be resolved into its own pair in any two given directions. 
These pairs constitute a number of simple rectilinear harmonic motions in two given lines, 
all of the same period and different phases or epochs. 

According to (^), all in one line may be compounded into one resultant, and all in the 
other, line into another resultant, these two resultants having the same period and different 
phases or epochs. The resultant of these two is, according to equation (3), elliptic har¬ 
monic motion. 

Hence the resultant of a7iy ^iinnbcr of component simple rectilinear harmonic motions 
of the sa7ne period, whatever their amplitudes, directions, phases or epochs, is elliptic har¬ 
monic motion, the centre of the ellipse being then centre of acceleration, and the radius 
vector describing equal areas in equal times. 

In special cases this becomes, as we have seen, uniform circular motion or simple 
rectilinear harmonic motion. 

Since the above holds whatever the inclination of the two resultants, elliptic harmonic 
motion may be considered as the resultant of two component simple harmonic motions of 
the same period and different epochs or phases at right angles. 

Graphic Representation. —We may exhibit graphically simple or compound rectilinear 
harmonic motion by a curve in which the abscissas represent intervals of time, and the ordi¬ 
nates the corresponding distance of the moving point from its mean position. 

In the case of a single harmonic motion we have (page 130) x =1 r cos {oot ± e). If the 

tt 

distance is to be zero when t — o, we must have the epoch ^ “ radians, or one fourth of 


the periodic time. This gives x •=■ r sin oot, 

27 t 

Since , where T is the periodic time, 

we have for t — o, ;r = o; for t — x ^ r] for 
t — \T, X ~ O] for / = f r, X = ~ r; for t T, 



X := o. 

The curve is the curve of sines, or the curve which would be described by the point P 
(page 126) if, while Q maintained its uniform circular motion, the circle itself were to move 
with uniform speed in a direction perpendicular to C/ 1 . 

It is the simplest possible form assumed by a vibrating string, when it is assumed that 
at each instant the motion of every particle of the string is simple harmonic. 

If the rectilinear harmonic motion is compound, we have (page 130) in general 


X = r cos ( ± e) + cos (cop ± e^). 


If the displacement of one of the motions is zero when t = o, we have e = — ; if 
=6 -f- Ttn, we have 


X = r s,\n cot sin (cop -f- Ttn)^ 





T '^4 KINEMATICS OF A POINT-APPLICATIONS. [Chap. IV. 

•If the period of one motion is twice that of the other, for instance, we have oo^ = 200, 
ad 

X =zr sill Qot + sin (2 cot + nn). 

If the difference of phase is zero, « = o; and 
-p if the amplitudes are equal also, we have 

X — r sin cot r sin (loot). 

This gives a curve as shown in the figure, 
l^eriods Unequal. —We have in general 

X — r cos (cot "d- e), j/ = cos (co^t -f- ej 

for the two component rectilinear harmonic motions at right angles. The elimination of t in 
any case gives the curve of resultant compound harmonic motion. 

If the periods of the components are as i to 2, and e is the difference of the epochs, we 
have for equal amplitudes 



Eliminating 


X = r cos ( 2 (^t + e), y ^ r cos cot. 



/ . ) 

I - . sm 6 I , 


which is the general equation of the curve for any value of e. 

Thus for e o, or equal epochs, 

^ = or. f=f;+r), 

7t 

which is the equation of a parabola. For e , 

~ = f\J I ~ ’ O' - /). 

which is also the equation of a parabola. 

If we make e in succession, o, i, 2, etc., eighths of a circumference, we obtain a series 
of curves as shown. 


Period 1:2 



In the same way we can find the curve for any ratio of periods and difference of epoch. 
Thus if the periods are as i to 3 or 2 to 3, and we make ein succession o, 1,2, etc., eighths 
of a circumference, we obtain the following series of curves: 
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Blackburn’s Pendulum. —The motion of a pendulum which swings through a small 
is, as we shall see hereafter (page 138), simple harmonic, and the pro¬ 
jection of the bob on a horizontal plane moves with simple rectilinear C 
harmonic motion. \ 

Curves similar to those just given are therefore traced by Black- \ / 

burn s pendulum. This consists of two pendulums, CED and EB, \ / 

arranged so as to swing in two planes at right angles. jE 

Any difference of period may be made by adjusting the lengths of 
the pendulums, and they may be started with any difference of epoch. 

If the bob B is made to trace its path on a horizontal plane, we have, 
approximately, the compound harmonic curve. 
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Motion on an Inclined Plane—Uniform Acceleration. —Let a point have a uniform 
^ acceleration/in the direction AE^ and let the point be constrained to 

N. move in the straight line AB which makes the angle a with the horizon. 

The component of the acceleration in the direction of the motion is 
then/sin a, 

_The motion along AB is then rectilinear motion under uniform 

^ acceleration /sin a, and equations (2) to (7), page 92, apply directly if 

we substitute /sin a in place of /. 

If is the initial velocity at A^ and v is the velocity at B we have from (7), page 92, 

^2 _ = 2// sin 

where /is the length of the inclined plane AB. But / sin nr = AE. 

The speed, therefore, gained in moving from ^ to ^ is equal to that which zvould be 
gained in falling through AE with the tmiform acceleration /. 


The time in falling from A to E is, from {2), page 91, t' = 

A to B, t = Hence 

J sin a 


’ and in passing from 


t' AE 

or the times are proportional to the distances / and AE. 

The distance passed through along AB is, from (5), page 92, 

/= v^t + -/sin a\ 

where is the initial velocity. 

If the point starts from rest, we have for the distance along AB 


I = —f sin a . 
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Let AD be the vertical diameter of a circle, and AB = / any chord 
we have AB = AD cos DAB = AD sin ABC. If AB = /, we have 

T T / '^ D 

also AB^-ft^ sin ABC. Therefore AD ^ -fB, or 

2 2 . V / 

This is independent of the position of the chord AB, and therefore 
it is the same for any chord through A or D. 

Hence for uniform acceleration f, the time of descent down all 
chords through the highest a 7 id lowest points of a circle are equal. 

This property enables us to find the line of swiftest descent to a 
given curve from any point in the same vertical plane. 

Thus if EG IS the curve and A the point, draw AC par¬ 
allel to the direction of /, and with centre m AC describe 
a circle passing through A and tangent to the curve EG 
at P. 

Then AP is the line of swiftest descent from A to the 
curve EG. For any other point p in EG, Ap cuts the 
circle in some point q, and since the time from A to q is 
equal to that from A to P, the time from A to p is greater. 




Examples .—(g = 32.16 ft.-per-sec. per sec. Friction, etc., disregarded.) 

(r) Fmd the position of a point on the circumference of a vertical circle, in order that the time of recti¬ 
linear descent from it to the cefitre may be the same as the time of descent to the lowest point. Acceleration due 
to gravity. 

Ans. 30° from the top. 

(2) The straight line down which a particle will slide, under the action of gravity, in the shortest time 
from a given point to a yiven circle in the same vertical plane, is the line joining the point to the tepper or 
lower extremity of the vertical diameter, accordi?ig as the point is within or without the circle. 

(3) F'ind the line of quiek'st descent from the focus to a parabola whose axis is I'crtical andvertex upwards, 
and show that its le/igfh is equal to that of the latus-rectum. Acceleration vertical and uniform. 

(4) Find the straight line of swiftest descoit from the focus of a parabola to the curve when the axis is 
hori2ontal. Acceleration vertical and uniform. 

(5) The times in which heavy particles slide from rest down hi dined planes of equal height are propor¬ 
tional to their lengths. 

{()) Show th it if a circle he drawn touching a horinontal straight line in a point P and a given curve in 
a point (2 b'.hiu I\ PD /f the I in-' of swft 'st dewe/P t) t/m emwe, under constant veriic it acceleration. 

(7) Find the straight line of quiched descent from a given point to a given straight line, the point and the 
line being in the same vertical plane. Acceleration constant and vertical. 

Ans. From P, the given point, flravv a horizontal line meeting the given line in C. Lay off along the 
given line CD equal to PC. PD is the required line of swiftest descent. 

(8) .‘I given point P is in the same plane with a given vertic il circle and outside it, the highest point O of 
the circle being below P. Find the line of slowest descent from P to the. circle. Acceleration constant and 
vertical. 

Ans. Join PQ and produce it to meet the circumference in R. PR is the line required. 

Motion in a Curved Path—Uniform Acceleration. —Let A BCD be any curved path, 
and Ad the direction of the acceleration f. Any very small 
portion of the curve, AB, may be considered as a straight line. 

We have then, as on page 136, the change of speed in moving 
from A to B, the same as in moving from A to b with the con¬ 
stant acceleration f. So, also, in moving from B to C the 
change of speed is the same as in moving from b to c with the 
constant acceleration /. 

Hence the change of speed in traversing any portion of the 


A 
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4 .D is the same as in traversing with constant acceleration f the projection Ad of the 
)n a line in the direction of the acceleration. 

if, then, is the initial speed at A, and v is the speed at any point D, we have 


= 2/. Ad. 


Motion in a Circle—Uniform Acceleration. —This is the case of the simple pendulum, 
which consists of a heavy particle attached to a fixed point by a massless inextensible 
2 string. 

\ Let C be the point of suspension and CA the radius, and let 

the acceleration y be uniform and vertical. For any position of 
\ the, point P the angle A CP — and the acceleration may be 

\ resolved into a tangential component f sin 6 and into a normal 

\ component /gos 8 . 

The normal component has no effect upon the motion in the 
\ curve at P, 

A \ \ If the angle 8 is very small, the arc will not differ materially 

f from the sine, and we have sin 6 = , where I is the length 

o the radius CA, 

-p 3 .rc At 

The tangential acceleration at the point P is then y =--. It is therefore 


directly proportional to the distance of P from A, measured along the path. 

The motion of Pis thus harmonic in the path, and the periodic time is then (page 127) 


T ^ 27 t, 


' arc AP 
f X arc AP 
1 



or for the simple pendulum the time of a vibratio7t is t = ny _ 

g 

The periodic time is therefore for small displacements independent of the amplitude, 
and therefore for small arcs the oscillations are isochronous. 

The time of vibration is half the periodic time, or the time between the instants at 
which the pendulum reaches opposite ends of its swing. Thus the seconds pendulum makes 
a complete oscillation in 2 seconds. 

If 0 is not very small the time is different, but the variation is practically very slight. 

Cor.—I f the velocity of Pat any instant is not wholly in the plane PCA, it may be 
resolved into two components, one in the plane PCA and the other perpendicular to it, and 
both tangential to a spherical surface. Hence, in the case in which 6 is small. P’s motion 
may be resolved into two simple harmonic motions of the same period; and its motion is 
therefore (page 133) elliptic harmonic motion, the period being the common period of the 
components. The ellipse described will depend upon the amplitude and epoch of the 
components and therefore upon the magnitude and direction of the initial velocity of P. 

^ If d is not very small, and the component motions are of different amplitudes, the 
periods will have different values, and the point P describes curves similar to those given on 
page 135. 
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If the component motions are equal in amplitude and therefore in period and differ in 
phase by one quarter period, the point P moves (page 132) in a circle about the foot^ of the 
perpendicular on CA as a centre. This is the case of the conical pendulum. 

Examples!—(i) Find the time of oscillation of a fendulum 10 ft, long at a place at which g = 32 ft.-per 
sec. per sec. 

Ans 1.75 sec. 

(2) Fmd the length of the seco?ids pendulum at a place at which g = 31.g. 

Ans. 3.232 ft. 

(3) Find the length of the pe7idulu7n which ijiakes 24 beats in i 7ni7i. whe7i g = 32.2, 

Ans. 20.39 ff- 

(4) A seco 7 ids pe7idulu7n was le7igthefied i per cent. How 77itich does it lose per day? 

Ans. 7 min. 8.8 sec. 

(5) The length of the seconds pe7idul7i)}i bet7ig gg.^14 C7n.,fi7id the vahie of g, 

Ans, 981.17 cm.-per-sec. per sec. 

(6) A pendiilu7n 3^.8 mches lo7ig 7nakes 182 beats m 3 nihi. Fmd the value of g. 

Ans. 31.78 ft.-per-sec. per sec. 

(7) If two pe7tdttlu7ns at the same place ?7iake 23 a7id 30 oscillations respectively in i sec., what are their 
relative le 7 igths? 

Ans. 1.44 to I. 

(8) A pe7idului7i which beats sec07ids at 07Le place is carried to a7iotJier where it gams 2 sec. per day^ 
Co77ipare the value of g at the two places. 

Ans. As 0.999953 to i. 

(9) A pe7idHlu7n which beats seco7ids at the sea-level is carried to the top of a inotmtam, where it loses 40.1 
sec. per day. Asszmimg the value of g to be inversely proportiozial to the dista7ice froju the cezitre of the earth, 
a)id the sea-level to be 4000 77 iiles froizi that poi7it,find the height of the znoimtam. 

Ans. 1.86 miles. 

Motion in a Cycloid—Uniform Accelera¬ 
tion—A cycloid is the curve traced by a point 
in the circumference of a tircle which rolls 
along a straight line. 

If the circle EP rolls along the line AB, 
the point /’being originally at A, the path of 
Pis the cycloid ACB. 

If C is the position of P when the diameter of the circle through P is perpendicular to 
AB, the line CD perpendicular to AA is the axis and C is the vertex of the cycloid. 

Let the uniform acceleration / be always parallel to DC and vertical. 

Let the moving point Q have at Q^ a .speed zero. Its speed at Q.^ is then (page 136) 

v^ = 2 f. N,N^. 

Let t be the time in which the point would with the same acceleration and with initial 
speed zero move from D to C. Then CD — \fe. Hence 

N,N,. CD = CD{CN, - CN,). 

Now by a property of the cycloid 

t^CD . CN, = and aCD . CN, = CQ,\ 

Hence 
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zCD 

Now f = -y~is a constant. Hence the motion of Q in the cycloid is harmonic (page 
I /* 

126), where being the tangential acceleration of Q at the distance measured along 

t Sq 

the curve. If T is the time of a complete oscillation, we have 

T-= 27t\ ! 27rt -=z 2 " 


0 

/o 


hCD 

f ‘ 


If f is the time occupied in moving from to C, 


' 2 CD 
f ^ 


or the time of a pendulnm whose length is 2CD, or 4 times the radius of the generating 
circle. 

As this involves only constant quantities, the time is the same whatever be the position 

of the starting-point , or the oscillations are isoch¬ 
ronous. Hence the cycloid is called a ta%itochro7ie. 

This result is rendered of practical importance by 
one of the properties of the cycloid, viz., that if a 
flexible and inextensible string AB is fixed at the end 
A and wrapped tightly round the semi-cycloid AC, the 
end B of the string as it unwinds will describe another 
semi-cycloid. If, then, AC and AD are fixed semi¬ 
cycloids, symmetrical with reference to the vertical 
AB, and AB is a simple pendulum, B will describe a 
cycloid, and its oscillations will be isochronous whatever their extent. 



[Application of the Calculus.—To Determine the Motion of a Point Constrained to Move in a 
Acceleration being Constant, in the Direction of the Axis and ^ q 

towards the Vertex.]—By the application of the general 
formulas of page 92 we can deduce the results already 
obtained. 

Let the axis CD = 'it, where r is the radius of the 
generating circle DFC. Let the acceleration / act 
downward. Let CN =y, NP = .r and the length of arc 
CP = Let the initial position be Pi at the height 
CNi = h above C, and the speed at Pi be V\ = o. 

We have 


Cycloid, the 
B 


\ 




7^ 


_A/p' 

y 



p 


c 

> 

/ 

r 



V = V2f{k —y) 

for the speed at any point given by CN = y. When_y = o. we have, at the lowest point C.v = 
which is the same as that due to the vertical height A. 

By the property of the cycloid we have 


Hence 


j = arc CP = 2 VDCXCN = 2 i/^ry = 2 chord CP\ 


ds = ± dy i/^ 
r y 


dt 




dy 


f ^ ky ■ 


We have then 
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Integrating, since for / = o,/ = h, we have 




For the time of descent to the lowest point where j/ = o, or for the time of one quarter of a complete 
oscillation, 




The periodic time is then 


T = 2Jr j/^ , 


or the same as a simple pendulum (page 138) whose length is 4"times the radius of the generating 
circle DP'C. 

The time is independent of h and is the same no matter what the position from which the point begins 
to descend. The oscillations are therefore isochronous and hence the cycloid is called the tautochrone. 

The reason of this remarkable property is easily seen by considering the tangential acceleration. 

In the cycloid the chord CP' is always parallel to the tangent TP, The tangential acceleration 
or tangential component of/" is then 

CP' f 

=/ sin TPf=f sin CDF =/A . 


The tangential acceleration is therefore directly proportional to the distance from the vertex measured 
along the path, and the motion of P is simple harmonic (page 125). 

The periodic time is then (page 127) 


r = 27r|/ ^ . 
h Tt / r 

■ in (i) we makej/ = — , we have / = ^ y - , or half the time from Pi to 


C. The time, therefore, in 


descending through half the vertical space to C is half the time of passing from Pi to C. 

[To Find a Curve such that a Point Moving on it under the Action of Gravity will Pass from any one Given Posi¬ 
tion to any Other in Less Time than by any Other Curve through the Same Two Points.]—This is the celebrated 
problem of the “curve of swiftest descent” first propounded by Bernoulli. The following is founded upon 
his original solution. 

If the time of descent through the entire curve is a minimum, that through any portion of the curve is 
a minimum. 

It is also obvious that beiwee^i any two contiguous equal values of a continuously varyi?tg quajitity, a 
maximu?n or mininiuni must lie. 

This principle, though simple, is of very great power, and often enables us to solve problems of maxima 
and minima, such as require not merely the processes of the Differential 

Calculus but those of the Calculus of Variations. The present case is / 

a good example. / 

Let, then, PQ, QR and PQ\ Q'R be two pairs of indefinitely small ^ / 

sides of a polygon such that the time of descending through either pair, / 

starting from P, may be equal. Let QQ' be horizontal and indefinitely / ^ 

small compared with PQ and QR. The curve of swiftest descent must / 

lie between these paths, and must possess any property which they have ^ / 

in common. Hence if we draw Qm, Qn perpendicular to RQ, PQ, and 
let V be the speed down PQ or PQ (supposed uniform) and v* that 
down QR or QR, we have for the time from jP to 7? by either path , 


PQ QR 


PQ - PQ _ QR - QR . 



or 
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Now if 6 be the inclination of PQ to the horizontal, and 6 ' that of QP, we have Qn = QQ cos fi, 
Qf 7 ?t = QQI cos 0'. Hence 

cos 6 _ cos B' 

V ~~ 

This is true for any two consecutive elements of the required curve, and therefore throughout the curve 
we have, at any point, v proportional to the cosine of the angle which the tangent to the curve at that 
point makes with the horizontal. But is proportional to the vertical distance h fallen through. 

Hence the curve required is such that the cosine of the angle it makes with the horizontal line through 
the point of departure varies as the square root of the distance from that line. 

Now in the figure of page 140 we have, from the property of a cycloid, 

cos CPN= cos TPN= cos CDP' = ~ - J 

The curve required is therefore the cycloid. The cycloid has received on account of this property the 
name of Brachistochro 7 ie. 
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CHAPTER I. 

ANGULAR VELOCITY AND ACCELERATION COUPLES. ANGULAR AND LINEAR 
VELOCITY AND ACCELERATION COMBINED. 

Angular Velocity Couple. —Two simultaneous, equal, parallel and opposite angular 
velocities, not in the same straight line, we call an ANGULAR VE¬ 
LOCITY COUPLE. 

Thus, if the point P has an angular velocity -j“ oo about an 
axis Oa, so that Oa go is its line representative, and at the 
same time has an angular velocity — go about an axis O'by so that 
O'd =z — GO is its line representative, then, since the line represen¬ 
tatives are equal, parallel and opposite, and do not coincide, they 
constitute a couple. 

Moment of Angular Velocity Couple. —We have seen (page 
90) that the moment OP X go o( the angular velocity Oa ^ go 
relative to P, gives the linear velocity Pa = -{-v 3 .t right angles to 
the plane of Oa and OP, due to angular velocity about the axis Oa, 

The direction of -j- v is such that when we look along Oa in its ^ 
direction, -{-2’ is seen as clockwise rotation, or towards the reader in the preceding figure. 

In the same way O'P X go gives the linear velocity Pb = — of P in a direction away 
from the reader, at right angles to the plane of the couple. 

The resultant linear velocity of P is then 

== (O'P ^ OP) GO = O'O X (y, 

where O '0 is the perpendicular distance between the line representatives Oa, O'b of the couple. 

This resultant velocity is at right angles to the plane of the couple and in such a direc¬ 
tion that when we look along its line representative, rotation as indicated by the arrows of 
the couple is seen clockwise. 

With this convention, if the distance O '0 — /, we have 

V •=■ I GO 

This result holds 710 matter where the point P may be taken in the plane of the couple. 

If, then, /’is a point of a rigid body, every point of this body in the plane of the couple 
must have the same velocity v in the same direction. That is, the body has a velocity of 
translation. 
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Hence, if a rigid body is acted upon by an angular velocity couple, the result is a velocity 
of translation for every point of the body. 

We denote velocity of translation always by v. 

Angular Acceleration Couple. —Two simultaneous, equal parallel and opposite angular 
accelerations not in the same line we call an ANGULAR ACCELERATION COUPLE. We have 
then, in precisely the same way and with the same convention as to direction, the acceleration 
for every point of the body 

/ - la. 


where a is the angular acceleration and f is the linear acceleration of translation of the body. 

Hence, if a rigid body is acted upon by an angular acceleration couple, the result is a linear 
acceleration of translation for every point of the body. 

We denote acceleration of translation always by /. 

Angular and Linear Velocity Combined. —Let a rigid body have an angular velocity oo 
about an axis O' a, so that O'a = a? is the line representative. 

6^ be any point of the body. If at this point we apply two 
equal and opposite angular velocities Oa ~ oo and Ob — oo, both 
parallel to O'a = go, the previous motion of the body is evidently 
not affected. 

We see, then, that the single angular velocity O'a = oo about 
an axis O'a can be reduced to the same angular velocity Oa — oo 
about a parallel axis Oa through any point O, and an angular 
_velocity couple O'a and Ob. 

^ 0 ^ ^ distance between the parallel axes. Then, as we 

have Just seen, the couple causes a velocity of translation = loo at right angles to the 
plane of the couple, so that looking along the line representative of v^, in its direction, the 
arrows of the couple indicate clockwise rotation. In the figure is at right angles to the 
plane of the couple and away from the reader. 

Hence 

(a) A single angular velocity g9 of a rigid body about a given axis, can be resolved 
into an equal angular velocity about a parallel axis through any point 0 of the body at a 
distance /, and a normal velocity of translation v^ = loo of this axis in a direction at right 
angles to the plane of the two axes. 

(b) Conversely, the resultant of an angular velocity cy of a rigid body about a given 
axis and a simultaneous velocity of translation normal to that axis, is a single equal 

angular velocity about a parallel axis at a distance l—-^, the plane of the two axes being 


perpendicular to 

(f) If, then, a rigid body has any number of angular velocities, each one about a different 
axis through a different point, then by (rt:) we can reduce each one to an equal angular 
velocity about an axis through any point O we please, and a normal velocity of translation 
of this axis. 

All the angular velocities at this point 0 can then be reduced to a single resultant 
angular velocity ao about a resultant axis by the polygon of angular velocities (page 68), and 
all the normal velocities of translation can be reduced to a single resultant velocity of 
translation v, not necessarily normal to the resultant axis, by the polygon of linear velocities 
(page 66). 

The motion of a rigid body in general can then be reduced at any instant to an angular 
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velocity 00 about an axis through any point O we please, and a velocity of translation v of 
this axis. This velocity v of translation is not necessarily normal to the axis. 

The angular velocity go has the same magnitude and direction no matter what point is 
taken, but the velocity of translation v varies in magnitude and direction with the oosition 
of this point. 

(d) This velocity of translation v is not necessarily normal to the axis 
general be resolved into a component along the axis through O, and a coi 
normal to this axis. 

But by {b) we can reduce go and to the same angular velocity go about a j 

V 

at a distance I ■=. -Ul, 

GO 

Instantaneous Axis of Rotation* —This axis is called the instantaneous . 
ROTATION because it is the axis without translatiou about which at a given instant 
velocity takes place. 

Hence, in general, the motion of a rigid body, at any instant, can be reduced to an 
angular velocity go about an axis through any point of the body, a velocity of translation 
along this axis, and a normal velocity of translation of this axis. Or to an angular 

velocity go about a parallel instantaneous axis at a distance / = — and a velocity of transla- 

00 

tion along this axis. 

Spin. Screw-Spin. —Angular velocity of a rigid body about any axis we call a SPIN 
about that axis. Angular velocity of a rigid body about any axis together with velocity of 
translation along that axis we call a SCRKW-SPIN. The velocity of translation along the 
axis we call the VELOCITY OF ADVANCE. 

Hence the motion of a rigid body at any instant can be reduced in general to a spin or 
a scrcw-spin about an instantaneous axis, or to a spin or screw-spin about a parallel axis 
throup'k any point together with normal v locity of translation of that axis. 

Spontaneous Axis of Rotation. —The axis of rotation through the centre of mass of a 
rigid body at any instant is called the SPONTANEOUS axis of rotation. If it has normal 
velocity of translation the instantaneous axis of rotation is parallel to it at the distance 

/ the plane of these two axes being perpendicular to (page 144). 

GO 

The velocity of any point is that due to angular 
velocity about the instantaneous axis of rotation, or 
angular velocity about the parallel translating spon¬ 
taneous axis (i)agc 144). 

If the spontaneous axis of rotation has no normal 
velocity of translation , the spontaneous and in¬ 
stantaneous axes coincide. 

Examples. —(i) A vertical circle of radius = 2 ft. rotates 
about a fixed horizontal axis through the ce 7 itre of mass at right 
angles to the plane of the circle with angular velocity of j 
radians per sec. Fmd the velocity afid central acceleratio 7 i of 
the top, botto 771 , forward and rear poifits, afid of a 7 iy point in 
general. 

Ans. Take co-ordinate axes as shown in the figure. Then 
r = 2 ft., = +3 radians per sec. Since the spontaneous axis 
OY without translation, the instantaneous axis coincides with it. 

We have then at the top point a the velocity Vx = y rooy = + 6 ft. per sec. At the bottom point 
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b the velocity == — raoy = — 6 ft. per sec. At the forward point c the velocity v, = raoy = — 6 ft. 
per sec. At the rear point d the velocity 7/2 = + raoy == + 6 ft. per sec. 

Also, at the top point a the central acceleration fpz = —rGDyz=:^ r8 ft.-per-sec. per sec. At the 
bottom point b the central accelerationypj^ = 4* ^ooy = + 18 ft.-per-sec. per sec. At the forward point 
£ the central acceleration fpx = — rGi>y = — 18 ft.-per-sec. per sec. At the rear point d the central 
acceleration fp^ =418 ft.-per-sec. per sec. 

Let 4 X, 4-j/, 4-2^ be the co-ordinates of any point P. Then we have the component velocities of 
that point given by 

Vx = £lGOy , Vy = Qy = — XGOy .(l) 

The resultant velocity is 

V V ~ GOy z=z roOy ( 2 ) 

and its direction cosines are 

cos <x = ~ = H—» cos /? = o, cos y =..(3) 

The central acceleration is fp = rodt towards the centre. The radius r has the direction cosines cos a= i 

r 

cos /5 = o, cos y The component central accelerations are then 

X z 

fpx = 7p~ ~ XQdy^ fpy = O, fpz = — _/*p ~ = — zady, , , » » o « « (4) 

The resultant central acceleration is 


fp = |//p“ + /pj == GO^ 2^ zrzra 


and its direction cosines are 


cos = o, cos y 
r fp r 


( 2 ) A vertical circle of radius r ^-2 ft. rolls on a horizojital straii^Jii line. The centre moves 'parallel to 
that line with a velocity of 6 ft. per sec. Find the angular velocity ; the velocity a7id ce7Ltral acceleraiiofi of 
the top, bottoin, forward a7td rear pomts, and of a7iy pomt mge 7 teraL 

Ans. Take co-ordinate axes as shown in the figure. Then r ~ 2 ft., =: 4 6 ft. per sec. The spon¬ 
taneous axis is 0 V. 

^ • Since the circle rolls, the instantaneous axis bV' 

a passes through the bottom point b parallel to the spon- 

taneous axis. 

y jyf \ y" We have then for velocity of translation 

" x''l" ■ _ 

^ == = “^ = 43 radians per sec. 


- ^ - / —i —^ -Y The velocity of any point is that due to translation 

I / I ^ and angular velocity (fi? about OF, or to angular velocity 

— \ / / Gi3 only about F'. 

\ / / We have, then, at the top point a the velocity 

/ \ \ \ / j Vx~Fx-\' rc^y — 2 rooy = 412 ft. per sec. 

^ \ W / bottom point b the velocity is Vx-= Vx — rooy 

^ _", = o. At the forward point c we have the component 

velocities z/^ = ^ = rooy = 4 6 ft. per sec., and Vz = 
— roo^ = — 6 ft. per sec. The resultant velocity is then 
V — 6 1/2" ft. per sec., making an angle of 45® below OX, as shown in the figure. 

At the rear point d we have the component velocities vx =■ Vx ~ rcoy = 4 6 ft. per sec., and Vz = 
4 r^y = 4 6 ft. per sec. The resultant velocity is then z/ = 6 4^2 ft. per sec., making an angle of 45° above 
OX, as shown in. the figure. 
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The central acceleration of any point is that due to angular velocity about 0 P* considered cls without 
translation (page 145). 

We have then, just as in the preceding example, at the top point a the central acceleration/*p.s = — 

= - 18 ft.-per-sec. per sec. At the bottom point b, fpz = + = + 18 ft.-per-sec. per sec. At the 

forward point c, fpx = — =■ - 18 ft.-per-sec. per sec. At the rear point d,fpx — 4- rooy = + 18 ft.- 

per-sec. per sec. 

Let + X, + 2 be the co-ordinates of any point P for the origin 0 . Then we have for the componeni 
velocities of that point 

'^X = ^X + 2G0y = rCDy -f 2G0y , Vy — Oy — XQOy .(l) 

Equations (i) give the component velocities for any point in general. 

The resultant velocity of any point is then 

V = \/'v% 4 - vl = 0D3, \/{2 4- rY + x"^ = pGOyy .. • . . . (2) 

where r' is the radius vector of the point relative to b. 

The direction cosines of v are 

cos , cos p = o, cos X = . (o) 

V V . . 


These equations reduce to (i), (2), (3) of the preceding example if = o. 

The radius r for the point P has the direction cosines cos o: = , cos r = -• The central acceleration 

r r 

is fp — raoy towards 0 , The component central accelerations for any point are then, just as in the preceding 
example. 


The resultant is 

and its direction cosines are 


y^px — — XGOy , jipy — o, J'pz — 


2 Co:^ 


/p = V/i + f'i— roo= 


fpv ^ 

cos a =-^j: =-, 


cos X = 


/pm 

fp 


(4) 

( 5 ) 

( 6 ) 


These equations are the same as (4), (5), (6) of the preceding example. 

(3) Let a vertical circle of radius r ■= 2 ft. roll on a iiorizontal plane. The centre moves with a velocity of 
6 ft. per sec. At the same ti 7 ne let the p)la?ie of the circle rotate about the vertical diameter with an a7ignlt'tr 
velocity of 2 radians per sec. dow 7 iwards. Fi 7 id the angular velocity about the hori 207 ital axis j the velocity 
a 7 id cehitral acceleratio 7 i of the top, bottoihi, f orivard a 7 id rear poi 7 its, mid of any poi 7 its itigoieraL 


Ans. Take the co-ordinate axes as shown in the 
figure. We have then r = 2 it., = — 2 radians 
per sec.,7/^ = 4 6 ft. per sec. Since the circle rolls, 

we have rcuiy = 7/^ or = — = -f 3 radians per sec., 

and the instantaneous axis passes through the bottom 
point b. The velocity of any point is that due to 
translation and angular velocity eoy about O ]''and ooz 
about OZ, or to translation and angular velocity 00 
about the spontaneous axis (L 4 , or to angular velocity 
GO ordy abr)!^ the instantaneous axis parallel to OA. 

We have then at the top point a the velocity 
Vx ~ v'x 4- rooy ~ 2rG0y = + 12 ft. per sec. At the 
bottom point b the velocity is Vx = Vx - rcoy = o. At 
the forward point c we have the component velocities 
Vx — Vx — rcoy = 4 6 ft. per sec., Vy — rco^ = — 4 ft. 
ptT sec., 7',; = — ; csjj, = — 6 ft per sec. The resultant 
velocity is then v = ^/v% 4 dy 4 7/ = 2 1/22 ft. per 
sec., and its direction cosines are given by 



V 


= 4 


f 2 . 


cos d = — = 

V 


2 

4/^ 


cos X = — = — 

V 


cos a 


3 _ 
4/22 ’ 
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At the rear point d we have the component velocities Vx — Vx ^ rooy = + 6 ft. per sec., Vy = — raoz 



= + 4 ft. per sec., Vz — + rooy = + 6 ft. per sec. The 
resultant velocity is as before v = 2^22 ft. per oec., and 
its direction cosines are 



^ 2 
^22 


The central acceleraticm of any point is that due to 
angular velocity about OA C 07 iszdered as without transla- 
iio 7 i (page 145), or to angular velocity ooy about OY and 
00^ about OZ without translation. 

We have then at the top point a the deflecting accel¬ 
eration (page 80) frz = — roo] = ~ 18 ft -per-sec. per sec. 
and the deviathig acceleration (page 8o)/,^y = z'ooyGOz == 
— 12 ft.-per-sec. per sec. The resultant central accelera¬ 
tion is then/p 3:= |//,.| Sf^ay = 6 ft.-per-sec. per sec., 
and its direction cosines are 


cos nr = o, cos /J ==-— = —-^ > cos y =-^ 

Jp 31/13 /p 4/13 

At the bottom point b the deflectinr acceleration (page 80) is frz = + roo) = + 18 ft.-per.-sec. per sec., 
and devzatmg acceleration is fax ~ — rooyOOz = + 12 ft.-per-sec. per sec. The resultant central accelera¬ 
tion is then/p = ^fr% -V falx = 6 4/13 ft.-per-sex. per sec., and its direction cosines are 


cos a =: o, cos /? == ^-, cosy = -1- \=. • 

Jp 34/13 /p 4/13 

At the forward point c the central acceleration is ff^x = — = — 18 ft.-per-sec. per sec. At the rear 

point d the central acceleration is f^x — -P noaf = -f- 18 ft.-per-sec. per sec. 

Let 4 - AT, 4-2’, be the co-ordinates of any point P. Then we have the component velocities of that point: 


4 - ZCdy — ■} tOy zWy , , Vz = ■— XGDy .(l) 

The resultant velocity of any point is then 

V = \iv% -{■ Vy ^ vl -= 4/[(2' 4- rY 4 - x‘^]GOy 4- = fr'^ooy -p x^z . .(2) 

where A is the radius vector of the point relative to^. 

The direction cosines of v are 

cos a = cos fS — cos y .(3) 

These equations reduce to equations (i), (2), (3) of the preceding example if = o. 


The radius r for the point P has the direction cosines cos — cos r =—• The deflecting accelera- 

r r 

tion is/,- = towards O for rotation about OY, and xool towards OZ for rotation about OZ. The com¬ 
ponent deflecting accelerations are then 

frx •= — -- XGol, fry — O, •= — ZQOy. 

The deviating acceleration \s fay =■ ZGOyCOz^ Ihe components of the centTal acceleration are then 

fp^ = — XGO^ XGO^ , /p = , fpz= — .( 4 ) 

The resultant is ^ yp y W 

fp == Vfplffpy -^fpl = f {x’^ -p z'^)cOy -P z'^Cu'i^yGol =z fr'^Gol -P ( 5 ) 

The direction cosines of fp are 

cos a = cos (i = /y, cos r = C"".(6) 

Jp Jp fp ' 

These equations reduce to (4). (5). (6) of the preceding example if <a. = o. 
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(4) Let a vertical circle of radius r 2 ft, roll oft a horizontal plane with an angular velocity of j radians 
per sec,, while its centre describes a horizontal circle of radius 3 ft. with angular velocity about a fixed vertical 
axis. Find the angular velocity about the fixed axis ; the velocity and central acceleration of the top, bottonij, 
forward and rear points, and of any point in general, 

Ans. Take the co-ordinate axes 
as shown in the figure. Let O’Z' be the 
fixed axis. Then r — 1 ft., J = 3 ft., 

GOy = y- 3 radians per sec. Since the 
circle rolls, the bottom point b is on the 
instantaneous axis. The instantaneous 
axis must also pass through the point 0\ 

Hence O'b is the instantaneous axis, and 
OA parallel to it is the spontaneous 
axis. We have then 

raoy = —yooz^ 
or 

r GOy . 

GD, =-= — 2 radians per sec. 

y 

GO2 is therefore negative, as shown in the 
figure. The velocity of translation of 
the centre is given by 

z= rcoy = -1- 6 ft. per sec. 

The velocity at any point is that due to translation and angular velocity go about the spontaneous axis 
OA, or to angular velocity o? only about the instantaneous axis O^b. 

We have then at the top point a the velocity v^ = Vx + raoy == -f- 2ry == 4- 12 ft. per sec. At the 
bottom point b the velocity is Vx = Vx — rooy = o. At the forward point c we have the component velocities 
Vx — Fx — raoy = -f 6 ft. per sec. ly = rooz — — 4 ft. per sec., — rooy = — 6 ft. per sec. The result¬ 

ant velocity is then v = \'v\ y v] vl = 2 ft. per sec., and its direction cosines are given by 



cos a = ~ = -I- 

V 


3 

f22 


COS fS 


cos y 


• 5^5 ■ 

V 


4/22' ^ 4/22 

At the rear point d we have the component velocities Vx = Vx = rooy = -1- 6 ft. per sec., Vy — — rooz = 
-f 4 ft. per sec., = + rooy =-f- 6 ft per sec. The resultant velocity is, as before, z/ = 2 4/22 ft. per sec., 
and its direction cosines are 

Vx 


cos a = 


+ 


cos fS = A — -I-1™ 

4/22 


, . _ cos y — — - ^ - 

4/22 4/22 4^22 

The central acceleration of any point is that due to angular velocity about OA considered as without 

traJislaiion (page i45)» anglar velocity 
GOy about ( 9 Kand goz about OZ, without 
translation. In either case O and hence 
every point has acceleration xool towards 
O'Z', owing to rotation about OZ'. 

We have then at the top point a, the 
deflecting acceleration (page 80) f^z = 
— rod} — - 18 ft.-per-sec. per sec. due to 
rotation about OY, the deviating acceler¬ 
ation (page '^o)fay — rooyooz — — 12 ft.- 
per-sec. per sec. due to rotation of the 
plane about OZ, and the deflecting accel¬ 
eration fry=- - = - 12 ft.-per-sec. 

per sec. due to rotation about 0 Z. The 
component central accelerations are then 
^ = - iS ft.-per-sec_. per sec. 

and fpy = fry 4 - fay = rG^y<^z - = - 24 

ft.-per-sec. per sec. The resultant is then 


+ 



/p =r j^fpl 4. /pj= 30 ft.-per-sec. per sec., and its direction cosines are 
cos a: = o, cos = — 0.8, 


cos = 

Jp 


cos y 

Jp 
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At the bottom point ^ tlie deflecting acceleration due to rotation about OY is frz-=- + rtwj. The 
deviating acceleration due to rotation of the plane about OZ is fay = — rcoyooz. The deflecting 
acceleration due to rotation about O'Z' is fry = — The component central accelerations are then 

ffm = = + 18 ft.-per-sec. per sgc., fpy = fay + /ry = — rcOyGOz—yool ==‘o. The resultant central accelera¬ 

tion is then fp^. 

At the forward point ^ the deflecting acceleration due to rotation about OV is frx = — rc^iy, and due to 
rotation about O'Z, fry = — yoo%. The deflecting acceleration due to rotation of the plane about OZ is 
frx == — roal. The component central accelerations are then fpx — — = — 26 ft.-per-sec. per sec., 

= — 12 ft.-per-sec. per sec. The resultant acceleration is then fp = ^f^ + fp% — 24/205 
ft.-per-sec. per sec., and its direction cosines are 


cos a — 

-fp 


cosp-^^ 


cos y Q. 


At the rear point d we have, in the same way, fpx = + rool + rool,fpy = —yoDl, or fpx = + 26ft.-per- 
sec. per soc,,fpy = — 12 ft.-per-sec. per sec.,/p = 24/205 ft.-per-sec. per sec., and the direction cosines are 

cos nr = -j- 12 -- cos yS = ^ 


cos y = o. 


4/^* ' 4/205’ 

Let + .V, + y, + z be the co-ordinates of any point P. Then we have the component velocities 

7/^. = ^7;^ ^GOy = rCOy -f ZGOy, Vy = XGO2, Vz = ~,X(sOy . 

The resultant velocity is 


(I) 


V -4- 4- vi- = |/[(5' + rf 4- x~\(iOy‘^ + x^goz^ = -f ar'-'oj/.( 2 ) 


where r' is the raflins vi^ctor of the point from b. 
The direction cosines of u are 


cos oc 


Vx 

V 


cos f = - 


cos y — 


Vj. 

V 


(3) 


These ( cpiations ant the same as in the preceding example. For the component deviating accelerations 
due to rotation of the plane iibout OZ we have 

ax — Oi fay — , f az ~ O* 

For the component deflectin" accelerations due to rotation about OY, OZ, and O' Z' we have 


frx r::z 

— SCGDy^ — 

fry = -XOO^, 

frz — ZQQf 


fpx 

-— 

fpv = ZG^GOz — XGof, 

> 

il 

1 

... ( 4 ) 


'File resultant is 


f? — fpxfpy + /p^^ 


( 5 ) 


and its direction cosines are 


cos or = 


/p^ 


cos f 


^fpy 


cos y ■■ 


. fp^ 


fp^ ^ fp' /p‘ 

These erpiations reduce to (4), (5). (6) of the preceding example if J = o. 


( 6 ) 


Angular and Linear 



Acceleration Combined. —Let a rigid body have an angular 
acceleration a about an axis O'a so that O'a — a is the line 
representative. Let 0 be any point of the body. If at this 
point we apply two equal and opposite angular accelerations 
(Oa = and Od = both parallel and equal to O'a = the 
motion of the body is evidently not affected. 

We see, then, that the single angular acceleration O'a = a 
about an axis O’ a can be reduced to the same angular accelera¬ 
tion Oa ~ oc about a parallel axis Oa through any point ( 9 , and 
an angular acceleration couple O'a and Ob. 

Let / be the distance between the parallel axes. Then 
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(page 144) the couple causes acceleration of translation f^-=. la at right angles to 
plane of the couple, so that looking along the line representative of fn in its direction, th 
arrows of the couple indicate clockwise rotation. In the figure is at right angles to the 
plane of the couple and away from the reader. Hence 

{a) A single angular acceleration a of a rigid body about a given axis can be resolved 
into an equal angular acceleration about a parallel axis through any point of the body at a 
distance /, and a normal acceleration of translation = la of this axis in a direction at 
right angles to the plane of the two axes. 

{h) Conversely, the resultant of an angular acceleration a: of a rigid body about a 
given axis and a simultaneous acceleration of translation normal to that axis, is a single 


equal angular acceleration about a parallel axis at a distance / = 


"f 

the plane of the two 
a ^ 


axes being perpendicular to /„. 

(d) If, then, a rigid body has any number of angular accelerations, each one about a 
different axis through a different point, then by [a) we can reduce each one to an equal 
angular acceleration about an axis through any point we please, and a normal acceleration 
of transkition of this axis. 

All the angular accelerations at this point can then be reduced to a single resultant 
angular acceleration a about a resultant axis by the polygon of angular accelerations (page 
83), and all the normal accelerations of translation can be reduced to a single resultant 
acceleration of translation / not necessarily normal to the rbultant axis, by the polygon of 
linear accelerations (page 76). 

The change of motion of a rigid body in general can then be reduced, at any instant, 
to an angular acceleration nr about an axis through any point we please, and an acceleration 
of translation f of this axis. This acceleration y* of translation is not necessaiily normal to 
the axis. 

The angular acceleration a has the same magnitude and direction no matter what point 
is taken, but the acceleration of translation f varies in magnitude and direction with the 
position of this point. 

{li) This acceleration of translation f is not necessarily normal to the axis ai^d can m 
general be resolved into a component/, along the axis of and a componentnormal 
to this axis. 

But by ij)) wc can reduce « and T to the same angular acceleration a about a parallel 


axis at a distance I — 


/,.• 


Instantaneous Axis oe Acceleration.— This axis is the instantaneous axis of 
ACCELERATION because it is the axis without acceleration about which at a given instant 

angular acceleration takes place. ^ -u j j 

Hcncc, in general, the change of motion of a rigid body at any instant can be reduced 

to an angular acceleration a about an axis through any pomt of the body, an acceleration 

of translation/, along this axis, and a normal acceleration/, of translation of this^xis. Or 

to an angular acceleration a about a parallel instantaneous axis at a distance / = - and an 
' acceleration of translation fa along this axis. 
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Twist—Screw-Twist. —Angular acceleration of a rigid body about any axis we call a 
TWIST. Angular acceleration about any axis together with acceleration of translation along 
that axis we call a SCREW-TWIST. 

Hence the change of motion of a rigid body at any instant can be reduced in general 
to a twzst or screw-twist about an instantaneous axis; or to a twist or screw-tzvist about a 
parallel axis through aziy point together with a ziormal acceleration of translation of that 
axis. 

Spontaneous Axis of AcCELERATiON. —The axis of acceleration through the centre of 
mass of a rigid body at any instant is called the spontaneous axis of acceleration. If it has 
normal acceleration of translation f^, the instantaneous axis of translation is parallel to it at 


the distance / = the plane of these two axes being perpendicular \.o fn (page 151)- 

The acceleration of any point is that due to angular acceleration about the instan¬ 
taneous axis of acceleration, or angular acceleration about the parallel translating sponta¬ 
neous axis (page isO* 

If the spontaneous axis of acceleration has no normal acceleration of translation, the 
spontaneous and instantaneous axes coincide. 


CHAPTER II. 


ROTATION AND TRANSLATION—ANALYTIC RELATIONS. 


Components of Motion. —We have seen (page 144) that the motion of a rigid body at 
any instant can be reduced to a resultant angular velocity oo about an axis through any 
point of the body and a resultant velocity of translation D of this axis or of the body. 

The motion of the body at any instant is then known, if we know at that instant the 
velocity of translation of the axis through some given point of the body and the angular 
velocity of the body about this axis. 

We always take the given point at the centre of mass of the body, and denote the com¬ 
ponents of the velocity of translation U of the axis through it, along the co-ordinate axes, 
by Vyj and the conripoiients of the angular velocity w by 

The motion of the body at any instant is then known when these six quantities are 
known: 

OOy, GO,, 

These six quantities are therefore called the COMPONENTS OF MOTION of the body. 

Components of Change of Motion. —We have seen (page 151) that the change of 
motion of a rigid body at any instant can be reduced to a resultant angular acceleration a 
about an axis through any point of the body and a resultant acceleration of translation f of 
this axis. 


The change of motion of the body at any instant is then known, if we know at that 
instant the acceleration of translation of the axis through .some given point of the body and 
the angular acceleration of the body about this axis. 

We always take the given point at the centre of mass of the body, and denote the 
components of the acceleration of translation f of the axis through it, along the co-ordinate 
axes, by fx’> fy ^ f^y the components of the angular acceleration a by 


The change of motion of the body at any 
instant is then known when these six quanti¬ 
ties are known: 

fxy fyy Ky , Oiy , a„ 

These six quantities are therefore called the 
COMPONENTS OF CHANGE OF MOTION of the 
body. 

Motion of a Point of a Rigid Body— 
General Analytic Equations. —Let 0 be the 

centre of mass of a rigid body. Take any co¬ 
ordinate axes X, F, Z through the centre of 
mass 0 as origin, and let the co-ordinates of 
any point P of the body relative to 0 be y, z. 

Let the point P have the angular velocity 
00 about any axis Oa through the centre of mass 
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O, and let the components of go along the co-ordinate axes be ao^, GOy ^ Let the axes 
X, F, Z be fixed in the body and move with it. 

Rotation—Centre of Mass Fixed. —Let the centre of mass O be fixed. Then 
ZGOy is the velocity of P parallel to OX in a positive direction due to angular velocity oo^ 
about OY, and yoo^ is the velocity parallel to OX in a negative direction due to angular 
velocity 00 ^ about OZ. In the same way we have, parallel to OY, xgo^ positive and zoo^ 
negative, and parallel to OZy positive and xooy negative. 

If, then, Vyy are the component velocities of the velocity v of the point P due to 
rotation about the axis Oa through the fixed point (9, we have fior rotation only about an 
axis Oa through the fixed centre of. mass 


= zody — yoo^ , Vy = xc0^ — ZGo^ , = yoo^ — xcoy .(i) 


Rotation — Any Point Fixed. —Let any point O' of the body be fixed, and take 
the co-ordinate axes 0 X'^ O' Y\ 0 'Z\ parallel to OX, OY, OZ. Let the point P have the 
angular velocity oo about an axis O'a' through the fixed point O', and let the components of 
GO along the co-ordinate axes X, F, Z' be go^, cOy, go,. Let the co-ordinates of the centre 
of mass O relative to O' be x, y, J, Then the co-ordinates of any point P will ht x x, 
y y, 'z -■{- z, where ;ir, y, z are the co-ordinates of P relative to the centre of mass O. 

We have then, from (i), for the component velocities of the velocity v of the point P 
due to rotation 07ily about an axis 0'a' through any fixed point 0' of the body 

= — {y+ = (^ + — (y + — (S' + (2) 

If, in these equations, we make jt: = o, y — o, z = o, we have for the component 
velocities , v^, of the centre of mass 0 due to rotation about the axis O'a' through the 
fixed point O' 

V^ = ZGDy-- yoo, , Vy = XGO, — = JGO^ — XGOy .( 3 ) 

Rotation about Transi.ating Axis through Centre of Mass —Let the axis 

Oa through the centre of mass 0 have the velocity of translation v in any direction, and let 
, Vy, V, be the components of D, The point P will have, then, component velocities of 
translation in addition to the component velocities given by equations (i) for rotation only 
about an axis through the fixed centre of mass. Hence, for rotation and translation 
combined, we have the component velocities of P : 

= '^x +^OL)y — yoo^, Vy =Vy-\- + yoo^ — xooy . . ( 4 ) 

As we have^seen, page 145, the motion of a body in general can be reduced to angular 
velocity about an axis through the centre of mass and a velocity of translation of the body. 
Equations (4), then, are general and include all cases. 

Thus if ~v^ =0, = o, ~ o, we have rotation only about an axis through the fixed 

centre of mass, as given by equations (i); if in addition we put J + ;ir, r 4" 'zz for 

y, z, we have equations (2) for rotation only about an axis through any fixed point. If 
we put 'x,'y, ~z for x,y, z, we have equations (3) for the component velocities of the centre of 
mass due to rotation about an axis through any fixed point 

Resultant Velocity.—I n all cases the resultant velocity of Pis given by 

s ^2 _|_ ^2 


V = Vv, 


(5) 
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Its line representative passes through P, and its direction cosines are 

cos « = —, cos P = cos y = -.(6) 

V V 

Resultant Angular Velocity. —The resultant angular velocity is 

GO z=z V GO^ GO^ -j- GO^ . (j) 


Its line representative passes through the centre of mass 0 , and its direction cosines are 


cos a = —, cos p = —, cos y = —. 

GO GO 'go 


( 8 ) 


Moment of Velocity. —Let the moment of the velocity of P about the axis O'a' 
through any point 0 ' be ifj. Then for the component moments about the 

axes X', Y', Z' of the component velocities Vy, of the point P due to translation and 
rotation we have 


where Vy, 
and translation 


about . M:^ = vly+ y) - z;/ ^ + z), ' 

O'F. M:y=.vJ,I+z)^vlx+^). ^ 

“ O'Z' .= v^{ X^x) - vjj + 

are given by equations (4). Substituting these values, 


.(9) 

we have for rotation 


+ J') ~‘^'y( ^ + ^) {y x(y x{:^ + + z)oo^y 

^vy— " + -S') “ t’i(x x) 2 {2 s)00y - ^{2 z')OOz— y{^X X)(X)x\- ^(^'+ x') 0 !)y, 

Vyi ^ — + y) + -{■x)go^— 2(^-{-x)oo^—2{J-^y)a?y-]ryiy+y)oi),. 


Kio) 


For rotation only = 0, = o, = 0. For axis through centre of mass ^ = o, >' = o, F = “0. 

Velocity along the Axis of Rotation. —For the velocity of translation along 
the axis of rotation wc have 

Fa — F^ cos a -\-Vy cos fS -\- v, cos y, 

or, from (8), 

^- ^ ^ ..(II) 


This is called the axial velocity or velocity of advance. It is the velocity with which 
the body moves along the axis of rotation. 

Velocity Normal to the Axis of Rotation. —The components, along the axes, of 

the axial velocity are __ __ 

v^ cos a, v^ cos /?, cos y. 

If we subtract these from the components Vx, F^ of the velocity v of translation, we 
have the components of the velocity of translation v^^ normal to the axis of rotation; 

_____ „ ^aOOx 

Vnx — COS a = y 


COS ^ = Vy 
Vnz COS y = V^ 


'Vg^y 

GO 

F^^ 

QD 


(I 2 ) 
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Equations (7), (8) and (i i) give screw-spin (page 145) about the axis of rotation through 
the centre of mass. Equations (7) and (8) give the angular velocity G?about the axis of 
rotation and the direction of this axis, and equations (i i) give the velocity along this 
axis. Equations (12) give the components of the velocity of translation normal to this axis. 

Instantaneous Axis of Rotation. —Let y, z be the co-ordinates of any point of 
the instantaneous axis of rotation. Since the normal velocity of any point of this axis is 
zero, we have, from equations (4) (page 154)? 

+ ZGOy — yOD^ = O, TUy + = O, ^nz + ^ = O. . (13) 


These are the equations of the projections of the instantaneous axis of rotation on the three 
co-ordinate planes. 

Let y^, £, be the intercepts of these projections on the co-ordinate axes. Then in 
equations (13), making jj/ = o and z' — o in the last two, we have 





making x ^ o and .sr == o in the first and last, 

"^nx 




GOx 


making y = o and ;ir = o in the first two, 



'^nx 

00 y * 


(14) 


Let the perpendicular from the centre of mass O upon the axis of rotation be p, and let 
iZ A’ A> A be its projections on the co-ordinate axes. 

Let the intersection of p with the axis be 0 \ so that 
■ 00 ' == p. 

Let us consider the projection of the axis on the 
plane YZ, In the figure p^— Ob and 
have, then, 

A = rA. 



y, 


A 


where and y^ are the intercepts Oa and Od given by equations (14). We have also the 
distance 

ab ^ ^-1 p,. 

A 


Hence 

p,=z^—ab 

Substituting the value of py,- we obtain 


A 


_ ^lA 


A 




Substituting the values of and from (14), we have 


GO, 


00: 


Py 
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In the same way we can findand/^, and on the other two co-ordinate plain., 
We thus have 


A _ ^’nx^z 

^ GOJ G0l'~' go! + GO^ ' 

__ '^’ny(^x 

go! + oo! -j- C»; * 

Equations (i5) give the position of the instantaneous axis of rotation. 

We have also, from (13) and (8), 

^ cos a — Go(p^ cos ^ —py cos 7) , GO^ = GO COS Of, 

cos /3 — Go{p^ COS y —p, cos or), go^= go cos /J, 

~ cos y —.Go{py cos 01 ~ Px COS fi), GO^z= GO COS y. 




Vn-rG^V 


Gol -|- go! GO^y + Gol 


/A 




(15) 


(16) 


When, therefore, the components of motion, v^, v^, v^, oo^, oo^, oo^, are given for the 
centre of mass O, we have oo from (7), the direction of the instantaneous axis of rota¬ 
tion from (8), and the position of this axis from (15). We have also the velocity along 
this axis from (li), and the normal velocity "fi,, from (12). 

On the other hand, if the position and direction of the instantaneous axis of rotation are 
given, together with the velocity along it and the angular velocity 00 about it, the compo¬ 
nents of motion are given by equations (16). 

Tiiii Invariant tor Components of Motion. —From (ii) we have 


v^oo = -1- 


(17) 


But whatever point we take as origin, w does not change, and the velocity along 
the instantaneous axis of rotation does not change. This quantity (17) is therefore called 
the invaria)it of 1 he components of motion. 


If the invariant is zero in any case, we must evidently have either or go zero. If gj? is 
not zero but the invariant is zero, then the 
velocity along the axis must be zero. In this 
case the condition 


4- = o 


Wx 


2/az 


is the condition for a spin, or angular velocity 
only, about the instantaneous axis of rotation. 

If V^ is not zero but the invariant is zero, 
then 6; must be zero, and we have translation 
only. 

Change of Motion of a Point of a Rigid 
Body—General Analytic Equations. —Let 0 be 
the centre of mass of a rigid body. Take any co¬ 
ordinate axes X, F, Z through the centre of mass 
( 9 , and let the co-ordinates of any point P be x, 
y, 

• Let the point P have angular acceleration a 
about any axis Oa, and let the components of a 
along the co-ordinate axes be 

Let the axes Z, F, Z be fixed in the body a 7 id 
move with it. 


ZtXjA:: 




z 



CLz‘ 


0 ' 


/<lx 



a' 


Y 


y 
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Tangent Acceleration. — Let the axis Oa be fixed. Then zay is the tangent 
acceleration of P parallel to OX in a positive direction due to angular acceleration ay about 
OYj and ya^ is the tangent acceleration parallel to OX in a negative direction due to 
angular acceleration about OZ. In the same way we have, parallel to OYy xa^ positive 
and za^ negative, and parallel to OZy ya^ positive and xay negative. 

If, then, ftx^ fty^ ftz the component accelerations of the tangent acceleration f^ of the 
point P due to angular acceleration a about the fixed axis Oa^ we have 

fix - — yol,, fty - xa, - za^ , A = yo^x - 

For any other axis through any point ( 9 ' we have x Xy'y-^- y^ i’ 4 --s' in place of x^y^ 
and hence 


ftx = {z ■\-z)ay — {.y-\-y)a^, fty = ix-\-x)a^ — iy!-^z)a^, ft, = {yy)«^- {xx)(Xy. {\) 


These equations are general. For axis through the centre of mass we have x =z o. 



y = Oy z = o. 

Central Acceleration. —The central acceleration is 
due to rotation only, and is not affected by translation. 
Let, then, T^y, 74 be the component velocities of the point P 
due to rotation only about an axis O'a through any point O'. 

Then v^oDy is the central acceleration of P parallel to O'X' 
in a positive direction, and v^qd^ is the central acceleration 
parallel to O'X' in a negative direction. In the same way 
we have, parallel to 0 ' Vy positive and negative, and 

parallel to 0 ’Z' y VyOo^ positive and v^cOy negative. 

If, then,/p^,are the component central accelera¬ 
tions of the point P due to rotation only about an axis O'a' 
through any point 0 'y we have 


fo. = W *“ VyOD.y fpy 




ffz = 


- ‘^x‘^y, 


where v^, are given by equations (i) page 154. 

Substituting these values of v^, 74, we have for axis through centre of mass 


f(,x = y^x^^y + ^^x'^z — xoo^y - xao^, 

fpy = + XOO^OO^ — yool — ywl, 

fpz = ^^z<^x+y(>^z<^y — ■S'®! - 

For axis through any point O' we have only to put x x, y y, z z in place of 
X, y, z, and we have then, in general, 


fpx = (7 +y)<^x^y + (-^ + ^)^x<^z -{x-\-x)coj — (^ 4 -;tr)(»?, ' 

A = {^ + ^)°^y^z + i^ + ^)^y^x-(y + y)ool - (y+7)®|, - 

A = {x + x)00^Ci)^-{-{y-}-y)G0W^- {z + z)ool — (i+ z)w^. _ 

These equations are general for axis through any point, 
mass we have x =0, y = Oy z = o. 


. • .( 2 ) 


For axis through centre of 
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Deflecting and Deviating Accelerations.—W e see from oao-e Sn • 

equations (a) all ter.s containing a,;, aj, gj,, .g, X-Taccd. at „ 

L° ;„d'7 Ha"?'”'’”'"' 7™’'"* - 


■frx (-*' “j- — (^x -|- , 

fry=-{y-\-y)(x^, — {J-{-y)aF^, ~ 
frx— — (■S+^)a^ — (F+.a-)c»j, _ 


( 3 ) 


and for the components of the deviating acceleration 


fax — (y -}-y)oa^a)j, -j- ( ^ + £)oo^go^, j 

/.;, = (« + z)GOyW^ + ( ^ + y .( 4 ) 

/tttt = ( "^ + (y -hy)Gi)^G!)y. J 

All these equations are general. For axis through centre of mass we have x = o, y z=: 0, 
IT =zO. ’ . ’ 

RESur/rANT Acceleration.—L et the cmire of mass O have the acceleration of 

translation / and the components /„ /^, f. Then the components of the resultant 

acceleration f are 

fx=fx-\- fpx + ftx =fx~\- fax "I- frx + fix > 
fy =fy -{-fpy +A =fy +fay-\-fy fty, 
fz—ft! ~fz-\- faz 4" frz 4“ fiz I 


or substituting the values oi fax, fay, faz, f-x, fy, frz, ftx, fty, ftz from equations (4), 
(j) and (1), wc have 


fx ~ fx + (y+yy‘‘NC‘'>y-f{z+z)(iLyaN—{x + x)ooj-(x-J[-x)a}lf-{s-j-2)a^—(jy-{-f)aa, 

fy fy + (•" I- "y‘'y(‘‘>z + {x+x)m^a>^-{y+y)a);--{y-{-j)a)l+ (x-fx)a^-{s-{--)a!x, 

fz — fz + { -r + -I ) W r*L + (y4-- ( -5'4- 4 - {y +:))oix -{x + x)a^ . 


( 5 ) 


These eciuations are general. For axi.s through centre of mass we have ;r = o, 
= o, 5 = O. In any case the resultant acceleration of Pis given by 

/= .( 6 ) 

Its line representative passes through P, and its direction cosines are 


cos a 


fj^ 

■/’ 


cos f = 


/’ 


f 

cos y = y 


( 7 ) 


Resultant Angular Acceleration. —The resultant angular acceleration is given by 

a = Vaf 4“ rq,* 4“ otz^ . 
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lie representative passes through O, and its direction cosines are 


cos a = 


a 


cos = 




O^z 

cos y — 

a 


( 9 ) 


Moment of Acceleration. —Let the moment *of the acceleration of P about the 
ds (9V through any point O' be Then for the component moments Mfz 

)out the axes Y\ Z' we have 


about O'X' .if; fl 1 + Z), 

“ . O'Y' . 

“ . 


where fyy fz are given by equations (5). Substituting these values, we have for rotation 
and translation 


fX.y y)—fk - +z^(.y-i-y)(^ + + + 1 

+ (•^ + ^)(.y +y){ool — co^)+{y +yf{o£>,ooy + «;-(^■+ ^f{<^yBOz — I 


= /*( ^ + ^)~ fkx-\- ^H-( ^■i-^Xy + y){ao ooy - a,) - (^ + xXy X-y)ia}. 00 y + 

+ (^+ ^)(^+ + + + — ay), 


(lO) 


Mk —fy^^ + ^)~ fx(.y 'Yy)-\-( x + x)(z z){_oi)yOo^ — a^)—(y -|- z -f- z)(oo,,qd„ a^j 
+ (J +y)(^ +■*)(<»? — ®')+(^ + ^y(a>ya>^ -i-a.)—(y+yy((^xe^y — 


For rotation only = o, = o, f^-=z o. For axis through centre of mass ‘x — 
y = o, ^=0. 

Acceleration along the Axis. —For the acceleration of translation fa along the 
axis of angular acceleration we have 

fa —fac COS aXfy COS /3 T COS /, 

or, from (9), 

.(.,) 


This is called the axial acceleration or the acceleration of advance. It is the acceleration 
with which the body moves along the axis of angular acceleration. 

Acceleration normal to the Axis of Angular Acceleration.— The com¬ 
ponents along the co-ordinate axes of the axial acceleration are 

f^ cos a , f^ cos fy f cos y. 

If we subtract these from the components/^ , 4 , , we have the components of the 

acceleration of translation 4 normal to the axis of angular acceleration, 

/«^=Z: —Z cosa = A-A —7 

a 

/«^=Z-Z cos ^ - • 

7 xz= 7 z-/a cosy = X-X 


I: 


(12) 
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Equations (8), (9) and (ii) give the screzv twist about the axis of angular acceleration 
through the centre of mass. Equations (8) and (9) give the angular acceleration and the 
direction of the axis of angular acceleration, and equation (n) gives the acceleration along 
this axis. Equations (12) give the components of the acceleration of translation normal to 
this axis. 

Instantaneous Axis of Acceleration. —Let ;r, 7, .s- be the co-ordinates of any poiu: 
of the instantaneous axis. Since the normal acceleration for any point of this axis is zen , 
we have 


ffijc + yOCz — O, fny + — O, f = 0 . (13) 

These are the equations of the projections of the instantaneous axis of acceleration on 
the three co-ordinate planes. 

Let 9/p be the intercepts of these projections on the co-ordinate axes. Then, in 
equations (13), making j/ = o and = o in the last two, we have 


X, 


ffti 






ny ^ 


making x = o and ^ = o in the first and last, 

fnx 


fnz 




m 


aking j/ = o and = o in the first two, 


J' 11V 


fnx 


(14) 


Let the perpendicular from the centre of mass 0 upon the axis of angular acceleration 
be p, and let p^, py, A its projections on the co-ordinate axes. Let the intersection of p 
with the axis be 0 \ so that 00 ’ — p. Then, just as on page 157, we have 




fz 




+ ai c 

We have also, from (13) and (9), 


Py 


f nz^X _ f nx ^z 

ol; -j- al 


a! -f al + a! 


. (IS) 


cos a — a[p^ cos — py cos y), 

fy=if^ cos fS — a(p^ cos y — p^ cos «'), 

f, = cos y — (v{p^ cos ^ — px cos / 5 ), 


a^-=z a cos 
eVy — a cos /?, 
a cos y, 


• . (16) 


When, therefore, the components of change of motion are given 

for tlij centre of mass (9, we have a from (8), the direction of the instantaneous axis of 
accjleration fro n (9), and the position of this axis from (15). We have also the acceleration 
fu. along the axis from (ii), and the normal acceleration from (12). 

On the other hand, if the position and direction of the instantaneous axis of acceleration 
are given, together with the acceleration/"^ along it and the angular acceleration a about it, 
the components of change of motion are given by (16). 

The Invariant for Compon-ents of Change of Motion.— From (ii) we have 


^ fxO(-x + / 4 - » 


(17) 
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But whatever point we take as origin, a does not change and the acceleration/"^ along 
‘nstantaneous axis of acceleration does not change. This quantity (17) is therefore 
the invariant of the components of change of motion. 

If in any case the invariant is zero, we must evidently have either/"^ or oc zero. If oc 
IS not zero but the invariant is zero, then the acceleration f^ along the axis must be zero. 
In this case the condition 

fxOix -{‘fyOCy -ffzO^z = o 

is the condition for a twist, or angular acceleration only about the instantaneous axis of 
acceleration. 

If f is not zero but the invariant is zero, then a must be zero and we have no angular 
acceleration. 

Examples.—(i) A baseball rotates about an axis through its ceiitre of mass, with angular velocity gd, a?id its 
centre of 7nass has a velocity Tj making an a 7 igle with 00 . Find the resultant motio7i. 

, Ans. Take v coinciding with the ax^ of Y, and the plane 

. ^ of ^ and 00 as the plane of XY. 

q/ The components of motion are 

Ps \ = 0 , Vy=z V, ^2 = 0, = V COS /?, 

XiGj —_ ■ ^ - 

~ ^ GtJj/ = Cl> cos p, GOz ~ O, 

where oc and /? are the angles of oo with the axes of X and Y. 

/ / \ For the position of the instantaneous axis of rotation we 

/ / \ CO r have, from equations (12), page 155, and equations (15), page 

f- -- f—»—'f 157 . 

\ N. J y Vnx ~ — d) cos y5, Vny = D — V COS^ / 3 , Vnz = O. 

JXT / p =z O p — O p — 


y where is the component of the velocity along g> 3, or ^ = 

V cos a. 

The motion of the ball is then a screw-spin consisting at any instant of rotation co about an axis O'd 
parallel to the axis of rotation at the centre of mass 0 at the distance pz from the centre of mass, and a 
velocity of translation Fa along this axis. Onrotation go about the axis Oa, through the centre of mass, 
velocity Va along this axis and Fn of translation of this axis, where Vn—^^v cos /?. 

Disregarding the action of gravity, the centre of mass 0 moves in the resultant of Va and Vn , or along 
0 Y with uniform velocity v. 

Since, owing to gravity, the ball falls vertically, the centre of mass 0 moves in a vertical curve, the 
plane of which intersects the plane X K in a straight line 0 F. 

(2) Ball-players assert that this Bitersectio7i is 7 iot a straight line, but a curve. Show how this cafi be. 
Ans. No account has been taken of the resistance of z # 

the air. ^ / 

1st. Curvature normal to the plane of co and^. ^^ 

— Owing to rotation co about the axis Oa and the velocity ^ y 
Vn of translation of this axis, the velocity of all points of the / 

advancing quadrant Obc will be greater than for correspond- / \ 

itig points of the receding quadrant Ocd. | _0 _ J_ _ 

The normal pressure n on the advancing quadrant Obc 1 

will then be greater than the normal pressure n' on the re- \ / / 

ceding quadrant Ocd. \ / 

The resultant pressure N at the centre O makes an ^ 

angle with Vn and its component Nn normal to Fi and to —- 

the plane of 00, and v is always away, from the advancing / ^ ^ \ 

quadrant Obc causes curvature in this direction. a ^ 

It is generally supposed that the curvature is due to the ball rolling upon a cushion of compressed air 
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in front Of it, hut, as we see, the direction of A^n a/ways opposite to the direction in which the ball would 
thus tend to roll. 

2d. Curvature in the plane of cd and v. — The air causes a retardation of Wa and 2^, that is of 
translation along the axis and translation of the axis. 

If these retardations were proportional to the velocities there 
would be no curvature in the plane of go and 

But these retardations are more nearly proportional to the 
squares of the velocities. Hence the greater component is retarded 
proportionally more than the lesser, and we have curvature in the 
direction of the lesser. If, then, v makes an angle with go less than 
45®, we have curvature Oa in the direction of Vn ; if greater than 45®, 
we have curvature Ob in the direction of TJa. 

Thus by giving the ball a spin the pitcher is able to make it curve 
right or left in the plane of and v, and at the same time a curve at 
right angles to this plane has also been proved. 

We have, then, an acceleration f right or left in the plane, and an 
acceleration/„ parallel to Nn in the first figure at right angles to this plane. 

The curvature will always, then, be opposite in direction to the direction in which the ball would tend to 
roll on tlie forward cushion of compressed air. So far as any such action exists it decreases the curvature. 

If, then, V is at right angles to go, or makes an angles of 45® wdth it, there is no curvature in the plane of 
V and GO at that instant, but in all cases and at every instant there is curvature at right angles to this plane 
opposite to the direction in which the ball would tend to roll on the forward cushion of compressed air, and 
diminished more or less by this tendency. 

(3) A vertical circle of radius r 2ft. rotates about a fixed horizontal axis through the centre of 
mass at right angles to the plane of the circle zvith angular velocity of j radians per sec. Find the velocity 
and central acceleration for any point in general. 

Ans. (Compare with example (i), page 146.) Take co-ordinate axes as shown in the figure. Then 

r — 2 ft., 0? = = + 3 radians per sec., qox’= o, goz=^ o,Vx — o,Vy —q 
Vz = o. The components of motion, then, are known. Let x and z be 
the co-ordinates of any point P. For all points j = o. Then, from 
equations (i), page 154, we have 

Vx ~ ZGOy , Vy = 0, Z/g = — XQOy .(l) 

The resultant velocity is 

V — ^v% Vy -{■ vl~ rcoy . .(2) 

Vand its direction iosines are 

cos — =r + ~ COS yO = = O, COS y = - z=z -. . . (3) 

V r V vr 

These are the same equations as on page 146. 

From equations (15), page 157, we see that the axis CF is the 
instantaneous axis, or the spontaneous and instantaneous axes of 
rotation coincide. From equations (17), page 157, we see that the invariant is zero, and we have § spin 


only about the instantaneous axis. 

From equations (2), page 158, we have for the component central accelerations, since J = o, y = o, 
z = o, and y = 0, 

fpx = ~ xgo^ , fpy = o, fpz — zoo^ .(4) 

The resultant central acceleration is 

fp = Vfpx -h fpl +• fpz =■• TGOy *(5) 

and its direction cosines are 





s 

r 


(6) 
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These are the same equations as in example (i), page 146. From equations (4), page 159, we see that 
component deviating accelerations are fax — o, fay = o, faz — o, or the plane of rotation does not change 
lirection. 

(4) ^ vertical circle of radms r 2 ft. rolls on a horizontal straight Ime. The centre moves parallel to 
uit line with a velocity of 6 ft. per sec. Find the a?igular velocity and the velocity and central acceleration 
it any point. 

Ans. (Compare example (2), page 146.) Take co-ordinate axes as shown in the figure. Then r = 2ft. 

and the components of motion are 



7/^ = + 6 ft. per* sec., Vy = 0, Vz — o. 

OOx = 0, 00^ = C£), ODz = O. 

Since the circle rolls, r(^y = , and hence 

G5j>/ = — = -f~ 3 radians per sec. 

From equations (4), page 154, the component velocities of any 
point P whose co-ordinates are x, z, are 

'^x—Fx + ZGOy = rCOy 4- ZGDy , Vy=iO, 7 /g = — XGDy . . . (l) 

The resultant velocity is 

V = Vy = GOy \/{z + ry x^ = r'aoy , . . . (2) 

where r' is the radius vector of the point relative to the bottom 
point 3 . 


The direction cosines of v are 


cos (X. = —, cos p = z= o, cos r = —.. (3) 

These are the same equations as in example (2), page 146. 

From equations (15), page 151, we have for the co-ordinates of the instantaneous axis of rotation 


Px =0, py = O, 


pz - 


GOy 


r. 


The axis bY' through the bottom point b parallel fo ( 9 K is then the instantaneous axis of rotation. 

From equation (17), page 157, we see that the invariant is zero and we have a spin only about the 


instantaneous axis. 

From equations (2), page 158, we have for the component central accelerations, since x = o, f = o, 
F = o and y = o, 

fpx — — ^(^y » fpy ~ O, fpz = — 2GD-y .(4) 

The resultant is 

= V/pl + /fl = rC!>y .(5) 


and its direction cosines are 


cos a — ~ 

Jp 


— —, cos = o, 

^ /p 


cos y 


fpz _ 

fp r * 


. . - ( 6 ) 


These are the same equations as in example (2), page 146. 

From equations (4), page 159, we see that the component deviating deflections are fax ~ o,fay = o, 
faz = o* 01“ ^he plane of rotation does not change in direction. 

(5) Let a vertical circle of radius r — 2 ft. roll on a horizontal plane. The centre moves with a velocity of 
6 ft. per sec. At the same time lei the pla^te of the circle rotate^ about a vertical diameter with an angular velocity 
of 2 radians per sec. downwards. Find the afigular velocity about the horizontal axis, and the velocity and 
central acceleraium of a?iy point. 
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Ans. (Compare example (3), page 147.) Take co-ordinate axes as shown in the figure. Then . 
and the components of motion are r=: + 6 ft. per sec., ^ = o, 

T/z ^ o, oox = o, GDy, GOz = — 2 radians per sec. 

Since the circle rolls, 17 


rooy =■ or + 3 radians per sec. 

From equations (4), page 154, the component velocities of any 
point P whose co-ordinates are x, z, are 


Vx = Vx+ 2GOy = roOy + ZGOy , Vy =■ XODg, Vz ^ XOOy, (i) 

The resultant velocity is 

V = A Vl i / l(z 4- ry + X^ldDy + X^GDg 


— ^^r'^GDy A X^Q 


.(2) 



where A is the radius vector of the point relative to the bottom 
points. 

The direction cosines of v are 

Vx Vy Vz 

COS n: = —, cos /3 = cos r = . . (3) 

These are the same equations as in example (3), page 147. 

From equations (15), page 157, we have for the co-ordinates of the instantaneous axis of rotation 


. ^ . 'roDyODg 12 . . rcfol 18 . 

i>x = 0, ^y= ——5- = - — ft., --s — =-ft. 


GDy -f- GO z 


GOy -j- GO z 


The instantaneous axis passes through this point and is parallel to the spontaneous axis Oa. It there¬ 
fore passes through the bottom point 

From equations (17), page 157, we see that the invariant is zero and we have a spin only about the 
instantaneous axis. 

From equations (2), page 158, we have for the component central accelerations, since x = o,j/ = o, 
z = o and j/ = o, 


J^px — — XGDy — XGOz , fpy — ZGDyOOz , /"ps — ^GGy. 


The resultant is 


/p — Vfpx +/py + /pz = j/ r^GD* 4 - Z^CDyGOl, 


and its direction cosines are 


cos a = ^ 
fp 


cos /3 = fp- 
Jp 


cos y = 


These are the same equations as in example (3), page 147. 

From equations (3), page 159, we have the component deflecting accelerations 

frx “ — XGOy — XG£fzi fry = O, f~ — ZGO"^ , % 

and from equations (4), page 159, we have the component deviating accelerations 

fax — O, fay = ZGOyGDz, faz = O. 

The plane of rotation therefore changes in direction. 

(6) Let a vertical circle of radius r — 2 ft. roll on a horizontal plane with an angular velocity of j 
radians per sec., while its ce 7 itre describes a horizontal circle of radius j ft. with afiytilar velocity about a fixed 
axis. Find the angular velocity about the fixed axis ; the velocity and central acceleration of any point. 
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Ans. (Compare example (4), page 149.) Take co-ordinate axes as shown in the figure. Let 0'Z‘ be 

the fixed axis. Then r = 2 ft., J/ — 3 ft., and the 
components of nn^tion are 6 ft. per sec., 

= o, o, (Wjc - o, G!3y = + 3 radians per sec., go^. 
Since the circle rolls and the centre rotates 
about O'K'y we have 



: = —JGO2 or GOz = 


2 radians. 


(0^2 is therefore negative as shown in the figure. 

From equations (2), page 154, the component 
velocities of any point P whose co-ordinates are Jtr, 
s, are, since jF= o, J = o and j/ = o, 


Vx — 2GDy — yooz = ^GOy + SODy , 

If2 —— — X GOy. 


V ~ \/Vx -h 1'y ^ CWy -j- .. 

where r' is the radius vector of the point from the bottom point d. The direction cosines of v are 


(I) 


(2) 


cos C(.z=z 




COS /i ^ cos r = 

V V 


(3) 


These equations are the same as in example (4), page 149. 

From equations (15), page 157, we have for the co-ordinates of the instantaneous axis of rotation 


A =0, 




GGy ~|- GOz 


13 


ft., pz 


roo:: 


GOy + GOl 


18 

13 


ft. 


The instantaneous axis passes through this point and is parallel to the spontaneous axis Oa. It there¬ 
fore passes through O' and the bottom point b. 

From equations (17), page 157, we see that the invariant is zero, and we have a spin only about the 
instantaneous axis. 

From equations (2), page 158, we have for the component central accelerations, since x =: o, J — o and 

7 = 0 , 

fpx = - XGdI - XGOl , fpy-- yOOl + ZGOyOOzy fpz = ~ ^GO^ .(4) 


The resultant is 


J" Vf -Vfpy -h fpl , 


(5) 


and its direction cosines are 


cos a ~ 


fpx 
fp ’ 


cos /? = 


fpv 

fp^ 


cos y = 


/pg 

fp 


These are the same equations as in example (4), page 149. 

From equations (3), page 159, we have the component deflecting accelerations 


= — XGQ^y — XGGl , fry = — , frz — — 2G0y , 


and from equations (4), page 159, we have the component deviating accelerations 


fax — O, fay — S^GOyGDz , faz — O. 

The plane of rotation therefore changes in direction. 


( 6 ) 
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Euler’s Geometric Eq[uatioiis. —Let OX^ OY, OZ be rectangular co-ordinate 
fixed in the body and therefore rotating 
with it, and let the body rotate about 
some axis fixed in the body and therefore yy 

making invariable angles with these axes, /Al '—ID- 

so that the component angular velocities //f \ 

are ooy^ qd^. / / \ \ 

Let OZ.^ be rectangular // \ 

co-ordinate axes whose directions in space / / / co 9 / 

are invariable. For instance, the axis / / / \ _ j— -J^ 

OZ^ may be always directed towards the ‘ / / / - 

north pole or parallel to the earth’s axis, / / AfiX // ' 

then X^Y^ is the plane of the celestial y 

equator. 

Let the point 0 be taken as the ^ 
centre of a sphere of radius r. Let X^ , \/ 

Fj, Zj, X, F, Z be the points in which ^ ^ 

this sphere is pierced by the fixed and moving axes. 

Let the axes OX, OY, (9Z have the initial positions ,< 9 Zj, OY^, OZ^. Turn the body, 

1 st, about OZ^ through the angle X^Z^P = so that OX^ moves to OP, and OY^ to ON. 

2 d, about ON through the angle PNE = 6, so that OP moves to OE, and OZ^ to OZ. 

3 d, about OZ through the angle EOX = <p, so that OE moves to OX, and ON \.o OY. 

It is required to find the geometric relations between 0 , d, 0 and 00 ^, oOy, 0 Dz> These 
geometric relations are called Euler’s Geometric Equations. 

The line <9A^ is called the line of nodes, 6 is the obliquity and 0 the precession. 

The angular velocity of Z perpendicular to the plane of Z<9Z^ or about OZ^ at any 

instant is This is called the angular velocity of precession. The angular velocity of Z 


along ZZ^ or about ON is at the same instant This is called the angular velocity of 

nutation. The angular velocity of X relative to E, or F relative to N, at the same instant 
. dep 


Draw ZD perpendicular to OZ^. Then ZD = r sin 6, and the linear velocity at any 
instant of Z perpendicular to the plane of ZOZ^ is r sin 6 . and along ZZ^ at the same 


instant it is r - 


The linear velocity at the same instant of Z along YZ is roo^, and along 


ZXit 


We have, then, directly from the figure, 

d8 


roo cos 0 + rcsD^ sin <p. 


or, since r cancels out. 


rcsDy sin 0 — roo^ cos 0, 


00 cos (p 00 ^ sin 0, 


sin 6 . ~ =: GDy sin 0 


00 ^ cos 0, 
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Combining these two equations, we have 


do dip 

GD^ = ~ . sm 0 — sin d cos 0, 

dd dp 

GDy^ . COS 0 + ^ sin 6 sin 0. 


(2) 


We have also the linear velocity of E perpendicular to the plane of Z^OE, equal to 

^ dt 
along XY 


r cos 6 * and of X relative to E along EX, We have, then, for the velocity of X 


dp 

dt 


rco^ = r —77 cos d -\-r 


dp 

dt^ 


or 


dp n ^ 

0., = ^ cos 6'+^. 


( 3 ) 


Equations (2) and (3) are Euler’s Geometric Equations. They give the relations 

d I) 

dt "" """"" ^ dt 


between cso^, , go^ and the angular velocity of OZ about 0 Z\ of OZ about ON, 


dp 

the line of nodes, oi OY relative to ON. 

Auxiliary Angles.—From the spherical angles of the figure, page 167, considering W as 
a vertex in each, we have for the direction cosines of the moving axes, with reference to the 
fixed, 

cos = — sin p sin 0 -j- cos p cos p cos 6 , 

cos YOX^ = — sin p cos p — cos p sin p cos 0 ^ 

cos ZOX^ = sin B cos p, 

cos XOY^ — cos p sin 0 sin p cos p cos B, 

cos YOY^ = cos p cos p — sin p sin p cos B, j>-. 

cos ZOY^ = sin B sin p, 

cos XOZ^ = — sin B cos <p, 
cos YOZ^ — sin B sin p, 
cos ZOZ^ — cos 6 . 

For the angles which tne axes Z^ , Z and ON make with the axes X, Y and Z we have 


cos Z^OX 


- cos 0 sin B, 
cos Z^OY = sin p sin d, 
cos Z^OZ = cos 6 , 

cos ZOX = o, 
cos ZOY =r o, 
cos ZOZ =• I, 

cos NOX ~ sin 0, 
cos NO Y = cos 0, 
cos NOZ ~ o. 


(5) 






DYNAMICS. GENERAL PRINCIPLES, 


CHAPTER I. 

FORCE. NEWTON’S LAWS OF MOTION. 

Dynamics. —We have given in the preceding pages the principles of kinematics, or 
the measurable relations of space and time only, that is of pure motion. But we have to 
deal in nature with material bodies and force. 

That science which treats of the measurable relations of force and of those measurable 
relations of matter, space and time involved in the study of the change of motion of bodies 
due to force, is called DYNAMICS {pvvajxiz, force). 

Material Particle. —We have already seen (page 20) that, whatever the constitution of 
matter may be, we can consider a body as composed of an indefinitely large number of in¬ 
definitely small PARTICLES, so small that each may be treated as a point. 

We denote the mass of such a particle by in, and the sum of the masses of all the par¬ 
ticles of a body or the entire mass of a body by m, so that 

m = 2 in, 

Impressed Force. —It is a fact of universal experience that no particle of matter is able 
of itself to change its own motion. If, then, a particle is at rest it must remain at rest unless 
acted upon from without. If it is moving at any instant in a given direction with a given 
speed, it cannot change either its speed or direction, that is, its velocity is uniform^ unless 
acted upon from without. This action from without to which the change of velocity in any 
case can always be attributed we call impressed force. 

Newton’s First Law of Motion. —A body is a collection of particles. If there are no 
impressed forces, each particle must then be at rest or move with uniform speed in a straight 
line, and hence the body itself has motion of translation in a straight line. 

This fact was expressed by Newton as follows: 

Every body continues in its' state of rest or of uniform motion in a straight line^ except in 
so far as it may be compelled to change that state by impressed forces. 

This is known as Newton’s first law of motion.” It implicitly defines force as that 
which causes change of motion of matter. 

Inertia. —We may also express this law by saying that all matter is inert^ that is, has 
no power of itself to change its state of rest or motion. This property of matter we call 
INERTIA, and Newton’s first law we may call the ‘‘ law of inertia.” We recognize, then, 
not only extension and impenetrability, but also inertia as essential properties of matter. 
That is, matter occupies space, two bodies cannot occupy the same space at the same time, 
and all matter is inert. 
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Force proportional to Acceleration. —Acceleration / of a point we have already illus¬ 
trated and defined (page 76) as time-rate of change of velocity when the interval of time is 
ndefiiiitely small. We can only measure force by its effects. These effects are apparently 
different in different cases, but in all cases when analyzed they are found to consist either in 
change of velocity of particles or changes of form or. volume of a body. As change of form 
or volume of a body is due to change of relative position and therefore change of velocity 
of the particles, we see that in all cases the effect of force is to cause acceleration. The 
impressed force on a particle must then be proportional to the acceleration f of the particle, 
and have the same directioji. 

Force proportional to Mass. —Consider a body composed of a number N of particles, 
and let the acceleration of each particle be /and in the same direction, so that the body has 
motion of translation. Then the force on each particle is proportional to /and the entire 
force on the body is proportional to Nf and in the direction of f. But the number A” of 
particles is proportional to the entire mass m of the body (page 20). The force on the 
body is then proportional to the mass as well as the acceleration. 

We have, then, for a particle of mass m or a translating body of mass m the impressed 
force Ain the direction of /and given by 

F^cmf. .(i) 

where ^is a constant. 

Unit of Force. —Equation (i) expresses the fact that force is proportional both to mass 
and to acceleration. 

We see from (i) that we shall always have 

.(2) 

if we take c = equal to unity and 

[F] = [;«] X if]- 

That is, equation (2) holds, provided we takers our unit of force that uniform force which 
will give one unit of mass 07 ie unit of acceleration in the direction of the force. 

This is called Gauss's absolute imit" or the '‘absolute unit of force,” because 
it furnishes a standard force in any system, independent of the force of gravity at different 
localities. 

In the foot-pound-second or “ F. P. S.” system, then, the absolute unit of force is 
that uniform force which will give a mass of one lb. a change of velocity in the direction of 
the force of one ft.-per-sec. in a second. This has been called by Prof. James Thompson 
the POUNDAL. It is, then, the English absolute unit of force. 

The French absolute unit of force is that uniform force which will give one kilogram a 
change of velocity in the direction of the force of one metre per-second per second. 

In the centimeter-gram-second or “ C. G. S.” system the absolute unit of force is the 
uniform force which will give one gram a change of velocity in the direction of the force of 
one centimeter-per-sec. per sec. This is called the DYNE. 

Weight of a Body. —The v/eight of any body is the force with which the earth attracts 
it. This force must vary, then, with the acceleration g due to gravity, and this, as we have 
seen (page 100), varies with the locality. The weight of a body, then, varies with the locality, 
while its mass of course remains invariable. 

If, then, m is the mass of a body and W its weight, we have from (2), for the weight in 
absolute units. 


W — absolute units. 
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But if m is taken as one unit of mass, then W is numerically equal to gy or 

ONE LB. WEIGHS g POUNDALS, 

ONE GRAM WEIGHS g DYNES, 
according to the system we use. 

Since ^ (page lOO) is about 32 ft.-per-sec. per sec., the average weight of one lb, is 
about 32 poundals, or 

ONE POUNDAL IS THE WEIGHT OF ABOUT HALF AN OUNCE. 

Strictly speaking, it is the weight of —th part of a lb., where g must be taken for the 

S 

locality. 

Example.— An athlete throwing a hammer of roo lbs. at New Haven and at Edinburgh throws a heavier 
weight at the latter place, by about 4 poundals, or the weight of 2 ounces more. The mass is the same 
and would “ weigh’ ” the same on an equal-armed balance in both places. But a spring-balance would show 
a greater strtech at Edinburgh. 

Gravitation Unit of Force. —We have seen (page 170) that the absolute unit of force is 
that force which will give one unit of mass one unit of acceleration. In the F. P. S. system 
this is the poundal; in the C. G. S. system the dyne. It is the unit used in physical measure¬ 
ments and generally when small quantities are of importance and great accuracy is desired. 

In ordinary mechanical problems this unit is inconveniently small. Also very great 
accuracy is not a requisite. It is therefore usual in mechanics to express a foixe at any 
locality by comparing it with the weight of the unit of mass at that locality. The weight of 
the unit of mass at the locality is then taken as the unit of force. Such a unit is evidently 
not constant, but varies with the locality. The variation is so small, however, that it can be 
disregarded in ordinary mechanical problems. 

Thus if the mass of a translating body is in lbs. and the acceleration of the centre of mass 
is /, we have for the force, if /is taken in ft.-per-sec. per sec.. 


= m/ poundals. 

But since at any locality where the acceleration of gravity is g the weight of one lb. is g 
poundals, if we take this as the unit of force we have 


F 


g 


poundsy 


where g has a variable value according to the locality. The result is that for the same mass 
m and acceleration f we have a slightly varying force according to locality, which is of 
course absurd, strictly speaking. The variation, however, being small, is disregarded. 

Some writers avoid this objection by taking a constant value for g, say 32-^. That is, 
the weight of the unit of mass at some prescribed locality is taken as the unit of force. This 
is indeed a constant force, but still a force zvhich depends upon locality, whereas the absolute 
unit is independent of locality, as it should be. 

Whichever method we adopt, either the weight of the unit of mass at any locality or 
at some prescribed locality, this weight is called the GRAVITATION UNIT OF FORCE and is 
expressed in ''^pounds'' 

When, then, we speak of a force,of ten pounds’" or a force of ten kilograms,” we mean 
the force of gravity at a given place upon a mass of ten lbs. or ten kilograms. The expres¬ 
sion is strictly incorrect, because ''pound” and "kilogram” denote mass and not force. 
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The expression is thus a brief and allowable locution for the phrase force of attraction of 
the earth for a mass of ten lbs/’ at a specified locality. 

A force of ten pounds” means, then, a force of 10^ poundals, where ^ is the accelera¬ 
tion of gravity in feet-per-sec. per sec. at the place considered. A force of ten grams” 
means a force of 10^ dynes, where g is the acceleration of gravity in centimeters-per-sec. 
per sec. at the place considered. 

In all cases, then, 

F =mf 

gives force in poundals or dynes according to the system used, and ^ 


gives force in gravitation measure, that is in “pounds” or “grams.” Or, expressed in 
words instead of s^nnbols, 

Mass {in lbs.) X acceleration {in ft.-per-sec. per sec.) == FORCE IN DIRECTION OF 
ACCELERATION {in poundals). 

If we divide tlie force thus found by ^ in ft.-per-sec. per sec., we obtain the force in 
gravitation units {pounds) for the locality for which ^ is taken. 

Mass {in grams) X ACCELERATION {in centimeters-per-sec. per sec.) = FORCE IN DIREC¬ 
TION OF ACCELERATION {in dynes). 

If we divide the force thus found by ^ in centimeters-per-sec. per sec., we obtain the 
force in gravitation units [grams) for the locality for which is taken. 


Thus if a mass of 25 lbs. has an acceleration in any direction of 64 ft.-per-sec. per sec., the force in that 
direction is 25x6.4= \6o poundals, or 160 limes the force necessary to give a mass of one lb. an accel¬ 
eration of one foot per sec. in a second. This is a definite and constant force no matter what the locality. 


If^- for any given locality is 32 ft.-per-sec. per sec., we can speak of this as a force of 


x _(M 

32 


pounds or a 


''force of g poundsf meaning the force of gravity upon a mass of 5 lbs. at the locality for which g is 32. 


Momentum and Impulse. —We have seen (page 76) that the acceleration f in any 
direction is equal to the limiting time-rate of change of velocity in that direction. Thus if 
t\ is the initial and v the final velocity in any given direction in the indefinitely small time 
dt, we have for the acceleration in that directioji 


fr=z _ _/I 

dt ^ 

If, then, m is the mass of the translating body, the force is 

mf?/ — 7 ') _ 

F or Fdt — .. . (3) 

The product of the mass m of a particle or the mass m of a translating body by its 
velocity v in any direction is called its MOMENTUM in that direction. 

The product of a force i^in any direction by the indefinitely small time dt is called the 
IMPULSE in that direction, 

Newton’s Second Law of Motion. —Newton expressed the relation of equation (3) 
as follows: 

Change of Motion is proportional to the motive force^ and takes place in the direction of 
the straight line in which the force acts. 
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By “motion’’ Newton here refers, not to velocity but to mass-velocity, oi 
have just designated as “momentum,” and his “change of motion” is change of . 
turn. This law, then, is the statement of equation (3), and, using modern terms, vv> 
restate it as follows: 

Change of momentum in any direction is proportional to the impressed force in that a ► 
tion., and equal to tJu mipulse of the impressed force in that direction. 

The first law defines force. The second law tells us how to measure force. 

Measurement of Mass. —Newton’s second law also tells us how to measure mass. Thus 
if /is the acceleration in any direction of a translating body of mass in, the impressed force 
F in the direction of the acceleration is 

F = m/. 

If, then, any two bodies are known to be acted upon by the same force and have -the 
same acceleration, their masses must be equal. 

Equal masses are those to which the same force gives the same acceleration. 

Now we know by experiment that the attraction of the earth gives to all bodies falling 
in vacuum at any given locality the same acceleration. 

Let, then, a muss A be suspended by-a spring at any given place 
and cause an elongation A. of that spring. 

At the same place let another mass B be suspended from the 
same spring, and suppose the observed elongation A is the same 
as before. Then the force of gravity on each body is the same, for this is proportional to 
the elongation of the spring. Also, this force acting upon the bodies produces, as we know 
by experiment, the same acceleration. Hence in both cases the same force gives the same 
acceleration and the masses A and B are equal. 

Also, when two bodies A and B exactly balance on an equal-armed balance, we also 
-- know that the force of gravity on each is the same (page 134). 

We have, then, two bodies to which the same force gives the sameac- 
□ □ celeration, and hence the masses arc equal. 

A ^ By means of the balance, then, we have a convenient means, universally 

adopted, by which w^e can readily duplicate the standard mass and fractions of it. Then, 
by finding how many standard masses balance any given body, we can determine its mass 
relatively to the standard. 

Mass Independent of Gravity. —The intensity of the force of gravity, or the attraction 
of the earth for a body, varies with the locality and the height above seadevel. But evi¬ 
dently the mass of a body or the quantity of matter it contains remains unchanged by 
locality, and would be the same even if be) ond the attraction of the earth. 

The equal-armed balance, however, will correctly determine the mass in all localities, 
because if two bodies exactly balance in one locality they will balance in any other, since 
the force of gravity, whatever it may be, is always the same for each wherever they balance. 

In the case of tlie spring, however, in the first experiment of the preceding article, the 
graduation is only correct for a given locality. A certain elongation which corresponds to 
the weight of a pound in one locality will not hold for another locality. The spring 
measures the iveight or attraction of the earth for a body in the given locality, the balance 
measures the mass correctly whatever the locality. 

When we speak of the mass of one pound, we refer, then, to a definite quantity of matter. 

When we speak of the iveight of a pound, we refer to a variable force, viz., the attraction 
of the earth at a given locality for a mass of one pound. 
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Notation for Mass. —It is customary when the mass of a body is 2, 3 or 4 times that 
of the standard, to write it 2 lbs., 3 lbs., 4 lbs. Here the abbreviation lbs.'’ stands for 
the latin word LIBRA {Jbalafice) and thus indicates that the determination has been made by 
the balance. 

To avoid confusion, it will be as well to adhere to this notation. Thus ‘‘ 4 lbs.” means 
ass., while ‘‘4 pounds ” means the weight of 4 lbs. at some specified locality. The 
*ession 4 lbs.” should really read ^‘4 libras,” but as the word libra” has never come 
use, no one would understand, and '‘4 lbs.”- must be read, therefore, four pounds.” 
as the abbreviation “ lbs.” is in common use, we can at least make the distinction to the 
if not to the ear. 

In the C. G. S. system the distinction is complete, for we speak of ^'4 grams” when 
we mean mass, and 4 dynes ” when we mean force, grams being measured by the balance, 
and dynes by the spring or “ dynamometer.” 

The term “ weighing” which is applied in common language to the operation of balanc¬ 
ing should not be allowed to mislead. ‘‘ Weighing ” a body by a balance always determines 
its mass and not its weight. This latter is the force of gravity upon it. 

Newton’s Third Law of Motion. —When one body presses against or pulls another, it 
is itself pressed or pulled by this other with an equal and opposite force. 

When one body has its momentum cj:ianged by the action of another, the other body 
has the same change of momentum in the opposite direction. 

When one body attracts another, this other attracts it with equal and opposite force. 
Considering the entire phenomenon of this mutual action and reaction between two 
bodies, we have Newton’s third law: 

2^0 every actio?i there is always an equal and opposite reaction ; or the mutual actions of 
any two bodies are always equal and opposite. 

Remarks on Newton’s Laws. —These three laws of motion were enunciated by Newton 
in 1687. Simple as they appear, the science of Dynamics made no essential progress until 
they were recognized. 

These laws are statements of facts of nature, not a priori deductions, and they are veri¬ 
fied by the accord of the results deduced from them with observed phenomena. The proof 
thus furnished in Astronomy, Dynamics and Applied Mechanics is of such a nature that 
these laws are regarded as rigorously true, and deductions made from them are accepted 
even when such deductions cannot be directly verified by experiment. 

Stress. —From Newton’s third law we see that the exertion of force upon a body is 
only one side of the entire phenomenon, which includes the simultaneous exertion of equal 
and opposite forces between two bodies. 

When we fix our attention upon one only of these bodies and, disregarding the other, 
consider only its action upon the first, we call this action the impressed force upon the first. 
But when we have both bodies in mind and wish to be understood as viewing this force 
as one of the two mutual, equal and opposite actions between the bodies, or between two 
particles of a body, we call it a STRESS. 

Stress, then, is always an internal force, while impressed force or force in general is 
always external to the body or system under consideration. 

Motion of Centre of Mass. —Suppose a body to rotate about an axis through the centre 
of mass O with angular velocity gd and angular acceleration a at any instant. 

For any particle distant r from O we have the central acceleration (page 78) 


f^ ~ roeP 
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and the tangential acceleration (page 85) 

ft = ra. 

If the mass of the particle is we have then, from equation (2), 
page 170, the central force 

Fr = = virGD^ 

and the tangential force 

Ft ■=. mft = 7yira, 

But if O is the centre of mass, for every particle of mass m at a 
distance -f- r on one side of 0 there is a particle of equal mass at the same distance — r on 
the other side. The tangential forces are then parallel, equal and opposite in pairs, and the 
central forces are equal and opposite in pairs. 

Hence for a rotating body the algebraic sum at any hist ant of all the particle forces in 
any direction is zero if the axis of rotation passes through the centre of mass. 

If, then, a body has rotation only about an axis through the centre of mass, we have the 
force F\\\ any direction at any instant 



F^ '2mf=^ o. 

Suppose, now, a body to have motion of translation only. Then every particle of mass m 
has the same acceleration in the same direction at the same instant, and ii f is the accelera¬ 
tion of the centre of mass, we have 


2 mf~ mf. 


Now we have seen, page 145, that the motion of a body in general consists at any 
instant of angular velocity go about an axis through the centre of mass, and velocity of 
translation v of the centre of mass, Also the change of motion at any instant consists of 
angular acceleration a about an axis through the centre of mass, and acceleration of transla¬ 
tion f o( the centre of mass. We have also just proved that for the rotation alone F = o, 
and for the translation alone F = m/'. 

In all cases, then, the motion of the centre of mass of a body is the same as if it were a 
particle of mass equal to that of the body^ all the forces acting upon the body being transferred 
zvithout chajige m direction or intejisity to this particle. 

It is this property which makes the centre of mass of such importance in mechanics. 
So far as the motion of the centre of mass of a body is concerned, we can consider it as a 
particle of mass equal to the mass of the body and acted upon by all the forces which act 
upon the body, each force unchanged in magnitude and direction. 
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Line Representative of Force. —We see, then, that the force on a particle or on a body 
acts in the direction of the acceleration and is proportional to the acceleration of the par¬ 
ticle or of the centre of mass of the body. 

Force, then, has magnitude and direction and is therefore, like acceleration itself, a 
vector quantity and can be represented, like acceleration (page 76), by a straight line. 

—j. Thus the length of the line AB represents the magnitude of the 

A force F = m/. Its point of application is and its direction of 

action is indicated by the arrow and is always the same as that of the acceleration f. 

Resolution and Composition of Forces. —We have, then, the triangle and polygon of 
forces just the same as for accelerations (page 76), and we can resolve a force into two com¬ 
ponents in any two directions, or we can find the resultant of any number of forces, just as 
for accelerations. 

We have also relative force, just as we have relative acceleration (page 76), with 
similar notation. 


Examples.—(i) A mass of so lbs. rests u^on a horizontal platform which has an acceleration f ~ 30 ft.-par¬ 
sec. i>er sec. Find its pressure on the platform when the acceleration is downwards and upwards. i^Take 


g = 32.) 

Ans. Acceleration of the mass relative to the earth is denoted by m.E =^) downwards ; of the plat¬ 
form relati^^e to the earth by PE = 30 down. Acceleration of the earth relative to the ^ 
phitform is then £'/’= 30 up. Hence acceleration of mass relative to platform is 

~ g — f z=:i 2 ft.-per-sec. per sec. The pressure is then m{g —/) = 40 poundals, or P p 


— = 1.25 pounds gravitation measure. g 

g ^ j-.-.JO 

If the acceleration f is upwards, we have in the same way the pressure m (^ + /) . 

, , 1240 o , . . I 1 i V. 

1240 poundals, or = 30.75 pounds gravitation measure. ' £ ^ ^ 


(2) A mass hung from a spring‘balance in an elevator at rest registers exactly 10 lbs. When the elevator 
starts, it is observed to register for a mome^it 10.23 lbs. Find the acceleration of the elevator at that instant. 

fe - = 32.) 


Ans. Acceleration/= ^ = 0.8 ft.-per-sec. per sec. upwards. 

(3) A mass of 20 lbs. rests on a horizontal plane which is made to ascend, first, with a constant velocity of 
I ft. per sec.; second, with a velocity increasing at the rate of i ft.-per‘Sec. per sec. Find m each case the pres¬ 
sure 071 the plane, {g = 32.) 

Ans. In the first case the pressure is the weight of 20 lbs. or 640 poundals. In the second case the 
acceleration relative to the plane is ^ -f i = 33 ft.-per-sec. per sec. Hence pressure is 20 x 33 = 660 

poundals, or 20f pounds. 

(4) A spring-balance is graduated correctly for a place where g = 32.2. It is transported to a place where 
g = 32, and when a mass is hung on it there it registers 1.6 lbs. Find the correct value of ike inass. 
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Ans. If in is the actual mass, m x 32 is the actual weight in poundals of that mass at the place where 
it is weighed. 

If tlie balance is graduated correctly for a place where^ = 32.2, the mass it indicates x 32.2 ought to 
equal the actual weight. Hence 


m X 32 = 1.6 X 32.2, or 7 n = 1,61 lbs. 

(5) Let a itniform force of 2 pounds act on a body of 4.0 lbs. mass for half a 7ninute. Find the velocity 
acquired and the space passed through, {^g = 32) 

Ans. Since the force is uniform,/is constant in direction and magnitude. The force is the weight of 
2 lbs. or 2g poundals. By the equation of force, eqof = 2g. Hence/ = ^ =1.6 ft.-per-sec. per sec. Since 
J is uniform, the equations (page 92) apply and we have 


V =ft ^ ft. per sec., s — ^ft"^ ~ 720 ft. 


(6) A body acted upon by a uniform force describes in ten seconds, starting front rest, a distance of 23 ft. 
Compare the force with the weight of the body, and find the velocity acquired, {g ~ 32.) 

Ans. - g fi"^ 92). Hence/= ^ = 0.5 ft.-per-sec. per sec.; v —ft — ^ft. per sec.; F = 


— r ^ / 0-5 I 

m/, or . 

g 32 64 

(7) A force equal to the weight of one lb. acts upon a mas^ of 18 lbs. free to slide on a smooth horizontal 
plmie. The force is parallel to the plane. When the distance described is 30 ft. fijid the time and the velocity 
acquired, {g ~ 32.) 

_ g }6 . 

Ans. The force F = i xg poundals. Since F~m, we have ix^=i8x/, or/=^ = — ft.-per- 


sec. per sec. Froin equations page 92, v — ft, s = \fF, hence t = 7.I sec., 2/ =r 13^ ft. per sec. 

f) Forces of 20 and 30 units acting on two bodies produce accelerations of 40 and 30 units respectively. 
Sho7V that the masses are as 10 to 12, 

(g) Two forces produce intioo bodies accelerations of 23 and 30 units respectively. Show that if the masses 
are equal, the forces are as 3 to 6 ; and if the forces are equal, the masses are as 6 to 3. 

(10) A balloon is ascendiig vertically with a velocity which is increasing at the rate of 3 ft.-per-sec. per sec. 
Find the apparent weight of i lb. weighed in the balloon by ?)iea?LS of a spring-bakuice. {g — 32.2.) 

Ans. 1.093 pounds. 

{i i) A 7nass ni lies ofi a smooth horizontal pla^ie. A loiiforrn horizontal force F is continuously applied. 
How long ivill it take to move the mass s ft. fra?n rest ? Take m = 2240 lbs., F — 28 pounds, s — 3 ft. {g^zjz.) 


Ans. F — mf poundals ; hence/ = —, or/ : 


28^,^- 

2240 
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g ft.-per-sec. per sec. 


If^ = 32 ft.-per-sec. per sec., we have/ =: -ft.-per-sec. per sec. 
Since /is uniform, we have (page 92) 




or 


1 2 . 
5 = — X — 

2 5 


5 sec. 


(12) Let the mass m ’= 2240 lbs. be moved bv a rope ivhich passes over the edge of the plane on a ptdley and 
sustains a mass P ~ 28 lbs. at its other end. Disregardmg all frictio7i a7id mass of 
pulley and rope arid supposing the rope perfectly flexible a7id i7iexte7'isible, fi7id how 
long it will take to 7 nove the mass m a dista 7 ice s = 3 ft. fro7n rest, (g = 32.) 

Ans. The student should carefully compare this example with the preceding 
anti following. 

Here the tension on the rope \s F mf poundals, where/ is the acceleration 


of m. Since P has the same acceleration downward, the resultant acceleration of 
P \sg —/. Hence the tension on the rope is also F(g — /) poundals. Therefore 


= or /: 


P + m 


32 ^ 

ft.-per-sec. per sec. 
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Or we may obtain the same result as follows : The moving force is the weight of P or the attraction of 
gravity for /"/orpoundals, or the weight of 28 lbs., as in Ex. ii. The mass moved is+ m. Hence 


(/> + m)/ = Pg. or / = 




+ m 


We have for uniform acceleration (page 192) 


I \ xi 

-ff, or 5 = 2 ^ 81 ^ 


The tension on the rope is mf or P{g —f) or 


P + m. 


2240 X 32 


poundals, or the weight of 


P -\-m 


= 27If lbs. 


(13) Two masses P = 2240 lbs. a7id Q= 2212 lbs, are hung by means of a perfectly flexible inexterisible 
rope over a pulley. Disregardhig all friction and the mass of pulley and rope., how- long will it take for each 
mass to ?nove throiigh s ~ g ft. from rest f {g = S^.) 

^ Ans. The student should carefully compare this with the two preceding examples. 

The tension on the descending side is P{g—f), on tlie ascending side < 2 (^4-^+/). 
( \ where f is the acceleration. Hence 


Pig-f) = Qkg^f)> or f = 


(P - Q)g 224 


ft.-per-sec. per sec. 


Or we may obtain the same result as follows : The weight of P is Pg poundals. 
The weight of Q is Qg poundals. The movhig force is Pg — Qg or {P — Q)g 
poundals, or the weight of 28 lbs., as in Ex. ii and 12. Tiie mass moved is P + Q. 
Hence 

(i* + Q)f= {P-Q)g. or 


Since s = we have 




2,0 Pg 2OP 

The tension on the rope is Q{g + /) or P{g —/) or poundals, or the weight of = 2225.9 


Note. —The moving force in Ex. ii, 12, 13 is the weight of 28 lbs. In Ex. ii the mass moved is 
m — 2240 lbs., hence 28^^ rr: mf. In Ex. 12 the. mass moved is + m = 2268 lbs., hence 2Sg = {P + m)f. 
In Ex. 13 the mass moved is (P + 0 = 4452 lbs., hence 28^ = (/* + Q)f. In all cases, moving force = mass 
moved x acceleration. 

The pressure on the axle is the sum of the two tensions, or {P + Q)g — {P — Q)f. If the pulley is not 
allowed to rotate, the pressure upon the ax’e would be the weight of P and Q, or {P + Q)g. The pressure 
on the axle during motion is therefpre less than when at rest. 
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CONCURRING FORCES. TWO NON-CONCURRING FORCES. 

RESOLUTION AND COMPOSITION OF MOMENTS. 
PARALLEL FORCES. 


MOMENT OF A FORCE. 
RESULTANT OF TWO 



Concurring and Non-Concurring Forces.—Forces which act at the same point are called 
CONCURRING forces. If in the same plane, they are COPLANAR concurring forces. Forces 
which act at different points are called NON-CONCURRING forces. If in the same plane, they 
are coplanar. 

Resultant for any number of Concurring Forces. —Let any number of forces 
etc,, act at a common point P, Fig. (a). Lay off these 
forces in order so as to obtain the force polygon 
Fig. (< 5 ). Then the line OF^ necessary to 
close the polygon, taken as acting the opposite way 
round, or from 0 to P3, gives the direction and magni¬ 
tude of the resultant F. 

This resultant must of course act at the same point 
P as the forces themselves. 

We see, then, that any number of forces acting upon 
the same point, whether in the same plane or not, can 
be reduced to a single resultant force acting at this point. 

Wc see also from Fig. (h) that the component On or nF^ of the resultant F in any 
direction is equal to the algebraic sum of the components of the forces in that direction. 

We see also that if the forces are all parallel the force polygon, Fig. (^), becomes a 
straight line, and the resultant F is parallel to the components and equal in magnitude to 
their algebraic sum, or 

'2.F. 

Analytical Determination of Resultant for Concurring Forces. —The same equations 

and conventions hold for finding the resultant force as 
for acceleration (page 77) or velocity (page 67) We 
have therefore only to replace v in equations (i), (2), 
(3), (4), page 67, by with the proper subscripts. 

We have, then, for the components of the re¬ 
sultant 

= iq cos + iq cos + F^ cos 

+ . . . = 2 F cos aj 

Fy = F^ cos / 3 ^ + F^ cos ydg + F^ cos 

+ . . , = :SF cos / 3 , 

F, = cos cos y., + F^ cos y^ 

—... ^F cos V 



(I) 


X 
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For the magnitude of the resultant 


For the direction cosines of the resultant 


F F 

cos a: = cos cos y ^ 'p. . 


( 2 ) 


(3) 


We have also 


Fr = F^ cos oc Fy cos ft F. cos y. 


( 4 ) 


Examples .—Students should solve examples (y) and (-?), page 68, for forces instead of velocities. 


A F 






“Tjp 


Lloment of a Force. —Let AB he the line representative of a force F acting at the 
point A. 

Take any point O and draw Oa perpendicular to ABy inter¬ 
secting AB produced if necessary, at a. Let the length of this 
perpendicular OA be p. Then the product Fp is called the 
MOxMENT of the force F relative to 0 , The point 0 is called the 
CENTRE OF MOMENTS, and the perpendicular p is called the 
LEVER-ARM for F relative to 0 , ^ 

Line Representative of Moment. —This moment has both magnitude and direction and 
can therefore be,represented by a straight line and an arrow, just like moment of acceler¬ 
ation. page 89. 

Thus the line representative of the moment in the preceding figure is a straight line 
OMy passing through the centre of moments ( 9 , at right angles to the plane of BAO, whose 
magnitude is Fpy with an arrow so directed that when we look in the direction of the arrow 
the rotation indicated by the direction of F relative to 0 is seen clockwise. 

When we speak of the “direction” of a moment we mean the direction of its line 
representative. 

Thus if the force F lies in a vertical east and west plane and points east, then if O is 
below Fy the moment is Fp and its direction north. If 0 is above Fy the moment is Fp and 
its direction south. 

Resolution and Composition of Moments. —We see, then, that a force moment is a 
vector quantity and all the principles of pages 88, 89 hold. 

We have, then, component and resultant moments and 
the triangle and polygon of moments, just as for displace¬ 
ment (page 54), velocity (page 66), acceleration (page 76) 
and force (page 176). Also, the moment of a resultant force 
is equal to the algebraic sum of the moments of its com¬ 
ponents. 

Y Moment about an Axis. —Hence, just as on page 88, 
if OZ is a given axis and AB a force A acting at the point Ay 
the moment of F relative to the axis OZ is the same as the 
moment A'B' X / of the component A'B^ in a plane perpen¬ 
dicular to the axis OZ relative to the point of intersection O 
of the axis and plane. 






.A 
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Significance of Force Moment. —Force is proportional to acceleration and acts in the 
same direction (page 176). We have seen, page 89, that the moment of an acceleration is 
twice the areal acceleration of the radius vector. Hence the moment of a force is proportional 
to the areal acceleration of the radius vector. 

/ ^ ^ F=m/ Thus if m is the mass of a particle, f its acceleration, and F the 

y' - >■ force, we have 

! j/ F = mf. 




/ 


/ The moment fp of the acceleration is twice the areal accelera- 

0 tion of the radius vector Om. 

The moment Fp = mfp of the force is therefore proportional to the areal acceleration 
of the radius vector. 

Unit of Force Moment. —We must evidently take for the unit of force moment one 
unit of force with a lever-arm of one unit of length. If we take feet and poundals, our unit 
is then one ‘‘poundal-foot,” or one poundal with a lever-arm of one foot. If we take feet 
and pounds, our unit is one pound-foot^ So, also, we may have the “ dyne-foot'^' or the 
' ‘ kilogram-foot. ’ * 

Thus a force of 10 pounds with a lever-arm of 3 feet gives a moment of 30 poimd-feei 
or 30^ poundal-feet. 

Resultant of two Non-Concurring Forces.—Let two forces F^, F^ act at the points , 


Fig. {a). Then the magnitude and 
direction of the resultant F are found by 
the triangle of forces, Fig. (<^), just as 
for concurring forces, page 179. But 
the position of the resultant in the plane 
of F^ and F^ has still to be determined. 

Take a point 0 anywhere in this 
plane as a centre of moments, and draw 
the lever-arms/p and p- 

Then, since the moment of the result¬ 
ant relative to any point is equal to the 
algebraic sum of the moments of the components, we have in general 



Fig, ip). 



rp = PxPx + F^Pt 


(0 


[Regard must be paid to sign, 
have for the case of the figure 


Thus if we take counter-clockwise rotation as positive, we 


Fp=- F,p, + 


Equation (i) holds good no matter where the centre of moments 0 is taken in the plane 
of the forces. Let us then take it at P, the point of intersection of Fj and prolonged. 
For this point the lever-arms p.^ are zero. Since we must always have the moment of 
the resultant equal to the algebraic sum of the moments of the components, Fp — o and 
the lever-arm p must be zero. The resultant Fmust therefore pass through the point F, 
and the system reduces to two concurring forces acting at P. Hence 

(i) force acting at any point can be considered as acting at any point in its line 
of direction. 
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(2) The resultant of two non-concurring forces lies in the plane of the forces, passes 
through the point of intersection of the forces produced, and cayi also be considered as acting at 
any point in its line of direction. 


Resultant of Two Parallel Forces.- 
Fig. (a). 


-Let us take next two parallel forces, F^, acting 


Fig. P). 



at the points and A^, 
either in the same direc¬ 
tion, Fig. (a), or in op¬ 
posite directions, Fig. (b). 

The resultant F is par¬ 
allel to the forces and given 
in magnitude by 


F=^ + 


(0 


where F^ and F^ are to be 
taken with their proper signs, (+) if acting up, (—) if acting down. Thus, in Fig. (a)^ 
F=F,fF,, and in Fig. (b) F ^ F, ~ F,. 

In order to find the position of the resultant F, join the points of application and A^ 
and let 0 be the point where the resultant F^ intersects the line A^A^. Through 0 and A^ 
draw Oc and A^a perpendicular to F^, and let the angle cOA^ or aA^A^ be denoted by a. 

If now we take A^ or any point on the line representative of F^ as a point of moments, 
we have the moment of F^ for this point zero. The moment of F^ is F^ X A^a = 
F^ X A^A^ cos a. The moment of F is F X Oc = F X OA,^ cos a. Since the moment of 
the resultant is equal to the algebraic sum of the moments of the components, we have 


F X OA^ cos n; = iq X Afl^ cos a. 

Kence 

" F 

F X OA2 = iq X A^A^y or OA^ = - . A^A^ . (2) 

If we take A^ or any point on the line representative of Fj^ as a point of moments, we 
have the moment of iq for this point zero. The moment of F is F X OA^ cos a. The 
moment of F^ is F^ X A^A^ cos a. We have then 

F X OA^ cos a= F^X A^A^ cos a. 

Hence 

FxOA,=F,x A,A„ or 0A, = ^. A,A, .(3) 

If we take any point on the line representative of as a point of moments, the moment 
of F for this point is zero'. Hence the algebraic sum of the moments of the components for 
this point must also be zero. We have then • 

F,X0A, = F,X0A„ or . (4) 

We see from (2) and (3) that the distances OA^ and OA^ depend only upon the magni¬ 
tudes of iq and F^ and the distance A^A^ between their points of application, and not at all 
upon the angle a or upon the common direction of F^ and F^. For the same forces F^ and 
F^ and the same points of application and A,^ the resultant F will then always pass 

through the same point O, no matter what the direction of the parallel forces may be. This 

point O is therefore called the centre of the two parallel forces. 










Chap. III.] 


EXAMPLES. 


183 


We have then the following principle: 

The resultant of two parallel forces F^, acting at the extremities of a straight line 
is in their plane and equal in magnitude to their algebraic sum. It acts parallel to the 
forces in the direction of the larger force y and always acts at a point O on the straight line A ^A^ 
or 071 this line producedy ivhich divides this line into seg7ne7its inversely as the forces. Or the 
products of the forces into the adjacent segynents are equal. 

This principle is known as the law of the leverF When the forces act in the same 
direction, as in Fig. (^), the resultant lies withm the components. When the forces act in op¬ 
posite directions, as in Fig. ( 5 ), the resultant lies outside the components and on the side of the 
larger. 

Examples.—(i) Two parallel forces Fi, F<i, of ly and yy pounds respectively, act in the same direction, 
and their points of application Ai, A 2 are 8 ft. apart. Find the resultant and the distances OAi, OAu of its 
pomt of application. 

Ans. A’= 50 pounds parallel to the forces, and acting in the same direction. OAx = 5.28 ft., OA^ 
— 2.72 ft. 

(2) F'ind the resultant and the point 0 when the forces in the preceding example act in opposite di 

Ans. = 16 pounds in the direction of the larger force. OAx = 16.5 ft., OA2 — 8.5 ft. 

(3) Two parallel forces F'x , F‘i of i2.y and 2y pounds act in the same direction upon two points, 
resultant acts at a distance of 4 ft. from F\. Find the distance between the forces. 

Ans. 6 ft. 

(4) Resolve a force F ~ y2 pounds into two parallel forces acting in the same directiony Fx and F ^, («) 
when the distafices from F are 2 a7idy ft.; id) whe7i Fx = 20 pomtds at a distance of 2 ft. 

Ans. (^0 Fx = 31.2 pounds, F^i = 20.8 pounds, {b) = 32 pounds at a distance from F oi 1.25 ft. 

(5) Resolve a force F ^ 20 pounds hito two parallel forces Fx, F2, one of which, F'x , acts opposite to F^: (a) 
whe7i the forces are dista^it from F 8 a?id y ft. ; {d) whe7i Fx is yo pounds and distaiit fro77i F 6 ft. 

Ans. {ci) Fx = 12 pounds, F<i = 32 pounds, (b) Fn = 50 pounds at a distance of 3.6 ft. 
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Force-Couple.— Two equal and parallel forces acting in opposite directions and not in 

the same Ime constitute a FORCE-COUPLE. 

Thus the two equal parallel forces F, — F, 
acting at and constitute a force-couple. 

The perpendicular distance p between the forces 
is called the ARM of the couple. 

The plane of the two forces is the plane of the 
couple. 

~F Moment of a Force-Couple. —Take any point O 

in the plane of the couple on the left of — F, distant .r from — F, For any and every 
such point we have the moment (taking counter-clockwise rotation positive) 

F{x + /) — Fx = Fp. 

Take any point O in the plane of the couple on the right of + F, distant from -T* F, 
For any and every such point we have the moment 



A, 

0 

( 

X 

p 

X 



^2 

'' 




F{x -\-p)- Fx^ Fp, 

Take any point O in the plane of the couple between the forces distant x from + F 
and / — X from — F, For any and every such point we have the moment 

Fx + F{p — x) =: Fp. 

In general, then, the moment of a force-couple rela-iive to any pomt in its plane is constant 
and equal to the product Fp of the arm p by one of the forces. 

Line Representative of a Force-Couple. —The moment of a force-couple is of course 
represented by a straight line, just like the moment of a force in general (page i8i), and 
when we speak of the ‘^direction” of a couple we mean the direction of its line 
representative. 

Thus the line AB represents the magnitude Fp oi 3. couple F, F, with lever-arm p, and 
the direction of the couple is that of the arrow at B, so 
that looking from A to B in the direction of the arrow, 
the rotation is seen clockwise. The plane of the couple ^ 
is at right angles to AB. The line representative may F 

be drawn at right angles to this plane through any point 
of the plane we please, since the moment is the same at all points. 
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Resolution and Composition of Couples. —We have then for couples the same princi¬ 
ples as for moments in general (page 88). Thus we have component and resultant couples, 
and the triangle and polygon for couples, just as for displacement (page 54), velocity (page 
66), acceleration (page 76) and force (page 176). 

The following corollaries are at once evident: 

Cor. I. —A couple can be turned in its own plane so that the forces have any desired 
direction, or it can be shifted to any position in its own plane. For so long as the plane 
and the arm and forces are unchanged the moment is unchanged, and the line representative 
has the same magnitude and direction and can pass through any point of the plane. 

Cor. 2.—All couples whose planes are parallel and moments equal are equivalent. For 
the line representative is the same for all. 

Cor. 3.—Any couple can be replaced by another in the same plane of the same direction 
and moment and having any desired arm or any desired force. For if the plane and 
moment are unchanged, the line representative is unchanged. 

Cor. 4.—Any number of couples in the same plane or in parallel planes can be red 
a single resultant couple in that plane or a parallel plane whose moment is the algei 
sum of the moments of the couples. For the line representatives of all are parallel and 
all be taken as acting at the same point of the plane. The resultant is therefore tne 
algebraic sum. 

Resultant of a Force-Couple. —A force-couple is only a special case of two parallel 
forces which we have discussed already'on page 183. 

Thus for two parallel forces iq and acting at points we have found for the 

resultant in general 


F— F^y 

and for the distance of the point of application C of the resultant from A^ along the line ^^.^2 

Hence for the perpendicular distance from iq to the resultant we have 

distance = 

where p is the lever-arm or perpendicular distance between the forces. 

Now, for a couple, iq and iq both equal to F and opposite in direction. Hence 
F = o and 


Fp M 

distance = — = — = ± 00 , 

00' 

where M \s the moment of the couple. That is, the resulta^it of a force-couple is a force of 
zero at an infinite distance, plus or minus according to the sign of the moment. 

A couple cannot, therefore, be replaced, nor can it be held m equilibrium by a single 
force, but only by another couple. 
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This is also evident from the fact that a single force has a different moment at different 
points, the moment varying as the lever arm, while a couple 
has the same moment for all points in its plane. It cannot, 
then, be replaced by a single force. 

Effect of a Force-Couple on a Rigid Body. —Let a rigid 
body have angular acceleration a about an axis through its 
centre of mass O. Let and be the masses of two parti¬ 
cles of the body situated in a line passing through the axis of 
acceleration and at right angles to it. Let the distance of 

be r,, and of be and let the centre of mass of the two 
^ 2 2’ w- 

particles be on the axis through O, so that 



Since all particles of the body have the angular acceleration a about the axis, the accel¬ 
eration of is and of is = r^a. The force upon is then 


and the force upon is 




and these two forces are parallel and opposite. But, since = these two forces 

are not only parallel and opposite, but equal. They therefore constitute a couple. 

Now the entire body is composed of such pairs of particles, and each pair therefore 
constitutes a couple. All these couples are in parallel planes, and all have the same direc¬ 
tion. They can, then, be reduced to a single resultant couple having the same direction, 
whose moment is the sum of the moments of all the components (COR. 4, page 186). Hence 

If a rigid body has. angular acceleration about an axis through its centre of mass, the 
resultant is a force couple in a plane at right angles to this axis. 

Conversely, 

If a rigid body is acted upon by a force couple, the effect is to cause angular acceleration 
about an axis through the centre of mass at right angles to the plane of the couple. 

Resultant for Non-Concurring Forces acting on a Rigid Body. —Let a force F, whose 

line representative is O'a', act at any point O' of a rigid body. 

Let 0 be any point of the body. If at the point 0 we 
apply two equal and opposite forces Oa = F and Ob — F, 
both parallel and equal to O'a' " F, the previous motion of 
->a the body is evidently not affected. 

Hence the single force O'a' — A can be replaced by the 
same force, Oa = F, acting at any given point 0 , and a force couple O'a' and Ob. Let p 
be the arm of the couple. Then the moment of the couple is M — Fp, and its line repre¬ 
sentative is OM at right angles to the plane of the couple. 

When we speak of the direction of a moment or force couple we always mean the 
direction of its line representative. 

Hence (compare page 151) we have the following principles: 

{a) A single force F acting at any point of a rigid body can be replaced by an equal 
and parallel force F acting at any given point O and a couple whose moment is M ~ Fp and 



whose line representative through 0 is at right angles to the plane of the couple. 
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{d) Conversely, the resultant of a couple M and a force F in the plane of the couple is 

M 

a single equal and parallel force in that plane at a distance / = 

(c) If any number of forces act upon a rigid body, each acting at a different point and 
in a different direction, then by (a) we can replace each one by an equal and parallel force 
acting at any point 0 , and a couple whose line representative through 0 is at right angles 
to the force. 

We can reduce all the forces at O by the polygon of forces (page 176) to a single 
resultant force i^at ( 9 , and all the couples at 0 by the polygon of moments (page 88) to a 
single resultant couple M whose line representative is not necessarily at right angles to F. 
Hence, generally. 

Any system of forces acting on a rigid body can be reduced at any point 0 to a single 
resultant force F and a single resultant couple M whose line representative is not necessarily 
at right angles to F. 
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CENTRE OF PARALLEL FORCES. CENTRE OF MASS. 


Centre, of Parallel Forces. —Let F^, F^, F^, etc., be any number of parallel forces 

acting at the points etc., of a rigid body 

and given by the co-ordinates , jSj), {x^, 

etc., and making the angles a, jd, y with the co¬ 
ordinate axes. 

Then the resultant F is parallel to the forces and 
equal to their algebraic sum, or 

+ • • (I) 

In taking the algebraic sum in (i), forces acting 
in one direction are taken as positive, in the other di¬ 
rection as negative. 

If ' 2 ^F is not zero, we have a single resultant. 
It remains to find its position. 

For the moments My, oi the forces about the axes of X, F, Z we have 

= 'ZF cos y , y — ^F cos (3 , ^ = cos y'ZFy — cos ft'ZFz, 

My = ^F cos a . z — ^F cos y , x = cos a^Fz — cos y^Fx, 

32 F cos /3 . X — 3 EF cos a • y cos jS^Fx — cos a'ZFy. 

Let the point of application 0 ' of the resultant be given by the co-ordinates T, y, i. 

If we transfer the origin O to this point, and take co-ordinate axes X', Y\ at this point 

parallel to X, F, Z, we can replace ;r, y, z in equations (2) by Jtr — T, j/ — y, z — i, and we 

have for the moments of the forces about the axes X', F^ Z'through the point of applica¬ 
tion O' of the resultant 

MJ ~ cos y^F(y — y) — cos / 3 ^F{z — i), ' 

My' = cos a 3 >F{z — i) •— cos y'ZFix — ^), . 



(2) 


(3) 


MJ ~ cos fi^F[x — x) — cos a^F{y — y), j 


But the moment of the resultant is equal to the algebraic sum of the moments of the 
components, and for the point of application of the resultant its moment is zero. Hence 
X, y, z must have such values as to make equations (3) zero. 

We have then 


2 F(x — x) = '2 Fx — x'lF = o, 

^F(y ~ y) = JSFy —y 2 F= o, 

m 

: 2 F{z - i) = ^Fz - l^F^ o, 




2 Fx 1 

or 


^F’ 



2 Fy 

or 

y = 

:^F’ 



2 Fz 

or 

~z — 

~ 2 F' 


( 4 ) 
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Equations (4), then, give the position of the point of application for the resultant of a 
system of parallel forces for any assumed origin and co-ordinate axes. 

This point is called the CENTRE OF PARALLEL FORCES. We see that if 
independent of the direction of the forces and depends only upon the forces and 
of application. 

Properties of Centre of Mass. —When a body has motion of translation all j 
the body move in parallel paths with the same velocity, in the same direction, a 
instant. The acceleration of every particle is therefore the same and in the sam 
at any instant. 

Let , m2, etc., be the masses of par¬ 
ticles of a translating body, each one therefore 
having the same acceleration f in the same 
direction. The forces on the particles are m^fy 
^2/’ these forces constitute a 

system of parallel forces. Let m = be the 
mass of the entire body, and F the resultant 
force. 

Then, by the preceding article, we have 

F - m^f+ m.J mj-\r . . . = f : 2 m = m/,.(i) 

and for the point of application O' of this resultant we have the co-ordinates 
_ f' 27 nx _ 

m/ m/ m/ 

or, since /is constant. 


But we have seen, page 21, that these values oi x ^ z give the position of the centre 
of mass of the body. 

Hence the center of m%ss of a body coincides with the point of application of the resultant 
of that system of parallel forces zvhich acts npozi all the particles of the translating body. If 
m is the mass of the body and f the common acceleratio 7 i, the resultant F is given by F = m/. 
Conversely, if a force F act at the centre of mass of a body of mass m, it will cause in 

- F 

every particle the same acceleration /, in the same direction, given by /=: g • That isy it zvtll 
cause acceleration of translation only. 

We have seen, page 188, that any number of forces acting in any directions on a body 
can be reduced to a force /^acting at any point and a couple. Take this point as the centre 
of mass. Then we have a force F acting at the centre of mass and a couple. But we have 
seen, page 187, that the effect of a couple is to cause angular acceleration about an axis 
through the centre of mass. It does not, then, affect the motion of the centre of mass itself. 
We have also just seen that the effect of the force F acting at the centre of mass is to cause 

in every particle an acceleration / in the same direction given by / = Since, then, the 
acceleration of the centre of mass is not affected by the couple, we have for the acceleration 


_ I2my 

y — 

m 


- __ 

^ mi 


(2) 
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/ of the centre of mass for any number of forces in any directions, =/ g. Hence F — m/, 

where (page i88) is the resultant of all the forces acting upon the body, each one con¬ 
sidered as transferred to the centre of mass, without change in magnitude or direction. 

Hence I/ie acceleration f of the centre of mass of a body is the same as if all the forces 
acting on the body were applied to the entire mass m concentrated there. 

It is this property which makes the centre of mass of such importance in Mechanics. 
So far as the motion of the centre of mass of a body is concerned, we can always consider it 
as a particle of mass equal to the mass of the body and acted upon by all the forces which 
act upon the body, unchanged in magnitude and direction. 

We have also the following properties of the centre of mass: 

1. The attraction of the earth for a body whose longest dimension is insignificant com¬ 
pared to the earth’s radius is practically a parallel force mg every particle of the body of 
mass m. The entire weight of the body, acts, in such case, practically at the centre of 
mass for all positions of the body, and a body acted upon by its weight only has motion of 
translation. 

Hence the centre of mass is often called erroneously the ‘‘ centre cf gravity ” (page 207). 

2. If a rigid body at rest is supported at its centre of mass and is acted upon by gravity 
only, it will remain at rest in all positions. 
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Resultant for Non-Concurring Forces. —We have seen (page i88) that, genen 
system of forces acting on a rigid body can be reduced at any point (9 to a single ] 
force F and a single resultant couple Af, whose line representative is not necessarily at 
angles to F, 


The force 7 ^ does not change in magnitude or direction no matter where the point 0 is 
taken. The couple M, however, changes in magnitude and direction with the position of the 
point O. The line representative of the couple M at the ce 7 itre of mass is the spontaneous 
axis of angular acceleration (page 152). 

Since M is not necessarily at right angles to F^ we can resolve it at any point 0 into a 
component along Fand a component normal to F. But by (< 5 ), page 188, we can 


reduce F and to an equal and parallel force at a distance p 


F 


Since the couple 


at (9 can be replaced by the same couple along F (page 186), we have a force 7 ^and a couple 
whose line representative coincides with F, Hence, generally. 

Any system of forces acting on a rigid body can be reduced at any point O to a resultant 
force F, a couple along F and a couple JA normal to F", Or to a force F at a dista?ice 
M, 

p ~ -jl' and a couple along F at this distajice. 


Again, since TlYis not necessarily at right angles to 7 ^, we can resolve F at any point 0 
into a component F^ along Af at that point and a component 7 ^„ normal to M at that point. 
But by {b), page 188, we can reduce 7 q, and M to an equal and parallel force F,, at a distance 

p = Hence, generally. 

Any system offerees acting on a rigid body caii be reduced at a?iy point 0 to a cotiple TIY, 
a force 7 q along M and a force 7 %, 7 iormal to M, Or to a force 7 q at 0 aiid a normal force 
M 

F^ at a distance / = —. 

F n 

As M changes in magnitude and direction with the point ( 9 , 7 q and F^ will change 
also. But the resultant A is unchanged in magnitude and direction no matter where O is 
taken. 

The line representative of M at the centre of mass is the spontaneous axis of angular 
acceleration, and the instantaneous axis is parallel to it (page 150). 

Effect of any System of Forces acting on a Rigid Body. —Since we can take the point 
0 where we please, let us always take it at the centre of mass. 

We have seen (page 190) that a force acting at the centre of mass of a rigid body causes 
acceleration of translation / of the body in the direction of the force. Also (page ^87) that 
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a force-couple acting on a rigid body causes angular acceleration oc of the body about the 
line representative through the centre of mass as axis. 

Therefore the force along M dX the centre .of mass causes acceleration of translation 
of the body along the spontaneous axis of angular acceleration. The normal force at 
the centre of mass causes acceleration of translation of this axis. The couple M at 
the centre of mass causes angular acceleration oc about the spontaneous axis of accelera¬ 
tion. 

But we have seen (page 15 i) that fa, fn and a reduce to and a about the instan¬ 
taneous axis of acceleration, or to a screw-twist. Hence, generally. 

The ejfect of any system of forces acting on a rigid body at any instant is to cause a screw- 
twisty or a^igular acceleration about the instantaneous axis and acceleration of translation along 
this axis. 

Wrench. Screw-Wrench —A force-couple acting on a rigid body we call a wrench. 
It causes angular acceleration about its line representative through the centre of mass (page 
187). The line representative is the axis of the wrench and may be taken anywhere 
parallel to itself (page 186). 

A force-couple or wrench, and a force parallel to the axis of the wrench, we call a 
screw-wrench. 

The preceding principles may then be expressed as follows: 

Any system of forces acting on a rigid body reduces in general to a resultant force F at 
the centre of mass, and a' resultant couple or wrench M with axis at the centre of 
mass. 

Any system of forces acting on a rigid body reduces in general to a screw-wrench 

M 

about an axis coinciding with A' at a distance from the centre of mass given by / = -f-, 

F 

where is the component of M normal to F. 

Any system of forces acting on a rigid body reduces in general to a screw-wrench M 
with axis at the centre of mass, a force A, coinciding with this axis and a force F^ normal 
to it. Or to a force F^ at the centre of mass, and a normal force F^ at a distance from the 

centre of mass given by / =: -p 

The effect of any system of forces acting on a rigid body is, generally, to cause a screw- 
twist about the instantaneous axis of acceleration. 

This axis is parallel to the spontaneous axis of acceleration, that is to Af atthe centre 
of mass. 

Dynamic Components of Motion. —We have just seen (page 191) that any number of 
forces acting upon a rigid body reduces to a single resultant force F at the centre of mass and a 
resultant couple M at the centre of mass. Let us take co-ordinate axes through the centre 
of mass ( 9 , and let the components of A'be F^y F^y F^y and the components of Af be M^y 
M^yM. 

The motion of the body under the action of forces is then known if these six quantities 
are known. These six quantities 

F F F M M M 

with reference to co-ordinate axes through the centre of mass, are therefore called the 
dynamic COMPONENTS OF MOTION of the body. 
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A/ A, 






General Analytic Equations. —Let any number of forces F^ act at points 

of a rigid body given by the co-ordinates 7 

j/^y -s'2), etc. Let F^ make with the co-ordinate axes 
the angles {a^y / 3 ^y y^), the angles y^y etc. Take 

the origin 0 at the centre of mass. 

We can replace each force by an equal parallel force 
in the same direction at 0 and a couple with axis through 
0 (page 187). All the forces can then be reduced to a 
single resultant F, and all the couples to a single couple 
whose moment is M, 

Resultant Force at Centre of Mass. —We have 
for the algebraic sum of all the components along the co¬ 
ordinate axes through the centre of mass 0 


F^ = F^ cos -f a; cos 0^2 + 

Fy = F^ cos -f iq cos + 

F, ■= iq cos + a; cos + 


= 2Fcos ay 
= SFcos j3y - 
= ^F cos y. ^ 


(0 


The resultant force is then 


f=vff+f; + f,^ .(2) 

The line representative passes through the centre of mass Oy and its direction cosines are 

fff 

cos , cos /3 = -^y cosy =y .(3) 


These equations give in any case the components of motion iq, iq, and the 
magnitude and direction of the resultant force F oi the screw-wrench. They hold good, 
evidently, no matter where the origin is taken, whether at the centre of mass or not. 

Resultant Couple or Wrench at Centre of Mass. —For the moments about the 
co-ordinate axes through the centre of mass we have 


Mj, = 2 F cos y • y — ^F cos /S . 

My = ^F cos a:, ^ ~ ^F cos y , x, }■ 

~ ^F cos ^ . X — ^F cos a . _y. 

The moment of the resultant couple M at the centre of mass is then 

M = , 


( 4 ) 


( 5 ) 


Its line representative passes through the centre of mass Oy and its direction cosines are 


cos nr = 


M 




cos 


Y 


M, 

M' 


. . ( 6 ) 


These equations give in anv case the components of motion M , M^, and the 
magnitude and direction of the resultant moment M at the centre of mass 0 . If we take the 
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Drigin at any other point, the moment M changes in direction and magnitude. These 
jt^uations hold good, therefore, only for origin at the centre of mass. 

Resultant Couple or Wrench at any Point. —Instead of taking the origin at the 
centre of mass O, let us take it at any point O' not at the centre of mass. Take co-ordinate 
axes O'X', O'Y', O’Z’ at the origin O' parallel to OX, OY, OZ at the centre of mass 0 (see 
figure, page 193). Let the co-ordinates of the centre of mass O be T, y, i. Then equations 
(4) still hold if we put x x, y y, ^ place of x, y, z. 

We have, then, for the moments about the co-ordinate axes at any point O' 


MJ = M, + Fj - f;s, ' 
M; =-M^-^FFz-F^, > 
M: = + F;5c - F^y. , 


( 7 ) 


The moment of the resultant couple M' is then 


M' = Vm'I -f M'^ + M'^- 


Its line representative passes through the origin O ', and its direction cosines are 

M: ^ MJ MJ 

cosa = ^, cos /3 = ~, cosy = ^. 

These equations give the components of motion MJ, MJ, MJ and the magnitude and 
direction of the resultant moment M' for any point 0 '. If we take the origin at the centre 
of mass, they reduce to equations (4), (5) and (6): 

Moment M^ at Centre of Mass along the Resultant Force. —Let the compo¬ 
nent of the moment M at the centre of mass along the line representative of the resultant 
force F be M^. Then we have 

Ma. = cos a "I- My cos ^ Aj- M^ cos y, 
where cos a, cos cos y are given by equations (3). We have then 

.( 8 ) 

The resultant force is independent of where we take the origin, and the moment M^ 
at the centre of mass remains the same no matter where we take the origin. Equation (8) 
therefore holds good no matter where we take the origin, whether at the centre of mass 
or not. 

Moment M^ at Centre of Mass normal to the Resultant Force. —Let the 
component of the moment ikfat the centre of mass normal to the line representative of the 
resultant force F be M^. The components of M^ along the co-ordinate axes through the 
centre of mass O are 


Ma COS a, 


Ma cos M^ COS y, 
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where cos a, cos cos y are given by equations (3). If we subtract these components from 
the components M^, of the resultant moment JJ^at the centre of mass, we have the 
components of the normal moment M„ at the centre of mass O 

Maa Ma COS a = M, - ^ 

— My — COS - 

= M^ — cos y - 


Force at Centre of Mass along M .—L 
M at the centre of mass be iq. Then we have 

F^ = F^ cos a-{- Fy cos ^ F^ cos y, 

where cos a, cos /?, cos y are given by equations (6). We have then 

^ _ F^M^ + FyMy + FM 
“ ■“ M ". 


(10). 


The resultant force -Fis independent of where we take the origin, and the moment M 
at the centre of ?nass remains the same no matter where we take the origin. Equation (lo) 
therefore holds good no matter where we take the origin, whether at the centre of mass 
or not. 

Force Fn at Centre of Mass normai^ to M .—Let the component of the force F 
normal to the axis of M at the centre of mass be F„. The components of F^ along the 
co-ordinate axes through the centre of mass O are 

F^ cos a, F^ cos /?, F^ cos y, 


where cos a, cos /?, cos y are given by equations (6). If we subtract these components from 
the components F^ , /% of the force F, we have the components of F^: 


F_ = F- Fy, cos a = F- 


FaM^ 1 


nx X a 


F„=Fy-F^cos^^Fy-^, 1 - 


- M 
M ’ 


F„= F,- F^ cos 7 = iq - ■ 


Position of Resultant Force F of the Screw-Wrench J<..— We have from ( 8 ) 
the moment of the screw-wrench and from (2) the force .F along its axis, and from (3) 
the direction of the axis. It remains only to find the position of F relative to the centre of 
mass. 

The moment the centre of mass is equal to where is the distance of F from 

the centre of mass 0 . Let x, z be the co-ordinates of any point on the line representative 
of F. Then we have 


Fay - FyZ = 


Fz - Fjc = M„y 


Ky 
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These are the equations of the projection of on the three co-ordinate planes. 

Let jj/j, be the intercepts on the co-ordinate axes of these projections. Then we 
have from equations (12), making;)/ = o and 2/ = o in the last two, 

_ 


making x = o and ^ = o in the first and last, 


= - 


F~F’ 


. • 03 ) 


making j = o and = o in the first two. 


— — p ~ p ■ 

y X J 

Let the distance of the force F from the centre of mass 0 be p, and let p^, p^, p^ be its 
7 ' projections on the co-ordinate axes. Let the intersection of p 

with i^be O'^ so that 00 ' ■=■ p. 

Let us consider the projection of F on the plane YZ, In 
the figure p^ = Ob and p^ — Oc. We have then 

_Y ^ yp' 

where and are the intercepts Oa and Od given by equations (13). 

We have also the distance 

ab —-py. 

Hence 

p,= Zy-ab = 

yi 


Substituting the value of py^ we obtain 


'■ 


Py — 5,2 


Substituting the values of and from equations (13), we have 

^ ^ F,M„^ ^ _ F,M„^ 

~ F^ + Fy^ ’ A - F'^ + Ff 


In the same way we can find/, and/,,,/^ and/, on the other two co-ordinate planes. 
We thus have 

^ _ FjyT„ ^ _ f^m,,. _ fm. 1 

F^^ + F^ ' ^y F^ P F^ F^ + Fy^' 

y. • . flA) 

,, _ _ Fjl^y ^ ^ 

Pz — ^2 i 772 I 772* 


FyM^^ _ FJkT^y 

F ^ + F ,^ F ^ + Fr , 
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The screw-wrench M^, is thus completely determined if the components of motion , 
Fyy F^, My, M:, are given. From (2) and (3) we have the magnitude and direction of 
the resultant force F, and from (14) its position. From (8) we have the moment Ma. 

Components of Motion. —Suppose, on'the other hand, the screw-wrench is 
given, that is, we have and F and the position and direction of F given. 

From equations (12) and (3) we have 

cos a — F{p^ cos ft — cos y), F^-=: F cos a] ^ 

My Ma cos ft — F{p^ cos y — p^ cos a:), Fy=i F cos ft \ ► 

= Ma cos y — F{py cos cos ft), F^ = F cos y. 

If, then, the screw-wrench Ma is given, we have from (15) the componen 

Screw-Wrench M ,—The screw-wrench M is already completely dete 
axis passes through the centre of mass, and its direction is given by equatio. 
moment by (5), and the force Fa along its axis by (10). 

Position of the Force —We have seen (page 193) that the force system red 
to a force Fa along M Rt the centre of mass, or the spontaneous axis of angular acceleratiOx., 

M 

and a force Fn normal to this axis, at a distance p z=. 

■Nn 

For any point oh the line representative of Fn given by the co-ordinates x, y, z we 
have then 


F„,y — F„,z — M^, - F„,x = My, F„yX — F„,,y — M,,. 

These are the equations of the projections of F„ on the these co-ordinate planes. 

Let y^, be the intercepts on the co-ordinate axes of these projections. Then 
we have, just as on page 196, 


' F.... 


■ FJ 


_ M,, _ 

F^, F' ’ 


“ F,.. ~ 


F„; 


Proceeding, then, just as on page 196, we have for the co-ordinates py, giving the 
position of 


A = - 


F,..My 


F„yM, 


.J_ p^ ~ p^ pi ’ 

nx \ nz ny nx 


A = - 


F„yM,, 


py 


F„,My 


FM 




p^ _L 772 - pi 4. p^ ' 

^ ny \ nx nz \ nv 


pi \ pi — pi \ pi 

nz \ tty i nx ^ fit 


• (16) 


Equations (i6) give the position of F^. 

The values of M^, , M^ are given by equations (4); the values of M and F^ by 

equations (5) and (10). 

The Invariant.—F rom (8) and (10) we have 

FMa^ F^M=z FJM^^ F^M^^ FM . 

Whatever point we take for origin the moments M^ and Mat the centre of mass 
unchanged, and -Fdoes not change for any origin. 
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The quantity 

FM+ ^ PM 

remains the same, therefore, no matter where we take the origin, and we can write in 
general 

FM^ =. F^M =. FM + FyM: -}- FM .(i8) 

where F^, F^, and are given by equations (r) and (2); M'^ by equations 

(7); M diiid by equations (5) and (8); and F^ by equation (10). 

Since the quantity 

f^m: + f^m; + 

is constant no matter where the origin is taken, it is called the invariant for non-concurring 
forces. 

If the invariant is not zero, the force system reduces to the screw-wrench and F 
given by [8), (2), (3) and (14). Or to two forces and iq, given by (10), (6), (ii) and 

(16). 

If the invariant is zero and i^and M are not, we have — o and F^ = o, and F is at 
right angles to M2X. the centre of mass. In this case the force system reduces to a single 
force F at a point given by equations (16). 

If the invariant is zero but is not, then F o. In this case the force system 
reduces to a resultant couple or wrench M zX the centre of mass. 

If the invariant is zero but F^^ is not, then M =. o and the force system reduces to a 
resultant force at the centre of mass. 

Thus, for example, let all the forces be coplanar. Take the plane as that of A^'F'. 
Then iq =0, o, M'^ — o and the invariant is zero. Since i^and Mare not zero, we 

liave Fat right angles to Mat the centre of mass. If A'is zero, we have then a resultant 
moment only. If Mis zero, we have a resultant force only. If neither F nor M are zero, 
we have a single force F only at a point given by equations (16). 

Hence a system of coplanar forces must reduce to either a single force or a single 
couple. We cannot have both. 

Let all the forces be parallel. Take them all parallel to the axis of Z'. Then /q := o, 
Fy ■=: Oy M'^= o and the invariant is zero. Since A'and M are not zero, we have F at right 
angles to M at the centre of mass, and the force system reduces to a single force F only at 
a point given by equations (16). If F is zero, we have a resultant moment only. If M is 
zero, we have a resultant force only. 

Hence a system of parallel forces must reduce toeithera single force or a single couple. 
We cannot have both. If the parallel forces are all in the same direction, F cannot be 
zero and we must have a resultant force only. 

ExampleSi—(i) Find the resultant for a system of parallel copla 7 iar forces given by 

Fx= y 33 lbs., jTi = + 25 ft., yi = + 13 ft.; 

F^—y 20 “ ;r2 =• — 10 ^2 = — 15 “ 

^3 = - 35 “ jTa = 4- 15 “ j/3 = - 27 “ 

= — 72 “ Xi, — — 31 “ yi = y 17 “ 

F5 = y 120 “ jtb = 4- 23 “ ys = — 19 “ 

Ans. F^ y 66 lbs., p^^ = y 77.15 ft., ^ = — 36.82 ft. 

If the forces are parallel to the axis of V, Mz — 4- 5091.9 Ib.-ft. 

If the forces are parallel to the axis of X, Ilf 2 = -4 2430.12 lb.-ft. 

If we look along the line representative of the moment towards the origin, the rotation is seen counter¬ 
clockwise, 
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(2) Find the resultant for the parallel-force systejn givett by 


Fi = + 60 lbs. 
= + 70 “ 
= — 90 “ 
F 4 = - 150 “ 
= + 200 ‘‘ 


Xi = O , 

= -j- I ft. 
Xs =: + 2 “ 
-^4 = + 3 “ 

;ir6= +4 “ 


yi = o, 

yti ~ 2 ft. 

.^3 = + 3 
^4 = + 4 
y& = + 5 


Si re O; 

^2 = + 3 ft.; 

^3 = + 4 “ 

^4 = + 5 “ 

^5 = + 6 “ 


Ans. jP = + 90 lbs., = 4. 2|- ft., ft., ft. 

If the forees are parallel to the axis of K, we have 


-^^= + 315 Ib.-ft., Mz y- 240 Ib.-ft., Mr = 396 Ib.-ft. 


The line representative making the angles with the axes of X, Y, Z given by 


or 


cos a,= 4- 


315 

396 


a = 322^^ 41' 41" 


cos (5 — 0, 


(5 = 90“, 


COSX = 


, 

■^396' 


r = $2^ 41' 41'. 


If we look along the line representative towards the origin, the rotation is seen counter-clock 
(3) Let a rigid body be acted tipoji by the copla7iar forces 

P'1 = 50 lbs., P'a = 3olbs., P's r= 70 lbs., P'4 == 90 lbs., P's = 126 lbs. 


acting at the points give^i by 

;ri = -f- 5 ft., jKi = + 10 ft. ; .r2 =-p 9 ft., j/2 = + ^2 ft. ; 

;r 3 = + 17 ft., = + 14 ft. ; jir 4 = H- 20 ft.,j )/4 = + 13 ft.; 

Xb 4 “ 15 ft* > ~ ” 1 “ ^ ft* 

Let the forces 7nake a^tgles with the axes of X and Y given by 

ai=. 70%/?! = 20“^; rts = 60®,/?2 = 150“; era = 120“,/?3 =30®; 

^4 = 150®, /?4 = 120®; as = 90°, /Js = o®. 


Find the resultant, etc, 

Ans. We have for the components parallel to the axes X and Y : 

Fx — 50 cos 70® + 30 ens 60® — 70 cos 60° — 90 cos 30® = — 80.842 lbs.; 

P'y = 50 cos 20® — 30 cos 30® + 120 4- 70 cos 30® — 90 cos 60® r= + 156.626 Ibs.; 
Fz = o. 


The resultant is given in magnitude by 


F — \lFI 4 - p/= 176.259 lbs.. 


and its direction cosines by 


X 

cos a = ^ 
cos p — 


— 80.842 
176.259 

+ 156.626 
176.259 


or a = 117° 18' i"; 
or p = 27" 18' i". 


We have from equation (4), page 193, 

:SFx cos /? r= 4- 50 cos 20 ® X 5 — 30 cos 30® X 9 + 70 cos so'^ X 17 — 90 cos 60® X 20 4 - 120 X 15 

= 4- 1931.670 Ib.-ft.; 

^Fy cos a: =r 4- 50 cos 70® x 10 4- 30 cos 60® x 12 — 70 cos 60® x 14—90 cos 30® x 13 — 1152.245 Ib.-ft. 

Mx = o, My = o, Mz = 'XFx cos p — 'SFy cos ar= 4- 3083.915 Ib.-ft. 

Since, then, equation (18), page 198, 

FxMx 4- FyMy 4“ FzMz = o, * 


is satisfied, the forces reduce to a single resultant force. 

The moment of this resultant force relative to the origin is 


M =: f Ml 4 M- 4- Ml = 71 /-^ := + 3083.915 Ib.-ft. 
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Its lever-arm is 


^ 3o 83.9L5_^ t. 

^ P" 176.259 


The equation of the line of direction of the resultant is 

y = ILx -fP=z- i.^sx + 3S.14. 

jt r 

The co-ordinates of the point of application of the resultant are given from equation (10), page 195: 

^ SFxcos/3 ^ + 1931-67 ^ , 2 , . 

P'y + 156,626 * 


_ "SFy cos — 1152.245 


= 4 - 14-25 ft. 


F:, “ -80.842 ' ^ 

(4) Fiftd the resultant, etc., for the force system acting' o?t a rigid body given by 


F^. = 

50 lbs., 

ai = 60“, 

/ 5 . 

= 40°, 


yi acute ; 

F^ = 

70 “ 

nra = 65°, 


II 


+2 obtuse; 

Fz = 

90 ** 

0 

0 

!l 

/S. 

= 50°. 


y^ acute ; 

P\ = 

120 “ 

«4 = 75 °. 

yS. 

= 55°. 


+4 obtuse. 

X\ = 

0, 

11 

p 




= 0 ; 

= 

+ I ft.. 

+2 = + 4 ft-, 


Zz 

= + 7 ft. ; 

Xz = 

+ 2 “ 

73 = 4 - 5 

n 


Zz 

CO 

+ 

II 

X4 = 

+ 3 “ 

+4 = + 6 

** 


Za 

= + 9 “ 


Ans. We find the angles y by the formula, page 13, 

cos^ y — — cos {cx cos (a — / 3 ). 

Then, from page 193, we have 

= 4.116.423 lbs., A'y =4-214.480 lbs., .Fz = —51.057 lbs. 
Therefore the resultant is 

F = i/A’i- Fy + FI =4-249.325 lbs., 
and its direction cosines are given by 


cos yd = -4, 
Pr 


cos y — 

Ff 


or a= 62^ 9' 48", yd = 30° 39' 20", y = loi” 49'. 

We also have for the moments from equation (4), page 193, 

PF = - 1S38.604. My = +928.947, M, = - 86.903 Ib.-ft. 
The resultant moment about the origin is 

M = VTiVa- Ml + il/J = + 2061.789 Ib.-ft., 
and the direction cosines of its line representative are given by 


. My 

cosy 3 = ^. 


cos y = 


or n: = i53“5'4o^ /? = 63" 14' 15", ^ = 92“ 24' 56". 

Looking along this line representative towards the origin, the direction of rotation is seen coonter'. 
clockwise. 

The equations of the projection of the resultant on the co-ordinate planes are 

y = i.885a' + o. 746, .^ = — 2.28^+18.19, s'=—0.238+— 8.57. 

We see that F^M^^FyMy^ F,M, 

does not in this case equal zero. Hence, page 198, the forces do not reduce to a single resultant force, but 
to a resultant force and a couple. 
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The resultant force is, as already found, F= 249.325 lbs., and its angles with the co-ordinate axes are 
as already found. 

The co-ordinates of the axis of the couple are given by equation (14), page 196 : 


, FyMz — FzMy , ^ U Ji 

=+0.463 ft., A 


= +1-673 ft.. A= =+8-o8 ft. 

•t' r r 


The resultant couple Ma is given by equation (8), page 194, 


FX “h FyAPy + Fz 


= — 41.624 Ib.-ft. 


The direction cosines of its line representative are the same as for the resultant F, and looking along 
this line representative towards the origin the rotation is seen counter-clockwise. 

(5) In the precedmg exainple find what the co-ordinates ^4,9/4, -3-4 of the force Fk = 120 lbs. must he in 
order that all the forces may reduce to a single resicltant. 

Ans. We evidently have Fxy Fy, Fz, Fr and the angles a, y unchanged, since changing the point of 
application of F^ without changing its direction or magnitude has no effect on the magnitude of th 
or its direction. 

We have then 

Mx=^ — 659.571 — 93.2629/4 — 68.8295'4, ] 

My = -ir 369-629 + 3 I-o 59«4 + 93-262jr., I.(, 

Mz = 107.036 + 68.829x4 — 31.0599/4. J 

We have as the equation of condition for a single resultant 


FxMx + FyAIy 4- FzMz — o, 

or 

4 - 214.48A6 — 5i.o57iI/;s = o, 

or 

Mx + 1.842^/^ — 0.4386Afz o. 

From (i) we obtain 

{Mx + 659.571)31.059 4- {My —369.629)68.829= {Mz + 107.036)93.262, 
or 

Mx + 2.2i6My — ^.oo^Mz = 4 - 4^1.034,. 

From (2) and (3) we obtain 

o.374My— 2.564MZ = d- 481.034. 

If we retain for My its value in the preceding example, + 928.947 lb.-ft., we shall have 

= — 52.108 Ib.-ft., 

Mx= —1733^95 

If we substitute these values in (i), we obtain 

93.2629/4 + 68.8292-4 = 4- 1074.4, 

31.05924 + 93.262x4 = 4 559-308, 

68.829x4 — 31-059/4 = + 54.934* 

Hence 

X4 = — 0.33324 4 - 5 - 997 » 

9/4 = — 0.73824 4- 11.520. 

If then we assume 24 = o, we have 

X4 = + 5.997, 9/4 = + 11.520. 

(6) Using the values of the preceding example, fi 7 id the point of application of the resultant. 

Ans. We have 

Fx^ 116.423 lbs., = 4. 214.480 lbs., Fz = — 51.057 lbs , Fr ^ 249.325 lb? 

a = 62® 9' 48'', /j = 30” 39' 20", y = lor 49'; 


(2) 


( 3 ) 
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Mr — -\r 1967.823 lb.-ft.; 


Mx= - 1733*975 Ib.-ft., My== 928.947 Ib.-fL, — - 52.108 ]b..ft., 

a = 151“ 47', p — 61" 49' 53", y = 91^ 31' 

The co-ordinates pxy py, pz of the point of application of the resultant are given by 

— i 733 - 9 n = F^py - Fyp^ = ~ 51*057? “ 214.4802*, 

+ 928.947 = Fxpz — Fzpx = + 116.423^ + 51.057:^, 

— 52.108 = Fypx — Fxpy = 214.480.? ■— 116.4233/. 

Hence we obtain 

^ 2.2802, + 18.194, 

Py = —4.2008, + 33.961. 

If we assume/, = o, we .have then 


/^ = 4. 18.194 ft., /j, + 33.961 ft. 

If we introduce, then, a fifth force, 7^5 = + 249.325 lbs., whose direction makes with the axes the angles 

ere = 117° 50' 12", /Js = 149" 20' 40", Yt — 78° II', 

acting at a point whose co-ordinates are/,: = + 18.194 ft. and py — 33.961 ft., /, = o, we have a system of 
forces in equilibrium. 

(7) Find the result ant ^ etc., for the parallel force syste7n give^i by 

== -f- 60 lbs.; jTi = o, 9/1 = 0, .S'! = o; 

= 4- 70 “ ;tr2 = 4 - r ft., 9/2 = 4 * 2 ft., .2*2 = 4 - 3 ft.; 

yTg = _ 90 - xs = + 2 “ 9/3 = 4.- 3 ^ 

^4 = 150 “ .^4 = 4 - 3 “ 9^4 = 4 - 4 “ ^4 = 4. 3 “ 

7^6 = 4 - 200 ;r 5 = 4- 4 “ 9/5 = 4- 5 “ .^6=4-6** 


ANS. : 


=4-90 lbs.; px^ 


+ 2f ft., 


• = + 3 


Pz — —4-34 ft. 






CHAPTER VIL 

FORCE OF GRAVITATION. CENTRE OF GRAVITY. 

Force of Gravitation.— The ‘‘law of gravitation/’ as formulated by Newton, asserts 
that every particle of matter attracts every other particle with a force which acts in the 
straight line joining the particles, and whose magnitude is directly proportional to the product 
of the masses of the particles, and inversely proportional to the square of the distance between 
them. 

If, then, m^ and m^ are the masses of two particles, and r is the distance between them, 
the mutual force of attraction F\^ given by 


where /& is a constant to be determined by experiment, and is called the constant of 
gravitation. 

For absolute accuracy and universal generality, as well as for far-reaching consequences, 
this statement is without parallel iii the history of science. The facts that by means of it 
the motions of all the bodies of the solar system are completely explained; that their past 
and future positions can be told; that the existence of Neptune was deduced from the 
assumption that certain disturbances in the motion of Uranus were due to the attraction of 
an unknown planet according to this law, all go to prove that the law holds with absolute 
accuracy, so far as the action upon each other of large masses separated by distances which 
are great compared zvith their linear dimensions is concerned. 

The enunciation of the law expressly confines it to such cases, since only when the 
linear dimensions of the attracting bodies are insignificant compared to the distance between 
them can we conceive them as “ particles.” 

We shall, however, show in the next article that if bodies are homogeneous and spheri¬ 
cal, this limitation may be removed and the “distance between them” is the distance 
between their centres of mass. 

Attraction of a Homogeneous Shell or Sphere. —Let the circle ACA\ with centre at 

C, represent a uniform thin homogeneous spherical 
shell whose surface density is Suppose a par¬ 
ticle at /’whose mass is m. Join C and P. Take 
any point A of the shell and draw CA and AP. 
Let AP make the angle 6 with CP, and draw a line 
AB through A, making the same angle 6 with CA. 
Then in the two triangles CAB and CAP \\t 
have the side CA and the angle at C common to both, and the angles at A and P coua] oy 
construction. These triangles are therefore similar and we have 

AB __ CA 
AP CP , 
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Now let As represent any small elementary area of the spherical surface, and Ayz its 
projection normal to AB. 

Let 00 square radians (page 7) denote the conical angle subtended at B by An, Tlien 

—2 AB\ go 

the area denoted by Azz is equal to AB . 00^ and the area denoted by As is equal to — ^ ^ 

since the angle ?zAs ~ BAC = and the angle snA is a right angle. 

The mass of the elementary area denoted by As is then and the attraction of 

cos d 

this mass for the particle of mass m at P is, by Newton’s law. 


^m , oAB . GO 

AP^ cos E 


and acts in the line AP. 

If we dmwAA' pjrpendicular to CP, we have evidently the same attraction between 
the equal elementary mass at A' and the particle of mass ni at P acting in the line A'P. 

We can resolve each of these equal forces into a component along the line CP and at 
right angles to CP2.t P. Since the angles A PC and A' PC are each equal to 6^, the two com¬ 
ponents at right angles to CP at /^are equal and opposite and therefore produce no effect upon 
P. The resultant attraction of the two elements at A and upon the particle of mass m at 
P acts then in the line CP and is equal to 


m . SAB .GO n in . SAB , go 

2i—=2“^-7- cos u = 2 k —, 

AP^ cos B AP' 


AB CA 

or, since -Jp — 


the resultant attraction is 


2 k 


in . SC/^ 

CV 


GO 


-2 

But CA . o is the area of the elementary area at A or A', and 2 k-pj^i is constant for all 

pairs of elements A and A'. The total attraction of the shell for the particle of mass m at 
Pacts, then, in the line CP and is equal to 


in . S _ 

2 k ^ ^CA 


GO, 


where the sur^ation is to be taken for an entire hemisphere. But 2 CA^ . go for a hemi¬ 
sphere is 271CA , and hence the attraction is equal to 

_ a^tcSC'A^ . m 

B ^ Iv -- = h -PT , 

cP cP 

where ni = CA' is the total mass of the spherical shell. 

We see, then, that the spherical shell attracts a particle of mass m at any outside point 
P, just as if its entire mass were condensed at the centre of the shell. 

If instead of a homogeneous spherical shell we have a solid homogeneous sphere, we 
may consider it as composed of an indefinite number of concentric homogeneous spherical 
shells, each of which attracts the mass at P as if its entire mass were condensed at its centre. 
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Hence the attraction of a. homogeneous spherical shell or of a homogeneous sphere upon a 
particle at any outside point is the same as if the entire mass of the shell or sphere were con- 
densed in a poiiit at the centre. 

We can therefore consider a homogeneous shell or sphere as a particle of equal mass at 
the centre, so far as its attraction upon an outside particle is concerned. 

Cor. —If the sphere is not homogeneous, but the density of every point at the same 
distance from the centre is the same, we may still consider the sphere as composed of homo¬ 
geneous spherical concentric shells, each one of which attracts an outside mass as if its entire 
mass were condensed at the centre. Hence the same holds true for the sphere. 

Value of Constant of Gravitation, —We have seen that Newton’s law is expressed by 


where the constant k must be determined by experiment. This determination we are now 
able to make. 

Thus for a body of mass at any point on the earth’s surface where the acceleration 
is g, we know that the force of gravity \s F ~ m^g poundals. Let iuq be the mass of the 
earth, and let r^ be the radius of the earth at the place of experiment. 

If we consider the earth as a sphere whose density is either constant or the same at all 
points at equal distances from the centre, then, as we have just seen, we may consider it as a 
particle of equal mass at the centre of mass so far as its attraction upon any outside particle 
is concerned, and the centre of mass is the centre of figure. 

The earth is not strictly spherical, but its deviation from sphericity is very slight. Also, 
the density is not constant nor strictly the same at points equidistant from the centre. 
But the small distance between the centre of mass and that point at which in any case of 
attraction we may consider its mass condensed is insignificant compared to its radius. So 
far as its attraction for any outside particle is concerned, we may then still consider it as a 
particle of equal mass at the centre of mass, and the centre of mass as the centre of figure. 

Also, since the dimensions of any body with which we experiment at the earth’s surface are 
insignificant compared to the radius, we may consider any such body as a particle. Hence in 
equation (f) we can take r as the radius of the earth r ^, and mass of the earth, and 

we then have 


Hence we have 


m^g ~ k 


inpjiQ 

^0 


7 ) 1 . 


(2) 


Substituting this value of/c in (i), we have 




inyn,, 

F 



(3) 


Equation (3) gives the force of attraction F between two masses and at any dis¬ 
tance r, in absolute units. Thus if in ^, are taken in lbs., r^ and r in feet, and g in 

ft.-per-sec, per sec., equation (3) gives Ain poundals. 

If we take mass in grams and distance in centimeters, we have Ain dynes. 
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If we divide hy g, we have in gravitation units 


■ _ ^1^2 V 


If M is the mass of the sun and m the mass of a planet, we have, from (3), for the 
mutual force of attraction 


Since force equals mass X acceleration, if we divide this by M, we have for the acelera- 
tion SO of the sun relative to a fixed point O g-7"^^ 


If we divide by we have for the acceleration PO of the planet relative to _ 

a fixed point O' OP 

Ml 

P * 

opposite in direction to SO. We have then for the acceleration PS of the planet relative to 
the sun PO + OSy or ^ p 

m 


At a distance we have, making r = , the acceleration of the planet relative to 

the sun 

Af -f- M , N 

~ 'S' .(5) 


This is the value of /q to be used in our equations for planetary motion, page 123. 

Astronomical Unit of Mass. —That mass which attracts an equal mass at unit distance 
with unit force is called the ASTRONOMICAL UNIT OF MASS. 

Let [F] denote the unit of force, and [Z] the unit of length. Then, from equation (3), 
we have for the astronomical unit of mass lin] 

[Ly ^ 

Hence we obtain for the astronomical unit of mass \in\ 


a/ 

V /r; 


[_F]ILY 


Equation (6) gives by definition the astronomical unit of mass. 

The mass of the earth is about 11920 X 10^^ lbs. The mean radius of the earth 
is about 21 X lO® ft. Taking these values'and ^=32 ft.-per-sec. per sec., we have, from 
(6), for the astronomical unit of mass 

]jn\ = 2906^ lbs. 

Taking equal to 6.14 X grams, equal to 6.37 X lo® cm. and^= 981 cm.-per- 
sec. per sec., we have 


\m\ = 3928 grams. 
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If we adopt the astronomical unit of mass, we can then write simply the numeric equ 

where and are the number of astronomical units of mass in the two particles, r the 
number of units of length in the distance between them, and i^the number of absolute units 
of force in the attraction. 

Centre of Gravity. —When a body attracts and is attracted by all external bodies, 
whatever their distance and position, as thou^ its mass were condensed in a single point 
fixed relatively to the body, that point is properly called the CENTRE OF GRAVITY (page 23). 

A body which has a centre of gravity is said to be centroharic or baryceiitric. In gen¬ 
eral bodies are not centrobaric if the law of attraction follows Newton’s law, that is, if the 
force is inversely as the square of the distance. 

As we have seen, page 205, a homogeneous spherical shell or a homogeneous sphere is 
centrobaric and the centre of gravity is at the centre of mass. So also for a non-homo- 
geneous sphere whose density is the same at all equidistant points from the centre. 

In general if a body has a centre of gravity, it must always coincide with the centre of 
mass, because the attraction of an infinitely distant body upon it constitutes a system of 
parallel particle forces, and the centre for such a system is (see page 190) at the centre of 


All bodies, then, have a centre of mass, but, as we have seen, only a few bodies have a 
centre of gravity. 

Examples.— ([) Sho%v that the attractzon of a thizi spherical shell of tmifor in thickness a 7 id density ttpozi a 
particle inside is zero. 

Ans. Let P be the particle of mass nii. Take any point A on the spherical surface. Join AP and 
produce to A'. If from all points of a small element of the surface at A lines be 

^ -drawn through 1 \ they will mark off a corresponding element at A'. Both these ele- 

merits subtend the same conical angle (page 7), go square radians. The area of the 
/ element at A is then AF^^. (page 7), and the area of the element at A' is A'P^.go, 

I jf § jg uniform surface density, the mass of the element at A is ?;z2= SAP', go and 

1 j the mass of the element at A' is Wa' = SA'J^\ go. The attraction of the element at A 

\ / for a particle of mass nii at P is then (page 203) 


kvifA'P . GO 


== kmi^Go 


and acts in the line PA. The attraction of the element at A' for the particle of mass in at P is 


kmiSA'P . M 


Kntx^GsO 


and acts in the line PA'. The resultant attraction upon the particle at P of the pair of elements at A 
and A' is then zero. The whole shell consists of such pairs of elements. Hence the resultant attraction of 
the shell on a particle at P is zero. 

(2) Show that the attraction of a hoino^^eneons sphere on a particle within it is directly proportional to its 
distance from the centre. 

Ans. Let be a particle of mass nix situated within a homogeneous spliere at any distance PC from 

the centre C. Then, from the preceding example, we know that the attraction upon ^- 

the particle at P due to the shell emtside of the sphere whose radius is is zero. k/f 

The attraction upon the particle of mass mi at P is then due to the attraction of the / \ 

sphere whose radius is/^C. The volume of the sphere is ^7zrIf <5 is the uniform 1 1 C ) j 

density, the mass of this sphere is ^ ^icPC^' Its attraction for a particle of mass m\ z' 

at P is (page 205) the same as if the entire mass of the sphere were condensed at the 


centre, or (page 203) kmi — 


kmx . PC. 
3 
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The attraction is therefore directly proportional to the distance PC of the particle from the centre. 

(3) Ajsiijnmjr the earth to be a homogeneous sphere, co^npare its attraction on a given mass at a distance 
from its centre equal to one half its radius, with the attraction when the given mass is at a distance equal to 
twice the radius. 

Ans. 2 to I. 

(4) Fmd in dynes the attraction of two homogeneous spheres, each of 100 1 ilograms mass, with their centres 
.1 metre apart. 

Ans. 0.0648 dynes nearly. 

(5) How far would a body fall toward the earth in one second from a point at a dista7ice fro7n the earth's 
surface equal to the radius of the earth? 

Ans. The acceleration is inversely as the square of the distance. We have then of 

f z=z -g. That is, the acceleration is one fourth of the acceleration at the surface. 

The distance is then or, taking^ = 32 ft.-per-sec. per sec. and / = i, ir = 4 ft. 

(6) The moons 7 nass is 13^ x lbs.; the moo 7 is radius, 3.70 x 10^ ft.; the 7 nass of the earth, iig2o 
X lbs. ; the radius of the earth, 21 x 10^ ft. Fmd how far a sio 7 ie at the 7)10071 s surface would fall m a 
second, the attraction of the earth he mg 7 ieglected. 

Ans. If M is the mass of the moon and m that of the stone, the force of attraction, if R is the radius or 
the moon, is, from equation (3), page 205, 

^ mM r’^ 


The acceleration of the stone at the moons’s surface is then 


F gr'^ M _ '^2 X 21^ X X 136 X 10^^ 
m^ ~E ' R"~~ 11920 Xio‘"^ X (5.7)^ X 10^" 


5 ft.-per-sec. per sec. 


The distance, then, is or, taking t = i sec., = 2.5 ft. 

(7) Suppose the earth to cmitract imtil its dia77ieier is 6000 niiles, what wovld be the effect on the weight of 
an inhabita7it ? The dumieter of the earth to be takoi at 8000 77 iiles. 

Ans. Increased in the ratio of 16 to 9. 

(8) If the ntass of the sun is 300,000 tij7ies the 7nass of the earth, and its radius is 100 thnes the radius of 
the earth, find the attraction at the surface of the sun of a 7 iiass which at the surface of the earth is attracted 
by the force of one pou 7 id weight. 

Ans. yog poundals, or the attraction of the earth for 30 lbs. 

(9) The diameter of Jupiter is 10 tmies that of the earth, and its ?7iass 300 tunes. By how much per cent 
of his for7ner weight would the weight of a jnan be increased by berng ronoved to the surface of Jupiter? 

Ans. By 200 per cent. He would weigh by a spring-balance three times as much as before. The same 
number of standard pounds would, however, balance him in a lever-balance. The standard pound at Jupiter 
would be attracted by a force three times as great as the earth’s attraction here. The lever-balance weight 
which gives his mass is unchanged. 

(10) Find the acceleraiiou due to the attraction of the earth at the dista7ice of the 7noon. Assunieg =: 32 
at the earth's surface, the diameter of the 77 ioon's orbit 480,000 77 iiles, the diameter of the earth 8000 miles. 

Ans. 0.0089 ft.-per-sec. per sec. 



STATICS. GENERAL PRINCIPLES. 


CHAPTER 1. 

EQUILIBRIUM OF FORCES. DETERMINATION OF MASS. 

Statics. —That portion of Dynamics which treats of balanced forces, and of bodies at 
rest under the action of balanced forces, is called STATICS. Statics is thus a special case of 
Dynamics which it is convenient to consider separately. 

Equilibrium of Concurring Forces. —Any number of forces acting upon a point or par¬ 
ticle are said to be concurring forces. If the resultant of any system of concurring forces is 
zero, the forces are said to be in equilibrium. 

The effect of the resultant force is to cause acceleration of the particle. When the 
forces are in equilibrium, then, the particle has no acceleration, and if the particle is at rest 
it is said to be in static equilibrium. 

But if the resultant force is zero, all the concurring forces must evidently reduce to two 
equal and opposite forces, or, what is the same thing, any one of the forces must be equal 
and opposite to the resultant of all the others. 

Hence the algebraic sum of the components of all the forces in any three rectangular 
directions must be zero. 

We have then, from equations (i), page 194, for the conditions of equilibrium of con¬ 
curring forces 

= ' 2 F cos ^ = o, Fy— '^F cos = o, Fz — cos y = o. 

We obtain, then, the following obvious results from the condition for equilibrium of 
concurring forces, which will be found useful in special cases: 

(1) If two concurring forces are in equilibrium, they must be equal in magnitude and 
opposite in direction. 

(2) If three concurring forces are in equilibrium, they must all act in the same plane. 
For the resultant of any two must act in their plane and be equal and opposite to the third. 

(3) If three concurring forces are represented in magnitude and direction b^ the sides 
of a triangle taken the same way round, the resultant is zero and the forces are in 
equilibrium. 

(4) Hence, if three concurring forces are in equilibrium, each one is proportional to the 
sine of the angle between the other two. 

(5) If three concurring forces are in equilibrium and their directions are represented by 
the sides of a triangle taken the s'^me way round, their magnitudes will also be represented 
by the sides of that triangle, and rice versa. 
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(6) If any number of concurring coplanar forces are represented in magnitude and 
direction by the sides of a plane closed polygon taken the same way round, they are in 
equilibrium. If their magnitudes are given by the sides of the polygon, their directions are 
also given by the directions of the sides. 

But if the directions only of the forces are given by the sides of the plane polygon, it 
does not follow that the sides of this polygon represent the magnitudes, because any 
number of plane polygons with parallel sides may be drawn, the magnitudes of the sides 
varying. 

(7) If three concurring forces in different planes are represented by the three edges of 
a parallelopipedon, the diagonal taken the opposite way round will represent the resultant 
in direction and magnitude. This is called the parallelopipedon of forces,. 

Examples. —(i) Find the resultant of forces of 7, i, i, 3 tmits, ref resented by lines drawn from one angle of 
a regular pentagon towards the other angles taken hi order, 

Ans. 4/74 units. 

(2) P and Q are two comp 07 ient forces at right angles, whose resultant is R. S is the resultant of R and 
P, If Q =z 2P, what is S? 

Ans. S — 2PV 2. 

(3) Component forces P, Q, R are represented in direction by the sides of an equilateral triangle taken the 
same way round. Find the magfiiiude of the resulia7it. 

Ans. \IP^ + + R^^ - QR ~ PR - PQ. 

(4) A weight of 10 to7is is hanghig by a chain 20 feet long. Find how much the tension in the chain is 
increased by the weight being pulled out by a horizontal force to a distance of 12 feet froin the vertical. 

Ans. By 2.5 tons. 

(5) A weight of 4 pounds is suspended by a string, and is acted upon by a horizontal force. If in the 
position of equilibriiwi the tensio 7 i of the sirhig is y pjou 7 ids, what is the horizoiital force? 

Ans. 3 lbs. 

(6) A 77iass of 10 lbs. is supported by strings of le?igths 3 and 4 feet attached to two pohits in the ceiling y 
feet apart. What is the te7isio7i of each striiig ? 

Ans. 8 lbs. and 6 lbs. 

(7) A particle is acted on by a force whose 77iagniti{de is unknown, but whose directioii 7nakes att aiigle of 
60° with the horizon. The horizo7ital co7fipone7it of the force is i.jy dy7ies. DeteriTiine the total force and its 
vertical C 077 ip 07 ie 7 it. 

Ans. 2.7 dynes and 2.34 dynes. 

(8) Three forces proportio7ial to i, 2, 3, act on a poi7it. The angle hetwee7i the first a7id secoiid is 60**, 
betwee7i the seco7id a7id third 30’'. Fmd the aiigle which the resultafit jjiakes with the first. 

Ans. About 67®. 

(9) Three cords are tied together at a pomt. One is pulled in a iwrtherly directio7i with a force of 6 
poimds, a 7 id another in a 7 i easterly direciioii with a force of S poimds. IMth %vhatforce 77iust the third be 
pulled ill order to keep the whole at rest? 

Ans. 10 pounds, at an angle with the horizon whose tang = 

4 

Static — Molar — Dynamic and Molecular Equilibrium. —Forces acting at different 
points of a body are said to be non-concurring forces. 

We have seen (page 188) that any number of non-concurring forces acting upon a rigid 
body can be reduced to a resultant force and a resultant couple at the centre of mass. 

The effect of the resultant force (page 190) is to cause linear acceleration of translation 
of the body. The effect of the resultant couple (page 187) is to cause angular acceleration 
of the body about an axis through the centre of mass. 

If both resultant force and couple are zero and the body is at rest, it will remain at rest 
and then it is said to be in static equilibrium. If every point has the same velocity of trans¬ 
lation, this velocity of translation will be uniform, and the body is then in molecular equi- 
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librium. If the body has angular velocity about an axis through the centre of mass, this 
angular velocity is unchanged and the body is said to be in molar equilibrium. 

If only the resultant force is zero, but not the couple, the centre of mass is either at 
rest or moves with uniform velocity, but the angular velocity changes. The body is then 
said to be in dy^iamic equilibrium. 

Equilibrium of Non-Concurring Forces. —When both the resultant force and couple 
are zero the forces are in equilibrium. In such case all the forces must evidently reduce to 
two equal and opposite forces in the same straight line^ or what is the same thing, any one 
of the forces must be equal and opposite to the resultant of all the others, and lie in the 
same straight line with it. 

We have, then, for the equilibrium of non-concurring forces two necessary conditions. 
1st. The algebraic sum of the componefits of all the forces in any three rectangular direc- 
tions must be zero. 

From equations (i), page 194, we have, then, 

cos a—o, Fy ~ 2 Fcos = o, = l^F cos y = 0. . . 

When these conditions are complied with, there is no resultant force on the centre of mass 
of the body, and any one force is equal and opposite to the resultant of all the others but 
does not necessarily lie in the same straight line with it. 

2d. The algebraic sum of the component moments m any three rectangular planes 7 nust be 

zero. 

From equations (4), page 194, we have, then, 


= ^i^cos Y-y — ^F cos p. z :=zO, 
My = ^Fcos (X . z — '2F cos y . x = 0, - 
Mz = 2Fcos /3.x — i^F cos Oi . y o. 


(2) 


When these conditions are complied with there is no resultant moment at the origin. 
But it docs not necessarily follow that there is no moment at any other point unless the 
resultant force is also zero. 

When, then, both equations (i) and (2) are satisfied the forces are in equilibrium, and 
the body, if at rest, remains at rest and is in static equilibrium. If every point has the same 
velocity of translation, it is in molecular equilibrium. If the body has angular velocity about 
an axis through the centre of mass, it is in molar equilibrium. 

If only equations (i) are satisfied but not (2), the forces reduce to a couple. The body 
is then in dynamic equilibrium. 

If only equations (2) are satisfied but not (i), we have a single resultant force passing 
through the origin. 

Cor. I.—If the forces are all co-planar, let A^'Fbe their plane. Then = o, y = 90 , 


and we have 

F^ = l^F cos n' = o, Fy'^ ^F cos y 5 , .(0 

M, = 2 Fcos p .X - 2 F cos a .y . . (2) 

That IS . 


1st. The algebraic sum of the components of all the forces in any two rectangular direc¬ 
tions in the plane of the forces must be zero. 

2d. The algebraic stint of the moments of the forces about any point in this plane must I 


zero. 







212 


STATICS. GENERAL PRINCIPLES. 


[Chap. 1 . 


If the first condition only is satisfied, we have a couple. 

If the second only is satisfied, there is a single resultant passing through the origin. 

Cor. 2.—If three forces acting at different points of a rigid body are in equilibrium, 
their lines of direction must intersect in a common point and the forces must be coplanar. 

For the resultant of any two must pass through their point of intersection and lie in 
their plane. The third must be equal and opposite to this resultant and lie in the same 
straight line. 

Cor. 3.—If the forces are parallel, take their common direction parallel to the axis of 
y. Then cos a = o, cos y = o, cos /3 = i, F^ = o, = o,Fy= 'S.F, and we have 


(0 

(2) 


: 2 F = o, 

^FX = O; 

'SFy = o. 

That is: 

1st. The algebraic sum of the forces mist be zero. 

2d. The algebraic sum of the componcut m 07 ne?its of the forces in any tzuo rectangular 
pla 7 ies must be zero. 

If the first condition only is satisfied, we have a couple. 

If the second condition only is satisfied, the resultant passes through the origin and 
coincides with the axis of Y. 

Determination of Mass by the Balance. —Let two masses ih^ and be suspended 

from the arms of an equal-armed balance, the fulcrum F 
being in a vertical through the centre of mass O of the 
balance. Let the balance before the masses and in^ are 
applied be horizontal and at rest. Then the balance is in 
static equilibrium, and its weight W acting at the centre of 
mass 0 must be equal and opposite to the upward pressure 
of the'fulcrum and in the same line. 

Now let the masses and be suspended, the length 



0 

c 


..6. ■■■> 

4 —r —^ 

/ 1— 


W 


BC being /, and suppose the balance still remains horizontal and at rest. It 

These forces arc 


of arm AC ■ 

is then still in static equilibruim and the acting forces are in equilibrium, 
the weight W of the balance, the weights M^g and of the masses, and the upv\^ard 

reaction F of the fulcrum. 

We have, then : 

1st. Algebraic sum of the forces equal to zero, or 


F—JV~m^g-m.^g=o, or i? = IF+ 

2d. Algebraic sum of the moments about any point zero. Take A as the point. Then 

^= o, or = m,. 

Hence for equilibrium the masses must be equal. (See page 173.) 

Examples.— (r) A circular table weighing m lb.s. has three equal Ic^s at equidistant points on its circtun- 
ference. The table is placed 07 i a level floor. Neglectmg the mass of the lei^s and considering table and floor 
and legs rigid, find the mass which, placed anywhere on the table, will just bring it to the point of over¬ 
turning. 

Ans. m lbs. 
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(2) If the table has four legs at eqtddistant points 07 V the circumf erence, find the mass that will just bring 
it to the poiiit of overticr^img. 

ANS. 2.4 771 . 

(3) The centre of mass of a ladder weighing Ihs. is 12 ft. from one end, which is fixed. What force 
must a man apply at a distance of 6 ft. front this e 7 id to just raise the ladder f 

Ans. ioo lbs. 

(4) A horizontal beam of length I is supported at its ends. It is acted upon by vertica 
Fi, F‘1, Fs act mg at pomts of applicatiot Ax, A<x, Axx , dividitig the beatn into segments b, c 
resultant pressures Rx, at the right arid left supports, neglect mg the weight of the bea7n. 

Ans. Rx and R% act upwards, and are given by 

^ _ I\{l - d) h^{d + 4- I^c jy __ Fsil — d) A' d) 4- Fib 


(5) A 77iass of 6 lbs. hangs on the arm f a safety-valve at a distance of 18 diches front th 
valve spindle is attached at / i/ich from the Julcrum. Disregarding frictioti and the weight . 
the steajji-pressure for static equilibriutn. 

Ans. 108 pounds. 

(6) In a wheel and axle the radius of the axle is r, and of the wheel R. A niass Q hangs by a rope Wt 
f'outtd the axle. Fi)id the force P actitig ta7ige7it to the wheel m order to hold Q suspetided, disregaram^ 
friction. 

Qr 

Ans. P 

A 

(7) A shobkeeper has correct weights but ati untrue balatice, otie ar?7t of which is a and the other b. He 
serves out to each of two custoitiers, accorditig to his bahmce, m lbs. of a cotntuodity, using first otte scale-pan and 
theti the other. Does he gain or lose, a7id how 77iuch? 

Ans. Loses lbs. 

at) 

(8) The ar77is of a balance are ufieqital^ a7id one of thx scale pans is loaded. A body the tr7ie mass of which 
is m lbs. appears when placed in the loaded pan to weigh 7 nx lbs., and when placed i7i the other mi lbs. Fmd 
the ratio of the ar 77 is a/id the 77 iass with which the pan is loaded. 

^ ^ nil ~ m nil — urnii 

Ans. Ratio of arms = --; mass “- . 

m — nil nil — 7/1 

(9) A balaiice is in equilibrium and u 71 loaded. A body in one scale-pan is found to balance 77 ix lbs. In the 
other scale-pan it balances m^ lbs. liiid the true 7/1 ass. 

Ans. fniyUhi. 

(to) I'ind the conditio 71 for static equilibriuiti for a screw, neglecting friction. 

Ans. Lot + J\ — P be the ('onple applied at the top with lever-arm 4“+’P 

ac = /; let ab — r be the radius of ilie screw, and p the pitch or distance ah I / 

betwetm the threads, so that if the S('rew !)e developed we have an in- r — / r \ ' c 

dined plane, which has a rise p hjr a base 27cr. Let a be the inclination / 

of the screw to the horizontal, so that P 


Let Q be the mass supported. We can resolve Q into a normal to the 

thiead - ^— and a horizontal force Q tan a. The normal is balanced 
cos a 

by the upward normal pressure At on the threads. The horizontal com¬ 
ponents at every two diainetrirally opposite points of the thread are 
equal and opposite. We have then a couple Q tan a x r balanced by 
PI, or 


P \ ^ 

27 tr 


Q tan (XY. r — PT, .'. P = ^tan a. 


Inserting the value for tan a. 
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(II) TAe differential screw consists of a screw a d which works in a fixed nut CC. The screw is hollow 
and has a thread cut inside in which a screw de works. This screw de is prevented from turnmg by the rod 

FT\ whose efids slide in vertical grooves. Find the co 7 idiiion for static 
^ ^ ■ eqiiilibriu/n, neglecting friction. 

_-rirz/ Ans. Let pi and p<i be the pitch of the screws, and a the common 

/ inclination of the threads, and ri and ra the radii of the screws. When 

^-p the arm ac I turns through 271 radians screw ad rises a distance p\ 

and screw de falls a distance p<i. 

have then just as before, in the preceding example, 

c c ^ a Y.ri —2 tan a x ra = PL 


Q{ri - ri) tan a 

I 


or, since tan a : 


P\ _ pi 


Q^hizJJ}, 

2 Ttl 


0 If p^ =0, we have the simple screw. By making px and pi nearly 

equal, we can have P very small compared to Q. 

(12) Lei the force P act norinally upon the middle of the back of a 7 i isosceles wedge. Find the condition of 
static equilibrium ^ neglecting friction. p 

Ans. The pressure N on each side must be normal. Let a be the angle of the ^ 

wedge. Then _j:_ 

P — aA/'sin ~ = o, or /* = 2A'sin \ ! / 

2 2 I-lA q A: -1 


. Oi 

2 sin ~ 
2 



If a is very small, N may be made very great. 

(13) In a wheel and axle the radius of the wheel is CA = a, and of the axle CB 
— b. Find the conditions for static equilibrium when a mass P hung from the 
wheel balances a mass Q hung from the axle, neglecting friction and rigidity of ropes. 

Ans. The weight of /'is Pg; of Q, Qg poiindals. Let P be the upward 
pressure of the journal bearings. Then ^ 

— Pg — Qg = o, or, P = {Pg pQg) poLindals, or, in gravitation units, 

P = iP + 0 . 

Taking moments about the centre C, we have 

Qgb — Pga =0, or Q = f P. 

o j 
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WORK. VIRTUAL WORK. 



Fig. (i). 


Fig. (2). 


Work. —The product of a uniform force by the component displacement along the line 
of the force of its point of application, is called the WORK of the force. 

Thus let be a force acting at the point jPj , and let the displace¬ 
ment he d = P1P2' P uniform during displacement, and let 

the projection P^n along the line of the force of the displacement be 
p :=. d cos B, where 0 is the angle of the displacement with F, 

Then the work of F is 

± Fp = ± Fd cos B. 

If the projection p is in the direction of the force, the work is positive and the force is 
said to do work. If the projection p is opposite to the direction of the force, the work is 
negative and work is done against the force. 

Now cos B is the projection of the force along the line of the displacement. We can 
therefore define work generally as tJic product of a uniform force by tJie conipoiient displace¬ 
ment along the line of the force (± ^ - ^ cos B), or the product of the displacement by the com¬ 
ponent force along the li)ic of the displacement {fc d . F cos B). 

Work of Resultant. —Let F^, If etc.. Fig i, be any number of forces acting on a 

point P which has an indefinitely small displacement 
ds in any given direction. Then during this dis¬ 
placement the forces remain unchanged in magnitude 
and direction. 

Let /^ , F.^, If, etc.. Fig. 2, be the line repre¬ 
sentatives of the forces. The resultant is then 
given in magnitude and direction by the closing line 
of the force polygon. 

The projection of /%. along the line of the dis¬ 
placement ds is then evidently equal to the algebraic sum of the projections of all the com¬ 
ponents. 

Hence the work of the resultant for any indefinitely S 7 nall displacement, is equal to the 
algebraic sum of the works of the components. 

If the forces do not change in magnitude or direction with the displacement, then the 
same principle will hold for any displacement large or small. 

Work—Non Concurring Forces. —Let a rigid body acted upon by any system of non- 
concurring forces F^, F^, F^, etc. have an indefinitely small displacement. Let Pi , p^ ^ Pz 
etc., be the displacement of each point of application along' the line of the force at that 

21 
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Then the work, no matter whether the displacement is one of translation or of rotation or of 
both combined, is given by 

work ^ F^p^Ar . , . —2Fp. , . . (i) 

In equation (i) each term is to be taken positive or negative according as the projections 
A A> direction of the corresponding forces or in the opposite direction. 

Let us suppose, first, that the displacement is one of translation and given by ds. 

Take any origin O and co-ordinate axes X, F, Z, Let 
iq, F^, Aj, etc., act at points P3, etc., given by the 

co-ordinates r^, -2)’ direction 

cosines of F^, F^, F^, etc., be y^), etc. 

Then the components of A are F^ cos cq, F^ cos / 3 ^, 
A cos y ^; of F^, F^^ cos ^3, F^ cos F^ cos y^, and so 
on. Also the components in the direction of the axes are 
given (page 194) by 



F^ = A cos + A cos ^2 + ^ • 
Fy = A cos / 3 ^ + a; cos /?2 -h . . 
A = A cos y ^ + a; cos ^2 + . . 
and the moments about the axes are given (page 194) by 

= ZF cos y . y — ZF cos /3 . 
My = ZF cos a . z ~ ZF cos y . ;r, 
Mz = ZF cos 0 , X XF cos a . y. 


= ZF cos ay 
= cos A, 
= cos y, 


(2) 


(3) 


Let the components of the displacement ds be dxy dy, dz. 

Since the work of any force is equal to the algebraic sum of the works of its components, 
we have for translation 


Aj/j = F^ cos dx F^ cos fd^. dy F^ cos y ^. dzy 
P2P2 ~ ^2 ^2 • + ^2 A • ^ + ^2 A • 

and so on. By addition, we have, from (i) and (2), for the ziwrlc of translatio7i 

work =■ F^ . dx Fy . dy F^. dz .(5) 

Now let us suppose the displacement is one of rotation due to an indefinitely small 
angular displacement Ai9 about an axis through O. Let the components of this displacement 
along the axes be dd^^y ddyy dd^. 

Then we have 

dx = z . dOy — y . dd^y 
dy ■= X , dO^ — z . dO^y 
dz = y . dO^ — . ddy. 

Substituting these values in (4) and adding, we have, from (i) and (3), for the zvork of 
rotation 

work = M^. de^-\-M^.ddy+M,. de,. (6) 
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For translation and rotation combined we have then, from (5) and (6), 

Equations (i) and (7) are then equivalent. Equation (i) is general and includes all cases. 
Principle of Virtual Work.—If we put equation (7) equal to zero, since dx^ dy^ dz^ 
ddy, dO^ are not zero for any displacement, we must have 

Px = 0, Fy=^ o, F, = o, 

= 0 , My — o, = o. 

But we have seen, page 2 11, that these are the conditio 7 is for equilibrium. 

Hence, when a rigid body is acted on by any systein of non-concurrmg forces in equilib- 
rtum, the algebraic sum of the works of all the forces for any indefinitely small displacement 
either of translation or rotation or both combined is equal to zero. 

The same holds for a system of rigid bodies connected by inextensible strings. 

We have then, from (i), for static equilibrium the condition 

Pfi + P^Pi + P<f% + . . . = '^Pp = o, . ■.( 8 ) 

where ^tc., are the displacements in the direction of each force, of its point of 

application, and each term is to be taken positive or negative according as the forces are in 
the direction of their displacements or in the opposite direction. 

But in static equilibrium every point is at rest and there is no real displacement. The 
principle nevertheless holds good fbr any supposed indefinitely small displacement. Such a 
supposed indefinitely small displacement which does not really take place we call a virtual 
displacement. The work of any force for such a displacement is then virtual work. 

The principle expressed by (8) is called, therefore, principle of virtual work, and may 
be expressed as follows : 

If a rigid body is in static equilibrium, the algebraic sum of the virtual works for any 
virtual displacement is zero. 

If the forces do not change in magnitude and direction with the supposed displacement,, 
the virtual displacement need not be taken indefinitely small. 

Examples. —(i) Find the condition for static equilibrium for a screw, neglecting friction. 

A NS. This is example (ro), pa^c 213. We have solved it there by resolution 
of forces. By virtual vrork the solution is as follows : 

If the arm I turn through a small angle 0, the work of P is P. IQ. The mass 

Q is raised a distance Hence by virtual work 

27 t 

P/O =0, or P = 

^ 27 t 27 tl 

(2) Solve the differential screw given in example fd), page 214, by virtual 
work. 

Ans. We have at once 

p/6 _ ^ qfA -o or P— 

27 r 27 t '^Ttl 

(3) Solve the wedge given in example f 2), page 214, by virtual work. 

Ans. For a small vertical displacement d we have work of P given by Pd. The work of JV is 

oc 

— Nd sin Hence by virtual work 
2 ^ 

Cf OL 

Pd — 2Nd sin - = o, or P — 2N sin —. 

2 2 
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(4) Solve the wheel and axle given in example (/j), page 214, by virtital work, 
Ans. For a small angle 0 we have 



Pa^ - Qh^ = 0, or Q = jP, 

(5) In the single movable pulley shown in the figtire find the relation between P and Q 
for static equilibrium, disregarding friction afid rigidity of rope. 

Ans. For a displacement s oi P downwards, each rope passing around the 


s . s 

movable pulley is diminished and Q is raised —. 


□Q 


Ps- 


0- = o. 


or P- 


We have then 

Q 


(6) In the system of ptiHeys showji in the figtire find the relation between P and~ 
Qfor static eqiiilibrmm, disregarding friction and rigidity of ropes, 

Ans. Let m be the mass of each pulley. 

For a displacement s oi P downwards, 

the first movable pulley is raised 


YP 


second 

third 

;^th 


s 

4' 

s 

V 

s 


We have then 


Ps 


ms 

2 


771S 

' T 


Os 


or 


2« \2 4 8 


2'7 


= O, 


g +(2^~ i)7n 
2« 


where n is the number of movable pulleys. 

(7) In the system of pulleys shown in the figure find the relation between P and Q for 
static equilibriujn, disregarding friction and rigidity of ropes. 

Ans. For a vertical displacement s of P each rope from the lower block will be 

s 

shortened by s, and the displacement of Q upwards will be where 71 is the number of 

ropes from the lower block. 

If 771 is the mass of the lower block, we have 


Ps 


(O 4- 7/7) - = o, or 

71 


p = Q + 


Ip 





(8) A body of mass i7t rests 7ipon u s/nootk inclined plane AB which 7nakes an a77gle a 
with the horizo7iial a7id is acted tipon by a force P which makes the a7igle fS with the 
pla7ie. Fmd the C 07 iditi 07 is of static equilibriu77i. 

Ans. Consider the body as a particle at any point 0 on 
the plane. We have acting upon the particle the weight of 
m, the force P and the nominal reaction N oi the plane, and 
these three forces must be in equilibrium. Let the angle 
POB = be positive when above the plane, and negative 
when below. 

1 ST Solution. By Resolution of Forces.—W e 
have, putting the ajgebraic sum of components at right angles to P equal to 
zero, for gravitation measures 


N cos fi — m cos (a +/?) = o. 


or W = 

cos 


0 ) 
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Putting the algebraic sum of components parallel to the plane equal to zero, we have for gravitation 
measures 

X, • ^ m a , . 

P cos 6 — m az=z o, or P = ...(2) 

' cos ^ ^ 

When /J = 90® — a; jP is vertical and, from (i), N =. o. For any greater value of positive p we have, 
from (i), TF negative and no equilibrium is possible. For negative fi we must have /? less than 90®. Equations 
(i) and (2) hold good, then, for all values of /S between + (90® — a) and — 90®. Outside of these limits there 
is no equilibrium. 

The minimum value of P is for /J = o and equal to P = w sin a. 

Again, we can put the algebraic sum of components along the plane and perpendicular to the plane equal 
to zero. We have then 

P cos — m sin a = o, 

A" 4- P sin /if — m cos a = o. 


From these two equations we can obtain (i) and (2). 

Again, we can put the algebraic sum of horizontal and vertical components equal to zero. We 

P sin (or + y 5 ) + A cos a — = o, 

P cos (a + /?)“• A sin a = o, 

,and from these equations we can obtain (1) and (2). 

2D Solution. By Virtual Work.—I n order to find P, suppose a virtual displacement d along the 
plane from O towards B. This displacement is at right angles to A, and hence the virtual work of A is zero. 
We have then 

Pd cos & — md sin nr = o, or P =- 

^ cos fi 


In order to find A, suppose a horizontal virtual displacement d. Then the virtual work of W\s zero, 
and we have 


A=: 


P cos (nr + /S) 
sin a 


m cos {a + fi) 
cos 


Pd cos (or + yS) - Nd sin nr = o. 


or 







CHAPTER III. 

STATIC FRICTION. 

Friction. —Every natural surface offers a resistance to the motion of a body upon it. 
Part of this resistance is due to ADHESION between the body and surface and part is due to 
FRICTION. 

Friction, then, is always a retarding force or resistance, and acts always in a direction 
opposite to that in which the body moves or would move if there were no resistance. 

When one surface moves upon another, the surfaces in contact are compressed and pro¬ 
jecting points and irregularities are bent over, broken off, rubbed down, etc. 

The resistance due to friction, therefore, evidently depends upon the materials of which 
the surfaces are composed, and also upon the roughness or smoothness of the surfaces in 
contact. 

It may also evidently vary for the same surfaces, according to their condition or state 
or material constitution. 

Thus it may not be the same for surfaces of dry wood or iron as for the same surfaces 
under the same conditions when w^et. It may not be the same for two surfaces of wood 
with their fibres parallel as for the same surfaces under the same conditions when their 
fibres are not parallel. 

Unguents also have a great influence. Such fluid or semi-fluid unguents as oil, tallow, 
etc., fill up interstices and diminish the effect of irregularities of surfaces , ora film of unguent 
may be interposed between the surfaces and thus the resistance of friction greatly diminished. 

Adhesion. —We must not confound the resistance due to friction with that due to 
adhesion. Adhesion is that resistance to motion which takes place when two different sur¬ 
faces come in contact at many points without pressure. Adhesion increases with the area 
of surface of contact and is independent of the pressure, while, as we shall see (page 221), 
friction increases with the pressure and is in general independent of the area of surface of 
contact. When the pressure, then, is very small, adhesion may be great compared with 
friction. 

If, however, the pressure is great, adhesion may be neglected compared to the friction, 
and the resistance to motion is practically that due to the friction only. 

Kinds of Friction. —Surfaces may slide or roll on one another. We distinguish 
accordingly SLIDING friction and ROLLING FRICTION. 

It is also found by experiment that the friction which just prevents motion is greater 
than that which exists after actual motion takes place. The friction which just prevents 
motion is called friction of repose or quiescence, or STATIC FRICTION. The friction which 
exists after actual motion takes place is called friction of motion, or KINETIC FRICTION. 

We have, then, two kinds of static friction, viz., wSTATIC SLIDING FRICTION and STATIC 
ROLLING FRICTION. 

We have also two kinds of kinetic friction, viz., KINETIC SLIDING FRICTION and 
KINETIC ROLLING FRICTION. 
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In any case, whether of sliding or rolling, the kinetic friction is always less than the 
static friction. 

We have to do in this portion of our work with static friction only. 

Coefficient of Friction. —When two surfaces are in contact and there is friction and 
normal pressure at every point of contact, the sum of the frictions at every point of contact 
is the total friction, and the sum of the normal pressures at every point of contact is the 
total normal pressure. 

The ratio of the total friction to the total normal pressure when motion, either sliding or 
rolling, IS just about to begin, is called the COEFFICIENT OF STATIC FRICTION, either of sliding 
or rolling. 

The same ratio after motion has taken place is called the COEFFICIENT OF KINETIC FRIC¬ 
TION, either of sliding or rolling. 

We denote the coefficient of friction in general by ji- We have then, in general, for all 
cases 

F 

F = jfy or ^ 

where F is the total friction and W the total normal pressure when motion either sliding or 
rolling is just about to begin, or else when motion cither sliding or rolling has take 7 i place. In 
the first case F i^^ the coefficient of static friction of sliding or rolling. In the second case yU 
is the coefficient of kinetic friction of sliding or rolling. We have to do in this portion of 
the work with static friction only. 

Limiting Equilibrium. —The student should carefully note that 

F = fN 

does not give the actual rcs.istancc of friction in all cases of equilibrium, but only the resist-’ 
ance which exists when the surfaces are o)l the point of motion. 

Friction acts always in a direction oi)positc to the force which tends to cause motion, 
and so long as there is equilibrium it is always equal in magnitude to this force. But when 
this force has the magnitude fN motion is fust about to begin, and the body is said to be in 
ITMITINc; Kg)llIEIBRruiVt. If this force is less than fN, there will still be equilibrium, what¬ 
ever its magnitude, and the body is in NOX-lim i'iTN(i E(juI LH’.RIU M . 

Coefficient of Static Sliding Friction - Experimental Determination. —Let a body of 
weight W, acting at the centre of mass C, rest in ecjiiilibrium upon 
a rough plane AB, tlie surfaces of contact being phlne. 

Then for ecpiilibrium the reaction R of the ])lane is equal and 
opposite to /Faiid in the same vertical line, and the sum iV of all 
the normal pressures acting at ewery point of contact must be equal 
and opposite to the normal component of IV, and the sum P' of all 
the frictions at every ])oint of contact must be ecjual and opposite 
to the component 7 'of IF parallel to the plane. 

We have, then, when sliding is about to begin, for the coeffi¬ 
cient of sliding friction 

F 

F 

and we see from the figure that is the tangent of the angle which the reaction R makes with 
the normal when sliding is about to begin. Now the reaction at every point of contact is paral- 
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lei to R or JV, and sliding begins at all points of contact simultaneously. Hence the angle 
which R makes with the normal when sliding is about to begin is evidently the same as the 
angle which the plane makes with the horizontal. Therefore 

F 

fji=: = tan 0. 

We call the angle 0 which the plane makes with the horizontal when motion is about to 
begin the ANGLE OF REPOSE. 

That is, the coefficient of static sliding friction is equal to the tangent of the angle of 
repose. 

If, then, we place a body upon a rough plane and then gradually incline the plane until 
sliding just begins, the inclination of the plane at this instant gives the angle of repose 0. 
The tangent of this angle gives the coefficient yu of static sliding friction for plane surfaces. 

We obtain the same result by resolution of forces. Thus let 0 be the inclination of 
the plane when sliding begins. 

W cos p Ny and W sin cj) '=^ F. Hence 

F 

^ = tan 0, 

use of the inclined pfane as an apparatus for determining fx 
by experiment. 

Again, if we place a body of weight W on a horizontal })lane 
and measure the horizontal force F just necessary to cause it to 
begin to slide, we have 

/.= J=tan0, 

where 0 is the angle of the reaction R with the normal zvhen sliding begins, or the angle of 
repose. 

Such an apparatus should be so constructed that the friction of the pulley and other 
resistances due to the string, etc., can be disregarded or else allowed for. 

Cone of Friction. — If we revolve the line representative of R in the figure page 221 
about the vertical, it will describe a cone. This cone is called the CONE OF ERIC'I’ION. The 
reaction of R is equal and opposite to the resultant of A and VV acting at C. 

We see, then, that no force acting at C, hoivever great m znagnitude, can cause sliding 
to begin if its line' representative lies zvithin the cone of friction. 

Laws of Static Sliding Friction. —The following laws of static sliding friction have been 
established by experiment as holding true within the limits indicated : 

I. Other things being the saine^ zvithin certain limits of the normal pressure, static sliding 
friction IS proportional to the total normal pressure and independent of the area of the surfaces 
in contact. 

In other words, within the limits of normal pressure referred to, the coefficient of static 
sliding friction p is constant for the same tzvo surfaces in the same condition, whatever the area 
of the surfaces of contact and whatever the total normal pressure. 


Then for equilibrium 


We can thus make 
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Thus, if the normal pressure N over a given area is increased or decreased, the friction 

F 

/^increases or decreases in the same proportion and yu = j;^is unchanged. 

It follows directly that if the area increases or decreases, N remaining th 
number of points of contact is correspondingly increased or decreased, but thenormi 
at each point, and therefore the friction at each point, is corresponding!)/ decrt 

F 

increased. The sum of all the frictions /^remains, then, the same and ja. = ^ is unc 

Limitations of the Law, —The limitations of normal pressure referred to are as : 

If the normal pressure per unit of area approaches the crushing strength or beco 
great as to break up the film of interposing unguent, the friction F increases more 
than the normal pressure, and the law fails. 

In properly designed structures the normal pressure per unit of area is much less 
this limit, and the law applies. 

Again, if the normal pressure per unit of area is- very small, adhesion may constitute 
the larger portion of the resistance. This adhesion increases with the area of contact 
(page 220). 

In all practical cases, however, the influence of adhesion may be neglected. 

Hence in practical appplications the friction is the only resistance which is considered, 
and it is assumed that 


F= ijlN 

gives the resistance, where F is in practice a constant for the same two surfaces in the same 
condition, vv^hatever the area of the surfaces in contact and whatever the total normal 
pressure N. 

2. Other things being the same, zvithin certain limits of the normal pressure, the static 
sliding friction of greased surfaces is less than that of iingr eased and depends less tipon the 
surfaces than upon the unguent. 

Here, again, if the normal pressure per unit of area becomes so great as to break up 
the film of interposing unguent, surface comes in contact with surface and the friction may 
depend more on the surfaces than upon the unguent. 

In properly designed structures the normal pressure per unit of area is much less than 
this, and the law applies. 

Again, if the normal pressure per unit of area is very small, adhesion may constitute 
the larger portion of the resistance, and this adhesioi^ is increased by the unguent. 

In all practical cases, however, the influence of adhesion may be neglected. 

Hence in practical applications the friction is the only resistance which is considered, 
and it is assumed that 

F= fN 


gives the resistance, where F is in practice a constant for the same two surfaces in the same 
condition, whatever the area of the surfaces in contact and whatever the total normal 
pressure N. 

Upon these two laws depend the value and use of the values for the coefficient of 
static sliding friction given in the next article. 

Values of Coefficient of Static Sliding Friction.— The following table gives a few 
values of F as determined by experiment for static sliding friction. 
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COEFFICIENTS OF STATIC SLIDING FRICTION /t = tan 0 . 


Substances in Contact. 


Condiiion of Surfaces and Kind of Unguent. 

Dry. Wet. Olive Oil. Lard. Tallow. Dry Soap. an?G^reasy. 


I minimum 

Wood on wood.-! mean .... 

( maximum 
( minimum 

Metal on metal...-j mean- 

(i-maximum 

Wood on metal. 

C minimum 

Hemp ropes or plaits on wood 4 mean .... 

( maximum 

Leather belts over drums J wood .... 

made of.( metal. 

Stone or brick on stone or j minimum 

brick, polished.] maximum 

Dry masonry and brickwork . 

Masonry and brickwork, damp mortar.... 

Timber on stone. 

Iron on stone...o 

Masonry on dry clay. 

“ “ moist clay. 

Earth on earth.o 

Damp clay on damp clay. 


0.30 

0.50 

0.70 

0.15 . 

0.18 

0.24 

0.60 

0.50 

0.63 

0.80 

0.47 

0.54 

0.67 

0.75 

0.65 

0.74 

0.40 
,7 to 0.3 
0.51 
0.33 

,25 to I 
1.0 


More extensive tables will be found in treatises on Friction. It will be noted that 
the coefficient of static sliding friction is practically always less than unity. In only one 
case given in the table, viz., for damp clay on damp clay, is yu= i, corresponding to an 
angle of repose of 0 = 45°. Rankine gives for ‘'shingle on gravel"' a maximum ju = i.ii, 
corresponding to an angle of repose 0 = 48°. 

Static Friction for Pivots. —In all cases of the sliding of two surfaces we denote the 
coefficient of static sliding friction by pi and take the value of pi as given by the table. We 
have then, in all cases of sliding friction, for the friction zvhen sliding is about to begin 

F -=■ piN = N tan 0, 

where Wis the total normal pressure and 0 is the angle of repose, and pi is given by the table. 
The direction of the friction is always opposite to the direction of motion if motion were 
to take place. 

The application to pivots is then simple. 

I. Solid Flat Pivot. —Let be the base of a solid flat pivot, and Wthe total normal 

pressure upon the base. 

We have then for the static friction 

I. .(0 

I I j where pi is given by the table. 

0 1f we divide the base into a very large number of very small equal 

triangles, such sls ACD, the friction on each can be considered as the 
^ resultant of equal parallel forces distributed over the surface. The 
point of application for each triangle is then at the centre of mass for 
that triangle. The point of application of the entire friction is then at a 

2 

distance Cs - r frpm the centre. The moment of the entire friction with reference to the 


distance Cs 
axis is then 


- pNr. 

3 
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Since for any point s of the base there is a corresponding point / for 

is equal and opposite, the moment of the friction is the moment of a couple am _ 

the same for every point in the plane of the base (page 185). 

2, Hollow Flat Pivot. —If the rubbing surface is a flat ring ADEBj we have as 

F=/aN, .. * . (i) 

where is the total normal pressure on the base, and p is the coefficient^_ C 

of static sliding friction as given by the table page 224. A-q 

Let the outer radius be and the inner radius Then any > 

small portion of the base is a circular ring for which the length of chord | ^ 

and arc AD may be taken equal. The centre of mass (page 29) for ^ 

each small portion is then at a distance Cs from the axis given by Ac?\ ? 

^ ^2 _ 4^ 2* D 

“ 5 ^ 

Hence the moment of the friction with reference to the axis is 




Since for any point there is a corresponding point s' for which the friction is equal and 
opposite, the moment of the friction is the moment of a couple and is therefore the same for 
any point in the plane of the base (page 185). 

3. Conical Pivot. —In the case of a conical pivot let R be the pressure along the axis, 
and let the half angle of convergence ADC be a. 

If wc divide the conical surface into a large number n of very small 
triangles with their vertices at the point Dy each will sustain the vertical 


load and the normal pressure on each will be ——< 
n n sin a 


If we denote 


the radius C^A^ = of the pivot at the point of entrance by the 
resultant normal pressure upon each small elementary triangle acts at a 


distance —r, from the axis. 
3 

We have then for the total friction 


F ~ fd- -, 

sm a' 


where jj. is the coefficient of static sliding friction as given by the table page 224, and the 
moment of the friction with reference to the axis is 

- - 2 Rr. 

M ^ —IX - -, i 

3 sm « 

T 

or, since -r—h- = the side DA. of the cone of contact = a, we have 
sm a ^ 


M = —jxRa. 

3 


(2) 
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This is also the moment of a couple and hence the same for any point in the plane per¬ 
pendicular to the axis at a distance above the point D equal to two thirds the height of the 
cone of contact. 

4. Pivot a Truncated Cone.—L et be the pressure along the axis, and let the half 

angle of convergence ADC be a. 

Let the pressure sustained by the flat base, and the pressure 

sustained by the conical surface. 

Then 

R, + D, = R. 

Also, if is the radius at the point of entrance, and the radius 
of the base. 




R 


A 

> 

f 

C 

B 

A 

L_ 

c 

— ^ 

/B/ 

/ Bg 


: R:: nr ^: or R, 


2 y 


and hence 




We have then as in Case i, page 224, for the flat pivot, the friction on the base 


aAd its moment about the axis 


K = mK = 


2 ^ ” 
0 


For the friction on the conical surface we have, as in Case 3, page 225, for the conical 


pivot 


^ R, R 

F. = u - --- = u . — 5 -^ - 

^ sin rc 


sin a 


and for its lever-arm, as in Case 2, page 225, for hollow pivot, 


2 r: 


3 


Its moment, then, about the axis is 

M. = ~u ' 
1 2^ 


sin a 


The total friction for the truncated pivot is then 

.(■) 

and its total moment about the axis is 

+ . 

where /.t is the coefficient of static sliding friction as given by the table page 224. 


(2) 
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[Pivot with Spherical End.]—Let R b'. the pressure along the axis, denote the radius AO of the spher. 

surface by r, and the radius AChy ri, and let the angle AOC be a, 

R ^ 

Then the load per unit of area of horizontal projection is Take any ,, 

element of the surface at a, distant = x from the axis, and let Od = jy. The 

horizontal projection of this element is 27 ixdx, and the load sustained by it is _ ^ _ 

. ^ r R 2Rxdx 

then 27 txdx x —r = 5— 


The cosine of the angle aOd is cos aOb = ~ 

r 


y _ 


The normal pressure on the element at a is 


and the static friction is 


4/r^ — 


2 u Rr xd X 


% 

Integrating between the limits of ;r = o and x =. Tx, we have for the total friction 




or, since 4/r'^ = r cos a and ri = : 


^ ^ 2fxR 

F = — (I — cos a) =-, 

sin" n: i + cos a 

where f.i is the coefficient of static sliding friction as given by the table, page 224. 

For hemispherical end «= 90° and F = 2///v\ For flat end a—o and F = uR. 

The moment about the axis of the friction on an element is 

2M Rr x“dx 

rp 

Integrating between the limits x ~o and x~ri, we have for the total moment of the friction about the 


r 2///vVrr" __ r, r, 

=-T' — sin *-yr" — ri^ , 

rr 2 r 2 " J 


or, inserting the values of 4/r" — rd = r cos a and ri = r sin n: and reducing, 


M = ^Rr(—~~ - cot ct ] .. . , (2) 

\siir / 

For hemispherical end a = ™ sin a = i, cot a — o, and this becomes M = 

Static Friction of Axles. —In all cases of the sliding of two surfaces, we denote the 
coefficient of static sliding friction by p and take the value of p as given by the table, page 
224. We have then, m all cases of sliding friction, for the friction when sliding is about 
to begin 

F z=z pbT iV'tan 0 , 

where N is the total normal pressure and 0 is the angle of repose, and p is given by the 
table, page 224. 
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The direction of the friction is always opposite to the direction of motion if motion 
were about to take place. 

The application to axles is then simple. 

I. Axle in Partially Worn Bearing.— Let the bearing be 
partially worn, then the axle at the moment when sliding begins touches 
the bearing at a point ^4, and the resultant pressure R at this point makes 
the angle of repose 0 with the normal. We have then for the normal 
pressure N ^ R cos 0, and for the friction 

F = Wtan 0 = i? sin 0,.(i) 

where 0 is the angle of repose as given by the table, page 224. 

Let r be the radius AC oi the axle. Then the moment of the friction with reference 
to the axis is 

M= Rr sm <p .(2) 

If the axle is well greased, the angle of repose 0 is very small, and we may take 
pi = tan 0 = sin 0. In the practical case of a well-greased axle, then, we have 

F = MRy M=MRr, 



where pi is given by the table, page 224. 

If the wheel AB revolves, as shown, about a fixed axle AC, the friction is the same as 
before, but the lever-arm of the friction is not the radius of the axle, but 
the inner radius of the wheel. 

2. Axle—Triangular Bearing.—I f the bearing is triangular, the 

axle is supported at two points A and i>. 

The resultant pressure R can be resolved 
into two components A\ and , and when 
sliding begins each of these makes the angle 
of repose 0 with the normals at A and />. 

The normal pressure at A is then ~ R 
tion at A is 

Aj = tan 0 = sin 0. 

The friction at B is in like manner = R^ sin 0. The total friction is then 




cos 0, and the fric- 


F= sin 0. 

Let the angle ACB = ifi. Then the angle AOR = ft — <p, and the angle BOR = ft 
We have then 

Aj: A: : sin (y5 -4- 0): sin 2/5, or A^ = 

and 

A 2 : A ;; sin {/3 — 0) : sin 2/5, or A 

^ sin 2/5 

Hence the total friction is 

F= [sin + 0) -f sin {ft - 0)]- ^.^ - *^ . 
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But sin (/5 + + sin — <{>) = 2 sin fi cos cp, and sin 2 d = 2 sin <p cos /?. Hence we 

i?sin0cos0 sin 20 


2 cos p " 


where cp is the angle of repose as given by the table, page 224. 

The moment of friction with reference to the axis, if r is the radius of the axle, is 




Rr sin 2 0 
2 cos 


If the axle is well greased, the angle of repose <p is very small, and we may take 
sin 20 = 2 sin 0, also /c = tan 0= sin cp. In the practical case of a well-greased axle, then, 

we have 




cos fd ’ 


M JJ. 


COS ^ ' 


where /c is given by the table, page 224. If the angle (3 is small, cos may be taken as 
unity, and F and M are then the same as in the preceding case, 

F = M = pRr, 

[3. Axle—New Bearing.] —When the bearing is new and unworn, the axle touches it at all points. 

Let /i be the resultant vertical pressure acting at the centre 0 of the axle, ^- 

De-ftote the radius AO of the axle by r, the distance AC by ri, and let the ^ 

angle ^( 96 ’be jO’. / \ 

R O ] 

Then the load per unit of horizontal projection is — . Take any element I / 

of the surface of the axle at a, distant ab — x from R, and let Ob = y. The -^^ 

horizontal projection of this element is dx, and the load sustained by it is 


At a' we have a similar element. 

The friction on these two elements is, from the preceding article," 

sin 20 . Rdx 
2 ri cos aOb ' 

V s/ 

But cos aOb = -- = - -, hence the friction for the two elements is 

r r 

sin 20 dx 


Integrating between the limits ;ir = ri and ;ir = o, we have for the entire friction 


Inserting the value oiri — r sin /?, 


_ Rr sin 20 . -1 r\ 

F— -^sm 

2ri r 


R sin 20 /J 


sin P ' 


where 0 is the angle of repose as given by the table page 224. 

The moment of the friction with reference to the axis is then 

Rr sin 20 P 
2 ‘sin/i’ 
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If the axle is well greased, the angle of repose (p is very small, and we may take 

sin 20 = 2 sin 0, also = tan 0 := sin 0. 

In the practical case of a well-greased axle, tlien, we have 

F=HR.-£-~, 

Sill /j snip 

where jn is given by the table page 224. 

If the angle ft is small, we may take fi = sin / 3 , and then i^and M are the same as in the two preceding 
cases, 

F = //ye, M == pRr. 

4. Friction Wheels. —By the use of friction wheels instead of bearing blocks, the 
friction of an axle can be greatly diminished. 

Thus let the axle AC rest upon the circumferences of the friction 
[F/ ) wheels AC^ and touching them at the points A and B. The 

vertical pressure on the axle C causes the pressures at A and 

y j angle ACB = Then 


If the axles of the friction wheels are well greased, then, as we have seen, the least 
friction may be written 

where p is gfven by the table page 224.. 

If the radius of the axles of the friction wheels is r, the moment of the friction is 


Ft = 


cos ff 


The moment of the friction at the points A and B must be the same. If we call this 
we have, if the radius of the friction wheels is 

T? T? ^ 17 ^ 

Fm = Fr, or F. ~ - h ^ 

^ ^ a a cos 

By making ^ small, we can take cos ft = i, and have 


By taking a large with respect to r, we may thus make the friction F^ 
very small. If the axle C rests on bearings, its least friction is pR, as we 
have seen. 

If we have a single friction wheel C^A, then yd = 0, and we have 
accurately 
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Static Friction of Cords and Chains. —Let a perfectly flexible cord stretched by a 
weight Q be laid over the edge 6^ of a rigid body ABO, Fig. i. 

Let the force at the other end of the Fig. i. Fig. 2 

cord be P, and the angle of deviation DCP == {D j 

AOB = (X. r. \ / ' 


Draw CT making the angle TCP = -^, 

and CN perpendicular to CT. Then, when 
motion is about to begin, the resultant R oi P 
and Q makes the angle of repose 0 with CN. 

If the weight Q is about to sink, the 
friction F acts opposed to the motion, and we 
have 

P^F= Q, 


#- / B 


We have then, from Fig. 2, 


F\ 2 Q sin — : ; sin 0: sin — ^0 - 


2 Q sin — sin 0 
2 


cos 0 — 


2Q sin “ sin 0 

a ^ ^ a 

cos 0 cos-k sin 0 sin — 

^ 2 ^2 


Dividing numerator and denominator by cos 0 , we have, since tan 0 = = coefficient 

of static sliding friction, for the friction F^ when the weight Q is about to sink 


2 hQ sin 


2juQ tan 


a a a 

cos ~ sin — I + ~ 


When the weight Q is /ust about to rise we have 


P^Qj^F, or Q=P-F, 


and hence 


_ a 
2 }aQ tan “ 


I — ix tan ■— 
^ 2 


In the first case, then, when the weight Q is about to sink, 


P, = Q-F, 


Q\i — jj. tan 


I + >( tan - 
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and in the second case, when the weight Q is about to rise, 


P=Q + F 


q{i + fx tan 


• (4) 


I —• tan 


If the cord passes over several edges, the forcecan be calculated by repeated appli- 
/ cation of these formulas. 

Thus let the number of edges be and the deviation at each 
/" edge be the same and equal to a. When the weight Q is Just abotii 

Y tension of the first portion of the cord is, from (3), 


q[i - M tan 


I + ^ tan - 


That of the second is 


p/i — /A tan -A q(^ — M tan - 


I -)- tan 


/ a \2 

(^i +/i tan 


That of the last is 


q[i — p tan 


I + ju tan 


If the weight Q is Just about to rise, we have simply to interchange P and Q and 
we have 


Q[i pi tan 


I — pi tan 


In the first case, when the weight is about to sink, we have for the friction 


- <2 - = (2 I 


I — pi tan 


I + /< tan - 


If the weight is about to rise, 


• (7) 


F=^P„ - Q = Q 


(^i + /< tan 
[i~p tan 


• ( 8 ) 
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Formulas (5), (6), (7) and (8) are also applicable to the case of a chain composed of 
links which is passed round a cylindrical surface, where n is the D ^ 

number of links in contact. If the length of each link is AB = /, / / 

and the distance CA of the axis ^ of a link from the centre C is r, I 
we have for the angle of deviation BBL = ACB = a 


sin “ = or tan -- = — - \ x \ 

2 2/ 2 . - I \ 

P 

[If a flexible cord lies in contact with a rough surface, let ACB := ah^ the arc ^ 

of contact. Q]_I 

If T is the tension at any point of contact D for the indefinitely small portion of the cord Dd, the fric¬ 
tion at this {)oint is dT. Let the indefinitely small angle DCa be da. 
p ^ Then, from equation (i), page 231, 

rr. da' 

\ ' 'zu T tan — 


- 


I -Pyti tan — 

2 

But since da is indefinitely small, we may take the arc equal to the 
a 

tangent and disregard u tan — with reference to i. We have then 

2 


Integrating between the limits a:= o and a, we have, since for «= o, T — Q, and for a= a, T~P, 

P 

logn P — 1.10. + logn < 2 , or logn ~ = fia. 

We have then, when motion in the direction of P just begins, 


P = 


where 6 = 2.3026 = base of Naperian system of logarithms. 

When motion in the direction of (9 begins, we have, by interchanging P and Qy 


P€ 


Also, inversely, 


_ ^.3026(log P ~ log 0 


where common logarithms are taken. 

If the arc a of the cord is given in degrees instead of radians, we must substitute a: 


, Tt. If the 


surface is cylindrical and the number of coils n of the rope is given, we have a = 27 tn. 

We see from (9) and (10) that the friction of a cord, F — P — Q ox F~ <2 — P, upon a surface does not 
depoid at all upon the radius of curvature^ but only upon the arc of contact ur, or upon the number of coils, 
ZTtUy if the surface is cylindrical. 

If we take -w = we have for a cylindrical surface: 

3 

1 ^ 

for - coils, P — i. 6 g 2 ; 

4 

" l “ P = 2 . 850 : 

2 

“ t “ P — 8.120; 

“2 “ P = 65.940; 

“4 “ /’ = 4348.560. 

The friction can thus be increased to any amount by increasing the number of coils.] 
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Rigidity of Ropes.—When a rope is perfectly flexible it offers no resistance to bending. 
IVhen a rope is not perfectly flexible it offers a resistance by reason of its rigidity when 
wound on to a drum, pulley or axle, though none is offered when it is 
wound off. Thus let a rope whose tension is T be on the point of 
being wound on to a pulley. 

Let a = AC = BC be the radius of the pulley, and t the thick¬ 
ness of the rope. Then the lever-arm of the axis of the rope on the 

_ t 

off side is Cb ^ a 

The distance Ac from the pulley to the rope on the on side will 
depend on the kind of rope and will be less as is greater. Thus for 
hemp ropes we can put 

where is a constant to be determined by experiment for the kind of rope; and for zvire ropes 



Ac ■ 


T 


that is, Ac increases with the lever-arm a A -and decreases as T increases. 

It is also evident that those fibres farthest out on the on side are stretched more than 
those nearer the pulley. The resultant tension T will therefore act further from the pulley 
than the central axis of the rope. We denote the distance of 7'from the central axis by c^. 
Let the tension along the central axis on the off be 7 "-l- T'. Then we have for 
equilibrium, for hemp ropes, 


or 


and for wire ropes^ 


4 + j+i+..)=(r+r)(. + |). 


r 







or 


We have then 


r 


"+'2 


TX Cc={T-{- T')Cb, or a = (i + ^Cb. 


(U 




(?) 


The rope can be considered, then, as without rigidity if we increase the lever-arm of the 

T 


tension on the on side by the amount 


f' 
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Hemp Ropes. —For tarred hemp ropes experiment gives 


IOO+ 0.222 r 

y —--pounds, 


a + • 


where T is to be taken in pounds, and a and / in inches. 

For new hemp ropes, mitarred, 

4+0.064577 
1 = - - -pounds, 

«+- 

2 


where T is to be taken in pounds, and a and t in inches. 
Wire Ropes. —For wire ropes we have 


r = 1.08- 


0.09377^ 


a + ; 


pounds, 


where T is to be taken in pounds, and a and t in inches. 

Static Rolling Friction. —Let ACB be a roller resting on a plane surface. 


By reason 


of the pressure N of the roller on the plane, the roller is compressed. 
Let a force F be applied at the centre C parallel to the plane. When 
the resultant R of T'and N just passes through the edge D of the base, 
rolling begins and the force F is equal and opposite to the friction. 

Let the distance AD = d. Then, when rolling is about to begin, 
the angle C/) is the angle of repose 0. Let r be the radius. Since 

d 

the compression is small compared to the radius, we have tan 0 = - = 
coefficient of static rolling friction. Hence for equilibrium Fr = Nd, or 



F^ pN = - W. 

r 


The distance d depends on the materials in contact. 

The theory of rolling friction is not yet well established and but few experiments upon 
it have been made. 

In all practical ca.ses of rolling we usually have to do with axle friction, which has 
already been discussed (page 228). 

Examples—(i) A body of inass in rests upon a roiiyh inclined plane which makes an angle cc with the 
horizontal and is acted upon by a force P which makes the angle with the 
plane. Find the conditions for eqnilibrmm. (For smooth plane see ex. (8), 
page 218.) 

Ans. Consider the body as a particle at any point O. Let the angle 
FOB .= /5 be positive when above the plane, and negative when below. 

r. Body on the Point of Motion Up the Plane. —In this case we 
have the component of P parallel to the {)lane acting up the plane, and the 
friction acting down. We have, then, P, N, in and f-iN'm equilibrium. 

If we put the algebraic sum of forces along the plane and perpendicular to 
the plane equal to zero, we have in gravitation measure 
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P cos jS -- m sin a — juN ■■ 


„ m sin a + uN 

o, or P =z - 

cos /J 


P sin /S N -’fn cos a = o, or N m cos ^ — P sin fi, 

where is the coefficient of friction. 

From these equations we have 


_ sin or + )U cos a sin (a + 0 ) 

P =- L -;— m = ■— m, 

cos P ^ ^ sin p cos {p — (p^) 


(0 


where (p is the angle of repose whose tangent is equal to p. If /^ = o, there is no friction and we have 
equation (2), example (8), page 219. If /? = 90“ - a, P = m and N = o. For any greater value of positive 
P, N is negative and no equilibrium is possible. For negative fi we must have p less than 90 — (p. If 
negative p is greater than this, we have N negative and no equilibrium is possible. Equation (i) holds good, 
then, for all values of p between + (90 — a) and — (90 — (p). The force -P is a minimum when cos {P — (p) 
is a maximum or when p = (p. This minimum value of P is then 

P — m sin (a + <p) 

2. Body on the Point of Motion Down the Plane— a greater than <p. — In this case we have 
the friction pN acting up the plane and the component of P up the plane. Hence 

m sin a — pN 


P cos p --m sin a -i- pN = o, or P 


cos P 


P sin p + N — m cos n: = o, or N — m cos a — P sin p. 
From these equations we have 


p — sin (a: — cos a ___ sin (a — (p) 
~ cos P — psin P ' cos ip + (p* 


(2) 


Here, again, we see that equation (2) holds for all values of /?/between + (90 — a) and — (90 -~<p). Outside 
of these limits no equilibrium is possible. The force P is a minimum when ~p ■= — (p. This minimum value 
of P is then 

P = ;« sin (a: — (p), 

3. Body on the Point of Motion Down the Plane — a less than 0.—In this case we have the 
friction pN acting up the plane, and the component of P down the plane. Hence 


— P cos p — msin a pN = 0, or P = 


pN ^ in sin a 


cos P * 

P sin p N — m cos a = o, N :=m cos a — P sin p. 
From these equations we have 


„ P cos a — sin a sin ((p — a) 

P --- fjf 

cos p + jt/ sin /? * cos {P — (p)' 


( 3 ) 


We cannot have + P greater than 90° or the component of P will not act down the plane. — p = 
go -- (p, P =. m and N = o. For any greater value of negative /J, N is negative and no equilibrium is 
possible. Equation (3) holds for all values of p between + 90 and — (90 — 0). 

The force P is a minimum when p = <p. This minimum value of P is then 

P = m sin {<p — a), 

(2) Find the conditions of equilibrium for a rough screw. ^(For smooth screw see example (i), page 217). 
Ans. If N is the normal pressure on the thread, we have, by resolving Q normally and horizontally, 

—— The friction is then pN = — ^. 

cos OL cos a 


N 


If P has a virtual displacement of 6 radians, Q is raised a distance the friction moves through 


cos a 


and we have, by virtual work, 


P /9 


OR. 

2Tt 


cos* a 


= o. 
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Hence, since = tan a, u = tan 0, 
2jir ^ 


P = a(t + J^) 

I \iTC COS* aj I \ cos* aj 


If we neglect friction we have fi = o, and P = which is the same result as in ex. (i), page 217. 

(3) Find the conditions for eqttilibriMm for the differential screw given in example {2), page 2 ly, taking 
friction into accotmt. 


Ans. 


2 r _L 


(4) Find the conditions of equilibrium for the wedge given in example {f)^page 21'/, taking friction into 
account. 

. ^ oc\ 271 ^ , fa \ 


Ans. P = 2 N[ 


± ^ cos - = - - sin 

2) cos 0 


(I ..). 


where the (+) sign is taken for wedge on point of entering, and the (—) sign on point of sliding out. 

If P is between these values, the wedge is neither on the point of entering nor sliding out. If • 

there is no force required to keep the wedge from sliding out. The angle of the wedge should not, then, 
exceed 2 <p. 

(5) A rod rests with its ends against a rough vertical and horizontal plane. The mass of the rod is m, 
and its weight acts at its middle point. Find the conditions of equilibrium. 

Ans. Let 0 be the angle with the horizontal, and Ni , Aa the normal pressures on the horizontal and 
vertical planes respectively. Then 

tan 0 = cot. 2(p, Ai = 7 n cos* 0, Ni—fH sin 0 cos 0. 


(6) In a wheel and axle the radius of the wheel is a, and of the axle b. Find the conditions for equilibrium, 
taking into account friction and the rigidity of the rope, when a mass P hung from the wheel just balances a 
mass Q hung from the axle. (Without friction and rigidity see example (13), page 214.) 

Ans. We have seen (page 228) that for well-greased axle and small surface of 
contact wc can take in all cases of axle friction the friction F = fJ-R = 1 ^{.P H- 0 , .r 

where n is the coefficient of static sliding friction. 

Let the radius of the journal be r, and let t be the thickness of the rope. 

Then when P is just about to fall, we have (page 234) for the lever-arm of Q, ^ - 


and hence for equilibrium 


-/’(a+f) +0(i+-^)('5 + i-j+/<r(P+0 = O, 


i+ +ur]Q 


where (page 235) 


a + --Mr 


- , . „ rr>l "h 

for hemp ropes T = - -t' » 


for wire ropes 7 *' = H-r-l 


the values of Cx and Ci being given on page 235. 
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When Q is just about to fall, we have (page 234) for the lever-arm of P, [i + (" + !)• 


and hence 


■p(i + ^)U + ^)+Q[i+ j)-«t-(P+0==o. 


where (page 235) 


(3+|-/,r)g-(^+|)r 




for hemp ropes 


'T’t _ “I- 

T* 

CL ^ 

• o 


for wire ropes T* = C\ ■ 


the values of c\ and being given on page 235. 

For values of P less than the first and greater than the second we have non-limiting equilibrium, and 
the wheel and axle is not upon the point of rotating in either direction. 


If we neglect friction and rigidity, we have P ■■ 


;Q, or, neglecting the thickness of the rope 


P = -Q, as in ex. (13), page 214. 
a 

If ^ = a, we have the case of the single pulley. 

Yox partially worn bearing (page 228) we can put more accurately 

sin 0 in place of u, 

where cp is the angle of repose. 

For tria7igular bearing (page 228) we can put 

sin 2 cl> . .j . 

- -2. place of u, 

2 cos /5 ^ ’ 


where /5 is the half angle of the bearing. 
For 7 iew bearing (page 229) we can put 


y5 sin 2cf) 


in place of fx. 


where /5 is the half angle of contact. 

(7) In the smgle niovable pulley find the relation between the force P and the mass Q for equilibrium, 
takt?g into account friction and the rigidity of the rope. (Without friction and rigidity see ex. (5), page 218.) 
Ans. Let r be the radius of the axle of each pulley, a the radius of each pulley, / the thickness or rope 
fj. the coefficient of static sliding friction, and C\, c^x as given on page 235. 

\ For convenience of notation let 

tV Vt I ^ I I ^ 

' u—ay- — fir y-c<i, 'w=a-\ - fir. 

2 2 

Then from the preceding example, making b =>c a, wo have, when P ig just about 
to fall, for hemp ropes 

llQ 


where T\ is the tension in the first rope as shown in the figure. 
We have in the same way 

'P _ uTi c^ 
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We have also 


Eliminating Ti and Ti, we have 


r, + r. = Q. 


p — + ('^ + 2^)^i 

w{w + w) 

In the same way we find when P is on the point of rising 

p — — c^TfQ — CxiF^ 2ur — ^ra) 

“■ [W u){u “ 

For values of P less than the first and greater than the second we have non-limiting 
is not on the point of falling or rising. 

For wire ropes we have only to substitute in place of Ci. 

For partially worn bearing or new bearing we can replace ju by the values given in the prect 
example. 

If we neglect friction and rigidity, we have = -^as in ex. (5), page 218. 

(8) In the system of pulleys shown find the relation between the force P and the mass Q for equilibrium^ 

taking into account frictiofi and rigidity of the rope. (Without friction and _ 

rigidity see ex. (6), page 218.) 

Ans. Let m be the mass of each movable pulley, and wthe number of movable ( 0 

pulleys. Let r be the radius of the axle of each pulley, a the radius of each ^ 

pulley, a the coefficient of static sliding friction, t the thickness of the rope, and I Q J 

Ci and c-x as given on page 235. ^ ^ 

For convenience of notation let 

/ i (o, 

u = a + - + ^r -F c-x\ w = a -F ^ — fJir\ \ _/ 

V z=z U -{■ 7 V = 2 a t Ci. f 

Then, from the preceding example, we have, when P is just about to fall, for 
hemp ropes 

= + Oq 


^ u{Tx + 7)1) , Cx 


T<1 + m) Cl 

V ^ V* 


and so on. Inserting the values of Tx and we have in general 


T — 4. 


But from the preceding example we have 


p — I £1 
~~ w ^ w* 


~ wv^ f_ 




{inn -}- ci)iyP — u^) 


1 + -. 

_ w 


Hence, since = — -ze/, 
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For wire ro^es we have only to substitute C\ in place of Ci. 

For partially worn bearing or new bearing we replace M by the values given in ex. (6). 

If we neglect friction and rigidity, we have ^ ^ ~ J ^ ~ ^ a + - and C\ = o, and this 

reduces to P = ~ ^ which is the same result as given in ex. (6), page 218. 


(9) In the system of pulleys skow 7 t find the relation between the force P and the mass Q for equilibrium, 
iking into accotmt friction and the rigidity of the ropes. (Without friction and rigidity see ex. (7), page 218.) 
Ans. Let ni be the mass of the lower block, and n the number of ropes coming from the lower block. 

Let r be the radius of the axle of each pulley, }x the coefficient of static sliding friction, 
i the thickness of the rope, and Cx and c^i as given on page 235. 

Let a be the mean radius of the pulleys. 

For convenience of notation let 


u — a At - + 

2 


w a — — fxr. 


Then we have for hemp ropes, when P is about to descend, 

t^u - , . ~|_£ l . 


For wire ropes we have only to substitute c\\a y- in place of Cx. 

For partially worn bearing or new bearing we replace u by the values given in 
ex. (6). 

If we neglect friction and rigidity, we have u^w and Cx = o. The value of P 

reduces then to P = - ; but if we divide numerator and denominator hy u — w and 
o ^ 

then make u = w, we have 

P = s + 

71 ’ 

which is the same result as given in ex. (7), page 218. 

(10) In the system of pulleys shown find the relation betweot the force P a^id the 
?nass Q for equilibrium, taking into account friction and the rigidity of the ropes. 
Ans. Let m be the mass of each pulley and n the number of pulleys. Let r be the 

radius of the axle of each pulley, /; the coefficient of static - 

sliding friction, t the thickness of the rope and Cx, c<x as given 


on page 235. 

Let a be the radius of each pulley, and for convenience of notation let 


: a H-h //r + ^2, 

2 


w — a -1-- 

2 


nr. 


(T. 


Then we have, when P is about to descend, for hemp ropes 


^ mu\ 

w 

Y n 


r n 

Q + ;/;//-! 

- + I 

~ I i 

_i— 

- +1 -1 

^ W 1 


/ 

w' 

/ 


(5 




O 




Q 


For wire ropes we have only to substitute Cx[a d- ^ in place of Cx. 

For partially worn bearing or new bearing we replace by the values given in ex. (6). 
If we neglect friction and rigidity, we have u — w and cx = o, and 


P^ 


Q 4* n 7 n — (2" — i)m 
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(ii) In the differential pulley shown in the figure aii endless chain passes (wer a fixed pulley then under 
a movable pulley to which the 7nass Q is attached^ and then over another fixed pulley By a little smaller but 
cO’-axtal with A. The two pulleys A and B are in one piece and obliged to turn together through the same angle. 
The two ends of the chavi are joined so as to form a loop. The force P is applied to the right hand portion of 
the loop, T 0 prevent the chain from slipping^ there are cavities in the circumferences of the upper pulleys 
into which the links of the chain fit. Find the relation of P to Q for equilibrium^ taking into account friction, 
Ans. Let a be the radius of the pulley ^,and b the radius of the pulley B , m the mass of 
each pulley above and below, r the radius of each axle, and u the coefficient of friction. 

Since the pulley is worked by a chain, we can disregard rigidity and have only friction to 
take into account. Let T be the tension of the chain. Then for equilibrium 

^T=Q, + m, or r = ^ 

2 

Letbe the friction. Then taking moments about C, we have for equilibrium 

- Pa Ta-- Tb + Fr 

The pressure on each axle is Q + 2 m + P. Therefore the friction is 



F = 2/i(Q + 2m + P), 

Substituting this value of h and the value of T in the preceding equation, we have 

{Q + 7n){^-~^^ 4- 2 ur{Q + 2 m) 
a — 2//r 

For partially worn bearing, or for new bearing, we can replace // by the values given in ex. (6). If we 
neglect friction and the mass of the pulleys, we have P = . 
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CHAPTER I. 

DEFLECTING FORCE. 

Kinetics. —That portion of Dynamics which treats of forces with reference to the 
change of motion of bodies caused by them is called KINETICS. 

Kinetics of a Particle. —We have seen (page 190) that when a rigid body is acted upon 
by any number of forces, the motion of the centre of mass is the same as if it were a par¬ 
ticle of mass equal to that of the body, all the forces acting upon the body being transferred 
without change in direction or intensity to this particle. 

When, therefore, we consider only the motion of translation of a body without reference 
to its rotation, we can always consider the body as a particle of equal mass concentrated at 
the centre of mass. ^ 

It will therefore be convenient to first consider the KINETICS OF A PARTICLE. 

Impressed and Effective Force on a Particle. —Let F be the resultant of any number 
of forces iq, iq, /q, etc., acting upon a particle. These forces we have called impressed 
forces (page 169), and the resultant F the resultant impressed force. 

Let m be the mass of the particle, and /its acceleration. Then/will be in the direc¬ 
tion of F^ and we have from equation (2), page 170, 

F~mf. . (i)^ 

We call the quantity w/the effective force of the particle. We see from equation (i), then, 
that the resultant impressed force is equal to the effective force. 

D’Alembert's Principle Applied to a Particle. —We can write equation (i) 

F'-mf=o .(2) 

That is, if we reverse the direction of the effective force it will hold the resultant impressed 
force in equilibrium. 

Hence the impressed forces acting 07 t a particle and the reversed effective force of the 
particle constitute a system of concurring forces in eqiiilibrium. 

This is D’Alembert’s principle as applied to a particle. It reduces any kinetic prob¬ 
lem to one of equilibrium between actual impressed'^ forces and a fictitious reversed 
effective ”) force. 

Examples.—(i) Let a mass m be moved on a smooth horizontal plane by a rope which passes over the edge of 
the plane on a pulley and has a mass P hung at its end. Disregarding all friction and mass of pulley and 
rope a7id rigidity of rope, find the acceleratio^i. 

Ans. This example has already been solved (see example (12), page 177). We solve it here by D’Alem¬ 
bert’s principle. 
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Tlie ifiifirpssecl force oo m in the tension of the rope /Xa"' ■“/)• The effective force on m is m/. Revers¬ 
ing this, we liiive, by l>*AIeiiitieri*8 principle, for ecpiilibrium 


F(a^ ~ /) - m/ o, or / - 


/*+ m’ 


(2| masirr i* dnJ (J, P htiiiA' the greater, are hung by means of a 

rafi over a pmiiew ih\f egdi ding ft it iion and the mass of the pulley and rope^ f \ 

find the anfie* ahtm ^ ^ cl ^ 

Anh, lilts ex.tiiiplt* IntH .ihe.nly been s<lvc(l (see example (13), |)age 178). P((?~/)| I j 

We Hftlve If lieie Iw I >’ Ahnnbei t's prim*iplc‘. \ / 

llie ifiipie^tSfil biices an (J are (Jg chovnwaols and the upward tension 1 

lif ihf Hiiiiig /*! V /')• lln* elfei’tive fon*e (jf (j is upward. Re7;erslng 1 / •'j 

we liave, hy II’Alriiiberl’H priiieiple, for etpiilibrium 

Qn c 

-/I -Cv.nr i 

t F (J 


Dctflecting F'orce. AVv have st^en (page: 77) that when a particle moves in a 
whoHf* laifitit tif uitvatiiro F with a vdocity ?' at any instant, tlun*c must be a central ace 
cnalion alwuys iiireeted tohHtrds ikt oentre (f eurvature and given by 


llii’a'fii!f ai at t'olriati«ni iausc's no change^ of f;j)ca*(i, btit only change of direction of the 

\’e!tit‘l! V. 

If ;;/ I', the Ilia of tin* paitichg wt* must then havt! a central force ahvays directed 

f. :vafJ\ the a/ 1 afniiuie gjveii by 


Thi^n tliofi, is flu* foier* which causes tln^ partieh* to inf>vc‘ in ,i curve. If this force did 
iim! at!. Ilte paitule would iiHAu* in a straipjit lima Wc therefore call this force the 

I <1 I I I I II % I, I * »| « I , and deind e it by 

^..^,,. 45 . fi|,- , nil,’ «d ni.i • . of a body moves as if th(‘ whoh* mass m were* concentrated at 
jl ^ of Hi i. , US' hive, wlira tin* isuitie «>t mass of a body nmves in a eiuvc with 

\el‘H ity I hr fMirt tin*; ft as t* f<»r tlu* cut ii'e body 

m." .. 

/v ^ lll/x.r ... 


wh<T«- (t i. thr- .li.t.uxr fi'.iiii the c.-ntn'of rurv.-itun-A> f/u’ rnitrr ,>f in<tss, and « is the 

aiiiuilar 1^1,,, ny, so that 

If till' |u!!i i. a tiiahn F is constant and mpial to the radius r and wc have 


=::::. m 7 Ha, 


. • . • • (^) 


If there is no tainrential acceleration 4 , there will he no change of speed an 
will Ik- constant in magnitude, changing only in direction. 

In such case, if Th the time of revolution in the circle, we have 


H4 


h'lNI-TICS at- A PARTICLE. 


[Chap. I, 


= . 0 ) 

All equations give the force in pouiulals. For gravitatiofi units diviiie hyjr (page 171). 

Simple Conical Pendulum. .—The simple conical peiitliiliiiii of 4 jiartiiir of mass 

p ;;i attachct! to a fixed point /'by a iiniMsIrsH tiiexteiisiblr siring of 

J length /, and moving with iiiiifciriii speed r* iii *1 iireiihir path 

about a vertical axis lliroiigh tlie fixrti jioini. 

^ In this case the pailiele is acini iiy tiio forces, its 

weight mjf vertically downwards ami tlir sire % S nf ilic* stiifig 
directed towards the fixed pniiil /*, If llie p.iffitlf* liiovrs with 
^ uniform speed r in the circle wIiohc lathiis i > r / sin where 

is the inclination of the string fo the Vf’itiial. tin* laatical com- 
^vi(j ponent S cos of the stri'ss .V mm,! li.iLiiHc* thr wriglif wig and 

II/; ^ 

the horizontal component .V sin //of the stress .V onec be fe ihe i!i flriioig 


necessary to make the particle movi* in a ciriie with 


W’e have tlmi 


mi* ■ 1 S c<e> // o, or .S io ^ « m. 


and from (‘(juation (2), pagg! 213, 


A' sin // 


wr" mt 


/sin // 


when! a) is tlu‘ angular spt'ed. 

We can find S from either f i) t>r {2 1. Sqtiaiing, t 1 1 .im! 1 2) ai 


.V M V 


Akr* (livi(lin!.j (2) I)y (i), wc hiivc 


;r r/sin 


. 


h'or A in gravitation units we must diviiie I;,! by^; a-, mint!. 
L(1 // he the distance of tlu‘ fixed point /bihuvi* the pi im* 
the pendulum. Then, since //tan// : r, we have, freiii (41, 


heiglit of 


If, then, ro is the angular speed of the particle about the centre (b riii . :% and, from (5), 


/ _|( 7 * 

ii> = y . If t is the time of a revolution, 
h 


27 t Jh 


This is the same as the time of oscillation of a simple penduhim of lenfjk k fpage 13E). 
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Cor. I,” If is intlefmitely small, /i and I arc equal and 

/ , 


if 



and wc have the case nf the simple pendulum. 

Ca tli. 2 . - Since y wc sec that the greater the angular ve¬ 

locity the less //, and, as / is constant, the greater r. This fact is 
taken advantage <d in the As the piston speed 

iiH'ieases, the spindle/*C^ revolves more rapidly, the* halls separate and the slide at Arises 
and hv iiitMiis of If’verH acts upon the valves of the engine to diminish the supply of steam. 

Centrifugal Force. Let us now solve the preceding problem of the simple conical 
jieiiduluin by applying I)'Alembert*s principh^ (page 242), 

The impri!sst:d forces acting upon the particle art 
wenght //o;* «uul the sires-. .V of the string. Tlu: effective for.. 

tlm tleflc‘cting force ^ tuLim*" fowanfs (K This is an actual force. 

If now wc mrrxi* the dinriion of this effective force, wc have 


m V 

l. 



} (tway fro^N. (K 17iis is net an actnal hut a Jiciitions 


i 

mu 


feree. Tlic*rc- is in resdity no forc<* acting in this clircclicm upon 
///. l*hf* a( tual force* upon m tewanis (K But by 1 )’Alc*mbertls 
pniuiplo thr impir%%rd and /car/ov/ effect ive foiC(*s ft>rm a system in cciuilibrium. Wc 

haw tlieii, liy lovcnMiiy, the effective f(HTe, 


wj; 1 S am R o, 


S ‘.in 

r 

\\'»- flri . e\olnain tin* ‘^ame as in tin* po-cc-diig' aiticle, whcic \vv ttnAi 

i t fU t I 11\ a . a f- li • r’ .11 f ill;* /a.ea/cA t lie cent 1 <* (K 

Till , o‘\fi » d f’!!*s five* forte* actim» ^/.tvn’fioin (^ is often called t i* NTKI r rc;Al, Fi>K« K, 

r 

and as !has a d thr |. iin 1 , ailowalile. 

Ii:if It ,las4!ii fir boiiie ill mind that it is a Jiififitais and not an actnal force. I’hcre is 
iralac jiM fMii r actum, on ;// away fi'oni tin* ec-ntia*, and theie ri‘ally i:. a force acting on m 
touaid.lhr f If we leallv had a r«mt rifugal force in e«|uilibrium with \ and ;;o;\ the 

liailii !e .era/./ wr. e /// a xfraijdif line ami not in a ciuT*. When, then, a particle moves in 

ml 

.1 tinv.'. ".im-.- il - .incdi.tn n{ inntiun chan;;!-;, tlicn- must hi- an uiihalaiuaal forcr actin-,^ 

li,,. Ilf iurvaturc, that i'.. a dciha tin;; func. If wc consider this force 

i>v. !M’d. w. < an apjiU- I t'Alendiert’s principle, and tlie term “ centiifiipal force " only means, 
tlnn. t’li- .1 M,->/toll ul.icli is .i pnndy f'u titions fori'e not really existinj.p 

A p.utiile inoviny in a unve is often imorreetly lepiesc-nted. however, as posse;- 
inhrient •• ientiifu-.al lone" by virtue of which it “lends to fiy away fiom the 
Indeed it is !,ometitnes represented that it is acted upon .simultaneously by .such a force, and 
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also b.y 

equal and opposite deflecting force towards the centre.* Both views are 
an<d misleading. 

T* lie student would do well, therefore, to discard the term “centrifugal force,'’ since it 
answers no real purpose. It is sufficient in all cases to take all forces, both impressed' and 
cfircti\re, as they really are, and then to apply D’Alembert’s principle. 

l>ejBLecting Force at the Earth’s Surface. —Suppose the earth to be a homogeneous 
of radius r and centre C. Let WME represent the equator, NS the axis, and let P 

be any point of the surface on the meridian. PMS, so 
that the latitude is A = PCM, 

Let a particle of mass m rest on the surface at P, 
Let G be the actual acceleration of gravity acting 
towards the centre C along the radius PC, 

Then mG is the actual force of attraction towards 
C acting upon the particle. Let g be the observed ac¬ 
celeration of gravity at P, Then the observed weight 
of the particle at P is mg. The pressure of the earth 
on the particle is then mg acting away from C. 

The difference between mG mg, or mG — mg, 
is that part of the earth’s attraction necessary to keep 
the particle on the earth without pressure. This 
force mG — mg acting towards C can be resolved into 
a component tangent to the meridian at P, and a 
component in the direction PO, This latter com- 
pniu^nt 13 tlie deflecting force which makes the particle move in the latitude circle whose 
!4c!iu3 is J^O = r cos A This, then, is the effective force, \\h\\tm{G — g) towards C and F^ 
au* in I p rossed forces. 

I f we: reverse the effective force, we have, by D’Alembert’s principle, 

— m{G — g) + Fq cos A = o, 

— A'o sin X Fi = o, 

2 7t 

244) since the angular velocity gd = where 7 "isthe time of rotation. 



Fq = mroeP- cos A = 


cos A. 


IIonce 




mg = mG — inrcs? cos^ A = mG — — 


cos^ A.(i) 


Ft— - mrcR? sin 2 A 

^ 2 


2 Ttvnr 


sin 2 A. 


* *« ^ was about nine years old, I was taken to hear a course of lectures by an itinerant lecturer in a 

f , f v t<> much as I could of the second half of a good, sound philosophical omniscience. . . . 

.. * have heard what I have said of the wonderful centripetal force, by which Divine Wisdom has 

» olanets in their orbits round the sun. But, ladies and gentlemen, it must also be clear to you that 

rrf ai fiff 1 k o > 

if ilirrr no other force in action, this centripetal force would draw our earth and the other planets into the 

sun 'infi xiriiversal ruin would ensue. To prevent such a catastrophe, the same Wisdom has implanted a 

T -force of the same amount, and directlv opposite.’ . . . 
r e n 1 11 f O. *' '' 

“f Jia.d riever heard of Alfonso X. of Castile, but I ventured to think that if Divine Wisdom had just let the 

, it would come to the same thing with equal and opposite fro-ufjl^s §av^cld’—D e Morgan, Budget 

planets • 

of 
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If the earth were a homogeneous sphere, the effect of this tangential component Ft upon 
liquid particles on the surface would be to force them towards the equator and thus increase 
the equatorial and diminish the polar diameter. The fact that the earth is not a sphere 
thus indicates that the now solid portions may once have existed in a plastic condition. The 
equatorial diameter is found to exceed the polar by about 26 miles. The ratio of this dif¬ 
ference to the equatorial diameter, called the ELLIPTICITY of the earth, is about 

The earth is considered, then, as an ellipsoid of revolution with this ellipticity, so that 
the direction of the observed force of - gravity, or of the 
plumb-line ZP^ is always normal to the surface and hence 
does riot pass through C except at the equator and poles. 

The force of attraction mG acting towards C is then 
resolved into two components, one normal to the surface 
along PC and one along PO. This latter is the deflect¬ 
ing force necessary to keep the particle on the latitude circle 
whose radius is PO ~ r cos A. The former is balanced by 
the pressure of the earth upon the particle. There is then no tangential force F^, anc 
tendency of the particle at P to move towards the equator. 

The effective force is then F^ as before acting towards ( 9 , and the impressed forces are 
mG acting towards C and mg acting towards Z. Let 0 be the angle CPC'• If we reverse 
the effective force, we have, by D’Alembert’s principle, 

mg -f Aq cos (A 0) — viG cos 0 = o, 



or, substituting for F^ its value, 

mg = mG cos 0 — mroD- cos A cos (A -(- 0) = mG cos 0 — • cos A cos (A -j- 0). 


Since in the case of the earth the deviation from a sphere is small, the angle 0 is very 
small and this equation reduces practically to (i). We can then treat the earth as a sphere 
of mean radius r and neglect the tangential component F^. 

Cor. I. —If we take the mean radius r ~ 3960 miles and T ~ 86164 seconds for a 
sidereal day, we have 

— = 0.111255 ft.-pcr-scc. per sec.(s) 


We have then, from (i), for the total acceleration of gravity G at any point P in latitude A 


(9 0.411255 cos^A 


(a) 


At the poles A = 90° and G = g, or the observed acceleration of gravity g at the poles 
is equal to the total acceleration of gravity G of the earth. 

At the equator A = o and here the observed value of ^at sea-level is found to be about 

g= 32.09022 ft.-per-sec. per sec. 

Hence from (4) we obtain, assuming the earth as a sphere, 

G— 32.20148 ft.-per-sec. per sec. 


The resultant central force — 7 /ig acting towards C is then, from (4), 

/ p'\ q A^Tprm 

mG\ \ — “ y = o.1112557;^ cos^ A = mroi^ cos^ A = cos A. 
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At the equator A, = o, and i Hence at the equator 


I „ \n^rm 

-^mG = 0 . 111255 ^ =^mro[F = — 71^ 

oQ J- 


That is, the deflecting force at the equator is about of the total force of gravity. 

Cor. 2.— To find the time of rotation of the earth in order that a particle at any 
point P may have no observed weight, i.e., exert no pressure on the surface, we have from 

(1), by putting mg — o and T = 


4zrV ^ 

G^=—^cos^A, or 1 ^ — 

A 


cos^ A, 


But, from (5), we have for the actual time of rotation T 


I ^ 4 ;rV ^ _ 289 X 47 rV 
,0 G - 2^2 , or G - 


Substituting this value of Gy we obtain 


71 . = — T cos A. 


At the equator we have A = o and 7 ^^ = Yy order, then, that a body at the 

equator may have no weight, the earth should rotate in about one seventeenth of a day. If 
the earth were to rotate faster than this, bodies at the equator would not stay on the surface. 

ExampleSi—(i) A string just breaks with a weight of 20 'pounds. It is fasieJied to a fixed point at one end 
and at the other to a mass of g lbs., which revolves round the point in a horizontal plane. Find the greatest 
^lumber of complete revolutions in a minute before the string breaks, if the radius to the centre to mass is 5 
feet. {g=s^) 

Ans. To break the string requires a force of 20g poundals. Let n be the number of revolutions per 

'2,'jfrn Tin miF /- Ttn 

minute. Then z/=— ft. per sec. The stress in the string is -—= 20^, or z/= 4/20^ = '-g-. 


Hence n = = 4^ complete 


revolutions and a fraction over. 


(2) Suppose the mass revolves in a vertical plane ? 

miF /— Ttn ^ 

Ans. Then at the lowest point the stress is-+ mg poundals and — —1- ntg = 20g, or z/ = y i g=‘g 

Hence n = ^ = 41 complete revolutions and a fraction over. 

7 t 

(3) What portion of their weight do bodies lose at the equator, taking the radius of the earth 4000 miles 

and g ~ ft.-per-sec. per sec. 

Ans. About ^ 

(4) Find the length of day in order that a body in latitude 60° may possess no weight. 

Ans. One thirty-fourth of the present day. 

(5) A skater moves in a curve of 100 feet radius with a speed of 40 feet per sec. Find his inclination to 

the ice. {g = 

Ans. 60 degrees. 




Chap. I.] 


DEFLECTING FORCE—EXAMPLES. 


249 


(6) Find the necessary elevation of the outer rail on a railroad-track on a curve of radius r, so that an 
engine weighing m lbs. moving with a speed v can pass without lateral p 

pressure on the rails by the wheel-flanges. Also find the pressures on 
the rails, \ 

Ans. Let C be the centre of mass of the engine and h= CO the asjp 1 

distance of the centre of mass above the rails. We have acting at Cthe 1 

weight mg, downwards. Since there is no lateial pressure on the rails, p^ ^ ' 

the rail pressures are Rx and Aa at right angles to AB, as shown in the \ i 

figure. The impressed forces are then mg,Rx and , and the effective -^ 

fn%P 

force IS F= -horizontal and acting towards the centre of curvature. 

r mg 

By D’Alembert’s principle, if we reverse F we have a system of forces 
Cj^-,sR_g in equilibrium. Let a be the angle of elevation BAD, and w the width of 

‘Aa have then, putting the algebraic sum of vertical components equal 

\ 1 to zero, 

^ \ 

wR, I Rx cos a + /t? 2 cos a — mg = o, or (A\ + /va) cos a = mg. 

1 --^ Putting the algebraic sum of the horizontal components equal to ze 

imA mv^ 

'^mg — Ri sin a: — y?a sin a 4- = o, or (A\ + Ri) sin a = . (2) 

Taking moments about A and putting the algebraic sum of the moments equal to zero, 

„ /w , . \ mv’^ F w . \ , . 

R^w — mg\ — cos a — h sin aj — -—l^h cos a: + _ sin a;J = o.(3) 

From (i) and (2) we have 

tan cx = — ; .(4) 

g-r' 

and substituting this in (3), we obtain 

= .( 5 ) 

and hence, from (i), 


2 cos o:’ 


Equations (5) and (6) give /^a and Rx in poundals. For gravitation measure we divide by^ and obtain 


From (4) we obtain 


A4 = = ■ 


\ 


7-4 


We have then for the elevation DB = -ze/ sin or 


and for Ri and Rq , in pounds, 


grf 

7^^ 

I HI- 

gy 

II 

II 

7 n 


Equations (8) and (9) are accurate. They admit of practical simplification. Thus if we take the maxi¬ 
mum speed a mile per minute or 88 feet per second, and a ten-degree curve for which r= 573-^9 

for g = 32, — = ■ 4 > or -^2 2 = value is far greater than it will ever actually be. We see, then, 


for P- = ^ 2 , -^ = -4. or and this value is far greater thai 

^ ^ gr 26 g r^ 676 

that -X-7, can be disregarded in (8) and (9), and we have practically 

7e. = /e2 = ^^ 

2 
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and for the elevation of the outer rail the practical formula 


or, taking^ = 32 and w = 4 ft. in., 


JOB — ^ inches, nearly,.(10) 


where r is to be taken in ft, and v m ft. per sec. 

If r is taken in ft. and v in miles per hour, we have 

DB = mches, nearly.(i i) 

Equations (10) and (ii) are then practical formulas giving the elevation in inches for r in feet, and v in 
ft. per sec. or in miles per hour. 

(7) Fmd the elevation of oiiter rail for raditis of ^00 yards a7td speed of 4S miles per hotir. 

Ans. 8.43 inches. 

(8) Find the speed v of an engine 07t a curved level track of radms r atid gauge w whe?i it is jtist on the 
point of overturning, the centre of ?nass being Ji above the rails. 

Ans. 

^ ^h 

(9) A vessel co7itaining water revolves with unifor^n angular velocity 00 about a vertical axis through the 
centre of mass. Fmd the curve of the surface of the water. 

Ans. Let a particle of mass hi be at any point P of the surface whose co-ordinates are ( 9 A^=_yand 
, NP = A-. 

^ The impressed forces are the weight 7 ng of the particle and the pres¬ 

sureof the surface upon the particle. The surface at P must be at 
■ Sv. right angles to R. Hence the tangent A 7 'is at right angles to R. 

k \-R y The effective force is rnxcd acting towards N. If we reverse this 

force, we have, by D'Alembert’s principle, 

N-- >mxGo^ _ ^sin NPT=:0, 


Hence we have 


R cos NP T — mg = o. 


tan NP T = ” 


Produce the direction of to S, so that SP is the normal and SN \s> the subnormal at P. Then 


SN y. tan NPT = x, or SN = 

CO 


The property of a parabola is that the subnormal is constant and equal to the parameter. 
Therefore tht curve is a parabola and its equation is 


(10) A vessel containitg water is moved horizontally with an acceleration f. Find the inclination of the 
water-surface. 

Ans. Let a particle of mass m be at any point- A of the surface. / 

The impressed forces are the weight mg of the particle and the pres- 
sure R of the surface upon the particle. The surface must be at right 
angles to R. Let a be the angle of the surface with the horizontal. 

The effective force is mf in the direction of f. If wt reverse this force, '^9 

we have, by D’Alembert’s principle, - 

R cos a — mg = o, 


R sin (X — mf = o. 


Hence 
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Particle Moving on the Earth’s Surface. —Let the particle P, instead of being at rest on 
the surface of the earth, have a velocity v relative to the 
earth at any instant in any direction tangent to the \ 

earth’s surface. ^ 

Take the point P as origin, the axis of X towards \ 

the east, the axis of Y towards the north, the axis of Z 
along the radius through P, 

Let and Vy be the components of v- along the axes V" / 

of X and L, so that is positive towards the east and ^ 

negative towards the west, and Vy is positive towards the / _5^4- 4 \ 

north and negative towards the south. L"'""' J E 

Let P^P^, — be the distance south along the 
meridian described by P in north latitude, m an indefinitely \ / 

sjiall time t. If there were no rotation, P^P.^ would \ / 

coincide with the meridian through P^, But owing to 
the rotation of the earth this meridian moves to P^JVp 
while moves to Pfi so that if P^O' is parallel to the ^ 

axis NO, the angle MO'P^ = cot, where 00 is the angular velocity of 


rotation, 
then O'P' 


The angle 0 'P;P; 
= Vyt sin A and 


A = the latitude of P^, 


We have 


MP^ = Vyt sm X, Got. 

But if fy, is the acceleration due to rotation of P with reference to 
the meredian M, we have (page 92) 


MP;=y 


v^Goi^ sin A. 


I Hence we have for the acceleration of P with reference to the 

meridian M, due to rotation and the velocity v , 


2 0DVy sin A. 


Equation (i) is general if we take Vy positive towards the north and negative towards 
the south, and A positive or negative according as the point is north or south of the equator. 
Thus in the figure Vy is south or negative, and hence for north latitude is negative or 
towards the west. 

Again, let Pf^^ = vj be the distance east described by P in north latitude in an 
indefinitely small time t. The meridian moves to M while P^ 
moves to P^, so that the angle ~ cot. We have then 

MP^ ~ vj: . Got, 

and its projection on the meridian is MP^ sin A = (^vj^ sin A 
towards the south. If fy is the acceleration of A with reference 
to the meridian, due to rotation and the velocity v^, we have 

= — GovJ^ sin A, or fy=z^ 2 gov^ sin A. . (2) 
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0 ^ 


Equation (2) is general if we take positive towards the east, negative towards the 
west, latitude north positive, south negative, and fy positive towards the north, negative 
towards the south. 

Again, we have in the preceding figure for the projection of along the radius r, 
MP^ cos A = GovJ^ cos A upwards. If is the radial acceleration due to rotation and the 
velocity of P with reference to the naeridian, we have 


1 

2 


cos A, 


or fz = 2GQV^ cos A. 


(3) 


But we also have the acceleration of P with reference to the meridian when there is no 


rotation, — 
r 


V" 


due to the velocity v, and also the downward acceleration g due to 


gravity. Hence the total radial acceleration of P with reference to the meridian, due to 
rotation and the velocities and Vy , is 


fz=-g- 


2 _|_ 
X 


+ 2CsDV^ COS A. 


( 4 ) 



angular velocity of rotation. 


Equation (4) is general if we take positive towards 
the east, negative towards the west, and Vy positive 
towards the north, negative towards the south, A positive 
for north, negative for south latitude, and positive 
upwards, negative downwards. 

Deviation of a Falling Body by Reason of the 
Rotation of the Earth. —Let a particle be projected 
upwards along the radius of the earth with a relative 
velocity and let PfP.^ = vj be the distance described 
in an indefinitely small time t. If there were no rotation, 
^1^2 would coincide with the radius through P^, But 
owing to the rotation of the earth the meridian moves to 
while P^ moves to Pf so that if P^O" is parallel 
to the axis NO, the angle P^ = oot, where 00 is the 
The angle O'^P^P^ = 90 — A, where A is the latitude of P^. 


We have then O'P^ = vf . cos A and 

MP; = 


Got. 


vj cos A 

But if is the acceleration due to rotation of P with reference to the meridian, we have 


MP^ = fx^ = — vfoo cos A. 


Hence we have for the acceleration in longitude of P with reference to the meridian, 
due to rotation and the velocity 74, 

— 2097 /^ cos A.(l) 

Equation (i) is general if we take positive upwards and negative downwards, north 
latitude positive, south latitude negative, and positive towards the east, negative towards 
the west. 

For a falling body, then, 74 is negative and we have f^ essentially positive or towards 
the east. Hence a falling body falls to the east of the point vertically beneath it at the start. 
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Let t be the time of fall. Then if the particle starts from rest, we have for the height of 
fall (page 92) 




hh 

V 


The resultant acceleration at any point of the path is then 
fx — cos^ 


But CO = 


For ordinary falls, then, we 


- 60 X 60 X 24 ' iaixs, xxxc*., wc _ 

may neglect 41^0^ cos^ A., and we have practically the accelera- ^ 

tion at any point of the path equal to g. The velocity at any 

point of the path is then practically v = gt, and, from (i), Y P 

fx= 2 GDgt cos\ .(3) \ 

The mean acceleration is then \ 

\fx = ^gt cos A, 

ana the final velocity in longitude is then cos A. The velocity in longitude 

varies, then, as the square of the time, or as the ordinate to a parabola. The mean velocity 
in longitude is then -^oogt^ cos A, and hence the distance in longitude is 



X = —oogt^ cos A. 


Inserting the value of t from (2), we have 


X = ‘^g^ cos A 


2/^3 2 , . 

— = — hoo cos A, 

’gi 3 


l2h 

VT' 


Equation (4) gives the deviation in longitude of a falling body by reason of the earth^s 
rotation. It is always towards the east or positive. For a body projected vertically upwards 
it is towards the west. 

Examples.—(i) Afi engine weighmg 2^ ions riins at the rate of 45 miles per hour on a straight track in 
latitude 30"" north. Find the pressure on the rails (a) whe?i it rims north; {p) south; (c) east; id) west. 

fe = 32.) 

Ans. ici) 290 poundals or about 9 pounds on the east rail; {b) the same on the west rail; (c) the same on 
the south rail; (d) the same on the north rail. 

(2) In the preceding example let the latitude be jo® south. 

Ans. {a) 290 poundals or about 9 pounds on the west rail; ip) the same on the east rail; {c) the same on 
the north rail; {d) the same on the south rail. 

(3) In example (/) find the vertical pressure on the rails when the engine runs (a) north; (b) south ; (c) east; 
(d) west, (r = jpdo miles.) 

Ans. (a) Less by 12.6 poundals or about 0.4 pounds; (b) the same; {c) less by 515 poundals or about 16 
pounds; (d) increased by 490.2 poundals or about 15.3 pounds. 

(4) ' Find the velocity of a body in order that it may have no weight when it moves, in latitude 60°, (a) north; 
[p) south ; (c) east; {d) west, (r = jgbo miles, g = 32.) 

Ans. {a) and ip) about 5 miles per sec. ; {c) about 4.85 miles per sec.; {d) about 5.14 miles pe» 

(5) A particle in latitude jd" north has a velocity of 60 feet per sec. and moves on a p€'> 
horizontal plane. Disregarding resista^ice of the air, find the acceleration and the distanc 
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latitude and longitude in 4 seconds {a) when the velocity is north; (b) south ; (c) east; (d) west, (r = jgdo 
mz 7 es.) 

Ans. {a) fx = 0.00436 ft.-per-sec. per sec. east, distance 240 ft. north and 0.035 ft. east. 

(jj) = 0.00436 ft.-per-sec. per sec. west, distance 240 ft. south and 0.015 ft. west., 

ic) fy = 0.05236 ft.-per-sec. per sec. south, distance 240 ft. east and 0.42 ft. south. 

{d)fy — 0.05236 ft.-per-sec. per^ec. north, distance 240 ft. west and 0.42 ft. north. 

i canjiofi-ball is fired in latitude jd" north with a velocity of 1440 feet per sec. Neglecting resistance 

find the acceleration and distance described in latitude and longitude in 4 seconds (a) when the 
wrth ; {b) south ; (c) east; (a) west. 

a) — 0.10472 ft.-per-sec. per sec. east, distance 5760 ft. north and 0.84 ft. east. 

= o. 10472 ft.-per-sec. per sec. west, distance 5760 fi. south and 0.84 ft. west. 

= 0.15272 ft.-per-sec. per sec. south, distance 5760 ft. east and 1.22 ft. south. , 
fy — 0.15272 ft.-per-sec. per sec. north, distance 5760 ft. west and 1.22 ft. north. 

4 far tide in latitude 60° north falls from rest a distance of i2g6 ft. to the ground. Find the deviation 
de^ disregarding resistance of the air. 
rviNS. 0.2827 ft. towai'ds the east. 

(8) In latitude jo° north, find the angular velocity of rotation of the plane of a pendulum. 

Ans. 0.0000363 radians per sec., in a direction clockwise to one facing the north. The plane rotates 
through 180° in 24 hours. 

(9) A locomotive weighing 32 tons runs at the rate of 43 miles per hour in latitude jo° north in a direction 
S. 30° E. on a curve of one mile radius in a counter-clockwise direction to one looking north. Find the pressure 
on the outer rail. 

Ans. 1868 pounds. If we disregard rotation of the earth, the pressure would be 1848 pounds. 

(10) In the preceding example suppose the direction is clockwise to one lookmg north. 

Ans. 1825.6 pounds. 
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Tangential Force. —We have seen (page 77) that when a particle P moves in a curve 
whose radius of curvature is p, with a velocity v and an acceleration /at any instant, this 


acceleration f can be resolved into a central acceleration 

dv 

It ’ dt 


fp — — and a tangential acceleration / = — , where -jj- is the 
P 



rate of change of speed. 

If m is the mass of the particle, then the force F acting 
on it is P = mf in the direction of /, and this force can be re- 

solved into a central or deflecting force = m/p =-, which causes change of direction of 

P 

dv 

motion and a tangential force Ft = m/ = m ^ , which causes change of speed. 


The deflecting force F^ we have discussed in the preceding chapter. 

Let us now consider the tangential force F^. 

Momentum. —Let the mass of a particle be m, and its velocity v. Then we call the 
quantity 7 nv the MOMENTUM of the particle. 

Hence the momentum of a particle is the product of its mass and velocity. 

Momentum, then, has magnitude and direction, and we can represent it by a straight 
line, just like velocity, and all the principles which hold for velocity hold also for 
momentum. 

We can therefore combine and resolve momentums, and we have the triangle and poly¬ 
gon of momentum just the same as for velocity or force. 

Hence the inomentum of a particle in any direction is the product of its mass and velocity 
in that direction. 

We can also have the moment of a monientum, just the same as for a velocity, and the 
same principles apply. 

The unit of momentum is, then, evidently the momentum of one unit of mass moving 
with one unit of velocity. We may call a unit of velocity, or one unit of length per unit of 
time, a veto.'" 

The English unit of momentum is then pound-velo {lb.-velo), or the momentum of a 

mass of one lb. moving with a velocity of one foot per second. 

If, then, a particle of mass 40 lbs. has a velocity in a7iygiven direciio 7 i at any instant of 8 ft. per sec., the 
momentum in the direction of the velocity is yio Ib.-velos. 

In the C. G. S. system, we would have, then, the gram-velo, or kilogram-velo, that 
is, the momentum of a mass of one gram or one kilogram moving with a velocity of one 
centimeter per second.^' 


* A committee of the British Association have proposed for this the name bole." This has, howeve 
never come into use. 
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Significance of Momentum. —Let a particle of mass m move in any path from the posi- 

tion Pj to P in the time t. Let the velocity at be v^, and at 
P be V, 

’'We have (page 255) the tangential force P^ given by 


r. dv 


Now if Pj is constant in magnitude, the tangential acceleration /, = — is also con- 

dt 

du 

stant in magnitude. In such case the instantaneous rate of change of speed ~ is equal to 

V — V 

the mean rate of change of speed —for any interval of time t (page 74). We have 
then for constant in magnitude 


^ inv — mv^ 

F, = ^ , 


Now mv — m2\ is the change of momentum tJi the path in the time (2/ — is the 

change of speed in the time and-y-^ is the time-rate of change of momentum in 

the path. 

Hence, zvliatever the path and however the actual tangential force may vary in magnitnde 
during the tiuie^ the time-rate of change of monicntiivi in the path gives a tangential force of 
constant magnitude which^ acting for that tiniCy would cause the change of speed in the path. 

Again, let us resolve and v into components in any given direction F^a and at right 
angles to this direction. Let make the angle , and v 

the angle oi with the direction I\a, Then the component ^ 

velocities in this direction are cos v cos n', and the 

mean time-rate of change of speed in this direction is N. ^ 

V cos a — v. cos n' ^ ^ \ 

- —^If the force F in this direction were \ 

constant, the instantaneous rate of change of speed would 

be the same as the mean for any interval of time, and we \ | 

should have \j 


mv cos OL — mv^ cos n'j 


. . ( 2 ) 


Hence the time-rate of change of momentum in a?iy direction gives the uniform force 
F^^ in that direction whichy acting for that timcy would cause the change of velocity in that 
direction. 

No matter, then, how the actual force in the given direction may vary during the time /f, 
we can find from (2) in any case that equivalent uniform force F^ which, acting for that time 
in that direction, would produce the change of velocity in that direction. 

From equation (2) we see that as the time t decreases the force F^ increases for the 
same change of momentum. If t is zero, becomes infinitely large. That is, change of 
inomcntum requires timey and the less the time the greater the force. 
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If the time is one second and the initial velocity cos in any direction s zero, we 
have, from (2), 

mv cos a 

p — -, 

” I sec. 


If the time is one second and the final velocity v cos a in any direction is zero, we 
have, from (2), 

mv^ cos ot 




I sec. 


That is, the momentum in any direction is NUMERICALLY equal to that uniform force which, 
acting in the direction of the momentum, woidd give the particle starting from rest its velocity 
in that direction in one second; or which, acting opposite to the direction of momentum, would 
bring the particle to rest in one second. 

If we take mass in lbs. and velocity in feet per sec., the force in equations (i 
is given in poundals. For gravitation measure divide by ^ (page 172). 


If, then, a particle of mass 40 lbs. has a velocity in any given direction at any instant of 8 ft. per sec 

020 

the momentum in that direction is 320 Ib.-velos (page 255), and a uniform force of 320 poundals or ^^7- 

pounds acting in the direction of the velocity would give the particle starting from rest its given velocity in 
one second. Acting opposite to the velocity, it would bring the particle to rest in one second. 


Impulse. —The product Ft of a uniform force F by its time of action t is called the 
IMPULSE of the force. 

Hence impulse is the product of a uniform force by its time of action, and it acts in the 
direction of the force. 

Impulse, then, has magnitude and direction, and we can represent it by a straight line 
just like force, and all the principles which hold good for force hold also for impulse. We 
can therefore combine and resolve impulses and have the triangle and polygon of impulse 
just the same as for force. 

We can also have the moment of an impulse just the same as for force, and the same 
principles apply. 

The unit of impulse is then, by definition, the impulse of one unit of force acting for 
one unit of time. 

The English unit is, then, the poundal-sec. or the pound-sec. The C.G.S. unit is the 
dyne-sec. 


If, then, a uniform force of 320 poundals acts for 3 sec., the impulse is 960 poundal-sec. or “ poimd-sec. 


Relation between Impulse and Momentum. —Let a particle of mass m move in any 
path through the positions P^, P^, P^, etc. Let v^, 


z/o, V, 


3 > 


etc., be the corresponding velocities, t^, t^. 


t^, etc., the corresponding times in passing from 
point to point, and iq, F^, F^, etc., the correspond¬ 
ing forces in any given direction, as Ppi. 

Let the points P^, P^, P^ be consecutive, so that 
the times t^, t^, t^ are indefinitely small. Then, how¬ 
ever the force in the direction Ppz may vary, we can 
consider iq as constant for the time ty Its impulse 
is then Fpy The impulse of F^ is Fp^, and so on. 
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But from equation (2), page 256, we have 


cos •— mv^ cos a^, 
Fjt^ = mv^ cos — inv^^ cos 
FJ^ ~ mvj, cos a, — mv. cos a^. 


If we sum these equations and let the final velocity be v, making the angle a with the 
direction we obtain 

“h -^3^3 + ^tc.) = inv cos a — mv^ cos .(l) 

Let t be the entire time, so that 

^ = ^1H-- 4 + 4 + 

Let be the equivalertt uniform force in the direction whose impulse Fj for the 
entire time t is the same as the sum of all the actual impulses during that time, so that 

Fj = ^2^2 ” 1 “ “C etc.). 

We have then, from (1), 

Fj = -^(-^1^1 “h + Ff^ + etu.), = mv cos a cos .(2) 

This is equation (2; of page 256. 

Hence the change of momentum in any direction for any time t gives the sum of the 
impulses m that direction during that time, no matter how the force in that directio 7 i may vary. 

Examples. —(i) A ball-player catches a ball moving with a velocity of 5 ^ ft- per sec. The mass of the 

ball is 5^ oz. If the time of coming to rest is sec., find the equivalent unifor^n pressure. 

11 mv iix^ox^o 

Ans. We have m = ~ lb. The equivalent uniform pressure is then = — 7 - = - - -^ = ^59 -- 

32 t 32 O' 

poundals, or, taking^ = 32 ft.-per-sec. per sec., 26.85 pounds. 

This is a uniform force which would stop the ball in the given time. The actual force acting at any 
instant we cannot tell without a full knowledge of the law of variation of the pressure with the time. If we 
assume the pressure at first contact to be zero and to increase directly with the time, then the final pressure 
would be twice as great as the equivalent uniform pressure. 

(2) An 8o-ton gtcn fires a shot of gb lbs. with a horizontal 7nuzzle velocity v of 1800 ft. per sec. Fmdihe 
velocity of recoil V. 

Ans. Mass of gun M = So x 2240 = 179200 lbs. If the velocity of tlie shot is imparted in the time /, 
the sum of the impulses on the shot during that time is 7 nv = 56 x 1800 == ioo8oo-lb. velos. Since action 
and reaction are equal at every instant, the sum of the impulses on the gun during the time is the same. 
Hence 

100800 Q . 

MV mv, or F =-= —, ft. per sec. 

179200 16 

(3) A horizorttal sirea^n of water whose cross-sectioft is a and velocity v\ meets a S7irface 7noving in the 

sa7ne direction with a velocity v. Find the pressure exerted on the 
surface. 

/ Ans. Let the water pass off the surface in a direction making the 

yVfi angle a with the direction of motion. The volume of water in any 

— - ^ ^ density or mass of a unit of volume of 

^ water, the mass in the time t is yavxt = m. 

^ ^ ^ "The velocity relative to the surface just before impact is v\ — v. 
After impact the velocity relative to the surface, in the direction 
\ of motion is (z^i — v') cos a. 

^ We have then the impulse Ft = mv\ — m (yjx — z/) cos a, or 
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Inserting the value of m — yavit, 

F= yav\{vt — v){i — cos a). |'||| 

If the surface is plane and at right angles to the stream, a = 90", cos a = o and _ _^J| 

F = yavi(vi — v). - 

If the surface is curved so that the water is reversed |jj| 

direction, a = i8o% cos a = —. i and the pressure is 
twice as great, or 

F — 2yav\{vx «- v). 

These values of Fare given in poundals. For gravitation measure divide by^. 

(4) A rifle-bullet of one ounce mass is shot into a block of wood of §s and gives the block a velocity of 
2 ft. per sec. Find the velocity of the bullet. 

Ans. We have mv for the bullet equal to {M + m)v for the combined mass of block and bullet, or 

^2/= ^53-t-~j2, or 2/= 1698 ft. per sec. 

(5) A mass moving with a velocity of g ft. per sec. is brought to rest by a uniform opposing force of one 
pound in 2 sec. Assuming g = 32 ft.-per-sec. per sec., find the mass. 

Ans. a force of one pound is i lb. 'xgyOr g poundals. We have then F — or g — —— 

20 ' 

ni— — = 21J lbs. 

3 

(6) A uniform force of 10 pounds acts for 2 sec. upon a mass of to lbs. and then ceases. With w 
velocity will the fnass C07iti7iue to move in the directio7i of the force ? 

mv lov 

Ans. a force of 10 pounds is iq^ poundals. We have then F= or 10^ = —, or v=2g ft. per sec. 

(7) A particle of eo lbs. 7nass has an initial velocity of 20 ft. per sec. north and is acted upon by two uni¬ 
form forces, one of 3 pounds m a direction northeast and the other of the same magnitude in a direction north¬ 
west. Find its velocity after one minute. 

Ans. The resultant force is 34/2 pounds, or 34/2.^ poundals, north. We have then Ft = miyj — vi), or 
31^2.60 = io{v — 20). Hence 7/ = 184/2 . ^ + 20, or for^^ = 32, 2/= 834.46 ft. per sec. north. 

(8) A particle of mass m is moving east with a velocity v. Find the miif or7n force necessary to 7}iake it 
move north with an equal velocity m t secofids. 

Ans. In the time t the velocity east is zero. The impulse towards the west is then 7}iv. In the same 
time we must also have^an impulse mv towards the 7iorth. The resultant impulse is then Ft — 7nv. 4/2 

, ^ mv^2 , 

northwest, or F — —^— northwest. 
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Work. —Let a itniform force Fact upon a particle which moves in any path from to 
Eet the projection P^7i of the path along the line of the force_ be denoted "LyI'lica 



the product Fp is called WORK. 

If the projection p of the path is in the direction of 
the force, work is done by the force and Fp is positive. 
If the projection p is opposite to the direction of the 
force, work is done against the force and Fp is negative. 

Let the displacement = d make the angle B 
with A Then we have 

p •= d cos B. 


The work of F is then 

= cos B 


if iihe projection P^n =p is in the direction of the force F, and 


PF= ~ Fp-= -- Fd cos 6 


if the projection P^ 7 t =p is opposite to the direction of F. 

We have then, in general, 

W = ± F. d cos 6 =■ ± d, F cos B, 

But d cos 6 is the displacement along the line of the force, and F cos O’ is the force 
xilong the displacement. 

We can then define WORK generally as follows: 

Work is the product of a itniforui force by the coinponent displacement along the line of the 
force (fV ± F, dcos 0 )] or, the product of the displacement by the C 07 np 07 ient force alojig 
the line of the displncemcntx (JV= ± d. Fcos 0 .) 

Cor. I-—It is evident that if the displacement is at right angles to the force, the work 
is zero. 

Cor. 2 .—We see that work is independent of time, A given uniform force and displace¬ 
ment give the same work no ^natter what the time occupied by the displacement. 

Cor. 3 —The work done in raising a body is equal to the weight of the body acting at 
the centre of mass, multiplied by the vertical displacement of the centre of mass. This 
work is done against the weight and is therefore negative. 

Also, the work of lowering a body is equal to its weight multiplied by the vertical dis¬ 
placement of the centre of mass. This work is done in the direction of the weight and is 
positive. 
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If ni is the mass of the body, then is its weight. If d is the vertical displacement, 

then 

PF = zb xsigdy 

and this is the same for the same weight and vertical displacement whatever the time or 
whatever the path. 

Unit of Work. —The unit of work is then evidently the work of one unit of force with 
one unit of displacement. 

The English unit is then the foot-poundal^ or a uniform force of one poundal acting 
through one foot; or, in gravitation units, the foot-pound^ or the weight of one lb. acting 
through one foot. This latter is of course variable, since the weight of one lb. varies at 
different localities. 

If, then, we take<^ in feet and m in lbs., 

W=z ± mgd 

gives work in foot-poundals. For foot-pounds we divide by^ and have 

IF = ± md foot-pounds. 

The C. G. S. unit of work is the uniform force of one dyne acting through one centi¬ 
meter. It is called an ERG. 

A multiple of this equal to 10 000 000 ergs, or 10*^ ergs, is used in electrical measure¬ 
ments and called a JOULE, after Dr. James Prescott Joule. 

Examples.— (i) Find the work expended in raising 16000 F?s. throiu^h a distance of 20 feet. 

Ans. 3200004^ ft.-poundals, or, if 4^- = 32, 10000 ft.-pt)und3, or the work* of raising 10000 lbs. one foot at 
a locality where is 32 ft.-per-sec. parsec., whatever the time or the path. 

(2) A body of 80 lbs. mass moves along a rough hori3ontal plane with a speed of 50 ft, per sec. If the 
retarding force of friction is constant and equal to 20 pounds, find the work done against friction in the first 
second and in coming to rest. 

Ans. For moii'.)ii in a straight line with uniform acceleration, we have (page 92) for the distance 
described in any time t 

s=zv,t-\^ fe, 

and for the distance described in coming to rest 

vd 

The force Ft in the path is 

Ft — mft. 

In the present case this force is a retarding force of 20 pounds, and therefore Ft = — 20g poundals. 
Since 7 n = 80 lbs., we liave 

- 204- = Sq/f, or ft ~ 

The work, then, in any time t is 


Fts = — 20g (vit -h ffi) ft .-poundals, or — 


and the work in coming to rest is 


70 

FtS = — 2og gj ft .-poundals, or 


2o{vxt — ft.-pounds t 


20 ft. -pounds. 


Taking ^=32 ft.-per-sec. 'per sec., 
second 


= 50 ft. per sec. and ft as found, we have for the work in one 
F\s = — <^20 ft.-pounds. 


and for the work in coming to rest 


Fts — — 3125 ff .-pounds^ 
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(3) A mass of 2 tons {2240 lbs,) is pulled up 100 feet of an incline which rises i foot in 2s ft. of length. 
Takmg the resist a7ice of friction at 130 pounds for each ton of weight, find the work done. 

Ans. Let ct be the angle of inclination of the plane, and 7n the mass. The weight is then mg, and the 
component of the weight down the plane is mg sin a poundals. 

The friction is 300^ poundals also down the plane. The total force down the plane is then 


The work is then 


{mg sin a + 309^) poundals, or {m sin a + 300) pounds. 


FtS = — sin a + 300)100 ft.-pounds. 


In the present case m = 4480 lbs., sin ct = and hence 

FtS = ~ 47920 ft.-pounds. 

(4) Fmd the work done by a crane in lifting the materials for a stone wall 100 feet long, 10 feet high and 
2 feet thick, the average defisity bemg 130 lbs. per cubic foot. 

Ans. 1500000 ft.-pounds. 


Rate of Work—Power. —Work, as we have seen, is independent of time. If we raise 
one lb. one foot, we do the same work whether the time of raising is one second or one 
minute. But the rate at which the work is done is not the same. 

If then we take time into consideration, the time-rate of work is called POWER. We 
exert more power when we raise one lb. one foot in one second than when we raise one 
lb. one foot in one minute, although we perform the same work in both cases. 

The unit of power is then one unit of work per unit of time. The English absolute 
unit of power is then one ft.-poundal per sec., and the C. G. S. absolute unit is one erg per 
sec. 

In gravitation units we have, in English measures one foot-pound per sec., and in 
French measures one meter-kilogram per sec. 

These units are, however, inconveniently small in most cases. 

The gravitation unit employed in English engineering calculations is therefore taken at 
550 foot-pounds per sec. This is called a HORSE-POWER and is denoted by H. P. In French 
engineering calculations the gravitation unit employed is 75 meter-kilograms per sec. This 
is called FORCE DE CHEVAL. 

In electrical measurements the unit adopted is 10'^ ergs per sec. This is called a WATT, 
after James Watt. The watt is therefore one joule per sec. (page 261). 

Examples.—(i) The area of the piston of a steam-engine is A sq. inches, the length of stroke L feet, the 
steam-pressure in poimds per sq. inch is the number of strokes per minute N. Find the work per minute 
and the horse-power. 

Ans. Work per min. = P. L. A N H P = 

33000 

(2) Find the work done against gravity, neglecting friction, in pulling a car of 2.3 tons {2240 lbs.) loaded 
with 30 passengers weighing 134 lbs. each, up an incline the ends of which differ in level by 120 feet; also thi 
horse-power if the time is half an hour. 

Ans. I 226 400 ft.-pounds ; 1.24 horse-power. 

(3) transmission of power by a belt, the wheel carrying the belt is 14 feet in diameter and makes 30 
revolutions per minute, the tension of the belt being 100 pounds. Find the horse-power transmitted, 

Ans. 4 horse-power. 

(4) Check this statement: Fifty-five founds mean effective pressure at l>oo ft. per sec, piston sfeedgives 
one H. P. for each square foot of piston area. 

(5) AI tram weighing 73 tons is running up an incline of i in 800 with a uniform speed of 40 miles an 
hour. Assuming friction to be equivalent to b> pounds per ton, find the rate at which the engine is working 

Ans. 70.4 H. P, . 



CHAPTER IV. 


KINETIC FRICTION. 

Kinetic Friction. —The friction which justs prevents motion, that is, the friction which 
exists when motion is just about to begin, we have called STATIC FRICIION, and we have 
fully discussed it already (page 220). 

The friction which exists after motion has taken place is called KINETIC FRICTION. 

Coefficient of Kinetic Friction. —We have the same laws for kinetic as for static 
friction (page 222). The ratio of the total friction to the total normal pressure when 
motion is just about to begin we have called the coefficient of static friction. The same 
ratio after motion has taken place is the coefficient of kinetic friction. 

We denote the coefficient of friction in general by }a. We have then, in all cases, 

F 

F=piN, 

where 7^ is the total friction and W the total normal pressure. 

Angle of Kinetic Friction. —If N is the normal pressure for a body moving on a rough 
surface, then }aN is the friction. The resultant reaction of the sur¬ 
face is then R, making an angle 0 with the normal given by 

, mV 

tan 0 — ]sf ~ F 

We call the angle 0 which the reaction R makes with the normal the ANGLE OF FRIC¬ 
TION. For static friction it is the ANGLE OF REPOSE (page 222). Hence the eoeficient ja of 
kinetic friction is equal to the tangent of the angle of friction cjr 

Kinetic Friction of Pivots, Axles, Ropes, etc. —The application of the equation 

7^=: glV = TV tan 0 

to pivots, axles, ropes, etc., is then precisely the same as for static friction (page 224). We 
have only to let ja stand for the coefficient of kinetic instead of static friction. 

With this change we‘have in each case the same value for the friction and moment of 
the friction as already given for static friction. 

Experimental Determination of Coefficient of Kinetic Sliding Friction. —We may 
determine the coefficient of kinetic sliding friction by means of various contrivances, some 
of which we shall now describe. 
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I, By Sled and Weight. —Let a sled rest upon a horizontal plane and be dragged along 

by means of a string passing over a pulley, to 
the end of which a weight is hung. In order 
to obtain coefficients for different substances, 
the runners and plane can be of the materials 
desired. 

In- such an apparatus the mass of string and pulley, and friction of string and pulley, as 
well as rigidity of the string, should all be insignificant, or else they must be allowed for. 

Let us suppose them insignificant and let m be the mass of the sled, and Pthe suspended 
mass. The normal pressure is then m^, the friction and the weight of the suspended 

mass is Pg. Let the acceleration of the masses P and m be/*. The impressed forces acting 
on m are then the friction and the horizontal tension of the string —/). The 

effective force on m is m/. By D’Alembert’s principle (page 242), if we reverse the effec¬ 
tive force we have 

As -/) - ms - m/= o, 
or 



m 


(0 


But for uniformly accelerated motion we have the distance described in any time t 
falling from rest (page 92) 

I 2 s 

s = or 


Substituting this in (i) we have 


P 2 {P-\-m)s 
m mgf^ 


(2) 


If then we observe the fall s oi P starting from rest in any time I, we have R, from 
equation (2), for kinetic friction. 

If motion is jusi about to begin, / = o, and we have, from (i), for static friction 

P 


We see, then, that the coefficient for kinetic friction is less than the coefficient for static 
friction. 

2. By Sled on Inclined Plane. —If we place the sled on an 
inclined plane and the sled slides down with an acceleration /, we 
have the impressed forces sin a down the plane, the friction pN 
— pi^g cos a up the plane, and the effective force m/ down the 
plane. If we reverse the effective force, we have, by D’Alembert’s 
principle (page 242), 

p^g cos a — sin a -(- m/ = o, 

or 
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The distance s described in the time t is, as before, 


or /=^. 


Substituting in (i), we have 


u = tan a -5- 

gr cos a 


. (2) 


If then we observe the distance s described by the sled starting from rest in any time 
t, we have /i, from equation (2), for kinetic friction. 

If motion is just about to begin, y = o and we have, from (i), for static friction 


fx = tan a ~-^ = tan 0, 

where h is the height and b the base of the plane, and <p the angle of repose (page 222). 
Again, we see that the coefficient for kinetic friction is less than for static friction. 

3. By Friction Brake. —The friction brake consists of a lever AB of equal arms 
AO = BO = /, with a bearing-block at the centre. It is placed on an axle horizontally so 
that the entire weight of the lever with attached scale-pans, bearing-block, etc., acts at the 
centre 0 of the axle. 

If the axle turns as indicated in the figure, the 
lever tends to turn in the same direction. If we put a 

mass Q in one pan and a mass P in the other and make -—-— 

P just large enough to keep the lever Jiorizoyital while the - ^ '1 j 

axle is tur?iing, we have the weights Pg and Qg and the ^_-B 

friction F in equilibrium. 

If m is the mass of the apparatus, the pressure on 1 A 

the axle is {P-j- Q j- f^)g — P- /LA 

For a new bearing (,page 229) the friction is ^ 

where /3 is the bearing angle aOd. 

Let r be the radius of the axle. Then we have for equilibrium 


Qgl — Pgl -^-Fr—o, 


Qgl - Pgl+ MgiP + (2 + m) = o. 
Hence we have for the coefficient of kinetic friction 


_(F— Q)l sin 


. . . (1) 
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Friction-brake Test. —The friction brake can be used for measuring the work done 
by an engine when working uniformly. Thus suppose the axle is driven by an engine, and 
that by means of a crank on the axle some machine, as, for instance, a pump, is worked. 

We first count the number of revolutions n per minute while the pump is in action. 
If then we disconnect the pump, we shall find that the axle revolves much more rapidly 
than before, since the only work now done by the engine is against the friction of the axle- 
bearing. We now apply the brake and load it at the ends with /^.and Q until it rests hori¬ 
zontally, and the axle is slowed up to its former speed of n revolutions per minute. In this 
condition the work now done against the brake friction is equal to the work before consumed 
by the pump, provided the engine works uniformly. 

But the friction F is given by 




or, in gravitation measure, by 

r 

We have then for the work done in one revolution and in n revolutions per 

minute the work per minute is 2 nrnF, Taking F m gravitation measure or in pounds, and 
r in feet, this is foot-pounds per minute. If we divide by 33000, we obtain (page 262) 
horse-power. Hence 


H P = == 

16500 16500 ’ 

where F, P and Q are in pounds, / and r in feet, and n is the number of revolutions per 
minute made while the pump was connected. 

Work of Axle-friction. —The friction upon an axle in any case when }jl is known is 
given on page 228. Thus for a 7 iew hearing have (page 229) 








sin /?’ 


where R is the resultant pressure on the axle, and is the bearing angle. If we substitute 
this in the place of F in the preceding article, we have the work per minute 


and for the horse-power 


27 trnF ~ 2 nixRrn 


sin ft ’ 


H.P. 


TTjARrnft 
16500 sin ft ’ 


where,i? is taken in pounds, r in feet, n in revolutions per minute. If the bearing angle is 
small, we have ft = sin ft nearly. 
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Coefficients of Kinetic Sliding Friction —The following tables give a few values of the 
value of N as determined by experiment for kinetic sliding friction and axle-friction. 

COEFFICIENTS OF KINETIC SLIDING FRICTION, fJi = tan 0. 


Substances in Contact. 


5 Minimum. 

Mean. 

Maximum. 

f Minimum. 

< Mean. 

(Maximum. 

Minimum. 

Mean. 

Maximum. 

Hemp ropes j On wood. 

or plaits ( On iron. 

Leather belts ( Raw. 

on wood or < Pounded.. . . 

metal ( Greasy. 

Same on edge for ( Dry .... 
piston-packing ( Greasy. 


Wood on 
wood 

Metal on 
metal 

Wood on 
metal 


Dry. 


0.20 

0.36 

0.48 

0.18 

0.24 

0-20 

0.20 

0.42 

0.62 

0.45 


0.54 

0.30 


0.34 


Condition of Surfaces and Kind of Unguent. 


Wet. 


0.25 


0.31 


0.24 


0.33 

0.36 


0.25 

0.31 

0.24 


Olive 

Oil. 


0.06 

0.07 

0.08 

0.05 

0.06 

0.08 


0.15 

0.16 


0.14 


Lard. 


0.06 

0.07 

0.07 

0.07 

0.09 

O.II 

0.07 

0.07 

0.08 


Tallow. 


0.06 

0.07 

0.08 

0.07 

0.09 

O.II 

0.06 

0.08 

O.IO 


o. 19 
0.20 


0.14 


Dry 

Soap. 


0.14 

0.15 

0.16 


0.20 


0. 26 


Polished 

and 

Greasy. 


0.08 
0.12 
0.15 

O. II 

o. 13 
0.17 

O 10 

o. 14 
o. 16 


COEFFICIENTS OF AXLE-FRICTION. 



Dry 

or Slightly 
Greasy. 

Oil, Tallow, or Lard. 

Damp 

and Greasy. 


Ordinary 

Lubrication. 

Thorough 

Lubrication, 

V\a11 1 


0.097 



JDcu-mctai on 4i“ii”mcLcn . 



0.049 


W^rought iron on bcll-metal. 

0.251 

0.075 

0.075 

0.054 

0. l8g 


0.054 

irnn nn ra*?! imn. 


0.075 

0.054 

0.137 

“ “ “ bell-mctal. 

0.194 

0.075 

0.054 

0.161 


Comparing the values in the tables just given with those in the table given on 
page 224, we see that the coefficient of kinetic zs always less than the coefficient of static 
sliding friction. 

We see also that for axle-friction in general we have for the coefficient of kinetic 
friction: 

for ordhiary lubrication n — 0.070 to 0.080; 
for thorough lubrication jx = 0.054. 

Efficiency—Mechanical Advantage. —In a machine we have in general a “ moving 
force” F acting at some point called the “point of application,” and at another point, 
called the “ working point,” we have a “ useful resistance ” F' overcome through a certain 
distance. If there is no friction, the rate of work of the moving force must always equal 
the rate of work of the resistance. Owing to friction it must always be greater. 

The ratio of the rate of work of the useful resistance to the rate of work of the m'' 
force is called the EFFICIENCY of the machine. 

It must always be a fraction less than unity, and it approaches unity the more periect 
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the machine and the less the friction. If we denote it by e, and let v be the velocity of 
the moving force and F the velocity of the resistance F'y we have 


€ = 


Fv ^ 


or 


F' = e-,F. 

V 


If there is no friction, €r= i and Fv' = F'zk The ratio e -ris called the MECHANICAL 

F 

ADVANTAGE of the machine. 

If jp' is greater than F, v' must be less than v in nearly the same proportion, or, if 

F' V 

friction is disregarded, in exactly the same proportion, that is, — = 

r V 

Hence the familiar maxim that '‘What is gained in force is lost in speed.” 

Examples.—(i) A body of So pounds mass is pr'ojecied along a rough horizo?ital plane with a speed of yo ft, 
per sec. It slides igg.28 ft. in comhig to rest. Fmd the coefficient of kinetic sliding friction, the retarding 
force of friction, and the work done against frictio 7 t in coming to rest. 


Ans. =-, .or, \{g : 

^ 2 gs ' ^ 


■ 32.2 ft.-per-sec. per sec., n —0.25. Retarding force of friction is 20 lbs.; work 


done, 3105.6 ft.-lbs. 

(2) A body of So pounds mass is dragged along a rough horizontal plane by niea7is of a ifiass of 1S6 potmds 
attached to a string passing over a pulley (page 264). It is observed to slide 10 feet in the first seco7id start i7ig 
fro77i rest. Disregarding rigidity of stri7ig a7td 7nass a7id frictio7t of strmg and ptilley, find the coefficient of 
kmetic slidmg friction, {g = J2.) 

Ans. )jl = 0.25. 

(3) A body placed upo7i a rough inclined pia7ie whose height is i foot and base 16 mches is observed to slide 
6.4 inches in the first seco7id startmg front rest. Fmd the coefficie7it offriction, {g — 32.) 

25 

Ans. n = —kinetic; ja = 0.75 static. 

(4) A friction brake ofm— ig lbs. mass, atid le7igth of 4 feet, is balanced on a rotatifig shaft of radius 
r = 6 inches, by 77iasses of Q =10 lbs. atid P = 10 lbs. 10 oz. Fmd the coefficient of kinetic friction and the 
frictiofi. Also, if the shaft 7nakes 60 revolutio7is per 7}ii7iute, find the rate of work of the friction. 

Ans. n = 0.07, F = 2.5 lbs. Rate of work of friction — 7.854 ft.-lbs. per sec., or 0.01428 horse-power. 

(5) A screw of radius r ■=^ i inch is acted upoii by a force of P — Ib. with a co7ista7it lever-arfn of I --1 ft- 

and overco77ies a resistance of Q g lbs. If the angle of the thread is (x =4g\find the coefficieitt of kinetic 

sliding frictio7i if the number of revolutions per minute is 60. Also find the efficiency, aiid the acceleratioii of 

P. Disregard the 7nass of the screw, a7id take g — gi\ ft.-per-sec. per sec. 

Ans. Let P be the force applied at the end of the arm I, and let the radius of the screw be r, the pitch 
p, and the resistance Q. 

If A^is the sum of the normal pressures and a the inclination of the thread to the horizontal, we have 

W = and the friction F = jjlN = where u is the coefficient of friction, 

cos a cos a 

Let f be the acceleration of P. Then the moving force is P(g — f) poundals. 

If s is the distance passed through hy P in any time/, then the work of the moving 

force is 



P{g --/)s ft.-poundals. 




The resistance Q is overcome through the distance 

^ 'iTtl 


The work of over¬ 


coming the resistance is then 


Off 

I * 


—y ft.-poundals. 

27C ^ 


The friction is overcome through the distance i- . 

/ cos cx 

n Qe f's 


The work of overcoming the friction is then 


cos a l cos a 
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The minus sign is used because work is done against friction and the resistance. 

The work of P{g —f) must be equal and opposite to the work done against friction and the resistai. 
Hence the algebraic sum must be zero, or 

From this we have, since = tan a and f = — 
iTtr ■' f ’ 


f - A ^ Or , . ,“123 

yic^~a “ “s a (- /.) = 


and from (i), for the coefficient of kinetic friction, 


For the efficiency we have 


rl „ / 2 sPl ' 

fx cos^ a ~ sin or cos a{ i +- 

Q’' V tan a, 


27 t/ I cos'-^ a 


I _j_ ---- 

sill nr cus a 


If / = o, we have equilibrium, and from (r) have in this case 

7 ’ = ^''(tana + ^), 

I \ cos^ a] 

or the same as already found, ex. (2), page 237. 

In this case (2) becomes the coefficient of static friction, 

^ ~ 0 ^ cos^ a — sin a cos or. 

We see from (3) that the efficiency is a maximum when sin a cos a is a maximum, or when sin a = cos a 
or a = 45°. 

If ?i is the number of revolutions per minute, the distance j described in one minute is 27r/;i5. We have 

then 

2s _ 47t/n ^ Tibi 

gP 60 X 60 X g goog ... 

Inserting in these equations the values / = i ft., r = ^2 Q = $ a = 45% n = 60, 

g = 32^ ft.-per-sec. per sec., we have 

ju := 0.096, 6 = 0.84, / = 0.007, X = 0.225 ft.-per-sec. per sec. 

(6) A-train runs on a horizontal track with the speed vi, and by the applicatio7i of brakes to the driving- 
7vheels of the locomotive the speed is redticed to the speed v. Find the distance and time of rwmmg during the 
reduction of speed, disregarding all resistances other than those due to the action of the brakes, 

Ans. Let be the mass of the train in pounds, V\ the initial and v the final speed in feet per second, 
i* the distance in feet, and t the corresponding time in seconds. 

Let 71 be the number of driving-wheels braked, and 7 ? the pressure of each braked wheel on the rails in 
pounds. 

Let jxk be the coefficient of kinetic sliding friction, and jXs the coefficient of static sliding friction. 

1st. Let the brakes be set so that the wheels do 7iot tur7i. In this case the retarding force due to friction 
is nfXkR pounds, or ng^Pg poundals. We have then for the retardation/ 

- 7, - 7 lpkRg 

mf = nMkPgf or / =- 


From page 92, for uniformly retarded motion the distance described is 

^ vd — v^ 7 n{vd — 7 /’) 


2nfikRg 
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2 d. Lei the brakes be set so that the wheels are just on the joint of slipping. In this 0 as 6 the retarding 
force due to friction is nftsRg poundals. We have then 

mf — nitsRg, or 

Hence the distance described is 

.. ^ 

If the train is brought to rest, we have 7/ = o in these equations. 

Now the coefficient Us for static sliding friction is always less than the coefficient uje for kinetic sliding 
friction (page 267). 

We see, then, that the train will be stopped in the least dista 7 ice when the brakes are applied so that the 
wheels are just on the point of slipping but do not slip. 



CHAPTER V. 


KINETIC AND POTENTIAL ENERGY. LAW OF ENERGY. CONSERVATION OF ENERGY. 

EQUILIBRIUM OF A PARTICLE. 

Kinetic Energy. —Let a particle of mass m move in any path and have the initial 
velocity at P^. 

In the indefinitely small timer let the particle move to 
so that P^ and P^ are consecutive points, and let the velocity at 
P^ be 

Then the tangential acceleration is 

z/2 - z;, 

Jt — z > 



and the tangential force is 


Ft = mft 




2;; —j— qj 

The mean speed is and hence the distance described is 




Let F be the force on the particle. This force can be resolved into the tangential com¬ 
ponent Ff. already found, and the force F^ in the direction of the radius of curvature. The 
work of the force F during the passage from P^ to P^ is equal to the sum of the works of the 
components (page 215). But since the path ds is at right angles to F^, the work of F^ is 
zero, and hence the work of jP is the same as the work of F^.. 

We have then for the work done in passing from /\ to P,, when/^^ and are consecutive 


= mftds = 


2 


In the same way, in passing from P^ to P^ when P^ and P^ are consecutive 

^ 2 

For the next two consecutive points 

- v^) 


W,= 


and so on. 
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If we add together all these works and denote the final velocity at P by ^ we have for 
the entire work W, if and s are the distances of and P measured along the path from 
any point 0 of the path, 

p 

.(I) 

If the final velocity v is greater than the initial velocity work is done on the particle 
in giving it increased velocity and is positive. If is greater than z/, work is done against the 
particle and is negative. In the one case we have a tangential force Ft acting in the direc¬ 
tion of motion. In the other case Ft is opposite to the direction of motion. 

We see that equation (i) is independent of the time and path. 

Hence, whatever the thne or path^ and however the tangential force may vary, the work 
done in giving a particle of mass m an increase of velocity iy — v^ is equal to one half the 
product of the mass m and the dijference of the squares of the final and initial velocities. 

If the initial velocity is zero, then z/^ = o and 

W=-miP’ 

2 

is the work (positive) done in giving a particle of mass m the velocity v starting from rest, 
no matter what the time or path, or however the accelerating force may vary. 

Conversely, 

W ^ - mv^ 

2 

is also the work (negative) done on the particle, or the work which a particle of mass m 
moving with a velocity v can do while being brought to rest by opposing force, no matter 
what the time or path or however the retarding force varies. 

The work which a particle or body is capable of doing is called its ENERGY. Since 

- Mz^ is, then, the work which a particle of mass 7 ^ and velocity v is capable of doing by reason 

of its velocity, we call it the KINETIC ENERGY of the particle. 

We denote kinetic energy by the letter If then the initial velocity is z/^, the initial 
kinetic energy is 

= ~mvf 
^ 2 ^ 

If the final velocity is v, the final kinetic energy is 

2 

The work given by equation (i) can then be written 

^sgnffis = r- — vf) .(2) 

That is, the work {positive') done on the particle is equal to the gain of kinetic energy, 
and inversely the work {negative) done by the particle is equal to the loss of^kinetic energy. 
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Kinetic Energy of a Rotating Body.”^ —>Let a body have the angular velocity & about 
any axis. Then the velocity of any particle at a distance r from the axis is z' = tgo, The 

kinetic energy of the particle is then Since all the particles have the same angular 

velocity about the axis, we have the kinetic energy of the entire body, 

2 

But 2 mf^ is the moment of inertia /' of the body relative to the axis (page 31). We 
have then for the kinetic energy of a rotating body 


2 


Since the motion of a body at any instant consists in general (page 145) of translation 
and rotation about an axis through the centre of mass, we have for the kinetic energy of a 
rigid body in general 


^=1 

2 2 


In all equations is given in ft.-poundals if we take in lbs. and v in ft. per sec. For 
foot-pounds divide by g. 

Examples.—(i) A Jly-wheel has a mass of jo tons and radius of 8 ft. What work can it do in coming to 
rest, considering it as a disc, if it is making 20 revolutions per minute ? 

Ans. For a disc we have for a principal axis through the centre of mass (page 45) / r= ~ The 

angular velocity is . The kinetic energy is then 

mr"^ 30 X 2240 X 64 4 X 9 . S7 

— . tL__ 2 . 3- z —L == 4716544 ft.-poundals, 

• 4 9 4 9 

or, taking;^ = 32 ft.-per-sec. per sec., 

JC = 147392 ft.-pounds. 

(2) In the preceding example suppose the flv-wheel starts from rest and acquires its speed in one minute 
under the action of a consta?tt force applied at the extremity of a crank 18 inches long. Find this force. 

Ans. The mean angular speed is ro revolutions per minute. The distance s passed through by the 
constant force is then, since the length I of the crank is ft., 

jr =r lOX 2Ttl — ^OTC ft. 

The kinetic energy is as before 147392 ft.-pounds. Hence the force is 


T 473 Q 2 _ 147392 

IOX27r/^ 'TpTC 


= 156 pounds. 


(3) A ball-player catches a ball jnoving with a velocity of jo ft. per sec. The mass of the ball is S\ 02. If 
the space in which the ball is brought to rest is 6 inches, find the average opposing presstire and the time of 
stoppage, 

A TTT 1 T- T -I r- 11x50x50x2 Ofl ^1. 

Ans. We have Fts = or Ft^ — =- — - gj . - = 059! poundals. Taking ^ = 32 ft.-per-sec. 

2 2 ^ 5 " 32 X 2 

per sec., we have Ft=- 26.85 pounds. The mean velocity is — == 25 ft. per sec. and s = or /= — = — sec. 

^ 2 ^ 22/ 50 

(See example (i), page 258.) 

(4) If a7i ounce bullet with a velocity of 800 ft, per sec, strikes a man in “ bullet-proof' armor and the 
bullet is brought to rest in a space of six inches, find the average pressure and time of stoppage, {g = 

Ans. Pressure = 1250 pounds; time = sec. 

* This article properly belongs to the discussion of the kinetics of a rigid body and not of a particle. It is, 
however, such a direct result of the preceding that we give it here. 
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(5) Find the tension of a rope which pulls a car of S ions up a smooth incline of 1 in S causes a uni^ 
form acceleration of 3 ft,-per-sec. per sec. If the rope breaks when the speed is 48 ft. per sec., how far will the 
car continue to move up the incline ? (^ = 32!) 

Ans. 5264 pounds ; 180 feet. 

(6) A bullet of 2\ oz. leaves a gun with a velocity of iSSo ft, per sec. The length of barrel is 2\ ft. Find 
the average force of the powder, (^ == 32,') 

Ans. 2346 pounds. 

(7) A train of 200 tons, starting from rest, acquires a speed of 40 miles an hour in three minutes. Find 
the effective movmg force, assuming it uniform. 

Ans. 2.03 tons. 

(8) An engine exerts on a car weighing 20000 lbs. a net pull of 2 lbs. per ton of 2000 lbs. Fnid the 
energy of the car after going 2\ miles. If shunted onto a level side track where friction is 10 pounds per ton, 
how far will it run ? If this side track has a one per cent grade, how far will it rtm ? 

. Ans. 264000 ft.-lbs.; one-half mile; one-sixth mile. 

Potential Energy.— Let a particle be constrained to move in any path from to P, 
Let F be the resultant of all those forces acting upon the particle which depend solely upon 

the position of the particle. 

For an indefinitely small displacement ds in the 
path F can be considered uniform, and its work is 
F . dp, where dp is the component displacement along F, 
We can resolve F into a tangential component F^ 
and a normal component Fp. In the displacement ds from P^ to P.^, the work of Fp is zero. 
Since the work of the resultant is equal to the algebraic sum of the works of the components 
(page 215), we have 

F, dp = Ft . ds. 

This can also be proved as follows: If d is the angle of F with the tangent, we have 
dp=^ ds cos 6 and F , dp ■= F , ds cos 6 . But F cos 6 — Ft, Hence 

F . dp = Ft, ds,^ 

The forceand hence depends solely upon position. It is in general variable and 
changes in magnitude and direction as the particle changes its position. For any two 
consecutive points we have, however, /^uniform. 

If, then, s^ is the distance of P^, and of P, measured along the path from any point < 9 ,* 
we have for the entire work on the particle in passing from P^ to P, due to change of 
position only, 

= .( 5 ) 

The work which a particle is thus capable of doing by reason of change of position only 
is called its POTENTIAL ENERGY. 

The potential energy of a particle or body, then, is the work it can do by reason of 
change of position or configuration under the action of forces which depend solely upon such 
change. 

Thus a mass suspended at a distance above the earth can do work if released, by reason 
of the force of gravity, which is a force depending solely upon position. This work is 
potential energy, A bent spring can do work when released, by reason of the elastic forces 
between its particles, which depend solely upon configuration. This work is potential 
energy. 
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We denote potential energy by the letter 2. The initial potential energy of the particle 
at /’j in the figure, page 274, is then 

F. dp = y; Ft . ds. 

The final potential energy at P is 

9 ! = : 2 '^F. dp = y . ds. 

The work done on the particle due to change of position only is then 


5=1 - ‘^^^sF.dp^X^Ffds. 


That is, the zvork {^positive') done on the particle by reason of change of position only is 
equal to the loss of potential energy, or, inversely, the work {negative) done by the particle by 
reason of change of position only is equal to the gain of potential energy. 

Total Energy. —The total energy of the particle at any instant is the sum of its poten¬ 
tial and kinetic energy at that instant. Let us denote the total energy by Then the 
initial energy is 


and the final energy is 


= VJj -f .^mvf=z -j- aCj, 


@ -(- LmzP = 3 ; -t- 3C. 

2 


Law of Energy.—When a particle or body moves it generally encounters resistance due 
to friction, resistance of the air, etc. Such forces do not depend upon position solely, 
but upon velocity or upon the character of the surfaces in contact, upon pressure between these 
surfaces, etc. They always resist change of motion, and we call them therefore resistances. 

Let, then, vi be the mass of a particle constrained to move in any path from Pj to P, and 
let F be the resultant of all those forces acting on the par- ^ 

tide which depend solely upon its position, W the normal ^ 

pressure of the path upon the particle and R the resultant' 
of all the resistances. We can resolve i^into and F^ tan- 
gent and normal to the path. So, also, R can be resolved / 

into Rf^ and R^, and R^ is always opposite to the direction ^ 

of motion. These are impressed forces. If the particle 

has the acceleration /, this can be resolved into ft and /p, and the components of the effective 
force mf then mf^ and mf^. 

Now by D’Alembert’s principle (page 242) the impressed and reversed effective forces 
tan be treated as a system of forces in equilibrium, Hence 


Ft — Rt- mf = o. 


Multiplying by ds, we have 


Ftds — mft, ds-f Rt, ds. 
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If, then, is the distance of P^, and 5 of P, measured along the path from any point 0 , we 
have for the entire work done by Pfrom P^ to P, whatever the path, and however the forces 
may vary in magnitude or direction, 

k 

2\P. dp — . ds = . ds +12^,Pj . ds .(7) 

But we have seen from equation (6) that 

dp = ,ds^\- 4^, 


the loss of potential energy. 

We have also seen from equation (2), page 272, that 

. ds m(v^ — v^') = 


or the gain of kinetic energy. We have then 

2l^R,,ds .( 8 ) 

That is, the loss of pot entiaC energy is equal to the gam of kinetic energy plus the work of 
overcoming all resistances. 

Since, as we have seen, we can write 

g ^ + St. 

Equation (8) can be written 

— ^ = R^, ds .(9) 

■^1 

That is, the loss of energy is equal to the work done in overcoming resistances. 

This is known as the law of energy. 

Conservation of Energy. —If there are no resistances, equation (9) becomes 

— g = O, or ~ .(10) 

That is, if there are no resistances, but only forces which depend solely upon position, there 
is no loss of energy, or the loss of potential is equal to the gain of kinetic energy, and con¬ 
versely, the gain of potential is equal to the loss of kinetic energy. 

This is called the law of conservation of energy, and hence forces which depend solely 
upon position arc called conservative forces, because for them the law of conservation holds. 
The force of gravity upon a particle depends solely upon the position of the particle and is 
therefore a conservative force. So is the elastic force of a spring which depends upon con¬ 
figuration only. So, also, are the forces of nature generally. For such we have the law of 
conservation of energy as given by equation (lo). 

Forces which do not depend upon position are called non-conservative forces. The 
resistance due to friction, and in general all resistances to motion, do not depend upon 
position and are therefore non-conservative. The resultant of such forces always acts 
opposite to the direction of motion. For such we have the law of energy as given by equa¬ 
tion (8). 





Chap. V.] 


EQUILIBRIUM OF A PARTICLE. 


277 


Ecjiiilibriuni of a, Particlo. If a particle is at rest under the action of forces, it is said 
to be in static equilibrium. If it moves with uniform speed*in a straight line, that is, with 
uniform velocity, it is said to be in molecular equilibrium. 

Let Fy, F^ be the components in any three rectangular directions of all the con¬ 
servative forces acting upon a particle; let be the resultant non-conservative force, and 
Ryj its components. 

Then for any possible indefinitely small displacement ds, real or virtual, we have the 
work of the conservative forces, or the loss of potential energy 

\^^^F^dx + F/y^F^dz, 
and by the law of energy, equation (8), 


= FJ,x + Fydy + F^dz = 4 - R^ds, 


But Rids = Rjix + R^dy -f- Ryiz, Hence 

$1 - 2 - R,ds = - R:)dx + - R;)dy + {F^ - R^^dz = ~ m{f - v^). 

For static equilibrium z' = o, = o, and for molecular equilibrium v = Hence in 
all cases of equilibrium, static or molecular, 


{F^ ^ R:)dx + {Fy - R;)dy + {F, ~ R:)dz = o. 

Since dx, dy^ dz are not zero, we must have 

F^ — Ry = o, = o, F^ — R^~ o. 

That is, in all cases of equilibrium, static or molecular, the forces, conservative and non-con¬ 
servative, acting upon the particle must constitute a system of forces in equilibrium. 

Since in all cases of equilibrium, static or molecular, -^in{z^ — v^')^ or the change of 

kinetic energy during any indefinitely small displacement is zero, the kinetic energy is zero 
for static equilibrium, and either a maximum or a minimum when the particle is in molecular 
equilibrium. 

Stable and Unstable Equilibrium of a Particle. —The equilibrium of a particle is said 
to be stable if, when at rest or when supposed to be at rest, it would return after any possi¬ 
ble indefinitely small displacement to its original position. Now in thus returning work must 
be done by the conservative forces, and hence potential energy lost. In stable equilibrium, 
then, the potential energy is a minimum. 

If the particle would not return to its original position, the equilibrium is said to be 
unstable. In such case work must be done against the conservative forces in order to bring 
it back, and potential energy would be gained. In unstable equilibrium, then, the potential 
energy is a maximum. 

If potential energy is neither lost nor gained, the equilibrium is said to be indifferent, 
and the particle in its new position is still in equilibrium. 

Now when potential energy is lost, kinetic energy is gained, and conversely. 

Hence if a particle is in equilihrium, static or molecular, all the acting forces must con¬ 
stitute a system of forces in equilibrium. If the potential energy is a minimum, the equihh- 
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is stable and the kinetic energy^ if any, a maximum. If the potential energy is a 
HUM, the equilibrium is unstable and the kinetic energy, if any, a minimum. If the 
lial energy does not change, the equilibrium is indifferent and the kinetic energy, if any, 
%ot change. 

illustration. —Take the case of a pendulum. Let I be the length and m the mass of 
the bob. Disregard the mass of the string. 

When the bob is at the lowest point the potential energy is 
^11 II mg . h. For every possible displacement h increases and the poten- 

X f tial energy increases. The potential energy is then-a minimum. 

Y This, then, is a position of stable equilibrium. If the bob is at rest, 

\h \h it is in stable static equilibrium. If the pendulum swings, when it 

-1-1- arrives at its lowest point the kinetic energy is a maximum and 

the potential a minimum, and at the instant it is in stable kinetic equilibrium. 

When the bob is at the highest point the potential energy is a maximum. This, then, 
is a position of unstable equilibrium. If the bob is at rest, it is in unstable static equilibrium. 
If in motion, when it arrives at the highest point the kinetic energy is a minimum and the 
potential a maximum, and at this instant it is in unstable kinetic equilibrium. 

Change of Potential Energy.— In order to apply equations (8) or (lo) it will be con¬ 
venient to find the value of the change of potential energy ^ in special cases. 

(a) Force Uniform. —If a particle is acted upon by a uniform conservative force F, the 
work done during a change of position from to P is, by equation (6), 
page 2/5, 

- ^2 = F,p=zF,d cos e, .(i) 


where d is the displacement and 6 the angle of F with the displacement. If 
p and h are in the same direction, Fp is positive and we have loss of poten¬ 
tial energy. \{ p and F are in different directions, we have gain of potential energy, 
(ff) Central Force —Let O be the centre of force. 




Let P^, P:^y P^ . . . P he any path from P^ to P, and let the posi¬ 
tions P^, P^, P^, etc., be consecutive. Draw OP^, OP^, 
and with 6^ as a centre describe arcs of circles through P.^. P^, etc., 
intersecting OP^ at b, c, d, etc. 

The force F^ at P^ acting towards 0 may be considered uniform 
for the indefinitely small displacement P^ to P^ 

The work, then, from P^ to P^ is 


F, X P,n = F^X be. 


Every element of the path may be treated in the same way. 
Thus the work from to P^ is 


from Pg to P, 


X Pf; 
P3 X cd. 


and so on. The entire work from P^ to P is then 

Pi X P/ + P2 X + P3 X etc. = iSF. dr, 
where dr is the elementary distance along the radius vector OP^ between any two arcs. 
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The work, then, necessary to move the particle from to P by any path^ under the 
influence of a central force always directed towards ( 9 , is equal to that necessary to move it 
from P^ to d in the straight line OP^. ^ " 

This work is independent of the path and depends only upon the initial and final posi- 
tions and the magnitude of the force. If this force depends only upon position, this work 
is the loss of potential energy and we have in general 


= : 2 Fdr. 


If the central force is opposite to dr^ we have gain of potential energy, or 


= ' 2 F. dr. 


{ c ) Central Force Constant. —If the magnitude of the central force i^is constant, 
we have, from (2), 


^ = F' 2 dr = F(r^ — r). 


where is the initial and r the final radius vector from O. 

If is less than r, we have gain of potential energy, or 

= F{r — rPj. 

(d) Central Force Proportional to Distance from Centre. —If the magnitude 
of the central force varies directly as the distance from the centre ( 9 , let F^ be its known 
magnitude at a given distance r^. Then the force at any other distance r is given by 

F: FqI : r: Tq , or F =z — Fq. 

^0 

r r 

We have then at P^ the force /q — at force F^^~F^, at P^ the force 

^0 ^0 

— P(.y and so on. 

^0 

F A- F F. {r -fr) 

The average force between P^ and P^ is then - ^ = — . —^- - , and the work from 

2 Tq 2 

Pi to P^ is then, from (2), 

^ * o 'VI '2/ - 


In the same way we have for the work from P^ to P^ 

Flr^ - r^) 


and so on. The entire work from Pi to P is then the loss of potential energy giver, by 




where fj is the initial and the final radius vector frona 0 > 
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If is less than r, we have gain of potential energy, or 

— 2 = (r* — r^. 

2^0 

{e) Central Force Inversely Proportional to the Square of the Distance 
FROM Certre. —If the magnitude of the central force varies inversely as the square of the 
distance from the centre, let be its known magnitude at a given distance r^. Then the 
force F at any point is given by 

or 

We have then at the force F^=^-\Fq, and at the force F^=::~F^, and so on. 

^1 ^2 

For’the indefinitely small displacement from to P^, and are equal, and we have 

r 

Hence the force at P^ can be written and the force at 

p P __ rQ_Q. 

2 ^ 

The work, then, from (3), from F^ to F^ is 

From Pg -^3 have in the same way the work 


- 3 = v.’(; - r 


and so on. The entire work from Pj to P is then the loss of potential energy and is given by 

.( 5 ) 

If rj is less than r, we have gain of potential energy, or 

" - - ;)■ 

Examples.—(i) Apply the law of conservation of energy to a falling body. 

Ans. Let m be the mass of the body, Vx its initial and v its final 
velocity. Then the gain of kinetic energy is 






We have from equation (5), for central force varying inversely as the square 
of'the distance, the loss of potential energy, 


2 . ^2 = F,r,^ 


iPr)- 


where rj is the initial distance and r the final distance from the centre of 
force, and F’o is the known force at a given distance ro. In the present case 





Chap. V.] 


ENERG Y—EXAMPLES, 


the centre of force is the centre of the earth, is the radius of the earth, and at the earth 
mg. We have then 


rr. 

But ri - r is the distance described, {sy — s\ if is the initial and ^ the final distance from the centre of 
the earth. 

We have, by the principle of conservation of energy, gain of kinetic equals loss of potential energy, or 

aC - % 

or 

— Vi^ = (^1 — s), 

rr. 

This is the same as equation (5), page 113. 

If we suppose the force to be uniform and equal to fng, as it practically is at the surface of the earth, we 
have, from equation (i), page 278, 

2^1 — ^ =r mg{sx — s), • 

and hence 

— (< 2^2 _ 

«*• 

or 

7 /* = Vi^ 4- 2g{sx — r), 

which is equation (7), page 92. 

(2) Apply the law of conservaiw7i of eiiefgy to a projectile, 

Ans. Let the force be vertical and equal to 7 ng, The initial ^ 

energy at 0 is The energy % at is —kinetic and 

2 2 Y mg Nw 

potential. If there is no loss of energy, ^1 = or ^ y\ 


mvi mv 




■ = + mgy, or — igy, ^ ^ 

This is equation (ii), page 104. 

(3) Apply the la%u of coftservatzon of energy to the siynple pezuiulum. 

Ans. Let tiie velocity at P\ be zero. Then the initial energy at Px is = 
7ng{l — I cos Oi) potential, relative to A. At any point P where the velocity is v we have 

the energy kinetic and 77 ig{l— / cos 0 ) potential. If there is no loss of energy 

or 


Hence 


mg(l — I cos Oi) = —^—h 77 ig(l— IcosO). 


V — 2^/(cos 0 ' — cos Oi). 


But /(cosG ~ cos Ox) is the fall from Pi to P. Hence the velocity is the same as for a particle falling 
through the vertical distance from Pi to P. 

(4) Let a spring whose imstrained length is AB be fixed at the e7id B and compressed fro7n A to C, where 
it presses against a body of 7nass 7n. Disregardvig the 77zass of the spz'mg.fizid the zjiotiozi when released, 

Ans. Let the force at any distance x from A be P, and at the given 
distance s — AC from Ahc Fi, Then we have 

F:x-.\F,:s, or ^=7^- ^ a- F r^ 40 liLOJL>l p 

- 

The initial energy is = FiS, all potential. The energy ^ at is S 

Fx potential and kinetic. If there is no loss of energy, 


or FiS =^Fx~\r — 
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Substituting the value of we have 


— - x'). 

7 ns 


We see then, from page 126, that the motion is simple harmonic, 

(5) ^ vessel coniaining water has a small orifice whose centre is at a distance h below the surface. The 
water flows in at top with a vertical velocity Vyy and the top area of cross-section is A, The water flows out of 
the orifice with a velocity v m a7iy directiony-a7ui the area of the orifice at right angles to v is a. If water flcnvs 
in as fast as it flows outy so that the water-level refnains C 07 istanty find the theoretic velocity of efflux Vy disregard¬ 
ing friction and all resistances. 

Ans. The quantity of water flowing in per second is Avy, and the quantity flowing out as av. By the 

conditions, for constant level we must have 

Avy = aVy or vy = —v. 

'-'A-: 

■-" The initial energy of a particle of mass in at the top level is mgh 

I ^ potential and kinetic, or 

g. = ,ngh + 

I 

'r I When ibis particle reat.hes the orihce its energy is all kinetic and 

g If ,iQ energy is lost, = t^y or 


- 7 nvl mv’^ 
mgh 4 - —^ . 


Substituting the value of Vyy we have 


If a is very small compared to we can practically neglect the fraction relative to i, and we then 

-/I 

have 

7 / = 4 / ' 2 gh. 

The theoretic velocity of efflux in this case is the same as for a particle falling freely through the distance h. 
This is known as Torricelli s principle. 

If y is the density or mass of a cubic unit of water, in a very small time r the mass discharged is 

m =r yaw. 

The kinetic energy at efflux is then the work done in giving the mass m the velocity 2/, or 

, inv’^ yav^r 

work =- = ^ 

2 2 

If the mass in acquires the velocity z/ in a very short time r from rest, the average velocity is j and the 

VC 

distance is —. If we divide the work by this distance, we have for the uniform force Fduring the short time 
r in the direction of v 

F = yav^y .(2) 

or, from (i), 

p = poundals. 

For F in gravitation measuie 


I 
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From (3), for a small relative to A 


F = 2 ya/i, 


or the weight of a column of water whose base is the area a of the orifice and whose height is twice the distance h. 
If a is the angle of v with the horizontal, we have for the horizontal component of F 


Fx = 2yah . cos a 


Since action and reaction are equal, this is the horizontal pressure on the side of the vessel in a direction 
opposite to V cos a. 

We can also obtain (2) directly by the principle of impulse (page 257). Thus 

„ ^ mv 

Ft = mv, or -P = —. 

Substituting m = yavr, we have at once 

F = yav^. 

(6) In the preceding example let the vessel move Jiorizo7itally with the uniform velocity Vx , while the water 
flows in at the top with a vertical velocity Vy , the top area being A, and zs dischazged with the velocity v, 
making an angle oc with the horizozital, the area of orifice at right angles to v being a, 

Ans. We have for constant level, as before, ^- 

Avy — av, _ 

A-— 

and, disregarding the motion of the vessel, we have, as in the •'—t--' 

preceding example, , 

P . , zzzv} p zziv^ ^ 

= + 8=—, -vv* 

a\ ^ 

and therefore, just as in the preceding example, we have for 


mgh + 



h=i — _ il, 

2 g 2g 


and for the velocity of efflux relative to the vessel 


just as before. 

Now the absolute velocity at A is given by 




vd = vl + vl. 


Hence the total energy at A is 


p mVx^ , , / 2 . 2N . 7 

Isi = -- mgh = — (7/^ + 4- mgh. 


The absolute velocity at a is given by 


Vr~'V%-\-V^— 2VVx cos OC, 


Hence the total energy at a is 


^ mv% ^ ^ . 

^ r=r ^ {v% +v^— 2VVx COS cr). 


Equation (2) gives the work the mass m at A can do, and equation (3) the work this mass at a can do 
after leaving the vessel. The difference g is then the work done upon the vessel. If then we subtract 
(3) from (2) and reduce by (i), we obtain for the work done upon the vessel 


work = mWx cos a. 
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In a very short time r we have m =yravr, where y is the density or mass of a ouhic unit of water. 
Hence 

work = yav'^VxT cos nr. ..(4) 

But the distance in the time r is VxT. Hence, dividing (4) by VxT, we have for the horizontal force Fx 
on the vessel 

Fx = yav^ cos or. 

This is the same result as obtained in the preceding example. Thus, if we put v = ^'2.gh, we have 

Fx = 'lyagh . cos a:4)oundals, 

or.- in gravitation measures, 

Fx = 2yah . cos a, 

as before. 

(7) A horizontal stream of water whose cross-section is a and velocity Vx meets a surf ace moving in the 
ju/ne direction with a velocity v. Find the fressure, disregarding frictio7i and resistayices. 

Ans. Let the water pass off the surface in a direction 

. Y—V 

p ‘ making the angle nr with the direction of motion. In any small 
y Y time r the mass of water discharged is m = yaviz, where y\s the 
density or mass of a cubic unit of water. The initial kinetic 
--" 1 _ energy of m is then 


mvx yavx'r 


The velocity of the water as it leaves the surface is vi — v 
' relative to the surface. The velocity of the surface is v. The 


resultant velocity is then given by 


vf = {vi — vf 4- z'’ 4- 2{vx —■ v)v cos a. 

The final kinetic energy of the mass 7 n is then 

$ z=:~vf =1 — 2VVi 4- ^v"^ 4 2(?/i ~ v')v COS a]. 

The difference @ is the work done on the body, 

work = yaviT{vx — v)v{i — cos a).(i) 

If we divide this by the distance z^r, we have for the force on the surface 


F = ydvxivi — v){i — cos a) poundals. 


This is the same result as found in example (3), page 259, by the principle of impulse. 
Equation (2) gives F in poundals. For gravitation measure we have 

F = {vx — v){i — cos a). 

If the surface moves in the opposite direction, we have Vx v m place of Vx — v, and 

F = -- {vx 4* z/) (i — cos a)^ 


If the surface is at rest, w = o and 


c, yavx-" 

F ~ - -(i — cos a). 


If in the latter case F = 90°, this becomes 


Vx^ 

2ya —. 

2g 


Hence the normal pressure of a jet of water against a plane surface at rest is equal to the weight of a 
cohmin of water whose cross-section is that of the jet and whose height is twice that due to the velocity. 
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If a = i8o* and v = o, we have 

““ g ’ 

or twice as much as when a == 90*. 

The work done on the surface is, from (i), a maximum when v — ‘!7or^/ = —. That is, the work 

2 

a maximum when the velocity of the surface is half that of the jet. The maximum work is then, from (2) 

yav^rfi — co s nr) 

. 4 • 

If a = 180®, this becomes or all the kinetic energy of the water. 

If a: = 90®, it becomes, or one-half the kinetic energy of the water. 

4 4 

Hence maximum work of a jet of water striking a plane surface at right angles^ disregarding 
friction^ is only one half the kinetic energy of the jet. 
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Tlie Potential. —Let a particle at a fixed point O act either by attraction or repulsion 
upon a particle at B. Let BA be any path of the particle from B to A^ the distance OB 
B being By and the distance OA being r. With OA = r as a 

radius describe an arc of a circle Aa. 

Then the force upon 5 is a central force, and we have 
proved, page 278, that the work done by or against the central 
force while the particle moves from B to A is independent of 
the path and equal to that necessary to move it from B to ay 
when Oa = r. 

The fixed particle at O is then a centre of force, and the space surrounding this par¬ 
ticle we call the FIELD OF FORCE. 

If then we take any convenient point of reference, as C, the,work done in transferring 
a particle of unit mass from any point of the field to this point, or from this point to any 
point of the field, has a definite value for every point of the field, no matter what the path. 

This definite work for any given point of the field when the particle moved has a mass o 
unity is called the POTENTIAL of the point. 

The unit of potential is then the same as the unit of work, as one foot-poundal or one 
foot-pound or one erg. 

The magnitude of the potential will depend upon the position of the point of reference. 
The sign will be plus or minus according as work is done by or against the force of the 
field. We denote the potential by the letter il. 

Principle of the Potential. —The application of the potential rests upon the following 
principle: 

Let A and B be any two points in the field of force due to a particle at ( 9 , and let C be 
any point of reference. Then, since the work done during any 
displacement is independent of the path, the work done by or 
against the force of the field in transferring a unit mass from A to 
B is equal to the difference of the works done in transferring it from 
C to A and C to B. 

If then 77^ and 71 ^ are the potentials of the points A and By the difference is the work 
of moving unit mass from A to ^ or ^ to A. If F is the mean force in the direction 
ABy we have this work equal to i^X AB. Hence 



FX AB = 1 L ^ n,y or F = 


AB * 
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When A and B are indefinitely near, the mean force F becomes the instantaneous force 
in the directionand becomes the rate of change of the potential of the point A 


per unit of distance in the direction AB. Hence 

The rate of change of the potential of any point per unit of distance in any direction is 
equal to the component force in that direction which acts upon a particle op unit mass placed at 
that po hit. 

The particle possesses potential energy at whatever point of the field of force it may be 
placed. The excess of its potential energy at one point over its potential energy at another 
point is then the work done by or against the force of the field in moving from one point to 
the other. This is equal to the difference of potential. Hence the appropriateness of the 
term potential.’' 

The theory of the potential is of great use in magnetic and electrical investigations. 

Equipotential Surface. —A surface at every point of which the potential has the same 
value is called an EQUIPOTENTIAL SURFACE. 

If then a particle is moved from any point on such a surface to any other point on this 
surface, no work is done by or against the force of the field. There is then no component 
force in any direction tangential to such a surface, and hence no rate of change of potential 
per unit of distance in that direction. The resultant force at any point of such a surface is 
then normal to the surface. Thus the surface of water at rest forms an equipotential 
surface for which there is no rate of change of potential, and the resultant force for every 
particle on the surface is normal to the surface. The work done by or against gravity in 
moving a particle from one point to another of such a surface is zero. 

Lines of Force. —Any line so drawn in a field of force that its direction at every point 
is the direction of the resultant force at that point is t:alled a LINE OF FORCE. As the 
resultant force at any point is normal to the equipotential surface passing through that point, 
lines of force are normal to the equipotential forces they meet. 

Tubes of Force. —If from points in the boundary of any portion of an equipotential 
surface lines of force arc drawn, the space thus marked off is called a TUBE OF FORCE. 

Gravitational Potential. —The choice of the point of reference and of the mode of 
defining potential are matters of convenience and vary with the kind of field of force under 
consideration. 

The potential in a field of force due to the attraction of gravity is called GRAVITATIONAL 
POTENTIAL. The point of reference is taken in this case at an infinite distance, and since it 
is convenient to have the potential for all points of a gravitational field positive, and the 
force of the field is always attractive, we define gravitational potential of a point as the work 
done BY the force of the field in moving unit mass from a point at a?i infinite dista7ice TO the 
given point. Or, since there is thus a loss of potential energy, the work done by the force 
of the field must equal the gain of kinetic energy, and hence we may also define gravitational 
potential of a point as the kinetic energy acquired by unit mass m falling from hifinity under 
the attractioji of a given mass to that point. 

The force of gravity varies inversely as the square of the distance, 


and we have seen (page 280) that the work of such a force when a 
particle moves from a distance i? to a distance r from the centre of 
force is given by 


F,rf 




where Fq is the force at a given distance r^. 
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If we take r. infinite, — is zero and this becomes 


Wz=zFr^ 1 


If the mass of the attracting particle at O is and of the moving particle My we have 
for the force of attraction at any distance (page 203) 


_ ,Mm 

Fq — k 2 , 

^0 


where k (page 205) is given by 


k = 


gzl. 

inj 


where ^ is the acceleration of gravity, the mass of the earth and ^0 the radius of the 
earth. We have then for the work of moving a particle M from infinity to the distance r 


W^kM-. 

r 


If we adopt the astronomical unit of mass (page 206), this becomes W = M and if 
we take the mass J^as unity we h^ve W= where \_M'\ is the unit of mass, or the 

numerical equation W = -p. 

If the field of force is due to any number of particles of masses ^3, etc., at 

distances etc., from M, we have the numeric equation when M is unity 




m 


The expression is the gravitational potential of the point at which the attracted 
particle of unit mass is placed. We have then 


n = 



(0 


or, mathematically defined, the gravitational potential of any point due to the attraction of 
any mass ts the sum of the quotients of all the elementary attracting masses divided by their 
distances from the point, provided we adopt the astronomical unit of mass. 

Since equation (i) gives the work done by the force of the field in moving unit mass 
from a point at an infinite distance to the given point, the work done in moving a mass Mvs> 

W = M' 2 ^ ■=, Mil 
r 


(2) 
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if we use the astronomical unit of mass (page 206), or 


W z=. M'2- = kMIl 

r 


if we use the ordinary unit of mass, where k is given by 


where ^ is the acceleration of gravity, the mass and the radius of the earth. 

[Differential Equations.—We have then for the gravitational potential of any point of a fiel' 
due to the attraction of any number of particles mi, mu, m%, etc., at distances n, ra, r% from that 


n = :s- 


From the principle of the potential (page 286), if we take the point as an origin of co-ordinates, we have 
for the component forc^ in the directions of the axes of X, Y, Z, for a unit mass at the point, 


where the astronomical unit of mass (page 206} is to be used. For the ordinary unit of mass we multiply by 




where^ is the acceleration of gravity, the mass and the radius of the earth (page 205). 

For a mass M, then, at the point we multiply by kM, 

For the resultant force on U7iit of tnass in the direction of any radius vector from the point we have 


where the astronomical unit of mass (page 206) is to be used. For ordinary unit of mass we multiply by k, 
and for any mass M at the point by kM, 

If ds is an element of the path of the attracted particle of unit mass, making an angle 0 with r, then 
(Is — ^ and we have for the component of the force tangent to the path, upon U7iit 7nass, 


dU dU 

Fi~ — = — cos 0, 
ds dr 


where the astronomical unit of mass (page 206) is to be used. 

For ordinary unit of mass we multiply by k, and for any mass Mhy kM. 

We have from (4), 11 := J*Rdr ; and since for an equipotential surface the potential has the same value 
at every point, the condition for an equipotential surface is 


IL = J" Rdr = C, 


where C is a constant. 

A surface which fulfils for each of its points this condition is an equipotential surface for the system of 
attractions. As any value can be given to C between its greatest and least values, there will be an indefinitely 
great number of equipotential surfaces corresponding to any given system of attractions. 
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-om equation (s) we see that Ft is zero when 0 = 90°, and becomes equal to the resultant force 
on (4), when 0 = o. That is, the resultant attraction JR is at right angles to the equipotential surface. 

The direction of K is then a line of force. 

If dv is an element of volume, and 5 its density, we have for 
r its mass m = Hence for rectangular co-ordinates 




ddxdy dz 


If we use polar co-ordinates, we have for the elementary 
volume dv = r^dr cos 0 d^ d(p, and hence 


--Iff dr dr cos 0 dB dcp. . 


ExampleSo — (i) Particles of masses 28^ 39.28 and ^(^2,8 kilograms are situated at three of the corners 

of a square whose side is i metre. Find the potential at the fourth corner. 

Ans. n = .2-, and the astronomical unit of mass is 3928 grams (page 206). Hence 11 = 1.087 ergs. 
r 

(2) Find the potential and attraction of a homogeneous circular ring of radius r upon a point C on the 
perpendicular to its plane through its centre 0. 

Ans, Let the distance of the point C from the centre 0 be jr. Then the distance Cm for any particle of 

the ring is -f- x^. If the linear density of the ring is d, the mass is 2itrd, 

2Ttrd \ 

and therefore the potential 11= —=:r^-:r r. \ 

The attraction upon a unit mass at C parallel to the plane of the ring is _ 

d H ^ 

then taking the astronomical unit of mass (page 206). But r is constant , 

and hence That is the sum of the component attractions of the V.-/ 

elements of the ring in the plane of the ring is zero. The attraction in the direction CO upon a unit mass at 
C taking the astronomical unit of mass, is Fx — =- — . the minus sign denoting attraction or 

force towards the centre 0 . 

If we multiply the value of 11 and Fx by kM, where M is the mass of any particle at O, and k is 

ma 

(page 205), we have the result for any mass M at C, using the ordinary unit of mass. 

When X = o, the potential at the centre of the ring is n — 2nd. 

(3) Find the potential and attraction of a circular arc at its centre. 

Q Ans. Let 0 be the angle subtended by any portion of the arc estimated from 

/k its middle point D. 

/ The length of any element is r^0, its mass is rd dS, where d is the linear 

/ density, and the potential is 

/ \\ “ 

/ \\ 

where a is the angle ACD. 

D This is independent of the radius r of the arc. 

The attraction of any element whose mass is rdd^ for a unit mass at C, using the astronomical unit of mass 

(page 206}, is The component of this at right angles to CD is sin 0 , and along CD, — cos 9 

We have then for the resultant attraction at right angles to CD 


Fx = - / ^0 sin 0 = o, 


— a 
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and for the resultant attraction along CD 


zr ^ rs 2(y . 

Fy= - i dQ cos 6 =-sin a:, 

r r 


the minus sign denoting attraction. 

For any mass M at C, using the ordinary unit of mass, we multiply by kM, where k (page 205). 

(4) Find the potential a 7 id attraction of a straight li?ie upon an external point. 

Ans. Let AB be the line and C the point. Drop the perpendicular CD, take 
D as origin, and let CD =f. Then for any point F of the line distant DP = x 

we have CP = r = V/’-' + x\ Let S be the linear density. Then the mass of I 
any element is Sdx, and the potential is 1 ?y\ 


11 =^ 8 f 

J 




= 5 log 


X -p 4 - 


A P 


Taking this between the limits of a- = DA = -j- a and x = DB = + 4 we have 


n = 5 log 


b y -j- b^ 
a + j/y -i-a^ 


The component attraction upon unit mass at C in the direction of the line is 

^ _ S 

^ dx ~ yy-ijrp* 


Introducing the limits + a and + b, 


F:, = 8 - - -= 

\ j/y -j-b^ \/y 




For the component attraction upon the unit mass at C perpendicular to the line we have 

P _(5 + +7J ] 

^ ^ d} ~ ' dy 


' "+/■+$ 


Introducing the limits + ^ and + b, we have 


y\CA 

Let the angle= a, DCB = ACB~/S — a = r. Then 


V 

CBj 


^ cos/J I cosn: ^ ^ 

CB ^ ~~CD'* ~CA‘ ~ ~C D * ^ ~ ^ 




— sin /^y 


and 
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The resultant force upon unit mass at C is then 

R = Fy 4/2 - 2cosr = —sin 

The tangent of the angle which this resultant force makes with the vertical is 

Fx _ cos /5 —cos a _ __ a fi 

Fy Sin a. — sin 2 

Therefore the resultant attraction bisects the angle ACB, 

The results are all for unit mass at C and astronomical unit of mass (page 206). For mass J/at Cand 

ordinary unit of mass we have only to multiply Fx, Fy, R by kM, where k = (page 205). 

( 5 ) Find the potential and attraction for a circular disc at a point on the perpendicular to its plane through 
its centre. 

Ans. Lety be the radius and dy the thickness of an elementary ring, and d the surface density. Then 
the mass of the elementary ring is iicdy dy. If the distance OC is x, we have for the potential of the disc 



n =z= 27t8 


f y^y 
J + 


J ^y^ 

= 27 r 5 ( ^—x), 

which for the limits/ =zR z= radius of disk, and/ = o becomes 

n = 27 td{ + R'^ — x). 

For the centre of the disc this becomes 27 c 8 R. 

The potential, then, is constant for x constant. The com¬ 
ponent force upon unit mass at C parallel to the disc is then 

^ = 0. For the component force along OC we have 


A* Z= — = ~ 27t8[ I — 

\ + R' 


zj, the minus sign denoting attraction. 


For massilf at 6>and ordinary unit of mass we have only to multiply Fx by hM, where h 
(6) Find the potential and attraction at the vertex for a right cone njuith circular base. 
Ans. Let the half angle at the vertex, OCB, of the preceding figure be 0 . Then — 




(page 205). 


Hence, from the preceding example, we see that the attraction of all circular elementary slices for a particle 
at C is the same, and equal to 


The total attraction is then 


which for the limits h and o becomes 


— 27 c 8 ax{i — cos 6). 


=-^ = — 2;r^;r(l — COS 0 ), 


Fx^ — 2Tc8h{i — cos 0). 


For mass M 2.t C and ordinary units of mass we have only to multiply by kM, where k = 25), 

We have then 


or for limits o and h 


n = — it8x^{i — COS 6), 


II 3= TtSh\i — cos 6). 
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(7) Find the potetitial and attn action of a spheTzcal shell at any foint, 

Ans. Let r be the radius of the shell, / its thickness, p the distance of the point B from the centre e, 
AB=a == the distance of any point of the shell from the given point B. Take the 
origin at C, and let BC coincide with the axis of V. 

Then the elementary volume is 


dv = At sin BdB d(p, 
a = + /o’* — 2rp cos 6 , 


Hence, if ^ is the density, 


n = dtA 


_ sin Bde del) 

— 2rp cos 0 4* p* 




Integrating first with respect to 0, we have 


n = 27t8tA 


_ sin B dS 

V A — 2rp cos 0 4- p’ ^ 


and then with respect to 0, 


n = I (A — 2rp cos 0 4- p")^ I 


-[(r^ + 2rp 4- (r’ - 2rp + 


When the point B is within the shell p < r, and when it is outside of the shell p> r. 
In the first case, when B is within the shell, we have 

11 = -[{r 4- P) — {r— p)] = /^itStr = —, 

P r 


where m is the mass of the shell. The resultant force of attraction is then B = -7— =0. This is the same 

dp 

result as in example (i), page 207. 

In the second case, when B is outside the shell, we have 

% 

27tdir^. , N / M ATC^iA m 
n = [(r 4- P) ~ (P - r)] = 

P P p 

where 7n is the mass of the shell. The resultant force of attraction then is A’ = , where the 

dp p^ 

minus sign denotes attraction. 

If we take the mass-AT at B and use the ordinary unit of mass, we have A == — This is the same 

P 

result as already obtained, page 205. 

(8) Find the potential a7id attractio7i of a thick homogeneous spherical shell at any point. 

Ans. Let the external radius beri , and the internal radius ra. Then in the preceding example we can 
put t = dry and we have for the potential of that part of the shell outside of the spherical surface containing 

the point and for the potential of that part of the shell inside of the spherical surface contain- 


ing ihQ point 


47(8 Adr 


, Hence 




Adr -h 47c8 


= -^(p^ — ra^) + 27t8(ri^ — p®). 
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The mass of the shell is 7 n == — 

3 

If the point is wholly within the shell, 

n = 2;zr5(n^ — ra®); 

and if the thickness is very small,,ri — ra = ^ and n + = 2r, and 11 =:/^7tdtr, as found in the preceding 

example. Also, the attraction is 7 ? = = o, as found in the preceding example. 

dp 


If the point is wholly without the shell, 

„ ± 7 tS, ^ ^ 

n = —(n" - ra") = 

3P P 

fJZ 

and ^ as found in the preceding example. 

If the shell becomes a sphere, ra = o and ri = r, and we have for an interior point 


n = 27t8r‘^ - ■ 




where m =; For an exterior point 


m 




For yo = we have in both cases 


47t8j'‘^ m 


Hence we see that for a homogeneous sphere we may take the potential and attraction at any external 
point as though the whole mass were concentrated at the centre, while the attraction at an interior point is 
directly proportional to the distance from the centre. The first result has been proved, page 205 ; the 
second in example ( 2 ), page 207 . 

( 9 ) Find ike kotential and aiiracti07i for a cylinder of length I and radius R for a point oji the axis at a 
distance dfrom the 7iearest eftd, 

Ans. We have found, example ( 5 ). for the component force along the axis of a circular disk 
— ; the component at right angles to the axis being zero. If the disk has a thickness 

dx, we have for a cylinder 


dU ^ 


— 2'JtS f, 


dx{ I- 7 =—=) = — 2Tt8{x — i^x^ + /?’) ; 

\ + 70 V 


or, taking the limits nf+Z and d, 


- 2xS(/- 4/(^+/)’4-7?'‘+ j/rf’ + T?’). 


1 . 

n = f — 2itSdx{x — = — 2 itd ^x^ + R'^ — log {x + lUx'^ + 

<7 L2 2 2 J 

The value of H is obtained by taking the limits d-\-l and d. For d =. o we have for the attraction upon 
unit mass at the end surface 

= - 27 tS{l- 


n = 27rd I i//=T7?’ - ^ - Y log (/ + . 


and 
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For a mass My using the ordinary unit of mass, we multiply Fx by kMy where k (page 205). 

JHq 

(10) If the radius of the earth is 4000 milesy find the potefitial for a point on the su7face, 

Ans. From example (8) we have for astronomical unit of mass n = —. For ordinary unit of mass we 

2 

CTf^ ^ 

multiply by '2—Hence n =gr^ ft.-poundals, or r^ ft.-pounds = 4000x5280 = 21 120000 ft.-pounds. 

Wo 

(11) At the distance of the 7noony 240 000 miles from the centre of the earthy find the shortest distance 
through which i lb. must be moved to do one ft.-poimd of work. 

Ans. We have the work given by 


W = mgr^^{^ — ft.-poundals 


for a mass w at a distance rx tnoved to a distance r. In the present case w = i lb. Hence for work 
in ft.-pounds 


li W — i ft.-pound, 


\r rx rrx 


rrx rx 

rx —r = —, or rx — r— - 

1 . 4 . 

rx 


Taking r^ = 4000 miles and rx = 240000 miles, we have 

_ _ 240 000 X 5280 

^ (4000 X 5280)^ ' 

* 240 000 X 5280 


; 3600 ft. 


Value of g above Sea-level.—Suppose a mountain of uniform density 6 and cylmdrical hi shapey and a 
particle of mass m at the centre of its upper surface. Then, from example (9), we have for the force of 
attraction, using the astronomical unit of mass, 

m.ZTt^l - + 

If we divide by w, we have for the acceleration due to the attraction of the mountain 


2 Jr< 51 / - + A’" + A’] = 27 C^[l-lif 1+ ^ 

where R is the radius of the cylinder and / its length, or the height of the mountain. 

P 

If R is so large compared to / that ^ can be neglected, this reduces to 'iTt^l. For the ordinary unit of 

p ^ 

mass we have, multiplying by k ='” (page 205), for the acceleration due to the attraction of the mountain 


Let 5 o be the mean density of the earth, so that Wq = Then the acceleration due to the 

attraction of the mountain is 


The acceleration due to the attraction of the earth is 


(^0+ 

We have then for the acceleration at the distance I above sea-level 

^ ^ 0 ^ , 351 "] 
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The value of from what we know of the density of matter at the earth’s surface, may be taken equal 
<5o 


to Also we may write, approximately, 


(r, + /)» r,’ 


Hence we have, approximately. 




where / is the height above sea-level, is the mean radius of the earth, and^ the corresponding acceleration 
at sea-level. 

The assumptions made in this determination are more applicable to elevated table-land than to a* 
mountain. The equation obtained is the accepted formula for estimating the value of^ at two places so far 
as dependent on the height above sea-level. 
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CHAPTER I. 

GENERAL PRINCIPLES. 

Material System. —A material system consists of an indefinitely large number of par¬ 
ticles which act and react upon each other. Such a system may constitute a rigid body or a 
system of rigid bodies, an elastic body or a system of elastic bodies, a liquid or a gaseous mass. 

Internal and External Forces. —The forces acting between the bodies or particles of a 
material system are internal forces or STRESSES (page 174). The forces exerted upon the 
system by other bodies or particles outside of the given system are external forces. 

When one body or particle acts upon another with a certain force, it is itself acted upon 
by the other with an equal and opposite force (page 174). Hence the internal forces or 
stresses between any two bodies or particles of a material system consist of two equal and 
opposite forces in the same straight line. 

It follows that the internal forces or stresses existing between any system of bodies or 
particles must constitute a system of forces in equilibrium. 

Impressed and Effective Forces. —The external forces acting upon any material system 
we call IMPRESSED forces. 

Any particle of the system of mass m has at any instant an acceleration / in a certain 
direction. By the equation of force (page 170) the force acting upon this particle is mf. 
This we call the EFFECTIVE force on the particle. 

It is the force zvhich, acting upon an isolated particle of the system at any instant., would 
make it move at that instant precisely as it really does move as part of the system, 

Alembert’s Principle. —Let m be the mass of a particle of any material system, and 
fits acceleration. Then its effective force as just defined is mf. Let F be the resultant 
impressed force on this particle, and 5 the resultant internal force or stress acting on the 
particle. 

Then mf myxst be the resultant of A and S. Hence if mfh^ reversed in direction, we 
should have a system of forces T', T, and mf reversed, in equilibrium. 

The same would hold for every other particle of the system. But we have just seen 
that for all the particles the internal forces 5 form by themselves a system in equilibrium. 

Hence it follows that all the impressed forces F and reversed effective forces ;;2/must 
also form a system of forces in equilibrium. 

We have then the following general principle which holds for any material system or 
body whether solid, liquid or gaseous: ® 


297 


298 


KINETICS OF A MATERIAL SYSTEM, 


[Chap. I. 


Consider all the effective forces as reversed in direction. Then the impressed forces acting 
upon the system, and the reversed effective forces, constitute a system of forces in equilibrium. 

This is known as D’Alembert’s principle. It reduces any dynamic problem to one 
of equilibrium between actual impressed'") forces and fictitious reversed effective") 
forces. 

Velocity of Centre of Mass—Momentum of a System* —Let m^, m^, m^, etc., be the 
masses of the particles of any material system, s^, S2J s^, etc., the distances of these particles 
from any given plane, s the distance of the centre of mass of the system from that plane, 
and m = 2 m the mass of the system. Then we have (page 2i)* 

__ 4 - etc. 

m 

At the end of an indefinitely small time r, let the distances be sf sf sf etc. Then 

m 

If we subtract the first equation from the second and divide by r, we have 

S — S r T ' 

r m 

~s^ —— T _ 

But if r is indefinitely small,- - — is the velocity v of the centre of mass in a direction 

£ ^j ^ ^ ^ 

perpendicular to the given plane, and etc., are the velocities v^, v^, etc. 

of the particles in this direction. Hence 

_ + ^^^2^2 +• ^^3^3 '^mv 

V = g = 


or 


XTSv ~ 2mv. 


(I) 


But m{u^, mqv^, etc., are the momentums of the particles in any given direction, and 
2mv is then the momentum of the system in that direction. 

Hence, for any material system, the momentum in any direction is the same as for a par¬ 
ticle of mass equal to the mass of the system moving with the velocity of the centre of mass in 
that direction. 

Also, the velocity of the centre of mass in any direction is equal to the momentum of the 
system in that direction divided by the mass of the system. 

From (i) we have 

2mv — = o = 2m(y — H), 


But 2m{v — v) is the momentum of the system in any direction relative to the centre of 
mass. 

Hence the momentum of a material system in any direction relative to the centre of mass 
is zero. 
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Acceleration of the Centre of Mass. —We find the acceleration of the centre of mass in 
precisely the same way. Thus if is the initial and v the final velocity of the centre of 
mass of any material system in any given direction during an indefinitely small time r, we 
have, from (i), 

_ __ __ ^mv 

1 — jg ’ V = -g~. 

Subtracting the first from the.second and dividing by t, we obtain 

m(y — ^m{v — 

_ , _ _ ^ 


'V _ qj _ 

Ifr is indefinitely small, —~—~ is the acceleration / of the centre of mass in the given 
. '2m{v — V.) 

direction, and =— - - is the sum 27 ^ 2 / of all the effective forces in that direction. Hence 


m/ = ^ 772 /, or f = 


That is, for aity material system the effective force in any directioji is the same as for a 
[Hirticle of mass equal to that of the systein moving zvith the acceleration of the centre of mass 
i:i that direction. 

Also, the acceleration of the centre of 77 tass in any direction is equal to the acceleratioyi of 
the system in that direction divided by the mass of the system. 

From (2) we have 

2 mf--f:Sm = 0 = :Em(f-^f). 

But ^m{f — f) is the effective force of the system relative to the centre of mass. 

Hence the effective force of a system in any direction relative to the centre of mass is zero. 

Motion of Centre of Mass. —Let F.^, etc., be the components in any direction 

of all the impressed or external forces acting upon any material system, and ' 

m^ff, etc., the components in the same direction of all the effective forces. 

Then, by D'Alembert’s principle (page 297), we have 

iSF - lEmf = o, or lEF = iEmf = mf. .(3) 

Hence the motion of the centre of mass of any material system is not affected by the 
internal forces or stresses betzveen the particles of the system, but only by the external or 
impressed forces. 

Also, the acceleration of the centre of mass is the same as for a particle of mass equal to 
the mass of the system, all the impressed forces being transferred to this particle without 
change of magnitude or direction. This principle we have already deduced for a rigid body 
^page 175). We see that it holds for any material system, rigid or not. 

Conservation of Centre of Mass. —If, then, there are no external or impressed forces, 
' 2 F ^ o, /= o, and the motion of the centre of mass cannot change. If at rest, it remains 
at rest. If in motion, it moves with uniform speed in a straight line, no matter what the 
internal forces or stresses may be. 
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That is, no material system can of itself and without the action of external forces change 
motion of its centre of mass. 

This is called the principle of conservation of centre of mass. 

Conservation of Momentum. —If is the initial and v the final velocity of a particle 

in any direction during an indefinitely small time r, the acceleration /in that direction is 



and the effective force mf in that direction is 



We have then, from (3), 


2mf^:2 



We see, then, that the change of momentum 2 m{v — in any direction of a material 
system is not affected by the internal forces or stresses, but only by the impressed forces. 

If then the impressed forces are zero, 2 m{y —• v^) is zero, and the momentum of the 
system in any direction does not change. 

That is, no material system can of itself and without the action of external forces change 
its momentum in any direction. 

This is called the principle of conservation of momentum. 

Moment of Momentum. —The moment of momentum of a particle relative to a given 



point or axis is the product of its mass by the moment of its velocity 
(page 89) relative to that point or that axis. 

Thus let m be the mass of a particle, v its velocity, / the lever- 
arm or perpendicular from any point 0' upon the direction of v. 
Then the moment of the velocity (page 89) is vl. Or if r is the 
radius vector of m, e the angle of v with r, and 00 the angular velocity 


relative to ( 9 ', roozz: v sin e and v = -. But / = r sin e. Hence 

sin e 


•vl = vr sin e = t^od. 


The moment of momentum of the particle relative to 0 ' is then 

mvl = mr'^Go. 


Its line representative is a straight line O'M at right angles to the plane of v and /, 
whose magnitude is mvl = mr‘^00y and whose direction is such that looking along it in its 
direction, as shown by the arrow in the figure, the rotation is seen clockwise. 

By "'direction” of moment of momentum we always mean the direction of its line 
representative. 

We see, then, that the moment of momentum of a particle relative to a point is repre¬ 
sented in magnitude and direction by a straight line of definite magnitude and direction 
through that point, just like moment of velocity (page 89), and the same principles apply. 
The same holds for moment of momentum relative to an axis. 

We can therefore combine and resolve moment of momentum just like moment of 
velocity, or just like velocity, acceleration or force, and can find the resultant for any num¬ 
ber of concurring line representatives just as for force. 

Moment of Momentum for a System. —For a material system each particle has its 
own velocity, and for any point 0' its own moment of momentum of definite magnitude and 
direction, given by its line representative through ( 9 ', as in the preceding figure. For the 
entire system we have then a number of line representatives concurring at 0 \ and the 
resultant of all these is the moment of momentum of the system relative to (9'. 
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The moment of momentum of a material system relative to any point reduces^ the 
resultant moment of momentum of definite magnitude about a definite axis through tha 

Let this axis be the axis of Z'^ and let 0'X\ O' Y' be the 
other two rectangular axes. Let x^ y^ Y be the co-ordinates 
of the centre of mass 0. With 0 as origin take parallel axes 
OXy OYy OZy and let Xy j/, z be the co-ordinates of any 
particle P relative to 0. Then the co-ordinates of P for 
origin O' are ^ y -j-y, J -{-z. 

Let v^y Vyy Vg be the components of the velocity of the 
centre of mass O. Then the velocity components of P are 

‘^y=Vy-\-XO!)„ 

where go^ is the angular velocity relative to the axis OZ or O'Z'. 

The moment of momentum for a particle of mass m at 
P is then given by 

mVy{x-]r x) — mvfy-\-y). 

Substituting the values of and Vyy we have for the entire system the moment of 
momentum 

M == Zmvfx -f- ;r) — I2mvj^y -jr y) I2m{x^ -\-y^)Go^ + l^m( xx -fyy)Go^. 

But Zm = m = mass of the system, and are constant, and !2mx = o, ISmy = o, 
since 0 is the centre of mass. Hence 



M = xaVyX — -j- lSm{x^ 


But lSm{x^ ■f-y^)GO^ is the moment of momentum of the system about an axis parallel to 
the given axis, through the centre of mass Oy and mv^ — is the moment of momentum 

of a particle of mass m at the centre of mass. 

Hence the ino7?ient of moinentum of a ^naterial syste^n about a given axis is equal to the 
7noment of 7noineutum about a parallel axis through the centre of mass plus the moment of 
mome7itu7n of a particle of mass equal to the mass of the system^ situated at the centre of mass. 
Acceleration of Moment of Momentum. —If v^ is the initial and v the final velocity of a 

V — V. 

particle of mass viy in any given direction, during an indefinitely small time r, then —-— 
is the acceleration f in that directiony and 


m 



mf 


mf ~ 


m{y ~~ v^ 


is the effective force in that direction. 

The moment of this force relative to any point O' is then 


mfl : 




where r is the radius vector, go^ and go are the initial and final angular velocities and a is the 
angular acceleration. The line representative is a straight line O'M at right angles to the 
plane of /and /, whose magnitude is mfl and whose direction is such that, looking along it in 
its direction as shown by its arrow in the figure, the rotation is seen clockwise. By direc¬ 
tion'* of moment of a force we always mean the direction of its line representative. 
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'yyi'v I 

- - is the acceleration of the moment of momentum in the direction O'M 


ae particle relative to O'. 

For the entire system we have for the acceleration of moment of momentum in this 
..rection 

jn(v — 


'2mflz=z 2 - 




But, by D'Alembert’s principle (page 297), the external or impressed forces and the 
eversed effective forces form a system of forces in equilibrium. Hence 


or 


: 2 Fl = : 2 mfU 


( 4 ) 


That is, for a particle or for a material system of particles the acceleration of the moment 
of momentum in a 7 iy direction relative to a 7 iy point is equal to the moment m that direction of 
all the mipressed forces relative to that point. 

Conservation of Moment of Momentum. —If now 2 Fl = o, we have 

2 m(y v-^l == o, 

or the change of moment of momentum in any. direction relative to any point is zero. But 
we have seen (page 301) that the moment of momentum of a particle or of a system relative 
to any point has a definite magnitude and direction. Its projection, then, in any direction 
does not change when iSFl = o, and it is therefore invariable in magnitude and direction. 

This is called the principle of conservation of moment of momentum^ and it may be 
expressed generally as follows : 

When the resultant moment 'SFl of all the impressed forces acting upon a particle or upon 
a material system^ relative to anypohit or any axisy is ahvays zcro^ the moment of momentum 
relative to that point or axis does not change either in magnitude or direction^ and its line repre- 
se?itativc is then a straight line of constant magnitude and invariable direction^ passing through 
that point or coinciding with that axis. 

Now is always zero for all points when there are no impressed forces; also when 
all the impressed forces are always in equilibrium. In both cases the principle of conserva¬ 
tion of moment of momentum holds for any point, and we have an invariable axis for any 
point. 

Also, iSFl is alwa3^s zero for any one given point when all the impressed forces always pass 
through that point or when they always reduce to a single resultant through that point. In 
this case the principle holds for that point, and we have an invariable axis thro2igh that pomt. 

Also, ^Fl is always zero for any axis when all the impressed forces always pass through 
that axis or*are always parallel to that axis. In this case the principle holds for this axis. 

Invariable Axis and Plane. —In all these cases we have an invariable axis either 
through any point, or through a given point, or coinciding with a given axis. But from the 
principle of page 301 we see that in all cases we have a parallel axis through the centre of 
mass, whether the centre of mass is fixed or not. 

This axis through the centre of mass, invariable in direction, is called the INVARIABLE 
AXIS of the system, and the plane through the centre of mass at right angles to it is the 
INVARIABLE PLANE of the system. 
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Thus, in the solar system, if there are no forces external to the system, we have an 
invariable axis through the centre of mass of the system and an invariable plane at right 
angles to this axis, through the centre of mass. Also, if for each planet and satellite the 
force of attraction on every particle always passes through the centre of mass of the system, 
we have for each planet and satellite an invariable axis through that point. The moment of 
momentum of each does not change in magnitude, and lies along its own invariable axis. 
The resultant of all is the moment of momentum of the system, and lies along its invariable 
axis. 

If we take the axis of Z as the invariable axis of a system for which the moment of 
momentum is constant in magnitude, the projection on the axes of X and Y will be zero. 
Hence, for the invariable axis, the moment of momentum of a system is a maximum. 

Conservation of Areas. —The moment vl of a velocity is equal to twice the areal 
velocity of the radius vector (page 89). The moment of momentum mvl of a particle is then 
proportional to twice the areal velocity of the radius vector. 

Hence, from the principle of conservation of moment of momentum. 

When the resultant momeyit 2 X 1 of all the impressed forces acting iLpon a particle, 7 
to any point or any axis, is always zero, the areal velocity of the radius vector of the pa't 
does 7iot chayige either in magnitude or direction. 

For a system the areal velocity of ayiy particle relative to the invariable axis does not 
change. 

This is called the principle of conservation of areas. Thus, in the solar system, the areal 
velocity of the radius vector of any planet does not change. This is Kepler's second law 
(^page 120). 

Kinetic Energy of a System.—The kinetic energy of a material system is the sum of 
the kinetic energy of all its particles, or 


2 

Let v^, v^, v^ be the component velocities of the centre of mass 0 relative to the origin 
O', and v ^, Vy , v^ the component velocities of any particle relative to the centre of mass O. 
Then the component velocities of the particle relative to O' are 

and the kinetic energy of the system is 

3 i = + v,f - 1 - 

Expanding, we can write 

3 £ = - 4 - “ Sm(yl + + v^'2mv^ + v^'^mVy + v^'2mv^. 

2 2 

But (page 298) ' 2 niv^ = 0, = o, ' 2 mv^ — o. Also, ^ vf) is the kinetic 

energy of all the particles moving with velocities equal to their velocities relative to the 

centre of mass O, and - 2 m{ ^ ^ ^^ is the kinetic energy of a 

2 2 

particle of mass m equal to the mass of the system moving with the velocity of the cer*--- 
of mass. 
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Hence the kinetic energy of a system is equal to the sum of the kinetic energy of the 
rtides relative to the centre of mass plus the kinetic energy of a particle of mass equal to the 
ss of the system moving with the velocity of the centre of mass. 

If .then I is the lever-arm of the velocity v relative to O, 
and 00 is the corresponding angular velocity, we have v = loo^ and 

the kinetic energy The kinetic energy of all the particles 

relative to 0 is then -iSmPoo^. If v is the velocity of the centre 
of mass, and fa the mass of the system, we have then for the kinetic energy of the system 



= -mP 4 - 
2 ‘ 2 


(S) 


Potential Energy of a System. —The potential energy of a system is the sum of the 
potential energies of its particles. Since the potential energy of each particle depends upon 
its position (page 274), the potential energy of the system depends upon its configuration and 
position. If no external forces act upon the system, its potential energy will depend upon 
its configuration only. 

Law of Energy. —Since the law of energy (page 275) holds for every particle of a system, 
it holds for the entire system. 

Therefore, if is the total initial and ^ the total final energy, potential and kinetic, 
of a system, and if W is the work done against non-conservative forces, we have 

^ = W, 

or the total loss of energy is equal to the work done against non-conservative forces. Such 
a system is called a non-conservative system. 

Conservation of Energy. —If there are ho non-conservative forces W is zero, and we 

have 

^ = o, 

or the total energy does not change, Such a system is called a CONSERVATIVE system. 

Perpetual Motion. —When a material system after a scries of changes returns to its 
original position and configuration, its potential energy is not changed; and if the system is 
conservative, the kinetic energy is unchanged. Such a system would then go through its 
cycle of changes for ever if set in motion. 

If the bodies of the solar system encounter no resistance, we have a system of this kind. 
If we could abolish friction and all other non-conservative forces, a machine could be 
constructed which, once started, would run forever, provided no work is done by it. 

Since friction and other non-conservative forces cannot be thus abolished, such a 
machine is not possible. 

Law of Conservation of Energy General. —The law of conservation of energy just 
enunciated 

^ =0 

appears as a special case of the law of energy 

S, -g - ir 


I 


I 


I 
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when W the work against non-conservative forces, such as friction, is zero. In general, 
then, when work is done against such forces we say that energy islost.'' Experiment 
shows that when energy is thus ‘‘ lost” heat is always developed, and that heat is a form of 
energy dependent upon kinetic energy of particles. This heat is the exact equivalent of the 
energy ‘Most.” If then we take into account heat energy, the law of conservation of 
energy becomes general, and we have in all cases, whether the forces are conservative or 
non-conservative, 

^ = o. 

That is, the entire energy of an isolated system^ including kinetic^ potential^ and thermal^ 
is constant. 

Examples.-—(r) What effect has the bursting of a bomb upon the motiojt of its centre of mass? 

Ans. Neglecting air resistance, none whatever. By the principle of conservation of centre of mass» 
internal forces cannot affect the motion of the centre of mass. 

(2) Show that the centre of mass of the universe must either be fixed in space or move in a straight line 
with imiforin speed. 

Ans. By the principle' of conservation of centre of mass no material system can of itself and without 
the action of external force change the motion of its centre of mass. 

(3) Two particles of mass mx and mi are rnoving i7t the same straight line with velocities Vx and Vi, 
Find the velocity of their centre of in ass. 

_ ,2* nrv 

Ans. From equation (i), page 298, v = 

in 

We have in = nix + mi and ' 2 ,niv = nixVx -f- niiVi if the velocities are in the same direction. Hence 

„ niiViAniiVi , . . . . , . 

qj = --for velocities iq the same direction and • 

m X + 7ni 


nixVx — uhVi 


if vi is opposite to Vx, 


(4) Two particles of mass nix and nh at a distance s' are at rest on a smooth horizontal plane and are 
drawn together by a uniform force F. After a time t the mass nh has a velocity Vi. Find the final velocity 
V\ of the mass nix , the internal force F, the distance s apart at the end of the time t, and the distance of each 
mass from the centre of mass. 

Ans. Let v be the velocity of tlie centre of mass 0 , Then, since Vi and vi are opposite in direction, we 
have, by the principle of velocity of , 

centre of mass, pnge 298, ^__^ ^ 

mv — 2mv, zO---.---,----^ 


or {nix -\~mifi = lUxVx — niiVi. 


mxVx —miVi 


But the centre of mass is initially at rest, or 2 / = o, and by the principle of conservation of centre of 
mass (page 300) it must remain at rest. Hence 


ntxVx — fHiVi = o, or Vx 


We also obtain this result directly from the principle of conservation of momentum (page 300). 

Since the force F on mx is uniform, the acceleration is uniform and the distance passed over by mx in 

the time t, starting from rest, is The distance passed over by nh is j/. The distance 5' - ^ is then 

given by 


s'-sFlXteUt or j' 

2 ' 2 2mx 






KINETICS OF A MATERIAL SYSTEM. 


[Chap. I. 


nciple of impulse (page 257) the uniform force mi is and on Since these 


V. and opposite, we have 

which we obtain again (i). 

Again 
kinetic, or 


_ MiVi m^Vi 


(3) 


Again, the initial energy is potential. The final energy ^ is Fs potential and-^ 4 - ~in%v% 


: Fs + —MiVi + 

2 2 


5 y the principle of conservation of energy, or 

FY = + i- mivF + — 


or 


Fz=z 


miVi + 


2{s' — s) 

Inserting the value of 5' — j from (2), and of Vi from (i), we obtain again 

P _ miVi __ 

“ ~T“ “ r * 

The distance of mi from the centre of mass C at the start is 


= 


m^s 


mi + mi 


and at the end of the time t 


ri = ■ 


MiS 


7 ni 4 - mi 

The distance of mi from the centre of mass C at the start is 

IHiS' 


ri = 


mi 4 - mi 


and at the end of the time t 


MiS 

ri =-;-. 

?n\ 4 - mi 

If mi = 50 lbs., mi = 100 lbs., Vi =z lo ft. per sec., sec., / = 3 ft., we have 

vi = 20 ft. per sec.; s = 2.25 ft.; F ^ 20000 poundals = —— pounds; 

ri = 2 ft.; ri = 1.5 ft.; r/ = i ft.; n = 0.75 ft. 4 » 

(5) In the preceding example suppose the particles revolve about the centre of mass with the initial angular 
velocity gd'. 

Ans. Take the same notation as before and let be the angular velocity of mi at the distance n, and 
CO1 of nil at the distance ri. We have the same values for Vi, s' — s, ri, ra'and ra,as before. It is 
therefore only required to find F, 

We have, by the principle of conservation of areas, 

ri^Go' = n^GOi and r'l^o^' = ri^odi, 



—(O’ 


hence 
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or a>i and oaa are equal, as they should be, since, by the principle of conservation of centre of mass, the centre 
of mass is fixed. 

The initial energy of the system is 

+ -i ntir’^Got^ -H i- 
2 2 


The final energy of the system is 

^ =:Fs + + —W22/2® + ^miri'^ooi^ + -~»^ 2 ra*<» 8 *. 

222 2 


By the conservation of energy, and inserting the values of 2/2, ooi, oon, n, ra, n', ra', we have 

F(s^ — d- — s^) 

2fn% 2{mi + 


Hence 


jp' — + 5) 

t 2{mx + 7 n‘i)s^ 


(6) In a wheel and axle the radius of the wheel is a = 3 ft., of the axle h ■=^ 2 ft. Let r ^ i 
radius of the jour7ial, a7id = o.of be the coefficicfit of kmetic frictio7t. Let the 77toving mass P = 
the 77 iass lifted ^ = 3 l^^- Let P start f 7 '‘ 07 n rest and fall for a tune t — S Disregarding 
the rope a 7 td 7 nass of rope, wheel a 7 id axle, disctiss the apparatus, {^g = 32 |.) 

Ans. The impressed forces are Pg and Qg down, the upward 
pressure of the axle R and the forces of friction which form a couple 
‘\-F, — F with lever-arm r as shown in the figure. The effective forces 

are Pf down and fi~/ up. Reversmg these, we have, by D’Alembert’s 
principle (page 297), 

R^Pg 


inch be the 
10 lbs. and 
rigidity of 


Qg^Pf- 


Cf/ = o. 


or 


R =(/'-}- Q)g — ^ _ Q^f poimdals. 


if we take masses in lbs., distances in ft. andg,f in ft.-per-sec. persec. 

The friction for new bearing (page 229) is then, if /J is the angle 
of bearing, 

sin /i 


F = 


Sin p 


+ Q)g ■ 





Taking moments about the centre, we have, by D’Alembert’s principle, 




Qgh + Q -f — Pga + Pfa + Frszo, 


or inserting the value for A just found and solving for f, we have 


/ = 




If we disregard friction M =o, and take a = i,w& have the same value for / as already found in example 
(2), page 243. , 
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If the angle of bearing is small, sin /S = /?, and we have 


P+Q 




.g = 0.544^ = 17.49 ft.-per-sec. per sec. 


Again, let the centres of mass of P and Q be initially at the same distance h above any plane AB. 
The initial energy is then 

' + Qgh, 


At the end of the time / supposehas fallen a distance i* and g risen a distance—, while the mass/* has the 
velocity and the mass Q the velocity jz/. Then the final energy of P is Pgiji — s) potential and 
kinetic, and of Q, Qg{h + 4 - The total final energy is then 


% = Pg{h %v\ 


The work consumed by friction is F'-s, By the law of energy the loss of energy is equal to the work 


consumed by friction, or 


a 


Substituting the values of ^1, % and F already found, we obtain 


\Pgs ^ Qg—sz=z .F (F + Q)g — (p— / 

^ a 2 2 a sm ^ ^ a I ^ \ 


1 ) ^ P O F 

That is, the loss of potential energy, Pgs — ( 2 ~'^>^firials the gain of kinetic energy, ~v^ 4- — , - plus the 

Cl 2 2 ^ 

work of overcoming friction. Also, the loss of potential energy of P or Pgs equals the gain of potential 
energy of Q or Qg "S, plus the gain of kinetic energy of the system, plus the work of overcoming friction. 

If we substitute .y = g/P* — fi 3-nd solve fory, we obtain the same value fory as already obtained. 
The acceleration of Q is then 

~y = = 11-66 ft.-per-sec. per sec. 

The velocity of P at the end of / = 5 sec. is 

V ^ ft — 8744 ft. per sec., 

and the velocity of Q 


~v = 58,29 ft. per sec. 


The distance passed through by P is 


s^-fpz=z 218.59 ft., 


= T45.73 ft. 


and by Q 
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Tension in string for P is — 4 ‘S^X poundals or 4 * 5 ^ pounds, 

.. “ Q“ Q{g-+L/'^= “ “6.82 . 

Pv' 

work of -P = 4.56^ = 99^*77 ft.-lbs. = Ps — - 

on 2 = 6-^2 X —J = 993 - 

The difference of these works, or 2.89 ft.-lbs., is the work consumed by friction. 

The power of f is S 2 ^ = ipSTS ft.-lbs. per sec, or = 0.36 horse-power. 


„2i.+ 

^ a 2g cP 


The efficiency is 


993-88 
996.77 ' 


i 0.998. 
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EQUILIBRIUM OF A MATERIAL SYSTEM. 

Equilibrium of a Material System, —We have seen (page 299) that the motion of the 
centre of mass of a material system is not affected by the internal forces, but only by the 
external forces. Also, the acceleration of the centre of mass is the same as for a particle of 
. mass equal to the mass of the system, all the external forces being transferred to this particle 
without change of magnitude or direction. 

If all these forces constitute a system of forces in equilibrium, and every particle of the 
material system is at rest, it is said to be in static equilibrium. 

If not at rest, since the external forces constitute a system of forces in equilibrium, the 
centre of mass has no acceleration, and the resultant moment ' 2 FI of all these forces relative 
to any point is zero. But we have seen (page 302) that when ^Fl is zero the moment 
of momentum does not change, and we have then uniform angular velocity of every particle 
about an invariable axis through the centre of mass, and uniform velocity of translation of 
this axis. A system in this condition is said to be in molar equilibrium. 

If there is no rotation about an axis, but simply uniform translation in a straight line, 
then the forces acting upon every particle are in equilibrium, and the system is said to be in 
molecular equilibrium. 

The necessary and sufficient conditions of molar equilibrium are then 

F^ = 0, F^ — o, F^ = 0, 

M^ = Oy ^ = o, M^=z 0. 

That is, the external forces acting upon the system form a system of forces in equilib¬ 
rium, or the algebraic sum of the components of all the external forces in any direction is 
zero, and the algebraic sum of the moments of these forces about any axis is zero. 

For molecular equilibrium, we have, in addition to these conditions, the condition that 
all the forces external and internal on every particle form a system of forces in equilibrium. 

For static equilibrium we have still the added condition that every particle is at rest. 

In both molecular and static equilibrium, then, the work for an indefinitely small change 
of position or configuration must be zero. Let ISw be the work of all the external and 
of all the internal forces for an indefinitely small change of position or configuration. Then 
we have 

JSw -f- = o, or ISw = “ 

If the system is rigid, ISw' =z o, and hence 2 w = o. 

Illustrations. —Thus a billiard-ball at rest on a table is in static equilibrium. All the external forces 
acting upon it form a system of forces in equilibrium, and every particle is at rest. Hence the forces acting 
on every particle must form a system in equilibrium. For an indefinitely small change of position or con¬ 
figuration the work is zero. 
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If the ball rotates about a fixed vertical axis with uniform angular velocity, it is in molar equilibrium. 
All the external forces acting upon it form a system of forces in equilibrium, but the forces acting upon every 
particle do not. Since the moment of momentum cannot change, the centre of mass is at rest, and the ball 
must always rotate about the vertical axis with uniform angular velocity. For an indefinitely small change 
of position or configuration the work is not zero. 

If the ball rolls so that the centre of mass moves with uniform speed in a straight line, it is also in molar 
equilibrium. 

If the ball is projected through the air without rotation, so that every particle has uniform motion of 
translation only in a straight line, the ball is in molecular equilibrium. All the external forces .form a system 
in equilibrium, and the internal forces on every particle also form a system in equilibrium. For any 
indefinitely small change of position or configuration the work is zero. 

If the particles of a mass of water in a horizontal circular dish are rotating about a vertical axis through 
the centre of mass and are acted upon only by gravity the mass is in molar equilibrium. The centre of mass, 
is fixed, and no particle, disregarding friction, can change its moment of momentum about the vertical axis. 

A beam or spring bent by a load and at rest is in static equilibrium. If every particle has uniform 
motion of translation only in a straight line, it is in molecular equilibrium. In both cases, for an indefinitely 
small change of configuration, the work of the load is equal and opposite to the work of the internal forces. 

Stable Equilibrium.—The same conditions must hold for stable equilibrium of a mate 
system as for each particle (page 277). 

Hence for stable equilibrium the potential energy is a minimum and the kine 
energy, if any, is a maximum. If the potential energy is a maximum, the equilibrium 1.^ 
unstable and the kinetic energy, if any, a minimum. If the potential energy is neither a 
maximum nor a minimum, the equilibrium is stable for displacements for which the poten¬ 
tial energy increases, and unstable for displacements for which the potential energy decreases. 
If the potential energy is constant, the equilibrium is neutral. If for all possible displacements, 
large or small, the potential energy is constant, the equilibrium is indifferent. 

Illustrations. —Let a prism stand on a level base. For equilibrium the weight W acting at the centre 
of mass C, and the resultant upward pressure R on the base at 
P, must be equal and opposite and in the same straight line. 

If the prism is so constrained that it can have displacement of 
translation only along a horizontal plane, the potential energy 
W X CP does not change for any displacement large or small, and 
the equilibrium is indifferent. 

If it is possible to rotate the prism about an edgeat j 9 or^, the 
potential energy is increased, so Ionj( as the weight Wfalls inside the base, and the equilibrium is stable. 

If, however, the weight W cuts the base at an edge B, then for rotation 
about A the potential energy increases and the equilibrium is stable, while for 
rotation about B the potential energy decreases and the equilibrium is 
unstable. 

Again, if a pendulum hangs vertically with the bob below the point of 
suspension P. the potential energy W x CO is a minimum for all possible 
displacements and the equilibrium is stable. If the pendulum is reversed, the 
potential energy is a maximum and the equilibrium is unstable. If the pendu¬ 
lum swings, the kinetic energy is a maximum in the first case and a minimum 
in the second case. 

Principle of Least Work. —The work done by external forces 
in changing the configuration of an elastic body can be given back 
by the body when the external forces are removed. It is therefore 
potential energy. If such a body is in static or molecular equilibrium, the forces external 
and internal forma system of forces in equilibrium. If the equilibrium is stable, the work 
done in causing the change of configuration must be a minimum consistent with the conditions 
of equilibrium of the forces. 

This is called the principle of least work ” for elastic bodies. 


d) 


tw 








.12 


EQUILIBRIUM OF A MATERIAL SYSTEM. 


[Chap. II. 


Stability in Rolling Contact, —As an application of the preceding, let us investigate 

the equilibrium of a body with a curved surface resting 
and rolling upon a curved surface. 

Let 0 be the centre of curvature of the fixed surface 
APBy and o the centre of curvature of the body aPc resting 
on it at P. 

The reaction at P is for equilibrium, equal and 
^ opposite to the resultant R' acting at of all the other 
forces, and in the same straight line. 

Let aPc be displaced by rolling through an indefinitely 
small angle so that it comes into the position a'Pc', 2.nd 
o' being the new positions of A and o. Let the radius 
of curvature oP ^ p and 0 P= , and the angle a'o'P' = /? 

and POP'— a. Let the distance PA = h. 

We have then PP' — a'P', or 

p^a = pfS, 

Take a plane OX at right angles to R'. The equilibrium will be stable when the 
potential energy is a minimum, or when AO is less than A'O', and unstable when the 
potential energy is a maximum, or when AO is greater than A' 0 \ 

The distance AO = Pj + /?. 

We have then for stable equilibrium 

P, + /i<A' 0 \ 

for unstable equilibrium 

p^ + /iyA'0', 

and for neutral equilibrium 
Now we have 

A'O' = (p + pj cos a {p -- }i) cos {oL -(- /?). 

But, by Trigonometry, 



cos -f- /?) = cos a cos y 5 — sin sin /?, 


a. B 

cos a = I — 2 sin^ —, cos B — i — 2 sin^ — 
2 2 ’ 


Substituting, we have, after reduction, 

• (x. B ( 

A'O' = Pj -f- /i — 2Pj sin^ — -f- 2p sin^ -“(1 — 2 sin^ --) 4 ' P sin a sin 0 

— h sin a sin 6 — 2 h sin^- 2 h sin^ —(i — 2 sin^ —V 

’ 2 2 \ 21 

(X 

Now when oc is very small, 2 sin^ ~ can be neglected relative to i, and we can take the 

arc oc in place of sin a. Hence, since /? = we can take 

P 

sm a—a, sm p — -a, sin^ - =siir~ = ^^-^, 

p 2 .4’ 2 4p2 • 


Chap. II.] 


STABILITY IN ROLLING CONTACT. 


313 


Making these substitutions, we have 
A' 0 ' = 


We have then for stable equilibrium 


p, + h<A' 0 ', or h<-^, 

P “T Pi 


for unstable equilibrium 


P^-\-h> A'O', or A > 

P 4 “ Pi 


while for neutral equilibrium we have 


I I , I 


or T < — + *-; 
^ Pi P 


Pi + A = A^ 0 \ or A = . , 

P + Pi 


I I , I 

or y —-—* 

h p/ p 


If the concavity of either surface is turned the other way, we have the same 1 
except that the sign of the corresponding radius will be changed. If either surface is plai._ 
its radius is infinite. 

The same results can be obtained more simply as follows: The equilibrium will be 
stable, unstable or neutral according as A' lies to the left, right or directly over P', that is, 
according as the horizontal distance of A' from P is less, greater than or equal to the 
horizontal distance of P' from P, 

The horizontal distance of P' from P is p^ sin oc. The horizontal distance of A' from j 
is the same as from a\ or h sin [pt 4- /?). 

Hence we have 

k sin (a 4- /?) = sin a. 

Inserting /? = —or, we have for oc very small, so that we can take the arc for the sine, 
P 

the same conditions as before. 


Examples.—(i) A body rnade tip of a cone atida hemisphere havittg a commott base rests with the axis 
vertical on a horizontal platie. Find the greatest height of the cotie for stable equilibrium. 

Ans. Let h be the height of the cone, r the radius of the hemisphere, and C the centre of mass. The 
height required is that height for which PC = r. 

2 I 

The volume of the hemisphere is “TT/'I The volume of the cone is —itAh. 

The centre of mass of the hemisphere is at a distance above P equal to —r. The / \ 

h ^ \ 

centre of mass of the cone is at a distance above P equal to r 4- —. We have Ji \ 

then L _A 


PC= I 


2 g 5 TtPh [ h 


2 3 TcAh 

—TCp 4 - 

3 3 


— r, or ^ = rl/3. 



(2) A prolate spheroid rests with its axis horizontal on a rough horizontal plane. Show that for rolling 
displacement in its equatorial plane the equilibrium is indifferent, and for rolling displacement m the vertical 
plane ihroigh the axis it is stable. 
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(3) ^ right circular cylmder of radius r rests with its axis horizontal on a fixed sphere of radius R 
greater than r. Show that for rolling displacement the equilibrium is stable or unstable according as the plane 
of displacement snakes an angle with the vertical plane through the axis of the cylinder whose sine is less or 


greater than 




Ans., Let p be the radius of curvature of the rolling curve at the point of contact. Then the condition 
[uilibrium is 


III 

r R p* 


plane of displacement make the angle 6 with the vertical plane through the axis of the cylinder. 

r 

urve is then an ellipse whose semi-minor axis is rand whose semi-maior axis is —;r. The 
^ sm 6 

vature at the point of contact, that is, at the vertex of the minor axis, is 


p = 


r 

sin 0 


Hence for stable equilibrium 


I ^ I sin^ 0 
r ^ r'^ “ 7 “’ 


sin B < 


r 

^ ~~ R' 


(4) A prolate he^nispheroid rests with Us vertex on a horizontal plane. Show that for rolling displace- 
ment the equilibrium is stable or mistable according as the eccentricity of the generating ellipse is less or greater 

/i- 

Ans. Let a be the semi-major and b the semi-minor axis. Then the distance OCto the centre of mass is 
h 0 


than 



4 '^a — a 8 


The distance PC then is ~a. The radius of curvature at P is p = -. We have 
8 a 




then for stable equilibrium 

I I 


PC p 

But the eccentricity of the generating ellipse is 


8 ^ b’^ S 

> -, or ”- > li, or -- > I-. 

la P or 8 




Hence for stable equilibrium e < ^ —. 


I 

4 ^ 








■r 


/ 


r* 


\ 
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ROTATION ABOUT A FIXED AXIS * 


Rotation about a Fixed Axis—Effective Forces, —We have seen that D’Alembert’s 
principle (page 297) reduces any kinetic problem to one of equilibrium between actual 
{impressed) forces and fictitious (reversed effective) forces. In order to apply it, then, we must 
be able to find in any given case the effective forces and the moments of the effective forces. 

Let us consider first the case of rotation about a fixed axis. Let O be the cer^**^ 
mass, and let us take the origin of co-ordinates (9' at the point of intersection of the av^_ 
rotation with a plane through the centre of mass O at right angles to this axis. Let J, j/, 
be the co-ordinates of the centre of mass O for this origin ( 9 ' and any co-ordinate axei» 
O’Y, 0'Z\ 

Equations (i), page 158, give the components of the tangential acceleration for any 
particle of a rotating body. If we multiply each term by the mass m of the particle and 
sum up for all the particles, we shall have the components of the effective tange^itial forces of 
the body. These forces cause change of magnitude of the velocity of each particle in its 
plane of rotation. In summing up, since .r, 9/, z are taken from the centre of mass O as 
origin, we have I 2 mx “ o, 'Xjuy = o, Xinz = o. 

We have then for the components of the effective tangential forces for all the particles 
of the body, since 'Zm — m the mass of the body, 

- ' 

= mxa, — .. 


where are the components of the angular acceleration a about the axis of rotation. 

These forces cause change of magnitude of the velocity of each particle in its plane of 
rotation. 

Equations (3), page 159, give the components of the deflecting acceleration for any 
particle of a rotating body. Here again, multiplying each term by the mass m of the particle 
and summing up for all the particles, we have the components of the effective deflecting 
forces for all the particles. 


iZmf^^ = — — mxoof 

^^fry = “ Kdj/cw/ — mJ/GOx^y 

^'^frz ~ ~ - Vdzoof 


( 2 ) 


* Before reading this and the following chapters the student should be familiar with 
Chap. II, page 153, and Chap. Ill, page 31. 


the principles of 
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where gd^ are the components of the angular velocity go about the axis of rotation. 

These forces cause change of direction of velocity of each particle in its plane of rotation. 

For fixed axis the plane of rotation of each particle does not change. There are 
therefore no deviating accelerations. 

Adding equations (i) and (2) we have then for the components of the effective forces 
for a body rotating about a fixed axis, for any co-ordinate axes we please. 


— mxGjl + 

'S.mfy = — mycD^, — myaol + mxa, — mi^^, 
^771/^ = — msGol — 


(3) 


If we take the fixed axis coinciding with one of the co-ordinate axes, as, for instance, 
with O'X'y we have go^ = 0, ~ o, ^3, = 0, = o, and equations (3) become 


27 n/^= o, 

'2mfy = —- ^ 

'^ntf^ = — msGol + mj/a^. 


( 4 ) 


If we take distance in feet and mass in lbs,, all these equations give force in poundals. 
For force in pounds we divide by ^ (page 171). 

We see from these equations that the effective force in any direction is the same as for 
a particle of mass equal to that of the body moving with the acceleration of the centre of 
mass in that direction, as already proved on page 299. 

If the axis of rotation passes through the centre of mass, we have x = o, 9/ = o, ^ = o, 
and hence = o, = o, = o. 

That is, when a body rotates about an axis through the centre of mass the effective 
forces in any direction are zero. 

Moments of the Effective Forces. —Equations (10), page 160, give the component 
moments of the acceleration for any particle of a rotating and translating body. For a fixed 
axis the deviating acceleration is zero, and therefore, as we see from equations (4), page 159, 
we have ~ o, = o, 00^00^ = o, = o, = o, = 0. We can also put 

y, y, / in place of ~x-\-x^ 7+9h and for rotation only we have — — 

fz=0. 

If we make these changes in equations (10), page 160, multiply each term by the mass 
m of the particle and sum up for all the particles, we shall have the components of the 
moments of the effective forces for all the particles of the body. In summing up we have 

2 m{x'^ + y^) = //, 

where /j, ly, // are the moments of inertia of the body for the axes 0 'X\ O' Y\ 0 'Z\ 

We have then, from equations (10), page 160, for the component moments of the 
effective forces, 


= — ay^ISmy'x' — ay^^nzx -f- {^goI — odyfZmzy + > 

M'^y = a^'Zmzy' — aZEmx'y + {goI — oo^^Zmx z 4" lyOCy , 

= — a^Zmxz — ayZ^ny z' -|- {go], — Gol) 277 iyx + 


(2) 
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If the fixed axis coincides with one of the co-ordinate axes, as, for instance, 0 'X\ we 
have GOy = 0, gOz ^ o, = 0, = o, and hence 

= I A > 

Mfy = QD^'Xmx'z' — ocJEmx'y, i-. 

= — Go^^my'x^ — a^^mx^z', 

Since we can take any co-ordinate axes we please, let the co-ordinate axes 
axes at the point 0 ', Then (page 35) ' 2 mx'y' ~ o, 2 my'z' = o, 2 mz'x' = o, a 
(4) become 

^fx “ Ix^x > ^fy — ^ » ^fz ^ . 

If the axis of rotation is a principal axis, let it coincide with 0 'X\ for instance.' 
ay = 6, o, and from (5) we have , Mjy = o, — o. 

That is, when a body rotates about a principal axis with angular acceleration a, \ 
moment of the effective forces relative to the axis of rotation is equal to the moment 
inertia I' of the body relative to the axis multiplied by the angular acceleration, or 

= ra. 


If /^, ly, 1 ^ are the moments of inertia for principal axes through the centre of mass. 
( 9 , parallel to O'X', 0 'Y\ 0 'Z\ we have (page 33) 

K = 4 + my +P), /; = 4 + m(p + ^), /; - 4 + + y% 

where m is the mass of the body and y, J the co-ordinates of the centre of mass 
Inserting these values in (6), we see that the moment of the effective forces about any fixed 
axis is equal to the moment about a parallel axis through the centre of mass plus the 
moment of the effective force of a particle of mass equal to the mass of the body at the 
centre of mass. 

If we take distance in feet and mass in lbs., these equations (4), (5), (6) give moments 
in poundal-feet. For pound-feet divide by ^ i/O- 

Origin of the Term Moment of Inertia/’ —LetPbethe resultant of all the impressed 
forces at right angles to the axis of rotation and p its lever-arm, so that Fp is the resultant 
moment of all the impressed forces relative to the axis of rotation. Then, by D’Alembert’s 
principle, when the axis of rotation is a principal axis 

Fp — — O, or Fp — Fa, 

The term ‘^moment of inertia” is due to Euler. Euler used the term inertia” as 
synonymous with what we call mass. Thus the equation of force, 

F — VIf, 

would be read in the terminology of Euler 


Force = hiertia X linear acceleration. 

In the equation 

Fp = Fa = a' 2 mF 

Euler called the term ''moment of inertia” and thus obtained the analogous expression 

moment of force = viovinit of inertia X angular acceleration. 
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The term moment of inertia” in modern scientific terminology is an improper expres¬ 
sion. Inertia (page 169) is a property of matter like color or hardness, and we cannot 
properly speak of moment of inertia any more than of moment of color or hardness. The 
term second moment ” of mass would more correctly describe the product and has 

been used by some recent authors. The expression moment of inertia,” however, has 
become firmly established by long usage. 

The student, while using it, should consider it simply as a name for the quantity 
which occurs so frequently in dynamic problems that it is convenient to give it a special name. 

Momentum of Rotating Body* —From equations (2), page 154, we have the component 
velocities for any particle of a rotating body 




If we multiply each term by the mass m of the particle and sum up for all the particles, 
we shall have the components of momentum for all the particles. In summing up, since 
jK, ^ are taken from the centre of mass, we have = o, = o, = o. 

We have then for the components of the momentum of a rotating body, since = m 
the mass of the body, 


^mVy — 


( 7 ) 


For axis of rotation through the centre of mass we have ^ = o, y ~ o, ^ = o, and 
hence = o, = o, — o. 

Hence the momentum of a body rotating about an axis is the same as for a particle of 
mass equal to the mass of the body at the centre of mass. 

Moment of Momentum—Rotating Body. —Equations (lo), page 155, give the component 
moments of the velocity for any particle of a rotating and translating body. For rotation 
only we have = o, == o, v^ — o. If we make these changes in equations (10), page 155, 
multiply by the mass m of the particle and sum up for all the particles, we shall have the 
components of the moment of momentum for the body, for any co-ordinate axes we please. 
Let us take these axes principal axes at O', Then we have ^mx'f = o, '^my'z' — o, 
2 mdx' = o. We have also 27 H{y'^ + + x'^) — ^i 7 i{x''^ +y 0 ~ > 

and ^7nx — o, '^my — o, ' 2 ^ 7 nz = o. 

We have then from equations (10), page 155, the component moments of momentum 

= T^oa^, M[y = = I'^go, .( 8 ) 


If the axis of rotation coincides with a principal axis, as, for instance. O'X', we have 
= 0, Go^ = o, and from (8) we have = o, o. 

That is, when a body rotates about a principal axis with angular velocity oo, the moment 
of momentum relative to the axis of rotation is equal to the moment of inertia I' of the body 
relative to that axis, multiplied by the angular velocity, or 


If y, ly, f are the moments of inertia for principal axes through the centre of mass ( 9 , 
we have 


= 4 4- ly + m(? +4 = 4+ m(p +y). 
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Inserting these values in (8), we see that the moment of momentum for a body rotating 
about an axis is equal to the moment of momentum about a parallel axis through the centre 
of mass, plus the moment of momentum for a particle of mass equal to the mass of the 
body at the centre of mass. 

fl 

Pressures on Fixed Axis. —Equations (4) give the component effective forces for a body 
rotating about any axis O'X', and equations (5) give the component moments of the 
effective forces for a body rotating about any axis '( 90 Y^. jr 

Let the axis be supported at the ends a and b so that 
it cannot change its direction, and let the distances ' -j, 

O'a — /p O'b = 4, t;he plane Y'Z' being a plane through 

the centre of mass O, \ _ 

Let the component pressures at a and b be 

K,R’„K and R:,R;,R:. ^ ^-/ 

Let the components of all the other impressed forces 

be 

2 ,F, fC, 

and the component moments of these forces about the co-ordinate axes be 

about O'JC' = ^F^y — 2 F^, 

“ 0 'Y' = 2 F^- 2 F,:,, 


“ O'Z'= 2 FyX - ^F^y. 

We have then from equations (4), by D'Alembert’s principle, for any fixed axis O'X' 
K + K + — myor^, ' 

R'y + R'y -H ZFy = — — inJu'., j..(, 

K + K + = 1 


where m is the mass of the body; y, z, the co-ordinates of the centre of mass. 

We have also from equations (5), by D’Alembert’s principle, for any axis 0 'X' 


R;1^ - — :2F:,y =■ - wJZmy'x'— 

-RJl^ -\-R^'l^-\- ZFji — ISF^x = GoJ^Zmx'^y' — a^^7nx'y', 


• • (10) 


From the last of equations (10) we can find , and then from the first two and the first 
two of equations (9) we can find R^ , RJ', RJ^ RJ\ This leaves RJ and RJ' indeterminate, 
but their sum is given by the last of equations (9). 

If we take distance in feet and mass in lbs., the pressuresi? will be in poundals. For 
pounds divide by ^ (page 171). 

In equations (9) the terms — mJ goJ^ and — 'myGD^^ are the sums of the components 
parallel to Z' and Y' of the effective deflecting forces (page 315) of all the particles, and the 
terms and — are the sums of the components parallel to Z' and Y' of the 

effective tangential forces (page 315) of all the particles. 
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In equations (lo) the terms — Go^^myx' and are the moments about Z' and 

F'' of the effective deflecting forces, and — a^Smx'Zy — oc^Zmx'y^ are the moments about 
Z' and F^ of the effective tangential forces, and I'^a^ is the moment about the axis of 
rotation of the effective tangential forces. 

If the axis of rotation passes through the centre of mass we have 7 = o, ^ = o, and we 
see from equations (9) that the sums of the components of the effective deflecting and 
tangential forces are zero, or these for^-es reduce to a couple. 

If the axis of rotation is a principal axis, then taking the other two axes as principal 
axes we have Zmy'x' = o, ZmZZ = 0, and we see from equations (10) that the moments 
of the effective deflecting and tangential forces about Y' and Z' are zero. There is then 
no tendency of the axis of rotation O'X' to turn about the other two co-ordinate axes O'Z' 
orO'Y'. 

If, then, the fixed axis of rotation is a principal axis through the centre of mass, there 
will be no pressure on this axis due to rotation, and in such case we have, from equations 
(9) and (10), 

r: + r:' + ' 2 f^ = o, R’ + r;' + = o, r:^^r:' + :^f^ = o, 

-- r ; i ^ - r ;' i , + zf ^ - zf^v == o, - rji , + rj ' i ^ + ^ f ^ - ^ f ^ = o, 

That is, for a body rotating about a fixed principal axis through the ceritre of 7nass the 
pressures on the axis are the same as if the body did not rotate^ and are give?i by the co?iditio?is 
of equilibrium of the impressed forces only. 

Conservation of Moment of Momentum—Fixed Axis. —We have, from equations (8), 
for the component moments of momentum for a body rotating about a fixed axis, taking the 
co-ordinate axes as principal axes at O', 




and, from equations (6), for the component moments of the effective forces 


^fx ~ IxOix 




If, in equations {b), we have = 0, = o, — 0, we shall evidently have , 00, 

constant inequations {a). But when = o, 0, = o, we have Mf^ = o, Mfy = o, o. 

Since, by D’Alembert’s principle, the moment of the effective forces is equal to the 
moment of the impressed forces, we have the moment of the impressed forces zero. 

Hence, if the moment of the impressed forces about a fixed axis is always zero^ the 
moment of momentum about that axis is constant. 

Kinetic Energy—Fixed Axis. —The kinetic energy of a particle of mass m and velocity 

V is ^m'Z (page 272). If a particle has the component velocities Vy, we have 

2Fz=zvl-{-v^-{-vl 


—m'Z = — m{v\ + + v^P), 

2 2 


and hence 
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From page 154 v^e have for the component velocities for any particle of a rotating body 

= ^'ooy — , 

Vy = x'go^ — , 

= y'oo^ — x'oDy , 

where x\ y\ z' are taken from the origin 0 '^ the intersection with the axis of rotation of a 
plane through the centre of mass O at right angles to the axis of rotation. If we square these 

component velocities, multiply each term by sum up for all the particles and add, we 

shall have the kinetic energy for a rotating body for any co-ordinate axes O'X\ O' Y\ O'Z'^ 
we please. Let us take these co-ordinate axes as principal axes of the body at the origin 0 ', 
Then we have 

^mxy = o, ^myz — o, 'X>mzx = o. 

We thus obtain for the kinetic energy of a rotating body 

K = -j- <8''^) -f- ) H" -j- y^), 

22 2 

But 

+ ^'2) = + y®) = /;. 

Hence 

.(11) 

But 00 ^ ~ co^ cos^ a, GOy — co^ cos^ /?, = gd^ cos^ y, where go is the angular velocity 

about the axis of rotation and a, y 5 , y are the direction angles of this axis. Therefore 

equation (ii) becomes (page 35) 

K = lroo^ .(12) 

where I' is the moment of inertia relative to the axis of rotation. 

Hence the kmetic energy for a body rotatuig about an axis is equal to one half the product 
of the moment of inertia of the body relative to that axis and the square of the angular velociy 
about that axis. 

Analogy between the Equations for Rotation and Translation —The student should not 
fail to note the analogy between the equations for rotation and translation. 

Thus for translation ' 

iS/' = force, 

while for rotation (principal axis) 

Fp = I'a = moment of force. 

For translation 

= momentum, 

while for rotation (principal axis) 

1^00^ moment of momentum. 

For translation 

ra(^ — 


t 


uniform force, 
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or rotation (principal axis) 

J^{gJ — GO^) 


moment of uniform force. 


For translation 


== kinetic energy. 


Awhile !or rotation (any axis) 


2 


== kinetic energy. 


We see that if linear acceleration and velocity are replaced by angular acceleration, and 
velocity and mass by moment of inertia.^ force and momentum become moment of force and 
momentum, and kinetic energy is given in both cases. 

Reduction of Mass. —It is often desirable to be able to reduce a rotating mass to a 
particle of equivalent mass at any desired distance from the axis. 

Thus let a body of mass m rotate about a principal axis YY with angular velocity o) 
and angular acceleration a. Then the moment of momentum is roo and 

the moment of the force is Pol, and the kinetic energy is 

Now suppose a particle of mass m at any desired distance d from the 
axis to have the same angular velocity and acceleration. Then its mo¬ 
ment of momentum is rnd’^oo^ the moment of the force is md^^a^ and the 

V kinetic energy is —md’^od. 

If then we have 

/' 

md^=^I'^ or 



the particle m at d will have the same moment of momentum, moment of force and kinetic 
energy as the body itself. It is therefore equivalent to the body. 

Hence to reduce a rotating mass to a particle of equivalent mass at any desired dis¬ 
tance from the axis we divide the ^noment of inertia by the square of the distance. 

Examples. — (i) A driving-wheel of a locomotive has a cra7ik-fin and cross-head^ etc., of 7nass jfh ■=.2600 
lbs., the centre of 7nass bemg at a dista7ice ri—6 inches fro77i centre of wheel. If the wheel has a radius of 
r ~ ^ feet a 7 td is. ru 7 i 7 ti 7 ig 60 77 iiles an hour,fi 7 id the pressure 07 i the rail when the cra 7 ik-pi 7 i has its lowest afid 
highest positi 071 . (Take^ = 32 ft.-per-sec. per sec.) 

Ans. Let m be the mass of the wheel alone. A speed of 60 miles an hour is 88 feet per sec. The 

88 

angular speed is then given by rca = 88, or oo = y radians per sec. 

The impressed forces are the upward pressure R of the rail and the weight (m-hof the wheel and 
crank-pin and cross-head. The effective force is nhriocp- acting towards the centre, for the crank. The 
sum of the effective forces for the wheel is zero (page 316). 

By D'Alembert’s principle, for crank at its highest position we have 

R - 7ni)g 4- Tuirioo^ =0, or = (m + mi)g — mirioo^ poundals. 

Inserting' numerical values and dividing by^, we have 

R =z (m — 32355) pounds. 

For crank at lowest position we have 

i? — (m + 7ni)g — 7n^riGo^ = 0, or = (mj + 37555) pounds. 

The effect is to cause a blow upon the rail every time the crank passes the lowest point. 
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(2) In the preceding example let the thickness of the wheel be t — 2 inches^ and density 5 ^= 480 lbs, per. 
cubic foot. It is required to balance the crank by filling in between the spokes. Find the inner radius r^ for 
any given angle 6 = 60°, 

Ans. Let m2 be the mass of the ring, and y the distance of its centre of mass. Then 
we should have n. 

mirioo^ = mfyod^t or miTx = miy, / twi \ 

' 6 I 1 

m 4 sin- V ' I M / 

We have (page 29) m%= — (r* — rf) and y = —^ ^ )• \ / 

2 '3^ W - roV \ «/ \ / 


Substituting and solving, we have for 




Zmiri ^ 

2^^ sin — 
2 


Inserting numerical values, we have r^ = 2.79 feet. 

3. A sphere of mass m a7idradius ri has an angular velocity ooi, and contracts until its radius 
the final angular velocity m if there are no external forces, 

Ans. The moment of momentum cannot change (page 320). Hence/icoi = loo, jdt = 

We have (page 49) h = and / = - 5 Hence 

5 5 « 

00 = n^ooi. 

The angular velocity increases as the sphere contracts. 

Find thegain of kinetic energy, —The initial kinetic energy is (page 321) 

^ 2 


and the final kinetic energy is 


The gain of kinetic energy is then 


2 


This gain of kinetic energy must beat the expense of potential energy (page 304). 

(4) hi the precedhtg exarnple find the loss of potential e 7 iergy due to co 7 ttraction, 

Ans. Let fn be the mass of a particle on the surface of the sphere. The attraction between the sphere 
and this particle is (page 203) 

kmiTi __ m77ir^g 
rx^ “ 

where r^ is the radius of the earth and the mass of the earth, and g the acceleration of gravity at the 
earth’s surface. 

The attraction for any point within the sphere varies directly as the distance from the centre. Hence 
at a distance pi from the centre the attraction is 

m7nrfg px 
marx"^ * rf 

During contraction the attraction is inversely as the square of the distance. Hence the attraction at 
a distance .r of a particle originally at a distance pi is 


m.7nr^gpx Pi 
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The loss of potential energy of the particle is then 




The mass of a unit of volume of the sphere is——. The volume of a spherical shell of radius pj is 

3 

47 rpiVpi. Hence the mass of an elementary shell is 

S- -.9 7 3mpiVpi 

3 

Substituting this for m, we have for the loss of potential energy of an elementary shell 

3mVoV(;g — i) 


The total loss of potential energy is then 


3mVoV(^- I) / 0^4^^ _ 3mVoV(« - i) . 

^ ^marx 


This loss of potential energy must be converted into kinetic energy (page 304). 
We have just seen that the gain of kinetic energy is 




Hence if (i) is greater than (2) the difference must be converted into heat. The energy converted into 
heat is then 

- -[Smro^p^ — 7n(iri\n + 

5?//orj 

If we divide bywe have this energy in ft.-lbs. If we then divide by the “mechanical equivalent of 
heat ”y, we obtain the numner of heat-units. We have then for the number of heat-units generated 

No. of heat-units = ^ "" ^n^rYin + 

If 5 is the density of the sphere and y is the density of water, the mass of a volume of water equal to 
the sphere is —. If or is the specific heat of the sphere and T the number of degrees rise of temperature, 
we have 

No. of heat-units == — miT* 

y 

Hence 


y{^ — i) 
^crdmoT} J 


[3mroV — fn^Tx^in + 
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(S) A disc of 7nass m has a motion of translation v and of rotation go, in its own flane. If any point of 
the disc is suddenly fixed^ find the angular velocity go, 

Ans. Let^ be the perpendicular distance between the fixed point P and the 

direction of motion of translation v, and d the distance between P and O, / \ 

Let /= be the moment of inertia for the axis at O, and /' = + cP) for ( P\ ^ _ 

the axis at P, ' f “O j ^ ^ 

The moment of momentum about axis at P before stoppage is \ / 

mvp+pGOi, \_ 

* R and after stoppage Poo, Hence 

/ \ /'oo = + or go = c^i + . 

/A /C -p cL 

/r 1 

A_ / - _g (6) A disc of mass m ~ S Ids. and radius r 2 feet rotates about a fixed 

I horizo7ttal axis AB. A perfectly flexible sir mg wound on the disc has a mass 

\^g P — 16 lbs. attached to its lower end. Find the distance described bv P in 

\ j i = 2 seconds, neglecting friction and mass of the siring. {Take g = 

Ans. The moment of inertia for axis AB is / = —The impres. 

_P forces are the upward reaction R 2X 0 and the weight m^of the disc and the 

I weight iVoi P, Let/be the acceleration of P, then //downward is the 

Y effective force on P. 

The moment of the effective forces of the particles of the disc is la (page 317), and the sum of the 
components of the effective forces of the particles of the disc in any direction is zero (page 316). 

Reversing the effective forces, we have, by D’Alembert’s principle, 

R — + // = o, 

Pgr — Pfr — /a: = o. 

But 1 = and ret f Hence we obtain from the second of these equations 

/— . — "g = 25.6 ft.-per-sec. per sec., 

P+ “ 5 

2 


and from the first equation 


R = mg -h Pg — - 4 ^/ = (m+- ~P)g poundals, 

5 5 


or A’ = m + Y A = ] 1.2 pounds. 

We see that the reaction R is less than the weight m +A = 24 pounds of the apparatus. 
Since /is uniform, we have for the distance described in / seconds starting from rest 

1 . Pirp 

s = —fP = ~ F . = . = 51.2 feet. 

2*^ 2P -fm 


Note.—T he mass reduced to the circumference (page 322) is A + = A + ~. We have then directly 

(reduced mass) xacceleration == moving force, or ^A 4- ^\f = Pg. 

(7) A horizontal uniforin disc is free to revolve about a vertical axis through its centre. A inan wall 
around on the oiiter edge. Find the angular distance described by the man and the disc when he has 
once round. 


Ans. Let M be the mass of the man, and D the mass of the disc, and r its radius. Then /= —r’-'. 

2 
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The time necessary to make one turn is 




4* X loo + 25 
25^ X 8 


2.23 sec. 


(9) A sphere whose mass is m rests tipo7i the rwi of a horizontal disc of mass D. A perjectly flexible 
string passes rou7id the disc and over a p7Llley and has a Jitass F at its lower end. Disregarding friction and 
mass of pulley and string, find the distance described by P in the timet. 

Ans. Let R be the radius of the disc and r the radius of the spher.e. If the sphere moves with the disc as 
if it were part of it, i.e., rotates about tiie axis ab in the same time that 
it rotates about the parallel axis AB, we have the moment of inertia ^ 

of the sphere relative to the axis AB ^ 

mj(--^- 

In this case we have for the angular acceleration about AB j 




Pis-f Vi 

‘ mP + S/e’ + —/e’ 
5 2 


Hence the acceleration / of P is 


f=zRa = 


„ 2 r^\ D 


The distance described by P is then 


2P 4- 2m^ ^ ^ 

If the sphere does 7iot rotate about the axis ab, as when, for instance, it is hung from the rim, we may 
consider it as a particle, and its moment of inertia is then We have then 


Hence we have 


P H- m H- ' 


2P + 2m + D' 


If the sphere has an angular acceleration , not equal to a, about ab in same direction as the disc, we 
have for the moment of the force causing this acceleration — mr^cri. Hence by D'Alembert’s principle 


P{g — f)R — 


2 mr 
- 

= 0, or /= -i lo 

’ P+B+i 

2 


(10) A hollow circular disc whose outer radius is a\ and imier radius bx and thichiess tx revolves about an 
axis perpefidicular to its pla7ie. Find the thickness /a of a7i equivale7it disc whose outer raditis is a-x (xnd miter 
radius b<i. 

Ans. If the discs are equivalent, the same force moment should give the same angular acceleration <x to 
each, or 

I^a z= /atr, or Ix —F. 

But Ix = mx{ai^ + ^1^) = dTttxiai^ — bi'^){ax^ + bx^) = S 7 tti{ax^ — bi*). 

In the same way F = d7tt<i(aP — b^*). Hence 

" a,* - 6 ^* ■ 
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(ii) A sphere of radius ri rotates about the axis YY at a distance a. Find the height h of an equivale7it 
cylinder of base radius r^x , whose axis is parallel to YY at a distajice b. 

Ans. The moment of inertia of the sphere of mass nii relative to KK is 


The moment of inertia for a cylinder of mass m2 is 

1 % =-h m2<? . 

2 

yj j We have for equivalence // = If Hence if the cylinder and sphere 

rotate about their own axes parallel to YY in the same time they rotate 



about YY, 


2min" , __ 2 °i2r2' , _ ,5 

-H mi^ =-h . 

5 2 


jUt if is the density of the sphere and da of the cylinder, 


Hence 


mi =: — ^ and m2 = d^Ttrl^h. 

3 

7 — 2^1^ 4 - ^a'^ 

^“i5d2r2*‘ ^2^ + 2^’^ 


If the cylinder and sphere rotate about the axis YY without turning on their own axes, they can be 
treated as particles and we have 


mi^j!^ = m2^^ and h =■ - 


3d2r2’''^“ 


If the cylinder and sphere have the angular velocity or acceleration ooi or nfi about their own axes and 
or a about FK in the same or opposite directions, we have 

2 ^2 ^ 

—± mi^^oij = m2 — ± mub^oo, 

5 2 

or 

± mia^o^ = nii— ± m^b^a, 

5 2 


Hence 


j, __ 2ri^G0, ± ^a^Go __ 8diri^ 2rxiXx ± ^a^a 

~~ 15(52^2^ ‘ r-Ioo^ ± 2b^Go ^ ~ 1 552 ^ 2 ^’ r2^n:i ± 2b^a‘ 


(12) Upon a vertical hollow axle whose outer radius isr\ and imier radius ri, a7id whose length is I, there is 
fixed a circular disc of radius a at right angles to the axle. Under the actio7t of a force F of co7isia?i/ 7nagnitude 
acting with the lever-arm a the angular velocity 00 i is at tamed. Fmd the time ti of attaiiiuig this velocity. 
If now the force F ceases to act, find the time t of commg to rest aiid the 7 zu?nber of revolutions in that time. 

Ans. Let the mass of the axle be A, and of the disc/?. Then the moment of inertia of the axle is 
(page 46) _ 

- fp 

and the moment of inertia of the disc is / 


fal + n^). 


The total moment of inertia for the centre line of the axle is then ^- 

/ = - (r.'‘ + + -(«’“ + rO, Ig- 

22 I 

niid this axis is a principal axis. 

The pressure on the foot of the axle is {D + A)g poundals. The moment of the friction for hollow flat 
pivot (page 225) is 


where is the coefficient of kinetic friction. 
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rvA?^ “u angular acceleration, we have the moment of the effective forces/ax (page 317). Hence, by 

irAlembert s principle, vr & ^ j 

.Fa-M-Ia, = o. or ax=— 

Hence the angular velocity at the end of the time h is 

oDx /<». +j(«’ + n")'l<». 

GDi=ai/i, or A=— =._- i —_ 5 _J 

< 3^1 Sa — M 2 ” 3 _ 3\ • 

If the force now ceases, we have the angular retardation 

M 


and the angular velocity at the end of any time t from the instant the force F 


ceases is 


<» = cwi + or/ = GJi — 

I * 


When the apparatus comes to rest co = o, and the time / of 


coming to rest is 






. __ - -^1 _ i . 2 


4 - 


The number of radians described in this time i is 


The number of revolutions is then 


0 =:.QD-i -{- =r 

2 2J/ 


_ 0 _/ 6?,2 

2:^ 47zrJ/ ■ 


+ ^2*) + —+ ^'i") 

2 2 


8 

7 tU{I) -f- 


Again, the kinetic energy at the instant the force /"ceases is (page 321) The work of the friction 

for one revolution is 27 tM. In n revolutions the work is 27 tn}f, We have then, in coming to rest, 

T 2 

2TtnM = or 71 ~ —~y 

2 4;ri;l/ 

as before. 

(13) Suppose a 7 vheel and axle co}7iposed of hollow discs for the wheel and a.vle and a solid cylinder for the 
jour7iaL The radius of the wheel is a ~j ft., of the axle b~ 2 ft., of 
thejoiir7ial r =z 1 hich Let the mass of the wheel be IV ■= s of 
the axle A = j lbs., of the jouriial f — 2 lbs. Let the iiioving mass be 
P — 10 lbs. and the 7 nassjified Q=J lbs. Let the string be perfectly 
flexible, and disregard its mass. Let P start from rest and fall for 
t~ 5 ^ec. Discuss the motion of the apparatus, takbig into accoiDit the 
mass of the wheel, axle a/id journal, and the friction ; the coefficiefit of 
frictio 7 i beiig y —o.oy. Takeg ~ 32^^ ft.-per-sec. per sec. (Compare _p 
example (6), page 307.) 

Ans. We have for principal axis through the centre of mass 0 


Moment of inertia of wheel 


— {a^ 4 - b"^) = 32.5 Ib.-ft.’^ 


axle =--(^^ 4 Fj = 6^^ 


journal = — 


I 

144 
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Hence moment of inertia of wheel, axle and journal is 


I = K(cF + + —I/F + r’) + = 

2 2 2 


The impressed forces are the upward reaction R at the centre O, the downward weights Pg, Qg, Wg, 
Agy Jg, the friction +/^and the equal and opposite reaction —Pot the bearing. The moment of the fric¬ 
tion is then the moment of a couple, and is Pr at any point in its plane (page 185). 

The effective forces are iy down and g~/up, and the effective forces of the particles of the wheel, 

journal and axle. The sum of these in any direction is zero (page 316), and their moment about 0 is Ja 
(page 317). 

If we reverse the effective forces and then apply D’Alembert’s principle, we have 


+ P — P = Oy 


+ R-Pg-Q§-- Wg-Ag -/g + Pf-Q-f = ^, 


— Pga -H Qg 3 Pr —/a + Pfa 4- Q~f = o. . 


.... ( 3 ) 


From (2) Ve have the pressure on the bearing, 


R={W+A +/)i- + q[^ + + Pig-f), 


R^(^P+QJrW+A +/)g-[P-Q~]f-- - poundals 


We see that the pressure on the bearing is less than the weight of the apparatus. 
The friction for new bearing is then (page 229) 


F = R = [{P+Q + WaA +J)g -{P- Q-)/] poundals, 

sm /J sm /( 1 _ \ ‘z/ J 


where p is the coefficient of kinetic friction and /3 is the bearing angle. We have also aa =/, or a=-L. 
Inserting this value for a and F in (3), we have for the acceleration/at the circumference of the wheel 




/ + fijr + ^ + *■) 


20} asm fS 


^(r-q~ 

sin V ^ a 


... (4) 


If we disregard mass of wheel, axle and journal, we have the same value for /as already found in 
example (6), page 307. 

If /jf is small, sin /?=/?, and we have for the given numerical values 

/ = 0.40136^ = 12.912 ft.-per-sec. per sec., and a = = 4 ^04 ——. 

a ^ sec.* 


l_f = 8.608 ft.-per-sec. per sec. 


The acceleration of Q is then 
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This difference must be work on wheel and work of friction. 

Now work of friction is J^s = 7.005 ft.-lbs. 
a 

Hence work on wheel = 277.253 ft.-lbs., and is equal to —ca? (page 321), as should be. 
The power of P (page 262) = = 193.241 ft.-lbs. per sec., or 


193.241 


= 0.35 horse-power. 


The efficiency of the apparatus (page 267) is 

681.047 ^ 

€ = = 0.70. 

966.205 

Note .— The total mass reduced to the circumference (page 322) is 

The weight Qg- reduced to the circumference is Q^X> force of friction P reduced to the 

circumference is P—. 

a 

The moving force at the circumference is then 


I b\ r 
moving force = IP — Q~]x ~ 


We have then directly, reduced mass x acceleration = moving force,"or 




Ma 


If we substitute the values of Ma and P, we obtain (4). 

(14) Suppose a wheel and axle composed of hollow discs for the rim or outer circumference C, the hub H, 
and the axle A ; of a solid cylinder for the jour7ial f, and of four spokes, each spoke S bems^ a bar of uniform 
cross-sectio7i. Let the outer radius of C be a = 20 mches, and the i7i7ier radius r^ = jg inches ; the 07 der 
radius of H be r\ ■=. 8 inches a7id the inner radius b ~ 6 inches ; the radius of the jo7ir7ial J is r = j i7tch. 
Let the ;nass of the rwi or outer circuinfcre7ice be C = 40 lbs., of the hub H~ 12 lbs., of the axle A ~ 10 lbs., 
of the journal J — 2 lbs , a7id of each spoke S = lbs. Lei the 7noving 77iass P — 60 lbs. a7id the 77niss lifted 
Q=: 160 lbs. Let the string be pe7fectly flexible, a7id disregard its 7nass. Let P start from rest and fall for a 
ii77ie t = s sec. Discuss the 77iotion of the apparatus, taking into account the 7nass of the wheel, axle, jour7tal 
and spokes, and the friciio7i; the coeflicie7tt of kinetic friction bemg jj. 0.07. Takeg ^ 32^ ft.-per-sec per 


Ans. The moment of inertia of a spoke for axis through its centre of mass at right angles to plane of 
wheel is (page 38) 

Slr^ - rPj 


For parallel axis through centre of wheel it is then (page 33) 
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For four spokes we have then 




The moment of inertia of the rim is (page 46) 


of the hub, 


of the axle. 


of the journal. 




+ ^’) = f 


2 144 


Jr^ I 

— Ib.-ft.’* 
2 144 



The total moment of inertia for the axis through the centre of the wheel at right angles to its 

then 

/= 7181 
64 

and this axis is a principal axis. 

The impressed forces are the upward reaction R, the weights Pg, Qg, Cg, Hg^ ^gyjgy A-^gy the friction 
+ P and the equal and opposite reaction — P of the bearing. 

The effective forces are /y down and Q—/ up and the effective forces of the particles of the wheel. If 

we reverse these forces and apply D’Alembert’s principle, we have 

^ R - Pg- - Qg - Cg - Hg - Ag - Jg - \Sg + Pf - q’’-/ = o .(i) 


' + Qgi + P'r - Ja + Pfa + Q -f= o. 


From (i) we have the pressure on the bearing, 

R — {C + // 4- + y + 4*5' -f- <2 + E^)g — ^P — Q 

We see that the pressure on the bearing is less than the weight of the apparatus. Let the mass of the 
apparatus be M, so that 

M = C-h //+ A +/ -h Q + P. 


Then we can write 


P = Mg -[^P- 


The friction for new bearing is then (page 229) 


F= -^R = 4 ^ 

Sin (S sin 




where p is the coefficient of kinetic friction and (i is the bearing angle. We have also aa =: E or a = 

a 

Inserting these values for a and P in (2), we have for the acceleration /at the circumference ^ 

(^-e'7k-.71Ti73"^ 
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If P is small, sin P =■ p, and we have for the given numerical values 

, ' / radiaiis 

f = 0.09^ = 2.895 ft.-per-sec. per sec., and a = ~ = i‘737 *— < 

The acceleration of 2 then 

0.8685 ft.-per-sec. per sec. 

The velocity of P at the end of the time / = 3 sec, is 

2/ == // = 8.685 ft. per sec., 

and the angular velocity of the wheel is 

00= ~ = 5.211 radians per sec. 
a 

The velocity of Q at the end of / = 3 sec. is 

— 2/ = 2.6055 ft. per sec. 
a 

The pressure R on the bearing is 

R = 297.92^ poundals = 297.92 pounds, 

whereas the weight of the apparatus is 299 pounds. 

The friction is 

F = }iR = 20.8544^ poundals = 20.8544 pounds. 

The moment of the friction is 

Fr = poundal-ft. = 1.737875 pound-ft. 

The moment of the effective forces for all rotating particles is 

la = 227.8666 poundal-ft. = 227.866 pound-ft. 

The distance s described by P is 


s = = 13.0275 ft. 


The distance described by Q is 


-s = 3.90825 ft. 


The tension TV on the right-hand string is 


TV = —y) = 54.%- poundals = 54.6 pounds. 

The tension TV on the left-hand string is 

Ti = Q{^g+ 164.32^ poundals = 164.32 pounds. 

Moment of tension on right = 91.00 pound-ft., 

“ “ “ left = 82.16 '' 

Difference = 8.84 “ 

and this difference we see is equal to Fr -h la, the moment of friction and effective forces of rotating 
particles, as should be. 

Pv^ 

Work of P = 54.6 X 13.0275 = 711.3015 ft.-lbs. = Ps ^ - 

2g 

“ on 2 = 164.32 X 3,90825 = 642.2036 “ _ d QFv^ 

Difference = 69.0979 ~ ~2^g' 

This difference must be work on wheel and work of friction. Now, work of friction is 


^ = 13.5841 ft.-lbs. 
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Hence work on wheel = 55.5,38 ft.-lbs., and this is equal to (page 321), as should be. 
The power oi P = ^ 3—5 _ 237.1005 ft.-lbs. per sec., or 


The efficiency of the apparatus is 


237.1005 

550 

642.2036 

711.3015 


= 0.43 horse-power. 


: 0.93. 


Justus in example (13), the moving force reduced to the circumference is — (2 --i^. 

If then the reduced mass (page 322) is Ma, we have, just as before. 


Ma 


In the present case the reduced mass is 


I 


If we substitute this and the value for jF, we have f directly. 




CHAPTER IV, 


COMPOUND PENDULUM, CENTRE OF OSCILLATION. CENTRE OF PERCUSSION. 
EXPERIMENTAL DETERMINATION OF MOMENT OF INERTIA. EXPERIMENTAL 
DETERMINATION OF g. 


Simple Pendulum. —A particle suspended from a fixed point ( 9 ' by a perfectly flexible 
inextensible string without mass, and swinging under the action of gravity, is called a simple 
pendulum. It is then a purely ideal conception. 

Let the mass of the particle be m, the length of string /, the angle with the vertical at 
^^any instant the angular acceleration and the angular velocity oo. 

The impressed forces are the tension T in the string and the weight nig. 
A The effective forces are 7nla at right angles to /, and nilcso^ along / towards 0 \ 
y By D’Alembert’s principle, reversing the effective forces and taking mo- 

t/ ments about 0 \ 

/ g sin 8 

/ 7 ng X I sin 6 — mPa = o, or a = -^..(l) 


or a = 


Instead of a particle of mass m suppose we have a body of mass m. Let 
this body have the angular acceleration a' about a principal axis through its centre of mass 
( 9 , and the centre of mass the acceleration a about a parallel axis at O'. Let q' 

the distance OO' be d. Then, by the principle of page 317, the moment of J\ 

the effective forces of rotation about axis at O' is d/l 

where / is the moment of inertia of the body for axis at ( 9 , and, by D’Alem 1 

bert’s principle, 

m^ X ^ sin <9 — md'^a — la' = Q .( 2 ) 

© 

Now if a' = o, that is, if the body has no angular acceleration about the axis through 
the centre of mass ( 9 , we have, as before, 


g sin 8 


and we still have a simple pendulum of length O'O = d, and can treat the body as if it were 
a particle of equal mass at O. 

But if the body has an angular acceleration about the axis through 0 , we can no longer 
treat the body as a particle and we have no longer a simple pendulum. 
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Compound Pendulum,—If then the body has the same angular acceleration 

about the axis through 0 that it has about the parallel axis through O'. This 
is the case of a rigid body swinging under the action of gravity about a fixed 
axis at O'. Such a body is called a compottnd or physical pendulum. It is an 
actual pendulum and not a purely ideal conception. 

We have in such case, frgm (2), / /ey 

__ mgd sin 6 /^} 



or, since / — m/c^, where k is the radius of gyration for the axis through the 
centre of mass Oy 


gd sin 6 

. 

Equivalent Simple Pendulum.— If now wc equate (i) and (3), we shall obtain t 
length / of the cquivaLe^it simple pendulum, that is, the length of a simple pendulum which 
has at any instant the same angular acceleration as the actual pendulum, and which there¬ 
fore swings in the same time. We have then, since m(/c^+= the moment of 
inertia relative to the axis at O'y 


K^-\-d^ _ r 

d ~~~ ih^ 


(4) 


That is, the length of the equivalent simple pendulum is equal to the moment of hiertia 
relative to the axis at 0 ' divided by the moment of the mass relative to this axis. 

Centre of Oscillation. —If we lay off this distance I given by (4) along O' 0 ^ we 
obtain a point G. This point is called the centre of oscillation or centre of gyration, because 
it is the point at which, if tlie whole mass were concentrated, we should have an 
equivalent simple pendulum, which would vibrate in the same time. 

Let OG =■ p be the distance of this point from the centre of mass O. Then 
we have p ~ I — or, from (4), 





d ' 


or 


px K\X K\ dy 


or 




m/c^ 

md 


I 

md' 


. (5) 


That is, the radius of gyration k is a mean proportional between the distances p and d or 
the centres of oscillation and suspension from the centre of mass. Also, the distance p is equal 
to the i}i, 07 nent of inertia I relative to a parallel axis at the cefitre of mass O divided by the 
momeiit of the mass relative to the axis of suspension at O'. 

Suppose now the body turned end forend and suspended from the point G instead of O'. 
Then, from (4), the length of the equivalent simple pendulum will be 
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or, inserting the value of / from (5), 


+ 


or just the same as before. 

Hence the centre of suspension and oscillation can he interchanged without changing the 
time of vibration. 

Time of Vibration.—T he time of vibration of the simple pendulum (page 138 ) is 


If we put for I its value from (4), we have for the time of vibration of the compound 
pendulum 


t ^ 7 t 


-f- 


Example !—Thebohof aheavy fendulum contains a spherical cavity filledwitk water. Determine the motion. 

Ans. Let m be the mass of the pendulum, 7 c its radius of gyration for axis through centre of mass 0 of 
the pendulum, d the distance DO. Let m be the mass of the water, and s the distance of its centre of mass 
from 0 *. 

The force between the water and the cavity is always normal to the spherical boundary. There is then 
no force tending to cause angular acceleration of the water about its centre of mass. We can therefore treat 
the water mass as a particle. 

The moment of inertia of the pendulum and water relative to the axis at O' is then 

r = + d^) + nis'^. 

The mass moment is md 4- ms. We have then for the length of equivalent simple pendulum, from (4), 


The time of vibration is then, from (6), 


a(7c^ + + ms^ 

md +■ ms 


+ d"^) 4 - ms^ 


{md 4- ms)g 


If the water were to become solid and rigidly connected with the cavity, let k be its radius of gyration 
for a diameter. Then 

I' = m( 7 c^ + d^) + ;;;(/c’ -f s^^), 

and 


^ {md -f ms)^ 

This latter time of vibration is evidently greater than the first. 


Significance of the Term ‘ Radius of Gyration.’— We see from (5) that if we make the 
distance O' 0 — d equal to k, we have the distance OG — p also equal to k. 

That is, if the distance from the centre of mass 0 to the axis of suspension O' is made 
equal to k, the distance from the centre of mass 0 to the centre of oscillation or gyration G 
is also K. 

If then we describe a sphere about 0 with the radius /c, the body, if suspended from 
any point on the surface of this sphere, will vibrate in the same time. 

Hence the distance k is called the the radius of gyration (page 32). 
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Centre of Percussion. —Suppose a force F to act at some point G in the line 0^0 at 
right angles to the plane of O'O and the axis of suspension at O'. Then, 
by D'Alembert’s principle, we have 

F{d-\-p) = I'a = rn(/c^ -f" d^)oc. 

Hence 

a = t ^ 

.(I) 

where a is the angular acceleration about the axis at O'. 



d 1 





1 

P 

1 


'G 

j 


Now the pressure on the fixed axis at O' is R parallel to F. Since the centre of mass 
moves as if all the mass and all the impressed forces were collected at the centre of mass, 
if f is the acceleration of the centre of mass we have 


But f = dot. Hence 


m/= F+ R. 


Toa.da= FR, or 


F-\-R 

md 


( 2 ) 


Equating (i) and (2), we have for the reaction R of the axis at O' 

F{pd-K^ ) 

. 


If pd > K^, we see, from (3), that R is positive, or in the same direction as F. 
If pd < K^, we have R negative, or opposite in direction to F. 

If pd— k', or 


OG = p ■= ■ 


•I 

d 


I 

md ’ 


( 3 ) 


( 4 ) 


tke reaction R of the axis at 0 is zero. In this latter case we have then 


0 'G = p-\-d = 


d 


md 


( 5 ) 


The point G given by (5) is called the CENTRE OE I'ERCUSSION, because if a body is 
struck at this point so that the force F is at right angles to the plane of O'O and the axis of 
suspension, there will be 710 reaction of tJie axis. 

We see, from page 337, that tJu centre of percussion is the same as the centre of 
oscillation. 

We can find equation (4) directly from our equations (15), page 161, for the position of 
the instantaneous axis of acceleration. 

Thus taking origin at ( 9 , and the plane of rotation as the plane of XY, we have 


/ = /«. = O. fn.= 0, 

= 0. «> = O. — "■ 


Therefore, from equations (15), page 161, we have for the position of the instantaneous 
axis of acceleration 


A = o. 


py 


f 


A 
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__ F 

But m/ = F, if there is no reaction R. Hence /’=-=. Also, by D’Alembert’s prin- 


jP y 

ciple, Fp = lay ox a -j-. Substituting, we have 


which is the same as equation (4). 

To prevent a hammer from “jarring" the hand, or reacting upon a fixed axis about which it turns, the 
direction of the force at the moment of striking should pass through the centre of percussion G at right 
angles to the line O'O. 

Suppose we grasp a prismatic rod O'A of length / at the end 0 ' and strike an obstacle with a force F at 
right angles to the line O'O, where O is the centre of mass. 

/ Then, from (3), the force ^ at (9 is 

A G P 0 _ d 0 


In the case of the rod I = (page 38), and hence ~ and d = Hence 

R = 

4/ 

F 

If then the obstacle is struck by < 9 , / = o and R — — that is, the force on the hand is one fourth of 

that on the obstacle and opposite in direction. 

/ F 

If the obstacle is struck hy A, p = “and 7? = + —, or the force on the hand is one half of that on the 
obstacle and in the same direction. 

/ 

If the obstacle is struck by G, so that p — R = o, and there will be no force on the hand. G is the 
centre of percussion. 

Experimental Determination of Moment of Inertia. —From the principles of page 337 
we can determine experimentally the moment of inertia of a body relative to any axis. 

1st Method. —Thus we have, from equation (7), page 338, 


r = m^S, 


We must first, then, determine the mass m of the body and locate its centre of mass O. 
Then suspend the body from an axis at O' and measure the distance O '0 — d. Then swing 
the body about this axis and note the time t of vibration. The moment of inertia I' 
relative to the axis at O is then given by (i). The moment of inertia / relative to a parallel 
axis through the centre of mass is then given by 

i^r 

2 d Method. —From equation (4), page 337, we have for the distance O^G from the axis 
of suspension to the centre of oscillation 


O'G = or F= m X O'G. 


We must first, then, determine the mass m of the body and locate its centre of mass 0 
as before. Then suspend the body from an axis at 0 ' and measure the distance O'O = d. 
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Then swing the body about this axis and note the time of vibration. Then turn the body 
over and suspend it from another point G in the line O'O at such a distance from 0 , found 
by trial,'that the time of vibration about a parallel axis at G is unchanged, and measure O'G» 
The point G is the centre of oscillation, and the moment of inertia F relative to the axis at 
0 is then given by (2). The moment of inertia for a parallel axis through the centre of 
mass is then, as before, 

I^r - mdK 

This method does not involve knowing the value of g. 

Experimental Determination of g. —Having thus found m, s and I' and the time of 
vibration /, we have, from equation (7), page 338, 

2 7 ’/ 

_ n 1 

^ ~ ‘ 

We can thus determine g by pendulum observations. 

Tc^r . 

The quantity is the pendulum constant which must be accurately determined. 

V(\(l 

Once known, the observation of t at any locality gives at once the value of g. 



CHAPTER V. 


IMPACT. 

impact. —^When two moving bodies come into collision the straight line normal to the 
ipressed surfaces at the point of contact is the line of impact. If the centre of mass of 
me two bodies is upon this line, the impact is central; if not, we have eccentric impact. 

When we consider the direction of motion, we can distinguish direct impact when the 
line of impact coincides with the direction of motion, and oblique impact when the line of 

impact does not coincide with the direction of motion. 

Thus in Fig. i if the two bodies move in the direc- 
tions 7/^ and u^j we have oblique central impact, and in 

_ J " 2 have oblique eccentric impact. If in Fig. i 

( / / 1 i the directions of motion and coincided with , 

should have direct central impact. If in Fig. 2 the 
direction of motion coincided with and were 

parallel, we should have direct eccentric impact. 

Direct Central Impact—Won-Elastic. —We can evidently consider the bodies in direct 
central impact as particles. Let and be the mass and initial velocity of one particle 
before impact, and of the other before impact. Let be greater than u.^ and in the 

same straight line. Let the direction of u^ be positive, the opposite direction negative. 

When the bodies meet there is a short interval of compression, at the end of which 
both masses have a common velocity 1 ). If the 
bodies are non-elastic, they remain in contact with the 
common velocity F. 

By the principle of conservation of the centre of 
mass (page 300), if there are no external forces the 
motion of the centre of mass is unaffected by the impact. 

We have then 


Or, by the principle of conservation of momentum (page 300), we have 




or tke momentum before equals the momenUim after impact. 

In equation (i) a velocity opposite to u^ is to be taken as negative. 
The energy before impact is 
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and the energy after impact is 

The loss of energy is then 




_ 


This work causes deformation and rise of temperature. 

If we take mass in lbs. and velocity in ft. per sec., equation (2) gives loss of energy in 
ft.-poundals. If we wish foot-pounds, we must divide by^, or in foot-pounds 


— g = 


2g{7n^ + ^ 2 ) ■ 


(2) 


We call - 


, the harmonic mean between 7 n. and and is th^ . 


due to the difference of the velocities. 

Hence the loss of energy in non-elastic impact is equal to the product of the harmonic 
mean of the masses and the height due to the differe 7 ice of their velocities. 

If the mass is at rest, we have Oy and 


m. u. 


V = ■ 


_ ^ _ "•'V'T \ 

‘ ~ -f 


4 " ni2 

If the bodies move toward each other, is negative, and 


V = 


nuu. 




-f ^^^2) ’ 


In this case if the momentums of the bodies are equal, or 7^ = o, or the 

bodies come to rest. If, on the contrary, the masses are equal, we have 




^ : 


m (?q + 

2 ' 2g ' 


If the bodies move in the same direction and the mass of the one in advance, m^y is 
infinite, we have 

— Uff 


V = u^ 






2 ^ 


or the velocity of the infinite mass is not changed by the impact, 
rest, or = o, we have 


V ZZZ Oy 




m^u^ 


If the infinite mass is at 


ExampleSi—(i) A non-elastic body of mass 7ni = yo lbs. moving with a velocity u\ — 7 ft. per sec. 
impinges centrally upon another of mass vii = 3^ lbs. moving in the same direction with a velocity of Ui = j 
feet per sec. Find the velocity with which the two move on together after the collision, aiid the work expendei 
in deformation and heating. 

Ans. V = si ff- per sec. in the direction of ui ; — ft.-pounds. 
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(2) Tn order to cause a 7ion~elastic body weighing 120 lbs, to change its velocity from i^ to 2 feet per sec., 
we let a non-elastic body weighing go lbs. strike it. Find the velocity of the latter body, and the work expended 
in deformation and heating. 

Ans. 3.2 ft,-per-sec. ; ft.-pounds. 

(3) Two non-elastic ?nasses of 3 and g tons impinge centrally with velocities of 4 and g.g ft. per sec, 
respectively. Find their final velocity when moving m the same atid opposite directio7is. 

Ans. 4|| ft. per sec.; ft. per sec. in the direction of tiie larger velocity. 

(4) Two non-elastic bodies of 3 lbs. and i 02. are moving in opposite directions and impinge centrally. The 
first has a velocity of 3\ afid the latter of 9 ft. per sec. In what direction do they 7nove after impact? 

Ans. In the direction of the first with a velocity 3JI ft. per sec. 

(5) A no7t-elastic body whose mass is 16 lbs. movmg with a velocity of 2g unites an hour mpmges centrally 
071 a7iother moving m the opposite directio7i. The two C 07 ne to rest. If the 77iass of the latter were 28 lbs., fi7td 
its velocity. If the velocity of the latter were 66 ft. per sec., find its mass. 

Ans. \\\ miles per hour; 8f lbs. 

(6) A number of 7io7i-elastic balls of masses 7n\, mi, m^, . . . inn He on a straight line at rest. If the first 
have a velocity of Ux toward the others, what will be the ultimate velocity of all? 


A //4 ] 1 

Ans. Vn ~ -^-. 

m\ -y mi y- ... mn 

(7) If in the preceding example the initial velocities are Ui, Ui, u% . . . Un,find the ultimate velocity. 


Ans. + 

nix + nil + 


. myun 
mn 


(8) If in a machine 16 impacts per minute occur between two non-elastic masses nix = ^00 lbs. and 
nil = 2200 lbs. moving ifi the velocities U\ = g and ui = 2 ft. per sec., find the loss of energy. 


Ans. 


(5 — 2)" 
60 * 2g 


1000 X 1200 
2200 


20.3 ft.-pounds per sec. 


(9) If two trains nix = 120000 lbs. and nh == 160000 lbs. come into collision with the opposite velocities 
Ux = 20 and Ui = ig ft. per sec., find the loss of energy which is expended in the destruction of the cars, 
considering them as non-elastic. 


Ans 


(20 4 - i 

2/ 


5 )“ 


120000 X 160000 
280000 


I 302000 .ft.-pounds. 


Direct Centra,! Inip3.c"t—Perfect Els.stici'ty',—When, two bodies collide, and the impact 
is direct central, there is a short interval of compression at the end of which both masses 
have a common velocity v. If the bodies are non-elastic, they remain in contact. If, 
however, they are clastic, there is another short interval of expansion at the end of which m, 
has the final velocity v„ and wZj the final velocity r'j. If the bodies are perfectly elastic, the 
works of compression and of expansion are equal, and hence no energy is lost. 

By the principle of conservation of the centre of mass (page 300) we have the velocity 
V of the centre of mass, 


or 


y - ^ 

m, + ’ 

-f 


(i) 


That is, by the principle of conservation of momentum t/ie momentum before equals the 
momentum after impact. 

Also, since for perfectly elastic impact no energy is lost, the energy before must equal 
the energy after impact, or 





. . (2) 
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2 mlu^ — 
-H 


From (i) and (2) we have at once 


= ^^2 + 


If we subtract the first of these from the second, we have 


That is, the velocity of approach {u^ — equals the velocity of separation {y^ — 
The loss and gain of velocity are 


2mfu^ — 

' 


2 m 


or twice as much as for non-elastic impact. 

We take velocities in th^^ dt|:ection of positive, in the opposite direction negative. 
If the mass rest, we have u^ — O^ and 


V. = —j-^ . u V, 

^ + 7n^ ^ 2 




If the bodies move toward each other, u^ is negative, and 


^ ^ + ni^ ^ ^ ^ 

In this case, if the momentums of the bodies are equal, or we have 

2/, = - , ^2 = + ^2- 

That is, the bodies after impact move in opposite directions with the same speeds they 
originally had. If, on the other hand, the masses are equal, we have 


That is, each body returns with the velocity the other body had before impact. 

If the bodies move in the same direction and the mass of the one in advance is 
infinite, we have 

^'2 = ^2» 

or the velocity of the infinite mass is not changed by the impact. If the infinite mass is at 
rest, or 2u — o, we have 


That is, the velocity of the impinging body is reversed. 

Examples.—(i) Two perfectly elastic balls weighmg 10 lbs. and 16 lbs. collide centrally with the velocities 
12 and 6 feet per sec. Find the loss and gain of velocity and the final velocities after collisio7t, if the mitial 
velocities are in the same and in opposite direction. 

Ans. In the first case the final velocities are z/i = + 4^®^ and z/a = -h lo^V ft. per sec. The first body 
h)ses, then, and the other gains 4xV ft- per sec. 

In the second case the final velocities are z/i = — 103^ and 7/3= + ft. per sec. Each body ^ 
-rebounds wi:h these velocities. The first body loses and the other gains 133^ ft. per sec. 

(2) A number of perfectly elastic balls of masses m i, mi. - . . 7 nn He in a straight line at i 

first have a velocity of U\ toward the others, find their velocities after hnpact. 
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Ans. The velocity of the first is 


(mi — 7 ni)ui 


The velocity of any intermediate ball is 

— .mi , Mn—i . (m-n — 'fnn^x)Ux 

(mx + mi)[m<x + m%) . . . {jUn + 7nn^x) 

The velocity of the last ball is 

mi , mn^xUi 


{jni + mi)(mi + ms) 


(;//«_! + ;;/«)* 


( 3 ) Tn the preceding example let there be four balls, the mass of the first mi , of the second 7n’i = a^Ui , of the 
ihit^d m3 = a77t<i = a'^7nx , of the fourth = amz = a^mi. 


y\KS. Ux = - Ux , Vs = - Ux , Vs = 7-;- 

I + « ’ I + ^ (r + 


^4 = 7-;- -^Ux. 

(l + ^0 


If, for example, the mass of each ball is one half that of the preceding, 


Vi = —Ui , 

3 


Vs = —tix , 

3 


__ 64 

V ^ — Ux . 

27 


CoejBficient of Elasticity. —No body is perfectly elastic or absolutely non-elastic. We 
deal with bodies more or less elastic, that is, imperfectly elastic. 

Let a prismatic body of length I and area of cross-section A be acted upon by a stress 5 
in its axis, and let the elongation or compression or, in general, the strain be denoted by A. 

^ We know by experiment that within a certain limit, 

3<_I I->•$ twice, three times, or four times, etc., the stress S will 

^ cause a strain of 2A, 3A, 4A, etc. The limit up to which 

this law of proportionality of stress to strain holds true, for afiy material, is called the elastic 
li7?izt for that material for the kind of stress under consideration. 

Thus if we lay off the successive stresses to any convenient scale horizontally, and lay 
off the corresponding observed strains to any convenient scale vertically, wc obtain within 
the elastic limit a straight line AB. The co-ordinates AD and DP of any point P of this 
line give the stress and corresponding strain. The point jS" at / 

which the straight line begins to curve gives the stress AL, and 
this is the elastic limit stress. 

We see, then, that within the elastic limit the ratio -i- of » I _I_ 

11 - * S 2 S D L 

stress to strain is constant. Now if A is the area of cross-section of the prism, then 
is the unit stress, or stress per square inch. Also, if / is the original length, then y is the 

A i 

unit strain, or strain per unit of length. If then the experiment were made upon a prism 
of one unit area and one unit length, we should have within the elastic limit the ratio 


£1 or constant. This constant for any material is called the coefficient of 

elasticity for that material, for the kind of stress under consideration. We denote it by E, 
We have then within the elastic limit 

“ AV 

and we can define the coefficient of elasticity in any case as the unit stress divided by the 
unit strain. 

Values of E for various materials, as determined by experiment, are given on page 478. 
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Examples.—(r) A wrong kt-von rod 30 feet long and 4 square inches in cross-section is subjected to a tensile 
stress of 4000 potmds. The elongation is fomid to be 0.01 ft. Find E. 

Ans. The unit stress is - = 1000 pounds per square inch. The unit strain is -i- = —i ft 

A 4 ’ I 3000 


per foot of length. We have then 


SI 


E = ~ 3 ® 000000 pounds per square inch. 


(2) Taking Efor wrought iron as thus determmed, find the coinpression of a wrought-iron prism 2 ft. 
long and 12 square inches cross-section under a si7'ess of igoo00 foundsl 

. , SI 150000 X 24 I . , 

Ans. a = ^^ = — inch. 

AE 12 X 30000000 100 

Modulus of Elasticity. —Let be the force of compression when two bodies collide at 
the end of the period of compression, and the force of expansion or force of restitution 
at the beginning of the period of expansion. If a body is non-elastic, F^ is zero. If a body 
is perfectly elastic, Fy == Strictly speaking, no bodies are absolutely non-elastic or 
perfectly elastic. We deal with bodies imperfectly elastic where F^ is less than F^. 

Fr 

ratio ~p of the force of restitution to the force of compression is found by experiment to b^ ^ 

c 

constant for any body so long as the limit of elasticity is not exceeded. This ratio we 
denote by e and call it the modulus of elasticity. We have then 


e 


K 

U 


If we let a sphere of mass m fall from a height h upon a relatively very large rigidly 
supported mass of the same material, it will rebound to a height //, less than the original 
height. The velocity with which it strikes is u^ = M 2 gJi^ and the velocity of rebound is 
— ^ 2 gF. If the interval of compression t is very short, we have the force of compression 


and the force of restitution 


We have then 




mu^ _ 




im\ VI 2gh' 


e 


Vh' 
V h 


We can thus experimentally determine the modulus of elasticity e for various materials. 
For perfect elasticity ^ = i, and for non-elastic bodies e ~ o. 

The following average values have been thus determined by experiment: 


Cast iron, = i nearly. Glass, e 


£5 

i6‘ 


Steel, 


Clay, wood, <? = o nearly. 


Direct Central Impact—Imperfect Elasticity. —Let F, be the force at the end of the 
period of compression when both bodies are moving with the common velocity 
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Let Aj be the compression of , and of Then the work of compression is, 

since is the average force, 

This work should equal the energy lost during compression, or 

+ ^2) = 

or putting for v its value, we obtain for Fc in pounds, if we take mass in lbs. and distance in 
feet and velocity in ft. per sec., 

‘ {^1 + ’^2)Y ^ 1+^2 .^ ^ 

Let be the force of restitution at the beginning of the period of expansion of 
"and A^' its expansion. Let FJ' be the force of restitution at the beginning of the period of 
expansion of and its expansion. Then the work of expansion is 


The total energy lost then is, in foot-pounds, 

-F^(k -|- Ao)- Fjk^ — —FJ^kJ = — -|- 

2 ^ ^ 2 ^ 2 2 2g ^ ^ ^ 2g ^ ^ 

Now, from page 346, we have 


whereand 4 are the lengths of the masses ;;q and and ^2 ^heir areas of cross- 

section, and and their coefficients of elasticity. 

For the sake of simplicity we put the quantities 


^ and 

4 


F, A,E, 


The quantity i 7 = -j- in general we call the hardness of a body. 

The hardness of a body is then the ratio of the stress to strain. 
We can write, then, 

\ - and • . . 


where and are given by (3). 

We also have from page 347, since stress and strain are proportional, 

- V _ , Fr' ™ _ 

F, 

where e.^ and are the moduli of elasticity for the masses and We have then 
Fr = ^-.F,., FJ' = e^Fc, A/ = ^.A, A ' = ^ A . 


( 5 ) 
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• If we substitute the values for FJy FJ'y and given by equations (4) and 

(5), in equations (i) and (2), we obtain 




(;«j + m^g' H^\-Hi 


^ zraf ^ ~ ^1 I ^ ~ ^2 1 ^ 2 I I 2 I 2 I 2 

—77--= — inM‘ - m u^ - m.v‘ - m„v‘. 

We also have, from the principle of conservation of momentum (page 300), 


From these three equations we obtain 




Equations (7) are general and give the final velocities z\ and of and If both 
masses are of the same material, and — = e, and we have 


-- 


^2 = ^2 + “ ^^2) 


(i + 

’ 

(j + 

m, in^ * 


If the bodies are perfectly elastic, we have i and equations (7) reduce to 

equations (3), page 345. If the bodies are non-elastic, e^ — o, = O, 
equations (7) reduce to equation (i), page 342. 

Velocities in the direction of are positive, in the opposite direction negative. 

Examples.—(i) If an iron sledge of mass nix =50 lbs., li = 6 inches long and Ai— 4 square inches area of 
face, strikes an unniovahle lead plate h = i i 7 ich thick and A‘i = 2 square inches area, with a velocity Ux = 
ft. per sec., find the force of impact a?td the compression of the sledge and plate, taking Ex^^g 000 000 and 
E'x = 700 000 poujids per square inch. 

Ans. We have Hx = - -- = 232 000 000 pounds per ft. 

2 

^ X 70Q QQQ _ 800000 pounds per ft. We also have 7/2 = o and 77 i-i = 00 ; hence, from (6), the 


force of impact is 


Ec = Ux 


mx HxHi 232 OOP OOP x 16 80 0 000 

F * Hx + Fi^ 'g ' 248 800 000 ' 


or, takings = 32 ft.-per-sec. per sec., 


Fc— 247350 pounds. 


From (4) we have for the compression of the sledge and plate 


Xx~^ =0.0016 ft. =0.0127 in., Aa = ~ =0.0147 ft. =0.177 in. 
Hx Hi 
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(2) In the preceding example consider the sledge as perfectly elastic and the plate as inelastic. 
Ans. We have = o, Wa = = i and e<x = o. 

Hence, from (7), 


' = ] - 50 - 5 o[. + 


per sec. 


That is, the sledge rebounds with this velocity. 

(3) Find the velocities after impact of two steel masses, if the velocities before impact are U\ = 10 and 
u^zsz ^ 6 ft. per sec.y and the masses mx ■= jo lbs., 40 lbs., taking e = 


Ans. -z/i = 10 — I 


6 .12(1 4-1') = - 4.22 ft. 
70 \ 9 / 


per sec.. 


7/a = — 6 + 16 + “j =44.665 ft. per sec. 

That is, mx rebounds and mi rebounds. 

Earth Consolidation. —When a maul strikes a mass of soft earth it compresses the earth 

^ui ij r with a certain force F. Let j be the depth of penetration, m the 

I_ mass of the maul, and h the height from which it is let fall. Then 

^ lull 4 , - energy of the maul before it is dropped is mJi. Since this 

^ energy is expended in compressing the soil, we have 

Fs = mh. or A = —. 

s 

If we divide this force jPby the cross-section A of the maul, we have for the unit force 
of compression 

F __ mh 

The resistance F of soils to the penetration of the maul is generally variable and 
increases with the depth of penetration. In many cases we may assume it to increase 
directly with the penetration. In such case we should have 

I _ , _ 2mh , F 2mh 

-Fs=mh, or = —. and -^= 


or twice as much as before. 

F . 

If A is taken in square inches and s and h in feet or inches and m in lbs., — is the 

number of pounds per square inch resistance of the soil. Allowing a factor of safety of lo, 

I F 

we could then safely load the compacted soil up to — 


Example .—A maul whose mass is 120 lbs. falls from a height of 18 inches, and the earth is compressed one 
eighth of an inch by the last blow. The cross-section is 16 square inches. Taking a factor of safety of 10, find 
the safe load. 

^ F mh 120 xt8 ^ ^ , 

Ans. — =:-~^=z -- = 1080 pounds per sq. inch. Taking a factor of safety of 10, we have 108 

i6xg 

pounds per sq. inch safe load. 
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Pile-driving. —Let be the mass of the ram and h the height of fall, so that the 

velocity of impact is = V2gh. 

The energy of the ram is mji. Let s be the depth of penetration for a blow, and 
the compression of ram, and ^2 of the pile. Then we have, if F is the force of compression, 

Fs + + ^2) “ . (0 

From equations (4) and (6), page 349, we have, making o and = V 2 gh^ 


I 4 -A ^1 + ^^ 

^ " y vuAr m.' HM. 




... (2) 


where is the mass of the pile, and 77 ^ the hardness of ram and pile, so that 


jji . , 

^1 


A E 

IT -^ 2^ 2 

-^2 7 » 

^2 


where and are the cross-sections of ram and pile, and 4 their lengths, and h 
their coefficients of elasticity. 

Since E^ and E^ are given in pounds per sq. in. (page 478). if we take A^ and A.^ in 
square inches and 4, 4 ^.nd h in feet, and vi^ and in lbs., and F[^ will be pounds per 
ft, and Aj-|-A. 2 will be given in feet. 

Inserting this value of -|- A2, we have 


, / vimJi H. + H 

From (4) we can find the resistance of the pile by measuring the penetration s. 

Since the pile is wood and very long compared to the iron ram, 4 is much greater than 
4, and ^2 J^uch less than and hence is very large compared to and we have, 
approximately, 

1+^ 




//j_ I 


Hence we have, approximately, 


m^mji 


• (5) 


2{m^ + 


where and are to be taken in lbs., h and s in feet or inches, and H.^ in pounds per ft. 

or inch. For wood we can take Ec^ — i 560 000 pounds per sq. inch (page 478), 

If we take a factor of safety of 6 or 10, we can safely load the pile up to ~ or 

Example. —A pile whose cross-secizon is Ai = i sq, ft. and length h = ^5 ft. and mass m^i = 1200 lbs. is 

drive 7 i by the last tally of tezi blows of a ram of 7 nass ?;zi = 2000 lbs. fallmg h ■= 6 ft., a distance of 2 

Taking E^ — i ybo ooo,fi7id the load the pile ca7i safely sustain for a factor of safety of 6. 

. __ A^E^ 144x1560000 00^ J r 

ANS. Hi = - — --^-~ Q -Cr - Ar. ^4. 


8 985 600 pounds per ft. 
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The mean depth of penetration for one blow is j* = — inch = — ft. Hence 


_ 2000 X 6 o j 

F = - — - - =378 000 pounds. 

I 2000X 1200X6 

^ 2(2000 + 1200) X 8 985 600 


For a factor of safety of 6 we have 

_ 378000 ^ , 

p ^ 62 000 pounds. 

Oblique Central Impact. —If the directions of motion make the angles 

with the line of impact 0^0 ^, we can resolve each velocity- into 
X components cos a-^ and cos along the line of impact, and 

- 'yl sin sin at right angles to this line. These latter 

Xf^i Y /V2 \ components are unchanged by the impact. As to the former, 

OT X ^ j we have from equations (8), page 349, if the two bodies are of the 

J same material and e is the modulus of elasticity, 

r \ (^ “f" 

V. = u. cos a. — \ u^ cos a. — cos aJ -—- , 

1 1 1 ^ 1 1 2 2.' 


\ [ \ (^ "i" 

cos ^2 + cos cos 0^2) > 


where and are the masses of the two bodies, and the final velocities alo7ig the 

line of impact. 

The actual velocity w-^ of the first body after impact is then 


-j- 71 ^ sin^ . 


making an angle with Of)^ given by 


tan ~ 


sin 


The actual velocity of the second body after impact is 

“'2 = + «2^ sin^ 0-2, . . 


making an angle with OfD^ given by 


71^ sin a. 
tan /5, = -- 


• O (4) 


If the mass is at rest and indefinitely great, we have = 00 , = o, and, from (i), 


and, from (2) and (4), 


v^T=z ^ eu.^ cos , 
^2=0, 


^1 = 1/?//(sin^ ^ cos^ 

w. = o, 


. (6) 
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making the angle with 0^0^ given by 


3S3 


tan = — 


sin 

e cos oL^ 


I 

— j tan ttj, 


( 8 ) 


For non-elastic bodies ^ = o, and for perfectly elastic bodies ^ == i. For non-elastic 
bodies, then, from (6), (7), (8), we have = o, sinar ^, 

tan = 00 or ^ = 90°. That is, the velocity along the 
line of impact is annihilated, that at right angles is unchanged, 
and the body moves after impact in the direction O^F^X right 
angles to 0^0^ with the speed sin ^ 

For perfectly elastic bodies cos , 

tan I3^= — tan That is, the velocity along the line of A 

impact is reversed, the angle of reflection JVO^B is equal to 
the angle of incidence NO^A^ and the body moves after impact in the direction O^B with the 
original speed u^. 

For imperfect elasticity we have, from (8), 



tan (x^ 
tan yd/ 


or the modulus of elasticity is equal to the ratio of the tangent of the angle of incidence to 
the tangent of the angle of reflection. 

Example *—Two balls, nix = jo lbs., jn<x = lbs,, impinge with tJis velocltzos U\ = 20 and ui = 2^ft. per 
sec., making the angles with the line of impact a, ~ 2T jf and cx^ = 65° 20'. Find the velocities after 
impact if the bodies are 7 i 07 i~elastic. 


Hence 


Ans. Ux sin ax — 7.357 ft. per sec., ti’i sin a^ = 22.719 ft. per sec., 

th cos a, = 18.598 “ “ zzu cos a, = 10.433 “ “ “ 


V, = 18.598 - (18.598 - 10.433) I3 = «3-495 ft. per sec., 
I/. = 10.433 + (18.598 - 10.433) 13.495 “ “ “ 


The resulting velocities are then 

wx = 1/13-495'+ T-357‘' = 15-37 h- per sec., 

W‘x = 13 - 495 ' 4 - 22.719- = 26.42 “ “ “ 

making the angles / 3 i and with the line of impact given by- 

tan ydi Qj. _ 28° 36', 

13-495 

„ 22.710 

tan yd, = , or yd, = 59° if. 

Friction of Oblique Central Impact. —The pressure between the colliding bodies gives 
rise to friction. If Pis the pressure due to impact, F the friction and }x the coefficient of 
friction, we have 


F^lxP^ 
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Let the mass of the impinging body be , and the initial and final velocity along the 
line of impact be Wj and and t be the very short time of impact. Then we have for the 
impulse (page 255) 


Ft = — v^, or F = 


_ mlu^ - 


Hence the friction is 

n. - ^1) .. s 

---, or 

That is, the impulse of the friction divided by the mass is equal to times ihe change of 
velocity along the line of impact; or the change of velocity due to friction^ at right a?igles to the 
line of impact, is equal to pi times the change of velocity along the line of impact. 

This change of velocity is always a retardation, since friction is a retarding force. 

Thus if a mass falls vertically with a velocity u^ upon a horizontal sled of mass m2 
moving horizontally with the velocity and if the velocity is entirely lost by the 
collision, we have for the friction 

But the retarding force during the time t for both masses in contact, if v is the common 
velocity after impact, is also » 

y _ K + ^2) (^^2 - ^ 


Hence we have for the change of velocity of the sled 


}xm. u 

-^v = - j— ^ , or V =: u 

2 m mp 2 




If a body of mass m^ strikes an immovable mass with a velocity at an angle we 
P . have from equations (7), page 349, for the change of velocity 

\ along the line of impact, since = o and = 00 , /2 = 00 and 

He, = o. 

Mm a,-v^ = cos all + 


Hence the change of velocity due to friction is 

}A.n^ cos +^2)? 

# 

and after impact the component Wj sin becomes 

sin cos a'j(l -j- e^) = [sin a^ — )x cos all + • 


For perfectly elastic bodies ^’2=1 and (3) becomes 

(sin iTj — 2/i cos 
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and for non-elastic bodies = o and (3) becomes 

(sin — jj, cos 

The friction often causes bodies to turn about an axis through the centre of mass, or if 
before impact rotation exists, that motion is changed. 

Thus let r be the radius of a sphere, its initial and go its final angular velocity 
during the time t of impact. 

'T'l GO — GO, 

Then the moment of the friction is I . —-—~ (page 322). But the moment of the 

r • ■ 1 COS a,(l + 

friction IS also ——^- - - — . Hence 

t 


cos a'^(l +^2)^ 

_ . 


Equation (4) gives the change of angular velocity. 

Example .—A billiard-ball strikes the cuskio?i with a velocity U\ = iS ft,j[>er sec.^ the angle of incidence 
being ai = If = o.ss a7id the coefficierit of friction is p, = 0.2, find the ^notion after impact. 

Ans. The velocity after impact along the line of impact is 

z/, = — e^ux cos UTi = — 0,55 X 15 cos 45“ = — 5.833 ft. per sec. 

The velocity parallel to the cushion is 

Ux sin ax — pL 7 ix cos u:i(i + el) = 7.319 ft. per sec. 

Hence the angle of reflection is given by 


and the velocity after impact is 


tan yd, = - ^ or /ii =: 51* 27', 

5-833 


5*833 

~ = 0,36 ft. per sec. 

cos 51 27' 


The ball also acquires the angular velocity 00^ about a vertical axis through the centre of mass. Since 

2 

/ = where nix is the mass and r the radius of the ball : 

o.'iiHx X 15 COS 4^” X i.K^r 8.22 

GO, = -^- ^ - LiL = -radians per sec. 

2 2 r ^ 

—mxr^ 

The ball also has angular velocity 00^ about a horizontal axis through the centre of mass at right angles 
to wx given by 

9 - 3 ^ 

= -— =-radians per sec, 

r r ^ 

The resultant angular velocity is then 


4 /QOx + ooz = —— radians per sec. 
r 


about an axis through the centre of mass in a vertical plane at right angles to Wi, making an angl 


the vertical whose tangent 


is -^ = = 1-138. or 48“ 42'. 
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Strength and Impact. —Let the mass , moving with the velocity , impinge on 

I-|ot/ mass which is supported by the rod of uniform cross- 

f section A and length 1. Let v be the velocity of both masses during 

impact. Then, by conservation of momentum, 


= (w, + or 




and the work in foot-pounds necessary to bring the combined masses 
h to rest is 


^ork = = 5:. 


2g + ni^ -j- ’ 


• (0 


where ^ = h is the height of fall of w,. 

This work is equal to the work of .stretching or compressing the rod. If F is the force 

F F 

of impact at the end of the compression or stretch. A, - is the average force and - . A is the 

2 2 

work. But, from page 346, within the limit of elasticity we have 


where E is the coefficient of elasticity. Hence 


1 EAl^ mNi 

-FX = — 7 ~ =--, 

2 2 / vi^ + 


or A 


=v: 


• (3) 


From (3) we can find the strain A of the rod caused by the impact. Let the rod be 
strained up to the elastic limit unit stress Then we have from (2), by putting F — S^Ay 


and hence, from (3), 


2E + ^2 


But Al is the volume of the rod V, The velocity of impact 

= V2gh, 

which is necessary to strain the rod up to the limit of elasticity, is then given by 


The quantityis called the coefficient of resilience (page 516), We see from (s) that 

the greater the volume or mass of the rod, the greater the blow it can bear. Hence the 
mass of bodies subjected to impact should be made as great as possible. 

Since and fall during impact through the distance A, we have more correctly 


work = 


j-}- (w., -4- fKAXy 
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and hence^ instead of (5), we have 
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2E 


S/ 


If, finally, we wish to take into account the mass«j of the rod, we have, since its centre 
of mass moves through the distance ^A., 


work ^ 


^1 + + '^3 


-f )a. 


and hence, instead of (5), we have 


^ y 

' 2E ' 


(wfi + {^1 + =^2 + •; 


If a mass moving with a velocity puts in motion another mass, ;;^2» t)y means of a 

chain or rope, we have in the same way for the - 

velocity of both bodies during impact 


• 

and the work in foot-pounds expended in stretching the chain is 

work =: -J—L--(;// 4- ni^v^ ~ -. -i- ~ -^^ 

2g 2g -|- 7n^ 2g ' 

71 ^ 

where A = -’ is the height due to the velocity 71^, 

2g 

We have then, if the chain is stretched to the elastic limit unit stress S^, 


%.A/= — .It, 

2 h in^ 4 " 

where A is the cross-section and / the length of the chain. Hence 


i = i = .(8) 

2g in^in^ 2t. ^ ^ 

Example !—The iwo opposite suspe^tsion rods of a sitspension bridge support a constant had of gooo potmds, 

which is increased by 6000 poimds by a passing load. The coefficient of resilience ^ ^ for wrought iro7i is 7 

pounds per square inch {page gi6). The length of rod is 200 ijiches, and cross-section i.s square inches. Find 
the height of fall to stretch the rods to the li 7 nit of elasticity. 

. , (Sooo + 6000) X 7 X 200 X 1.5 X 2 - . , 

Ans. h - - --?- = 1.28 inches. 

6000’* 

If then a cart of 6000 pounds should pass over an obstacle of 1.3 inches high, and drop, the rods 
danger of being stretched beyond the elastic limit. 
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Impact of Beams. —Let a mass fall from a height k upon a beam AB of uniform 

cross-section A and span /, supported at the ends. 

Let d be the density of the beam, and V its volume. 




Then 


SL 




V=Al, 


nass of the beam is 




Let the mass strike the beam at the centre Cy and let the greatest velocity at the 
s be and at any other point of the beam be v. 

Then the work in foot-pounds necessary to bring the combined masses to rest is 


, , / dAdx 

work = — 4- I —• 




+ 


2^ 


If y is the deflection at any point, and A the deflection at the centre, we have 


y 


We have then 


work = 


—. Py^dx 


^g 




^2 • 


Now if Pis the pressure at the centre, we have, from page S43» 


A = 


PP 

iSBI 


, and 




where E is the coefficient of elasticity, I the moment of inertia of the cross-section of the 
beam relative to the horizontal axis through the centre of mass of the cross-section at right 
angles to the length of the beam, and ^ is the distance of any point from the left end. We 
have then 

V 


4 I 

2’^tE 




and substituting in the expression for the work and integrating, we have 

. . 17^Al vf 

work = — --. ■—. 

2 ^ 35 2 ^ 

V 

The distance through which the point C moves in the short time t is . t. If we divide 
the work by this distance, we have the force" which brings the bodies to rest. This force 
should equal 


Hence 


P 


, i-jdAl 

-1--or V^ = 


m. 


176 Al' 


35 
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If we insert this value of v^, we have for the work of bringing the combined masses 
to rest 


work = 


__ m^h 

( i 7BAI\ lyBAr 


But this work is also equal to If the elastic limit is reached, we have, from 


page 500, 


^ 4SJ ^ S.P 

Jr = — j- and A =-f. , 

vl 12vE 


where is the elastic limit unit stress, and v is the distance of the most remote fibre 
cross-section from the neutral axis. 

Hence 

. lydA/ 

or 35 » 

2 tv^E , iTSAl' 2E iv^ 

m, H- ^ 

' 35 

Since 6 AL is the mass of the beam, 


““ 2E 32^ 


If, for instance, the cross-section gf the beam is a rectangle of breadth b and depth d, 

we have I = —bd^ and v = ~d. Hence for this case 
12 2 

_ 5 / bc^ 

~ 2E 9 

Example .—Fmd the height froyn which n mass 0/200 lbs. imist fall in order that, striking the centre of a 
plate of cast iron 3b inches lojg, 12 inches wide a^id 3 inches thick, supported at both ends, it may bend it to 
the elastic limit. 

■ Ans. If we take the coefficient of resilience (page 516), 

S * 

= 1.2 pounds per square inch, 

we have, since H for cast iron is about 0.259 lbs. per cubic inch, Wa = 12 x 3 x 36 x0.259 = 335.7 lbs. Hence 
for height of fall 


200-1—^ 335.7 

, 1,2 X-I2X3x36 35 . 1 

}i ~ -£— i. - FI -=1.57 inches, 

9 40000 
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Impact of Rotating Bodies. —Let two bodies of mass and rotate about fixed 
axes at 0^ and and impinge, and let AB be the line of impact. Let the normals 


O^A = and O^B = a^. 


Then (page 322) we can reduce the masses and to the 
equivalent masses at A and B 


I 0^ y where /c/ and are the radii of gyration relative to and <92* 

If then we substitute these masses in the place of and in the 
equations for central impact (page 349), we have for bodies of the same material 


K - «,)(! + 


*'2 = »2 + («1 - «2)(l + e) 






. . (i) 


where fq and are the velocities at A and B before and after impact, and e the 

modulus of elasticity. 

If Cj and 62 are the angular velocities before and (i^j , gd^ after impact, wc have, taking 
counter-clockwise rotation as positive, the origins at and , and with 

the axes of Y for each origin, 


^1^1 — — > <^2^2 


Hence' 


= 6 , ala,e, - | 

■ I. 

‘»2 - ^2 + — «2e2)(i + 

Examples.— The 7no7neni of inertia of the shaft OiB relative to its axis of rotation at Ov is niiKo'^ = 40000 
Id.'ftP, and that of the trip-hamnier BO^ relative to its axis of rotatiofi at 0 -i is — j^0000 Ib.’ftP. The 

arm OiB of the shaft is ai = 2 ft., and that of the hammer BO-i is a-i = 6 ft. The angular velocity of the 
shaft before vnpact is ei = radians per sec. FBid the velocity after i}?ipact atid the loss of eneigy at each 
impact, supposing both bodies melastic. 

Ans. The angular velocity of the shaft after impact is, since _ 


e ~ o, €% ~ o. 


4 X 1.05 X 150000 


40000 X 36 -h 150000 X 4 

The angular velocity of the hammer after impact is 


0.741 radians per sec. 1 0/ 


2 X 1 .05 


: 0.247 radians per sec. 


The loss of energy at each impact is, in foot-pounds, 


■ qoT = 201.63 foot-pounds. 
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Impact of an Oscillating Body. —If a body of mass impinges upon a body of mass 
which is suspended from an axis at O^, the equations of the preceding article apply if 

we put in equations (i) Wj in place of and — place of , 

_ O3 p 

and — pl^ce of We have then for the velocity of the mass f ' 

after impact, taking clockwise rotation as positive, origin at (9/, and ^ 

0^0^ as axis of F, if /c/ and a:/ are the radii of gyration for axes at < 9 j rn, I* 

^2' • ^ ^ ) 

• • ■ (>) 

and for the angular velocity of the mass impact 


«’2 = ^2 - «2(?b + '^2^2)(l + 


^>h^2 i- 


If the mass were at rest before impact, we have 63 = o and 


= ^ ^ 


002= — " i ( - - 




If is at rest and the oscillating body impinges on it, we have u-^ — o, and hence 


2/, = — e (i + e )— 2^ ,^ --72. . . 


. . . ( 5 ) 


r 


The angular velocity oo.^ in the first case, equation (4), or the velocity of in the 
second case, equation (5), is a maximum when 


a maximum, or when 




^ A + 


is a minimum. Putting the first differential coefficient equal to zero, we have for the value 
ofa^ when the maximum velocity is imparted 
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Hence the maximum, velocity imparted to the oscillating body tn^ when at rest and struck 
by is given by 


= - (I + - (I + e)^. 


e maximum velocity imparted to when at rest and struck by is 




-(! + .)- 


Reaction of the Axis. —^Let the force of impact be F, and the reaction of the axis be 
Then, from page 339, 

.(■°) 


If we give to its value from (7), we have for the reaction of the axis when the maxi¬ 
mum velocity is imparted 


R=^F\ 


d /m, 


The centre of percussion (page 339) is at the distance 


« -il-lL 


from the axis. If the impact takes place at this distance, there is no reaction of the axis. 
Ballistic Pendulum.—The ballistic pendulum consists of a large mass hung from a 

horizontal axis 0 \ It is set in oscillation by a cannon-ball shot 
against it, and is used to determine the velocity of the ball. 
In order to render the impact inelastic, the mass consists of 
// \\ a box filled with sand or clay, so that the ball enters the mass 

/7 \\ and oscillates with it. 

// \\ In order to determine the velocity of the ball, the angle 

//_ oscillation is measured by a pointer directly below the centre 

of mass 0 , which moves on a graduated arc AB, 

Let be the mass of the ball. Then, from equation 
(4) of the preceding article, making £' = o, we have for the 
angular velocity after impact 


^2 — — --2 .. \^} 

where is the radius of gyration of the pendulum relative to the axis at O'y and is the 
distance of the point of impact below this axis. 

Let I be the length of the equivalent simple pendulum which oscillates in the same time 
as the ballistic pendulum, and let the angle measured on the arc AB be 0. 
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We have then for the simple pendulum (page 336) the angular acceleration 


If O'O = d is the distance of the centre of mass O of the ballistic pendulum from 
we have (page 317) 

m2)£‘d sin 6 = I'a 
or 

+ ^2) ^ 

“ “ + fn^K» 

Equating these two values of or, we obtain for the length of the equivalent simple pen¬ 
dulum 


+ m^)d 


The height of displacement is 


h — I I cos 6 = 2I sin^ 

2 


Hence the velocity at the lowest point of swing is 

V = V2gh ■=■ 2 Vgl sin y 


and the corresponding angular velocity is 


^ = 7 " V 7 • 2 * 


Equating this to (i) and inserting the value of I from (2), we have for the velocity of 
the ball 

?i = 2 [— - A - Vgl . sin -.(3) 

1 V 7n ^ 2 


If the pendulum makes n vibrations per minute, the duration of a vibration is 

. 60 ./Z7_6o<r 


// 60 , . .-7 60^ 

t — 7t\ / — ~ —, and hence \/gl =-. 

V ^ 71 'i'lTt 


Hence 


I20gd . 6 

u, = -’-i—-^ • sm - 

^ m. 7ina^ 2 


Eccentric Impact. —Let be the masses, 0 ^ and their centres 


of mass, BN the line of impact, and BO^ - p the distance from the line of —r-N 

impact to the centre of mass. ^ 

By conservation of momentum we have, so far as translation is concerned, ^ 

».(0 

where u. and u. are the initial and the final velocities of and m^. 
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The mass reduced to B (page 322) is 

♦ 

/ ’ 

where /Cg is the radius of gyration of relative to axis at and the velocities of the point 
B before and after impact due to rotation about axis at are •— pe.^. and — poo^^ or opposite 
in direction to when Cg, gd^ are positive. 

We have then, so far as rotation is concerned, 

-~ . 

If the bodies are non-elastic, and the point B move together after impact and we 

have 

= .(3) 

Eliminating and from (i) and (2) by means of (3) we have 

_ _ ^^2 ~t~ .^^2) 

1 1 ■“ ’ 

_ _ - «2 + 

^2 _j_ -|- 

_ - _ ~ ^<2 4-/^2) 


If the bodies are perfectly elastic, these values are twice as great (page 345). If the 
bodies are imperfectly elastic and of the same material, these values are (i + e) times as great 
(page 349) where e is the modulus of elasticity. 

We have then in general 


(«1 — «2 +^^ 2 ) / 


(i + ■?)^2' 




^2 — ^2 + (“1 ^2 +/S)_|_ 

, (1 + e)mp> 

‘»2= ^2 - («i - «2 +/S) 


( 5 ) 

( 6 ) 


These equations are general. If the impact is central, / = o and od^ in (6) is unchanged 
and equal to e^, while (4) and (5) reduce to equations (8), page 349. 

If the bodies are perfectly elastic, ^ = i. If non-elastic, = o. If moves towards 
is negative. If is initially at rest, = o. If is initially at rest, zq = o and 
63 = o. If is fixed, we can take = co and = o. 

Examples.—(i) A ■prismatic bar AB falls through a height h, retaining its horizontal posit io7i tmiil one end 
^ 0 a? strikes a fixed obstacle D. Find the motion after impact, consider i7tg the bodies 

- ~~ ^--*• »B non-elastic. 


K- 1 -Ans. Let mi be the mass of the bar, I its length, and wa = — 4 / 2 gh the 

j velocity of the centre of mass 0 at the instant of impact. We have ^ = o, 

I 6 a = o, = CO , = o, and hence the velocity of translation after impact is 



Vi 


Ui — Ui 




Uip' 

Ki + p’^' 


(I) 
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and the angular velocity about O after impact is 


365 




p ^ f _ 

In the present case /Cj* = —» / = + ~ \i A strikes, and / = — A if B strikes. Also, = — V^gh. 


Hence in both cases of .^4 or -5 striking 


If A strikes, 


If B strikes, 


v, =r — 5 - 
4 


<^t = - ~ 


coi — + V 
2/ 


The plus (+)sign denoting counter-clockwise and the minus (—) sign clockwise rotation. 
We can obtain (i) and (2) directly as follows : We have (page 318) 

I'aoi = moment of momentum = or go-x = -_ z=__ 

4- 


Also, at the instant of impact 


V2 =/a>2. 


Hence 




The momentum after impact is then 


The impulse is 


■= = “ 4 .(3) 


m,{v, -«,)=- -n = 


+ /' 4 


The velocity at any point distant x from O after impact is 


z,.+ +x) = - + r). 


where p and x are positive towards B and negative towards A. Hence for A striking 


V2 — XOOx = 


3 V^g7t( I 




and for B striking 


3 V2 ir/t f I 

2/ U 


^ * ')■ 


After impact the centre moves in the same vertical with the uniform acceleration while 
velocity od.x remains unchanged. 
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2) An inextensible string is wound around a cylinder and has its free end attached to a fixed point, 
yUnder falls through a height h, and at the instant of impact the string is vertical 
angent to tfi& cylinder. Find the motion after impact. 

A ur’^ 2 2 /—r 

ANS. V = —T-- =:—U = —y2ghf 

... 3 3 

xl- iron ball of mass nix — bydbs. inoving with a velocity of j6 ft, 

jj- ps>" sec. strikes a pine beain of uniform rectafigular cross-section m the 

^ I centre Ime of a side and at right angles, at a distance p =. i\ ft. above the 

^ centre of 7nass. The mass of the beam is 842.4 lbs., its length S ft. and \ 

j breadth 2 ft. If the beam is at rest, find the motion after impact, con- J/ 

sidering the impact as non-elastic. 

Ans. The moment of inertia (page 38) is the same as for ^ concentrated at a corner 

3 

We have then 


2.4i 6;?22, or = 2416. 


Hence the velocity of the ball after impact is 


z/3 = «. _ --^ 36/1. 

fnx - 1 - 7?h)Kf^ +. 7nxp" ^ \ 


2192.3+I5VT7 5) ^ 5-364 ft. per sec. 


The velocity of the centre of mass of the beam after impact is 

^ ^ - 

- {m. + ,n^Kr-+ ,n,f- = 

The angular velocity of the beam after impact is 


{?ni + 7 ni)Kf + 771 xf^ 


1.712 radians per sec. 


(4) A ballisiic pmdubim wezghmg 30,000 lbs. is set 171 oscillatmi by a 6-lb. ball, and the angular displacement 
IS 7j°. If the distaizce d of the ceziire of mass from the axis is jft., a7id the dista7ice a, of the point of impact 
below the axis zs g.y ft., and the ziiimber of oscillatiozts per znmute is 71 = 40, fi7td the velocity of the ball. 


Ans. ux = 


T20 X 32.2 X 5 
40 X 3.1416 ~x 5.5 


sin 7-i® = 1828 ft. per sec. 
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ROTATION ABOUT A TRANSLATING AXIS. 

Effective Forces—Rotation about a Translating Axis.— Equations (5), page 159, give 
the components of the acceleration for any particle of a rotating and translating body. If 
the axis of rotation passes through the centre of mass, we have ^ = o, 7 = o, ? = o. The 
co-ordinates z are taken from the centre of mass O, 

If then we make these changes in equations (5), page 159, multiply ea^ 
mass m of the particle and sum up for all the particles, we have, since x, z are 
the centre of mass O and. hence = o, ^my = o, '^mz = o, for the compone... 
forces for a body of mass m = 'Em rotating about any translating axis 

:2mf^ = :2mfy = .(i) 

Hence the effective force in any direction for a body rotating about a translating axis is 
the same as for a particle of mass equal to the mass of the body having the acceleration of 
the centre of mass in that direction. 

If we take mass in lbs. and acceleration in ft.-per-sec. per sec., we have force in 
poundals. For force in pounds divide by ^ (page i/i). 

Moments of the Effective Forces—Translating Axis Equations (10), « page 160, give 

the component moments of the acceleration for any particle of a rotating and translating 
body. If the axis of rotation passes through the centre of mass, we have ^ = o, j = o, F = o, 
and if it does not change in direction, we have ~ o, = o, = o, = o, 

— o, 0)^00^ — o. If we make these changes in equations (10), page 160, multiply each 
term by the mass m of the particle and sum up for all the particles, we have, since x, y, 
z are taken from the centre of mass O and hence 

2 mx = O, 27;iy = o, ^7;/^ = o, 

^m(y^ + ^) = 4 , = /„ H- /) = , 

where /^, /^, 4 the moments of inertia of the body for the axes of AT, F, Z through the 
centre of mass 

= m Ay — m/yZ — <^yZ7/iyx ~ aZmzx + (g?/ ~ GOy^)Zmzy 4 - " 

Myy = m/^z — m/,x — a.Zmzy — a^Zmxy 4. (cy/ — Gi)J^) 2 mxz+ lya^, (2) 

M'f^ =. m — m f"y — a^Zmxz — ay^myz 4- (go/ — GoJ)^myx + ^ 

If the translating axis coincides with one of the co-ordinate axes, as, for instance, 0 'X\ 
we have ooy = o, = o, ay = o, a^ =: o, and 

M), = mAy - mfyl 4- Ao:^, 

M)y = mAF — mA^ + oo^Zmxz — aZZmxy, 

= m fyX — mf^y-- GoJ^myx a^^mxz. 
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Since we can take any co-ordinate axes we please, let the co-ordinate axes 0 'X\ 

Z' be principal axes at 0 \ the intersection with the axis of rotation of a plane through 
lie centre of mass O at right angles to the axis. (Figure, page 153.) Then the parallel axes 
( 9 F, OZ at the centre of mass 0 will be principal axes, and we have ^mxy^ o, 
^myz = o, Xmzx = o, and equations (2) become 


My, = . 1 

. }■ 

+ La,. 

J 


( 4 ) 


If the axis of rotation is a principal axis, let it coincide with 0 ^X\ and we have in (4) 
= o, = o. If the axis passes through the centre of mass, we have x = o,y = OyZ ~ o 

and fy y ^fz * 

If we take distance in feet and mass in lbs., these equations (2), (3), (4) give moments in 
poundal-feet. For pound-feet divide by ^ (page 171). 

Momentum—Translating Axis. —Equations (4), page 154, give the component velocities 
for any particle of a rotating and translating body. 

If we multiply each term by the mass m of the particle and sum up for all the particles, 
we have, since y, z are taken from the centre of mass O and hence Xynix = o, 'Zmy = o, 
'Xmz = o 

: 2 mv^ = mF^ , ^mvy = mF^ , 'Zmv^ = mF^.(5) 

Hence the momentum in any direction for a body rotating about a translating axis is 
the same as for.a particle of mass equal to the mass of the body having the velocity of the 
centre of mass in that direction. 

Moment of Momentum — Translating Axis. —Equations (10), page 155, give the com¬ 
ponent moments of velocity for any particle of a rotating and translating body. If we 
multiply each term by the mass m of the particle and sum up for all the particles, we shall 
obtain the component moments of momentum for any co-ordinate axes we please. 

Let us take these axes as principal axes at the point 0 \ the intersection with the axis 
of rotation of a plane through the centre of mass 0 at right angles to the axis. (Figure, 
page 153) Then the parallel axes OY, OZ at the centre of mass 0 are principal 
axes, and we have 

^mxy =1 o, 'Zmyz = o, 'Zmzx = o, ' 2 mx = o, 'Zmy = o, Zmz = o, 
2 m{y^ -|- ^) = 4, Z 7 n(z^ -f x^) ~ 7 ^, 2 m(x^ +y) ~ ^z > 

where 7 ^, 7 ^, 7 ^ are the moments of inertia of the body for the parallel axes OX, OY, OZ. 
We have then, from equations (10), page 155, 


Kx = - mv + Loa„ ' 

■ 

JC = mv - inz'J + 4®.. . 


( 6 ) 


If the axis passes through the centre of mass, we have 3 - = o, y o, z = o and 
Mvx — La)x . M„ ■= 




Chap. VI.] 


PRESSURES ON TRANSLATING AXIS. 369 

Pressures on Translating Axis—Permanent Axis.— Wq have just as on page 319 for 
fixed axis, and using the same notation, 

RJ + RJ^ + = mA, A/ + RJ' + = m/;, 

We have also 

Ryli — Ry’lc^ + '^FyX — '^F-^y = ^ — coj^myx — a^'^mxz, 

+ Fz'h ■+“ — ^F^x = m/^i" — mf^ + oo^^mxz — a^'^^nxy, - . . (8) 

^F^y -- '^.F^z = m/J - + I.0L,. 

For a principal axis through the centre of mass we have ^mxy = o, JSmyz = 
' 2 mzx = o and = o, y = o, F = o, and these equations become 

a;/, -- + '^F^x '2F^y = 0 , r:i, + ie/7, + '^F^ - '^Fyz = o, 

~ ^FyZ = 

We see from these last equations that if we have always 

• M,=^' 2 F^x -: 2 F,y=: 0 , = : 2 Fj - :SF,x = o, 

that is, if the moments about the axes of Z and Y of the impressed forces are 

always zero, there is no rotation of the axis, and hence even if this axis is unconstrained it 
will not change its direction. The axis is then a permanent axis of rotation. 

Hence if a body rotates about a principal axis through the centre of mass and My 
are always zero, the axis of rotation is a permanent axis and will not change in direction 
even if the pressures on the axis are removed. 

and are always zero when there are no impressed forces; when the impressed 
forces always reduce to a resultant force through the centre of mass, or to a resultant force 
through the centre of mass and a couple whose plane is at right angles to the axis; when 
the impressed forces all lie in a plane through the centre of mass at right angles to the axis, 
or reduce to a resultant force, or force and couple, in this plane. 

Conservation of Moment of Momentum—Translating Axis.—We have from equations 
(6) for the component moments of momentum for a body rotating about a translating axis, 
taking the co-ordinate axes as principal axes at 

— mT’yZ + ' 

M„y = mvj' — mT,x + lyCOy, ^. (a) 

— mVyX — mV^y + . 

and from equations (4) for the component moments of the effective forces 

Mf,, = TCif^y m^/y^ -f- 1 j 

Mfy = m/^T - mf,x -f I.(^) 

Mf, = m/y^ - mf^y + I,a,. . 

If in equations ib) we have rv, = 0, ay — o, — o, and also = o, == o, /*, = o, we 
shall evidently have = o, M^y — o, Mf^ = o, and qdx, coy, Vy, ~v^ constant in 
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equations {a). But since the motion of the centre of mass is the same as if all the impressed 
forces were applied to a particle of mass m at the centre of mass (page 299), when = o, 
= o, — o we must have the algebraic sum of the components of all the impressed forces 
in three rectangular directions equal to zero, or 

:2F^ = o, :2F^ = o, :2F, = o. 

Also, since by D’Alembert's principle the moment of the effective forces is equal to the 
moment of the impressed forces, when Mf:c = o, Mfy = o, Mf^ = o we have the moment of 
the impressed forces for the axis of rotation zero also. If we have at the same time 

Mf^ = o, Mfy = o, Mf^ = o, and : 2 F^ = o, 2 Fy = o, 2 F^ = o, 

the impressed forces then form a system of forces in static equilibrium, and from {b) we see 
that = 0, ay = O, a:, = O. 

Hence if the impressed forces acting upon a body rotating about a translating axis form 
a system of forces in static equilibrium, the moment of momentum about that axis is constant. 
Kinetic Energy—Translating Axis. —The kinetic energy of a particle of mass in and 

velocity v If a particle has the component velocities Vy, v^y we have = 

+ vf + vf and 

—ffiTp = ~m(vf +' 

2 2 ^ 

Equations (4), page 154, give the component velocities for any particle of a translating 

and rotating body. If we square these component velocities, multiply each term by ~m, 

sum up for all the particles and add, we shall have the kinetic energy for a rotating and 
translating body for any co-ordinate axes we please. 

Let us take these axes as principal axes at the point O', the intersection with the axis 
of rotation of a plane through the centre of mass 0 at right angles to the axis. (Figure, page 
153.) Then the parallel axes OX, OY, OZ at the centre of mass O are principal axes and 
we have 

"Synxy = O, '^myz ~ o, ^mzx = O, ^ 7 nx = O, = O, = O, 

^m{y^ + z^) = A, f - i 2 m{x^ 4 -^) = 4, 

where 4 , f, f are the moments of inertia of the body for the parallel axes OX, OY^ OZ. 


We have then from equations (4), page 154, for the kinetic energy 

^ = 2 ®^'^ + ~ixco^ +- 4 ®’/ + .( 9 ) 

If the axis of rotation coincides with one of the principal axes, as, for instance. O'Z'^ 
we have oox =0, = o, and 

V,®/.(10) 


The kinetic energy is then the sum of the kinetic energy of translation and rotation. 
If we take mass in lbs., these equations give kinetic energy in foot-poundals. For foot¬ 
pounds divide by ^ (page 171). 




Chap. VI.] 


INSTANTANEOUS AXIS ROTATION-TRANSLATING AXIS. 


371 


Instantaneous Axis. —If a body rotates about a translating axis, the instantaneous axis 
is parallel to the translating axis and passes through a point whose co-ordinates are given 
by equations (15), page 157, for the instantaneous axis of rotation, and by equations (15), 
page 161, for the instantaneous axis of acceleration. 

If we take the translating axis as the axis of OXy we have cOy = 0, a?, = o, and for the 
instantaneous axis of rotation the co-ordinates from the centre of mass are 


A = 0, = 


GOj 00 ^ 


We also have ay = 0, = o, and the co-ordinates of the instantaneous axis of accel¬ 

eration are 


A 




A = A=-- 


Examples.—(i) A circular disc of viass m a 7 id whose pla^ie is vertical has a force of P pomtds a 
the centre, and rolls upon a horizontal fla^ie. Deterniine its 7notion. 

Ans. Let the force P make the angle 0 with the horizontal and act in the plane of the disc. The 
is ponndals, and the horizontal component Pg cos 0 , and the vertical com¬ 
ponent Pg sin 0 . Let r be the radius, and A the point of contact. 

The moment of the impressed forces about ^ is — Pg cos 0 . r. Let ic be 
the radius of gyration for axis through the centre of mass 0 at right angles 
to the disc, and /' the moment of inertia for parallax axis through A, Then 
/' = m (k‘^ r^), and we have the moment of the effective forces Pa. By- 

D'Alembert’s principle, 

_ Pi^r cos 0 
ihC/c'' rf 


' I'cc —Pg cos 0 . r = o, or 



The axis at A is the instantaneous axis. The acceleration at the centre O is then 

P^r"^ cos 0 

_ _ 




For a disc, , hence 


-I- 

'iPg cos 0 


3mr 


A- 


2Pg cos 0 
3m 


Both angular and linear accelerations are then constant if P is constant. 

(2) A disc of mass m whose pla?ie is vertical rolls {without slzdi?tg) down a rigid inclined plazte. Deterznine 
its motion. 

Ans. Let the radius be r, the radius of gyration about an axis through the centre of mass O perpendicular 
to the plane of the disc be k, and 0 the inclination of the plane, and A the point of contact. 

Then the weight is m^, the force parallel to the plane is sin 0 , and its 
moment about A, — mgr sin 0. We have then, as in the preceding example, 



gr sin 0 


Pa = + r’^)a = — mgr sin 0 , or a 

Also, since A is the instantaneous axis, the linear acceleration of the centre is 

“ sin 0 

fsc — - ra =‘^-5---5. 


Since , we have 


2g sin I 


> = 


'ig sm 
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linear, tangential and angular accelerations are constant and the velocity after any time may readily 
.ined. 

ind the time cl rigid homogeneous cylinder *110111 take to roll from rest down a plane 20 ft. long and 
jo° to the horizon^ the axis of the cylinder being horizontal. 

i.gs sec. . 

A rigid hofnogeneous circular disk of mass m ctnd radius r, whose plane ts vertical^ moves tn contact 
smooth inclined plane whose angle is 6. From a point in the same vertical plane as the disc, and at a 
oce from the inclined plane equal to the diameter 'of the disc, a string is carried parallel to the inclined 
and is wrapped round the edge_of the disc, and its end is fixed in the circumference. Find the tension T 
le strings the linear acceleration f of the centre^ and the angular acceleration a of the disc. 

* ^ mgid^ sin 9 mg sin 0 , , m sin 6,, 

Ans. T = -poundals or —— lbs.; 

*7* £'r^ sin 9 2 g sin d, ^ , 

f = 4 i_-— — -2-ft.-per-sec. per sec. ; 

•' ^ 3 


£r sin 6 2g sin 9 

a = 4 _--- -2-radians-per-sec. per sec. 

K'^ + r^ 3r ^ r 

(5) A perfectly flexible and inextensible ribbon is coiled on the circumference of a homogeneous circular 
disc of radius r and mass m, and has its free end attached at a fixed point. A part of the ribbon is unrolled 
and vertical, and the disc is allowed to fall from rest by its own weight. Find the acceleration f of the centre 
and the angular acceleration a before the ribbon becomes wholly unrolled, and the distance s which the centre 
will descend in one second. 

ans. a=M:, 7=^, . = >= 4 :. 

3 ^ 3 2 3 ♦ 

(6) A homogeneous hemisphere of radius r performs small oscillations on a rough horizontal plane. 
Find the periodic time. 

Ans. For the simple pendulum of length / and mass m we have 


mg X / sin 0 = mPoc^ or a 


g sin 0 


.(I) 


^ \/ f For the hemisphere let d be the distance OC from the centre of 

- the hemisphere O to the centre of mass C, and let /c be the radius of 

gyration about an axis through the centre of mass parallel to the 
instantaneous axis at A. Then the moment of inertia for the instantaneous axis at A is 


/' = m[K^ + {d sin 9)^ + (7 — nf cos 9)^]. 
If 6 is small, we may put sin^ 0 = o and cos 9 = i, and we have 


/' = m{K'^ + (r ^ dfl 


We have then 


/'n;= mg x d sin 0, or 


gd sin 0 
+ (r ~ df 


Equating (i) and (2), we have for the length of the equivalent simple pendulum 


x-" + (r — d)'^ 


The periodic time is then 




(7) A homogeneous circular hoop moving in a vertical plane in contact with a rough horizontal surf ace 
has at a given instant an angular velocity opposite in direction to that which would enable it to roll in the 
direction of its translation at that instant. Determine its motion. 
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Ans. Let m be the mass of the hoop. The forces acting on the hoop are its weight m£- at the centre C, 
the upward pressure of the plane R at A, and the friction F opposite to the 
direction of translation AX. 

The acceleration of the centre is then / \ 


and the angular acceleration upon the axis through C perpendicular to the p- 
plane of the hoop is, if k is the radius of gyration for this axis, 


We have also 

R — mg =0, or = mg. 
If u is the coefficient of sliding friction, we have 


Hence 


F = pimg. 


If vi and twi are the initial values of the linear and angular velocities, we have then for the linear ana 
angular velocities after any time t 

— /j,gt^ Ci? = G?! — 

If at any instant there is no slipping, we have at that instant the velocity at A zero, or 

Tj 4- = o. 

If we eliminate v and oo by means of this equation, we have then for the time after which slipping ceases 

At this instant there is no tendency to slip and fi becomes zero, and hence at this instant/—o and 
a — o. Hence after the time i the linear and angular velocities are constant and given by 

“ — “ __ _ r{rv i — 

/C" -p 7 '^ * 

__ 

G.9j ^ ^ ^ 

If rvi — K^Go is negative, ¥ is negative. Hence if aoi is positive and greater thaT/^\ the translation of the 

hoop after the time / will be in the opposite direction to the initial translation. 

(8) A homoge 7 ieous beam is supported horizionially 07 i two supports. F'iiid where one of them ?niist be 
placed 171 order that whe 7 i the other is re 77 ioved the i}ista 7 ita 7 ieous force exerted 07 i the for} 7 Ler 7 ;iay be equal to 
half the weight of the beaiii. 

Ans. Let d be the required distance of the permanent support from the centre of tlie b;-ain, k the radius 
p of gyration of the beam about a normal axis through the centre, 77 i the mass of 
the beam, a its angular acceleration, and R the reaction of the permanent 
__ I ^ * support immediately after the removal of the other. Then 


and for the centre of the beam 


For the end of the beam 


= Rd, or a : 


R ■= 


Rd gd 


m{K'^ 4 - dfcx ~ vigd, or a = — 


Equating these two values of a, we have d : 
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(9) A homogeneous circular cylinder of radius radius of gyration about the axis k, rotating about its 
axis with angular velocity 001, is placed with its axis horizontal on a rough inclined plane {coejficient of 
friction fx, inclination 0, so that jx = tan 6), the direction of rotation being that which it would have if the 
cylinder were rolling without sliding uf the plane. Show that the axis of the cylinder will be stationary for a 

time t — —- , at the end of which the angular velocity will be zero, 
jxrg cos 0 

(10) A uniform square is supported in a vertical plane with one diagonal horizontal by two supports, one 
at each extremity of the diagonal. Show that the initial force on one support when the other is removed is 
equal to one fourth of the weight of the square, 

(11) A uniform horizontal bar, suspended from any two points in its length by two parallel cords, is at 
rest. If one of the cords be cut, find the initial tension in the other. 


Ans. T = ■ 




_____— where I is the len<rth of the bar, d the distance from its centre of mass to the 
+ i7.d^ ^ 

point of attachment of the uncut cord, and W is the weight of the bar. 

(12) A uniform beam of weight W rests with one end against a smooth vertical wall and the other on a 
smooth horizontal plane, the inclination to the horizon being 0 . It is prevefited from falling by a string 
attached to its lower end and to the wall. Find the force between the upper end and the wall when the string 


.aNS. — W cot 0. 

2 

(13) A sphere is laid upon a rough inclmed plane of inclination 0. Show that it will not slide if the 

2 

coefficient of friction is equal to or greater tha?i ~ tan 0. 

(14) A sphere of radius r whose centre of ?nass is not at its centre of figure is placed on a rough horizontal 
plane, coefficient of friction }x. Find whether it will slide or roll, 

Ans. Let k* be the radius of gyration of the sphere about the line through the point of contact at right 
angles to the plane of the centres of figure and mass. Then if the initial distance of the centre of mass 

JXK>^ 

from a vertical through the centre of figure is greater than'-— , it will begin to slide; if less, to roll. 
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ROTATION ABOUT A FIXED POINT. 

Effective Forces—Rotation about a Fixed Point. —Equations (s), page 159, give the 
components of the acceleration of any particle of a rotating and translating body. 

For rotation only we should omit all terms containing ,/g. If we make these 

changes in equations (s), page 159, multiply each term by the mass m of the particle and 
sum up for all the particles, we have, since ' 2 >mx = o, ^my = o, ^mz = o, for 
nent effective forces for a rotating body of mass m = '^m for any co-ordinate axes ^ 
through the fixed point 0 ' 


= ^yoj^ooy + GO:, — i^xGOy — mxGol -f- — ^ya^, , 

^m/y = mJGOyGO:, + mx qo^gd^ — my go\ — my go\ -f — mFor^, I. . . (i) 

— mxGo^^Qo^ -f- my 00^GOy — mFool — mJcoy -f- "^ya^ — 

If any one of the co-ordinate axes is fixed, as, for instance, we have co^^coy = o, 

GO,GD^=: o, Go^rCOy = o, GDyGo,, = o. For O'V' fixed we have go^go^ =z o, GOyGo, = o, go^go^ = o, 
Go^^GOj, = o. For O'X' fixed we have co^^^GOy = o, co^^co^ = o, cOyGO:, = o, Go^coy = o. For all the 
co-ordinate axes fixed we have equations (3), page ’316, for a fixed axis. 

If the fixed point is at the centre of mass, we have x =0, y = o, J = Oy and hence 
= o, — o, = o. That is, if the centre of mass is fixed, the components of 

the effective forces are zero. 

If we take distance in feet and mass in lbs., equations (i) give force in poundals. For 
force in pounds divide by ^ (page 171). 

Moment of Effective Forces—Rotation about a Fixed Point. —Equations (10), page 
160, give the component moments of the acceleration of any particle of a rotating and 
translating body. 

For rotation only we should omit all terms containing A, , A, and put x'^ y\ z' in 
place of 1 :Xy'y-\-yy'zz. If we make these changes in equations (10), page 160, 
multiply each term by the mass in of the particle and sum up for all the particles, we obtain 
the component moments of the effective forces. In making the summation we have 

+ z^^) ^ /; , = /;, Xm{x'^ + y^) = //, 

where 7^, 7^', 7/ are the moments of inertia of the body for the co-ordinate axes O'X', 
O'Y'y O'Z'. We also have 


Zmx>^ = ly^ , Zmy'^ = 7 /^, Zmz'^ = 7 j^ , 
where 7 ^^, I'^y 7 ^ are the moments of inertia of the body for the co-ordinate planes 
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We have then 

x' — 3^ — ay^my'x’ — a^lSiinz'x' -j- (ta® — c^^^mz'y’ 

+ — li^ODyOO^ + -C«*> 

Mfy — ooyta^m^y' — oajx)y' 2 mx'y — a^Smz'y'— a^Smx'y' + (ca® — a)l) 2 mx'z' 

+ I^yOO^CO^ — 00^03^ + > 

M'f, — GOyOo^^mx'z '— oo^w^my'z' — a^mx'z' — ay' 2 myz'-\-(oi?y-\- o^^^my'x' 

+ ly^ G 0 yG 3 ^ — I^,° 0 ^ 03 y + IzOC.- 


Since we can take any co-ordinate axes we please, let us take them principal axes at 
the fixed point O'. Then we have ’Smx'y' = o, 2 my'z' = o, 2 mz'x' = o, and equations (2) 
become 


j^'fx — KxOZzWy — yy 00 , 03 z y I'xOtxf ' 

Mfy = r^^yCO^OOz — yyz<^zO!>xy I'yOly, ' 

Mfy = I'yzWyCO^ — I'zx^x<^, + ^z'^f . 


S) 


If any co-ordinate axis is fixed, as, for instance, O'Z, we have = o, = o, 

sz^aOy = O, 03,00^ = O. If O' y is fixed, we have cOyOO^ = O, ca^ca^ — O, oo^w, = O, oa^aa,, = 0. 
If O'X' is fixed, we have ca^Wy =0, oo^Wz = o, ca^aa^ = o, ea^oa, = 0. If all are fixed, 
equations (2' and (3) become equations (4) and (6), page 317, for fixed axis. 

If the co-ordinate axes are not fixed, we have oa^ca, = Gaj,oa,, Wz^oOz =oa^ 00,., ooyoo,, = oo^ooy', 
and since we have 

rzx-I’xy= ^miy^ - I'xy “ I'yz = “ K, 

I'yz - I'zx = - _y' 2 ) = 


equations (3) become 

M'fy = (4' — r^oozOOy -f /a, 
M’fy = (4 — T^oa^Wz -b /yq, . 

M'fy — [I'y - QwyWz + Jy- , 


(4) 


If we take distance in feet and mass in lbs., all these equations give moments in poundal- 
feet. For pound-feet divide by^ (page 171). 

Momentum—Rotation about Fixed Point. —From equations (2), page 154, we have the 
component velocities for any particle of a rotating body. 


V,, = [z -f- ^^)ca^ — {y -\-y)a)z, Vy = {x x)oOz — (^^ + c)®*, — {y yy^Wz^ — (x + x)ci)y. 

If we multiply by the mass m of the particle and sum up, we have, since Zfnx = o, 
2 my = o, 2 mz = o for the components of the momentum 


Zinv^ =r mJca,, — myca,, 
'XmVy = m^ca^ — mFca,,, ► 
Xinv^ = ffiyoa^ — Wxooy. j 


( 5 ) 


For axis through the centre of mass we have = o, J = o, i = o, and hence 
'Smv,. ~ o, Zmiiy — o, ZniHz — o. 

Hence the momentum for a body rotating about a fixed point is the same as for a 
particle of equal mass at the centre of mass. ^ 
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Moment of Momentum—Rotation about Fixed Point. —Equations (10), page 155, give 
the component moments of velocity for any particle of a rotating and translating body. If 
the origin O' is a fixed point, we should omit terms containing v^, i 7 , and x, y, I, and 
put x' , y' , z’ in place of jr, y, z. 

If we make these changes in equations (10), page 155, multiply each term by the mass m 
of the particle and sum up for all the particles, we shall obtain the component moments of 
momentum for any co-ordinate axes we please. 

Let us take these axes as principal axes at O'. Then we have ' 2 mx'y' = o, "Smy'z' — o, 
2 mz'x'= o. We have then from equations (10), page 155, since 2 m{y'^z'^) = 
2m{z’^ -{- x'^) — IJ, 'Sm{x'^ + 

= I'yOOy , .( 6 ) 

Pressure on Fixed Point. —Let the component pressures at the fixed point be 

Ry, R,. Let the components of all other impressed forces be W'* 

have then from equations (i), by D’Alembert’s principle, 


R^ -j- = VO-yoo^cOy -f- ^'zoo^o)^ — ^xwy — mxa?/ -j- — Sja,,, 

Ry -|- 2 Fy = m.s a)y oo^ -f- va.xa)y oo^ — myoo^ — ^siyw^ -1- mTo-^ — Mza^ , - 
R^ -f- 2 F^ = mxoo^Go^ -f- mjoj Wy — m,? — mJ®/ -(- mya„ — mT«^ . ^ 


( 7 ) 


Equations (7) give R^, Ry, R^. If the centre of mass is the fixed point, we have 
X = o, y = o, J = o, and hence 




Fy+2Fy = o, R, + 2F, = o; 


that is, when the centre of mass is fixed, the pressure on the fixed point is the same as if 
there were no rotation, and is found by the conditions of static equilibrium. 

Conservation of Moment of Momentum—Rotation about Fixed Point. —We have from 
equations (6) for the component moments of momentum for a body rotating about a fixed 
point O', taking the co-ordinate axes as principal axes at O', 


Mi = liw,,, 


Mi- 


ly 00, 


y ^ 


Mi— IJoa,, 


{a) 


and from equations (4) for the component moments, of the effective forces 

My,, = ( 7 / — ly')00„ GOy - 1 - lja„ , 

Mfy ={IJ—Ii)w,,a>„+Iy'ay , - ... 

My^={Iy' -JJ)0OyOo„-^I0a,. , 




If in equations {b) the co-ordinate axes O'X', O'Y', O'Z' are fixed (figure, page 153), we 
have a),o[)y — o, oa^oa,, = o, WyW„ = o, and the axis of rotation is fixed. If also we have 
.•= 0, ay = 0, n-,, = o, we have My„ = o, M^y = o, My, = o, and a)„, cOy, 00, in equations {a\ 
are constant. But since, by D’Alembert’s principle, the moment of the effective fore 
equal to the moment of the impressed forces, we have the moment of the impr'"' 


zero. 
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Hence if the moment of the impressed forces about any fixed axis through the fixed point 
is always zero, the moment of momentum of the body about that axis is constant, and if the 
moment of inertia about that axis does not change, then the a 7 tgular velocity about that axis is 
also constant. 

Invariable Axis. —If the moment of the impressed forces relative to the fixed point 
is always zero, the resultant must either be zero or always pass through O'. In such case 
the co-ordinate axes do not change in direction, and we have (sD^oOy = o, = o, cr)yQo^ = o, 
and also = o, :=o, ~ O. Hence, from equations (fi), = 0, o'y = o, = o, and 

GOy, 00^ in equations {a) are constant. 

We have then the moment of momentum 


.,2 2 


+ I'tool + it 

about an axis through the fixed point whose direction cosines are 

dj GO^ 


i.c) 


cos a = 


I' 


GO 


/? dy GOy 

COS p = 

1 GO 


COS y 


T / J 

1 GO 


. . {d) 


and this axis is then invariable m direction. 

Hence vohen the moment of the impressed forces relative to the fixed point is ahvays zero, 
or if there are no impressed forces, and a body rotates about any axis throttgh the fixed point 
at any instant, there ivill be a certain axis through the fixed point for zohich the moment of 
momentum is constant. This axis is invariable in direction, and its direction cosines are given 
by equations {d'). The moment of momentum about this axis is given by equations {c). 

Kinetic Energy—Rotation about a Fixed Point. —The kinetic energy of a particle of 

mass and velocity v is ~mv^. If a particle has the component velocities v^, Vy, v^, we 

have v'^ = vf + vf -[- vf and 


-mv^ = -mv} + -viv? 4 - -mvf 
2 2 ^ 2 * 2 * 


From page 154 we have for the component velocities for any particle of a rotating 
body 


v^ = z'aoy — fGO^, Vy-=- x'go^ — z'gd^ , v^ = y' go^ — x'gd^ , 


where x', f, z' are to be taken from the fixed point 0 ' as origin. If we square these com¬ 
ponent velocities, multiply each term by sum up for all the particles and add, we shall 

have the kinetic energy for a rotating body for any co-ordinate axes we please. Let us 
take these axes as principal axes at O'. Then we have '^mxy = o, iSmyz = o, iSmzx = o. 
We have then, since iSm{y'^ z'^) =: If ^ iSm{z'^x'^) = If, i^m{x'^y'^) =If, for the 
kinetic energy 


di — -dfaof + 2' 


( 7 ) 


If we take mass in lbs., this equation gives kinetic energy in foot-poundals. For foot¬ 
pound divide by g. 
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Examples, (i) A circular disc supported at its centre of mass O rotates about the principal axis OZ at 
right angles to the plane of the disc with an angular velocity oo^ = \/g radians per second. The plane of the 
disc makes an angle with the horizontal. If now an angular 

velocity QOy-z=:i radian per second is given to the disc about a principal V 

axis 0 Y in the plane of the disc^find the motion. fL 

Ans. From equations (4), page 376, we have for the component / 

moments of the effective forces / Zy 

——^ 

Mfx = {fx If^xOOy -Flx^Xf 
Idfy = (fx Z'F ly^y t 

Mfz ~ {ly — iP)oOyOo^.\-Ij,a2. 

By D Alembert s principle the moments of the effective forces 
are equal to the moments of the impressed forces. In the present 4 

case the only impressed force is the weight mg acting at 0 and the 
equal and opposite reaction R of the support at O. The component 
moments of the impressed forces are therefore zero, and hence 

Mfx~o,Mfy=o, Mfx’=-o. We have also cl)^ = o and ur^ = o, =z o, o:^z=o^ and the angular 
GOy, GJz arc therefore constant. 

By the principle of page 378, we have in this case an invariable axis of rotation OZi fixed in space 
which the moment of momentum is constant. 

Let Ii be the moment of inertia for this invariable axis, andbe the angular velocity about it, so that 

7 - • U i- 

df moment of momentum. Since A = 2/y for the disc, we have 


Ix~= \/lz^GOz^ + If 00/ 


— lyVA^z^ d" .(l) 


If 0 is the angle ZOZx, we have 


Y f 4® 

^~dt 


J yODy ODy 

/.^ Va-OoI' + 
dt 


From page 35, 


Ix = Iz cos^ 0 + Ty sin= 0 = 7^(r + cos® 0). 


and therefore, from (i) and (2), 


dip _ __ (4GJz^ + G>0y^) l 

dt I H“ cos 0 -p 00 


Equations (2) give the angle ZOZi of OZ with the invariable axis OZx, and the motion of the disc is the 
same as if the axis OZ fixed to the disc were to rotate about OZi, always making the angle 0 with it, with 

the angular velocity — given by (4). 

Inserting numerical values, we have 

2 \/ *\ 

cos 0 = ~~ = 0.9S958, or 0 = 16° 21', 

4/13 

d'^ (13)^ 

-jT = —— =1.87 radians per sec. 

«/ 21? 


2D Solution.— From page 168 we have Euler’s geometric equations. 


dB . . dTp, 

= — sin 0 — — sin 0 cos 0, 
at at 

^ dQ . t dib . ^ . 

dip r, , d(p 

ao,=~COse+~^. 


o = 
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where ~ is the angular velocity about OZi, ^ the angular velocity of OZ about the line of nodes ON (see 

figure, page 167), the angular velocity oi OV relative to ON, 

From the first two of these equations, eliminating we obtain 

at 


dif^ sin (p 

dt 


de 


= GOy COS (p, 


d<p 

dt 


ody sin (p cos 6 


sin 0 ’ dt 

We have also the moment of momentum for the invariable axis, 


sin ( 


/l = ly 4/40)/ + 


and, as before, 

cos 6 = 

We have then sin (p 


2 G 0 z 


_ I 

I + cos’ B 


sin B = 


1/463/ 4 - GOy 


, and 


h = Iy(i 4- cos* 6). 


di) 


do 


GOu cos 6 


dt sin 0/ 4- cos’0) * dt i cos’0 
or, putting in the values of sin 0, cos 0, 


4/24- cos’ I 


dcp 

dt 


GOy cos 0 


sin 0(i 4- cos’ 0)' 


dTp _ (46?/ 4- gj/)^ 

dt 8 go/ 4- GOy^ 


+ GOy ^ 4/1 26 3/ 4- 263/ 
dt 8 go/ 4- 63 ^^ 

d(p go/ 

—-— —■ GOz - - - 

dt Sgo/ 4- 63/' 


, d^ 


Inserting numerical values, we have 6 = i6“ 21', ~ = 1.87 radians per sec., = 3.08 radians per sec., 


dt 


d<p 

dt 


= — 0.07 radians per sec. 


(2) Let a vertical disc of mass = 40 lbs. and radius r ■= 3 ft. rollon a horizontal plane with angular 

velocity = + ^ radia7isper sec., ivliile its centre O describes a horizontal circle of radius O'O =y = g feet 

with angular velocity about a fixed vertical axis O'Z'. At each extremity of a diameter ab let a mass 
m — 10 lbs. be attached. Find the pressure on the horizontal plane when these masses are in a vertical and in 
a horizofital Ime, Takeg ~ 32 ft.-per-sec. per sec. 

Ans. Let O' be the origin, O'Z' the fixed axis, and take GOy in 
the direction (7 Y'. The axes O'X', O' Y', O'Z' are principal axes. 
We have 63 ^ = o and = 0,0'^ = o, a. = o. Also, since O'Z' is 

fixed, GOyGO^ = o, 63 .^ 63 y = o, 63263^ = Q, GOj.GOy — Q, 

From equations (3), page 376, we have then 

Mfx — ~ liyOOyGo^^ 

and since the disc rolls, 

rooy = — yGOzy or 63 ^ = — 

y * 

elative to the plane X' Y\ is the same as the moment of inertia fot 
the horizontal axis cd through the centre of mass. Hence if 0 is the angle of Oa with the vertical. 



y./ m/ 

dxy =-1- imr^ cos* 0, 

4 


Let R be the vertical pressure of the horizontal plane at b. Then, by D’Alembert’s principle, 
RJ -(m + im'lgj = Mfx — + : 


cos* 0 J 6 )^ 63 ;,. 
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Substituting the value of oo^, we have 


f^'GD ■“ / xtl \ 

= (m + 2m)£- + —h 2mr^ cos® Oj. 


If we take distance in feet and mass in lbs , this equation gives 7? in poundals. For 7? in pounds we 
divide by^ and obtain 

7 ? = m ■\- 27 n 4- --+ 2mr^ cos® 0 ).(i) 


We see from (i) that the pressure R is greater than the total weight m + 2m. The greatest possible 
pressure for given r and y is when cos 9 = i or 0 = o, that is, when the masses m are at a and b in the figure. 
The least possible pressure is when cos 6 = o, or 0 = 90®, that is, when the masses 7n are at c and d in the 
figure. 

In the first case, when the masses m are in the vertical line ab, we have 0 = p and 
7 ? = 60 + ^^(90 + 180) = 61.25 pounds. 

In the second case, when the masses are in the horizontal line cd, we have 0 = 90 and 

7 ? = 60 + = 60.4166 pounds. 

If the masses 77t are removed, we have in all positions 

7 ? = 60 + = 60.4166 pounds. 

We see, then, that for a disc rolling as in the example the pressure on the horizontal plane is greater 
than the weight of the disc. 

(3) hi the precedifig exaiiiple let the horizontal plane on which the disc rolls be above uistead of below the 
disc. Fmd the force R 7iecessary to keep the disc in contact with 2' 

the plane. / 

Ans. In this case we have ^ 


and, as before, 


or 

• y 


t 9 TUkf rt 2 n 

I' ~ — + cos^ 0 , 


Mfx = — Jxy^^y^z- 


We have then, as before. 



Ry — (m. + 2771 )gy = Mfx = — cos® OjcOyGOg. 


Substituting the value of gd^, we have 


277 ir^ cos® 0j, 


for 7 ? in pounds 


7? = (m + 2;;z)j 


7? = (m + 2m) + 2wr® cos® Bj .(i) 


We see in this case that the force R is less than the total weight (m 4 - 2m), 
If the masses 7n are vertical zta and by we have 0 = 0 and 


R =z 60 — yj^ (90 + 180) = 58 75 pounds. 
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If the masses m are horizontal at e and d, we have 6 — 90 and 

i? = 60 - ^ = 59.3^32 pounds. 

If in (i) we put ie = o, we have for the value of for which no forc^ R will he required . 

(m ^ 

-h 2 Wr* COS® 0 




( 2 ) 


If the masses m are removed, we ha^e 


^ ^ 

~ \ “r~ = ^9-^ radians per sec. 


If the disc rolls with this angular velocity, R will be zero, that is, the disc is self-supporting and will roll • 
round on the horizontal plane abov^ h without any force R being necessary to keep it in contact. 

If GOy is greater than this, the disc will press against the horizontal plane above it. If cay is less than 
this, a force R will be necessary to keep the disc in position. 

(4) Discuss the action of the Gyroscope and Spinfiing Top. 

Description. —The gyroscope consists of a disc aa which is set in rotation about an axis in the direc¬ 
tion of the diameter of the ring R. This ring is attached to the rod 5 , which passes through a sleeve at h. 

This sleeve is pivoted in the fork^ so that S can rotate in a 
vertical plane, and the fork^ is pivoted aty so that this rod 
can rotate horizontally. A sliding counterweight 6^ can be 
so adjusted that the centre of mass of the apparatus can be 
made to lie on the same side of the standard as the disc, on 
the opposite side, or directly over the standard. 

Solution.— Let O'Z be the axis of the disc, coz the 
angular velocity about this axis, the rotation being clockwise 
as we look from 0 ' to C, the centre of the disc. Take the 
co-ordinate axes O'X, O'V', O'X' principal axes at the fixed 
point 0 \ 

Let the counterweight be adjusted so that the centre of 
mass 0 is on the same side of the standard as the disc. Let 
m be the mass of the apparatus, and its weight acting at 
the centre of mass 0 . The impressed forces are then 
and the reaction A^of the standard at O'. These always pass 
through t«he axis Hence the moment about the axis O'X' of the impressed forces is always zero, and 

by D’Alembert's principle we have M/z = o, or the moment of the effective forces about O'Z' also zero. 
From equations (4), page 376, we have then 

= o =. (// — Ix')GayGo^ 4- J/a,. 

In the case of a circular disc // is equal to If and 
hence llocz — o, or = o. Hence the angular velocity co^ 
about the axis O'Z' is constant whatever the position of 
the axis. 

Let the axis 0 *C of the disc make the initial angle 
with the vertical O' V, and the disc be allowed to fall under 
the action of gravity to the position in the figure where the 
axis O'C makes the angle 6 with the vertical. The angu¬ 
lar acceleration ay will be always at right angles to the axis 
O'C of the disc in the direction shown in the figure if O falls, 
in the opposite direction if O rises. Hence the axis O'C 
rotates about O' V clockwise as we look from 0 ' to V if 0 
falls so that the angular velocity about O' V is as represented in the figure. 

Just as in the preceding example, then, there is a certain value of oa.^ for which the disc is self-supporting, 
and when that value is obtained there is no farther fall. 
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If the counterwtiight is so adjusted that the centre of mass 0 is on the opposite side of the standard 
from the disc, tlie axis O'C of the disc will move upwards, the angular acceleration on and angular velocity 
oDv will be opposite in direction to that shown in the figure, and the axis O'C then rotates about O'V' in a 
clockwise direction as we look from V to O'. 

If the counterweight is so adjusted that the centre of mass is over the standard, the axis O'C of the disc 
neither rises nor falls, there is no angular acceleration a and the axis O'C does not turn about 0 ' V. 

Let the centre of mass 0 be as in the figure, and suppose the axis O'C of the disc has fallen from the 
initial angle Qi till it makes the angle 0 with 0 'V. 

Take the co ordinate axes O'X', O' K', O'Z' fixed in the body, and let the angular velocities about these 
axes be and 

The moment of the impressed forces and R is always zero about the fixed axis 0 ' V, and by conser¬ 
vation of momentum (page 390) the moment of momentum about this axis is constant for all positions of 
the body. 

In the initial position the moment of momentum about ( 9 ' F is //a?^ cos 0 i, since ooy for this position 
are zero. In the final position the moment of momentum about O' V is 

fzGOz cos 0 -{-Iy'r<Dy cos VO' cos VOX'. 

If we insert the values of the cosines from equations (5), page 168, we have then 

cos 0i = cos 0 -j-Iy'ooy sin 0 sin <t> — Ix^x sin 0 cos 0,.(i. 

where (page 167) 0 is the angle of O' Y' with the line of nodes. 

The initial kinetic energy is (page 378), and the initial potential energy relative to a horizontal 

plane at a distance y below O', \iy is the distance O'O of the centre of mass, is mg( J '+7 cos 0 i) when 0 
is on the same side of the standard as the disk, and mgiy —y cos 0i) when O is on the opposite side of 
the standard from the disc. The total initial energy is then 


<9i = m.'g{y ± y cos 0i). 


The final kinetic energy is (page 378) 


and the final potential energy is mg'(y ±y cos 0 ). The total final energy is then 

S + + ± jTcOsO). 

If we disregard friction, we have, by the prineijile of conservation of energy (page 304), & = or 


-Ix^xY—Iy^y^ = ± rxigy (cos 0i — cos 0), 


(2) 


where the ( + ) sign is to be taken for centre of mass 0 on same side of standard as the disc, and the (—) sign 
when it is on the opposite side. 

We have also, from Euler’s geometric equations (page 16S), 


do . ^ ^ 

Gj^ z=z — , Sin 0 -r- sin 0 cos 0. 

at at 


dO 


GOy = cos 0 + sin 0 sin 0, 


a" <p . ^ 
'dt 


d^ a , ^^0 
00, =z —- cos 0 + —;, 
^ df dC 


ii) 
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where^ is the angular velocity about O'V, or the angular velocity of precession; ~ is the angular 
ai 


dt 


d(l> . 


velocity of OZ' about the line of nodes (see figure, page 167), or the angular velocity of nutation; is the 

angular velocity of (Z Y relative to the line of nodes. 

Squaring and adding the first two of equations (3), we have 


^0^ . dt 


00 ^ + = - 7-2 + 


dt^ d^ 

Substituting this in (2), we have, since for the disc Jd = 


sin^ 0. 


Ix-ji + sin* 0 = ± 2 m.gy (cos 0i — cos0). 

at at 


Substituting the values of fi'oni (3) in (i), we have 

.,djp 


Ix~ sin* 0 = IzO^z (cos 01 — cos 0). 
dt 


We have also, from the last of equations (3), 


d(p di> - 

^ + -cose=«.. 


( 4 ) 


( 5 ) 


( 6 ) 


Equations (4), (5), (6) are the differential equations for the gyroscope. When 0 = 0 i, or at the beginning 
of motion, we have 


d^ 


: o, 


^0 


- = o, 


d<p 
It '' 


dt ' dt 

From (5) we have the angular velocity about O' V, or the angular velocity of precession, 

IzODz cos 01 — cos 0 


= — = - 
dt IJ 


sin* 0 


( 7 ) 


and substituting this in (4) we have for the angular velocity of O'Z' about the line of nodes, or the angular 
velocity of nutation, 

. 


(cos 0i — cos 6) 


2mgy 




Id 


I'x sin* 0 


(cos 0i — cos 0) 


( 8 ) 


where the (+) sign is taken for centre of mass 0 on same side of standard as disc, and the (—) sign when it 
is on the opposite side. 

From (8), taking the (+) sign, we see that for the centre of mass 0 o\\ same side of standard as the disc, 
is imaginary when 0 is less than 0 i. Taking the (~) sign, we see that for the centre of mass 0 on the oppo¬ 
site side of standard from disc, “ is imaginary when 0 is greater than Oi. Hence the centre of mass O 

always f alls froyn its initial position and can 7 tever rise above it. 

From (7), then, if is positive, that is, if the rotation of the disc when looking from O' to Z' is clock' 

wise, — is positive, or the rotation about O' K looking from O' to V is clockwise if the centre of mass 0 is 
dt 

on the same side of standard as the disc. 

If 0 is on the opposite side and is positive, 


dt 


is negative. If the centre of mass is over the 


cos 0 = 0, and = o, 
dt 


d^ 

dt 


standard,= o and the angle 0 i remains unchanged. Hence cos 
The axis O'Z' then remains stationary. 

These conclusions can be verified by the apparatus (figure, page 382) by shifting the counterweight. 

If we put ^ = o in (8), we obtain the maximum and minimum values of 0 . We have ^ = o when 
^dt^ dt 
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0 = 61, and this is the minimum value of 0 , for we have just seen that O always falls, and hence 0 cannot be 

less than 0 i. We also have^ = o and 6 a maiximum when 
at 


cos 01 — cos 0 = ± 2m.gy 


/j; sin* 0 


If we insert this value in (7), we have for the maximum value of od^ 


The minim.um value of a>.^ is when 0 = 0 i, or min. co.^ = o. We see from (10) that the maximum value 
of ooj, is independent of 0i and 6, or of the initial and final positions of the disc. 

From (9) we obtain for the maximum value of 9 


jTzGOg^ , i/ cos 6 

cos 0max. = ± + 1/ I “ —^ 

AtogyJx ^ ± 2mgy/^ 

Let us put for brevity and convenience the quantity 


4 m.gy/i 


• . (II) 


AragyUi 

Then we can write equation (i i) 

cos Gmax. = ± 4 - T 2 / 3 ^ COS 0 i + f 3 \ 


where the upper signs are for O on same side of standard as disc, and the lower signs for O on the opposite 
side from disc. 

We see, from (12), that the maximum value of 0 depends upon / 5 , and that this maximum value can be 
0“ 01 180**, that is, cos Omax. can be + i or — i only when ~ o. But P can be zero only when oo^ = o. 
Hence any velocity of rotation of the disc, however small, is sufficient to prevent the axis (yZ^ froin 
reaching the vertical. The self-sustaining power of the gyroscope is thus proved. 

From (12) we have 

Gmax. , ^ 

cos 01 -• COsGmax. = ± -..(13) 

If P or ca, is very great, cos 0 i — cos 0 max. is very small. Hence, by increasing the value of , ©max. — 0 i 
can be made less than any assignable quantity. This proves the apparently paradoxical result that the disc 
when rotating rapidly and set at any angle 0 i with the vertical does not visibly rise or fall. But we see. 

from (7), that for 0 = 0i, ^ is zero, and hence the disc must rise or fall in order to generate rotation about 
at 

O V. If ooz is great, this rise or fall is, however, very small and may not be visible. 

Let A be the length of the simple pendulum which would oscillate about O'X' or O K' in the same time 
as the apparatus, when qdz is ze^o. Then (page 337) we have 

my 


and equation (8) becomes 


and equation (7) becomes 


^ sin’ 0 — 2/?’(cos 01 — cos 0) (cos 0i — cos 6), . • 


. . . ( 14 ) 


= j/Z (cos 01 — COS 0).(l $) 


and equation (lo) becomes 


ii/C* 
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The centre of mass then oscillates up and down between the minimum and maximum values of 6i and 

dip 

max.O as given by (12), while the angular velocity of the centre of mass about O' V varies from ^ when 

the axis is in its initial position, to the maximum value given by (16). 

The complete solution of the problem requires the integration of the differential equations (4),(S) and 
(6). This necessitates the use of elliptic functions. If, however, assume that the velocity of rotation of 
the disc cu, is very great, and hence cos Qi — cos G max. or G — Gi very minute, we may obtain integrals of (4) 
and (5) which will express the motion with all requisite accuracy. 

Let us then assume aog or /3 very large and G — Gi very small, the centre of mass O being on the same side 
of O' as the disc. 

Let 6 — Gi or 

B =zBi + u, dB = du, 

where « is a very small angle. 

Then we have 

sin G = sin Gi cos u + cos 61 sin «, 
cos G = cos 6i cos u — sin 61 sin u. 

Also by series, since is a very small angle, neglecting higher powers of u than the square. 


Substituting, we have 


sm u^Uy cos « = I-. 

2 


sin G = sin Gi I-+ ^ cos 


cos V = cos Gil I — -—j ~ ^ sm 


Hence, neglecting higher powers of u than the square, 


and therefore 


sin^ G = sin* 61 — sin^ G, + cos* Gi 4- 2u sin 61 cos Gi, 


cos Gi — cos G = sin Q, q— u^cosBu .. (17) 

2 


^ ^ u sin Qi + ~u^ cos Qi 

cos Gi — cos 6._2_ 

sin* 6 ““ sin* G, + 2u sin 0i cos Gi + cos* Gi — td sin* G/ 


(cos Gi — cos 6)* _ 


sin* Qi 

' sin* Qi + 2« sin 61 cos Gi + «* cos* Gi — sin* Gi ‘ 


Inserting (17) and (19) in (14), we obtain 


.dt^. 


^ 2 , 4^2« sin Gi + (cos 61 — 4/3^)* 

Since /? or cox has been assumed very great, cos Gj maybe neglected in comparison with 4/3*, and we have 




4/2^ sin Gi — 4^V* 2/3 / sin G^ 


Integrating, since when / = o, = G — Gi = o, 


|/C . / .-L versin-^ 4 ^ . u = -Lcos"^(i - 

A 2/3 sin Gi 2/3 \ sin BJ 


sin Gi 2/3 


sin Gj 

u = —I — cos 

L 




. ( 22 ) 
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or, since cos 2^ = i - 2 sin* A, 


sin 01 sinM/Ji/^ /] 

2 fi^ \ y )' 


We have from (18), neglecting the square as well as higher powers of u (which may be done without 
sensible error owing to the minuteness of u, though it could not be done in the foregoing values of dt and /. 
since /?’ is great when u is small), 

cos 01 - cos 0 ___ usinBi 

6 sin® 61 -f 2U sin 0i cos 6i* 

The greatest possible value of sin 0i cos 0 i is for 0i = 45®, or 

sin 01 cos 61 = i 
2 

Since u is very small, we have then, neglecting 2u sin 0i cos 9 i, 


and substituting in (15), we obtain 


cos 61 — cos 6 __ u 
sin* 0 sin 0i* 


^ = 2/Ji/i?:. 

dl y X sin 01 


Inserting the value of u from (23), we have 


= .(24) 

Integrating, since dip ^ o when / = o, we obtain 

^ i f ■ ').. (" 5 ) 

Equations (23), (24), (25) give with all requisite accuracy the vertical angular depression of OZ\u= 0 - 0i, 
the horizontal angular velocity^, and the horizontal angle 'ip at the end of any time I, provided ooj. is very 
great. 

Referring to (20), we see that it is the differential equation of a cycloid ge7ierated by a circle whose angular 
diameter is (p^ige 140). 

When, starting from / = o (and therefore ^ ~ ^ ^ ^ greatest value, we have, from 

(21), (22), (24), (25) 


Tt /a sin 0i 

2P y g^ " " 2 ;^' 


dt py A' 


7i /A 

After the expiration of the time t =-py — we have 

dip , Tt 

« = o, -77 = o, V- = 77^, 


and 0 'Z has regained its original elevation and the horizontal velocity is zero. \0 2^ 

The axis O'Z^ then moves as if it were the element of a right circular cone 
AO'Zy the angle AO'Z' being equal to tiy which rolls on the cone ZCZAy the , 
angle ZO'A being equal to 61. 0 

(5) A layer of dust of uni for 7n depth dy d being small compared to the radius of the earthy isformed on the 
earth by the fall of meteors reaching the earth froTn all directions. Consider the earth as a homogeneous sphere 
of radius r a^td density and let d be the density of the layer. Find the change in length of the day. 

Ans. Let GOibe the angular velocity before and qo after the layer is formed, and h the moment of inertia 
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of the earth and / that of the layer. Since there are no forces in the system except the mutual action of the 
particles by the principle of conservation of moment of momentum (page 376 )> we have 


/,Q», = ( 7 , + 1)0), or 




The ni3.ss of the e3.rth is The mornent of inertis. of the e3>rth is then 

3 


The moment of inertia of the dust-layer is 


Hence 




/ S{r + - dr^ 

7 r 


Expanding, and neglecting and all higher powers, we have 


Therefore 


/ ^ 5 ^ 

/x ‘ 


00 = - 


If the density of the earth is taken at 5.5 as compared to water, and the density of the dust is taken 


at 2, and d = —r, we have 
20 


11 

OUl = - OOi , 

12 


5.5 X 20 

The length of the day in this case would be ii of 24 hours, or only 22 hours. 

12 

(6) If the earth gradually contracted by radiation of heat, so as to be always similar to itself as regards 
Its physical constitution and form, show that when every radius vector has contracted an nth part of its length 

where — is a small fraction, the angular velocity has increased a snth part of its value, 
n 

Ans. Let m be the mass of the earth, n its initial and r its final radius, and /i its initial and / its final 
moment of inertia. 

Then 

/, I = lmr', 

and 

I\ rf' 

/lOOi = /oo, or ooz=~(ax =-V* 

I r* 

But r = ri — nri = rfi — «). Hence 


“ n«(i - (I - 

Expanding, and neglecting and higher powers, 

00 = —i-ooi = (i + 2n)(x>i» 


I, 
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(7) If two railway trains each of mass m were to move in opposite directions from the poles along a 
meridian, and arrive at the equator at the same tvne, show that the angular velocity of the earth would be 
Kfn 

decreased by of itself, where E is the mass of the earth. 

Ans. Let / be the moment of inertia of the earth, and cox and (» the angular velocities before and after. 

2 

Then I = —Er^, where r is the radius of the earth, and we have 

2 2 

/(Ml = iGD^imr^co, or —^r*Mi = — 


Hence, neglecting ^ and higher powers, 


E+ 


(- 5 )‘ 


(8) Suppose a mass of ice m to melt from the polar regions for 20 degrees round each pole to the extent of 
about a foot thick, or enough to give i-^^ft, over those areas, which spread over the whole globe would raise the 
sea-level by only some such uridisc over able differefice as three fourths of an inch. Show that this would 
diminish the time of the earth's rotation by one tenth of a second per year. 

Ans. Let 0 be the angle from the pole, and 5 the density of the ice. Then the mass 7n is 

m = 47[r5r^(i — cos 0), -- 

CO (ft 

where r is the radius of the earth. We have rdB =:ds and the mass of a strip is / 

27 tSxds. But X = r sin 0, hence the mass of a strip is 27i:dr^ sin 0/0. The moment / 6 X \ 

of inertia is then « I / \ 

1=2 r 27 ir( 5 r* sin* 0/0 = cos 0 (i — cos 0 )(i +C0S 0 ), \ / 

t/o .3 \ / 

or, substituting the value of 7 n, >/ 

- 7 nr^ 

/= cos 0(i+cos 0). 

2Er* 

If is the mass of the earth, the moment of inertia of the earth is /= —If ooi is the angular 
velocity before and go after melting, we have, by the principle of conservation of moment of momentum, 

cos 9 (, +COS 9 )A,. = 

5 3 5 


oi?i — M __ 


cos 0(1 +cos 0 ). 


The final angular velocity go is then greater than the initial, and the time of rotation is diminished. 
The difference of time for one day is 


Substituting numerical values, the difference of time is easily found. 
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ROTATION AND TRANSLATION. 

Effective Forces — Rotation and Translation. —Equations (5), page 159, give the 
components of the acceleration of any particle of a rotating and translating body. For 
origin at the centre of mass we have = o, y = o, 7 = o. If we make these changes, 
multiply each term by the mass m of the particle and sum up for all the particles, we have, 
since = o, ' 2 my = o, ' 2 .mz = 0, for the component effective forces for a rotating and 

translating body of mass m = for any co-ordinate axes we please, 

= = .(i) 

where fx^fy^fx component accelerations of the centre of mass. 

That is, the effective force in any direction is the same as for a particle of mass equal 
to the mass of the body having the acceleration in that direction of the centre of mass. 

Moments of Effective Forces—Rotation and Translation. —Equations (10), page 160, 
give the component moments of the acceleration of any particle of a rotating and translating 
body. If we multiply each term by the mass m of the particle and sum up for all the 
particles, we shall obtain the component moments of the effective forces for any co-ordinate 
axes we please. Let us take these axes as principal axes at the origin 0 \ Then we have 

2 mx = o, 2 my = o, y>mz = o, also ' 2 mxy = o, ^myz ~ o, '^uizx = o. 

We also have 

+^) = 4 , ^7n{z^ + x^) = 4 , :Sm(x^ + y^) = 4 

where 4 , 4 > 4 are the moments of inertia of the body for the co-ordinate axes OX, 0 Y, OZ, 

We also have 

^mx'^ = ly^ , 'Zmy'^ = 4^; 7 • 'Zmx^ = 4y , 

where 4y ^ 4^? 4^ are the moments of inertia of the body for the co-ordinate planes 
XY, YZ, ZX, 

We have then from equations (10), page 160, for the component moments of the effective 
forces for principal co-ordinate axes through the origin O' 

/ _ _ 

— “4^ + LxOa.oOy — T^yOOyW^ + I^a ^,' 

^fy = ~ + lyay. .( 2 ) 

^'fz = -\~ Jy^Oi)y(iD„ — + I,a„ _ 
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where a;, are the co-ordinates of the centre of mass and /^are the component 

accelerations of the centre of mass. 

If any co-ordinate axis, as O'X', is fixed, we have = o, oo^oo, = o; if is fixed, 
we have dOyOo^ — o, c0yW^ = o; if O'Z' is fixed, we have oo^co^ = o, oo^ooy — o. 

If the co-ordinate axes are not fixed,-we have w^cOy = oOyO)^, ooyco, = 00,00^ = oo^co^, 

and since 


4, - hy =' 2 m{/ - — = I- 4 , 

4 - 4 = ^mix^ = 7^, 

equations (2) reduce to 

+ (4 — QCfO^Wy + 4», ■ 

^'xy = — ni_4J'4- (4 — I^)a}^a>^ -f lyay, .(3) 

Mf^ = vsxfyX — mf^y {ly — 4)(w,®„ + I^a^. 

> 

If we take distance in feet and mass in lbs., these equations give moments in poundal- 
feet. For pound-feet divide hy g, 

Momentum-Rotatiou and Translation.-Equations (4), page 154, give the component 
velocities for any particle of a rotating and translating body. If we multiply each term by 
the mass m of the particle, and sum up for all the particles, we have, since Xmx = o, 
Xmy = o, Xmz — o, for the components of the momentum for a rotating and translating 
body of mass m = Zm, for any co-ordinate axes we please. 


Zmv= mr 


XmVy = mvy. 


2 mi: = 


where v^, Vy, are the component velocities of the centre of mass. 

That is, the momentum in any direction is the same as for a particle of mass equal to 
the mass of the body having the velocity in that direction of the centre of ma.ss. 

Moment of Momentum—Rotation and Translation _Equations (10), page 155, give 

the component moments of velocity for any particle of a rotating and translating body. If 
we multiply each term by the mass in of the particle and sum up for all the particles, we shall 
obtain the component moments of momentum for any co-ordinate axes we plea.se. We have 
then from equations (10), page 155, since 2 ii,x = o,'27ny =0, 2m3 =0, and 2 ,/i{y^ 

= ,F) = Ty, 2 in{x^ +y) = 4 > for the component moments of momentum for a 

rotating and translating body of mass m ~ 

i 4 ,, = m-TJ - mvy¥ -f 4(»^, - 

M„y = mT’X - -|_ 40,,^,. 

M,, = mT>yX - m44-f-4®^. 

Conservation of Moment of Momentum—^Rotation and Translation. —We have from 
equations {4) for the component moments of momentum for a body-rotating about a trans¬ 
lating axis through the centre of mass, since = o, y = Oj J = Oy 

M.,y — lyWy, = . {a) 

and from equations (3) for the component moments of the effective forces 


fx lyOOgCcDy 

Mfy (4, - .Qgd^qd, + lya^y I. . . 

M, =: (I — / ] 0 l) GO I cx , 

fz — \^y ^xj y X r-'ati;* 


• kV) 
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If in equations {b) the co-ordinate axes OX, OV, OZ (figure, page 153) are fixed, we 
have QO^QQy = O, = o, G)y(jo^ = o, and the axis of rotation is fixed. If also we have 
= o, ^ =3= o, O', = o, we have = o, Myy = o, = o, and , GOyj 00, in equations {a) 
are constant. But since, by D’Alembert's principle, the moment of the effective forces is 
equal to the moment of the impressed forces, we have the moment of the impressed forces 
zero. 

Hence if the moment of the impressed forces about any fixed axis through the centre of 
mass is always zero, the moment of momentum of the body about that axis does not change. 

Invariable Axis. —If the moment of the impressed forces relative to the centre of mass O 
is always zero, the resultant must either be zero or always pass through O, In such case the 
co-ordinate axes do not change in direction and we have oo^ooy = o, oo^oo^ = o, cDyOo^ = o, 
and also My^ = o, My^ = o, My^ = o. Hence, from equations {b), =0, = o, o', = o and 

oDyi 00^ in equations {a) are constant. 

We have then the moment of momentum 


"22 


about an axis through the centre of mass whose direction cosines are 


cos a 


loo' 


COS /? : 


lyOOy 


loo ’ 


COS 


J'zOO. 

loo' 


• • W 

• . {d) 


and this axis is then invariable in direction. 

Hence if the moment of the impressed forces relative to the centre of mass is always zero, 
or if there are 710 impressed forces, there will be a certain axis through the centre of mass for 
which the moment of momentum is constant. This axis is invariable in direction, a7id its 
directio7i cosifies are given by equations {d). The moment of momentum aboict this axis is given 
by equations (^). 

Kinetic Energy—^Rotation and Translation. —The kinetic energy of a particle of mass 
m and velocity v is If a particle has the component velocities v^, Vy, v^, we have 

^2 — ^ and 



Equations (4), page 154, give the component velocities for any particle of a rotating 

and translating body. If we square these component velocities, multiply each term by \^m, 

sum up for all the particles and add, we shall have the kinetic energy for a rotating and 
translating body for any co-ordinate axes we please. Let us take these axes as principal 
axes at the centre of mass. Then we have i2mx rr o, i2my = o, 'Xmz = o, and also 
'S.mxy = o, ^myz = O, i2mzx = 0. We have also 2m{y^ + — 4 ,, lSm{z^ + x^) = f, 

^m{x^ +/) == 

We have then for the kinetic energy of a rotating and translating body 


3C +koo,\ 


( 6 ) 
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If we take mass in lbs., this equation gives kinetic energy in foot-poundals. For foot¬ 
pounds divide by g. 

Spontaneous Axis of Rotation. —The axis through the centre of mass about which a 
body rotates at any instant is called the spontaneous axis of rotation. If oo^yOOy^ cy, are the 
component angular velocities for any co-ordinate axes through the centre of mass, the 
resultant angular velocity is 

GO^ V 00^ + GDy -j“ 00^, 

and the direction cosines of the axis are 




cos y = 


GO 


Instantaneous Axis of Rotation. —The instantaneous axis is parallel at any insb 
the spontaneous axis and passes through a point whose co-ordinates relative to the ( 
of mass are given by equations (15), page 156. 

Examples.— (i) Find the motion of a sphere rolling on a rough plane. 

Ans. Let the plane be the plane of X'Y', and let the components of friction be Fx, Fy. All the 
other impressed forces can be reduced to a single resultant A’ at the centre of mass (9 and a couple which 
causes angular acceleration oc about an axis through 0 . 

Let Rx, Fy, Fz be the components of the resultant F, and 
ax, Uj, a^ the components of the angular acceleration a. 

Take the axes OX, OV, OZ through the centre of mass 0 
parallel to 0 'X\ O'Y\ 0 ' Z'. 

We have from equations (r), page 390, the component effective 
forces, mfx, mfy, vdfz, and from equations (3), page 391, since Ix = 
ly — for the moment of the effective forces about OX, 0 Y, OZ^ 

Mgx Txax, Flfy ^ lyay, Myz — Faz. 

By D’Alembert’s principle we have then 

m/jr = Fx + Fx, ^fy = Fy -f Fy, .. mfz = A*, | 

Ixax = Fyr, lyay = — Fxr, Faz =0. J 

But _ _ - _ 

fx — ' 2 ay—yaz, fy^xa^—'zax, /* 

and taking the origin at the point of contact P, 



JIT = o, y = o, ^ = 4- r. 

- “ - Tx Fy 

We have then fx = ray, fy ~ ra^ fz — o, or , a^ — — ^, a, = o. 

Substituting in equations (i), we obtain 


mP 4- ly 


mr‘^ + Ix’ m 


Or, since — ly — mP, where k is the radius of gyration, 


m/v = “jr-—^3. Ryt 

P + 


wfz —Fz- 
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2 7 

Now, and r® + Hence these are the same equations as for a particle of equal 

^2 c 

mass acted upon by — joi the acting forces. 

Hence the motion of the centre of mass of a ho 7 nogeneous sphere rolling on a rough plane imder the actio7t 
of any forces is the same as for a particle of the same mass if all the impressed forces except friction are 

r/iduced to — of their former value. 

Now ^fx^ + fy' is the resultant horizontal acceleration fh in the plane JiT'K', and VRy' is the 
Itant horizontal impressed force H. 

Hence, from (2), 

or m/i = 

If Rz is the normal force and the coefficient of friction, then ywT?* is the friction, and hence 


HencH 


mfh — H — fxRz . 


or n-^. 
7 7 ^’. 


If then the coeffirj of friction is equal to or greater than the sphere will roll without sliding. 

*] t\ z 

(2) A sphere is plated oti an inclmed plane sujficiently rough to prevent sliding, and a velocity i^i any 
directiofi is co??tn^imicated to it. Show that the path of the centre is a parabola. If v is the initial horizo 7 ttal 

velocitv of the centre, aiid a. the inclination of the plane, show that the latiis rectum will be — —-. 

g g sin a 

Ans. The acceleration down the plane, from the principle of the preceding example, is ^ g sin a. If 

the initial velocity v makes an angle 0 with the line of slope, the velocity down the plane is v cos 0, and at 
right angles v sin 0 . There is no acceleration at right angles. The distance passed over at right angles 
in the time t is then 


and the distance :ir down the plane is 


y = vt sin 0, 


X = vt cos 0 + — gt^ sin nr. 

ir 


Eliminating /, we have for the equation of the curve 

tane ^ 

This is the equation of a parabola. If the initial velocity is horizontal, 6 = 90°, sin 0 = i, tan 0 = 00, 
and we have 

2 H 

^ g sin nr 


(3) Show, as in example (/), that the motion of the centre of mass of a ho^nogeneous disc rolling on a rough 
plane under the action of any forces is the same as for a particle of the same mass, if all the forces except 
friction are reduced to two thirds of their former value ; also that the disc will roll without sliding if the 

I H 

coefficient of friction is equal to or greater than ~ • jr* 

(4) Show in the same way that for a circular hoop the motion of the centre of mass is the same as for a 
particle of the same mass, if all the forces except friction are reduced to one half their former value; also 

T H 

that the hoop will roll without sliding if the coefficient of friction is equal to or greater than ~ 
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(5) Also show in the same way for a spherical shell that the forces are reduced to three fifths their former 
value, and that the shell will roll without sliding if the coefficient of friction is equal to or greater thafi 

(6) A hoop 77 ioving i 7 i a vertical pla 7 ie m co 7 itact with a rough horizontal surface has at a given instant 
an angular velocity opposite m direction to that which would enable it to roll m the directio 7 i of its translation 
at that instant. Find the niotion. 

Ans. We have the effective force i^and the moment of the effective force la, where / is the moment 

_ of inertia for axis through centre of mass 0 at right angles to the plane of the hoop. 

The impressed forces are the weight mg, the equal and opposite pressure R and 
/\ the friction F = fji 7 ng acting opposite to the direction of motion. We have then, 
j ^ \ from D’Alembert’s principle, 

-T- mf = - or f=-p.g-, 

\ W / 

\ J Ja = — j.tngr, or a = — 

\ ar / ‘ I K- 

F I where /r is the radius of gyration. 

Hence the linear and angular accelerations are constant. 

Let ^1 and be the initial values of the linear and angular velocities and F, co the final values at any 
time t, and we have __ 

V ^v\— Pgi, '\ 

u^r. f .(0 


At the instant when slipping ceases we have v + rGD=z o. 

Eliminating v and (^, we iKXve for the time after which slipping ceases 


where // is the coefficient of friction for slipping. • For the linear and angular velocity at the instant when 
2dii)[)ing ceases we have then 

^ r(f 7 ., - ^ K-v.,. -y. .( ^ 

K'^ + r- 

For ciny interval of time loss tlnin / ns ^iveii by (2) equations (i) give 7/ and f.t, when /t is the coefficient 
for slipping. For tiny interval of time greater than this equations (l) also give v and ro, but fi is the coeffi- 
cient for rolling friction. __ 

In equations (3). if rv^ - is negative, F is negative. Hence if is greater than the hoop at 

the instant sliding ceases will have translation opposite in direction to the initial translation. 

Equations (i), (2). (3) hold for a sphere or cylinder also. We have only to substitute the value of /c" in 
each case. 

(7) A disc whose plane is ve 7 ‘tical I'olls without sliding down a7i inclined plane. Find its 7noti07t. 

Ans. The effective force is m/ parallel to the ijlane and the moment of the effective force la, where I 
is the moment of inertia for axis through the centre of mass 0 at right angles f; 

to the plane of the disc. V— 

The impressed forces are the weight mg, the normal pressure R — vig t, /^\ 

where i is the angle of inclination, and the friction / — /.lR z=. j,un^ cos i acting f | 

opposite to the motion. \ 

By D’Alembert’s principle we have then ^ 

ni/ = mj,'- sin / — }.L 7 ng cos /, or J — g sin i ~ gg cos i, . . (i) 


Ja = — Fr == — gnirg cos i, or a = 


gniig cos / 


j.l7g cos Z 



where k is the radius of gyration. __ 

Now the condition for rolling without sliding is/" -f ra = o. From (2), then, we have 


— _ jarg cos z 

J - p , 


gF cos i 
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STATICS OF RIGID BODIES. 


CHAPTER I. 

FRAMED STRUCTURES. 

Stress. —We have seen (page 174) that the exertion of force upon a body or particle is 
only one side of the complete phenomenon which consists of the simultaneous action of 
equal and opposite forces between two bodies or particles. We call these internal forces 
STRESSES. Stress, then, is a force internal to the body or system considered, while the term 
force is reserved for external action. 

We speak, then, of the force on a body or particle, and the stress in a body or between 
two bodies or particles. 

Tensile Stress and Force. —Let a body AB be acted upon by two equal and opposite 
forces + -^1 — in the same straight line. These 
forces act to stretch the body, and are therefore 
called tensile forces. 

If there is equilibrium, we must have at any two sections A and ^two equal and oppo¬ 
site stresses, S, — S, which resist the extension. These are called TENSILE STRESSES. 
The tensile forces act away from each other, tending to pull A and B apart. The tensile 
stresses act towards each other, tending to draw A and B together. We have thus a force F 
and an equal and opposite stress in equilibrium at A, and a force F' Sind an equal and oppo¬ 
site stress in equilibrium at B. 

We see also that if the stresses are tensile, they act away from the ends A and B. 

Compressive Stress and Force. —In the same way, if the forces are reversed in direction, 
we have COMPRESSIVE FORCE and compressive stress. The compressive forces act to 

make A and B move towards each other, and the 
compressive stresses to move them apart. 

We see also that if the stresses arc compress¬ 
ive, they act towards the ends A and B. 

Shearing Force and Stress. —The algebraic sum of the components parallel to a section 
of all the external forces on the right of that section tends to make that section slide upon 
the consecutive section on the left. The algebraic sum of the components parallel to a 
section of all the external forces on the left of a section tends to make that section slide 
upon the consecutive section on the right. 

For reasons to be given later (page 402) we always take the algebraic sum of the 
components parallel to a section of all the external forces on the left of that section, and 
call this algebraic sum the shearing force for that section. 

We define, then, the shearing force for any section as the algebraic sum of the components 
parallel to that section of all the exter 7 ial forces on the left. 

It is resisted by the shearing stress or resistance of the section to sliding on the 
consecutive section on the right. This shearing stress is equal and opposite to the shearing 
force. Since for equilibrium the algebraic sum on one side must be equal and opposite to 
that on the other, we can define the shearing stress for any section as the algebraic sum of 
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mponents parallel to that section of all the external forces on the right. Thus in the 

p case of a horizontal beam AB acted upon by 
vertical loads P^ and the vertical 

upward reactions and the shearing force 
for any section at a between the left end and 
P^ is by definition +section at 
b between P^ and P^ the shearing force is 
R^ —Pj. For any section at c between P^ 

and P3 the shearing force is -f- Pi -^1 ~ P2* 
For any section at d between P^ and the right 
end the shearing force is-^ R^ — —P^ — P3. 

The ordinates of the shaded area thus give the 
snearing force to scale. The shearing stress is equal and opposite. 

If we have a load of w per unit of length, uniformly distributed, we have for the 
shearing force for any section distant x from the 
left end 

wl 

T' ’ 



shearing force 


wx, 



which is the equation to the straight line.^^^ 
passing through the centre of the span. The 
ordinate to this line at any section a gives the 
shearing force to scale. The shearing stress is 
equal and opposite. The shearing force at the 
centre is zero. 

Equilibrium of a System of Bodies. —If a number of rigid bodies are connected by 
strings, rods, joints, etc., and the system is in equilibrium, each body of the system must be 
in equilibrium, and the conditions of equilibrium apply to each body as well as to the whole 
system. 

Examples.—(i) In the system of pulleys shovm find the relatioji between P arid Q for eqiiilibriu 7 ny disre- 
qardmg friction and rigidity of ropes, 

Ans. The tensile stress in a continuous string with two equal and opposite forces at the ends must be 
the same at every point of the string. 

Let T\, T's, T’a, etc., be the tensile stresses as shown, and m the massof each 
pulley. 

Then we have for equilibrium in gravitation measure 



T. = P, 

2 7*1 -• TIj — = o, 

2 Tin — 7*3 — = 0 , 

2 Ti!^ — m '=■ 


T<i = 2P — m, 

Ts = 2^P — ( 2 ^ — 

7^4 = 2^P — ( 2 ^ — i)m. 


or in general, if n is the number of movable pulleys, 

Tn - - (2»*-i - i)m. 

But for the last pulley we have 

2 Tn - Q — m = Q, 

Hence we obtain in general 


Q — 2'^P — (2« — i)m, or P =z 


Q + (2^ — \)m 


[Student should compare solution by virtual work, example (6), page 218.] 
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(2) In the system of pulleys shown find the relation between P and Q for eguilibrium, disregarding fn 
and rigidity of ropes. 

[Student should compare solution by virtual work, example (7), page 218.] 

Ans. The tensile stress in the rope is 7 " = P at every point. If, then, n is the -^- 

number of times the rope would be cut by a plane AB between the two blocks, and 
m is the mass of a block, we have / N \ 


nP ^ Q + My or P 


_ Q + ?n 


In the figure « = 6. 

(3) In the system of pulleys .shown find the relation between P and Q for equilib^ 
riufHy disregarding friction and rigidity of ropes. 

Ans. We have, if m is the mass of each pulley, 

Ti = P, 



— 2X1 m =■ o, Xu = 2P + 

Xa -- 2 X^ — m o, Ps = 4P + 

etc. = 8P + 

Xn = 2 «“ip + ( 2 «”I — i)m, 
where n is the number of pulleys. Also we have 
X\. + Xa + Xa + . . . Xn — Q. 

Substituting the values of Xi, Xa, etc., 

P[i + 2 + 4 + . . . 2«-^J + m[i + 3 + 7 + ‘ • (2”"' - I)] = Q. 


Hence 

P{2^ — i)+ m{2” — i) — nm = Q, or P = 


Q + nm — 7;z(2« — i) 


^ V ^ — (2”— l) 

[Student should solve by virtual work.] 

(4) In the differential pulley shown in the figure ^ an endless chain passes over a fixed pulley A, then under 
a inovable pulley to which the 7 nass Q is Inmg, and then over another fixed pulley B a little smaller than A. 
Xhe t%vo pulleys^ A and B, are m 07 ie piece and obliged to tur 7 i together. Xhe two 


ends of the chain are joined. Xhe force P is applied as show 7 t. Xo preve 7 tt the chain 
fro77i slippi7ig, there are cavities in the circumferences of the pulleys mto which the 
lifiks of the cham fit. Fifid the relation between P a ftd Q for equilibriu 7 n. 

Ans. We have 2 P — = o, or P = —. Let a be the radius of A, and b the radius 

^ 2 

of B. Then, taking moments about C, 

Xa — Xb — Pa •=! o, 

'T Q 

or, inserting “ 

2a 



By taking a and b nearly equal we can have P very small. 

(5) Xhe requisites of a good balance are as follows: ist. It should he ^‘iruef that is, when loaded with 
equal 77iasses the beam should be horizontal. 2d. It should be “ sensitivef that is, when the massed dijfer by a 
small amo7mt the angle of il.‘t beam with the horizontal should be large, jd. It should be ** stablef that is, 
when moved from equilibrium it should return quickly. Show the conditions necessary for these requisites. 
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Ans. Let the masses be P and Q, and^ W the weight in pounds of the balance acting at its centre of mass 



C. Let the fulcrum be at F, above C, and draw FD perpendicular 
to the beam AB at D. 

Let AD = a, BD — b, FC = d, FD = and 0 the angle of the 
beam with the horizontal. ^ 

Then for equilibrium, taking moments about F, we have 

Q{b cos ^ — h sin 6) — P{a cos B + k sin 0 ) — Wd sin 0 = o. 



1. If the balance is “true,'" we must have 0 = o when P :=z Q. We see, from (i), that to satisfy this 
requisite the arms must be equal. We have then for a true balance b and 

ton ft - (g — 

» P)h-\-Wd . 

2. If the balance is to be “sensitive/’ 0 must be large when g - P is small. We see from (2) that to 
satisfy this requisite h and d must be small relative to the length of arm a. The sensitiveness is increased, 
therefore, by either increasing the length of arm or by bringing the centre of mass and point of suspension 
nearer the beam. 

3. If the balance is to be “ stable,” or to return quickly when disturbed, the moment Wd sin Q oiW about 
the fulcrum must be large. Hence stability is increased by moving the point of suspension away from the 
beam. 

The conditions, then, for stability and sensitiveness are at variance. Stability is gained at the expense 
of sensitiveness, and vice versa. 

In scientific measurements, where great accuracy is required, stability is sacrificed to obtain great sensi¬ 
tiveness. The balance recovers slowly from a disturbance, and time is required for it to come to rest. For 
ordinary commercial purposes, where it is desirable to save time, sensitiveness is sacrifu'ed to stability. 

Framed Structures. —A framed structure is a collection of straight members joined 
together at the ends so as to make a rigid frame. 

The simplest rigid frame is obviously a triangle, because that is the only figure whose 
shape cannot be altered without changing the lengths of its sides. All rigid frames must 
consist, therefore, of a combination of triangles. 

Any point where two or more members meet is called an APEX of the frame. 
Determination of the Stresses in a Framed Structure. —We have external forces acting 
upon the frame, and tensile or compressive stresses in the members. If the frame is in 
equilibrium, the stresses and external forces form a system in equilibrium. 

Also, since equilibrium must exist at every apex of the frame, all the forces and stresses 
at any apex form a system of concurring forces in equilibrium. Tensile stress acts away 
from an apex, compressive stress towards an apex (page 397). 

We have then two methods of solution: 


Y. Method by Resolution of Forces. —In the figure we have a frame acted upon 


by known external forces P^, and the upward pres¬ 

sures of the supports and at A and B. 

Take any apex, as a. At this apex we have P^ and 
the stresses in aA, ^/and ab, forming a system of con¬ 
curring forces in equilibrium. 

If we denote these stresses by the 

angles of the members with the horizontal by a^, a^y 
a^y and with the vertical by j 3 ^y we have then 

for equilibrium, if a^is the angle of P^ with the horizontal, 



and /?5 with the vertical, 


cos + ^2 + 6*3 cos cos + P^ cos = O; 

Sj cos + 5*2 cos ySg + S3 cos cos cos = o, 
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or in general, for any apex, 

cos a + cos Of = O, 1 

SS cos p + cos p = o, \ . ^ ^ 

Since we have thus two equations of condition, this method can be applied at,any apex 
where there are not more than two unknown stresses. 

Components to the right and upward are positive, to the left and downward negative. 
If then a stress comes out with a minus sign, it denotes that the stress acts towards 
the apex and is compressive. If it comes out with a plus sign, it denotes that the stress 
acts away from the apex and is tensile (page 397). 

2. Method by Moments.— Suppose the frame divided into two parts. Then the 
stresses belonging to the cut members must evidently hold in equilibrium the external 

forces on cither side of the section. p 

^ .-ft 

Thus, in the figure, if we suppose af^ <?/cut, the stresses of ' 

these members must hold in equilibrium R and The algebraic \z 

sum of the moments relative to any point must then be zero. \ 

If then we wish to find the stress in we can take the centre ^ 

of moments at f. The moments of the stresses in ^/'and ef will 
then be zero, and if / is the lever-arm for ab^ we have ^ 

— ab . / 4 - moments of external forces on left of section = o. 

Observe that the moment for the stress in ab is to be taken with the sign indicated by 
the arrow. 

So if wc wish to find cf^ we should take moments about thus eliminating the 
moments of ab and af. 

Or if wc wish to find af, we should take moments about Ay thus eliminating the 
moments of ab and ef. 

The method, then, is in general as follows: Divide the frame and consider only one 
portion, as, for instance, the left-hand portion. 

Place arrows on each cut member pointing towards the section. 

To find the stress in any one of the cut members take the intersection of the other 
members cut as a point of moments. This will eliminate these members. 

Place the algebraic sum of the moments of all forces and stresses for this point of 
moments e([ual to zero. 

This method is general and can always be applied to find the stress in any member 
when all the cut members whose stresses are unknown, except the one whose stress is 
desired, meet in a point. 

If two of the cut members are parallel, their intersection is at an infinite distance, but 
^ ^ ^ the method still applies. 

/\r 7 \ Thus if wc wish to find the stress in cb, 

_ / \|/ ^\ \/ \/ \ we take a section cutting ah, be and cd. 

' J /f ' 1 ^ J The intersection of ab and cdis at an infinite 

5 distance. We therefore have the lever-arm 

for cby CO cos p, where p is the angle of cb 
'"''n / with the vertical. Hence 


— Pg-o ~ -f- X CO cos /? = o, or cb cos /^ + = o, 


cb - (Pi - Pi - P3) sec p. 
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The algebraic sum of the external forces — Pi — JP^) SHEARING FORCE 

(page 397). For horizontal chords and vertical forces we have then the vertical component 
of the stress in a brace in equilibrium with the shearing force. 

It is evident that if the shearing force is upwards or positive, the stress in cb will be 
compression and negative. If then we take the compression as negative and tension as 
positive, the sign will denote the character of the stress It is for this reason that we have 
taken shearing force as the algebraic sum of all the forces on the left (page 397). 

Superfluous Members. —We see from equations (i), page 401, that we have two 
equations of condition for equilibrium at any apex. If then at any apex there are more 
than two members whose stresses are -necessarily unknown, the frame has superfluous 
members. 

Criterion for Superfluous Members. —The simplest rigid frame is a triangle, and all 
rigid frames must consist of a combination of triangles. 

Any one member fixes the position of two apices. Every other apex after the first two 
requires two members to fix its position. If then 71 is the number of apices, 2[7i — 2) will 
be the number of members, lacking one. Let in be the number of members. Then if there 
are no superfluous members, we must have 


m 


I = 2{n — 2 ), 


or in 


2 n 


If m is less than 211 — 3, there are not members enough. If in is greater than 2;^ — 3, 
there are superfluous members. 

Examples.—(i) In the cases of the three frames represented, show that in the first case there are not enough 
members and the frajne is not rigid; in the second case the frame is rigid and there are no sicperfluous 
members; in the third case there is one superfluons member. 

Ans. From our criterion we should 



have 


ni 


2n — 3. 

But we have in the first case n — 6. 
Hence m should be 9. But in is only 8, 
or one less than the necessary number. 

In the second case n = 6 and m = 9, 
as should be. In the third case n — 6 and 

m = 10, or one more than necessary. 

(2) A roof truss has a span of 48 feet and a centre height of 18 feet. Each rafter is divided Mo two 
equal parts, and the lower tie into two equal parts, and the bracing 
is as shown in the figure. Find the stresses in the members for a 
load of 800 pounds at each upper apex. 

Ans. The reaction at each end is = 1200 pounds. We find 
it as follows : 

Take .5 as a point of moments. Then we have 


A X 48 — 800 X 36 — 800 X 24 - 
R = -f 1200. 


800 X 12 = 0, 


1st Method. For the different members we have for the 
cosines of the angles with the horizontal (cos a) and vertical 
(cos fi) 


At apex A we have then 



Aa ab 

Ad 

ad 

bd 

cos a: = 0.8 0.8 

I 

0.8 

0 

cos = 0.6 0.6 

0 0.6 

I 

l200 + .^<a:x 0.6 =0, .*. 

Aa = — 

2000 pounds. 

a A X 0.8 + Ad =0 

Ad - 

1600 
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The minus sign denotes stress towards the apex, or compression ; the plus sign stress away from the 
apex, or tension. 

At apex a we have 

— Aa X 0.6 — 800 + ad X 0.6 — ad x 0.6 = o, 

“ Aa X 0.8 ad X 0.8 + ad x o. 8 = o. 

Inserting the value of Aa already found and solving for ad and ad, we have 

ad ^ 13 s 3 h ad z=z ^ 666f. 

At apex d, since dc is evidently the s irne as ad, we can put 

— 2ab X 0.6 — 800 — dd =0, or + 800. 

2d Method. The centre of moments for Aa and ad should be taken at d, for ad and bd at A, for 
Ad at a. 

We have then for the lever-arms 

Aa ad Ad ad bd 

Lever-ariri 1.44 14.4 9 14.4 24 

Hence we have 

—Aa X 14.4 — r 200 X 24 = o, Aa ^ — 2000 pounds ; 

Adx 9 —1200X 12 = 0, Ad :=z Jr 1600 

— abx 14.4 + 800X 12 — 1200X 24 = o, ad I333i- “ 

- ad X 14.4 — 800 X 12 = o, ad ^ 666|- “ 

For bd we have 

bd X 24 — Soo X i2 + r^x 14.4 = o, 
or, since cd = ad — 666|, bd = + Soo pounds. 

(3) A bridire truss 100 ft. lone; A divided into five equal panels in the lower chord and four equal panels in 
the upper chord. The depth is constant and equal to a h c 

/o ft. 77 ie braci/iif is isosceles. Tmd the stresses for a 
load of Soo pounds at each lower ■ apex. 

A NS. A 11 = + 1600, BC— +4000, 

CD = + 4800, ab ~ 3200, 

= — 4800, = —2262.4, = +2262.4, .( 5 ^ = — I131.2, + 1131.2, Gr = o. 
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Fig. I. 


Fig. 2. 




Graphical Statics. —While the solution of statical problems by computation and ana¬ 
lytical methods is sometimes tedious and involved, they may often be solved with compara¬ 
tive ease and sufficient accuracy by graphic construction. 

The solution of statical problems by graphic methods gives rise to GRAPHICAL STATICS, 
We shall consider only co-planar forces. 

Concurring Co-planar Forces. —Let any number of co-planar forces F.^, F^, etc., 

given in magnitude and direction, act at a point 
A, Fig. I. 

In Fig. 2, from any point o, lay off to scale 

the line representative of F^ from o to i, then 

the line representative of F^ from i to 2, then 

the line representative of F^ from 2 to 3, then 

the line representative of F^^ from 3 to 4, and so 
on. The polygon 01234 thus obtained we call 
the FORCE POLYGON. 

If all these forces are in equilibrium, the 
algebraic sum of their horizontal and vertical 
components must be zero. But when this is the case, evidently 4 and o, in Fig. 2, must 
coincide, or the force polygon must close. We have then the following principle: 

If any number of co?icur ring forces are in equilibrium, the force polygon is closed. If 
the force polygori is not closed, the line 0 4. necessary to make it close gives the magnitude and 
direction of the resultant R. If we consider this resultant acting at the point of application A 
in the direction front 4. to o, obtained by following round the polygon in the direction of the 
forces, it will hold the forces at A in equilibrium. If taken as acting in the opposite direction 
at A , it will replace the forces. 

Cor. I. The order in which the forces are laid off in the force polygon is immaterial. 
Thus, in Fig. 2, if we had laid off o i, then the line representative of F^ from i to f, and 
then the line representative oiF^, we should arrive at 3 just as before. By a similar change 
of two and two we can have any order we please. 

Cor. 2. Any line in the force polygon, as o 2, o 3, or i 3, is the resultant of the forces 
on either side. Thus O 2 is the resultant of iq and iq > acting in the direction from 2 to 
o, hcrlds iq and iq equilibrium and replaces iq, iq and R. 
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Cor. 3. If the forces are all parallel, the force polygon becomes a straight line. Thus 
in Fig. I, if the parallel forces F^, F^, etc., act at the point Ay we ^ig. i. Fig. 2 

have the force polygon Fig, 2, 01234, and the closing line 40 is, as ^ 

before, .the resultant R and equal to the algebraic sum of the forces. 

If taken as acting from 4 to o, it will hold the forces at A in 
equilibrium. In the opposite direction it will replace the forces. ^ 

Notation for Framed Structures. —Let the figure represent a roof-truss 
composed of two rafters, a horizontal tie-rod and intermediate braces (a^ 
consisting of struts'and ties. 

The notation which we adopt in order to .designate any member of 
a framed structure, or any force acting upon the structure, is as follows: h 

We place a letter in each of the triangular spaces into which the 3'^ 

frame is divided by the members, and also a letter between any two forces. 

Any member or force is then denoted by the letters on both sides of it. Thus in the figure 
^ AB denotes the force Aj, BC denotes the fo 

M denotes the force DE denotes the upward prei 

^ *^3 of the right-hand support R^y EA denotes the up^ 

/ \ pressure of the left-hand support R^. Also, AOy Bby Lt 

\ ^ \ denote the portions of the rafters which have thes 

E letters on each side. The portions into which the lower 

p tie is divided are in the same way Eciy Ecy Ee. The 
K / ^^2 

braces arc aby be, cdy dc. 

The student should carefully adhere to this notation for the frame ivhenever using the 
graphic method. 

Character of the Stresses. —The determination of the kind of stress in a member 


of a frame, whether tension or compression, is as important as the determination of the 
magnitude of the stress. 

In the preceding figure, suppose we know the upward pressure at the left support R^ 
or EAy and we wish to find the stresses in the members Ea and Aoy Fig. i, which meet 
at the lower left-hand apex. If these Fig, 2. 

stresses and R^ arc in equilibrium, they will 
make a closed polygon. If then we lay off 
EA in Fig. 2, upwards, equal to /\\, and 
then from A and E diaiw lines parallel to 
Aa and Ea in Fig. i, and produce them 
till they intersect at a, Fig. 2, evidently 
the lines A a and Ea in Fig. 2, taken to the 
same scale as EAy will give the magnitude of the stresses in Ea and A a in Fig. I. 

Thus Lines in the force polygon uhich have letters at each end give the stresses in those 
members of the frame denoted by the same letters at the sides. 

Now as to the character of these stresses, the directions Aa and aF. in Fig. 2, obtained 
by following round in the known direction of are the directions for equilibrium (page 
404). 

Since we are considering the concurring forces icting at the left-hand apex, transfer 
these directions to Fig. i, and we sec that Aa acts towards the apex we are considering an^l 
thus resists compression, ai.l aE acts away from it and therefore resists tension. The 
Li AiQ is therefore compressive \ — ')y and in aE tensile 
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In general, then, If we take any apex of the frame in Fig. i, and consider the concurring 
forces acting at that apex as a system of concurring forces in equilibrium, we have the 


j round the force polygon in Fig. 2 in the direction indicated by any one of these 
ceady known ^ and transfer the directions thus obtained for the stresses to the apex in 
ider consideration. If the stress in any member is thus found acting away from the 
'* Is tension (-[-); if towards the apex, it is compression (—). 

lication of Preceding Principles to a Frame- —Let Fig. i be a frame consisting of 
rs, a horizontal tie-rod and bracing as shown, carefully drawn to a scale of a certain 
>f feet to an inch. This we call the FRAME DIAGRAM. 

Let the forces iq, F^ act at 
the upper apices, and let the reactions 
or upward pressures of the supports 
be and Notate the frame 

and these forces as directed, so that 
F^ = AB, F, = BC, F, =- CD, 
R^ == DF, R^ = FA, while the 
members are Aa, Bb, Cd, De, Ee, 
Ec, Fa, ab, be, cd, de. 



The outer forces acting upon the frame cause stresses in the members. These outer 
forces must first be all known, or if any are unknown, they must first be found. 

Lay off these outer forces AB, BC, CD, DE, FA in Fig. 2 to a scale of a certain 
number of pounds to an inch. . Each force in Fig. 2, having letters at its ends, is eqtial and 
parallel to those forces in Fig. i which have the same letters at the sides. 

The polygon formed by AB, BC, CD, DE, FA (in this case a straight line, Cor. 3, 
page 405) we have called the FORCE POLYGON. 

If the frame is in equilibrium, this polygon must always close, that is, the outer forces 
acting upon the frame must be in equilibrium. If it does not close, these outer forces are 
not in equilibrium and the frame will move. That is, the frame itself, so far as its motion 
as a whole is considered, may be treated as a point. 

Having thus drawn and notated the frame Fig. i and constructed the force polygon 
Fig. 2, we <:an find the stresses in the members. The forces and stresses at each apex must 
be in equilibrium, and therefore form a closed polygon. 

Thus consider first the left-hand apex. Fig. i. At this point we have the reaction FA 
and the stresses in Aa and Fa, constituting a system of concurring forces in equilibrium. But 
we already have FA laid off in Fig. 2. If then we draw Aa and Fa in Fig. 2 parallel to Aa 
and Fa in Fig. i, and produce to intersection a, the polygon is closed and we have in Fig. 
2 the stresses in Aa and Fa, to the same scale employed in laying off FA. Since FA acts 
upwards, if we follow round from E to A, and A to a, and a to F, in Fig. 2, and transfer 
the directions thus obtained for Aa and aE to the left-hand apex in Fig. i, we have the 
stress in Aa towards this apex or compression (—•), and the stress in aE away from the apex 
and therefore tension (-[-). 

[The student should follow with his own sketch and mark each stress with its proper 
sign as he finds it.] 

Let us now pass to the next upper apex, at F^, Fig. i. Here we have iq or AB and 
the stresses in and in'equilibrium. But we already have the stress in Aa and 

AB laid off in Fig. 2. 

If then we draw froni ^ and B in Fig. 2 lines parallel to ab and Bb in Fig. i, and pro- 
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duce to intersection b, the polygon is closed and we have in Fig. 2 the stresses in ab and 
Bb, Since AB is known to act downward, we follow round in Fig. 2, from A to B, B to d, 
d to ay and a to Ay and transfer the directions thus obtained to the apex at F^y Fig. 1, 
under consideration. We thus obtain the stress in Bb towards the apex or compression, the 
stress in ba towards the apex or compression, and the stress in aA towards the apex or com¬ 
pression, just as already found. 

Note that in the first case, when we were considering the apex at , we found the 
stress in aA acting towards that apex. Now when w.e consider the apex at we find the 
stress in aA acting towards that apex—in both cases, then, compression (page 397). 

Let us now consider the second lower apex, Fig. i. We have here no outer force, but 
the stresses in Ea, ab, be and cE must be in equilibrium and therefore form a closed polygon. 
But in Fig. 2 we have already found the stresses in Ea and ab. If then we draw from b a 
line parallel to be in Fig. i, and produce it to intersection c withjS'^^, the polygon* closes, and 
we have in Fig. 2 the stresses in be and eE, We have already found aE to be tension. It 
must therefore act away from the apex we are considering. We therefore follow^ rou 
Fig. 2, from E to a, a to b, b tooy and e to Ey and transfer the directions thus fom 
the corresponding members in Fig. i. We thus obtain the stress in Ea tension and the s 
in ab compression as already found, and the stress in be tension and in cE tension. 

Let us now consider the top apex. We have here the force F.^, “ stresses 

in Bby bCy edy and dCy in equilibrium. But in Fig, 2 we have already laid off BCy and we 
have found the stresses in Bb and be. If then we draw from and C lines parallel to 
cd and Cd in Fig. i, and produce to intersection d, the polygon closes and we have in Fig. 2 
the stresses in ed and Cd, Since BC acts downwards, we follow round from B to C, C to dy 
d to Cy c to by and b to B, Transferring these directions to the corresponding members in 
Fig. I, we obtain the stress in Cd compression and in dc tension, while the stress in cb is 
tension and in bB compression as already found. 

We can thus go to each apex and find the stresses in every member. 

The lines in Fig. 2 which thus give the stresses in the members constitute the STRESS 
DIAGRAM. Eaeh stress having letters at its ends in Fig. 2 is parallel to that viejnber in Fig, / 
whieh has the same letters at its sides. 

Apparent Indetermination of Stresses. —It sometimes happens that a frame has no 
superfluous members, and yet in applying the graphic method we are unable to find any apex 
at which all the forces but two are known. In such case the difficulty may be overcome by 
taking out one or more of the members and replacing them by another member, and then 
applying the method until we find the stress in some member which is not affeeted by the 
change. Or we may find the stress in this member by the method of sections (page 401). 
Having found this stress, we can replace the members taken out and find the actual stresses. 

Thus let Fig. i (page 408) be a frame'^ acted upon by the forces Tq y F^ , F^ y F^y 
etc., and the reactions or upward pressures of the supports R^y R^. 

Notate the frame and the forces by letters on each side as directed (page 405). 

Then lay off to scale the outer forces in Fig. 2, thus forming the force polygon 
ABCD , , , HIA, This polygon is a straight line in this case, because all the forces are 
parallel, and it must close, that is, the outer forces are in equilibrium. 

We can now proceed to find the stresses as follows: 

Consider first the left-hand apex, Fig. i. At this point we have the reaction A 4 and 
stresses in Aa and la constituting a system of concurring forces in equilibrium. But we a^ ‘ 


* Disregard for the present the dotted member in Fig. i. 
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f in Fig. 2. If then we draw Aa and la in Fig. 2 parallel to la and Aa in 
roduce to intersection a, the polygon is closed and we have in Fig. 2 the stresses 
JL to the same scale employed in laying off the forces. Since I A acts upwards, we 




follow round from I \.o A, A to a, and a to /, in Fig. 2, and transfer the directions thus 
obtained for Aa and al to the corresponding members in Fig. i. 

We have then the stress in A a towards the apex we are considering or compression (—), 
and the stress in al away from that apex or tension (+). 

Considering now the next upper apex, we have here the force AB known, the stress in 
A a already found, and the stresses in ab and Bb unknown. If then in Fig. 2 we draw ab and 
Bb^ thus closing the polygon, we obtain the stresses in ab and Bb, 

Since AB acts down, we follow round in Fig. 2 from A to By B to b to Uy and a back 
to Ay and transfer the directions thus obtained to the corresponding members in Fig. i. We 
have then the stress in Bb towards the apex we are considering or compression ( —), the 
stress in ba towards that apex or compression and the stress in aA also towards that 
apex or compression (—), just as we have already found it. 

Note that when we were considering the apex at , we found the stress in aA acting 
towards that apex. Now when we consider the apex at we find the stress in aA acting 
towards that apex. In both cases, then, compression (page 397). 

We can now consider the next lower apex, where we have the stresses in lay aby ^^and 
dm equilibrium. We already know/r? and aby and if we draw in Fig. 2 be and cly we 
obtain the stresses in be tension (+) and in cl tension (-1-). 

Thus far there has been no difficulty in the application of the graphic method. But 
now we cannot consider the next upper or lower apex, because at each we have more than 
two unknown forces. If we should start at the right end, we should soon come to the same 
difficulty on the right side. Apparently we can go no farther. 

The number of members is 27 (we disregard the dotted member in Fig. i). The 
number of apices is 15. We have then, applying the criterion for superfluous members 
(page 402), m = 2j^ 3. There are then no superfluous members. 

If now we rernove the two members de and ^/and replace them by the dotted member 
dfy where d takes the place in the new notation of the two letters e and dy we have still a 
rigid frame with no superfluous members. For the number of members is now = 25, and 
the number of apices is = 14, We have then m — 2n ~ 3. 

But this change has evidently not affected the stress in the member Ig. We can therefore 
now carry on the diagram until we find the stress in Igy or we may compute the stress in Ig 
directly by the method of sections (page 401). 
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Thus if we now consider the apex at Fig. i, we have at this point the stresses in the 
members Bb^ bc^ ce^ and e C, and the force BC^ all in equilibrium. We know BC, Bb and 
bc^ and if we draw in Fig. 2 ce' and e C, we obtain the stresses in e'C compression and in ce 
compression. 

We can then pass to the apex at -Fg, Fig. i, where we know all the forces except the 
stresses in Df and//. We draw then iy and fe' in Fig. 2, and obtain the stresses in Df 
compression and in fe' tension. 

We can now pass to the next lower apex, where we have the stresses in Ic, ce' and //, 
and can therefore find ^ and Ig. We draw then fg and Ig in Fig. 2, and obtain the stresses 
in and Ig tension. 

We have thus found the stress in the member Ig^ and since this is unchanged by the 
removal of the members de and ef^ we can now replace those members and remove e'f. 

We can now consider the second lower apex and find the stresses in cd and dg^ and can 
then pass to the apex at and find the stresses in ^/and Df^ and so on. We 
the stress in every member of the frame, and there is no real indeterminateness. 

Remarks tipon the Method. —The method just illustrated we may call the ^^gra^ 
method by resolution of forces^' The student will note that he must always know all but iwv. 
of the forces concurring at any apex before he can consider that apex. 

It is evident that if the frame is completely divided into two portions by cutting the 
members, the stresses which existed in the cut members before the section was made must 
hold in equilibrium the outer forces acting upon each portion of the frame (page 401). 

This is at once made evident by Fig. 2, page 405. 

Thus suppose a section cutting the members Bb, be and cE, Fig. i, and thus dividing 
the frame into two portions. We see from Fig. 2, page 406, that the stresses in the cut 
pieces make a closed polygon with EA and AB, the outer forces on the left-hand portion, or 
with BC, CD and DE^ the outer forces on the right-hand portion. 

If we solve the triangles in Fig. 2, page 406, we obtain algebraic expressions for the 
stresses identical with those obtained by the ‘^algebraic method by resolution of forces” 
(page 400). 

Thus, since the algebraic sum of the horizontal and vertical components of the forces 

acting at each apex must be zero, we have 4 - R, A a cos a = o, or Aa = - - , where 

cos a 

a is the angle of the rafter with the vertical. We get the same result at once from Fig. 2 by 
solving the triangle AaE. In the same way we have at once, from Fig. 2, ah = — F^ cos fj, 
where /S is the angle of ab with the vertical. 

We see also from Fig. 2, page 406, other relations. Thus we see that the stress in ab 
will be the least possible when ab is perpendicular to the rafter. We also see at a glance 
how the stress in any member is affected by a change of inclination of the member. 

Finally, the application of the method is equally simple no matter how irregular the 
frame may be. 

If the frame is symmetrical with respect to the centre, and the forces F^, F^ in Fig. 2 
(page 406) are equal, it is evident that the stresses in each half will be the same. We have 
then Cd = Bb, cd = cb, and so on. 

Choice of Scales, etc. —In general the larger the frame is drawn in Fig. i, the better, 
as it then gives more accurately the direction of the members composing it. 

The force polygon Fig. 2, on the other hand, should be taken to no larger scale 
consistent with scaling off the forces to the degree of accuracy required, so as to avoid the 
intersection of very long lines, where a slight deviation from true direction multiplies the 
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i error of one twenty-fifth of an inch is considered the allowable limit, the scale 
»o chosen that one twenty-fifth of an inch shall represent a small number of 
hin the degree of accuracy required. 

tress polygon Fig. 2 should be completely finished and the signs for tension (-[-) 
jression ( -) placed on lAe frame for each member as its stress is founds to avoid 
.1, before the stresses are taken off to scale. A good scale, dividers, straight-edge, 
and hard fine-pointed pencil are all the tools required. The work should be done 
^are, all lines drawn light, points of intersection accurately located and the frame 
^y notated to correspond with the force polygon. Care should be exercised to secure 
parallelism in the lines of the frame and stress polygon. Some practice is necessary 
' to obtain close results. It should be remembered that careful habits of 
.ation, while they tend to give constantly increased skill and more accurate results, 
ery slightly the rapidity and ease with which these results are obtained. 


Fig. I. 


Examples.—(i) A roof truss has a spa7i of feet and rise of J2.^ feet. Each rafter is divided into four 

equal panels. a7id the lorve*" horizontal tie mto six equal pa^iels. The 
braciui^ is as shown in the figure. A weight of 800 lbs. is sustamed at 
each topper apex. Find the stresses. 

Ans. Draw the frame in Fig. i to a scale of, say, 12 feet to an 
inch, and notate it. Then construct the force polygon ABC...HIA, 
Fig. 2. 

Note that 7^2 or ///and Ri or I A are equal and each 2800 lbs. 
The force polygon then closes as it should. We can take the scale 
of Fig. 2 as 3200 lbs. to an inch. Then an error of of an inch will 
be about 128 lbs. 

We can tlien find the stresses as shown in Fig. 2. 




Aa Bb 
— 6280 — 5816 


Cd 

- 4700 


Df 

- 3580 


be 

+ 720 


cd 

- 1060 


de ef 

+ 928 — 1452 


la 

- 5624 

I 

fg 

+ 2400 lbs. 


Ic 

+ 4832 


le 

+ 4024 


ab 

— 720 


The accurate results as found by computation (page 402) are 
— 6260 - 5813 — 4696 — 3577 + 5600 + 4802 4- 4003 — 

+ 720 — 1081 + 920 — 1443 4- 2401 lbs. 


720 


It will be seen that the greatest error is only 30 lbs. The above 
results were actually obtained from the diagram, using the scales 
Fig. 2. given. 

(2) Sketch the stress diagram for a rooftruss as shown itt the following Fig. i, equal forces actFtg at 
every upper and loiver apex. 

Ans. The student should 
note that the reactions DE and 
GA are each equal to half the 
sum of the downward forces, or 
2^ forces. 

We lay off then in Fig. 2 
AB. BC. CD downwards. Then 
DE upwards equal to 2| forces. 

Then EF. FG downwards. 

Then GA upwards equal to 21- 
forces, and closing the force 
polygon. 



Fig. I. 


The stresses can now be found as always. 


Fig. 3, 



Chap. II.] 


STATICS OF RIGID BODIES. 


411 

(3) We give hi the following figures a number of fraines with their stress diagrams.^ For the sake of 
generality the outer forces and reactions are often taken inclhied as well as vertical. 



Fij?. 6. Fij-. 7 Fij-. S. Fij;. y. 

*The student should sketch the stress diajC^rams for himself in each case, putting down, as he goes along 
the sign (—) and (+) for compression and tension upon each member of the frame as soon as he finds it. 




CHAPTER III. 

GRAPHICAL STATICS. NON-CONCURRING FORCES. 


Non-concurring Forces. —Let the co-planar forces Aj, F^, F^, F^, etc., act at the points 
A^, A^, A^ of any rigid body, Fig. i. 

If we lay off the forces to scale in Fig. 2, we have as before the force polygon 01234, 
and the closing line o 4 gives as before the resultant. If this resultant acts in the direction 


Fig. I. 



6 


Fig. 2. 
0 



4 o upon the rigid body, it will hold the given forces in equilibrium. If it acts in the direc¬ 
tion o 4, it will replace the given forces. 

We thus know the magnitude and direction of the resultant. But its position in the 
plane of the forces in Fig. i is as yet unknown. 

In order to determine this, choose any point 0 in Fig. 2, and draw the lines Oo and O4. 
This point 0 we call the POLE of the force polygon. Now since every line in the force 
polygon represents a force, by thus choosing a pole 0 and drawing lines ( 9 o, O4 to the 
extremities of the resultant o 4, we have resolved the resultant into the two forces represented 
by Oo and O4. This is evident from the fact that these two lines make a closed polygon 
with o 4, and hence taken as acting from 4 to 0 and 0 to o, as shown by the arrows, hold 
the forces F.^, /g in equilibrium, or replace the resultant 4 o (page 404). As the pole 

0 is taken anywhere we please, we can thus resolve the resultant 4 o for equilibrium into 
forces in any two directions we wish. 

Let us then consider the resultant 40 for equilibrium, replaced by the two forces 4O 
and Oo. Anywhere in the plane of the forces in Fig. i draw a line parallel to Oo and 
produce it till it meets produced if necessary, at a. 

If then we take and Fig. i, as acting at a, their resultant will pass through a and 
be parallel to s^ in the force polygon Fig, 2, because in the force polygon is the 
resultant of F^ and Sq, since it closes the polygon for those forces. Through a in Fig. i, 
then, draw a line parallel to s^ and produce it to intersection h with A^, produced if necessary. 
The line force polygon is the resultant of .q and F^. Parallel to this line then draw 

through hy Fig. i, and produce to intersection c with A^, produced if necessary. The 
line .Tg in the force polygon is the resultant of* and A3. Parallel to this line then draw 
jg through Oy Fig. i, and produce to intersection d with A^, produced if necessary. Finally 
through d in Fig. i draw a line parallel to in the force polygon. 


412 
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We thus find for any assumed position of Sq in the plane of the forces in Fig. i the 
proper corresponding position of s^. Since now and are components of the resultant in 
proper position and each may be considered as acting at any point in its line of direction, 
we have only to prolong them, and I/iezr intersection gives a pomt e on the line of directio7i of 
the resultazit. 

We prolong Sq and s^, then, in Fig. i to intersection e. The line of direction of the 
resultant passes through e. Acting in the direction from 4 to o, it will hold the forces in 
equilibrium. We thus know the magnitude, direction and position of the resultant for 
equilibrium. 

Position of Pole and of Indifferent. —The method is evidently general no matter 
where in the plane of the forces in Fig. i we take as acting, and no matter where we take 
the pole in Fig. 2. 

Pole, Equilibrium Polygon, Rays, Closing Line. —The point O we call the pole in the 
force polygon. It may be taken where we please. The polygon abed in Fig. i we fhf^ 
EQUILIBRIUM POLYGON, and aby bcy cdy etc., are its segments. In the present ca=>c 

Fig. I. Fig. 2. 




evidently the shape a string would take if suspended at any two points as A and By in Fig. i, 
on Sq and s_^. The stresses in the segments would be tensile. These stresses are given by 
the lines Oo, ( 9 l, O2, in the force polygon, and we call these lines RAYS. In general forces 
may act up as well as down, in which case some of the segments would sustain compressive 
stresses and our equilibrium polygon would contain struts as well as ties. 

Let us take any two points, as A and A, upon the end segments and s_^, Fig- L 
suppose them fixed. The force s^ acting at A we shall then have to replace by two forces, 
one parallel to the resultant and one in the direction AB. So also for 4^ at B. The sum of 
the two components parallel to the resultant must be equal and opposite to the resultant, 
and the component in the direction AB must be resisted by a strut or compression member 
AB. This resolution we make at once by drawing through 0 in the force polygon a line 
OL parallel to AB. The line AB we call the CLOSING LINE. Thus we see from Fig. 2 
that the sum of the components 4L and Lo equals the resultant. 

In any case, then, we can fix any two points of the equilibrium polygon, as ^ 4 , B, by 
drawing the closing line AB. A line OL through O parallel to ABy in the force polygon, 
gives the components into which Sq and s^ are resolved. 

We can then consider the entire polygon AabcdB, with its closing line ABy as a frame 
in equilibrium with the given forces, and can apply to it the principles of page 406. 

Thus take the apex A. Here we have the reaction — Lo in equilibrium with the 
stresses in AB and Aa. Following round in the force polygon from A to o, o to ( 9 , and 0 
to Ly and transferring these directions to the apex Ay we find Sq away from A or tension, 
and OL towards A or compression, just as on page 406. 
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So also at the other apex B we have = 4L in equilibrium with the stresses in AB 
and Bd, Following round in the force polygon from 4. to L, L to ( 9 , and O to 4, we find 
away from B or tension, and LO towards B or compression, as before. The components 
R, and R^ act opposite to the resultant 04 which replaces the forces, and are equal to it in 
de. The forces at A and B parallel to OL are equal and opposite. Hence the 
in equilibrium. 

ipitulation. —Our method, then, is as follows: 

Draw the force polygon by laying off the forces to scale one after the other, in 
^r. The line which closes this polygon gives the resultant in magnitude and 
When it is taken as acting in the direction obtained by following round the 
lygon in the direction of the forces, it will cause equilibrium. In the opposite 
it replaces the forces. 

2d. Choose a pole and draw the rays SQy s^y etc. 

3d. Draw the equilibrium polygon. 

4th. Fix any two points in the end segments of the equilibrium polygon by drawing 
the closing line of the equilibrium polygon between those two points. 

5th. A line drawn in the force polygon parallel to the closing line of the equilibrium 
polygon will divide the resultant into the two reactions at the ends. We thus have a frame 
the stresses in which can be found as on page 406. 

Graphic Construction for Centre of Parallel Co-planar Forces. —Let F^y F^y F^y 
etc., be parallel co-planar forces acting at the points A^y A^y etc., of a rigid body. 

We construct the force polygon Fig. 2 by laying off the forces F^, F^y etc. The 
resultant is then the algebraic sum of the forces and parallel to them. 

Then choose a pole Oy and draw the rays Sq, s^y etc. 

Anywhere in the plane of the forces, Fig. i, we draw a line parallel to to 
intersection a with iq; then ab parallel to to intersection b with iq; then be parallel to 
s^to intersection c with /q; then iq through c parallel to ^“3 in Fig. 2. 

The intersection d of and is a point on the resultant which therefore has the 
direction and position dC, 

Now suppose the forces iq, etc., all turned in the same direction through a 

right angle. 


Fig. I. 

\ 


Fig. 2. 


\ 


«o\ 




All 






/ 


/ 


/ 


I / 

X 




/ 


/si 


\ 


\So 


:>o 




-"S3 


Draw the new equilibrium 
polygon s^a'b'c's^y whose sides 
are respectively perpendicular 
to those of the first. 

The intersection of 
and is a point on the result¬ 
ant, which therefore has the 
direction and position d'C, 

The* intersection C of the 
two resultants gives the centre 


of force for the system (page 189). 

Cor. The same construction evidently determines the centre of mass (page 21), if we 
divide a body into a convenient number of portions, and take the weight of each portion, 
9 q, F^y iq, etc., acting at the centre of mass of that portion. 

Properties of the Equilibrium Polygon. —-The equilibrium polygon has many interest¬ 
ing properties. We shall call attention to only two. 

1st. As we have seen, the intersection of any two segments is a point in the resultant 
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of the forces included between those segments. Thus in the preceding Fig. i the intersec 
tion d of Sq and 5-3 is a point on the resultant of and F^. 

2d. Let Fig. l, be a portion of the equilibrium polygon, and Fig. 2 its corre 


„ sponding force polygon. 

Take any line fe in Fig. i parallel to iq, 
and draw the perpendicular cd — x. 

Let de = y be the ordinate between Sq 
and Sy 

In the force polygon Fig. 2, draw the 
perpendicular OH ~ H from the pole to 01. 
This is called the POLE DISTANCE of F^. 

Then by similar triangles we have 

y. X w F^-. H, 


Fig. I. Fig. 2. 



or Fyc = Hy. 


But F^x is the moment of iq with reference to any point on the line fe. 

Hence l/ie moment of any force^ as iq, with referejice to any point is equal to the t. 
through this point parallel to , included between the segme^its of the equilibriuvi ^ > 
which meet at /q , multiplied by the pole distayice of /q in the force polygon. 

Application to Parallel Forces. —The outer forces acting upon framed structures are 
generally weights and reactions of supports due to these weights. We have then in general 
to investigate a system of parallel forces. 

Let F^^ F.j,, F^, Fig. I, be vertical forces acting upon a rigid body or frame. 

Fig. I. , Fig. 2. P°^y- 

E ' 0 gon 0123, Fig. 2. Choose 

A 7 i\ 7 \ A g a pole Oy and draw the rays 


Then in the plane of the 
forces Fig. i draw .9^ to meet 
at a; then s^ through a to 
meet at Z>; then through 
b to meet F.^ at c; and finally 
^■3. We thus have the equilib¬ 
rium polygon sqrbcs.^. We see 
that the horizontal component 






of the stress in any segment is constant and equal to OH. 

Drop verticals through A and B which meet the end .segments i*,, and .93 in A' and B\ 
If we fix the points A\ B' by drawing the closing line A'B'y the reactions at A\ B' will be 
the reactions at A and B of the frame. 


Therefore in Fig. 2 draw OL parallel to A'B' and we have Lo — R^y and 3^ = R^, 

Draw the pole distance OH, Through the apex K of the frame drop the vertical 
Kkimi. Then, as just proved, OH (to scale of force) X kn (to scale of distance) = the 
moment oi R^. Again, OH X mn i\\Q moment of The resultant moment is then 
given by OH X {kn — nni) or OH X km. 

That is, for parallel forces the pole distance multiplied hy the ordinate of the equilibrium 
polygon at any pointy parallel to the forces included between the closing line and the polygojiy 
gives the resultant moment of all the forces oji either side of the ordinate with reference to a^iy 
point in that ordmate. 

If then we make a section cutting EKy CK and CDy and take the centre of moments at 
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K, we have (page 401) stress in CD X lever-arm for CD — algebraic sum of moments of 
and with reference to K. But this algebraic sum we have just seen is given by //X km. 

Hence stress in CD is equal to ,- 

^ lever-arm for CD 

We can therefore find the moment graphically at any point by multiplying the ordinate 
to the equilibrium polygon at that point by the pole distance. 

A few examples will make the application of the preceding principles clear. 

Ex. I. Let AB^ Fig. 1, be a beam or rigid body or framed structure subjected to two 
unequal weights iq and iq applied 


Fig. I. 



Fig. 2. 


'S/ 




at any two given points. Re- 
qijired the reactions at the sup¬ 
ports A and B, also the moment 
at any point of all the forces right 
or left of that point when equilib- • 
rium exists. 

Draw the force polygon Fig. 

2, choose a pole ( 9 , and draw 
s^y s^y and the pole distance H. 

Construct the equilibrium polygon, Fig. i, by drawing a parallel to i-Q to intersection a 
with F^; through a a parallel to to intersection I? with iq; through b a parallel to .q. 
Drop verticals from A and By and draw the closing line A'B'. Parallel to A'B^ draw OL 
in Fig. 2. 

Then Lo and 2L are the reactions at A and B\ and since they act upwards, the supports 
must be below A and B. 

The moment at any point k is equal to the ordinate kn multiplied by the pole 
distance H. 

Ex. 2. It is well to observe that the order in which the forces are taken makes no 
difference in the results, although the figure obtained may be very different. 

Thus take the same example 
as before, but number the forces 
in inverse order, Fig. i. 

We form the force polygon 
as before, choose a pole and draw 


Fig. I. 


Fig. 2. 



it-- 




Now parallel to 


we 


parallel to 


draw a line till it meets iq at a 
[note that must always be pro¬ 
duced to meet /q]; then from a a 
then from b a parallel to .5*2. Draw the closing line 




A'B'. A parallel to it in Fig. 2 gives the reactions Lo and 2L as before. At apex b of the 


we 


find i-2 tension, since 


iq acts downwards. 


At apex a we find Sq 


equilibrium polygon 

tension, since is downward. Hence at A\ .Tq acts away from A'y and following round in 
the force polygon we obtain Lo acting upwards. At B\ acts away, and hence 2L acts 
upwards also. The supports at A and B must then be below. 

As to the moments, the moment of the reaction at A with reference to any point k is 
H X kn. The moment of A2 is — i 7 x np. The resultant moment Is H X {km — np). The 
lower ordinates subtracted from the upper will give us the same figure as before. 

Whenever, then, we obtain a double figure as in the present case, it shows that we have 
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taken the forces in inconvenient order. We have only to change the order to obtain the 
moments directly from the equilibrium polygon. 

Closing. Line at Right Angles to the Forces—Choice of Pole Distance.—It makes no 
difference what inclination the closing line may have, because, as we have seen, the ordinate 
in the equilibrium polygon parallel to the resultant, multiplied by the pole distance, gives 
the resultant moment, with refereyice to any point 07 i that ordinate^ of all the forces right or 
left. 

We can, however, if we wish, always cause the closing line to be at right angles to the 
parallel forces. We have only to find first by preliminary construction the reactions or the 
point Z. If then we take a new pole anywhere in a line through this point at right angles 
to the forces, the closing line will be at right angles to the forces. 

As to choice of pole distance, we have only so to choose the position of the pole as to 
give good intersections for the polygon. The multiplication may be directly performed by 
properly changing the scale in the equilibrium polygon. The ordinate to this new scale will 
then give the moment at once. Thus if our scale of length in Fig. i, preceding, is 
five feet to an inch, and the pole distance in the force polygon Fig. 2, measured t 
scale of force adopted, is ten pounds, we have only to take fifty moment units to an inch 
the scale for the ordinates and they will give the moments directly. 

Ex. 3. Let the single weight .Fig. i. Fig. 2. 

act at any point of the rigid body __B 

AB. Then the equilibrium poly- A ' ' ^ 

gon is A'aB'. The vertical reac- '''l^mTnTTmTT^^ f 1 u 

tions at A and B are Lo and iZ, ^ 

both acting up, and hence the sup- V 

ports are below A and B. ^ 

We see at once that the ^ 

moment is greatest at the weight and decreases to zero at each support. 

Ex. 4. Let act outside of the supports A and B. Observe in constructing the equi¬ 
librium polygon that Sq is always produced till it meets F^\ also that the closing line A h' 
Fig. I. Fig. 2. always unites the two points ver- 

^ tically under the supports, upon 

1 ^ ^ the two end segments. 

L ] .. T B The reactions require special 


notice. 


Thus the reaction 


1 I resultant of the stresses in 

I i "h ^ ^ F'A\ or IZ in the force 

I' i polygon. The reaction 7 ?j_ at A 

; ||fl|||iiiii^ is the resultant of the stresses in 

! jip A'a and A'B'j or Lo in the force 

B' polygon. 

Since F^ acts downwards at apex a, we have compression and tension. Therefore 
at apex A' we take acting away, and hence obtain Lo acting down, or the support is 
above A. 

At apex B' we take acting towards B^, and hence obtain iZ acting up, or the support 
is below B. 

Ex. 5. One Downward and One Upward Force between the Supports. —Here 
we need only call special attention to the fact that as F^ acts up and is less than .^2 in tl 
force polygon Fig. 2 lies between Sq and 








GRAPHICAL STATICS.—NON-CONCURRING FORCES. 


[Chap. III. 


The reaction at A is the resultant of and L or Lo. The reaction at B is the resultant 
of ^2 L or L2. Since is down at a, we have Sq tension, and since is up at b, we 

have j*2 tension. At apex A', then, 
Q Sq acts away, and hence L is com- 

pression and Lo acts upwards and 
1 i i :: ^ support at A is below. At apex B\ 

1 ''p ^ acts away, and i is compression as 

'' ‘ * 's ' before and 2L acts downwards, or 

1 ^ support at B is above. 

^ V We see also that if F^were less, 

Fig. r. Fig. 2. so that 2 falls below L in the force 

polygon, the reaction at B would be upward also, and the support would then have to be 
below. The student should sketch the case for F^ greater than F^. 

At the point X we see that the moment is zero. If AB is a beam, the point X is the 
point of inflection,” or the point at which the curve of deflection of the beam changes 
from concave to convex. The beam would be concave upwards as far as X, and from there 
on convex upwards. 

Ex. 6 . In the preceding case, let the forces be equal. Laying off the force polygon 
Fig. 2, the first force extends from o to i, and the second from i back to o. Choosing a 
pole < 9 , and drawing v/o a 

find that and .5*2 coincide. ^ M 

'Constructing the equilibrium l ' ^ ' - f n 

polygon and drawing the closing T ‘ 1 | ol 

line AF' and its parallel L in the ' s 

force polygon, we see that the \\ — 

reaction at A or the resultant of | ™|l]|| i 

and L is Lo, and the reaction at f 

or the resultant of ^-2 and L is also 1' 

Lo. The reactions are therefore Fig. i. Fig. 2. 

equal. Since and.5*2 are both tension, we have reaction at^ upward, or support below-^4, 
and reaction at B downward, or support above B. 

This is in accord with the principle (page 186) that a couple can only be held in 
equilibrium by another couple. Moreover, the resultant of and in Fig. 2 is zero, and 
the point of application is at the intersection of and in Fig. i, or at an infinite distance. 
That is, the resultant of a couple is zero at an infinite distance (page 186). 

At X the moment is zero as before, and we have a point of inflection. 

Ex. 7. Two Equal Weights beyond the Supports. — The figure needs no 
explanation, except to call attention to the reactions. 

y _ ^Thus the reaction at A is Lo 

,1 ? j acting down. At B it is 2L acting 

i TF> - OF. \ 

^ llllllfifinn s/ moment at any point, in 

H'—all cases, is the ordinate multiplied 
^ ^ by the pole distance X. The shaded 

^ areas then show how the moments 


Fig. 2. We repeat here that the order 

in which the forces are taken, ..n all cases, as also the position of the pole, is indifferent. 
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The student will do well to work out cases to scale and satisfy himself that this is 
true. 


Ex. 8. Two Equal and Opposite Forces beyond the Supports. —Observe that 
Sq is produced till it intersects at 
a in Fig. i; then from ^ to 
then 5*2 parallel to ^*2 or in Fig. 2. 

The closing line-^^^' is then drawn. 

A parallel to it in Fig. 2 gives L, 

The reaction at A is Lo acting 
down, and at JB, oL acting up. 

Between F and the moment 
is constant. This is the graphic 
interpretation of the principle, page 
185, that the moment of a couple is constant for any point in its plane. 

Ex. 9. A Uniformly Distributed Load. —Let the load be uniformly distributed. 
We might consider it as a system of equal and equidistant weights very close togethe.. 

Thus in Fig. i the load area, which is a rectangle of uniform density, whose height 
the load per unit of length, and whose length is ABj may be divided into any number 

equal parts. The weight on each 
of these parts acts at its centre of 
mass. We can then lay off the force 
polygon Fig. 2. Since the reactions 
at A and B are equal, we take the 
pole in a horizontal through the 
middle point of the force line. The 
closing line^'i?' will then be parallel 
to AB (p2Lge 417). We can then draw 
s^y y 5*2, etc., and construct the 
equilibrium polygon. It is evident that the points <2, by Cy dy etc., will enclose a curve 
tangent to aby bcy cdy etc., at the points midway between, that is, where the lines of division 
of the load area meet the sides of the equilibrium polygon. 

The ordinates to this curve, multiplied by the pole distance //, give the moment at 
any point on the ordinates. 

It will be seen, however, that this method is deficient in accuracy, because the lines aby 
hcy cd, etc., are so short and there are so many of them. If, however, we can find what the 
curve A'abcdy etc., is, we could draw the curve at once. 



Fig. I. Fig. 2. 



Fig. 3. Fig. 4. 



Taking the pole as before, so that 
construct the equilibrium polygon A^abB\ 
c and B'. 


Suppose we divide the load area 
into only tAvo portions of lengths x and 
/ — ;r, where I — ABy Fig. 3. The en- 
tire weight over the portion ;r can be 
considered as acting at the centre of 
the load area. The same holds good 
for the portion I — x. We thus have 
two forces /q and iq- 

the closing line shall be parallel to ABy 

The curve of moments will be tangent at . 
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Now we see that, no matter where the load area is supposed to be divided, we shall 
always have for the distance between and 

- 


That is, no matter where the line of division is taken, the horizontal projection of the 

line ab of the equilibrium polygon is constant and equal to i/. But ab is a tangent to the 

curve required. But if from any point on the line A^d^wQ draw a line ablimittA by the line 

B'd, so that the horizontal projection is constant, the line ab will envelop a parabola. 

This may easily be proved as follows: Let the load per unit of length be /. Then the 

* ^ ^ , pi 

entire load is// and the reaction at each end is 

The moment at any point distant x from the left support is then 




- f:- 


But, since iq is equal to px^ 


pi px^ 

y = -^x — - -. 

•^2 2 


This is the equation of a parabola. " At the centre == —, and we therefore have the 


centre ordinate 


p_l 

8 * 


Cor. I. We see, therefore, that when a string is suspended from two points B' and 
sustains a load uniformly distributed over the horizontal, the curve of equilibrium is a 
parabola. 

Also, the horizontal component of the stress at any point, as is evident from the force 
polygon, is constant and equal to H, Also, the vertical component of the stress at any point, 
as Fig. 3, is R^ — F^^ or equal to the total load between the lowest point and the point 
considered. 

Cor. 2 . We have the following construction for the equilibrium curve. Lay off a 

^/2 

perpendicular eK at the centre e and make it equal by scale to y. Through A, K and B 

construct a parabola having its vertex at K, The ordinate to 
this parabola through any point will give the moment at that 
point. 

pP 

- The distance Kd is also equal to because the moment 
of the reaction with reference to e is 



, pi I pP 
2 2 4 


, P^ P^ 

and Kd = • eK = -— = —. 
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Cor. 3. How to Draw a Parabola ,—Since we know, then, the distance ed— we 

4 ’ 

can always draw the lines Ad and Bd. If then we divide Ad and Bd into any number of 
equal parts and number these parts along one line away from 

d and along the other towards d, we have only to draw lines _ e _ 

joining any two points having the same number, and these lines \ / 

I y* 

will all have the same horizontal projection —. 

They will therefore enclose the parabola required. Tan- 
gent to these lines we may sketch the curve. 

A better method is to pldt the ordinates to the curve from \/ 

. . w 

its equation, 

pi . pp' 

^ 2^2* 


Methods of Solution of Framed Structures. —In Chapter I we have given and 1 
trated two methods of computation for framed structures: 

1st. By Resolution of Forces (page 400). 

2d. By Moments or the Method by Sections ” (page 401). 

In the present Chapter we have the corresponding graphic methods; 

1st. By Resolution of Forces (page 404). 

2d. By Moments (page 415). 


Examples.—(i 
/o2^r equal panels, 
figure. Find the 
t^pher apex. 


distance as unity, 
equation 


[) Jl roof-truss has a span of so ft. a?td a centre height of 12.S ft. Each rafter is divided into 
and the lower horizontal tie is divided into six equal pallets. The bracing is as shown m the 
stresses hi the meuibers, by the graphic iJiethod of in omeftts, for a weight of 800 lbs. at each 

I Ans. Wc have computed the 

I stresses (pa^e 402), by the two 

I I methods, resoliiiion of forces and 

1 i 1 moments. We have also found 

I Ay\6/ \ /'e\ I / ' \ / iVyC stresses by the graphic 

\/ 1 ^ \'/ I \/ I niethod of resolution of forces 

=ip-0 j n Lj I I ^ i (page 410. ex. (i)). 

I ' i ' ' We can construct the force 

I I I I I polygon Fig. 2, and then the 

I -equilibrium polygon Fig. I. This, 

I ' "f ! however, is not advisable for rea- 

I sons already given. It will be 

Fig. I. more accurate to assume the pole 

, thus discarding the force polygon altogether, and construct points in a parabola from the 


pi px"^ 

y _ C-X — “C— 


In the present case the load per foot is, if we suppose half weights of 400 at the ends, = 128 lbs. = p. 
Taking .r = ^/, |-/, etc., we have 

X — —I —/ —/ —I' 

X — g/, g/, g^ 

j/= 17500, 30000, 37500, 40000 Ib.-ft. 

Laying these off to any convenient scale, we determine very accurately the points a, b, 
equilibrium polygon. The other half of the polygon is precisely similar. 








422 


GRAPHICAL STATICS-NON-CONCURRING FORCES. 


[Chap. III. 


The ordinates to this polygon will give, to the scale adopted, the moment, for any point of the truss, of 
the outer forces left or right. Thus the moment with reference to k of all forces right or left is km, Fig. i. 
We find by scale km — 21666I Ib.-ft. In the same way for the next lower apex we find the moment 35000 
Ib.-ft. The moment at the next lower apex or centre of the span is 40000 Ib.-ft. 

Now by the method of sections (page 401) we have for any member 

Stress X lever-arm + '2 moments of outer forces = o. 

The second term is given by the ordinates of the equilibrium polygon to scale. 

As regards the centre of moments for any member, we must observe the rule (page 401), viz. : Cut the 
truss entirely through by a section cutting only three members the strains in which are unknown. For any 
one of these talce the point of moments at the intersection of the other two. 

For the proper sign for the first member of the equation place an arrow on the cut member pointing 
away from the end belonging to the left-hand portion, and take the moment (-f) or (—) according as the 
rotation indicated by this arrow is counter-clockwise or clockwise. 

If the stress comes out positive, it indicates tension; if negative, compression. 

Take, for instance, the first lower panel. La. The centre of moments must be taken at the first upper 
apex. The moment for this point is given by the ordinate na of the equilibrium polygon, or - 17500 Ib.-ft. 
We take the minus sign, because the rotation is clockwise. We have then 

La X 3.125 — 17500 =0, or La 5600 lbs., 

where 3.125 ft. is the lever-arm of La. 

In similar manner we have 

Lc X 6.25 — 30000 = 0, or Lc — A 4S00 lbs., 

where 6,25 ft. is the lever-arm of Lc. 

For Le we have 

Le X 9.375 — 37500 = 0, or Le ^ A 4000 lbs., 
where 9.375 ft. is the lever-arm of Le. 

For the first upper panel, Aa, take the centre of moments at k The moment for this point is given by 
the OBdinate from k to the fij'si line of ihe poly^ 07 i produced. It is therefore larger than km. which gives the 
combined moment of the reaction and first weight. We find it by scale to be — 23333^ Ib.-ft. 

We have then 

— Aa X 3.727 — 23333J- = o, or Aa = A 6260 lbs., 
where 3.727 ft. is the lever-arm for Aa. 

In like manner for Bd we have centre of moments at k, and moment km = — 2i666|. Hence 
— Bb Y. 3.727 — 216661- = 0, or Bb = A 5813 lbs. 

For Cd we have 

— Cd Y 7.454 — 35000 = o, or Cd = A 4691 lbs., 

where 7.454 ft. is the arm-lever for Cd. 

For iy we have 

—jDf Y 11.151 —40000 =0, or Lf = A 3587 lbs. 

For all the braces the point of moments is at the left-hand end. Taking a section through Bb, ab and 
La, we have acting on the left-hand portion only the weight and the reaction. The moment of the weight 
relative to the left end is the ordinate a!b\ or by scale — 5000 Ib.-ft. The lever-arm for ab is 6.934 ft. 
Hence 

— ab Y 6.934 — 5000 = 0, or ab = — 721 lbs. 

For be we have 

-f X 6.934 — 5000 = 0, or = 4 - 721 lbs. 

For cd the moment is a'b' -f dd, or — 1500. We have then 

— cd X 13.869 — 15000 = 0, or cd — — 1081 lbs., 
and so on. All lever-arms can be scaled off the frame or must be computed. 
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The present method is not to be recommended for the braces. In prolonging the sides ad, be, etc., of 
the equilibrium polygon, a slight variation in direction will make considerable error in the ordinate at the 
end. Also as the sides ab, be, etc., are short they do not give direction accurately enough. 

Of all our four methods, the graphic method by resolution of forces (page 404) is the easiest of application 
to such cases. 

The more irregular the frame the more advantageous it is. 

(2) A bridge-girder, as shown in the figure, 10 feet deep, 80 feet long, eight equal panels in the lower chord 
and seven equal panels in the upper chord, has a load of 5 tons at each lower apex. Find the stresses by 
diagram and by mo 7 nents. 

Fig. I. 



Ans. The panel length is 10 ft., sec G = i.ii/- By moments, then. 


Aa 

\ X 

10 

- 17.5 X 

10 

_ 

0, 


or Aa 

= 

4 - 

17.5 

tons. 

Be 

X 

10 

~ 17.5 X 

15 

4 - 

5 X 5 = < 


Be 

= 

4 - 

23-75 


Ce 

X 

10 

- 17.5 X 

25 

4 - 

5(5 4- 15) 

= 0, 

Ce 

= 

4 - 

33-75 


Dg X 

10 

- 17.5 X 

35 

4 - 

5^5 4 - 15 

4- 25) = c 

\ Dg 

= 

4 - 

38-75 

“ 

— 

Ib 

X 

10 - 17.5 

X 

10 : 

= 0, 


Ib : 

= 

- 

17.5 


- 

Id 

X 

10 - 17.5 

X 

20 

+ 5 X 10 

= 0, 

Id 


— 

30 



u 

X 

10 - 17.5 

X 

30 

+ 5(10 4- 

20) = 0, 

V 

= 

— 

37.5 


- 

Ih 

X 

10 - 17.5 

X 

40 

+ 5(10 + 

20 4 - 30) 

— 0, Ih 

= 

— 

40 


la 

= 

- 

17.5 X 1.1 

17 

= 

- 19 - 55 . 

de = 

- 7.5 X 

I. 

117 

= — 

8.38. 

ab 

= 

+ 

19-55. 




ef = 

4 - 8.48, 





be 

= 


12.5 X 1.1 

17 

== 

- 13-96, 


— 2.5 X 

I. 

117 

= ~ 

2.79. 

cd 

= 

4 - 

13-96. 




gh = 

4- 2.79. 






CHAPTER IV. 

WALLS. MASONRY DAMS. 

Definitions of Parts of a Wall. —The face of a wall is the front surface, or outside 
surface, or the surface farthest from the pressure. The back is the rear surface, or inside 
surface, or the surface which sustains pressure. 

The stone which forms the face is called the facing; that which forms the back, the 
backing; that which forms the interior, the filling. 

A horizontal layer of stone in a wall is called a course. If the stones in each layer are 
of the same thickness, we have regular courses; if they are not of the same thickness, we have 
irregular or random courses. 

The mortar layer between the stones is the joint. The horizontal joints arc bed joints. 

Cut stone or squared masonry is called ashlar. Unsquared masonry or rough stone is 
called rubble. 

The inclination of the face or back of a wall, measured by the ratio of its horizontal 
to its vertical projection, is called the batter of the face or back. The batter is then the 
tangent of the angle which the face or back makes v'ith the vertical. 

Weight and Friction of Masonry. —We give here a short table of average values of the 
coefficient of static sliding friction }x, the density or mass per cubic foot d, and the allowable 
compressive unit stress C in tons per square foot, taking 2000 lbs. to a ton, for different 

kinds of masonry. We also give the specific mass (page 16) —, where y is the mass of a 

cubic foot of water, or 62.5 lbs. 

In discussing the stability of walls, the influence of the mortar is neglected, both because 
of its uncertain character and because such neglect is on the side of safety. ‘ 


Kind of Masonry, 

Coefficient of 
Friction 

Density in lbs. per 
Cubic Foot 

5 . 

Specific Mass 

Y 

Allowable Com¬ 
pressive Unit Stress 
C in tons per sq. ft 

Limestone and granite : 





Ashlar masonry. 

0.6 

165 

2.64 

25 to 30 

Large mortar rubble. 

0.6 

150 

2.40 

10 to 15 

Small dry rubble.. 

0.6 

125 

2.00 

6 to 10 

Concrete. 

0.6 

150 

2.40 

12 to 17 

Sandstone : 


Ashlar masonry. 

0.6 

150 

2.40 

20 to 25 

Large mortar rubble. 

0.6 

130 

2.08 

10 to 15 

Small dry rubble. 

0.6 

no 

1.76 

6 to 10 

Brick work .. . ... 

0.6 

100 

1.60 

6 to 10 
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Stability of a Masonry Joint. —Let -^^5 represent a masonry joint, and jS the resultant 
of all the external forces acting upon it at the point P, ^ 

Then we must have the following conditions for stability: 

1. The resultant P of all the external forces must intersect \ 

the joint at some point P within the joint; otherwise we have \ 

no rotation. A-p-B 

2. The resultant R must make an angle RPN with the 

normal to the joint whose tangent is less than the coefficient of friction; otherwise we have 
sliding. 

3. The greatest unit pressure at any point of the joint must not exceed the allowable 
compressive unit stress C for the material; otherwise the joint is overloaded. 

Determination of this Greatest Unit Pressure. —Let N be the normal component of the 

resultant R of all the external forces acting at the point P, 
^and let e be the distance of P from the nearest ed^e B. 

N ^ Then the least unit pressurewill act along thp fpri-n/=^cf 

“ r edge A, and the greatest unit pressure p will aci . 

* ^ @ nearest edge B. If we lay off Aa = p^ and Be 

A b p B ^xiit pressure at any point will be given by the co-orair 

A to the straight line ac. Let A be the area of joint, and b 

breadth of joint AB. 

p j- p 

We have then the mean unit pressure —, and hence the total normal pressure 


(A ‘\^P)A 


2 N 

or P^= -p- 


The entire load area is made up of the rectangular area aABb and the triangular area 
abc. The load represented by the rectangular area'is p^A, and its centre of action is at c at 

b •• ip — P-^^ 

a distance — from the edge B, The load represented by the triangular area is - 

2 2 

b 

acting at at a distance ~ from the edge B, 

We have then, taking moments about the edge By 


+ =N,. 

x'l 2 ' 2 3 


Substituting the value of /j from (i), we have for the greatest unit pressure 

2 N f 3f\ 

^ = . 


where W is the normal pressure on the joint of area A and breadth by and e is the neai 
edge distance from jV. 

From (3) we can find in any case the greatest unit pressure, and this must not 
the allowable compressive unit stress C, otherwise the joint is overloaded. 
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Middle Third Rule. —From (3) we see that when ^ = — we have/ 


A ’ 


That is, 



and decreases, and when ^ — we have J> 


when the resultant R of all the external forces acts at the centre 

of mass of the joint the load N is uniformly distributed ancl the 

P . . N ^ 

unit pressure at every point is , so that = p. 

A 

As the point of application P oi R approaches B, p increases 
b . 2N 


and p^ = o. That is, when the resul- 


acts at —b from the nearest edge, the unit pressure at the 
3 

edge is zero, and the greatest unit pressure at the nearest 
5 twice as great as if the load were uniformly distributed. 

b .... , , . 

the entire joint is not brought into 

action. The effective breadth of joint is then 3^ 


If then e is less than 



DB 



and the portion AD affords no resistance, if we disregard 
the tensile strength of the mortar. 

If / is the length of joint, the area in action is 3^/ 

2 N 

g— -Q- p B and the greatest unit pressure p = —j-. 

We see, then, that in order to have the entire joint in action the resultant R of all the 
external forces must intersect the joint inside the middle third. 

This is called the ‘‘ middle third rule,’' and in a well-proportioned masonry structure it 
should be complied with. 

If then the point P lies within the middle third, we have the greatest unit pressure 


. 2 N( 


bi¬ 


ll the point Pis just-at the limit of the middle third, we have 


2 N 


If the point Pis outside the middle third, we have 

2 N 






In any case the value of p must not exceed the allowable compressive unit stress C, 
otherwise the joint is overloaded. 

Stability of a Wall in General. —We can now investigate the stability of a wall in 
general. 

Notation. —Let be the height of the wall, the top base, the bottom base, the 

batter angle of the back, /? the batter angle of the face, S the density of the wall. 

Let there be a horizontal thrust T per unit of length of wall acting at the distance h from 
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the bottom, and let there be a pressure P'per foot of length of the wall acting in 
tion at a distance from the bottom.^ Let //"and V 
be the horizontal and vertical components per ft. of 
length of the wall of this pressure P. Let Whe the 
weight per ft. of length of the wall acting at the centre 
of mass Oj and let R be the resultant of F, fFand 
Tj intersecting the base at a point G distant e from the 
front edge. ' Let N be the total normal pressure upon 
the base per foot of length of the wall. 

The weight W per foot of length of the wall is given 
then by 

2 ' 



Wz 


(I) 


and the total pressure per foot of length of the wall upon the base is 

jv= JV+ V, . 


Stability for Sliding. —If u is the coefficient of friction as given in the table p 
424, we have the friction per foot of length of the wall 

j,N = F(W+V) .( 3 ) 

If 7"+77 is greater than this and the joint AB extends through without break, we have 
sliding on the base; if 77 is less than this, there is no sliding. For safety let us take 
the friction equal to n times T-\- H, so that n is the factor of safety for sliding. We have 
then 

_ V) 


jxN — n{T Ar H) , or 


(I) 


- T^H . 

If then, in any case, n is less than unity, we have sliding for a through joint AB. If 
n = ij the wall is on the point of sliding. If 71 is greater than unity, there is no sliding and 
the greater n is the greater the security. 

In practice we should have 71 at least 2 or even more if shocks are to be apprehended. 
If the joint AB does not extend through, or if the masonry courses are irregular, so that no 
joint extends through, there is no possibility of sliding and equation (I) need not be applied. 

Stability for Rotation. —The distance x W from the front edge B is, from page 2 5, 


-j- 4" V + 7 ^) tan (3 


3(^1 + ^2) 


or, putting 7^tan /? = — 7^ — /q tan 

^^ 27,^ + 27A- 


“1“ ^2) A 


(4) 


( 5 ) 


3(^1 + ^2) . 

The distance of W from G is then x — e. The distance of V from G is — e — tan 
The distance of H from G is d^. The distance of T from G is h. If then we take moments 
about Gy we have, if the resultant R passes through Gy 

— Th — Hd^ + ^(^2 e d^ tan + Wix ^ e) = o. 


* For both water-pressure and earth-pressu~e /' is the distance to the water or earth surfs' 


(pages 431 . 454)- 









I 
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Hence the distance e from the front edge B of the point G where the resultant R cuts 
the base is given by 


_ Wx+ V{b^ - tan - Hd^ ~ Th 
w-^ V 


( 11 ) 


If in any case e as given by (II) is negative, the point G falls outside of the base AB3,nd 
we have rotation. If e is positive, the point G is within the base and there is no rotation. 

Stability for Pressure. —We have still to test as to whether the base is overloaded 
or not. We have iV= WV. From page 426 we have for the greatest unit pressure on 
the base, provided we take e as the distance front G to the nearest edge^ 


when e is less than —bo . 

3 * 

^ 2(fF+ V) 

^ 3 ^ 

when e is equal to —bo . 

3' 

. 2()^+ V) 

when e is greater than —b^ . 

F ) 

.....p 


If 

b. 


(Ill) 


In these equations e is always the distance of G from the nearest edge. In any case the 
value of p should be less than the allowable unit stress C given in the table page 424, or else 
the base is overloaded. 

It is then a very simple matter to test by equations (I), (II) and (III) the stability of a 
wall whose dimensions are given in any case where 7 ", H and V are given. 

High and Low Wall. —The distance e from the front edge B of the point G where the 
resultant cuts the base (figure, page 427) is given by equation (II). As we have seen (page 

425), if ^ is less than -^2» entire base is not brought into action. In such case the 

joints on the inside tend to open, and in a well-designed wall this should not occur. Also, 
the greatest unit pressure p should never exceed the allowable unit stress C as given by the 
table page 424. 

In a properly designed wall, then, e must be equal to or greater than ~b^^ and p must 
be less than, or at most equal to, C. 

If, in any case when e = “^2> / is less than, or at most equal to, C, the wall is said to be 
low. If, when p C,v7e have e greater than ^b ^, the wall is said to be high. 

If then in the second of equations (III), we make/ = C, we have for e = ^b^ 


_2{W+ V) 
C 


For trapezoid section 




2 
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Hence we have for the limit of low wall 


limit hy = 


b^C-2V 


(I) 


Equation (I) gives the limit of for low wall of trapezoid section, for given top base 
and bottom base For greater than this limit the wall is high. For less than this 
the wall is low. 

For rectangular section we have and in this case we have 


limit = 


b^C — 2 v 


(I) 


Equation (i) gives the limit of for low wall of rectangular section for given base b^. 
For greater than this limit the wall is high. For less than this the wall is low. 

Design of Low Wall—Trapezoid Section. —For both water and earth pressure h (figure, 
page 427) is the distance from base to water or earth surface, and as we shall see hereafter 

(page 431), isi/iJ. 

Bottom Base. —If then we make -^^2 inequation (II), page 428, put = - 7 ^, and 

substitute the values of W and .r as given by equations (i) and (5), page 427, and solve for 
b^y we have 

^2= - A+ .(II) 


where the quantities and are given by 

I A. V 

~ tail A)> = ^(<^1 + 2/i!i tan /Jj) + (Ftan + H + zT). 

Equation (II) gives the bottom base b^ for a properly designed low wall of trapezoid 
section. If the value of b^y as given by (II), substituted in (I), gives the limit greater 
than the actual height, the wall is low. If less, the wall is high and equation (II) does not 
apply. 

Top Base. —For economy the top base b^ should be assumed as small as possible con¬ 
sistent with practical and local considerations. We should not in any case assume greater 
than b.^. If then we make b^ = b^ in (II), we have for the greatest allowable value of b^ 

max, ^ ^ B Ey .(2) 

where the quantities B and E are given by 

Equation (2) gives then the largest allowable value of for low wall, that is, when is 
less than or equal to limit as given by (i). 

Design of High Wall—Trapezoid Section. —As we have seen, if the value of b.^ as given 
by (II), substituted in (I), gives the limit /Zj greater than the actual height, the wall is lo\ 

If less, the wall is high. In this case e is greater than — and / = C. 
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Lower Base. —From the third of equations (III), page 428, we have 

2{W+V)( y\ 

V- 

: C we have 

_ 2 . Cbj 

b{W+V)- 

equate this to the value of e given by equation (11), page 428, niake^/j = j/q 

he values of fFand x from equations (i) and (5), page 427, and solve for b^, we 
le value of 

^2 = — V E^, . «... (Ill) 


the quantities B^ and are given by 


6h^ ( 2 V \ 

“ 2C\8h^ 

: = ^(^1 + 2h, tan fi,) + F tan A + 3 T). 


Top Base.—F or economy the top base should be assumed as small as possible con¬ 
sistent with practical and local considerations. We should not in any case have b^ greater 
than b^- If then in (III) we make b^ = b^y we have 

max. b-^ B VEy .(3) 


where the quantities B and E are given by 

dh. / 4 ^ ^ 

^ 2 {C- 6h,) ~ 


Equation (3) gives then the largest allowable value of b^ for high wall, that is, when /q 
is greater than limit as given by (i). 

Design of Wall in General—Trapezoid Section. —In general, then, in order to design 
a wall of trapezoid section for given b^ and/q when F, H and T are known, we first find 
from (II), page 429, the value of b^ for low wall. If this value of substituted in (I), page 429, 
gives the limit greater than the actual height, the wall is low, and the value of b.^ given by 
(I) is the value required. If limit /q is less than the actual height, the wall is high, and we 
must find from (III), page 430. 

In the case of low wall the value of b^ assumed should not be greater than max. b^ given 
by equation (2), page 429. In the case of high wall the value of b.^ assumed should not be 
greater than max. b^ given by equation (3), page 430. In any case, for economy we should 
take b^ as small as local or practical considerations permit. 

Water-pressure. —It is a well-known principle of Physics that the direction of water- 
pressure upon a submerged surface is always perpendicular to that surface. Also, upon a 
plane surface the pressure is equal to the weight of a prism of water whose base is the sub¬ 
merged area and whose height is the distance from the water-level to the centre of mass of 
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the submerged area. This pressure acts at a point at a distance from the water-level 

2 I 

equal to —. of the depth of the water, or at a distance from the bottom equal to = —h^ 

3 3 

where h is the depth of water. 

Thus, in the figure, let be the water-level and h the depth of water above the base 
AB. Then the pressure P per foot of length of 

the wall upon the submerged area AD^ X i ft. is ^ /] J \ 

perpendicular to that area. This pressure P " ^| \ 

acts at a point at a distance from the bottom j | \ 


equal to —k. The centre of mass of the sub¬ 
merged area is at a distance of —k below the 


water-surface. The pressure P is then equal to the weight of a prism of water whose base 
is AD^ X I ft., and whose height is —h. If y is the density of water, the pressure P 


of length of the wall is then 


P=rXAD^X-. 

^ 2 


Let be the batter angle of the back. Then . cos = h, or AD^ = 
Hence the pressure P per foot of length of the wall is 


cos p{ 


2 cos 


The vertical component V ol P per foot of length of the wall is then 


V = P sin /?! = — tan p ^, 


and the horizontal component iVof Pper foot of length of the wall 


H=: P cos P ^: 


Both these components act at a point at a distance from the bottom equal to -k. 

Example .—A dam 20 feet high whose back has a baiter of i to 2 sustains water-pressure. The water- 
level is 2 feet below the top. Find the horizontal and vertical pressure per foot of length. 

Ans. We have = 20 ft., = 18 ft., /= i ft., tan P\ = For water y = 62.5 lbs. per cubic ft. 


Hence the horizontal pressure is 

jcr __ ^^*5 X X 


; 10125 pounds, 


and the vertical pressure is 


rr yP ^ 62.5x18x18 I ^ , 

V = tan / 5 i = —^-— = 5062.5 pounds. 


These pressures act at = 6 ft. from the bottom. 
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Ice and Wave Pressure. —A dam has to sustain, in addition to the water-pressure, a 
horizontal pressure per foot of length at the water-level due to waves or to the pressure of 
ice. We denote this horizontal thrust per foot of length by T. For waves we may take, on 
the basis of experiments made by Stevenson, T = 24000 pounds per foot of length, and for 
ice, on the basis of the Report of the Aqueduct Commission on the Quaker Bridge Dam, 
1889, we may take T = 40000 pounds per foot of length. Since both these do not act 
together, we have only to consider 7 ' for ice in cold climates and T for waves in warm 
climates, if the body of water back of the dam is sufficiently extensive for wave-action 
to occur. 

Stability of a Dam—Trapezoid Section. —We have then only to use this value of T 
and the values of V and H given by equations (2) and (3), page 431, in the general equa¬ 
tions (I), (II) and (III), page 428, and make ~ in order to investigate the stability of 
any given dam of trapezoidal section. 

Examples.—(i) Investigate the stability of a d.iin of granite ashlar 20 feet high, with vertical back and 
face. The water-level is 2 feet below the top of the dam. The top base is 2 feet. Section trapezoid. 

lbs. 

Ans. We have b\ = 2.ft., b‘i= 2 ft., jSi — o, fd = hi = 20 ft., = 18 ft., y = 62.5 • k Also,from the 


cub. ft. 


table page 424, 8 = 165 


lbs. 


. pounds . 

, C = 30 X 2000 -; 60000 - -—, fa = 0.6. 


' cub. ft.’ 

Hence we obtain V = o, H = . 1 ? == 10125 pounds per ft., 165 X 2 x 20 =6600 pounds 

per ft. From (I), page 427, then, disregarding ice and wave thrust, we have 


juIV 
H ' 


= 0 - 39 - 


6 X 6600 
10 X 10125 

The dam is therefore not secure against sliding even if we disregard ice and wave thrust. 

We have from (4), page 427, J = i ft., and from (II), page 428, disregarding ice and wave thrust, 

JIh 

3 _ 6600 — 60750 


W-■ 


W 


6600 


8.2. 


Since e is negative, the resultant R falls outside the base, and we have rotation even when ice and wave 
thrust are neglected. The dam is therefore unstable both for sliding and rotation. 

(2) Let us change the bottom base to rz feet.^ the rest bemg the same as before. 


Ans. We have bi = 2 ft., 


12 ft., /3i = o, tan fJ III = 20 ft., h 
I 2 


18 ft., y = 62.5 


, lbs. ^ 

165- C - 

^Qub. ft. 


lbs. 

cub. ft.’ 


: 0 . 6 . 


pounds 
sq. ft ’ 

165 X 7 X 20 = 23100 pounds per ft.. 


Hence we have 
before. 

From (T), page 427, then, disregarding ice and wave thrust, 

__ /z IK _ 6 X 23100 


K = o, and H = 10125 pounds per ft., as 


= i* 3 - 


H 10 X 10125 

We ought to have n~ 2 2X least. 

The dam, then, is not secure against sliding even when we disregard ice and wave thrust. Let us sup- 
po e, however, that the courses are irregular, so that sliding cannot take place. 

We have from (4), page 427, 


■ 4+24+144+ 10(4 + 12) 

3 X 16 


= 6.916 ft. 


From (H), pag^ 428, disregarding ice and wave thrust, we have 

__ 23100 X 6.9 — 60750 


4.27. 


23100 
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Since ^ is positive, the resultant A’ falls within the base and there is no rotation if we disregard ice and 

I 2 

v/ave thrust. Since ^ is greater than = 4 and less than = 8, we have, from the third of equations 
(III), page 428, fur the greatest unit pressure 


^ 1 X 23.00/ _ 3 . 

12 I 12 


^ =3619 pounds per sq, ft. 


Tliis i'5 much less than the allowable compressive unit stress C = 60000 pounds per square foot. 
If we take into account wave-pressure, we have T = 24000 and 

23100 X 6.9 — 60750 432000 

e —--— 14.4. 

23100 


Since e is negative, the resultant R now falls outside the base and we have rotation. 

The dam, then, if constructed so that sliding is not possible, i-; saible when we neglect wave-pressure, 
but is unstable if we takti wave-pressure into acctmnt. 

(3) The San Mateo dam, California, z<: built of cozicreie hai'in*' a densitr d = ^5^ per cubic foot. The 

heiirhi hi ~ J?^ feet, top base bi =. 20 feet, bottom base b^ ~ ^76 feet. The bach bati. r /. i to 4, or tan = -• 
Invesiit^ate the stability for depth of water h = rhy feet. (See example (6), page 438.) 

AnS. We have b<x ^ hi y- hi tan fi 4- hi tan /i; hence tan f • 


Also, from table page 424, 


C — 17 X 2000 := 34000 


pounds 


jX ~ 0.6. 


For a section one foot in length we have 


V = ttE. tan / 5 , 
2 


__ 62.5 X 165 X 165 _ 


212700 pounds per ft., 


yJR 62.5 X 165 X 165 00 j 

H = —y- = — - - - - - = 850780 pounds per ft., 

< 5(^1 4 - hd)hi ^ At. 

W =-= 150 X 98 X 170 = 2499000 pounds per ft. 


For the climate of San Mateo we have no ice. For wave-thrust, taking T = 24000, we have, from (I), 
page 427, for security against sliding 

+ V) 0.6 X 2711700 p 

" = rT77“ = '"~87478^~ = ‘ 

There arc nn through joints, atid sliding is impossible by construction. But even if it were not, the 
dam would be safe even if wavi’-thrust is taken into account, although the coefficient of safety is not as 
high as 3. 

From (4), page 427, we have 1; = loi feet. From (II), page 428, we have then, taking T = 24000, for wave- 

I 2 

pres^iure <? = 87 feet. 'Fliis is greater than = 58“ ft. and less than —b- — 1 i7?{ ft. The resultant R of the 

" 3 ' 3 ' 

weight, pressure and waive-pressure cuts the base, then, within the middle third. 

From the third of equations (III), page 428, then, we have for the greatest unit pressure 

p =: 15930 pounds per sq. ft. 

This is much less than the allowable unit stress C = 34000 pounds per sq. ft. 

If the dam is emptv, we have H — o, JT = o, T ~ o, and e = x = lor ft. The weight then cuts the 
base within ilie middle third, and we have 

P = S579 pounds per sq. ft. 


The dam is then stable, never overh^aded, and safe even for through joints and wave-pressurv.. 



434 


STATICS OF RIGID BODIES. 


[Chap. IV. 


Design of Dam—Trapezoid Section.— If we insert the value of Tas given (page 432). 
and the values of V and H given by equations {2) and (3), page 431, in the general equa¬ 
tions (I), (II) and (III), pages 429 to 430, we can design a dam of trapezoid section. 

Limit —From (I), page 429, we have then 


limit = 


b^C tan 
6{jb^ + ^ 2 ) 


(I) 


»n (I) gives the limit of for low dam of trapezoid section for given top base 
m base b^. For greater than this limit the dam is high. 

.^^-cangular section we have b^=^ b^, and hence 


limit 


b^C — yBtz.xi (3^ 
2db^ ~~ 


(I) 


Equation (i) gives the limit of for low dam of rectangular section. If is greater 
than this, the dam is high. 

Low Dam Bottom Base. —From (II), page 429, we have for low dam 




where the quantities B^ and are given by 


(H) 




yh^ tan ^ 


26 


\h. 




S, = tan A) + >-/^C + »»nV.) + 6r4 


Equation (II) gives the bottom base for a properly designed low dam of trapezoid 
section. If the value of as given by (II), substituted in (I), gives the limit /q less than 
the actual height, the dam is high and (II) does not apply. 

Low Dam— Top Base. —For economy the top base should be assumed as small as 
possible consistent -yith practical and local considerations. We should not in any case 
assume ^ greater than b^. If then we make b.^ = b^ in (II), we have rectangular section, and 
for the greatest allowable value of b^ 

max. b.^ = — B E, . ^2) 

where the quantities B and E are given by 

n - tan 7 ^ _2>s\ + tan^ /?j) -f 6 Th 

2d \/q^ y]' (J/q • 

Equation (2) gives the largest allowable value of 5 , for low dam, trapezoid section; that 
is, when is less than or equal to limit /q as given by (i). 

Low Dam — Best Value of ySj.—We see from the table page 424 that - re greater 

7 2 

than 2 for all materials except brickwork and small dry rubble. The ratio — can never 
exceed unity. For all materials, then, except brickwork and small dry rubble the quantity 







Chap. IV.] 


DESIGN OF DAM—TRAPEZOID SECTION. 


435 


f '2,]^ S \ 

( ^ ~ ) is always negative, and even for the last two materials it is also negative if h is 

not greater than 

In general, then, as decreases the value of increases and the value of E decreases. 
Also, increases more rapidly than Hence in equation (II) has its least 

value when o, or the most economic section for low dam^ trapezoid section^ is that for 
which the hack is vertical. 

Low Dam—Economic Trapezoid Section. —If then we make = o in (II), we have 
for low dam, economic trapezoid section, 

. 


and for the greatest allowable value of making ^3= we have for rectangular section 


max. b. 


yh^ + 6 Th 
dh^ 


Equation (2') gives the value of b^ for low dam, which makes the economic section 
rectangular. 

High Dam—Bottom Base. —Inserting the values of V and H in (III), page 43, 
we have for high dam 

h^=- VBi + E„ .(Ill) 

■where the quantities G given by 


yh^ tan 13 J Jf' _ ^ 
rc ~ Y 


-^2 = ' •• ^— (^1 + 2/q tan /Jj) + i •+■ tan® /Jj) + 


Equation (III) gives the bottom base for a properly designed high dam of trapezoid 
section. 

High Dam_Top Base. —For economy the top base should be assumed as small as 

possible consistent with practical and local considerations. We should not m any case 
assume greater than b^. If then wc make b.^=b^ in (III), we have for the greatest 
allowable value of b^ 


max. b^ — — B VB^ Ey 


where the quantities B and E are given by 
y/q® tan fiMr _ ^\ . 


2(C - d/q)Vq® y! ’ 


^/ r o J- n 

Ejfp + A) + 


Equation (3) gives the largest allowable value for b^ for high dam, trapezoid section. 

d . 

High Dam—Best Value of —We see from the table page 424 that-is greater 

Id 

than unity for all materials. The ratio ^ ^ can never exceed unity. For all materials, then 
the quantity — -] is always negative, and — is therefore always positive ar 








43<5 


STATICS OF RIGID BODIES. 


[Chap. IV, 


as /Jj decreases. So also does E^. Hence in (III) has its least value when /Sj = o, or the 
most economic section for high dam of trapezoid section is that for which the back is vertical. 

High Dam—Economic Trapezoid Section. —If then we make ySj = o in (III), we 
have for high dam, economic trapezoid section, 


K 






C 


yld + 6Th 

• C 


and for the greatest allowable value of 


max. 



yh^ + 6 Th 
C - dh^ 


(IIF) 


(30 


Conditions for Rectangular Section.—I f we make in (I), and — o, we 

have for limit of h^ for low dam of rectangular section 


h. 


C 

26 ’ 


( 4 ) 


and from (2') for the value of b^ 


V' 


yJd 4- 6 Th 
Sh^ 


( 5 ) 


From this, if we make h =■ h.^ 


and solve for //j, we have for water level with top of dam 


^1 = 



y ' 


We see from this that if is equal ^ we have = o, and if < 5 ^ is less than this, 

Aj is imaginary. We have then 

fW'T 

.( 6 ) 


min. b. 


6 T 

T’ 


and from (5), making h = /q, and inserting the value of /q from (4), 


max ^ 


~ d * 


( 7 ) 


Local and practical considerations must control the choice of top base b^, and we should 
take it as small as such considerations will allow. We should not take it greater than given 
by (7). If we take it greater than given by (6), the section can be rectangular. 

If we take it less than given by (6), the section cannot be rectangular. 

Examples.—(i) Design a rectangular dam of granite ashlar 20 feet high, the water-level to be 2 feet below 
the top, with and without ice-pressure, 

Ans. We have hi = 20, h = 18, b<x ^ bi , — o, P — 40000, and, from table page 424, C = 60000 

d = 165. 

From equation (I), page 434, making (Si — o and bi ^ bi, we have for the limit hi for low dam 

, C 60000 „ o r 

limit = ■— =-= 181.8 ft, 

2 d 330 
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The dam is therefore low; that is, when e — -bi, I) \s less than C, 

3 

From equation (IT), page 435, making = bi, we have for the value of bi in order that e shall be just 


equal to -bi, without ice-pressure, 


/ - - i/ 62.5 X 583 

^ f Sh. f 165 X 20 


With ice-pressure 


10.5 ft., A = 210 sq. ft. 


b, = ■\/- 


ylP 4- ^Th _ /62.5 X 583 2 4 - 6 x 40 000 x 18 

6hi ^ 165 X 20 


= 37.67 ft., A = 753.4 sq. ft. 


We see that the breadth must be quite large in order to bring the entire base into action. 

(2) Design a trapezoidal dam of granite ashlar 20 feet high with vertical face, the tange 7 it of the back batter 

angle being and the %vater'level 2 feet below the top, with and without ice^pressure. 

Ans. We have hi — 20, h = 18, /i = o, tan pi = -i, b^ =di 4- 2, 7 " = 40000, and, from tabL 
^ = 165, C = 60000. 

From equation (II), page 434, making ^2 = 4- 2 and solving for bi, we have for low dam 


without ice-pressure 
with ice-pressure 


hi — — 0.61 4- 4/109.48 = 9.85 ft., hence b<x = 11.85 I 

= — 0.61 4-4/1418-55 = 37*05 ft., hence ^2 = 39.05 ft. 


If now in (I) page 434, we insert these values of bi and ^2, we find that the limit of hi for low dam in 
both cases is much greater than the height hi = 20. The dam is therefore low in both cases, and the 
values of bi and ^2 just found hold good. 

We have then for the area of cross-section 


without ice-pressure 
with ice-pressure 


A = 217 sq. ft., 
A = 761 sq. ft. 


We see by reference to the preceding example that we have saved no material by having a back batter. 
We could, however, save niaterial by having a back and a face batter, as we shall see from the next example. 
(3) Design a trapezoidal dam of grmute ashlar 20 feet high, the ta^igent of the front and back batter 

a 7 igles being ~ and the water-level 2 feet below the top, with aiid without ice-pressure. 


Ans. We have 

hi = 20, h — i2>, tan fi\ ~ tan 8 = —, bi- 

' 10 

'T 

4 - 

■'sS' 

II 

= 40000, 5 = ] 

[65, C = 60000 (table 

page 424). 





From equation 

(II), page 434, making bi = 4- 4 and solving for bi 

, we have for 

low dam without ice- 

pressure 

bi — — 3.52 4- 4/126.65 = 7.73 ft., 

and hence 

bi = 11.73; 


and with ice-pressure 





= - 3-52 + Vi 435 - 6 S == 34-36 ft.. 

and hence 

1 ! 

04 

00 

04 

p^ 



From (I), page 434, inserting these values of hi and b<i, we have for the limit of hi for low dam 
without ice-pressure limit hx = 2:8.5 ft., 

with ice* pressure limit h\ — 191.6 ft. 

Both these limits are greater than 20 fr. The dam is then low in both cases, and the values of bi and 
bi just found hold good. 

We have then for the area of crt;s:,-sccti(>n 

without ice-pressiire A — 194.6 sq. ft., 

with ice-pressure A = 727.2 sq. ft. 

We see by reference to the preceding examples that we hjiive saved material by giving the F 
a batter. 
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We might, however, have saved more still by making the back vertical, as we shall see from the next 
example. 

(4) Design a trapezoidal dam of granite ashlar 20 feet high with vertical back, the tangent of the front 
batter angle being ~ and the water-level 2 feet below the top, with and without ice-pressure. 

V& have hi = 20, h =: iB, / 3 i = o, tan /3 = bn = bi + 2, T= 40000, and, from table page 424, 
= 60000. 

. equation (II), page 434, making bn == bi + 2 and solving for bi, we have for low dam without ice- 
re 

— 3 + 4/115.45 = 7.74 ft., and hence bn = 9.74 

ice-pressure 

= — 3 -f 4/1424.54 = 34.74 ft., and hence bn = 36.74 ft. 

(I), page 434, inserting these values of bi and bn, we have for the limit of hi for low dam 


without ice-pressure limit hi = 268.5 ft., 

with ice-pressure limit hi — 188.5 

Both these limits are greater than 20. The dam is then low in both cases, and the values of bi and bn 
just found hold good. 

We have then for the area of cross-section 

without ice-pressure A = 174.8 sq. ft., 

with ice-pressure A = 714.8 sq. ft. 


This is the most economic section for the given proportions. 

We see, then, that there is a saving of material over the preceding examples by making the back vertical. 
We could save still more, however, by increasing the front batter angle or decreasing the top base, as in the 
next example. 

(5) Design a trapezoidal da7n of granite ashlar 20 feet high, top base 2 feet, water-level 2 feet below top, 
for eco 7 tomic section. 

Ans. We have hi = 20, /^=i8, bi — 2, T* = 40000, 6 = 165, C = 60000, and for economic section fi = 0. 
From (IF), page 435, we have for low dam 


without ice-pressure 


with ice-pressure 


bn^ 


bn = 


- 1 + 


— 1 + 


5 + 

f 5 + 


62.5 X 5832 
165 X 20 

62.5 X 5832 

165 X 20 


= 10.16 ft., 


6 X 40000 X 18 
165 X20 


= 36.74 ft. 


From (I), page 434, inserting these values of bn, we have for the limit of hi for low dam 


without ice-pressure 


with ice-pressure 


limit hi 


bnC _ 10.16 X 60000 _ ^ 

^bi + bn) ~ 165 X 12.16 


limit hi 


36.74 X 60000 
165 X 38.74 


= 344.8 ft. 


Both these limits are greater than 20 ft. The dam is then low in both cases and the values of bn just 
found hold good. 

We have then for the area of cross-section 

without ice-pressure A = 121.6 sq. ft., 

with ice-pressure A = 387.4 sq. ft. 


We see that there is a large saving of material over the preceding cases. This is the most economic 
section for the given dimensions. We could save more only by reducing the top base still more. 

(6) Design the Sa7i Mateo dam (page 433), taking the top base at 20 feet and the back batter i to 4 as 
actually built, a 7 id taking into account wave-pressure. 

Ans. We have hi = 170, h = 165, bi = 20, tan A = y — 62.5, 5 = 150, C = 34000, r= 24000. 
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From equation (II), page 434, we have for low dam 

^3 = — 5.432 + i^29.5i + 15461.38 = 119.03 ft. 

From equation I), page 434, we have for the limit of hx for low dam 

h . = ,21 . 340 00 _ 4 X 150 X 139.03 ^ 

150 X 139.03 62.5 X 165^ 

This is greater than the height 170 ft. The dam is therefore low and the value of b-x just found holds 
good. 

We have then the area of cross-section 

== 11818 sq. ft. 

The weight per foot of length is 

JV = dA = ISO X 11818 == I 772 700 pounds per ft., 

the vertical pressure V (page 431) is 

xr , 62.5 X 170^ * , . 

V == -tan Ex = —~-= 22578 pounds per ft., 

2 o 

and from the second of equations (III), page 428, the greatest unit pressure is 


2( -H V) 


— 335S0 pounds per sq. ft., 


or less than the allowable stress C = 34000 pounds per sq. ft., the value of e being —bN 

The dam as actually built (see page 433) has a base ^2 = 176 ft., an area A = 16660 sq. ft., the value of e 
is greater than and the greatest unit pressure = 15930 pounds per sq. ft. 

We see, then, that by properly designing we have for e = “^2, so that the entire base is still in action, 

a saving of over 29 per cent, and the dam is still safe against rotation and crushing. 

For sliding we have, as on page 427, for the coefficient of safety 

jii(W + V) 0.6 X 1998480 __ 

” ~ H+ T 874780 “ '• 3 ^' 

Since n is greater than unity, the resistance to sliding for through joint at base is greater than the thrust 
H ^ T\ but if friction.only is relied upon, the coefficient is not large enough. By breaking joints, however, 
sliding is impossible. 

By making the back vertical we could make a still greater saving, as we see from the next example. 

(7) Design the San Mateo da^n for economic section, taking into account 'wavefressiire and the top base 
20 ft, as actnally built, 

Ans. We have bx = 20, hx — 170, h = 165, y = 62.5, 13 = 150, ^ = 34000, T = 24000, and for economic 
section / 5 i = o. 

From equation (IT)* page 435, we have for low dam 


I . i/ . 02.5 X (r 

= — lo + 4/ 500 -\ - - - 

r ^ 150 X 170 


62.5 X (165)2 6 X 24000 X 165 _ 


150 X 170 


101.54 ft. 


From equation (I), page 434, we have for the limit of hx for low dam 

hmtt hx = - - - — -= 189 ft. 

150 X 121.54 

This is greater than the height 170 ft. The dam is therefore low and the value of b^ just found holds 
good. 

We have then the area of cross-section 


A = 10331 sq. ft., 
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the weight per foot of length 


W = dA ~ i$oA = I 549 650 pounds per ft.. 


and from the second of equations (III), page 428, the greatest unit pressure 


p = = 30523 pounds per sq. ft., 

0-2 


lan the allowable unit stress C = 34000 pounds per sq. ft. 

dam as actually built (see page 433) has a base <^2 = 176 ft., a back batter of i to 4, and an area 
6660 sq. ft. The value of e is greater than i<$2, and the greatest unit pressure is only ^ = 15930 pounds 


' making the back vertical and so that the entire base is still in action, we save over 38 per 

n the section, and the dam is safe against rotation and crushing. 

*‘or sliding we have, as on page 427, for the coefficient of safety 


jiilV 0.6 X 1549650 


H + T 


874780 


= 1.06. 


Since n is greater than unity, tiie resistance to sliding for through joint at base is greater than the 
thrust H + T, but the coefficient is not large enough if friction only is relied upon. By breaking joints, 
however, sliding is impossible. 

(8) S^ippose the height m the last example to be taken at 200 ft. ; the water-levelg ft. from the top, 

Ans. We have bx = 20, hx = 200, h = 195, y = 62.5, 6' — 150, C — 34000, T = 24000, and for economic 
section / 5 i = o. 

From equation (IT)* page 435, we have for low dam 


<$2 = — 10 + 


'500 + 62.5 X (195)“ + 6 X 24000 X 195 


I qo X 200 


From equation (I), page 434, we have for the limit of hx for low dam 

- 120 X 34000 

limit hx = — — - = 197 ft. 

150 X 140 ^ 

This is less than the height 200 ft. The dam is therefore high and the value of just found does not 
hold good. We should then use equation (IIT), page 436. We obtain, then. 


150 X 200 X (20)^ + 62.5 x(i95)^ + 6 X 24000 X 195 


= 120.38 ft. 


The area of cross-section is then 


A — 14038 sq. ft. 


Design of Dam—Economic Section.— We have seen, pages 435 and 436, that for low 
and high dam and trapezoid section the greatest economy is for back vertical. We have 
also seen, page that^^^r rectaizgular sectiofi must not be greater than 


nor less than 


max, 


min. A 


yO 6T 


■ . (l) 


Local and practical considerations must control the choice of top base < 5 ^, and we should 
take it as small as such considerations will allow. 
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First Sub-section. —For given top base 5^, then, less than max. and greater than 
fm 7 i. as given by (i), the section should be a rectangle, A^B^DE. D E 

We can run this rectangular section down to a distance below the top, d | 

j 1 

until e shall be just equal to -b^, so that the entire joint acts, ^ 

provided this joint is not overloaded. ^ e 

We have from equation (2'), page 435, for rectangular section and ® 


^ = -b, 
3 


eb^A^ = yh^ + 6Th. 


Let d be the distance of the water-level below the top. Then h = — d. Substituting 

this value of h and solving for , we have 

yh^ - Zydh^ - {db^ T)h^ = yd^ + 6 Td. . 

Equation (2) will give the value of /q for the first sub-section. 

From equation (I), page 434, we have for the limit of for rectangular section 


limit ~ —— 
^ 0 


We can then run the first rectangular sub-section A^B^ED down for the distance /q given 
by equation (2) without overloading, provided that as given by (2) is less than the limit 
of /q given by (3). 

If is taken less than there can be no rectangular sub-section, but the first 

sub-section should be a trapezoid, as given in the next article. 

Second Sub-section. —If the height of dam is greater than the value of //, as given 

P j, £ by equation (2), we still continue the back vertical, but the 

- ^ -- ^ ^ 

^ i breadth must increase so that shall be equal to —b^. We 

W, ! 3 

i have then a second sub-section, A^BJ 3 ^.^, with front batter and 

A,--b, I vertical back. Since the vertical pressure remains unchanged 

W+w\ is empty, we can run this second sub-section down to a 

' * \ i distance /q below the top, until the back edge distance q for 

_s__. dam empty is also equal to -b^, provided the greatest unit 

hi stress is less than or equal to C. Or we can run it down until 

p—C, provided i‘2 is greater than or equal to -<^2* 

We have then two cases, ^2 “ ^2 ^ ~3^2’ P than or equal to C, and — ^b^, 

3 

p =z Cf and greater than or equal to e^. 

The height of the second sub-section is then {/z^ ^1)* required to find /in and 
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Since the resultant for full dam is to cut the base in both cases at a distance 


from , we have in both cases 

3 


^2 = 


wit, - I) + w ^, - T ( h ,~ d ) 


From equation (5), page 427, 

We have also 

= 6 b^h^, 


3(^1 + b^) 
6 (b^ 4 - b^){/i 2 — 


ff = 


viK-df 


Inserting these values, making :=—b^, and solving for <^2, we have for the base b^ of 
the second sub-section in both cases 


where the quantities and are given by 


( 4 ) 




2(4 — /q) ’ 


,, I I r^K —df-\- 6 T{h^ — 

‘>+vri;+ 5(7v^ ■ 


If we have less than 
Aj = O in (4) 


/ 6 T 


V -£ there is no rectangular section (page 436), and we have 

d ’ 


The weight W-^ per foot of length of the first sub-section acts at a distance ^b^ from 

and at the distance {b^ — from A^. The resultant IFj acts then at the distance 

from A^ given by 

W b 


W.-i-W, • 

Inserting the values of JV-^, and x^, we have 

_ bjVl, + 2/q) + hAiK - + b,\h, - h,) 

bb,{h,^h,)^Zb,(k,-h,) 

When = —b^ we have, solving for /q for the limit of /q, 


(5) 




when ^’2=^2 = —b^ and 

p less than or equal to C, ) 

and when — -^2 p = C, have from the second of equations (III), page 428, 

, 2 {W,+ Wp 

=C-> 


(6) 






Chap. IV.] 


DESIGN OF DAM-ECONOMIC SECTION. 


or, inserting the values of and and solving for we have for the limit of 


when ^2 ^ ~ ^2 

p equal to 


limit 


Cb, + 

6(bi 4 “ b^ 


If we substitute the value of b^ given by (4) in equations (6) and (7), the least of the two 
values for limit thus obtained will be the limiting value of h^ for the second sub-section. 
We can then find b^ from (4) for any value of h^ up to this limiting value. 

/6 T 

If we have less than ——, there is no rectangular section, and we make = o in 
(6) and (7). The limit in this case is 

. 


Third Sub-section. —If the height of the dam is greater than the limiting value o 
7^2 just found, we have a third sub-section. The limit for the second sub-section may be 
given by equation (6) or by equation (7) as we have seen, and we thus have two cases to 
consider. 

1st Case. —If the limit is given by equation (6), that is, if ^ ^ ^2 P 

than or equal to Cj we must batter both face and back, so 


that e^ shall be greater than —b^ and p = C for dam full. 

We have then the sub-section with front and 1 

back batter. The back batter angle we denote by ^^ j 

Wc can run this sub-section down to the base of the ^ 1 

dam^ so that h^ is the given height of dam; and since the \ 

vertical pressure is unchanged for dam empty,'we should ' _ Ab 1 

have the edge distance 5-3 from A^ for dam empty equal to / ^ 1 ^ \ I 

the edge distance e^ from B^ for dam full. It is required 

to find b^ and " / v, I ^ \] 

I ^3 b Q ^3 

The resultant + ^2 distance s^ = — b^ from ^ 

3 

for dam empty. The weight is at a distance from B^ given from equation (5), 
page 427, by 


2^3^+ 2 b— b^ — — hPf{2b,^ + b.^) tan 

3(^2+ 4 ) 


. (9) 


There is a vertical water-pressure V on the inclined back A^A^. For the sake of sim¬ 
plicity we neglect V. This omission, which is on the side of safety, involves no prac¬ 
tical error. 

Neglecting F, then, we have the edge distance ^^3 from A^ given by 


{W, + + {A, - 4) tan /?,] + - ^3) 
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For dam full, neglecting V, we have the edge distance from B^f 


( W, + - I - (/^3 - 4) tan /J3] + 


H{h, - d) 


T(h, - d) 


W, + W, + W, 


(ii) 


where Wi and are already known and 

TT/ ^(^2 H"" ^3) (^3 ^^2) 


■_ Y{K~^f 


From the third of equations (III), page 428, we have when ^3 is greater than and 
p z=: C, neglecting V, 

— ^ I \ 

3^~ 6(tV,+ fF,+ W^) . 

If we equate (ii) and (12), insert the values of JI and ^3, and solve for b^, we have 
for the base bo 


3^= + . 


.(13) 


where the quantities and are given by 


— - ^^ 2 )' tan /?3 


If we have less than there is no rectangular section (page 436), and we make 

— o, = 0. 

If we equate (10) and (12), insert the value of W^, and solve for we have for 

... ^ ™ + W,)(2b, + d(/z3 - //,)(^/ + kA - - Cb.J^ .. 

tan p, ^ ^ +6 {W^+ W,)] * * * 


If we have b^ less than there is no rectangular section (page 436), and we make 

= o, k^ = o. 

From (13) and (14) we can find b^ and p^. 

2d Case .—If the limit is given by equation (7), that is, if is greater than 

and / equal to C, and if the height of the dam is greater than this limit, we have also a third 
sub-section. 

In this case we still continue the back vertical, but the breadth must increase so that 

<f3 = .^3 shall be greater than —b^ and p C, We have then the third sub-section ^ 4 ^ B^ 

3 

with vertical back. 
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Since the vertical pressure remains unchanged for dam empty, we can run this sub¬ 
section down with vertical back until the edge distance _D_E_ 

from the back for dam empty is equal to the edge distance d [ 


from for dam full. The height of this sub-section is 
— h^. It is required to find and 

Evidently we have only to make y^3 = Q and in 


equations (13) and (14) and we have 

where the quantities and are given by 


. • (15) 


6 (W,+ W,)s, y{/t,-dy+ 6 Tik,- 

C ’ c ^ , c c 

= 4 + . 


If we substitute the value of given by (15) in (16) and solve for we shall have the 
limiting value of for the third sub-section in this case. We can then find b.^ from (15) for 
any value of up to this limiting value. 


If we have b.^ less than 


there is no rectangular section (page 436), and we make 


o and = o. 

Fourth Sub-section. —If the height of the dam is greater than the limiting value of 
when we have the third sub-section with vertical back, we must batter both face and back 

_ D _ E _ so that shall be greater than —b^ and p ~ C for dam full. 

' 3 

—-— I We have then a fourth sub-section, with front 

- W I and back batter. We denote the back batter angle 

\ i 

A- \b^ P We can run this sub-section down to the base of the 

\ j dam^ so that is the given height of dam ; and since the 

Ag_ABg I vertical pressure is unchanged for dam empty, we should 

L j have the edge distance from A^ for dam empty equal to 

^Z_J_the edge distance Ci from B^^ for dam full. It is required 

to find /q and 

In this case we have from (9) and (10), by making = o. 


3(^2+^3) 


and from (13) and (14) 


= - ^4 + . 
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where the quantities and are given by 


2CIV, + W, + W,} - 8 {h^- 4 J tan /?, 

2 C 




y{K-df-\- 6 TUi,—d) 

[^+2(4-4) tan 4 ]+ ^* T' . •’ 


^ 2(14 + ^,+ Wi^{2b- + d(4- 4 )(^/+ V4 - i’i) - Cb! 

+6( w ^+ w ,+ w ,)] • • ^ 


') and (i8) we can find and 
f^Y' 

re have less than W -j- . there is no rectangular section (page 436) and we make 
I, = o. 

For dam full and empty / = C, and in both cases = ^4, or, from (12), 

2, Cb^^ 

^4 = ^4 - 3^4 - 6 { W ,+ W , +14+^4). 

ExampIeSi— (r) height of the proposed Quaker Bridge Daoz, New York, is 17 ft., top thickness 20 ft., 

density of 7naso7iry ijOpomids per sq. ft., depth of water 163 ft., allowable coznpressive stress 20000 poimds 
per sq. ft. ‘Find the econornic section without ice-pressure or wave-thrust. 

Ans. We have d = 7, bi = 20, C = 20000, = 150, r = 62.5, and without ice-pressure or wave-thrust 

r == o. 

The top base bi = 20 is less than maximum bi and greater than minimum bi as given by equations (i) 
page 440, viz., 

7nax. bi = 4 / —= 43 ft. and mzn. bi = i/ = o. 

' 40 ' o 

The first sub-section is then rectangular. 

First Sztb-section, —For the height of this rectangular sub-section we have, from equation (2), page 441, 

hd — 2ihi — 813/4 = 343, or hi = 41.02 ft. 

This value of hi is less than the limit Ih given by equation (3), page 441, viz., 

T. .,7 C 20000 ^ 

hmtt hi — — =-= 66| ft. 

20 300 

The base is then not overloaded. The unit stress is then, from the second of equations (III), page 428, 


D b, E 


---T-—ry-A-y X- 7’ = -j;-. 

—— ‘ i 1 

. A ! i I We have for the weight JFi and cross-section 

B \ h 1 5 

A } I I Wi obihi = 123060 pounds per ft. Ai ~ 820 sq. ft., 

, \ I 1 

An- - -1 ji and hence for the greatest unit stress at front edge B 1 

I i ^ 

\ 1 { p ~ 12306 pounds per sq. ft., 

_ b^ 4 1 

J greatest unit stress at back edge Ai, for dam empty, 

h i I'Fi 

Z _ ^ _ xy p = —r- — 61530 pounds per sq. ft. 

B, ^ 

Second Sub-sectio7i. —If in equation (4), page 442, we assume for a first approximation h’x — 78, we have 

B’x = 54-54» Fa = 5760.32 and 
b^ — - 54.54 + 1/8734.92 = 38.91. 
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Substituting this value of 5 a in equations (6) and (7), page 443, we find the least value of limit //a given by 
(6), and from (6) we have limit /la = 77.S, or less than we assumed it. 

If we assume again //a = 7S.5 in equation (4), we have ^3 = 39-33. and from (6), ha = 79.2, or greater than 
we assumed it. 

The value of 7 ia is then between 78 and 78.5. If we try again for ha = 78.1, we have, from (4), ba = 39.07. 
and, from (6), ha = 78.187, or slightly larger than we assumed it. The value of ha is then between 78 and 78.1, 
It will then be quite accurate if we take 

ha == 78.1 ft. and ba = 39.07 ft. 

The weight per ft. of the second sub-section and the area of cross-section are then 


_ S(bi 4 “ ba) (ha — hi) 


164262 pounds per ft., Aa = 1095 sq. ft. 


Since the least value of limit ha is given by equation (6), page 442, we have sa = ba = —<^3, and hence from 
the second of equations (III), page 428, we have for the greatest unit stress for both dam full and empty 

2(lV,+ lFa) 

p — ---— 14713 pounds per sq. ft. 


The tangent of the front batter angle is given by - = 0.51. 

ha — h\ 

1 Jlird Sub-sectiofi.-^SxViCQ. the least value of limit ha is given by equation (6), page 442, we have the first 
case, given on page 443. 1 lie third sub-section then extends to the base of the dam and has a front and 
back batter. We have the base bt and bac'k batter /is from equations (13) and (14), page 444. 

If in (13) we assume tan fSa = 0.2, we have iA, =: 8.02, ICa = 18288.38 and 


ba ~ — 8.02 + 4/18352.7 = 127.45. 

If we substitute this value of b% in (14), we have tan />b “ o.iC, or less than we assumed it. 
If ive try again for tan fja — 0.15, we have />\ -n 9.61, Ka ^ 17643.69 and 


/a — — 9.61 4- 4/ 17736.CJ4 = 123.56. 

With this value of ba in (14) we have tan /ia —: 0.17, or greater than we assumed it. 

I he value of tan fia is then between 0.2 and 0.15. If we assume tan /Ai = 0.17, we have B% = 8.97 
“ 17901.57 and 

7a = — <8.97 + 4/17982.03 = 125.12. 

With this value of ba in (14) we have tan fj-j = 0.169, or almost exiic.tly what we assumed it. 

We have then for the third section 


//., — ha — 91.9. ba r:. I 2 5 .1 2, tail /la r- O. 17 . 
I he weight per foot of the third sub-secticjii and the cross-st^ciion aia* then 


ICa 


6(ba -f- ba)(hu — ha) 


~ I 131 670 pounds per ft., yla = 7544 sq. ft. 


'Fhc tangent (jf the front batter angle is given by 

bu - ba - {ha — ha) ^ j(^ 

fi — 7(,, 

Tlie unit pressure back and front is 20000 pounds per s(|. ft. 

The front talge distance is, from (12), == 46.64, and the back edge distance the same. 

We have then the folbnving table: 


h 


A 

tun j8 h.'iclc. 

tun fi front. 

e 

s 

/ buck. 

/ fnnit. 

41.02 

20 

820 

0 

0 

6.6 

10 

61530 

I23060 

78.1 

39-07 

1095 

0 

0.51 

13.02 

13.02 

T4713 

M 7 I 3 

170 

125-12 

7544 

9459 

0.17 

0.76 

46.64 

i 

46.64 

20000 

20000 
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In this table the first coluron contains the distance in feet from the top of the dam to the bottom of each 
sub-section, the second the base in feet of each sub-section, the third the area in square feet of each sub¬ 
section, the fourth and fifth the tangent of the back and front batter angles, the sixth and seventh the back 
and front edge distances in feet, the last two the greatest unit stress back and front in pounds per square foot. 

The total area is 9459 sq. ft. We see, from example (3), page 433, that in the case of the San Mateo dam, 
which has the same neight and density and an even greater allowable unit stress C, the area is 15810 sq. ft. 
a saving in this case of 40 per cent, due to economic section. 

'^dszgn the proposed Quaker Bridge Dam, Neu York, taking ice^pressure into account, dimensiozis and 
'ven in the preceding example. 

We have T = 40000 and, as before, = 7. ^ 20, C = 20000, = 150, 9/ = 62.5. 

top base bx — 20 ft. is less than y — 5^ 40 ft., and therefore (page 436) there is no rectangular 

We have then to make IVj = o and hy. = o wherever they occur in our equations. 
ub-section.~ThQ first sub-section, then, is given by equations (4) and (7), page 443, remembering 
Vi = o, hi = o. 

assume h^ = 102 ft. in (4), we have B^ = 10, E-z = 5239.48 and 


F, — - 10 + 1/5339.98 = 63.07 ft. 


Substituting this in (7), vre have ih — 99.6 ft., or less than we assumed. 
If we assume h^ = loi ft. m (4), we have B^ = 10, E^ = 5315.61 and 


= — 10+ 4/5415.61 =63.59 ft. 


Substituting this in ^7), we have = 101.43 ft., or greater than we assumed. The value of is then 
between loi and 102 fi. 

Assuming h^ = 101.5 ft. in (4), we have B^ = 10, E^ = 5353.97 and 

= - 10 + 4/5453-97 = 63.7 ft. 


Substituting this in (7), we have /h = 101.47 ft,, or almost exactly what we assumed. 

We have then for the first sub-section a trapezoid with vertical back and height and lower base 
given by 


7^2 = 101.5 ft., h = 63.7 ft. 


We have then the weight per foot of length and the area of cross-section Az, 


+ bPjh^ 
Wz =-— 


= 633166 pounds per ft., 


Az = 4214 sq. ft. 


We have also for the dam full = 21.33 greatest unit pressure p = C = 20000 

pounds per sq. ft. 

For the dam empty we have from (5), page 428, making hi z= o, sz = 22.82 ft., and from the third of 
equations (III), page 442, the greatest unit pressure^ = 18388 pounds per sq, ft. 


The tangent of the front batter angle is given by 


^2 ~ 
hz 


= 0.43. 


Second Stcb-seciion .—Since the limit of hz is given by equation (7), page 443, we have the second case, 
given on page 445 by equations (15) and (16), page 445, after making hi — o, Wi - o. 

If we assume hz = 107 ft. in (15), we have Bz = 31.66, £*3 = 8827.015, and 


^ — 31.66 + 4/9S29.365 = 67.48. 


Substituting this in (16), we have hz = 111.04, or greater than we assumed. 
If we assume hz = 110.5 ft. in (15), we have Bz = 31.66, Ez = 9315.26 and 

hz — —31.66 + 4/10317.61 = 69.91. 

Substituting this in (16), we have hz = 110.81, or greater than we assumed. 
If we assume hz = 110.8 in (15), we have £3 = 31.66, £3 = 9358.2 and 

<^3 = — 31.664- 4/^10360.55 = 70.12. 
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Substituting this in (i6), we have = iio.8r, or almost exactly what we assumed. 

We have then for the second sub-section a trapezoid with vertical back and height and lower base 
given by 


hz hr=. 9,3 ft., bz = 70.12 ft. 

The weight W 3 per ft. of length and the area of cross-section Az are then 

jxr _ ^(<^2 + — hi) j r A z- f 

-= 93340 pounds per ft., Az - 622 sq. ft. 

We have for the dam full and empty p = Q = 20000 pounds per square foot, and in both cases ez = j,, 
or from equation (12), page 444, making J^i = o. 


/?3 = j-3 = 24.18 ft. 


The tangent of the front batter angle is ^ - - = 0.69. 

hz — hz 

Third Sub-section.— ^^ have the last sub-section given by equations (17) and (18), pag-'^ 
making Wi = o and h^ = o. 

If we assume tan =0.1 in (17), we have — 35.06, = 23439.6 and 


<$4 1= — 35.06 + 4/24668.8 = 122. 

Substituting this in (18), we have tan /J4 = 0.29, or greater than we assumed. 
If we assume tan yd4 = 0.3, we have = 32.47, = 24434.8 and 


^4 = - 32.47 + 4^25489.1 = 127.18. 

Substituting this in (18), we have tan = 0.29, or less than we assumed. 

If we assume tan == 0.2, we have = 32 56, = 24385 and 

<^4 = — 32.56 + 4/25445.15 = 126.94. 

Substituting this in (18), we have tan == 0.29, or what we assumed. We have then for the last sub¬ 
section a trapezoid whose back batter is given by 

tan d^ = 0.29, 


whose height Ak — h% = 59.2 ft. and whose base 3 * = 126,94 ft. The tangent of the front batter angle then is 
^4 — ^3 — (7/4 — hi) tan 

--- The weight per foot of length and the area of cross-section are 


fu 


8749476 pounds per ft., A4. “ 5833 sq. ft. 


We have for dam full and empty p — C ■=^ 20000 pounds per sq. ft., and in both cases a = ^4,01 
from equation (19), page 446, malting Wi = o, 


— 51.08. 

We have then the following table: 


k 

b 

A 

tan ^ back. 

tan jS front. 

e 

s 

p back. • 

P front. 

IOI.5 

ito.8 

170 

63.7 

70.12 
126.94 

4214 

622 

5833 

0 

0 

0.29 

0.43 ' 

0. 69 
0.67 

21.33 

24.18 

51.08 

22.82 

24.18 

51.08 

18388 

20000 

20000 

20000 

20000 

20000 

10669 


In this table the first column gives the distance in feet fiom the top of the dam to the bottom of each 
sub-section, the second the base in feet of each sub-section, the third the cross-section in square feet of each 
sub-section, the fourth and fifth the tangent of the back and front batter angles, the sixth and seventh the 
back and front edge distances in feet, the last two the greatest unit stress back and front in pounds per 
square foot. 

The total area is 10669 sq. ft. We see from example (3), page 443, that in the case of the San Mateo 
dam, which has the same height and density and an even greater allowable C, the area is 15810 sq. ft. There 
is then a saving in the present case, due to economic section, of over 32 per cent. 



4So 


STATICS OP RIGID BODIES. 


[Chap. IV. 


Arcli Dam. —When the dam is made in the form of an arch, so that it supports the 
water-pressure back of it wholly by reason of its action as an arch, it is called an arch dam. 

The water-pressure upon the back must always be normal to the surface, and the 
pressure upon a unit area always the same at the same depth. 

Let aaa, Fig. i, be the centre line of a horizontal cross-section of the dam, one foot in 

height. Let and be the equal 


Fig. I. 


Fig. 2, 



normal pressures upon the equal por¬ 
tions a'a\ a'a', and H the horizontal 
pressure at the crown. 

In Fig. 2, lay off H from O to o 
horizontally, and let Oo represent the 
magnitude of H. Then lay off o i and 
I 2 parallel and equal in magnitude to 
P^ and P^, and draw the rays Oi, O2, 
In Fig. I, let 77 act at a, and prolong its direction till it meets P^ at 7 . From 7 draw 
parallel to Oi till it meets P^ at c. From c draw ca parallel to O2. 

Then (page 413) Fig. i, is the equilibrium polygon. We have by similar 

triangles 



P-.Hwch'.bC or cC\ 


cb 


cC' 


The same holds true no matter how many equal portions a'a' we take. But as we 
increase the number of portions, the polygon approaches a curve. For an indefinitely great 

P 

number of portions we have for the curve of equilibrium cb ~ ds, also = / = the unit 
pressure and cC =■ r =■ the radius of curvature. Hence 

JFT 

p X ds = - , 
r 

or 

H ^ rp X ds. 


But p must be constant, and we see from the construction that H is constant. There¬ 
fore r is constant and the equilibrium curve is a circle. 

If, then, we make the dam circular in cross-section, as shown in hhg. i, the curve of 
equilibrium will coincide with the centre line, and the horizontal pressure II at the crown 
acts at the centre line and is given by 

H^rpXds .(i) 

Also, since in Fig. 2 the force polygon 012 becomes a circle of radius H when the seg¬ 
ments of the arch are indefinitely great in number, and since any ray, as o i in Fig. 2, gives 
the stress in the corresponding segment, cb^ Fig. i, of the equilibrium polygon (page 413), 
it is evident that the pressure at every point of the centre Ime is tangent to the centre line at 
that point and equal to H. 

If, then, C is the allowable stress per square foot, we have for the area A of cross- 
section of the arch one foot in depth at any distance below the surface 

M _rpY. ds 

. C ““ ~C~^ 
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where / is the unit pressure at any distance below the surface of the water, and C is given 
by our table page 424. 

First Sub-section. —Let the water-level be at a distance d below the top (Fig. 3!. 
Let the top base be , and let the dam be rectangular for a 
distance below the top. 

At this depth, then, we have I ^ ^ ^ 

^ ds C j I I j •' 

But the unit pressure of the water at the depth d is | j | -^— 

y[h^ — d), where y is the mass of a cubic foot of water, or 1 ^ |\ 

62.5 lbs. ^ ill '' \ 

If T IS the ice-thrust at the surface per unit of length, | j 5, \ €t\ 

J' ^ ^ I I ^ ' \ 

~r is the unit pressure due to ice-thrust if h is the depth of | 
h 

water. The total unit pressure is then [ 


We have then 


p y{Jl^ — d) 

= 


or the height of the first rectangular sub-section in order that the allowable unit stress 
C may be just attained is given by 

.(^) 

Top Thtckness. —The choice of top thickness must in general be determined by 
local and practical considerations. We can scarcely take l\ = o, or have no rectangular 
portion, as it would not be allowable to bring the top to an edge. Some breadth must be 
assumed. 

We have, from (2), 

VT T T 

= .(3) 

Equation (3) will give l\ for any value of /q and d we choose. Thus if we take 

rT 

, we shall have /q = d. We ought not to take l\ less than this. If we take 

il o 


we shall have /q equal to the entire height of the dam, and the entire cross-section will 
be rectangular. We cannot take greater than this. 

Between these two values of 


rT yr tT 

and ■ 


... (4) 


we can assume b^ what we wish, and will have then //^ greater than d and less than 
There will then be a second sub-section not rectangular. 
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Second Sub-section. —For any distance 7 below the top greater than and less than 
K 3) have the thickness 

A rp 

and the total unit pressure 

p = Y^y ~ '^) + T- 


Hence we have for the thickness at any distance j;/ from the top whenjj/ > 

yr tT 

t + -^0 + . 


The arch dam requires far less masonry than the gravity dam, but the pressure on the 
arch stones increases with the depth and span, and so does the thickness. When the thick¬ 
ness becomes great we cannot be sure that each arch stone will take its own share of the 
pressure. The distribution of the pressure over the cross-section is then uncertain. For 
such reasons the arch dam is best restricted to short and low dams. It is also evidently 
unwise to make the stability of a dam depend wholly upon its action as an arch, except 
under the most favorable conditions as to rigid side hills for abutments, and the most 
unfavorable conditions as to cost of masonry. 

Although it is not, then, generally wise to make the stability of a dam depend wholly 
upon its action as an arch, it is well to make a gravity dam curved up-stream, so that the 
arch action may give additional security. 

There are but two examples of the pure arch type: the Zola dam in the city of Aix in 
France, and the Bear Valley dam in the San Bernardino Mountains, Southern California. 
The first is of rubble masonry, height 120 ft., radius 158 ft., thickness at top 19 ft., at base 
42 ft. The Bear Valley dam is of granite, height 64 ft., radius 300 ft., thickness at top 
3.16 ft., at base 20 ft. 


Examples.—(i) The Bear Valley da7n mjhe San Ber^iardmo Motmiains, Southern California, Is a7i arch 



da7n of granite ashlar, radius r = 300 ft.^ top base bi — 3. ly ft., boitani base bi — 20 ft., depth 
of water h = bo ft., heii^ht h-x = 64 ft., aiid therefore d == 4 ft., face vertical aiid other 
dwie7isions as shown in the following figtire. Examine its stability. 

Ans. We have from the given dimensions and from equation (5), neglecting the ice- 
thrust T, for 


il 

24 

36 

48 

64 ft. 

/ =: 4.48 

5.79 

7.1 

8.42 

20 “ 

C ■=. TL (y — d) = 16.72 

32.22 

42.25 

49. 

28.12 tons per square foot. 


From page 424, the allowable unit stress C ought not to exceed 30 tons per square foot. 
The dam as built then has, except at top and bottom, a much higher unit stress than ordi¬ 
nary practice would consider allowable. 


(2) Design an arch da7n of the saine height and radius as the Bear Valley da7n, for 
sa 77 te depth of water a 7 id for a 7 i allowable coijipressive stress of 30 to 7 is per square foot. 

Ans. We have h = 60, Jh = 64, 4 ^ = 4» r = 300, ;^ = 62.5, C = 60000. Taking the 
ice-thrust T = 40000 pounds per ft., we have,from equations (4), page451, bx = 3^ ft. and b\ 
= 22.08 ft. We should not take less than the first value, in which case/a will equal 
d, nor greater than the second, in which case hx will equal hi. Let us then take <^1=4 ft. 


ist. Without Ice-thrust ^—For the first sub-section we have, from equation (2), page 451, 
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453 


rn 

I 

I 

I 

I 

I 

iks 

I 


I 



page 452, for any 


If we take 
we have 


The cross-section is then rectangular for a distance Jh = 16.8 ft. from the top. 
Below this point the thickness should increase. We have then, from equation (5), page 
452, for any value of y greater than 16.8 the corresponding thickness 


^ 62.5 X 300 . . 

/ = — . - (/ - 4 ). 


60000 


If we take 

y = 16.8 


we have 


/= 4 


32 

8.75 


44 

12.5 


64 ft., 

18.75 ft- 


If we make the face vertical and batter the back, we have then 
the cross-section shown in the left-hand figure, 4 ft. thick for the 
first 16.8 ft. 

2d. With Ice-thrust .—For the first sub-section we have, from 
equation (2), page 451, 

60000 X 4 40000 


h\ '= -\- 


62.5 X 300 62.5 X 60 


— 6.14 ft. 


The cross-section is then rectangular for a distance hx = 6.14 
ft. from the top. Below^ this point we have, from equation (5), 
alue of/ greater than 6.14 tlie corresponding thickness 

62.5 X 300 
^ 60000 


{y ■ 


500 X 40000 
^ 60 X 60000’ 


y = 6.14 20 32 

/ = 4 8.33 12.08 


44 64 ft., 

15,83 22.08 ft. 





CHAPTER V. 


RETAINING WALLS. EARTH PRESSURE. EQUILIBRIUM OF EARTH. 


detaining Wall. —A wall designed to resist the pressure of earth back of it is called a 
ng wall. 

1 the case of a dam. we know that the water-pressure is normal to the submerged sur- 
nd its magnitude is as given on page 431. This pressure acts at a distance from the 

ttom of = V/, where h is the depth of water. Its vertical and horizontal components 

and //^are then known in magnitude and point of application, as given on page 431, and 
m the preceding chapter we have seen how to investigate the stability and design a dam. 

In the case of a retaining wall the earth-pressure is not in general normal to the surface, 
and the rule for magnitude of earth-pressure no longer holds for earth. A special investi¬ 
gation is therefore necessary in order to find Fand H \n the case of a retaining wall. When 
once these are known in magnitude and point of application the general principles and 
equations already given in the preceding chapter, apply at once and we can investigate the 
stability or design a retaining wall. 

It then only remains necessary to find V and //"and the point of application for earth- 
pressure. 

Point of Application of Earth-pressure. —In treating retaining walls it is allowable to 
neglect the cohesion of the earth. We can therefore consider the earth-pressure as zero at 
the earth-surface, and increasing for any point of the back of the wall directly as the depth 
of that point below the earth-surface. The point of application of the pressure is then just 

the same as for water, viz., at a distance of d. = -h from the bottom. 

We have already used this value of d^ in finding the general equations of pages 429 to 
432. These general equations apply, then, directly as they stand to retaining walls, if w^e 
make the ice- or wave-thrust T zero wherever it occurs. 


It only remains to determine the magnitude and direction of the pressure Pin the case 
of earth-pressure. 

Magnitude and Direction of Earth-pressure—Graphic Determination.— We shall first 
discuss some cases of equilibrium of a prism in general. 

Case i.—L et abc, Fig. i (<?), be any small prism of thickness /, and let be the 

Fig. t {a']. normal pressure per unit of area upon the faces ac and be at right 



angles, the (-f-) sign indicating direction up and to the right. 

We shall prove that for equilibrium the pressure per unit of 
area upon the third face ab is also normal and equal to p^. 

For if we multiply the area cic X I oi the face ac by d- p^, 
we have the total horizontal force H ~ p^X ddc X l\ and if 
we multiply the area X / of the face be by we have the total 
vertical force + F = X X 
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If we lay these forces off in Fig. i {b) from A to and to iV", so that AH — H 
and HN — + F, the resultant for equilibrium is NA, making Fig. i{h), ^ 

with the vertical an angle ANH whose tangent is / 

__ _ Vi 

^ _ Pi X •ac X / ac \ / 

y Tc y. I be' I ^ 

The angle of NA with the vertical AV Is then the same as "‘‘i? 

the angle of ab with the horizontal be. Since AV is perpen- c _ 

dicular to ac, NA must be perpendicular to ab, V. . _J T / 

We have also 

NA p^ A ad A P-\~ p^ X be X d = p^lj^a? + bc^ = pp X ab, 

or for equilibrium the pressure per unit of area upon the face ab is normal to the face and 
equal to p^. 

Case 2.—Suppose now the normal unit pressure on the face ac to be reversedm 
so that it is — Fig. 2 ia). Fig. 2 {a). 

We shall prove that for equilibrium the pressure per unit of N 

area upon the third face ab is also p^ as before, but its direction is no \ ! 

Pjq 2 (/;) longer nof^nal to ab but makes the ( | 

o angle N'A V on the other side of AV , ^ 

/'|\ equal to the angle NA V in the first case 

a X-i-'X ofFig.^b). 1/ '^ t 

|\ [V / For we have the total pressure on the 

L/h^/ equal to X X / = + ^ ^ 

^_ -H A'XI^ the same as before, and the total pressure on the face ac is now 

^ ^ p^X dc X I = ~ H, or just the same as before in magnitude 

/ ~J but opposite in direction. 

' ^ f) If we lay these forces off, in Fig. 2 (b), frorp A to H\ and H 

to N\ so that AH' ~ — //, and HN' -fi V, the resultant for 
equilibrium is N'A. It is at once evident that the magnitude of N'A is the same as NA 
before, but its direction makes the angle N'A V on the other side oi A V equal to the angle 
NA V in the first case of Fig. l (<2). 

In this second case, then, for equilibrium the pressure per unit of area upon the face ab is still 
p^, hut jnakes an angle N'A V on the other side of A V equal to the angle NA V in the first case. 

If then we lay off in Fig. 2 {b) AN ~ p^ normal to ab, and with W as a centre describe 
an arc of a circle intersecting the vertical A V at S, then the line will give the direction 
and magnitude for equilibrium of the unit pressure on the face ab in the second case of 
Fig. 2 (/;). 

Case 3,—Suppose now that the normal pressures per unit of area on the two faces ac 
and be. Fig. 5, are unequal and given by +A + A- ^ 

Required to find the magnitude and direction of the unit Xl\ Z 

pressure / on ab for equilibrium. flL^^ 

We can divide the normal pressure + py on the face be H2 —^ 

into two parts, one equal to ~(.A“ 1 "A) other equal - t- 


Fig. 3 (a), 
a 




<— 


to + -(A — A)> as indicated in Fig. 3 (a). t 

We can also divide the normal pressure -|-on the face 
ac into two parts, one equal to +^(A +A) and the other equal to (A 








456 STJTICS OF RIGID BODIES [Chap. V. 

Now, by Case i, the unit pressure normal to the face ab which balances + +A) on 

the face be and “(/i ~ 1 "on the face ac is just the same, or NA ~^^Pi “f” P^^ Fig. 3 (5), 

Fig. 3 (i 5 ). laid off normal to ab. 

S /p Also, by Case 2, the unit pressure on the face ab which 

'\ /I I 

i \r / balances +-(/i—A) on the face A and —-(/j - ^2) on the 

I A < ^ /.V . 2 


//Affrii) 


’^ / \ 7 1 , \ i_ • 1 

v/J-PP face ac is just the same, or -fA “• A)' ont it makes an angle 
/ 1 m / ^ 

Nt I/ / i\f'A F on the other side oiAV equal to JVA V. 

then we lay off, in Fig. 3 {b), NA normal to ab and equal 

3^_^ ~(A+A)> nnd with A" as a centre and NA as a radius 

jc_—^6describe the arc of a circle intersecting the vertical A Vat the 

A f A ' I 

point S, then SN will give the direction of -(Pi—p^) acting on 

"t- JP ^ 2 

^ the face 

If then we lay off along this line SJV the distance JVR = ^2) draw RA.^ the 

line RA will give the magnitude and diTectiou of the resultant unit pressure p on the face ab 
when the nmoral unit pressures and p^ on the faces be and ac are unequaL 

It is also evident that the angle RNF is equal to twice the angle VAN, or, if we bisect 
the angle RNF, we shall have the direction of A F or /j. 

Suppose, now, the faces ac and he, Fig. lif), to remain invariable in direction and the 
normal unit pressuresand p.^ on these faces to remain unchanged, but let the third face, 

vary its inclination. Then the magnitudes of NA — -(/i “h ~ — ^2) 

in Fig. 3 [h) will be unchanged, but their directions will change according as the face ab 
changes its inclination. It is evident that the greatest possible value of the angle RAN 
which the resultant pressure^ = RA on the face ab makes with the normal NA to that face 
will be when RN is perpendicular to RA, or when the angle ARN = 90^. 

Now for earth-pressure the greatest possible value of the angle RAN zs the angle of 
friction or of repose 0° for earth on earth. 

The angle RNF is then equal to 90^ -f- 0°, and, as wo have just seen, if we bisect this 
we have the direction of p^. Hence the angle VAN of p^ with the normal NA is 
I d)° 

2(90“ + d'°) = 45 ° + —• 

Case 4.—In Fig. 4, let ab be any earth-surface, and let the resultant unit pressure 
RA = p on this surface be given in direction and magnitude. It is required to find 

\{Px +A)> \^Px ~ Pi) and the direction of A- 

D raw AF normal to the surface ab, and AR^ making the angle of friction 0 with this 
normal. Then find by trial a point TV" in this normal AF such Fig. 4. 

that if we take iV" as a centre and NR as a radius, the arc ARK N ' 

will be just tangent to AR', When this point N is thus found by ^ I /F 

I \ /T"" ' / 

trial, then, by Case 3, the distance will-be ~{p^ + A)» \'p 1 / 

I ^ ® y 1-""/^ 

KN = RN will be -(/^ ““A)- Also, if we bisect the angle [ / 

^ vJ?/ 

by the line NS\ we have the direction of\T/ 
Application to the Retaining Wall. —Let AN, 

Fig. 5, be the back of the wall, and JD^FI the earth-surface ^ "^5 


Fig. 4. 
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making the angle a with the horizontal. 
A parallel to the earth-surface, and 
draw AJ vertical and A^F normal to 
the earth-surface. .The pressure upon 
every square foot of this plane AA^ is 
vertical and equal to the weight of a 
column of earth of vertical height AJ 
and cross-section i sq. ft. X cos a. 

If is the mass of a cubic foot of 
earth, then we have 

X AJ X I sq. ft. X cos a 

for the mass of this column. But 
AJ cos a = A^Fj hence the mass of this 
column is 

y^ X I sq. ft. 


Pass a plane AA^ through the foot of the wall 
Fig. 5. 



If then we draw A^F perpendicular to the earth-surface and revolve Aj^F about 
centre to the vertical A^R ^^, we have for the vertical unit pressure p 


p = y^X A^R^ pounds per sq. ft., 

where y^ is the mass in lbs. of a cubic foot of earth, nndA^R^^ is measured in feet. We have 
then, as in Case 4, p given in magnitude and direction, and we can find, as in Case 4, 

;(A + A)> - A), tlic direction of J>,. 

Thus, as in Fig. 4, draw A^F (Tig. 5) making with the normal A^F the angle R^A^F, 
equal to the angle of friction or repose <p for earth on cartli. Find by trial a point on the 
normal ^^Fsuch that the arc of a circle with as a centre passes through R^^ and is tangent 
to A^R', Then, as in Case 4, 

^(A+A) == Vi • 

^Oi-A) = Vi ■ A'lAV 


Bisect the angle R^Nj^F by the line Then the line gives the direction of 

/j, as in Fig. 4. 

Now lay off at the foot of the wall A (which may be considered as identical with A^) 
the distance JVA = in a direction perpendicular to the back of the wall at A, Draw 

the line AS parallel to JV^S\ the direction of p^ already found. Then, as in Fig. 3 (^), with 
W as a centre and NA as a radius describe an arc of a circle intersecting AS Sy and lay off 
along NS the distance NR = N^R^, Then, as in Case 3, RA represents the magnitude and 
direction of the pressure per square foot at the foot of the wall. Thus, if y^ is the density 
of earth and we measure RA in feet, the pressure per square foot at the foot A of the wall 
is given in magnitude by 

y^ X RAy 


and its direction is the direction of RA. 
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Since the pressure is zero at the top i?i and greatest at the foot A, and varies for any 
point directly as the distance of that point below , the average pressure per square foot is 

-^YxARA. 

The total pressure P is then for a wall of one foot in length 

P^\y^ XRAX D^A, 


is the mass of a cubic foot of earth and RA^ D^A are taken in feet, and Pis the 
per foot of length. 

is pressure P acts (page 454) at a point P' at a distance above the base of the wall 


il to where h is the distance D^O of the earth-surface above the base of the wall, and 

^s parallel to the direction of RA already found. 

We can thus find by a simple graphic construction, in any given case, "the magnitude, 
direction and point of application of the earth-pressure P on the back of the wall. The 
vertical and horizontal components F and H oi Pare then easily found, and then the general 
principles and equations already given in the preceding chapter, apply at once, and we 
can investigate the stability of, or design, a retaining wall. 

Magnitude and Direction of Earth-pressure—Analytic Determination. —From the 
graphic construction just given we can easily derive the corresponding general formulas for 
the magnitude and direction of the earth-pressure P. 



Notation. —Let h = D^O be the 
height of the earth-surface at above 
the base AB of the wall; the angle of 
the earth-surface with the horizontal 
is a\ the batter angle of the back 
of the wall with the vertical is the 
earth-pressurePmakes the angle <9 with 
the normal to the back of the wall; 
the angle R'~ (p the angle of 
repose for earth on earth; the angle 
Pj^W^P= 7;, and the angles and 

77 

vSj^PjPare each the angle RAS = e; 

the angle RSA — qd', is the mass 
of a cubic foot of earth. 


Solution. —Now by the graphic construction we have 


\{Px + A) sin 0 = - A). 


We have also 


cos 


A^F= AD, cos (A - tt) = {/ 3 , - a), 
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and since = A^F, we have by construction 


I, yJt . . . 

- A) sin ri = cos - «) sm a. 


We have also by construction 


Fi I r I 'V' V V h 

!_-(A + A) + 2(i^i “ A) cos 7J + — A) sin vj = cos { 0 ^ — «)J , (3) 


and also 


A + A) + •^( A - A) cos 7 = cos (/?! - a) cos a. . . 


From (i), (2) and (3), eliminatingi(/j + and^(/i — A)> obtain 


COS 77 = 


I ^ I sin^ a\ 

+ ^(i-siir«o(i--^). 


We have also directly from the figure = angle NS A = angle NAS, or 


GD — go — / 3 ^ — a. 


From (2) and (i) we have 


cos (o' — sin o!{i -|- sin <p) 
cos sin <p sin 7 / 


yji cos {a sin a[\ — sin 0) 

"^2 cos sin 0 sin 7/ 


We have also from the figure 


RS sin GO 
AS — RS cos cio 


But yj. = A , and yi. .^5 = (A + P-) cos w. Thetefore 


tan e 


02 sin 07 
cos Gi7‘ 


Substituting the values of p^ and p^ from (5) and (6), 

I — sin 0 „ / 0 \ 

tan e = —^—.-r tan c«7 == tan^ US — -) tan 

I -|- sin 0 \ 2 / 

We have also directly from the figure ^ 


6 = GO — 
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. RA = sin^ + (Xi • A ^ p 2 ^ + P\ qd, 

r, substituting the values of and from (5) and (6), we have for the earth-pressure P 


P=-V, .RA.AjD. 


COS 2 ^ 


y.}? cos ( 6 . — a) sin a jl -;-:--To-:—^ 

ll - --AA - L- -y (i -1“ sin (by — 4 sin 0 sir 

2 cos^ sin (p sin rj 


From (i) and (4) we obtain 


y^h cos {/S^ — a) cos /af (l + sin 0) 
”” cos (i 4“ sin 0 cos rj) 


Comparing this with (5), we have 


sin 0 sin 77 i + sin 0 cos rf • / 

Making this substitution in (V), we obtain an equivalent expression for P which can be 
used when ^ = o, viz., 

^ cos (/S-i — tr) cos a JTI —^-:- 770 -:-:-- /TrT\ 

P = Ail—- - -jn —^—4-^ 4/(1 4- sin 0r — 4 sm 0 sim go. .. . (VI) 

2 cos^/?i(i 4-sin 0 cos 77) ^ ^ ^ ^ ^ J 

We see from the figure page 458 that the earth-pressure P makes the angle 4 “ A 

with the horizontal. We have then for the vertical and horizontal components of P 

V = P sin {6 + A)j ) 

^ [ .(VII) 

i 7 = Pcos (^ 4 -A)0 

The values of V and H being thus known, the principles and general equations already 
given in the preceding chapter, apply at once. 

The case of water-pressure is a special case of the equations just deduced. Thus for 
water we have y in place of y^, since the surface is level we have a = o, and since there is 
no friction 0^ = o. We have then, from (I), 77 = O; from (II), 00 = go from (III), 

6 — (sD\ from (IV), 6 — 0 . The pressure of water is therefore normal to the surface. From 
(VI) we have 

r> 


and from (VII) 


2 cos 


A, 


These are precisely the values of V and /7 given on page 431 for water-pressure. We 
see, then, that water-pressure is but a special case. 

Surface of RtipUire .—If there were no wall and we were to disregard cohesion, a prism 
of earth ADfi would tend to slide off along a plane AG which would make with the hori¬ 
zontal the angle of repose 0 for earth on earth. 
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But on account of the wall this plane AG makes with the horizontal an angle ^ greater 
than 0. 

This angle ip we call the angle of rupture^ the plane 
AG is plane of rupture,, and the prism ADpG which 
thus tends to separate along AG and force the wall is the 
prism of rupture. 

If, in the figure page 4 .$S, p^ remains unchanged in 
direction and magnitude, while AA^ is revolved about A 
until the pressure upon AA^ makes with the normal A^iV^ 
the angle 0, then this new position of AA^ is the plane of rupture. But for this new position 

p^ makes the angle 45° + J the normal. The normal A^N^, and hence the plane AA^, 

(p 7 ] 

have then been revolved through the angle 45 r — - • The angle which the plane of 
rupture A G makes with the horizontal is then 

^ = 45 °+ f - f + "•. ^ 

In the case of water, «= o, 0 = o and, from (I), ?; = o. We have then for water 

f = 45 °. ' 

General Method. —We have in any case the following general method ; 

1st. Find rj from (I). 

2d. Find oo from (II). 

3d. Find 6 from (HI). 

4th. Find d from (IV). 

The angle 8 gives the inclination of the earth-pressure with the normal to the back of 
the wall. 

5th. Find P from (V) or (VI). 

6th. Find F and iV from (VII). 

If desired we can find the angle of rupture from (VIII). 

Knowing now Fand H, we can use the general equations pages 426 to 430, making 
in them T ~ o. 

Special Cases,—Tht formulas (I) to (VIII) just given are general and admit of simplifi¬ 
cation for special cases. 

Case 1. Earth-surface H ORIZONTAL.— If the earth-surface is horizontal, we have 
a = o, hence, from (I), 7=0 and, from (II), 00 — 9 °° — ftv 


and then, from (IV), 

tan 6 = 

= tan * (45 — cotan ,. 

. . (8) 

. • (9) 

6 

= 90° — ... 

from (VI), 





2 ^ 

/ I 4 sin (p . 

. . (10) 


\/ cos^ /?, (i + sin d'f ’ 

and from (VII), 

V = P sin (go^^ 

— e), H = P cos (90° — e). . • • 

. . (II 
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From (VIII) the surface of rupture makes with the horizontal the angle 




^ = 45 ° + - 


(12) 


Case 2. Earth-surface Horizontal—Back Vertical. —If in the preceding case 
we make = o, we have e = 90°, 6 = 0 and therefore the earth-pressure is normal to the 
back of the wally or horizontaL 
From (10), then, 


P=H=: 



I — sin cp 
I —j— sin (p 



(13) 


and from (i i) V= o. 

The surface of rupture makes as before the angle p with the horizontal given by 

Ha 

= 45°+ 


Case 3. Earth-surface Horizontal—Back Batter Angle equal to go° — tp. 
—In this case « = o, /Jj = 90“ — We have, from (I), 7^ = 0 and, from (VIII), f = 45 °+ ~- 

Hence = 45° — and, from (II), oj—tp— 45°from (III), e = 45° — from (IV), 


e = <p, 

or the pressure makes tke angle of'friction (p with the normal to the hack. 
From (VI) we have 




Yv 




2 cos ^45° — ^j(i + sin 0) 

But by Trigonometry 

. . sin^ (45° + -] 

I + sin 0 _ \ ^ ' 2 / 

I — sin (p~ .,0 , <P\‘ 


(i + sin 0)* - 4 sin 0 sin^ ^45° — ^j. 


cos' 145 




Hence 


sin 0 = I — 2 COS'" 


(45° + j)> I + sin 0 = 2 - 2 cos* ^45“ +^j, 
cos* 0 = 4 cos* [45° + f) — 4 cos^ ^45° + ~y 

Inserting these values and reducing, we have 




rv 


IF' cos^ 


(45-+ D 


COS p cos(45 


-D 


(14) 


(IS) 


From (VII), 


F=Psin (45°+!) 


A cos (45°+^) 
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Case 4. Earth-surface Inclined at the Angle of Repose. —In this case a = 4 >. 
We have, from (I), cos 77 = — sin 0, or 7; = 90 + 0; from (II), co = 45° — ^; from (III), 

tan 6 = tan^ (45° _ tan (45° _ -f .(16) 

From (IV), 


^ = 45“-A.+ j-e. 


From (V), 




From (VII), 


From (VIII), 


■= A sin ^45° +j—e), .^= P cos (45° +1* - e). . . . 


0 = 0 , 


or the surface of rupture is parallel to the earth-surface. 

Case 5. Earth-surface Inclined at the Angle of Repose—Back Vertical.— 
In this case we have only to make y5j = o in the preceding case, and we then have 7; = 90 + 0 ? 


GO = 45 -f- and, from (16), 


tan e = tan« ^45° - tan ^45° -f jj, 


or, since, by Trigonometry, 


I — 1 — sin „ / (h\ 

= tan^ (45'^ 4- 4, 
I — sin 0 ^2 A 


I^:i?ilL^=tan^ f45^ 

I sm <p \ 


tan 6 =’■ 


I — sin A 4 sin 0 


I 4 sin 0 Y I — sin 0 




—- sin 0 
4 sin 0 


= tan (45 


0 

Hence e = 45° — and, from (17), 


^ = 0 , 


or the press7ire makes the aiigle of friction 0 with the normal to the hack. 
From (18), 

p —- , !Ct I ^ Ac*® _L^\. 


/> = 4 sin 0)^ — 4 sin 0 sin^ ^45 4 


or, reducing as in Case 3, 


cos 0 


(20) 






464 


STATICS OP RIGID BODIES—RETAINING IVALLS. 


[Chap. V. 


From (i9)> 

sin 2<j> ^ .^21) 

The surface of rupture makes, as before, the angle 0 with the horizontal. 

Values of 0 , jx and —We give in the following table the value of the angle of friction 

0, of the coefficient of friction jx = tan 0, and of the density y^ for earth, sand and gravel. 


Material. 

Angle of 
Repose 

Coeifcient 
of Friction 

/X. 

Density in 
lbs. per cu. ft. 
Vn 

Gravel, round. 

30° 

0. 58 

100 

“ sharp. 

40 

0.84 

no 

Sand, dry. - . 

35 

0.70 

100 

“ moist. 

40 

0.84 

no 

“ yj gr,..... 

30 

0. 58 

125 

Earth, dry. 

40 

0.84 

90 

“ moist. 

45 

I .00 1 

95 

“ wet. 

32 

0.62 

115 


Examples. — (i) At NoriJifield, Vt., on the line of the Central Ver7nont R. R., is a retairimg' qvall iS ft. high, 
top base 2 ft., boitojn base 6 ft. The wall is co7nposed of huge blocks of li}7iestone without cejnoii. The density 
of the 77iaso7try is about 170 lbs. per cubic foot. The face of the wall has a batter of i inch horizo7ital for every 
foot of height. The wall is over 30 years old and i7i as good co7idition as when laid, htvestio^aie the stability, 
iakmg the a 7 igle of repose 3 ^"', the de 7 isity of the earth go lbs. per citbic foot, and the coefricie 7 it of friciio 7 i for 
the 77 iaso 7 try fi = 0.66 (page 424). 


2.7 ^ 

Ans. We have h — hi — 15, = 2, ^2 = 6, 5 = 170, tan ^ ^ ~ 3 ^' ^ 9 ^. 

fx = 0.66. 

Take a section of the wall i foot in length. Then the weight of this section is 


^ _ ^{b\ 4* bf)h , - 

yiy — --—L— = 10200 pounds per ft. 


From Case i, page 461, we have 


P = 9 Q X 225 / I 

2 y 0.967 


2.463 

2.6 


= 2983 pounds per ft., 


tan e = tan^ 26° cot fo° 23', or e = 52° 26', 

F = /* sin (90 —e) = 1814 pounds per ft., II = P cos (90 — e) = 2364 pounds per ft. 

Now that we know V and U, we can proceed as on pages 426 to 430, making 7 ^ = o in all equations in 
which it occurs. 

Thus for stability for sliding we have from (I), page 427, for the factor of safety for sliding 

0.66(10200 + 1814) 

»= ,364 

Ihere is therefore ample security against sliding even for through joints. If there are no through 
joints, there is in any case no possibility of sliding. 

For stability for rotation we have, from equation (5), page 427, 

72 + 24-4-15(4 + 6)^ 

= --—-—-LL 


3X8 


= 2.646 ft., 
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and from (II), page 428, since di^—h = 5, 

3 


10200 X 2.646 + 1814^6 — —2364 X 5 


= 2.03. 


10200 + 1814 

Since e is positive, the resultant pressure on the base falls within the base and there is no rotation. 

For stability for pressure, since e is greater than ^<^2 = 2, we have, from the third of equations (HI), 
page 428, for the greatest unit pressure 




2(10200 + 1814) 




3 X 2.03\ 

- —g —-j = 3944.6 pounds per sq. ft. 


From our table page 424 we see that the allow’able unit stress is C = from 50000 to 60000 pounds per 
sq. ft. The wall is then abundantly secure against sliding, rotation and crushing. We also see that the 
bottom base might have been considerably less, thus saving much material, without being insecure. 

Check by Graphic Construction, page 457. 

(2) Design the preceding wall properly for ike scnne top base, height a?id back batter, for an allowable stress 
of C = 40000 pou7ids per sq. ft. 

2.75 - 

Ans. We have h = =15, bx ■= 2, d = 170, tan /h -jy-, ^ = 0.66, and of course the same values for 

V and D as before, viz., 

F = 1814, AT = 2364. 

From equation (II), page 429, making 7 * = o, we have for the value of b^ for low wall 

b^ = — 1.065 + 4/1-134 + 50-95 

Substituting this value of b^ in equation (I), page 429, we have for the limit of hi for low wall 

6.16 X 40000 — 3628 


Ihnit hi = 


170 X 8.16 


175 ft- 


Since this is greater than the actual height, the wall is low and the value of b^ just found is the value 
required. We have for this base e = ^—b^ and p less than C 


We have then the weight per ft. 


W = 


^{bi + b^)h 170 X 8.16 X 15 


= 10404 pounds per ft. 


From (I), page 427, we have the coefficient of safety for sliding 

0.66(10494 + 1814) 


1 


2364 


34- 


There is no danger of sliding even for through joints. 

Check bv Graphic Construction, page 457. 

(3) Desigit the wall of the preceding exa77iple for the same top base attd height and vertical back, for an 
alloivable stress C = 40000 pounds per square foot, a7td show that there is a saving of over 17 per ce7it due to 
vertical back. 

Ans. We have /^ == /^i = 15, bx — 2, S = 170, =0, (p == 38°, gx = go, ju = 0.66. 

From Case 2, page 462, we have 


90 X 225 


V = H 


tan^ 26° = 2408 pounds per ft. 
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From equation (II), page 429, making T = o, we have 

^2 = -■ I + l/33”33 = 4-77 ft. 

Substituting this value of <^2 in equation (I), page 4-9> tiie limit of hi for low wall greater than 

the given height of dam. The wall is then low and the value of ^2 just found is the value required. For 

this base we have = - 3 ^ and ^ less than C. 

3 

We have then the weight per ft. 

S { 3 i + ^ 2)/2 170 X 6.77 X 15 o. , r . 

W~ — - ^—— = — - - - - = 8632 pounds per ft., 


as against 10404 pounds per ft. in the preceding example, or a saving of 17.03 per cent. 
From (I), page 427, we have the coefficient of safety for sliding 


_ 0.66 X S632 
~ 2408 


2.3. 


There is then no danger of sliding even for through joints. 

Check by Graphic Construction, page 457. 

(4) Fmd the boiiofn base of a trapezoidal retaining wall of gra 7 i He ashlar with vertical back, 20 feet high, 
earth-surface horizo 7 ital a 7 id level with the top, cp = 33" 4^', y = ^00 potmds per cubic foot. 

Ans. In this case (ix =0, o, h = h\. From Case (2), })age 462, we have the pressure P normal to the 
back and given by 

p = H = - tair 28 15' = 5774 pounds per ft. 


From equation (II), page 429, we have 

b^ 





Sbd 2H 


If we take the top base ^1=2 ft. and <3 = 165 lbs. per cubic ft. (page 424), we have A “ 7-66 ft. 

Check by Graphic Construction, page 457. 

(5) Same as precedmg exajjiple, with back batter /?i = c?°. 

Ans. /* = 6420 pounds per ft., 0 = iS° 9', 5758 pounds per ft., K = 2825 pounds per ft., A = 7.9 ft. 

(6) Design a retamifig wall 20 ft. high, back batter fx =S°, <3 “ ryo lbs. per cubic fooi, earth-su7fac6 

Z7iclined to horiz 07 ital at a 7 igle of repose (p = 33° 4 ^', y\ — lbs. per cubic ft., earth-surface at top of wall. 

Ans. From Case 4, page 463, we have e = 21“ 22', 0 = 32° 28', P — 21740 pounds per ft., 

H = 16522 pounds per ft., V = 13230 lbs. per ft. 

If we take the top base bi = 2 ft., we have, from equation (II), page 429, b^ = 9.6 ft. 

Check by Graphic Construction, page 457. 

(7) A wall 13 ft. high retains ait earth fillmg which supports a double-track railway. The top base is 
3.3 ft. Fmd the botiozn base for yx ~ioo, cp = 33° 40', /3i = 8°, 3 ~ 170, 

Ans. If we take the train-load at 6000 pounds per linear ft. and top of fill 15 ft., tlic pressure per 
square ft. on top is 400 pounds, which is equivalent to a column of earth 4 ft. high. We have then hx = 15, 
>^ = 19, and from Case i, page 461, 

P = 5795 pounds per ft., S = 18®, H = 5200 pounds per ft., V = 2540 pounds per ft. 

From equation (II), page 429, bi = 7 ft. 

Check by Graphic Construction, page 457. 

Cohesion of Earth. —Cohesion is that resistance to motion.which occurs when two 
surfaces of the same kind are in contact. It is found by experiment that cohesion is directly 
proportional to the area of contact, varies with the nature of the surfaces, in contact, and is 
independent of the pressure. 
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For any given surfaces, then, the cohesion is 

cA, 

where A is the area of contact and c is the coefficient of cohesion. 

Equilibrium of a Mass of Earth.—L et ADG be a mass of 
earth, the batter angle of the face being /5. 

If there were no cohesion, a prism of earth ADG would tend to 
slide off along a plane AlC which would make with the horizontal 
the angle of repose 0. But if there is cohesion, this plane, which is 
called the plane of rupture, will make an angle ?/; with the horizontal 
greater than the angle of repose 0. We call 0 the angle of rupture. 

Let the angle of the earth-surface DG with the horizontal be and the weight of the 
prism ADG per unit of length be W. 

The weight W acting at the centre of mass C can be resolved into a force i\ xk 
the surface of rupture AG and a force -P parallel to the surface. 

We have then 

P = JV sin ?/?, JV = W cos 0.(i) 

The force P tends to cause sliding. This force is resisted by the friction and the 
cohesion. The friction is /W, where = tan 0 is the coefficient of static sliding friction, and 
the cohesion is c . AG, where c is the coefficient of cohesion. 

We have then for equilibrium 

P- jjiN-c. AG or P^ j^N= c.AG, 

or 

^ ~ AG 


(2) 



Now', for an}^ plane which makes an angle with the horizontal greater or less than 0 
there will be no sliding, and for that plane P — will be less than c . AG. For the plane 
of rupture, then, we must have 


P- uD 


= a maximum. 


/£■ 

Let the vertical height of the prism be Ji. Then AD = -- the angle DAG is 

^ cos p 

90 — (/? + 0), the area of the prism ADG is then 

- . AD cos (6 ih) = ----- —, 

2 ^ rj 2 cos f 

and the weight W per foot of length is, if is the density of the earth, 

yJi .AG. cos (/? “h 0) 

l/y “ ^... OP.. 

2 COS f 
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Inserting this value of W in (l) and the corresponding values of P and N in (3), we 
have, since = tan <p, 

yh cos ^ sin (ip — 4 )) = c = a maximum. ..... (5) 

2 cos /i cos 0 ^ 

iLE OF Rupture. —Equation (5) is a maximum when 

cos(/J + 0) = sin (0 — 0) = cos [90° — (;/; — 0)], 

lien 

yS_[-0 = 90“ — (0—0), orwhen 0 = 45° +.(6) 

Equation (6) gives, then, the angle of rupture, or the angle which the plane of rupture 
AG makes with the horizontal. 

Coefficient of Cohesion. —If we insert this value of ip in (5), we have 


yh cos [45 + -(0 + yS)] sin [45 — ^(0 + /i)] = 2c cos ^ cos 0, 


yh[i — sin (0 + /?)] = 4 ^ cos /3 cos 0 . . . 

Let /? = o, and let h in this case be h^. Then we have, from (7), 

_ x/^n(l - sin 0) 


• ( 7 ) 


4 cos <p 


From ( 8 ) we can determine c by experiment. Thus if a trench with vertical sides, of 
Q considerable length as compared to its width, is dug in the earth, 

\r with a transverse trench at each end, so that lateral cohesion may 

not prevent rupture, it will be observed after a few days to have 
^ caved in along some plane, as AG, Let the observed depth AD be 

- //q. Then from (8) we can compute the coefficient of cohesion c. 

Height of Slope.—I f we substitute the value of c from ( 8 ) in ( 7 ), we obtain 


— sin (p) cos ft 
I — sin {(p ft) 


• (9) 


From (6) and (9) we see that the angle of rupture tp and the height of slope h are 
independent of the inclination oc of the earth-surface. 

Equation (9) gives the limiting height Ji of slope when sliding is about to take place. 
Let be a factor of safety, so that if n is 2 or 3, the height can be taken two or three times 
the safe height before sliding begins. Then we have for the safe height 

/ — ~~ sin 0) cos ft 

^ n[i — sin (0 + ft)'] . . 

. Equation (10) gives the safe height of slope for any given batter angle ft. 
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Angle of Slope.—I f ]l is given and the corresponding batter angle y6? is required, we 
have, from (10), 


I — sin (0 + /?) h^{ I — sin 0) ^ 

cos fS 7ih 

where the second member, being a known quantity, is denoted by a. 

If we develop the numerator in the first member and substitute for sin ^ and cos /J their 

values in terms of tan viz., 


sin p = 


2 tan -6 
2' 

I ’ 

I + tan^ 

2' 


cos /? = 


I — tan^ -d 
2' 


I + tan^ —fS 


we obtain a quadratic whose solution gives 


I 1 

tan -B = —i-i—:- 

2' I H- <2 4 ” sm 0 


[cos 0 — a{a + 2 sin . . (ii) 


Equation (ii) gives the batter angle for a factor of safety n when the height is given. 

Curve of Slope. —Let a be any point of the slope DaA, whose vertical distance 
below D \s da y, and let aG be the plane of rupture at 
the point a, making the angle 0 witli the horizontal. 

Then the prism DGa of weight W per foot of length 
tends to slide along aG and is prevented by friction and 
cohesion. Let A and Abe the components of W normal 
and parallel to aG. Then if Ji is the factor of safety and p 
is the coefficient of static sliding friction, we have 



7i{F — yUx'V) —c.aG 


(12) 


Let A be the area daD between the curve of the slope and any ordinate da = y. Then 
y^A is the weight of the prism daD per foot of length, if is the mass of a unit of volume 

y A cot ih 

lA - L per foot of length. Hence the weight f'Lof the prism 


of earth. The area daG is 
DaG is 


W = 


Yi 


y^ cot . 0 


A , 


If we insert this value of W in the equations (i) for P and N, and then substitute in (12), 


we obtain, since aG 


y 




sm 

y cot tfr 




J)(sin tp - fx cos = o. 
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or, dividing by sin 


cot tj) 




- — /J. cot — cj/{l -f- cot^ tp) 


■ o. 


• (13) 


If aG makes an angle with the horizontal greater or less than we have, from (12), 
n{P — jxN') less than c . aG, or the left side of equation (13) less than zero. The value of ^ 
must then make (13) a maximum. 

If then we differentiate (13) with reference to cot ^ and put the first derivative equal 
to zero, we obtain 

- A) - 2 cyzo\.^ = o. . . . ( 14 ) 

Eliminating cot from (13) and (14), we obtain 

A = y + 4<; — 2 \^2c{nFy^y + 2c)(i + . . . (15) 

2nM-yi 

Equation (15) gives the area^ between the curve of the slope and any ordinate =y. 

Examples.—(i) A 3 ank of earth without cohesion stands 3^ fL ^^Lgh with a slope 0/30 ft. Find the coef^ 
ficient of friction and the angle of repose, 

30 

Ans. The horizontal projection of the slope is 40 ft. Hence y, = tan 0 = ~ = 0.75, and 0 is about 35^ 

(2) A bank of earth with vertical face is found to cave for a distance of 3 ft. below the sjpface. The same 
earth loose and withotd cohesion takes a slope of 1,23 to i horizofital. Find the slope after rupture. Also, if 
the mass of a cubic foot is 100 lbs., find the coejficient of cohesion. 

(p 

Ans. We have fi — o and, from equation (6), page 468, ^ = 45° + The tangent of the angle of 

repose is /^ = tan p = 0.75. Hence cp is about 35® and ip is about 62°. 

From equation (8), page 468, since h^ = 3 ft., = 100 lbs. per cubic ft., p = 35°, 


loox 3(1 — sin 35°) __ 128 
4 cos 35° “3S 


39 pounds per sq. ft. 


(3) A bank of earth the same as in the precedmg example has a height of 30 ft, and a batter of 43"", Find 
the limiting height for the same slope, also the factor of safety. 

Ans. From equation (9), page 468, since >^o = 3, = 45°, p = 35°, the limiting height is 


^ 35°) cos 45° ^ ^bout 60 ft., 

I — Sin 80° 

or the factor of safety is 2. 

(4) A bank of earth the same as in example's) is reqtdred to have a height of 30 ft. and a factor of safety 
of 2, Find the batter of the face. 

Ans. From equation (i i), page 469, /3 = 45°. 

(5) A bank of earth with vertical face caves for a distance of 3 ft- below the surface. The same earth 
loose and without cohesion takes a slope of 1.23 to i horizontal. The mass of a cubic foot is 100 lbs. Find the 
angle of rupture and the coefficient of cohesion. If the batter of the face is made 43"" a?id the height 30 ft., find 
the factor of safety. 

Ans. The angle of repose '<p is about 35". The angle of rupture p is about 62°. The coefficient of 
cohesion is = 65 pounds per sq. ft. From equation (10), page 468, 

n = S(i - sin 35°) cos 45° _ 

30(1 - sin 8o“) ~ 3t. 
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(6) Fmd the batter angle of the slope in the preceding exa7?tple for a height of 30 ft. atid a factor of safety 

ofsh 

Ans. From equation (ii), page 469, (5 = 45°. 

(7) Find the curve of the slope m exa77iple (5) for a factor of safety of 3 and a height of 40 feet, 

Ans. We have jx = 0.75, c = 65, 71 z= z= 100, and equation (15), page 470, becomes 

^ ^1/ ^(225/4-130) 

If we take “ ^ = 10 20 30 40 ft., 

we have A — 2,3 167 413 777 sq. ft. 


Considering the area between the 


slope and any ordinate as made up of trapezoids as shown in the 


figure, we have 


— . xoxFa! 
2 

= 33 » 

or 

Fa' == 6.6 ft. 

10 + 20 

33 + 

= 167, 

or 

a'b' = 9 ft.; 

. 20+30 ,, , 

1674-- ' 7 <bc' 

2 

= 413. 

or 

b'd = 9.8 ft.: 

40 + ^0 , ,, 

4 i 3 + '^-^X'^^ 

= 777 , 

or 

dd' = 10.4 ft. 



We see from equation (15), page 470, that for small values of j/, A is negative. The equation should not 
be used iory less than /zo, and the upper part of the slope should be rounded off as shown in the figure. 

(8) It is desired to cut a bafik 30 ft. high into three terraces as show7i in the figure, with a factor of safety 
of X.S’ height of each terrace is to be 10 ft,, a7id there are to be two steps, ab a7id cd, each 4 ft. wide. The 

77iass per cubic foot is = 100 Ibs.^ a7id cp a7id h^ as fou7id by experi77ie7it are (p ~ 31°, ha = S/^- Find the 
batter for each terrace. 

Ans. We have g = tan 0 = 0.6, and from equation (8), page 468, c = 71. Equation (15), page 470, 
becomes 

-D _ a - 0 -^-^ ^ _ ^^[284 + 90;' - 24/189(909/ +142)]. 



For 
we have 


y = lo# 
A = 27 


We have then 


■ X Fa'= 27, or Fa'= ^.4. it.; 


10+20 

27+40+ - X b'd = 159, or b'c' =6.1 ft.; 


Hence, for the batter angles, 


20 + 30 

159 + 404-x^'/ = 42i, or de 


For Fa, 


or /? = 28|° ; 


or /? = 3ir; 


For dA, 


or /3 = 4 iF« 


(9) FiTtd the batter angle for a railway ei7tba?ik7ne?it 30 ft. high, 12 ft. top base. Let yx = 100, (p = 
h^ 4 and factor of safety n — 2, Let the loco77iotive weight be about 6000 potmds per linear ft. of track. 

Ans. The weight of locomotive is 6000 pounds on 12 square feet, or 500 pounds per sq. ft. This is 
equivalent to a mass of earth 5 feet high. 
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hen, = 35 feet in equation (ii), page 469, and have 

tan = ^-^^[0.829 + 1/0.0286] =0.416, or /3=45\ 

The embankment with this batter contains 47 cubic yards per lineal foot, while with the natural slope 
“ it would contain 62°. There will then be a saving in cost of construction if the expense of protecting 
.-c slope to preserve the cohesion is not greater than the saving in embankment. 

(10) A railway cut is made m material for which y\ — loo, 0 = ha =S ft. The depth of cut is 
I z=: 40 ft,, and the road-bed is 16 ft. Find the batter angle for a factor of safety of j. 

Ans. We find = 47°. The cut with this batter is 87 cubic yards per linear foot. For the natural 
slope it would be iii. There is then a saving in cost if the expense of protecting the slope to preserve the 
cohesion is not greater than the saving in excavation. 


STATICS OF ELASTIC SOLIDS 


CHAPTER I. 

ELASTICITY AND STRENGTH FOR TENSION, COMPRESSION AND SHEAR. 

Elasticity. —A body is said to be ‘^elastic’' when force is necessary to change either 
its volume or shape and when the continued application of that force is necessary to maintain 
such change, so that the body recovers more or less completely its initial volume and shape 
when the force is removed. 

If the body recovers completely its initial volume, it has perfect elasticity of volume. 
If it recovers completely its original shape, it has .perfect elasticity of shape. If the recovery 
is imperfect, the elasticity is imperfect. 

All bodies have some elasticity of volume. If a body possesses no elasticity of shape, 
it is called a fluids as air, water, etc. If a body possesses elasticity of shape as well as 
volume, it is called an elastic solid. We deal here only with elastic solids. 

Prismatic Body. —We shall treat also only of prismatic solids. A prismatic body is one 
whose volume can be generated by the motion of a plane area, moving so that its centre of 
mass describes any curve, the generating plane being always at right angles to that curve. 

This curve is the AXIS of the body, and the generating plane at right angles to the axis 
is the CROSS-SECTION. The area and form of this cross-section may be constant or variable. 

If either the area or form of cross-section varies, the cross-section is said to be VARIABLE. 
If neither the area nor form varies, the cross-section is said to be uniform. 

Stress and Force. —As we have seen, page 397, we distinguish three kinds of force and 
stress. 

Tensile force, tending to pull the particles of a body apart in parallel straight lines in 
the direction of the force, and tensile stress, resisting such separation. 

Compressive force, tending to push the particles of a body together in parallel straight 
lines in the direction of the body, and compressive stress, resisting such approach. 

Shearing force, tending to make adjacent particles move past one another at right angles 
to the line joining the particles, and shearing stress, resisting such motion. 

Other stresses with which we have to do are combinations of these. 

We measure force and stress, then, in pounds, and unit force and unit stress in pounds 
per square inch. 

Strain —The change of distance between two particles of a body, in a direction contrary 
to coexisting stress between those particles, is called STRAIN. 
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Thus if a tensile force is applied to a straight homogeneous bar of uniform cross- 

section A in the axis of the bar, and this force F is uni- 
FiG. I. formly distributed over the end area A, so that the unit 

force is we have a corresponding equal and opposite 
A 

unit-stress 5 at every point of the cross-section, and the 
bar is extended a small amount A in a direction opposite to 
coexisting stress. The strain A between end particles is 
one of extension, or tensile strain. 


\ n 


If a compressive force F in the axis is uniformly distributed 

F 

over the end are^A, so that the unit-force is we have a 

corresponding equal and opposite unit-stress 5 , and the bar is 
compressed a small amount A in a direction opposite to co¬ 
existing stress. The strain A between end particles is one of 
compression, or compressive strain. 


Fig. 2. 


X 


Fig. 3. 


Xil 


F 

- If a shearing unit-force — is applied, we have a corre- 

equal and opposite unit-stress 5, and the cross- 
section slides on the adjacent one a small amount A in a 

- direction opposite to coexisting stress. The strain A is one 

of shear, or shearing strain. 

Strain, then, being a distance, is measured in units of 
length, as feet or inches, and the term strain ’’ is general and signifies always a change of 
distance between points of a body, always in opposition to coexisting stress betw^een those 
points, without specifying whether that change of distance is due to extension, shortening, 
or sliding, or whether the form of the body is changed or not."^' 

It should be noted that when there is no coexisting opposite stress, there is no strain. 
Thus when the bar in Fig. 2 is compressed from n to c, let the force be removed. The 
bar would expand from c to ^2, and during such expansion we have unbalanced stress in the 
direction of expansion. Such expansion is not, then, strain. It is not opposite to coexisting 
stress, and is simply displacement. The bar is not strained by such expansion, but, on the 
contrary, the original strain A diminishes to zero at the neutral point n. 

But after the end of the bar reaches the neutral point //, if it still continues to expand, 
as in Fig. I, the stress will be opposite to the direction of expansion, and such expansion is 
strain. The bar is strained by such expansion. 

Law of Elasticity. —When a force i^is applied to a homogeneous elastic bar of uniform 

F 

cross-section A, so that the unit-force is — and acts to elongate, compress, or shear the bar, 

as in Figs. l, 2, 3, a corresponding equal and opposite unit-stress 5 must always exist when 
there is equilibrium, and a corresponding strain A is always observed in the direction of the 
force F, and therefore opposite to the coexisting unit stress. 


* It will be noticed, therefore, that strain does not necessarily imply distortion. In the two first cases 
above there is strain without distortion or change of shape. In the third there is strain with distortion. If a 
homogeneous sphere is equally compressed radially in all directions, it remains a sphere. It has strain, bat 
no distortion. The word “ distortion” is not, therefore, equivalent to shear, and in many cases would be mis¬ 
applied if used as equivalent. The term “strain” in common language is used indifferently either ior change 
of distance between points of a body, or for the force which causes this change. Our definition simp’y restricts 
its use to the first meaning. 




f 


t 
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So long as this unit-stress S = -j does not exceed a certain magnitude, all experiments 

jO. 

prove that the unit-stress >S and the corresponding strain X are approximately pioportional, 
so that 

F 


S 

X 


AX 


= a constant. 


This is known as the law of elasticity. 

The point where this law begins to fail is called the ELASTIC LIMIT, and the correspond¬ 
ing unit-stress at the elastic limit is therefore the elastic limit unit-stress. We denote it 

by S,. 

The law of elasticity is then expressed by saying that for homogeneous bodies a?id withifi 
the elastic limit the strain a 7 id unit-stress are proportional. 

Beyond the elastic limit the strain increases more rapidly than the unit-stress, until 
finally rupture occurs. 

Set and Shock. —As we have seen, page 473 » if when the force F is removed the strain 
A. entirely disappears, the bar is perfectly elastic. If the strain A does not entirely disappear, 
the bar is imperfectly elastic, and the residual strain is called the SET. 

For very small stresses the set, if any, is too small to be detected by measurement, and 
the bar may be regarded as practically perfectly elastic. As, however, no solid body is 
perfectly elastic, the point at which set is first observed depends upon accuracy of measure¬ 
ment. Theoretically there is a set for any stress. 

The point at which set is first observed is often taken as marking the limit of elasticity. 
But in view of the preceding it should not be so taken, and experiments generally show a 
slight set before the limit of elasticity is reached. 

A suddenly applied stress or shock is found by experiment to be more injurious than a 
steady stress or a stress gradually applied. 

Determination of Elastic Limit and Ultimate Strength. —Let a straight homogeneous 
bar of given material have a length I and uniform cross-section A. Let a tensile" 
force A'be applied in the axis and be uniformly distributed over the end cross- 

F 

section so that the unit-stress is S = ^ opposite in direction to P. Let the 
observed strain of elongation be A. 

Now, according to the law of elasticity, provided the elastic limit is not 
exceeded, if we double Awe shall observe a strain 2A. If we apply 3A, we 
shall observe a strain 3A, and so on. 

If then we lay off the successive unit stresses 

F ^ 2 F 


is 









3 ^ , 

etc.. 


to scale along a horizontal line from ( 9 , and lay off to 
scale as ordinates the corresponding observed strains 
Ai j A2 2A^, Ag etc., it is evident that within the 

elastic limit we have, by the law of elasticity, a straight 
line OL. The point A, where the straight line begins to curve, marks the elastic limit, and 
the corresponding unit-stress is the elastic limit unit-stress. 

As the straight line passes into a curve gradually, it is evident that the point L is not 
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very definite, and .its location, even with very accurate experimental results, will vary moj e 
or less within certain limits. 

When the elastic limit is passed the elongation increases more rapidly than the unit- 
stress, and the cross-section decreases, until the bar ruptures. The unit-stress at which 
rupture occurs is called the ULTIMATE STRENGTH for tension. We denote it by 

We determine the elastic limit unit-stress for compression, and the ultimate strength 
for compression , in precisely the same way by experiment. The force F is axiat and 
uniformly distributed over the end cross-section. The length of the test 
P specimen* should be small, not over five times its least diameter, in order 

to avoid bending. After the elastic limit is reached the strain increases 
_more rapidly than the unit-stress, and the cross-section enlarges. 

For shear the strain X is as shown in the figure. The elastic limit 
A unit-stress and ultimate strength U, are then theoretically determined in 

the same way as for tension and compression, by measuring A for 

P 

different values of 

It is, however, difficult to measure A for shear, and hence the experimental determina¬ 
tion of is more uncertain than for tension or compression, and reliable experiments are 
wanting. 

The values of 5 ,, Ut, U, and vary considerably for the same material, according to 
grade and quality. Thus, for instance, for timber there are different kinds, and each kind 
varies according to soil, climate, season when cut, method and duration of seasoning, 
direction of fibres with reference to stress, etc. So also iron and steel vary according to 
quality, process of manufacture, whether in bars, plates or wire, etc. We give in the 
following table such average values as may be used for ordinary preliminary computations 
and estimates. For actual design, the necessary values for the material used should be 
accurately known by special tests. 

TABLE OF ELASTIC LIMIT AND ULTIMATE STRENGTH—AVERAGE VALUES. 


Elastic Limit Unit-stress in pounds 
per square inch. 


Ultimate Strength in {jounds per square inch. 


Wrought iron.... 
Steel (structural). 
Cast iron. 


Tension. Compression. Tension. Compression. 

* 5 -,. 6 ',.. Ut. Uc. 


50000 

70000 

20000 

J 600 longitudinal. 
1 3000 transverse. 


CoefBcient of Elasticity. —In the experi¬ 
ment described on page 475, we find for a 
homogeneous bar of given material, cross- 
section A and original length /, extended by 
an axial force A uniformly distributed over the 
end area, that within the elastic limit, accord¬ 
ing to the law of elasticity, 



5 

A 


or 


F 

AX 
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is constant. We see from the figure that this constant is the tangent of the angle which 
the straight line OL makes with the vertical. 

But if we had taken a different length , everything else being the same, we should 
have for the same loads a different constant or tangent, 

F 

Now if the bar is homogeneous, the stress and hence the strain between two consecutive 
particles in the line of strain will be the same along the whole length. The total strain 
will then be the sum of all the strains between consecutive particles, or proportional to the 
length. 

We have then for different lengths 

: 1 :: /j : 4 or Aj = ^. 


Substituting this, we have ^ 

FI 

-TYx = a constant. 

If then A is known for any length / by experiment, this expression will give the constant 
or tangent of the angle of OL with the vertical for any other length l^. 

Let the length be unity. Then we shall have for the constant in this case 

EL 

AX' 

This latter constant is called the coefficient of elasticity, and we denote it by E. We 
have then 


E 


FI 

AX' 


(I) 


Now is the unit“Stress, and - is the strain per unit of length, or the unit-strain. 

FL I 

We can then define the coefficient of elasticity as the ratio of the unit-stress, to the miit- 
strain^ within the limit of elasticity. 

We have also, from (I), 

^ : X :: E : If 

and from the preceding figure we see at once that we may also define E as that unit-stress 
which would cause an elongation equal to the original length of the bar, if the law of 
elasticity held good without limit. 

The value of E thus determined by experiments well within the elastic limit is then a 
measure of the elasticity of the body. We determine the coefficient of elasticity E^ for 
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^ ression in precisely the same way, having regard to the precautions mentioned on page 
476. 

For shear we have the same expression for as given by (I), if we 
put for I the distance ab, as shown in the figure, and for A, the distance 
ac. The direct measurement of A, is difficult and uncertain, but can 
be determined indirectly by experiments on torsion and bending, as will 
be explained later (pages 511 and S5S). 

The values of Et, E^ and E^ vary for the same material according to 
grade and quality,, just as the values of for the reasons given on page 
476. We give in the following table average values which may be used for ordinary 
preliminary computations. For actual design the values should be accurately known by 
special test. 

Equation (I) then holds for tension, compression or shear, within the elastic limit, if we 
put Ei^ E^, Es in place of E. In using (I), since E is alw^ays given in pounds per square 
inch, we should take / and A in inches and A in square inches. 

TABLE OF COEFFICIENT OF ELASTICITY—AVERAGE VALUES. 



Material. 

Coefficient of Elasticity it;.pounds per square inch. 

Tension. 

Compression. 

Shear. 

Wrought iron. 

Steel (structural). 

Cast iron. 

Timber. 

Stone. 

25 000 000 

30 000 000 

15 000 000 

I 500 000 

2 5 000 000 

30 000 000 

15 000 000 

I 500 000 

6 000 000 

15 000 000 

7 000 000 

6 ooo 000 

400000 longitudinal. 

Brick. 








As an example, we give the following record of an actual series of experiments made 
upon a wrought-iron bar f inches diameter and 12 inches long. The first four columns give 

the experimental record. In the fifth column we give the corresponding values of—. 


Total Stress 
in Pounds. 
F. 

Stress 
pounds per 
square inch 

Elonj^ation A. 


Load on 

A 

in inches. 

Load off 

A 

in inches. 

A / 

" A- 

2245 

5000 

0.001 

0.000 

0.000 000 20 

4490 

10000 

0.004 

0.000 

0.000 000 40 

6375 

15000 

0.0C5 

0.000 

0.000 000 33 

8980 

20000 

0.008 

0.000 

0.000 000 40 

9878 

22000 

0.009 

0.000 

0.000 000 41 

10776 

24000 

o.oro 

0.000 

0.000 000 42 

11674 

26000 

0.0105 

0.000 

0.000 000 40 

12572 

28000 

O.OII 

0.000 

0.000 000 39 

■ 13470 

30000 

0.013 

0.000 

0.000 000 43 

14368 

32000 

0.014 

0.000 

0.000 000 44 

15266 

34000 

0.015 

0.002 

0.000 000 44 

16164 

37000 

0.022 

0.007^ 

0.000 009 61 

17062 

38000 

0.416 

0-3995 

0.000 001 09 

17960 

40000 

0.5445 

0.523 

0.000 013 61 

25450 

23175 

50000 

51600 

1.740 

2.468 

1.707 

0.000 034 80 


Specimen broke at 51600 pounds per square inch. 
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We see that the ultimate tensile strength is Ut = pounds per square inch; also 

that the elastic limit unit stress lies between 34000 and 36000 pounds per square inch. If 
we should judge by the beginning of noticeable set, the elastic limit would be between 
32000 and 34000 pounds per square inch, and up to this point the elasticity appears to be 
perfect. The elasticity, however, is not perfect, and more accurate measurement would 
undoubtedly show the set beginning earlier. We cannot, then, take the beginning of observed 
set as the limit of elasticity. Since the elastic limit lies, then, between 34000 and 36000 

\ A 

pounds per square inch, we have for the average ^ up to this point — = o. 000 000 387 3,and 
hence the value of given by this experiment is' 


^ — _ =z_ 

^ A 0.0000003873 


30 984 000 pounds per square inch. 


Examples.—(i) A steel rod jo ft, long and 4. square inches cross-sectzon Is stcbjected to a tert,;sii.ti 

40000 pounds. The elongation is observed to be of an inch. Find the coefficient of elasticity. 

Ans. The unit stress is 10000 pounds per square inch. Fronri our table page 476 we see that this is we*, 
within the elastic limit unit-stress 5 ^, and equation (I) can therefore be applied and we have 

^ FI 40000 X 30 X12 , . , 

Et = = - - - - = 30000000 pounds per square inch. 


(2) A rectangtilar timber strut is 40 feet long and mches deep. If Ec is i 200 000 founds per square 
inch, find the width so that the strain under a stress of 270000 pounds znay be 07 ie Hich, all lateral beziding 
being prevented. 

Ans. We have, from equation (I), 


FI __ 270000 X 40 X 12 
- Ek 1 200 000 X I 


108 square inches. 


This gives 2500 pounds per square inch, which we see from our table page 476 is within the elastic 
limit. Equation (I) therefore applies, and we have then a width of = 8.1 inches. 

Strain Due to Weight. —If a homogeneous straight prismatic body of uniform cross- 
section A has a considerable length /, the strain due to its own weight may be considerable. 

Let d be the density or weight of a cubic foot, For any length .r the weight is then 
dAx, and the corresponding strain in an element of length Ev is then, by equation (I), 


. r/jl' 


Ex dx. 


Integrating between the limits a-* = / and = o, we have for the entire strain 


^ 2E 2Ah' 


or, since SAl is the entire weight W, 


or, as we see from (I), the strain is one-half as much as that due to the same weight at 
the end. 
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Example.— JTote/ long mtisi a homogeneous bar of wrought iron of uniform cross-section A be hi order thcU 
when suspended vertically the greatest unit-stress 7nay be equal to the elastic limit tmit-stress, and what is the 
extension f 

S 

Ans. The weight dAlrcmst equal SeA, or 61 — Se,orl—j, From our table page 476, Se = 2500O pounds 
per square inch; and since a bar of wrought iron one square inch in cross-section and 3 feet long weighs 
10 pounds (page 19), ^ cubic inch. We have then 

/== ^i =7500 feet. 

10x12 ^ 

The extension is, taking A’= 25 000000 pounds per square inch (page 478), 

Sgl 25000x7500 , 

— = 3.75 feet. 

2E 2x25 000 000 

Stress Due to Change of Temperature. —We have, from equation (I), 

X 




F 


where X is the strain corresponding to the unit-stress ^ ^ bar of length / and 

uniform cross-section, the coefficient of elasticity being E, 

If the bar is constrained so that it cannot change its length and then is exposed to 
change of temperature, there will be a unit-stress 5 equal to that due to a strain equal to the 
change of length for the same unconstrained bar under the same change of temperature. 

Thus if 6 is the coefficient of linear expansion for one degree of ^.emperature, t the 
number of degrees change of temperature, and I the original length, the change of length of 
the unconstrained bar would be 

A. = etL 


The coefficient of expansion e ' 


tl 


is then the strain per unit of length per degree. 


If the bar is constrained so that its length cannot change, we have then a unit-stress 

EX 


which is independent of the length /. The total stress, if the area is /i, is then 

AS = AEet. « 

We give the following average values of the coefficient of linear expansion e for one 
degree Fahrenheit: 

Wrought iron.. = 0.0000067 

Steel.. = 0.0000065 

Cast iron.. = 0.0000062 

Stone and brick.. = 0.0000050 

Example .—A wrought-zrofi z'odof length I azid2 square inches cross-section has its ezids fixed rigidly whezt 
the temperature is 60^ F. Taking the contraction at o.ooooobyl for one degree, what tezisioji will be exerted 
when the temperature is 20"^ FJ 

Ans. The shortening due to cooling is A == 0.0000067 x 40/. We have then, from equation (I), 


F-. 


FAX jE" X 2 X 0.0000067 X 40/ ^ ^ 

—_— =- ^ -0.000536 








Chap. L] 


IVORKING STRESS—Fy4CTOR OF SAFETY. 


481 


\[ E — 30000000 pounds per square inch, E = 160S0 pounds. This gives the unit-stress 8040 pounds 
per square inch, which we see, from our table page 476, is well within the elastic limit, and equation (i) 
therefore applies. 

Working Stress—Factor of Safety.— The greatest unit-stress to which a material can 
safely be subjected in practice is called the WORKING STRESS. We denote it by The 

working stress should never equal the elastic limit unit-stress , since if it exceeds that 
limit the elasticity is impaired. For security, then, we take a fraction of S^. The number 
/by which 5 , is thus divided is called the factor of safety. We have then the working stress 






where f is the factor of safety. 

For steady stress it is customary to take /= 1.5, and for repeated stress or suddenly 
applied stress/= 3. 

As we have seen, page 476, the exact determination of is difficult. It Is therefore also 
customary to take S,,, a certain fraction of the ultimate strength C/. for tension, com¬ 

pression or shear. 

The following table gives the factors of safety usually adopted when this method is used : 


FAC/rORS OF 


irt)ii .. . 
(st ructui al) 

('ast iron. 

'rinil)cr. 

St on(‘. 

Hrirk. 


SAFF/ry FOR w --= 


Stciuly 

Stress 

(liuildirif^fs). 

V;iryinf:f 
Repeated Stress 
(Hridgc.s). 

Shocks 

(Machines). 

4 

6 

10 

5 

7 

10 

6 

10 

15 

8 

10 

15 

15 

25 

30 

15 

25 

30 


In order to find the art'a of cross-section yl for siini)le tension, compression or shear, we 
have then siin[)l\' to divide^ tlur givcm total stress by the working stress We have then, 

'iv/ten Jli'xiirc is not to be apprehoidcd^ for steady or varying stress or shocks 


A 


total stress 


Sometimes wc have alteruatino- stress, i.c. tension and compression alternating, as in the 
conmx'ting-rod or])iston-r()d of an engine. In such case we find the area of cross-section for 
each stress and take the greatest. Thus, if JIex lire is not to be apprehended, 

total tensile stress total compressive stress 

A = ---—-- or - ^ 

whichever is the greatest. 

When flexure of long columns is to be guarded against wc must proceed as on page 

Variable Working Stress.— The fact that the working stress .s;,, as determined in the 
preceding article, is constant in any given case, is by many engineers considered objec¬ 
tionable. 

The total stress can in general be divided into two portions. The one portion is a 
steady stress always existing, such as that due to weight or dead load. The other portion 
is a repeated stress, such as that due to loads recurring at intervals of time. 
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Evidently when the ratio of the steady stress to the total stress is great, we should be 
able to use a greater working stress than when this ratio is small. Thus when the steady 
stress is equal to the total stress there is no repeated stress at all, and the working unit- 
stress should have its greatest value. On the other hand, when the steady stress is zero we 
have repeated stress only, and the working unit-stress should have its least value. 

It is therefore customary to take for the working unit-stress, w/ien flexure is not to be 
apprehended^ for repeated stress of any kind 

c ^ Elf steady stress \ 

/ V ^ total stress /. 


From (i) we see that when the steady stress is equal to the total stress, that is, when 

there is no repeated stress, we have where U is accordingly the ultimate strength 

andythe factor of safety, just as in the preceding article. 

But when the steady stress is zero, we have only repeated stress, and (i) gives us 

S^=: E±, Hence Up is the ultimate strength for repeated stress only, or the ''repetition 

strength” as it may be called. 

In like manner, when flexure of long columns is not to be apprche 7 ided,, we have for the 
working unit-stress alternatmg stress 


Up! Up U^ least of the two stresses ' 
f \ Up greatest of the two stresses. 


. (2) 


From (2) we see that when the least of the two stresses is zero, we have 


/’ 


as in 


the previous case, for steady stress zero. 

But when the two alternating stresses are equal, we have - 5 ^= E\ Hence is the 

ultimate strength for equal alternating stresses, or the "vibration strength ” as it may be 
called. 

The difficulty and uncertainty of determining Up and U^ by experiment, and the few 
experiments thus far available, make the method of the preceding article the most generally 
accepted. The present method is, however, extensively used with assumed average values 
for Uy Up and U^ as given in the following table: 



UP 

U- Up 

Up - Uv 


f 

Ut 

Up 

Wood .. 

400 

2 

I 




2 

Wrought iron. 

7500 

I 

I 




2 

Cast iron... 

10000 

1 

2 

, 


3 

J 

Steel (structural). 

17800 

I 





15 


These values are for direct tension or compression. For shear we take four-fifths of 
as determined above. 
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In order to determine the area of cross-section wc have, then, in all cases 

^ total maximum stress 


When flexure of long columns is to be provided against we must proceed as on page 5 ^ 9 * 
ExampleSi—(i) A wrought iron tie-rod in a roof-truss is under a stress of 20000 lbs. Find its area of 
cross-section. 

Ans. Taking the ultimate tensile strength (page 476) Ut = 55000 pounds per square inch, and factor of 
safety 4 (page 481), we have 

„ Ut 5 5000 , . , 

-y~ = —~— = 13750 pounds per square men. 


and hence 


, 20000 . , 

A ~ — = 1.45 square inches. 


Or again, from (i), page 482, if steady stress is equal to total stress, we have the same result. 

(2) Suppose the rod is a bridge member and the dead-load stress is 3000 pounds^ the total stress being 
pounds as before. 

Ans. We have, as before, Ut = 55000, and (page 481) the factor of safety 6. Hence 


^ 55000 .. j ^ 20000 o 

^ =3 — = 9166 and A ~—^ = 2.18 sq.m, 

6 ^ 9166 ^ 


Also by (i), page 482, we have 


= 7500(1 + ^^) =9375 and A = 


: 2.13 sq. in. 


(3) The greatest stea^nfressu^^e upon the piston of a steani-e^ioinc is p = ^50 poimds per square inch. If 
the area of the piston is a = 200 square uiches. find the cross-section of the steel piston-rod. if lateral bendsng 
is preve 7 ited. 

Ans. The total pressure is pa. Taking the ultimate compressive strength 150000 and the ulti¬ 

mate tensile strength Ut = 100000 pounds per square inch (page 476), and the factor of safety 10 (page 481), 
we have the working stress 

I c; 0000 « 100000 

= — -= 15000 or — = loooo. 

' 10 ^ 10 

Taking the least of these, we have 

^ pa 150x200 . 

A ~ - -- = ^ square inches. 

10000 


Also, om (2), page 482, we have 


Hence by this method 


= 17800^1 — ^ = 9500, 


. 150x200 ^ 

^ =3 -=3 3j c square inches. 

9500 o ^ 


(4) Find the height to which a brick wall of imiforni thickness ca7i he safely carried, the density being 
S = 123 poimds per cubic foot. 

Ans. Taking the ultimate strength Uc = 2500 (page 476) and the factor of safety 15 (page 481), we have 
the working stress 

^ 2500x144 , I ^ 

Sw = —^ pounds per square foot. 

If h is the height, / the length and t the thickness, all in feet, the cubic contents is hit cubic feet, and 

. ^hlt - , 

the weight Mt pounds. The base is It square feet, and hence the pressure on the base is poun s 

per square foot. Putting this equal to 5 ^, we have 

5^ = 5., or 192 feet. 
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Combined Tension or Compression and Shear. —Suppose an element of a body of 
+ shoo breadth height h and width and 

t be the unit stress of direct tension 

h _ ^ and the unit stress of direct shear. 

We have then the two equal and 
^thao opposite tensile stresses + thw and 
— thw^ and the two equal and opposite 
> -\-sbGo shearing stresses + and — s/iw. 

These last two stresses form a couple 
and can only be held’ in equilibrium by 

equal and opposite couple + sdw and — s 3 w. 

Let d be the diagonal and a the angle of the diagonal with the direction of t. Let 5 ^ 
oe the unit shear along the diagonal, and the unit tension normal to the diagonal. Then 

we have along the diagonal the components + S^dw and — Sjiw, and normal to the diago¬ 

nal the components + S^dw and — Stdw, 

We have then for equilibrium 

S^dw — thiv cos a — sbw cos a - 4 - shw sin a: = O, 

S^dzv — thw sin a — sbw sin a — shw cos ^ = o. 


Now we have 


h , b 

sin a — —j and cos or == -3; 
a a 


hence, dividing these equations by div^ we have 


S^ = t sin a cos cx s cos^ a — s sin^ 


a ^ — sm 2 a s cos 2 ay 
2 


S^^= t sin^ a 2 s cos a sin 


^ ^ 1 • 

-— cos 2 a s sin 2 (x. 

2 2 


d «S* d^ 

If we differentiate these equations and put the first differentials 7-" = o and - 7- = o, we 

dcx. da 


have, when is a maximum, 
t 


tan 2 a =■ 


2 S 


or sin 2a = 


V4s^ -i-1^^ 


and cos 2a = 


2S 


V 4 S'^ + 


and when S, is a maximum, 


2S 

'r 


. . 2^ t 

tan 2a = —-r» or sin 2a = - —: and cos 2a 


4/4/ + 


4/4/ + t ^ 

Inserting these values, we have for the maximum combined unit shear 


max. — \ s^ 


(0 

(2) 


(3) 


and for the maximum combined unit tension 


max. Si= —h 
^ 2 


s —. • . « 

4 


(4) 


hi 
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If then the direct tensile and shearing unit stresses t and s are given, we have from (3) 
the maximum combined unit shear 5 ^, and from( i) its direction, or the angle which it 
makes with the direction of We also have from (4) the maximum combined unit tension 
St, and from (2) its direction, or the angle a which it makes with the normal to t. 

For compression and shear combined we have to substitute for t the direct compressive 
unit stress c, and then the same equations hold. 

Example .—A rivet^ inch in diameterJs subjected to a tensio7t 0/2000 pounds, and at the same time to a shear 

0/3000 pounds. Find the combined ?naximum teitsile and shearing % 0 iit stresses and the angles they make with 
the axis 0/ the rivet. 4 

Tcdl^ 

Ans We have the area —, where d is the diameter of the rivet. Hence the direct tensile unit stress is 
4 

and the direct shear is . From (3) we have = 7155 pounds per square inch, 

Ttd^ 

making, from (i), an angle tan 2a = or a = 9° 13', with the axis of the rivet, and from (4), St = 9420 

pounds per square inch, making an angle tan 20: = — or 54° 23 , with the normal to the axis, o 
with the axis of the rivet. 




CHAPTER II. 


3 TH OF PIPES AND CYLINDERS. RIVETING. 

ind Cylinders. —A practical application of the principles of the 
ae determination of the size of pipes and cylinders, subjected to 


c p be the pressure per square inch on the interior surface of a pipe or cylinder, due 
e pressure of water or steam or air, or other fluid. It is a well-known principle of 

P physics that the pressure of a fluid in any 



direction is equal to its pressure on a plane 
at right angles to that direction. 

Hence, in the figure, the pressure P, say 
in a vertical direction, is equal to the pressure 
on a horizontal plane of area Id, where I is 
the length and d the interior diameter. We 


P = pld. 


If is the working stress for the material, and t is the thickness, we have then 


pld = 2 tlS^, 


or 



Pipes come in commercial sizes, and the preceding formula enables us to select the 
nearest commercial size for given unit-pressure, diameter and working stress. 

If we consider the preceding figure as a closed cylinder, then the pressure on the head 
Ttd?' 

is P X -» area of cross-section is ntd. We have then 


px 


4 


= TctdS^, 


or 


pd 
4 ^^ * 


Hence the thickness to resist longitudinal rupture is twice that necessary to resist end 
rupture. For water-pressure, if the head h is taken in feet, the pressure in pounds per 
square inch is p = 0.434^. 

Examples.—(i) A cast-iron water-pipe 12 inches diameter ajid^ inch thick is- under a head of 300 feet. 
Find the factor of safety, 

Ans. The unit-pressure is 300 x 0.434 = 130.2 pounds per square inch. Hence the working stress is 
pd 130.2 X 12 

Ow = ^ = - - — = 1230 pounds per square inch. 
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From our table page 476, the ultimate strength of cast iron for tension is 20000 pounds per square inch. 
20000 

The factor of safety is then -- = about i6. 

1230 

(2) Find the thickness of a cast-iron pipe i8 inches in diameter U7ider a head of water of 300 feet, takuig 
a factor of safety of 10. 

Ans. From our table page 476, we have the ultimate strength for cast iron in tension 20000 pounds per 
square inch. Our working stress is then 5 ^ = 2000 pounds per square inch. Hence 


pd 






300 X 0.434 X 18 


: 0.586 inch. 


(3) A wroiight-iron pipe 4.3 inches i 7 iter 7 ial diaiJieter weighs 12.3 pou7ids per luiear foot. What pressure 
call it carry with a factor of safety of S ? 

Ans. a bar of wrought iron i square inch in cross-section and 3 feet long weighs 10 pounds. Hence 
the area of cross-section of the pipe is 12.5 x -- = 3.75 square inches. The thickness is then t = = — 

inch. We have, from our table page 481, the working stress 5^ = ^ Hence 



3 X 55000/ 
8~d 


= 763 pounds per square inch. 


Theory and Practice of Riveting. —Another important practical application of preceding 
principles is the determination of the size and number of the rivets with which plates are 
fastened together. 

Kinds of Riveted Joints. —We may distinguish the following Fig. i. 

joints : 

1st. Simple Lap'" Jomt^ Single-riveted. —Fig- i shows this 
joint front and side. The two plates overlie each other by an amount 
equal to the “ lap,'' and are united by a single row of rivets. The 
distance p from centre to centre of a rivet is called the pitch. We 
denote the diameter of rivet by d, and the thickness of plate by /. 

2d, Lap Joints Double-riveted. —This joint is similar to the 
preceding, cxcc[)t that two rows of rivets are used. In both cases 
the rivets are in si/ig/e shear. 

In all cases where more than one row of rivets is used the rivets are staggered,'" or so 
spaced that those in one row come midway between those in the next, as shown in Fig. 2. 

Lap joijits are used in tension only. 

Fig. 3. 




3d. Butt"" Joint, Single-riveted, Two Cover-plates. —Here the two plates are set end to 
end, making a butt ""joint, and a pair of cover^plates "" are placed on the back and front and 
riveted through by a single row of rivets on each side of the joint (Fig. 3). The plates in 
such a joint are in general not allowed to actually touch, and the entire stress, whether 
tensile or compressive, is therefore transmitted by the rivets. The thickness of the cover- 
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should not be less than half the thickness of the plates joined, except when this rule 
give a thickness less than J inch. Owing to deterioration of the metal by the 
iiLLion of the weather, no plate is used in construction less than J inch in thickness. Hence if 

the plates joined are less than inch, the cover-plates 
should be J inch. 

4th. Joints One Cover-platey Single- 

riveted .—This is the same as the preceding, except 
that one cover-plate only is used, of the same thick¬ 
ness as the plates themselves. 

5 th. Double-riveted Btitt Joint, Two Cover- 
plates .—This joint is the same as case 3, except that 
we have two rows of rivets on each side of the joint. 

The thickness of the cover-plates is determined 
by the same considerations as in case 3. 

6th. Butt"' Joint, One Cover-plate, Double- 
riveted .—This is the same as the preceding case, 
except that there is only one cover-plate of the same 
thickness as the plates themselves. 

7th. Chain Riveting .—When we have more than two rows of rivets on each side of a 
butt joint the system is called chain riveting. Such a disposition becomes necessary when 
the requisite number of rivets is so great that they cannot be disposed in two tows 
without unduly weakening the plates. 

Size and Number. —In a riveted joint the resistance of the rivets should equal the 
strength of the plates joined. A rivet may fail by shearing across or by being crushed. 
The plate may fail by rupture between the rivets or by tearing through of the rivets at the 
edge of the plate The rivets should be so proportioned and spaced that the strength for 
any method of failure may be equal and the plates weakened as little as possible. 

Notation .—Let be the working unit stress of the plates, either compression or tension, 

the working unit stress for compression, 5 ,,,^ the working stress for shear, t the thickness 
of the plates, d the diameter of rivet, p the pitch of rivets in a row, or the distance from 
centre to centre in a row, and n the number of rivets. 


Fig. 4. 



Dia^neter of Rivets .—Then the area of a rivet is 


Ttd^^ 


0.7854^^. 


The shearing resist¬ 


ance of a rivet is and the total shearing resistance of n rivets is o.7854;^/<^^d)'^„. 

The bearing surface of a rivet is dt, of n rivets 7 idt, and the resistance to crushing ?idiS^^. 
For equal strength of crushing and shearing we have for single shear, or lap joint, 


0.78547^^25^, = ndtS.^,, or d = ^ ^3^5 '.' - (0 

For double shear, or butt joint with two cover-plates, we have 

tS 

1.570877^25^^ ^ ndtS.^,, or .(2) 

For threefold shear we have 3 X 0.7854 in place of 0.7854 in (i), and so on. 

It is customary to take ~ 12500 lbs. per square inch and 5 ^, = 7500 lbs. per square 
inch for wrought-iron rivets in single shear. 

We have then 


< 3 ^= 2.12/for single shear, 
d = 1.06/ for double shear. 


(3) 
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Practical Value of d .—Owing to risk of injury to the material in punching, the diameter 
of rivet must always be at least as large as the thickness of the thickest plate through which it 
passes, and the diameter as given by (1), ^2) or (3) must be chosen with reference to this 
restriction. The least allowable thickness of a plate is -l-inch. We should have then as a 
lower limit for double shear, d — \ inch. But rivets as small as this are rarely used. Usually 
^ inch is the least diameter allowable. A common practical rule is 

d = + ^ .( 4 ) 

where d is the diameter of rivet, and t the thickness of the plate in inches. When this 
rule gives <3? greater than (i), (2) or (3), we use it; otherwise we use (i), (2) or (3), unless 
considerations of pitch, as given in what follows, prevent. 

Pitch of Rivets .—The area of plate between two rivets is {p — d)t', and if 5 ^ is the 
working unit stress of tension or compression for the plates, and the working unit stress 
for shear, we have for equal strength: 
for single shear or lap johit 

(/— or / = + 0.7854-^) ; 

for double shear or butt joint 

or ^=^(1 + 1.5708-^']. 

Since 5 ^. and are nearly equal, we have practically, if A is the area of cross-section 
of a rivet, 

for single shear 

( d\ , , ^ 1 

f = +0.7854-] = ^ + 7: 

for double shear .. 

( d\ ^ 2A 

p - i.57o8jj = ^+-j. 

The plate section is reduced by punching from pt between two rivets to (/— so 
that in the case of a tension joint the strength is reduced in the ratio 



I 


I + 


+ 

ltd 


or 


I + 


2 t 

ltd 


We see at once that for a given thickness t a large rivet gives a large pitch and less 
reduction in strength than a small rivet. Small rivets allow a less pitch at a sacnfice of 
strength. But the less the pitch the tighter the joint. When strength rather than tightness 
is desired, as in bridges and parts of buildings and machines, we should then use a large 
rivet. When tightness is essential, as in steam-boilers, we should use a small rivet with a 
sacrifice of strength. 

Practical Restrictions .—Owing to risk of injury to the material in punching and liability 
to tear out, rivets are not allowed a pitch of less than y diameters, or if this distance is less 
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than 3 inches, as it usually is, less thaii j inches. Rivets should not he spaced farther apart 
than 6 inches in any case, or, when the plate is in compression, i 6 times the thickness of the 
thmnest outside plate. This last is to guard against buckling of the outside plate between 
rivets. With these restrictions we may apply (5). 

Number of Rivets. —Guided by the preceding restrictions and rules, we can select in any 
case a suitable size of rivet. This done, we can easily determine the number required. 

A rivet is considered as failing either by shearing across or by crushing.’ In any case, 
then, the diameter being chosen, we must take such a number as shall give security against 
these two methods of failure, choosing the greater number. In general the number to resist 
crushing will be more than enough to resist shear. Still we should try for both. The bear¬ 
ing area of a rivet is the projection of the hole upon the diameter, or dt. 

The allowable compressive stress is about 12500 lbs. per square inch. The allowable 
shear is taken at 7500 lbs. per square inch for single shear. 

In the following table we have given the safe shearing and bearing resistance for rivets 
of different sizes and for different thicknesses of plate. Having chosen, then, the size of 
rivet, an inspection of the table will give its resistance. The stress to be resisted being 
known, the number to resist this stress either by bearing or shearing is easily determined. 
The greatest of these two numbers is taken, with enough over in any case to complete the 
row or rows. As most practical cases are double shear, the greatest number will usually be 
determined by the bearing resistance. 

Distance front End to Edge. —The distance between the end and edge of any plate and 
the centre of rivet-hole, or between rows, is fixed by practice at never less than inches^ 
and when practicable it should be at least 2 diameters for rivets over inch diameter. 

Joints in Compression. —The size and number of rivets are determined for joints in com¬ 
pression precisely as for joints in tension, because the joints are not considered as in contact, 
and hence the rivets must transmit the stress in either case. 

Rivet Table. 


SHEARING AND BEARING RESISTANCE OF RIVETS. 


Diameter of 
Rivet in inches. 

Area 

of 

Rivet 

Single 
Shear at 
7500 lbs. 

Bearing Resistance in pounds for Different Thicknesses of Plate at 12500 lbs. per square 
inch = 12500 X dt . 

Frac¬ 

tion. 

Deci¬ 

mal. 

in 

square 

inches. 

per 

square 

inch. 

X .” 

4 

5 

iT 

v,n 

8 

7 // 
T6- 


9 " 

1 (j" 

5 '/ 

14 

1 1 " 

1 G 

1" 

1 

1G 

r 

f 

0.375 

O.IIO4 

828 

1170 

1465 

1760 









h 

0.4375 

0.1503 

1130 

1370 

1710 

2050 

2390 








i 

0.5 

0.1963 

1470 

1560 

1950 

2340 

2730 

3125 







iV 

0.5625 

0.2485 

i860 

1760 

2200 

2640 

3080 

3520 

3955 






1 

0.625 

0.3068 

2300 

1950 

2440 

2930 

3420 

5900 

4390 

48S0 





■H" 

I 

O.6S75 

0.3712 

27S0 

2150 

2680 

3220 

3760 

4290 

4830 

5370 

5908 




0.75 

0.4418 

3310 

2340 

2930 

3520 

4100 

4690 

5270 

5860 

6440 

7030 



if 

O.S125 

0.5185 

3890 

2540 

3 r 7 o 

3S0O 

4440 

5080 

5710 

6350 

6980 

7620 

8250 



0.875 

0 6013 

4510 

273) 

3420 

4100 

4780 

5470 

6150 

6840 

7520 

8200 

8S90 

9570 

1-5 

1 6 

0.9375 

0.6903 

51S0 

2930 

3660 

4390 

5130 

5 8 60 

6590 

7320 

8050 

8790 

9520 

10250 

1 

I 

0.7854 

5890 

3125 

3900 

4690 

5470 

6250 

7030 

7810 

8590 

9370 

10160 

10940 

f A 

T.0625 

0.8866 

6650 

3320 

4150 

49S0 

5810 

6640 

7470 

8300 

9130 

9960 

10790 

11620 


1.125 

0.9940 

7460 

3520 

4390 

5270 

6150 

7030 

7910 

8790 

9667 

10550 

JT420 

12300 

fyir 

1-1875 

1.1075 

8310 

3710 

4640 

5570 

6490 

7420 

8350 

1 

9280 

10200 

III30 

12060 

12990 
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Examples.— (1) A boiler is to be jnade of wronght-iro7t plates f mch thicks united by single lap-joints. 
Find the size ajtdpitch of rivets. If the boiler is 30 mches m dza7neter a7id carries a pressure of 100 lbs. per 
square inch above the at ino sphere, find the factor of safety, taking the ulthnate strength at 55^^^ lbs. per 
square inch. 

Ans. From (4), page 489, we have -f-in. rivets. But from (3), page 488, we have J-in. This size would 
be chosen for ordinary construction work. In this case we wish a tight joint, and therefore use a small 
rivet at sacrifice of strength. Let us take, then,f-in. rivets. Then from (5), page 489, we find the pitch f in. 
But this violates the practical restriction that rivets should not have a less pitch than three diameters. We 
take the pitch, then, 2 inches. The pressure on a length equal to the pitch is 30X 2 x 100 = 6000 lbs. If .Sis 

the unit stress, the resisting stress is S (2 — —^t = — 5 . Hence 5 = " = 11640 lbs. per square inch. 

The factor of safety is then about 5. If this is considered too small, we should yse a less pitch or a larger 
rivet. A larger rivet would not be tight enough. For a less pitch the holes must be drilled and not 
punched. 

(2) Required to imite two \-inch plates by a butt joint %vith two cover-plates; the stress to be tra 7 iS 7 niited 
bem^ ^0000 lbs. and the tmit workmg stress 10000 lbs. per sqiuu'e iJich. 

Ans. The area of the piates must then be 4 square inches 7 iet if the joint is in tension, if in com¬ 

pression. The cover-plates can be each I inch thick. Our rule (4), page 489, gives for diameter of rivet 
d — inch. This is greater than given b}^ (3), page 4S8, therefore we take it. From our table page 490 we 
have for the resistance to shear of a |’3-inch rivet 3890 lbs. The rivets are in double shear in a but' 


hence we require 


: about 5 rivets. The bearing resistance from our table is 5080 lbs. We r^4 


then, for bearing - 


about 8 rivets. This, then, is the number we should use. 


For the pitch we have from (5), page 489, 2.887 inches. This is less than 3 inches. We therefore take 
the pitch 3 inches. We must have at least 1-} inches for distance from end and edge ({nige 490). 

If the plates are inches wide, we must then have three rows of rivets, three in tlie first and last and 
two in the middle on each side of the joint. The cover-plates must then be 10 inches long. The student 
can now sketch the cover-plates with the rivet-holes properly spaced. 

(3') A plate girder is 17 feet long and 27 inches deep. The uniformly distributed load is 55000 pounds. 
The thickness of the web is .1 inch ufid of the flange angle-irofis inch. I'ind the size, number and spacing of 
the rivets to ujiite the web and., Jlanges. 

Ans. Our rule (4), page 489, gives for diameter of rivet d = 1 inch. This is greater than the size given 
by (3), page 488. We take the rivets, then, inch diameter. 

If we neglect the web, the stress S of compression in the upper flange or of tension in the l(;wer, at any 
point distant x feet from the end, is given by » 

...7 Twi 


- JT + - = 0, 


5 = 


where / is the length in feet, d the depth in feet and w the uniform 
load per foot of length. 

Inserting /= 17, d — w = 55 °°^^ 


If we take x = o 2.5 ft. 5 ft. 8.5 feet, 

we have the stress at these points 5 = 0 26062 4313? 5r944 pounds. 

We have then for the first space of 2.5 feet the horizontal stress 26062 pounds or 13 tons to be taken by 
the rivets in that space ; in the second s[)ace of 2.5 feet, 43137 ~ 26062 = 17075 pounds or 8.5 tons ; and in 
the third space of 3.5 feet we have 5^944 ~ 43*37 = 8807 pounds or 4.4 tons to be taken by the rivets in 
that space. 

For the shear at any point distant x feet from the end we have 

c,, 701 55000/ 2.r\ 

Shear = - — wx = -i-. 

2 2 \ 17) 


If we take 

we have the shear at these points 


8.5 feet, 
o pounds. 
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We have then for the first space of 2.5 feet the shear 27500 — 19400 = 8100 pounds or 4 tons to be taken 
by the rivets in this space. In the second space of 2.5 feet we have 19400 11300 — 8100 pounds or 4 

tons ; and in the third space of 3.5 feet we have 11300 pounds or 5*65 tons. 

Hence the combined shear (page 4^4) the first space of 2.5 feet is 


4.= 7.63 tons = 15260 pounds. 

In the second space of 2.5 feet 

1/4®+^ = 5.9 tons = 11800 pounds. 

In the third space of 3.5 feet 

^5*65^+^^ = 6 tons = 12000 pounds. 


The bearing resistance of a seven-eighths rivet is, from our table page 490, 2730 pounds. We require 

I^260 . , II800 

then, for bearing, in the first space of 2.5 feet,-^-= 6 rivets ; in the next 2.5 feet, = 5 rivets; in the 

® 2730 2730 

r r 12000 

third space of 3.5 feet,-= 5 rivets. 

We must not pitch the rivets less than 3 inches nor more than 6 inches (page 490). A pitch of 4 inches 
for the first 2.5 feet, then 5 inches for the next 2.5 feet, and then 6 inches to the middle will therefore give 
more rivets than are necessary. 



CHAPTER III. 

STRENGTH OF BEAMS. TORSION. 


Flexure or Bending Stress. —When a body is in equilibrium under equal and opposite 
couples in the same plane, the stress is one of bending or pure flexure in that plane. Thus 
if a beam, Fig. i, supported A and B, is loaded at 
the ends a and b witl^ equal loads the upward pressure 
or reaction at the supports A and B will be F, and if the 
distances aAy bB are equal, the portion of the beam be¬ 
tween A and B is in equilibrium under opposite and equal 
couples in the same plane, and is therefore under pure 
flexure or bending stress, and the beam bends as shown 
in Fig. 2. 

Beyond the supports A and B we have bending 
stress and shear combined; between the supports A and 
B we have pure bending stress, or flexure, only. 

As already stated, we consider only prismatic bodies 
(page 473)- We consider all such bodies as composed at any cross-scction aby Fig. 2, of an 
indefinitely large number of parallel filaments or fibres of indefinitely small ci oss-section. 

Assumptions upon which the Theory of Flexure is Based. —Wc assume in all that 
follows in our discussion of beams, first, that the coefficient of elasticity li is constant , 
second, that any section which is plane before bending remains plane after bending; 
third, that the deflection is very small compared to the length; fourth, that the clastic 
limit is not exceeded. 

Upon these assumptions the theory of flexure rests. The comparison of its results with 
experiment shows them to be correct so lojig as the elastic lioiit is not exceeded. 

The reader should therefore never apply the theoretical formulas to cases where the 
elastic limit is exceeded. 

Neutral Axis of Cross-section and Body. —When a body is bent it is evident, as shown 

in Fig. I, that for any cross-sec¬ 
tion ab the outer layer of fibres 
^ on the convex side at a is ex- 
^ tended and the outer layer on the 
c concave side at b is compressed. 
Between these two layers there 
must then exist a layer cc^ Fig. 2, 
which is neither extended nor 
compressed. This layer is the neutral axis of the cross-section. It is at right angles to the 
plane of bending through some point U, Fig. i. 

For any layer of fibres above or below if we assume that any plane cross-section 
before bending remains plane after bending, the strain will be proportional to the distance 
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from cc, and, by the law of elasticity (page 475), if the elastic limit is not exceeded, the 
stress is proportional to the strain. 

Let Sf be the unit stress in the most remote fibre at a distance v from cc. If a is the 
1 of this fibre, Sfa is the stress. Let Sa be the stress in any other fibre at the 
from cc, 

if the elastic limit is not exceeded and if any cross-section, plane before bending, 
pictne after, we have 

v' 

Sa : S^a : : ; v, or Sa . (0 

equilibrium the algebraic sum of all the parallel fibre stresses must be zero, or 

: 2 ^-S,a = = o. 

V ^ V 


But if ' 2 av' = o, the fibre layer cc must pass through the centre of mass C of the cross- 
section, and this layer is not strained by bending. 

Hence if the elastic limit is not exceeded and if any cross-section, plane before bending, 
remains plane after, the neutral axis for any cross-section passes through the centre of mass of 
that cross-section at right angles to the pla^ie of bending. 

If then we draw a line AC through the centre of mass of every cross-section, this line 
is not strained by bending and is called the neutral axis of the body. 

Hence if the elastic limit is not exceeded arid if any cross-section, plane before bending, 
remains plane after, the neutral axis of the body passes through the centres of mass of all the 
cross-sections. 

Bending Moment. —The resultant moment relative to the neutral axis cc of any cross- 
section, of all the external forces on the right or left of that cross-section, causes bending. 

For reasons to be given later (page 497), we always take the resultant moment on the 
left of the cross-section, and call this the BENDING MOMENT for that cross-section. The 
resultant moment on the left of any cross-section is the algebraic sum of the moments of all 
the external forces on the left. 


We define, then, the bending moment for any cross-section as the algebraic sum of the 
moments of all the external forces on the left of that cross-section, and denote it by M. 

If all the external forces are co-planar, we take the plane of XY as the common plane, 


Fig. I. 



and the‘horizontal line through the centre of mass C 
of the cross-section as the axis of X. 

Hence, as shown in Fig. r, rotation counter¬ 
clockwise from W to F is positive, upward forces 
and forces towards the right are positive, and dis¬ 
tances on the right of C and above CX are positive. 

Thus if we have any number of vertical forces, 
•^1’ *^3’ on the left of C with the lever-arms 

x^, X2y x^, etc., the bending moment at C is 

M = . . = :^Px, 

where every term in the algebraic sum is to be taken 
with its proper sign. In Fig. i, for instance, we 
should have, taking the forces as given, 
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Fig. 2 . 

—i~ - 




tP 


Fig. 3. 




where the numerical values of the forces and lever-arms are to be 
inserted without sign. 

Case i.— Thus for a beam of length /, Fig. 2, fixed horizon- 
tally at the right end, with a load P at the left end, the bending 
moment at any point C distant from the left end is 

+P^y .(2) 

when the numerical values of P and are to be inserted without 
sign. 

The bending moment is a maximum and equal to P/ 1 

at the fixed end, and the bending moment at any point is given to 
scale by the ordinate to a straight line, as shown in Fig. 3. i 

4 - If the beam is fixed at the left end, as shown in Fig. 4, the 

moment on the right is — Px; and since for equilibrium the moment 
on the left must be equal and opposite, we still have for moment 
on left., as before, 

= + Px, 

where P and are to be taken without sign. 

Case 2.—If the beam is covered with a uniformly distributed load of w per unit of length, 



L 


-tr- 


Fig. 5, the load on the left of C is wx, and this load can be con¬ 
sidered as acting at its centre. The bending moment is then 


Fig. 5. 


M^ = wx X - = 


WX^ 


( 3 ) 


, 

; 

L 


■■11 

_ L 

> 




where the numerical values of zo and are to be inserted without 
sign. Here, again, the bending moment is a maximum at the fixed 

zvP 

end and equal to = , and the bending moment at any point is given to scale by the 

Fig- 6. ordinates to a parabola whose vertex is at the left end, as shown 

in Fig. 6. 

\wL^ If Fig. S were reversed, we should have, as in Fig. 4, the 

ZUX^ 



moment on the right- —. Hence, the moment on the left being 

equal and opposite, we should still have for the moment 07 i- the left 


— 4 “ 


zvx^ 


Case 3.—Let a beam of length /, Fig. 7, rest horizontally on two supports and have a 
load-P at a distance kl from the left end and (i — k)l from the right end, where k is any 


given fraction. Thus if the load is at the centre, k zzz — and 
kl ~ -/. If the load is at —I from the left end, k = etc. 

24 4 

We have then the left reaction given by 

+ or R^=z{i^k)P. 

The bending moment for any point between the left 
c'nd and the load is then 




A- 


Fig. 7. 
—f— 


i. ( 

K-—■a?-— 


P 

Fig. 8. 


k (l-k]Pj 


= - R,x = - (i - k)Px. 


‘ . ( 4 ) 
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For any point between the load and the right end the bending moment is 


- R,x-^P{x kHl-x\ 


In both cases the bending moment is a maximum at the load and equal to — k{\ —■ ]^)Pl^ 
and the bending moment at any point is given to scale by the ordinates to two straight lines 
as shown in Fig. 8. 


If the load is at the centre, , and we have 


2 4 


3 ase 4.—If the beam has a uniformly distributed load of w per unit of length, Fig. 9, the 

Vir. n ... . . ^ wl . 


.--x- --HC 



reaction at the left end 
ment at any point C is 


", and the bending mo- 


wlx wx"^ 

T 


I ^ j The bending moment is a maximum at the centre 

wx I 

I and equal to — -g-, and the bending moment at any point 

. j| .|||]|p>'' is given to scale by the ordinates to a parabola 

ill whose vertex is at the centre as shown in Fig. 10. 

(See page 420.) 

Resisting Moment. —The resultant moment of all the fibre stresses at any cross-section, 
relative to the neutral axis of that cross-section, resists bending. It must therefore be 
equal and opposite to the bend- Y 

ing moment. We call it there¬ 
fore the Since 

we have taken for the bending ___^_^ 

moment the resultant moment of —. 

all external forces on the left^ the ^ 

resisting moment must be taken C;;;:- ^^ 

for all fibre stresses on the right 'X — 

of the cross-section. \ .— _ 

Let S be the unit stress in any \ 

fibre of the cross-section, and a ^ 

the area of cross-section of the fibre. The stress in the fibre is then Sa, If v' is the dis¬ 
tance of the fibre from the neutral axis cc of the cross-section, we have for the moment of 
the fibre stress 


The resisting moment for the cross-section is then 

- :2Sav^. 

But from equation (i), page 494, within the limit of elasticity, if any cross-section 
plane upon bending remains plane after, 


Sa = "SfU. 

ffi j ' 
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where 5 ^ is the unit stress in the most remote fibre at a distance v. Hence we have for the 
resisting moment 

_ 2 W = _ 

V V 

But is the moment of inertia I of the reaction relative to its neutral axis cc. 

Hence the resisting moment is 

. . Sfl 

resisting moment =-. 


Now if M IS the resultant moment of all the external forces either on right or left of 
section relative to the neutral axis of the section, we have in general for equilibrium, within 
the limit of elasticity, if any cross-section plane before bending remains plane after, 

or ^ = M. . 

V V 


If in equation (II) we always take M on the left of the section, it is evident that 6 
be positive when the stress is tension and negative when the stress is compression. 1 l a. 
for this reason that we always take the bending moment M 07 t the left of the section. 

In applying (II), since Sf is always given in pounds per square inch, all distances should 
be taken in inches. In finding M the change of lever-arm due to bending is neglected. 
That is, the deflection is assumed as very s'fnall compared to the length. 

By inserting for M its value as found on page 49S, we can find in any case the load 
which will give any desired outer fibre stress Sf within the limit of elasticity. 

hor values of / for different cross-sections see page 42. We give here some of the 
most common. 


Rectangular cross-scction. 


/ = —bd\ 
12 


Circular 


Trianc^ular 


V = —//, 


Examples. —(i) A timber beajti of length I =z 10 feet and coTistant rectan^spidar cross’secizon of breadth 
b ■= 4 zfiehes azid depth d ~ 6 inches, rests hor/aozija/ly tipon two supports and stisiains a load of P = 2000 
pounds at (he centre, d'ind'the maximum fibre stresses. P 

P t ^ 

Ans. We have /u = The maximum bending moment is at __ i- -- 

ihe centre and given by (page 496) L-—-1——-2^ 


2 4 ^ 

The maximum fibre stress Sf, if the elastic limit is not exceeded, is then given, from (II), by 


I d 

jMow 1 — since v = + - for the top fibre, we have for the top fibre 

^ 3/V 3 X 2000 X 120 , . , 

Sf = — = —-- y — = — 2500 pounds per square inch. 

"ZulP 2x4^ 

The minus sign shows that the top fibre is in compression. 











49 S 


STATICS OF ELASTIC SOLIDS, 


[Chap. III. 


For the bottom fibre we have 2/= — and hence 5/= -i- 2500 pounds per square inch tension. We 

see from our table page 476 that this is within the elastic limit. 

(2) Lei the cross-section he tria7igular with the point tip, the base of the triangle being 8 inches and the 
height 10 inches. Find the tnaximiim fibre stresses, 

Ans. We have as before A/ = - —. But / = and for the top fibre v z= + ^h. Hence for the top 
fibre 


6 Pl 6 X 2000 X 120 o 

•V = - ^ =-8 X -joo P®" 


For the bottom fibre, since v — 



•Sy = + 


bh^ 


= + 900 pounds per sq. in. 


The maximum fibre stresses are then iSoo pounds per square inch compression in the top fibre and 900 
pounds per square inch tension in the bottom fibre, at the centre of the span. 

We see from our table page 476 that the elastic limit is not exceeded. 

(3) Required the depth of a rectangular beam supported at the ends and carrying a load P at the middle 
hi order that the elotigatioti of the lowest fibre shall equalof its origmal length, 

Ans. We have from (i), page 477, the elongation X given by 


Also from (II), page 497, 


£ ~ 1400* 


Hence Sf=. 

1400 


Mv _ E 
I ~~ 1400* 


Now from (4), page 495, M — ■ 


’ 4’ 


Also in the present case v ■■ 


(I ^ I 

■ I ^~bd\ 
2 12 


Hence 


ZPl _ E 

2bd^ 1400, 


or 



2100/V 

~~bE ~ • 


(4) A cast-iron rectatigular beam rests horizotitally ufon supports 12 feet apart, attd carries a load of 
2000 pounds at the cetitre. If the breadth is one half the depth, find the area of cross-section, so that the unit 
stress stress i7i the lower fibre may 7 iowhere exceed 4000 pounds P)er square inch. 

Ans. The given unit stress 4000 is less than the elastic limit (page 476), so (II) applies. The greatest 
will be at the centre, where the bending moment is greatest. 

We have then for tension in lower fibre 


Sf = 4000 = 


AIv 


In the present case, from (4), page 495, M 
ZPl _ 


PI d ^ 

• —, 7/ = _ _, 7 =r Hence 
4 2 24 


d^ 


4000. or ^» = . 3X20 oo x lu x ,3 ^ = 6 inches. 

4000 


(5) A wrought-iron plate girder 27 \ inches deep centre to centre of the flanges rests horizontally upon 
syyrts 2b feet apart. Its bottom flange is a ~ 4S square inches area of cross-section. Neglecting the web, 
find the load at the centre which-wotdd cause a tmit stress of 15000 founds fer square inch in the bottom flange. 

Ans. The unit stress 15000 is less than the elastic limit (page 476), so (II) applies. We have then at centre 
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In the present case, from (4), page 495, M = - v =1--a.nd, neglecting the iveb, I = ad\ Hence 

4 2 


PI 

Zad 


= 15000, or P : 


8 X 15000 X 48 X 27.5 
26 X 12 


= 507692 pounds. 


(6) A cast-iron -plate girder, fixed horizontally at one end and free'at the other, S feet long and is inches 
deep centre to centre of flanges, causes a uniformly distributed load of 16000 fotends. Fijidihe area of the top 
flange, neglecting the web, so that the wiit-stress shall not exceed 3000 pounds per square inch. 

Ans. From(3), page 495. the maximum moment is From (II), = 3000 = ■^. In the present 


case t' = + -, neglecting the web I e=ad^, and w ■■ 


16000 


Hence 


^ad 


wP 


16000 X 8 X 12 


4 X 12 X 3000 


= lof square inches. 


Designing and Strength of Beams—Crippling Load--Coefficient of Rupture 

be the area of cross-section of a beam at any point, V the shear at that point or 
sum of all the vertical external forces between the point and left e?id {sqq page ^ 
the working unit stress for shear. 

Then for safety, as regards shear, we must have at every point 


= V. 


From (II) we have 


M~- 


V ’ 


(I) 


(2) 


where Sf is the unit stress within the elastic limit in the most remote fibre of any cross-sec¬ 
tion at a distance v from the neutral axis of that cross-section, / is the moment of inertia 
of the cross-section relative to that neutral axis. Mis the bending moment as defined and 
found on page 495, that is the algebraic sum of the moments of all the external forces 07i 
the left of the section. 

If in (2) we replace by the elastic limit unit stress 5 ^, and M by the maximum bend¬ 
ing moment, we have 

max. M = .(3) 

V 


Equation (3), if we put for maximum M m any case its value as found page 49S, will 
give the load which will strain the beam to its elastic limit. We call this load the CRIPPLING 
LOAD, since it cannot be exceeded without overstraining. The working load may be taken 
a suitable fraction of this. 

But, as we have seen (page 476), is difficult of exact determination by experiment. 

The customary method of estimating the strength of a beam, therefore, is to put equa¬ 
tion (3) in the form 

max. //=—,*.(4) 


where R is determined by direct experiments carried to the point of rupture. The value of 
R thus found by experiment is called the COEFFICIENT OF RUPTURE. 

This use of (3) is of course applying it beyond the elastic limit, and (4) is then a purely 
empirical formula whose form only is dictated by theory. 
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When satisfactory experimental -values of R are not at hand, the best we can do is to 
replaceie by the ultimate tensile strength W or the ultimate compressive strength I/,, using 
whichever one gives the least value for the breaking load. For the safe load we then take a 
suitable factor of safety (page 481). 

We give in the following table average values of R for different materials. 

Pounds per square inch. 

Steel (structural). 120000 

Wrought iron. 55000 

Cast iron. 35000 

Timber. 9000 

Stone. 2000 

If then we put in (4) for max. M its value as given page 495, we have the breaking 
load in the various cases there given: 

Case i.— For beam fixed horizontally at one end with load R at free end 


Case. 2.—For same beam uniformly loaded 


P =1 wl~ 


Case 3.—For beam resting horizontally on two supports with load at a distance kl from 
left end and (i -- P)l from right end, where k is any given fraction of /, 

p =_ ^ .... (7) 

vk{\ ky * ^ ^ 

Case 4.—For the same beam uniformly loaded 


P z= zhjI z=z 


If in these equations R is not known, we can replace it by Uf. or Ucy whichever gives the 
least value for P, 

If we replace R by obtain the crippling load. 

If we replace R by 6), we obtain the load which will cause any desired maximum outer 
fibre stress Sjr within the elastic limit. 

Examples.—(i) A Umber beam of length I = 10 feet and tiniform rectangular cross-section of breadth 
h ^ 4 inches a7id depth d ^ 6 inches, rests horizontally upon two supports. Find the crippling a?id breaking 
load at the centre, and the working load. 

Ans. From (7) we have for breaking load, since I = ^ ~ ^ 

\RI _2Rbd'^ 

'vl 3/ ’ 

and for crippling load 

__ 25 , 3 ^’ 

^ ” 3/ ‘ 

If we take S& =?; 3000 pounds per square inch as given by our table page 476, we have the crippling load 


Pe 


2 X 3000 X 4 X 36 

-=-^ = 2400 pounds. 

3 X 120 ^ ^ 
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If we take = 9000 pounds per square inch as given by our table page 500, we have the breaking ’oad 

P = 7200 pounds. 

If we take a factor of safety of 8 (page^Si), we have for the working load 

P = 900 pounds. 

If we take (/c = 8000, as given by our table page 476, in place of P, we should have for the breaking load 
P = 6400 pounds, and a working load of 800 pounds. 

(2) Lei the sajne beam have a unifor 7 n tria 7 igular cross-section with the point up, the base b = S inches and 
the height h = 10 inches. 

bh^ 2 I 

Ans. We have from (7) as before, since /= —, v —~h, ^ = - for breaking load. 


AXr PbJP 
vl 61 * 


and for crippling load 


Taking Se == 3000 as before, we have for the crippling load 

-= 3333i pounds. 

Taking P = 9000 as before, we have the breaking load 

P = 10000 pounds, 

or for a factor of safety of 8 (page 481) a working load of 1250 pounds. 

If were unknown, we should have, taking the ultimate strength for tension and compressionand 

I 2 

Uc, in the place of P, from our table page 476, and v = -~h for the lower or tension fibre and -h for the upper 
or compression fibre, 


\UtI 12 X roooo/ 
: _ _ _ 


T^UcI _ 6 X 8000/ 8000 X 8 X TOO 

2, , hi ~ 6 X 120 


= 8888| pounds. 


The second gives P the least value and should be taken. 

(3) A beam of yellow pine, 14 inches wide, ly inches deep, resting hori 207 itally up 07 i supports 10 feet 6 
ifiches apart, broke under a ufii for 77 ily distributed load of i2ig4o potmds, rupiure beghutmg m the lowest fibre 
at the ce7itre. Find the coefficiejit of rupttire. 

Ans. We have, from (8), 

Pvl '^Pl 3 X 121940 X 126 , . , 

A = ^ =-— ■- = 3658.2 pounds per sq. in. 

8/ 7 [ b(P 4x14x15x15 ^ ^ ^ 


(4) A wrought-iro7i bea7n 4 i7Lches deep a7id ^-1 ijiches wide, fixed horizofitally at 07 ie eftd a7id loaded with 
yooo pounds at the free end, rtiphired at a poUii 2 feet 8 mches fro7n the load. Fi 7 id the coefficie7it of 
ruphire P. 

Ans. From (5), 


7:> __ ^ ^ 7000 X 32 

A _ = — _ — : 

- X 4 X 4 


: 56000 pounds per sq. in. 


is) X wroughi-iro 7 i bea 7 n 2 inches wide a 7 id 4 hiches deep rests horizo 7 itally up 07 t supports 12 feet apart,. 
Fi7td the n7tiformly distributed load it will cai ry m addition to its ow7i weight for a factor of safety of 4. 

Ans. From our table page 500, P = 55000 pounds per square inch, 
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A bar of iron 3 feet long and one square inch in cross-section weighs 10 pounds. The weight of the 
beam is then 320 pounds. 

We have then, from (8), for the breaking load 






Hence for a factor of 4 


^ ZRI JRbiP 55000 X 2 X 16 

^ — 3 X 144 


4074 pounds. 


and P = 3754 pounds. 

• (6) Find the length of a beam of ash 6 inches square which would break of its own weight when supported 
horizontally at the ends, the weight of the innber being jo poimds per cubic foot and R = 7000 pounds per 
square inch. 


Ans. The weight per cubic inch is 


and since the cross-section is 36 square inches, the weight per 


inch in length is w = 


30 X 3 ^ _ 5 . 
1728 8 * 


We have then, from (8), 


Hence 


ZRI ^ Z'zRbd'^ 
wvl 15^’ 


or 




32 X 7000 X 6 X 36 

Fs 


= 1796 inches = I49t feet. 


(7) A wrought-iron beam 12 ft. long, 2 inches wide and 4 inches deep is supported at the ends. The bea7n 
weighs J pound per cubic inch. Takmg R at ^4000 potmds per sqitare i7ich,find the U7iifor7n load it ca7i carry 
to rupture 7 

Ans. Without the weight of beam, 16000 pounds. 

Besides the weight of beam, 15712 pounds. 

Comparative Strength. —We see at once from (5), (6), (7) and (8), page 500, that, taking 
the semi-beam of Case l as unity, the same beam with uniform load will carry twice as much, 
the beam on two supports with load in centre will carry four times as much, and the same 
beam uniformly loaded eight times as much. 


Examples.—(i) A rou7id and a square beafn are equal m le7igth and have the sa7ne loading. Fmd the 
ratio of the dia77ieter to side of square so that the two 7nay be of equal sire7igth, R behig the sa7ne for both. 

Ans. Since P, R, I are the same in both cases, we see from our equations page 500 that — must be 


equal in both cases. 


Hence 


Diameter 

Side 



(2) Co7npare the relative strengths of a cylindrical beam and the strongest recta 7 tgular bea7n that cafi be 
cut froTn it. 

Ans. Let D be the diameter of the cylinder, and b and d the breadth and depth of the rectangle. The 



/ bd"^ 

strength of the rectangle is proportional to — = -g-, or to bd"^. But we have 


Hence 


R 4 - d'^ = or d^ = D^ — R. 
bd"^ = bD'^ - b\ 


If we differentiate for b and put the differential coefficient equal to zero, we 
have for maximum strength 


jy — 33*-' =0, or b 


D 

1/3 


and hence d — D 
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For the strongest rectangular beam we have then 


For the cylinder we have 


v '~' 6 ”91/3 

7 TtP^ 

“ 32 ‘ 


We have then 

Strength of cylindrical 97 tVZ 
Strongest rectangular 32 

(3) Compare the relative strengths of a square bea7n to that of the inscribed cylinder, 

A 

Ans. — = 1.7. 

3 ^ 

(4) Compare the strength of a square bea7n with its sides vertical to that of the same beam with a diagonal 
vertical. 

. Side vertical /- 

Ans. :=r:-^-^—7 = y 2 = 1.414. 

Diagonal vertical 

Beams of Uniform Strength. —If the unit stress vSy-in the outer fibre is the sa. 
every cross-section, the beam is of uniform strength. We have then, from (II), foi 
condition for uniform strength 

~-j - = a constant quantity. 

Case i. —For beam fixed horizontally at one end with load P at the free end, we have 
then, since 77 = Px^ for ^at any cross-scction distant from the free end 

^ Pvx 

Sy=^ -j- = constant. 

At the end cross-section let x = I, v = and 7 = 7 ^. Then, since 5 is constant, we have 

Plv^ _ Pvx vx __ vf , , 


I, ~ I I h ’ • - V / 

If, for instance, the beam is rectangular, we have the breadth and height at the fixed 
end and /q, and at any point b and h. Hence / — A — v ■=. \ 

We have then for uniform strength, from (i), 


bJf' bfi^ .^ ^ 

If the height is constant, 7 — /q , and we have for the breadth at any point distant x from 
the free end 

^=7'^.(3) 

The breadth then varies as the ordinates to a straight line, from b^ at the fixed end to 
zero, theoretically, at the free end. Practically the breadth cannot be zero at the free end, 
but must have a value b^ such that the area A = bfi^ at the free end may resist the shear 
safely. 

We have then from (i), page 499, 

b,h^=^ — = —, or . 
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Substituting this value of for b in (3), we find that the cross-section must be constant 





y/fAii. —-—f 

1 

1 1 

1 

1 

1 

I 

.Jr"' 


/ 

/ 

/ 

/ 

/ 

/ 

/ 

/ 

1 

\ 



_ 


and equal to Vfi ^ ^ ^ distance from the 


free end equal to 


% 


PI 


® ~ThS ' 


( 4 ) 


For any value of x greater than Xq the breadth 
is given by (3). 

*f the breadth is constant, we have, in (2), d = and hence 

h ^ 

. 

The height then varies as the ordinates to a parabola from at the fixed end to zero, 
neoreticallyrat the free end. Here, again, we mast have the height at the tree end equal to 

^ 0 — ^ 5 ' 

Substituting this for h in (4), we find that 
the cross-section must be constant and equal to 

^ ^ {qx 2. distance x^ from the free end equal to 

^ ^ bays 

PH 

‘ 

For any value of ,*■ greater than the height is given by. (4). 

If both b and h vary, but the cross-scction at every point is rectangular, we have 



fjj; /q \-.b-.h, or b- ^ 


bjL 


h,b 

A' 


Substituting these in (2), we have 


/.« = ^x, 


-A- 


( 5 ) 



The height and breadth vary, then, as the ordinates 
to a cubic parabola from Ii^ and b-^ at the fixed end to 
zero, theoretically, at the free end. The area at any 
point is then 


.1 /1"" 

bh - -p- 


A = bji^ 


The area at the free end should be, then, 

P 

^ ws 

The cross-section should therefore be constant and equal to b^, = for a distance 
from the free end, given by _ 

_ Pi / P 
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In a similar way we can find the shape for uniform strength for any other form of 
cross-section by substituting in (i) the values of I, v and 

Case 2.—For beam fixed horizontally at the end and loaded uniformly, we have, since 





2/ 


2/, > / 




/, 


(n 


For rectangular cross-section we have T = —bh^, 2; = and hence 

12 2 12 2 


ii? _ p 

~ bj'^' 


For constant height h — and 


b = %x\ 
r 


Ko) 


The breadth then varies as the ordinates to a 
parabola from b^ to zero, theoretically, at the free end, 
and to provide against strain the cross-section must be 
constant for the distance from the free end equal to 



wP 


Xn - 


^ h h S * 

For any value of x greater than this the breadth is ^ 
given by (3). For constant breadth b — b^ in (2), and ^ 


pS--- t:::;;— 



/ 

/ 

/ 

/ 

/ 

/ 

/ 

/ 

_ 




(4) 


To provide against shear, we have for the height at the distance Xq 


K 


b-^tus 


Substituting in (4), we find that in order to resist shear the end cross-section 

wl 

= bji^ = • 

hf If then the end cross-section is safe for shear, 
every cross-section is safe, and for any value of x the 
height is given by (4). The height then varies as the ordinates to a straight line from at 
the fixed end to zero. 

If both b and h vary, we have for rectangular cross-section 



b ^: : : b\ /^, 


or 


b^i 

X 


h = 


Ml 
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Substituting in (2), we have 


Ii ^ 




. . • ( 5 ) 






\ 

> 

— 







To provide against shear we must have 

. 7.87 3 - 

K) J“ c—» ^0 ^^0 — 53 

Hence from (5) the cross-section must be constant and 
equal to bji, 


ZVXr. 


^ for a distance Xq from the free end 


For any value of ;r greater than -Tq the height and breadth are given by (s). 

In a similar way we can find the shape for uniform strength for any other form of 
cross-section by substituting in (i) the values of I, v, and 7’^. 

Theory of Pins and Eyebars. —A direct application of our principles is to the design¬ 
ing of pins and eyebars. A pin is a round beam subjected to bending and shear. It is 
also subjected to crushing. Hence its bearing resistance should equal the greatest pressure 
upon it due to any plate through which it passes. 

Bearing. —If d is the diameter of pin, t the thickness of any plate through which it 
passes, then dt is the bearing area. Let 5 ^^ be the working unit-stress for compression, 
then is the bearing resistance of the pin. This should equal the stress transmitted by 

the plate, or 

dtS^, = stress. 


We may take S.,, at 6.25 tons per square inch for wrought-iron pins. The stress trans¬ 
mitted is always known. For a transmitted stress of one ton the required bearing area 
is then 


and hence we have 


dt = 


I 


lineal bearing on phi per ton of stress = 


1 

6.2 57/ 


(0 


From (i), having given the diameter d, we can find the corresponding lineal bearing or 
thickness of plate for every ton of transmitted stress. We have only to multiply this by 
the number of tons transmitted stress in any case to find the requisite thickness of the plate. 

Diameter of Pin. —Let t be the thickness of plate or eyebar, and h its depth, then 
tJi is the area of ^loss-section of plate or eyebar. If is the wmrking unit stress for 
tension, then is the transmitted stress. Now if d is the diameter of the pin, and the 

thickness of the eyebar head is equal to the thickness of the bar, we have td for the bearing 
area of pin, and tdS^,,^ for its bearing resistance. We must have, then, for equal strength 

5 * 

tdS^c — j ox d^ 



i 




I 
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We can take the ratio 


4 


Hence the least diameter of pin is 

d=hi . 

4 


(2) 


The diameter of pin may need to be greater than this, but it cannot be less, unless the 
thickness of eyebar head is made greater than the thickness of the bar itself. 

When this is the case, if is the thickness of the bar and t the thickness of the head, 
we have for the least diameter of pin 


and for the thickness of head 


tdS^ 




or 




t 


' 


(3) 


For a beam subjected to flexure we have from (II), page 497, 


S/I 

max. M = 

r 


where r is the radius of the pin, and Syis the unit-stress in the outer fibre. 
Hence 

^S/d^ 

max. M ^ -,. 

32 


Now J - 


(5) 


where max. M \s the maximum bending moment. The usual value taken for vSy is 15000 
pounds per square inch for iron and 20000 poCinds per square inch for steel. 

Wc have then in any case to find the maximum bending moment, and then from (5) 
we can find d. 

Maximum Bending Moment. —In general for any pin we must resolve the stress in 
every bar through which the pin passes into its vertical and horizontal components. The 
stress in each bar is considered as acting along the centre line or axis, and hence the point 
of application of each vertical and horizontal component is at the centre of the bearing of 
the corresponding bar. 

Let be the maximum bending moment of all the horizontal and of all the verti¬ 
cal forces. Then the resultant maximum bending moment is 

+ M}. 

From (5) we then find the diameter d of the pin. 

Let the parallel horizontal or vertical components on one 
side of the centre of pin be iq, ^4? etc., the odd 

indices iq, iq, etc., acting in one direction, and the even 
indices ^tc., acting in the other. Let ^ihe the dis¬ 

tance between centres of bearing and F^^ 4 the distance 
between iq ^tc. We can now easily find the maxi¬ 

mum moment by trial. 

Thus the moment at iq Ff. Add to this (iq — -^2)4 
and we have the moment at iq. Add again {F^ “"-^2 have the moment at F^j 

and so on. • The greatest of all these is the moment required. 
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Since all the forces F^, F^, etc,, on one side are equal to all on the other, F^^ F^, 

etc., they reduce to a couple on each side of centre of the pin, and hence the moment 
at any point P beyond the last force, asPg, is constant. We have then only to find the 
greatest moment or by trial as directed. 

Practical Sizes for Pins. —Pins are furnished in sizes differing by i inch, and all 
sizes are an even number of sixteenths. A pin must always be ordered at least one six¬ 
teenth larger than the hole it is to fit, in order that it may be turned down to fit. We must 
then add calculated size, and if this gives an even number of sixteenths it can 

be ordered; if not, add more. 

Thus if the size of a pin is 4f inches by calculation, it should be ordered at least 4y\; 
but since only even sixteenths are furnished, we should order 4| and turn down to fit 
the hole. 

Examples.—(i) A pin 3 mches diameierpasses through the web of a cha7inel bar three fifths of an inch 
thick. The tra^ismitted stress is 55500 lbs. Find the ihichiess of re-e7tforcing plate necessary to give sufiicient 
bear mg on the pin. 

Ans. The thickness for each ton (page 506) is 


I __ I 
6.25^ 6,25 X 3 


= 0.0533 inches. 


For 55500 lbs. = 27.75 tons we should have a thickness of 0.0533 x 27.75 = 14 ^ inches. 


3 

The channel web is only y = 0.6 inch thick. 


In order to have the proper thickness for safe bearing on 


the pin, we must then increase the thickness by 1.4S —0.6 = 0.88 inch. Two re-enforcing plates on each side 
of the web, each 0.44 inch thick, or about inch each, will then give the required thickness. 

(2) If the dchth of an cyebar is ro inches, find the least diameter of pm which ca7i be iised without havmg 
the thick 7 iess of the head greater iha 7 t that of the bar. 


Ans. (Page 507.) inches. 

(3) A bar 8 in. by f i7i. has a pi7i 4| i7iches diamettr passing through it. Fmd the thickness of bar head. 
Ans. The least diameter without having the head thicker than bar is 6 inches. As the pin is less than 
this, the head must be thicker than the bar and equal to 




filtx 

\d 


3 X 8 X g 


IA inches. 


(4) hi a hanel of a bridge triiss we have at each end of the pin two eyehars on 07ie side, 4 m. by in ., 
aiid 071 the other side one eyebar 4 m. by in. Also 07 ie tie on each side of centre of piii iii. thick. The tie 
is packed close to the vertical post, which C 07 isists of two cha7i7iels of \ iii. thickiiess. The bars are packed siiug. 
The vertical C 077 ipressi 07 i ill the half post is 40000 lbs. The workmg unit-stress of the bars is 10000 lbs. per 
square iitch. Find the size of pi71 required. 

Ans. We have here on one side acting horizontally 


JVi == A’g = 4 X lA X 10000 = 47500 lbs.. 


and on the other side 


P2 = 4 X iiV X 10000 = 47500 lbs. 
The horizontal component of the tie-stress is 


P4 = 2 X 47500 —57500 = 57500 lbs. 
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The distances are 

/i = /a = — + ^1^) = ifg- inches, 

2 

/, r= 4- ifa) X |- = 2^ inches. 

2 o 

We have then at the moment jFih = 47500 x ix^g- = 62344 inch-lbs., 
at jFa we have 62344 + (Fi — R'aJ/a = 49219 inch-lbs., 
at 1^4 we have 49219 + (Ni — + 7^3)4 = 133594 inch-lbs. 

The maximum horizontal bending moment is then 

M/t ~ 133594 inch-lbs. =66.797 inch-tons. 

The vertical compression in post is 40000 lbs. Its lever-arm is 



Hence 

Mv = 40000 X = 48750 inch-lbs. = 24.375 inch-tons. 

The resultant maximum bending moment is then 

Mmsix. = = V66.8‘-^ + 24.4'-^ = 71.11 inch-tons = 142220 inch-lbs. 

We have then for size of pin about 4f inches diameter, or 4I commercial size. The least allowable 
diameter is -^/i = 3 inches. Hence the bearing is abundant. 

Torsion. —Torsion occurs when the external forces acting upon a body tend to twist it, 
so that each section turns on the next adjacent section about a common axis at right angles 
to the plane of section. 

Let a horizontal shaft of length I be fixed 
at one end, and let a force couple F, — F act 
at the free end whose moment about the axis 
AC is Fp. 

The shaft will be twisted about the axis AC 
so that any radial line, as aC, moves to hC 
through the angle aCb~ 6 . 

If the elastic limit is not exceeded, any longitudinal plane aBAC before twisting 
remains plane after, as bBAC, and when the couple -[" —F is removed the line bC 
returns to its original position aC. Also, the angle aCb is proportional to F and to the 
distance AC — I oi the cross-section from the fixed end. Thus if d is the angle aCb at the 

X 

distance I from the fixed end, the angle a^C^b^ at the distance ur from the fixed end is jO. If 

the elastic limit is exceeded, this proportionality does not hold, the line bC does not return 
to its original position when the couple “-j-A, —A is removed, and if the twist is great 
enough we liave rupture. 

Neutral Axis. —Consider the shaft to be made up of an indefinitely great number of 
parallel fibres. Since, within the elastic limit, stress is proportional to strain, as one cross- 
section of the shaft turns about the axis and slides upon the adjacent cross-section, the 
strain and therefore the shearing stress on each fibre of a cross-section is proportional to its 
distance from the axis AC, For the fibre at the axis AC there is then no shearing stress. 
axis AC is then the NEUTRAL AXIS. 
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Position of the Neutral Axis. —Let a be the cross-section of any fibre, and 5 , the 
unit shearing stress within the elastic limit for that fibre in any cross-section mosil remote 
fro^n the neutral axis at the distance v. Then the shearing stress for the most remote fibre 
in any cross-section at the distance v is and for any other fibre in that cross-section, at 


■ the distance r, it is -Sa, 

V " 


The sum of all the fibre stresses of any section in any 

straight line perpendicular to the axis is then -^Zra, 

But the sum of the external forces + A, — A is zero, hence for equilibrium 
we must have ^ar = o. 

Therefore the neutral axis AC must pass through the centre of mass of tJu^ 
cross-sectiofis. 

Twisting and Resisting Moment. —All the external forces acting upon the shaft 
reduce to a couple + A, — A, as shown in the figure, whose moment Fp with reference tc 
the neutral axis is the TWISTING MOMENT M^, This moment is the same at every point of 
the neutral axis and therefore tends to make each cross-section turnon its adjacent 
cross-section nearest the fixed end, about the axis AC, so that there must be for equilibrium 
between every two cross-sections an equal and opposite RESISTING MOMENT due to the 
shearing stress between these two cross-sections. 

Since for any cross-section the shearing stress for any fibre at a distance r from the 


r S. 

neutral axis is —Sa, the moment of that stress about the neutral axis is —ar". 

V V ' 


and the sum 


of the moments of all the stresses for any cross-section about the axis, or the resisting 
moment, is then ~^' 2 a'F, 

V 

P'or equilibrium this is balanced by the twisting moment M^. 

But ' 2 aA is the polar momeiit of inertia f of the cross-sectio 7 i with reference to the axis 
through the centre of mass (page 34). 

We have then for equilibrium, without reference to direction of rotation, 


% 

V 


M, 


(0 


where is the unit shearing stress within the limit of elasticity in the most remote fibre of 
any cross-section at the distance v from the neutral axis, 4 is the polar moment of inertia of 
the cross-section with reference to that axis, which always passes through its centre of mass, 
and M^ is the twisting moment. 

The reader will note the similarity of this equation with that for flexure, page 497. 

From (i) we can find Mt for any given F* when 7 , and v are known and the elastic limit 
is not exceeded, or, inversely, for given Mt and 5 , we can find the dimensions. 

Coefficient of Rupture for Torsion.— Equation (i) holds within the clastic limit, or for 
all values of 5 , less than S,. If we consider it as holding without limit, and find the value 
of S, in this case from experiments carried to the point of rupture, we call the value of 5 thus 
obtained the coefficient of rupture, and denote it by R. We have then for rupture 




RL 


(2) 


V 
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From equiition (2), then, if R is known, we can compute the couple ± which, acting 
with the lever-arm /, will rupture a given shaft, or the dimensions of a shaft to resist rupture 
with any desired factor of safety. If i? is in pounds per square inch, P should be taken in 
pounds, p in inches, and all dimensions in inches. The distance v in inches is the distance 
to the remotest fibre of the cross-section. 

We have, page 38, for 


circular cross-section of radius r 
rectangle with sides b and d.. 



V r\ 


12 


db^ 
12 ’ 




square cross-section 



V = 


d 
V 2 


^ We give here also average values of the coefficient of rupture for different matei 

Pounds per square inch. 


Steel (structural). 75000 

Wrought iron. 50000 

Cast iron. 25000 

Timber. 2000 


Coefficient of Elasticity for Shear determined by Torsion. —Let the length of shaft be /, 
and let the angle of torsion be B in radians, and the twisting moment be Then, within 

the limit of elasticity, the strain of the outer fibre for the end cross-section is vB^ and the 

v 6 

strain per unit of length is —. The shearing unit stress of the outer fibre of the end cross- 

section is Sj. Then from page 477, since the coefficient of elasticity is the ratio of the unit 
stress to the unit strain, 

5 IS 
E = - " 

vB_ vB" 

T 


where v is the distance of the outer fibre of the end cross-section from the neutral axis, and 
B is taken in radians. 

If we substitute for 5 ^ its value from (i), we have 




IMt 

ei. 


(3) 


from which Es can be computed if the other quantities are known and the elastic limit is not 
exceeded. The angle B is taken in radians. 

Inversely we have. 

EM. .. 

I 

From (4) we can find Mt for any given B 
elastic limit is not exceeded. 


=: Mt. 


V4J 


in radians, when /, and I are given 
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Work of Torsion.— If 0 is the angle of torsion in radians for any cross-section, the strain 
of any fibre in that cross-section at a distance r from the neutral axis is rd, and the stress 

for that fibre is -S^a. The work is then one half the product of the stress and strain (page 

V 

515). or — 

The work of all the fibres is then or. since = /„ we have, from (4) and (i). 


for the work 


es.l Mfi Mfl 


. 


. . ( 5 ) 


where 0 is taken in radians. 

Transmission of Power by Shafts. —Work is the product of a force by the distance 
through which it acts, and is measured therefore in foot-pounds. Power is time-rate of work, 
and is measured in foot-pounds per minute or per second. A horse-power is 33000 ft.- 
pounds per minute or 550 ft.-pounds per second. If a shaft makes n revolutions per minute 
and the twisting force is F with a lever-arm p, then 27 tpY. 7 i is the distance and 2 nnpF is the 
work per minute, and the horse-power, if p is taken in inches, is 


H.P. = 


27rnFp 

33000 X 12* 


'But Fp^ Hence 


H.P. = 


nnSJ^ 
198000 v' 


where 7 i is the number of revolutions per minute, 4 ^ t)e taken in inches and S/in 

pounds per square inch. 

Combined Flexure and Torsion. —We have for bending, from equation (II), page 497, 


and for torsion, from equation (i), page 510, 


Hence for the combined unit stresses of shear and compression or tension we have, 
from equations (i) and (2), page 484, 




. • • (7) 


■S', or 5 ,= 


(8) 
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Examples.—(r) An iron shaft ^ feet long a7id 2 inches diameter is twisted through an angle of 7 degrees 
hy a couple of ± jooo pounds with a leverage of 6 inches, and on the removal of the couple returns to its origi¬ 
nal position, Find the value of Es for shear, 

Ans. From (3), page 511, we have, since / = 5 x 12 = 60 inches, r = i inch, Mt = 5000 x 6 = 30000 inch- 

pounds,/, = = -, 6 = radians, 

^ 22 180 


^ 60 X 30000 X 2 X 180 , . , 

2-= g 390 ooo pounds per square inch. 

tc X yTC 

(2) What is the couple which, acting with a lever-arm of 12 inches, will rupture a steel shaft 1,4 inches 
diameter, the coefficient of rupture by torsion being 7yo00 pou 7 ids per square inch f 

Ans. From (2), page 510, since / = 12, A = 75000, v ^ 0.7, » 


F X 


750Q0 X 7zr X 1.4^ 
64 X 0.7 ' 


or 


jp= 1683 pounds. 


(3) A circular shaft twisted by a coiiple of go pouiids with a lever-ar7n of 27 i}iches has a unit shearing 
stress of 2000 pou 7 ids per square mch. If the sa 77 ie shaft is twisted by a cotiple of 40 pounds with a lever-ar7n 
of 37 i7iches, what is the U 7 iit sheari/zg stress ? 

Ans. From (i), page 510, since Ss = 2000, Mt = go x 27, we have —— = 2221 - 31 ^ Hence 

V o 5 2000 

Mz = 40 X 57 we have 


40 X 57 X 2000 

Es =- Qo X pounds per square inch. 


(4) An iro7i shaft 3 feet lo7ig azid 2 mches diarzieter is twisted by a couple of 3000 pounds with a leverage 
of 6 inches. If Es is 9 390 000 pouzids per square i7ich,Ji/id the angle of twist. 

5000 X 6 X 60 ^ 5000 X 6 X 60 X 180 

Ans From (a) oag-e ai, 0 = - radians, or 0 - - - -= 7 degrees. 

J:'luiii ^,4;, ^li, 9390000 X 7t 9390000 X Tt^ / & 


(5) Compare the strength of a square shaft with that of a circular shaft of equal area. 

I I d^ 

Ans. From (2), page 510, we see that the strength is proportional to—. For a square shaft — =-= 

V ^3 


_ . , X r 

For a circular shaft ^ , 


The ratio is then 


V 2F 


For equal areas we have itr’^ = d’^. Hence the 


ratio is 




3 

(6) A circular shaft 2 feet long is twisted through azt azigle of 7 degrees by a couple of 200 pozmds with a 
lever-arm of 6 iziches. Fi7id the azigle for the same shaft 4 feet long when twisted by a couple of 300 pounds 
with a lever-ar 7 )i of j8 inches. 

Ans. 105 degrees. 

(7) Find the coznbmed zuiit stresses for a wrought-irozi shaft 3 iziches diameter and 12 feet loztg, rest mg on 
bearings at each e7id, which irazismiis 40 horse-poiver while makizig 120 revolutiozis per 77 ii 7 iute, upon which a 
load of 800 pounds is brought by a belt and pulley at the ce 7 itre, 

Ans. The unit stress for flexure is 


^ Mr __ Plr __ PI 
/ “ 4/ “ 


800 X 12 X 12 X 8 


= loSoo pounds per square inch. 


The unit stress for torsion is, from (6), page 512, 


5 .= 


198000 X 40 X r _ 198000 X 40 X 2 X 8 
Tt X 120A X 120 X 27 


= 4000 pounds per square inch. 


The combined stresses, then, from (7) and (8), are, for shear, 5 ^ = 6700 pounds per square inch, and for 
tension or compression, St or Sc = 12100 pounds per square inch. 
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(8) A vertical shaft weighmg with its loads 6ooo founds is subjected to a twist mg mo?nent by a force 
couple of soo pounds actmg with a leverage of 4 feet. If the shaft is^ of wrotight iron 4 feet long and 2 i 7 iches 
diameter y find its unit stress ^ provided flexure is-prevented, 

Ans. The unit stress of compression is = 1910 pounds per square inch. The unit shearing stress 

.on is 

_ Mtv 300 X 48 X 2 - . , 

Ss = -j- = - - - - = 9172 pounds per square inch. 

Jz 7t 

From equations (i) and (2), page 484, for combined compression and shear, we have for the shearing 
; stress 


Sg = 9172^ 4- = 9215 pounds per square inch, 

^ 4 


)r the compressive unit-stress 




10170 pounds per square inch. 


(9) Find the dia7neter of a short vertical steel shaft to carry a load of bo00 powids whe7i twisted by a force 
of soo poimds with a leverage of 4 feet, taking unit stress for shear at 7000. and for compressiofi at a0000 
pomtds per square inch, 

Ans. About 2.5 inches. 
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WORK OF STRAINING. DEFLECTION OF FRAMED STRUCTURES. PRINCIPLE OF LEAST 
WORK. REDUNDANT MEMBERS, BEAMS FIXED HORIZONTALLY AT ENDS. 

Work of Straining. —If the force F is gradually applied, increasing from zero up to A 
F 

the average force is —; and if X is the strain, the work done by F is 

work = 

2 

Since the stress is equal and opposite to F, the work of straining, within the elastic 
limit, is one half the product of the stress and strain. 

Now, from (I), 

_ FI 



If we regard the body as practically perfectly elastic up to the elastic limit, this is the 
work which the body can do in returning to its original dimensions when the force is 
removed. It is therefore called the WORK OF RESILIENCE. 

Since, for uniform A, Al is equal to the volume V, we can write 

work of resilience = —. Al = . V. 
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The coefficient—or the work per unit of volume, is called the coefficient of resilience. 
2h 

The work of resilience measures the ability of the body to withstand shock or suddenly 
applied force due to the impact of another body. To bring such a body to rest requires 
work. If this work is not greater than the work of resilience, the elastic limit is not 
exceeded. 

From our tables, pages 476 and 478, for average values of and E, we can compute the 
following average values of the coefficient of resilience: 


Coefficient of Resilience. 

Wrought iron.12.5 inch-pounds per cubic foot 

Steel (structural).26.6 

Cast iron. 1.2 

Timber. 3 


Deflection of a Framed Structure. —Equations (I) and (III) find direct application in 
the computation of the deflection of a framed structure. 

Thus let vS be the stress in any member due to the actualloadmg, and / and a the length 
and area of cross-section of the member. Then, from (I), the strain of the member is 


Now let i- be the stress in the same member due to any arbitrary load p, supposed to 
rest at the point where the deflection is required. The work due to this load p is 

sX Ssl 
2 ~ 2 aE* 


The total work in all the members due to this load p is then 




Ss^ 

2 aE‘ 


Now if J is the deflection at the point where p acts, the work done by / Hence 

we have 


pA Ssl 
2 ~ ^2aE’ 


A = 


pE^ a • 


a {see ^ur.) composed of t^o inclined rafters of length bo inches, t^o vertical 



ties of le^igih 48 inches, an upper chord of length 60 
inches and a lower tie of length 132 inches, the two 
end panels 36 inches and the ceiitre to inches, Let 
there be a diagonal strut cf whose length is 76.84 
inches. Suppose a load of 3 ions atf and 10 tons at e. 
Required the deflection at e, the areas of cross-section 
being known. 

Ans. Let the coefficient of elasticity E= 12500 
tons per square inch, and the areas of cross-section 
of the members as given in the following table. 
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Member. 

ab . 

be . 

cd . 

de . 

. 

«/•. 

if- . 

ce . 

</. 


Length 

/ 

in inches. 

E 

in tons 
per sq. in. 

.S’ 

in tons. 

s 

in tons. 

CrosS;section 

a 

in sq. ins. 

/ 

pE - 

Ss A 

a, * in inches. 

60 

12500 

- 7.9545 

- 

3.4091 

1.85 

3 

6250 

-f 14.6582 ' 

60 

12500 

— 4.7727 


2.0454 

I.OO 

3 

6250 

-j- 9.7621 0.0372 

1 

60 

12500 

— 10-7954 

- 

9.0909 

1.85 

3 

6250 

+ 53.0436 ) 

36 

12500 

+ 6.4772 


5-4545 

1.5 

9 

31250 

+ 23-5532 1 

60 

12500 

+ 6.4772 

+ 

5.4545 

1.5 

3 

6250 

+ 23.5532 !■ 0.0199 

1 

36 

12500 

+ 4-7727 

+ 

2.0454 

1.5 

9 

31250 


48 

12500 

+ 6.3636 


2.7272 

2.0 

6 

15265 

+ 

48 

12500 

-}- 10.0000 

+ 

10.0000 

2'.0 

6 

15265 

-f- 50.000L 

76.84 

12500 

— 2.1829 

- 

4.3658 

0.75 

76.84 

125000 

-}- 12.7067 J 


A — 0.0S79 in. at 


We take for the value of / the load of 10 tons at e and find the stresses j in every member due to this 
single load. We also find the stresses S in every member due to the actual loading. In the product these 
stresses must be taken with their proper sign. Thus if ^ is compression or min us and 6**is also compression or 
minus, the product is positive. If one is tension or positive and the otiier compression or negative, the 
product is negative. If the signs of S and are carefully observed, the signs of the products Ss will thus take 
care of themselves. 

If we take E in pounds or tons per square inch, S, s and p must be taken in pounds or tons, and I in 
inches and a in square inches. 

We have taken / at ^ equal to 10 tons, or the load actually acting there. But if there were no load 
acting there, we could still assume / = 10 tons or i ton or any convenient amount, and proceed as before. 

The stresses 5 due to actual loading are, strictly speaking, affected by tfic change of shape. This can, 
however, be disregarded u^ithout perceptible error, as the deflection in all practical cases is very small com¬ 
pared to the span. 


Remarks on the Preceding Example. —In our example we assume TT as constant for all 
members. We also assume that every member has its exact length and area of cross-section, 
that all pins fit perfectly tight, and all adjustable members, if any, arc accurately adjusted. 

A truss after erection may then be tested by calculating the deflection at the centre for 
a given loading and comparing with the actual observed deflection due to this loading. 

A good agreement is thus a test of the close fit of all pins, of the proper adjustment of 
all adjustable members, of the agreement of the lengths and cross-sections of members with 
those called for by the design, of the constant value of E and its proper assumption as to 
magnitude, and finally of the fact that the clastic limit is not exceeded. 

It is evident, however, that when so many conditions must concur, a discrepancy between 
the observed and the calculated deflection has little practical significance. The last-mentioned 
fact, that the elastic limit is not exceeded, is the most important, and this is proved, not by 
any close agreement between actual and calculated deflections, but by observing whether the 
deflection is constant under repeated applications of the same loading after the structure 
has attained its permanent set. 

Computations of deflection are then of little value as a means of testing framed structures, 
and the calculated result cannot be expected to agree very closely with the actual deflection. 

Principle of Least Work.—We have seen, page 311, that for stable equilibrium of a 
material system the conditions of static equilibrium must be fulfilled, and also that the 
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nergy is a minimum. When an elastic body is strained by external forces within 
limit, the work done by the external forces is the work the body can do when 
r the potential energy is equal to the work of the external forces, 
i for stable equilibrium of an elastic body the work of the external forces must be 
ossible consistent with the conditions of static equilibrium. This is called the prin~ 
ast work, 

A.S an illustration of the application of this principle, suppose a rectangular table of 

_L _ length L and breadth b to have four legs, all of equal length / 

A and uniform cross-section Ay one at each corner. 
fy Let a load iP rest on the table, and let x and y be the co- 

- - -j// ordlnatcs of its point of application. 

Let P^y P^ bc thc loads carried by the legs. We 

P3 have for the conditions of static equilibrium 

J ' F,-i-P, + P,-{-P,-P=o, 

P,L + P,L -Pxz^o, 

P^d + PJ} - Py=o. 


From these equations we obtain 




■ ^-p 
L 


2 L b ^ 


P =~ — P 

•^3 — ^ -^ 4 ^ 


where P^y P^ and P^ are given in terms of P^. But P^ is unknown. We have four unknown 
quantities and only three equations of condition. We need another equation of condition. 
This is furnished by the principle of least work. 

Thus from equation (III) we have for the work of compressing the legs, assuming the 
floor and table-top to be rigid, 

If in this we substitute the values of P^y P^y P we have 


-i 


jx y 




We thus have the work given in terms of P^, Now P^ must have such a value that the 
work shall be a minimum. Therefore putting the differential of the work relative to P^ 
equal to zero, we have 


d (work) 
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Px 

2 L 



and 


4 ~ 2L~ 2b‘ 


2 “ 4 2b'^ 2 D 


Px Py 

4 2L 


rr r, . , L ^ , 

If F IS at the centre, x = —, V = - and 

2 2 



If P is over leg three, x = L, y = b and 


P P -X P 

A = - ^2 = 4-“> A = +-^. = + -. 

1 4- 2 -X , * ^4 ’ -* ^4 


The minus sign for P^ shows that the stress is reversed and leg one must be fastened 
down. If not, it is lifted off the floor and we have the table supported on three legs only. 

Example — 7'a/ci’ the same (able with a fifth leg at the ceiitre, a?id show that the load carried by this leg is 
always -^P no matte?' where the load P may be placed. 

Remarks on the Preceding. —The preceding problem of the four-leg table illustrates 
the principle of least work. It also illustrates much more —it fiLrnisJics an example of theory 
7 nisapplied. The theory is sound, and the results are therefore correct provided the 
assumptions are realized in fact. But these assumptions are not realized by any actual 
table. For instance, we have assumed the floor and table-top rigid, every leg of precisely 
equal length and the same uniform cross-section. Such a table is an ideal which has no 
physical existence. The theory is then misapplied, since the assumptions do not correspond 
to fact. A very small discrepancy in the length of the legs alone would entirely change 
the results. 

The reader, then, must regard the problem simply as an illustration of the principle of 
least work, and should note that even sound principles need care in application, and that for 
proper application the assumptions should accord with reality, otherwise the results are 
worthless. 

Thus in the present case the legs should be designed for three only. Then if r 
others are desired, they can be added of the same dimensions. This practical solution i~ 
only simpler, but it is actually more accurate and scientific. 
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Fig. I. 



Redundant Members. —The principle of least work is also illustrated by the calculation of 

the stresses in a framed structure with redundant members. The 
method of procedure is the same as for the table with four legs. 

Thus take the simple truss shown in Fig. i, resting on 
supports at a and <5 with a load P at the centre. Let the 
inclined braces make the angle <9 = 45° with the vertical, so 
that the lengths of all horizontal and vertical members are 
equal to the height h of the truss. The length of the 
inclined members is then hVi, and tan 6 ~ i, sec 6^ = V2. 

:t the stress and area of cross-section of aA, aC, ac, Ac, AC, Cc be and , .^2 
and ^3, etc., as indi- 
n Fig. I. This truss 
of two statically de- 
-te trusses, as shown in 
2 and Fig. 3, super- 
J upon each other. 

Let the truss of Fig. 2 ^ 
carry a certain fraction (pP of 
the load, and the truss of Fig. 

3 carry the rest, or (i — (p)P- 

Then we have the stresses (page 409) 


Fig. 3. 







(i -0) 


p, 


2 


sec 6 = 


v 2 


<pP a 

— tan 6 = , 

2 2 




s^-=. — — (f>) P tan ^ = ■— (I 


2 


V2 


Pep. 


The value of cp must be that which makes the work a minimum. We have for the 
work, from equation (II), since the stresses and areas in the left portion of Fig. i are the 
same as the right, 


work = 


2 E 


'2s^h 2V2SN1 , 2s'^/l 
-7- H-+ —— 


2 Vzs^h 2s^h . s^h 

- -- ^-p- 


or, substituting the values of the stresses as found, 
hP^^ ri 


work = 


2E 


2 (p + 0^ , 20^ 

2a^ 


( p !^ 1^2(1 

+-- 


20 + 0 ^) , 2(1 — 20-4-02) 


2 a. 


02 

a, 




If we differentiate with reference to 0 and put the value of= o, we have for 

00 

the value of 0 which makes the work a minimum 


0 = 


I 

a. 


24/2^4 

a, 


I 24/2,1 24/2,4 2 
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We can therefore find , etc., by inserting this value of 0 in the equations for the 

stresses already given. 

It will be noted that the cross-section must be known for each member in 

advance. 

If the cross-sections are all equal, we have 


5 + 2 V2 
8 + 4 '^2 


0.57. 


Evidently the same remarks apply here as in the case of the table with four legs. 
Every member must be of absolutely ■ true length and of the exact cross-section assigned. 
Any variation from ideal conditions invalidates the result. As such ideal’conditions do not 
and cannot exist, the actual stresses in any given case will not agree with the computed 
stresses. 

We see, then, that the use of redundant members in a structure not only makes the 
calculation of stresses very involved and laborious, but also that the results obtained hold 
only for an ideal structure under ideal conditions and are by no means the actual stresses. 

No Economy due to Redundant Members. —It remains to inquire whether there can be 
any compensating advantages in economy in the use of redundant members to offset the 
objections already noted. 

This inquiry is directly answered by the preceding article. We see that Fig. i is 
composed of two statically determinate trusses, Fig. 2 and Fig. 3, superposed upon each 
other. Each of these carries its own proportion of the loading. It is also evident that one 
of these trusses is more economical than the other. The combined truss of Fig. i must 
therefore have an economy intermediate between the two, and therefore must necessarily be 
less economical than one of the two. 

The same holds for any structure with redundant members. We may consider it as 
formed by the superposition of a series of statically determinate trusses. The economy of 
the combination must be less than the economy of some one of this series. Hence any 
structure with redundant members is less economical than some statically determinate struc¬ 
ture included in the redundant structure. 

There is, then, no gain of economy by the use of redundant members. 

Work of Bending. —As before, let Jybe the unit stress in the most remote fibre of any 
cross-section at a distance v from the neutral axis of that cross-section; then the unit stress 
.S in any fibre at a distance v' is, from equation (i), page 494, 


vS = hence = 

Of ' 01 


(0 


Also, if is the bending moment, or moment of all the external forces on the left of 
the cross-section (page 494), we have, from (11), page 497, 


V 

Inserting the value of from (i), we have for the unit stress 5 
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If is the distance measured along the neutral axis between two consecutive cross- 
sections, and a the area of the cross-section of the fibre, we have, from (I), page 477, putting 
Sa for a ior A, and ds for /, for the strain of any fibre 


or, inserting the value of from (2), 


Mdds 


Now the work on the fibre is half the product of the stress and strain (page 515), or, 
from (2) and (3), 

'^^•2“ ~ 2 EP ^ 

and since ^av'^ = /, the work on all the fibres of the cross-section is 

M^ds 

2 Er 

For the total work, then, for all the cross-sections we have 


'M^ds 

2Er 


Equation (IV) is general whatever the shape of the beam before flexure. If the beam 
is straight before flexure, we have dx in place of ds, and / in place of Hence 

r^JlPdx 

.('VO 


Beams Fixed Horizontally at the Ends.— By means of equation (IV') and the principle 
of least work, we can solve all cases of beams fixed horizontally at the ends. 

Case i. Beam of Uniform Cross-section Fixed Horizontally at One End 
AND Supported at the Other—Concentrated LoAD.—Eeaawn,—LeX be the 

reaction at the supported end A on left, and let the load 
P be at a distance i/from the supported end and (i—/^)/ 

< --2-^ from the fixed end B. Then for any point of the neutral 

--H Mo/ i distant from the supported end we have the bending 

AA- ^moment, 

< M--' X <kl, = - R,x-, 

+ p 

when X > kl, M^~ — R^x P{x — kl). 

The beam may be fixed at the end B either by letting 
A A S it into a wall or by continuing it over the support at B 

\p ip/ and applying a load In either case the tangent to the 

deflected beam must be horizontal at the fixed end B, and 
the value of R^ must be that which makes the work of bending from A to B 3. minimum. 
The work on the remainder of the beam, if any, can be neglected. 
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(IV'), then, we have for the work of bending 






If we differentiate with respect to and put 


<:/(wcrk) 


o,we have for the value of 


which makes the work of bending from A to B di minimum, since E and / are constant, 


J^^R^:Adx -|- — P{x — kl)x dx = i 


Performing the integrations, we obtain 




If the load is at the centre, we have ~ 
Mome^it .—The moment RL at the fixed end is 


+ - k)l = 

and is positive. Hence R^l is less than P{i — k)L The moment at the load is — R^kl and 
is negative. If we subtract this from we have 

— R^l{i — k) Pl{i k), 

which is positive since Pis greater than R^. The ^ 

moment at the fixed end is therefore the greatest, .I 

and the moment at any point is given to scale by 

the ordinates to two straight lines as shown in 

^ % 'Ip 

the figure. 

Point of Inflection. —We sec that at the point C in the figure the bending moment is 
zero. This point, as we shall see (page 547), is the point at which the curvature of the 
deflected beam changes from concave to convex. We can easily find its position. Thus, 
from the figure, if x^ is the distance of C from the supported end A, we have 


~l — X — kP ^ A 

Substituting the values of and R^ already found, 

__ 2/ 

^ ” I — 


Mflfl-RfP 


If the load is at the centre, k — — and x — —/. 

2 ^ 11 

Breaking Load. —Since, as we have proved, the bending moment at the fixed end is 
greatest, we have, from equation (4), page 499, 
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or, inserting the value of we have for the breaking weight 

2 RI 

For the load at the centre = i- and P = or | as much as for the same beam 

2 ^Vl 3 

supported at both ends (page 500). 

The moment is a maximum for k = \/ = 0.5774, that is when the load Pis distant 

0.5774/ from the supported end. 

For this position we have the least breaking load 

p = 

vl ' 

Case 2. Beam of Uniform Cross-section Fixed Horizontally at One End 
AND Supported at the Other—Uniform Load. — Reaction .—In the preceding case we 
have found for concentrated load 


RP{y-kJ{2-^rk). 


X 

If for P we put wdx, and for k we put -j, we have in the present case 




Performing the integration, we have 


Pj = |w/. 


Moment ,—The moment at the fixed end is then 




iwP wP _ wP 
“ “8 + “ + "F"* 


The moment at any point distant from the supported end is then 

WJp '^wlx wx^ 


9 Wi 



wl^ 

8 






This is the equation of a parabola whose vertex 

3 

is at -/ from the supported end as shown in the figure, 
the moment at this point being— . 

Point of Inflection ,—Here again the moment is zero and we have a point of inflection C 
at a distance x^ from the supported end given by 

* 4 





Chap. IV.] 


BEAMS FIXED HORIZONTALLY AT THE ENDS. 


Breaking Load .—Since the moment at the fixed end is the greatest, we have, from 
equation (4), page 499, 


RI wP RI 

M^=—, or —. 

^ V 8 V 


Hence the breaking load is 


or^as much as for the same load at the centre and just the same as for the same beam 
supported at the ends (page 500). 

Case 3. Beam of Uniform Cross-section Fixed Horizontally at Both Ends— 
Concentrated Load. —In this case we have the 

bending moment for ^ L- E - 


< kl, — R^x ; 


and for 


x > kl , M ^ — R^x + P{x - kl ). « 

The beam may be fixed at the ends either by ^ 

letting it into a wall at each end, or by having it Pi |P^^ 

project beyond the supports and applying loads P\ _ LI --- L— 

P" at the ends. In either case the tangent to the —^— 

deflected beam must horizontal ai the ends, and _ 

the values of R.^ and must be such as make the ip 

work of bending from A to B 2. minimum. The work on the remainder of the beam, if any, 

can be neglected. 

From (IV'), then, we have for the work of bending 

rki Ajc 'dr 

work = / ~ 

Jo J kl 

1 71^ , • ^(work) V(work) 

Differentiating with respect to R^ and and putting - ~ ^ —~ = o, 

we have for the values of R^ and which make the work a minimum 


<-- kh 


{M^ — R^x)dx -|- / P{x ~~ kl)dx = o, 


(— M^x + R^x^^dx -j- / — pt^x — kl)x dx = o. 


Perorfming the integrations, we obtain 


2M ^ - RJ^PIJ — + k ^) = o, 

- 3I/; -f 2RJ - Pl[2 — 3.^ + = o. 
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From these two equations we have 


i?! = />(! - k)\i + 2 k), = Plk(\ - k'f. 


If the load is at the centre, k = — and 

2 




The reaction at the right end is 


Pk{i - /^)(i + 2k\ 

and the moment on the left of the right end is 

= Rf+ Pl(i- k) = Pm{i - k). 

K The moment at any point is given to scale by the 

^ r ordinates to two straight lines, as shown in the figure, the 

^ moment at the load being 

- Rfk = - 2Plk\i - hf. 

TP The greatest moment will then be at the nearest fixed 

end to the load. 

Points of Inflection ,—The moment is zero, and we have a point of inflection at and 
If is the distance of from the end Ay we have at once, from the figure, 


If _ - Rfll 

jTj kl — ’ 


kl 


or ^ - j , 2^. 


For the distance ^3 of from B we have 


— ii-\^ “f" Rfi 

^2 


Mil - k)l _ (I - k)l 


M^- R^kl - 2, - 2 k' 


I I 

If the load is at the centre, k = — and = x.^—-^. 

Breaking Load .—The greatest moment is at the end nearest to the load. Let this be 
the left end. Then, from equation (4), page 499, 


,.r RI 

M.= —, or P 

1 ' 7 > ' 


RI 

vlk{i — kf’ 


For the load at the centre k = — and P 

2 


-, or twice as much as the same beam 


supported at the ends. The moment is a maximum for ^ That is, the greatest 
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moment at the nearest end occurs when the load is distant —I from that end. The value of 

3 

A PI 

this greatest moment is = —r* Hence the least breaking weight is given by 

27 

API PI ^ 27RI 

27 V ' ^vl ^ 

27 

or as great as for the same beam supported at the ends. 

Case 4. Beam of Uniform Cross-section Fixed Horizontally at Both Ends 
—Uniform Load. — Reaction. —In the preceding case we have found for concentrated load 

= P{\ — ir)2(i -f 2k). 

If for P we put -wdx, and for k we put j, we have in the present case 




Pj = J w\i 

s > 

Performing the integration, we have 

jt.=’d. 

Moment .—We have found in the preceding case 

= Plk{\ — kf. 


If for P and k we put ^vdx and j-, we have 


*■.= / 


Performing the integration, we have 

wP 




12 


The moment on the left of the right end is the same. 
The moment at any point distant from the lef;t end is 


— Rp: 


Wp wl ^ IVX 


12 


{l-x). 


This is the equation of a parabola whose vertex is 
I as shown in the 
?nds is the greatest. 



l 'LvP 

at-/ as shown in the figure, the moment at this point being- 


The moment at the fixed 
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Breaking Load .—Since the moment is greatest at the fixed end, we have, from equation 
page 499, 

RI , 12RI 

-= — or w/ =-. 


.ding and Tension Combined. —A beam may sometimes be subjected to bending and 
ame time to tension. Thus, for instance, a lower chord panel of a bridge truss may 
ision and at the same time sustain loads applied by means of cross-ties between the 
ints. 

uch a case let M h& the maximum bending moment, jj/ the deflection, T the tensile 

T 

d A the area of cross-section, so that — is the tensile unit stress. Then we have the 

A 

n moment 

M+ Ty, 

and from equation (II), page 497, the unit stress in the outer tensile fibre is 

T {M^ Ty)v 
A'^ I 


If S,j, is the working unit stress adopted, we have then 

^ T AM ^Ty)v 
2 ^ / 


The neutral axis is now no longer at the centre of mass of the cross-section, and a strict 
solution leads to results of great complexity. If, however, we disregard the small deflection 
y, we have in all practical cases 


c 

^•w 




hence 



(I) 


If we put for I its value A/c^y where ^ is the radius of gyration of the cross-section 
(page 32), we have 

~ S s . 


From (i) we can find in any case the load for a given 5 ,^, T and cross-section Ay and 
from (2) die cross-section for a given load. 

Bending and Compression Combined. —This case is just the same as the preceding, 
except that we must put the compressive stress C in place of T and take the working 
stress for compression. If flexure is to be apprehended, we must take as given on 
page 569. 


Examples.—(i) Fmd the area of cross-section for a square beam of 12 ft. span which sustains a load of 
joo poufids at the ce 7 ttre ajid has at the same time a direct lo7igitudinal ie^ision of 2000 pou7ids, the working 
stress be mg iake 7 i at 1000 pounds per square inch. 

d d^ 

Ans. We have 5 ^ = 1000, r= 2000, 77 = - — A = d\ AT = 150x6x 12. Hence, from (2), 

2 12 


A 


32_4 

Sd 


+ 2, 


or d = 4.18 inches. 
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(2) Fi 7 id the^ area of cross-section for a square beam of zo ft. sfan which sustains a load of Jo bounds her 
foot uniforniiy distributed and has at the same time a direct longitudinal tension of zooo pounds, the working 
tL 7 ut stf'dss being taken at looo pounds per square inch. 


Ans. We have 6* = looo, 7 "= 2000, w = — — A=d^ 5°x <2 x 12 x 12 x 12 

from (2), ^ '2X8 • 

A=d^ = ^^-\-2, or r/= 4.18 inches. 

(3) A rectangular iron beam 12 feet long and s inches wide has a longitudinal tension of 20000 bounds 
and supports a load of jooo pounds at the centre. Find the depth in order that the unit stress shall not exceed 
10000 potmds per square i?ich. 

Ans. We liave = 10000, T= 20000, v = ic-^ A = 2d, M = Hence, from (2), 


V Hence, 


A = 2 d-. 


0 

- + 2, or 7.86 inches. 
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DEFLECTION OF BEAMS. 

Deflection of a Beam. —Let ds be the distance measured along the neutral axis between 
any two consecutive cross-sections, and v' the distance of any fibre from the neutral axis; 
then the strain \ of the fibre is, from equation (3), page 522, 

__ Mv'ds 

~Er' 


where M is the bending moment 



of all the external forces on the left. 

Take the origin at the left end and let y be the 
co-ordinates of any point P^, At this point let a force F 
be supposed to act, and let its moment relative to any 
point ^2 right of given by the co-ordinates T, 'y 

be 7 n, 

Then from equation (2), page 521, the stress due to 
this force is 


mav' 


The work of this force on any fibre of the cross-section at P^ is then half the product of 
the stress and strain (page S^S)> or 

inMaPds 

On all the fibres of the cross-section, since — o, we have then 

, mMds 

= w 

and for all the cross-sections between the right end B and if AB = r and AP^ = i-j, 

C^mMds 


work 


2EI 


(0 


This equation is general whatever the shape of the beam, whether straight or curved, or 
the direction of F, 

Let F be vertical. Then its moment m at P^ is 


m = F{x •— x)^ 
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work 


- x)Mds 
2EI 


. FA^ 


But if Ay is the vertical deflection at the work of F\s —and this must be equal 
and opposite in sign to the work done against the fibre stresses, or 

FAy _ — x)Mds 

2 ~ 2EI 


Hence the vertical deflection at any point is given by 


^M{x — x)ds _ Mxds 
17 / ~ET 


■^1 3-j 

Again, let Abe horizontal. Then its moment m at is 

m — — F(j — y). 


f^Mds 

J. El' 


• • • • 


and, from (i), its work is 


work 


'F{y -y)Mds 
2EI 


If J, is the horizontal deflection at we have then 

F^x __ f"" F[j — y)Mds 

Hence the horizontal deflection at any point is given by 




■ Myds 


\-y 


Mds 

El 


(VI) 


Equations (V) and (VI) are general whatever the shape of the beam, whether straight or 
curved. 

For a straight beamy = o and the horizontal deflection o. The vertical deflection 

is given by (V) if we put ds — dx, ~ x and s ~ 1 . Hence for a straight beam, calling the 
vertical deflection y, we have 

HMxdx n Mdx 

X 


y 


If we differentiate this, we obtain 


El 


El 


(VIl) 


Mx dx Mx dx f^Mdx 

dy = —ft-F r~ ~ dx 


El 


El 


El ’ 


or 


dy 

dx 


Mix 

TeT' • 


. . . (2) 


El 


d^y 

dx^ 


M, 


If we differentiate again, we have 
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Equation (VIII) is the differential equation of the curve of deflection {ox 2. straight beayn 
By integrating it we obtain (2), which gives the inclination at any point. Another integra¬ 
tion gives (VII), the deflection at any point. 

When the deflection is very small compared to the length, we have, from the Calculus, 

I 

where p is the radius of curvature. Hence we can write 

El 

^ M .(IX) 

P 

Equations (VIII) and (IX) can also be directly deduced as follows: 

Let ab, a^b^ and be three cross-sections all parallel 
before bending, the distance between the first two being ;r, 
and the last two being consecutive at the distance dx. 

After bending let these cross-sections be still plane, and 
intersect at some point C. Let ccg^ be the neutral axis, so 
that cC — c^C = c^C — p. Let the angle aCa^ — a be very 
small. Then the angle ci^Ca^ = da^ and the distance cc^ = s 
will be equal to x^ and = dsy to dx^ approximately. 

Through draw db' parallel to a^b^. Then the angle 
ag:yi' = da. 

For any fibre at a distance v from the neutral axis, then, 
the strain is 

1 = vda. 

Since the original length is dx^ if the area of cross-section 
is a, we have from I), page 477, the stress of the fibre 

c — _ Eavda 

The moment relative to is then 

Eav^da 



For all the fibres of the cross-section, then, since = I, we have the moment 

Elda 

dx • 


This moment must be equal and opposite to the bending moment M. Hence 

dx 


Now for very small deflection ^ ^ hence da'=^ Substituting, we have 


df'y 




which is equation (VIII), 
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Again, from similar triangles, we have 


or, since ds = 


vda : V :: as t p, 


Substituting this, we have 


-iff, 


which is equation (IX). 

Beam Fixed Horizontally at One End and Loaded at the Other. _(^) Uniform Cross- 
section. —For uniform cross-section / is constant. Take the ori¬ 
gin at the free end. Then for any point of the neutral axis at a 
distance the bending moment is i-;— ^ 


We have then, from (VIII), 


Integrating, 


d^y _ 





where is the constant of integration. 

Since the beam is fixed horizontally at the right end, the tangent at the right end to 

dy PT^ 

the curve of deflection is horizontal, and hence = o when x =. L Hence U, = d-. 

dx ^ 2 

We have then 


EI^ - ^ 

dx 2 2 


Integrating again, 


EIy = 


PPx Px^ 


where is the constant of integration. 

Since the deflection at the fixed end is zero, we have y = o when x = and hence 
PP 

C'a = -- 

* 3 

We have then 


Ely = 


PPx Px^ PP 


This equation gives the deflection at any point. The deflection is evidently greatest at 
the free end. Making, then, n; = o, we have the maximum deflection 




The minus sign shows that the deflection is downwards. 





534 


STATICS OF ELASTIC SOLIDS. 


[Chap. V. 


If the cross-section is rectangular, / = have 

_ 4P/* 

^ ~~ Ebd^‘ 

(3) Uniform Strength. —For uniform strength the cross-section varies and hence / 
is variable. We have then in general for rectangular cross-section and uniform strength 

d’^y Px __ i2Px 

where ^ and ^ are variable, 

Co?isia?it Depth .—If the depth is constant and always equal to , then, as we have 

X 

seen (page 503), b = -jb ^, where b^ is the breadth at the fixed end. Hence for rectangular 
jection 

d^y _ 12PI 

dx^ Eb^d^' 

dy I 

As we have seen (page S 32), ^ =-, where pis the radius of curvature. Hence for 

constant depth and uniform strength the radius of curvature p is constant and the curve of 
dcjiectioji is a circle. 

dy 

Integrating, since ^ ^ for = /, 

dy \2Plx' 12PP 

Integrating again, since y = o iox x — ly 

_ 6Plx'^ 12PPX 6PP 
~ EbJ^- 

For the deflection A at the free end ;r = o and 


A = - 


Eb^d^ ' 


or ^ as much as for same beam of uniform cross-section. 


Constant Breadth.—Yox constant breadth 3 . we have (page 504) d~ = Ih 

d^y izPlVl 
~ “ Eb^f^' 

Integrating, since ^ = o lor x = I, 

^ _ 24P/ Vlxi 24PE 

dx ~ ' ~Eb^ + £^ 8 - 

Integrating again, since j = o for ;r = /, 

y ~— 24^/2^ 8 P /3 

E^ ~ • 
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For the deflection A at the free end ^ = o and 

_ 8-?/* 

or twice as much as for same beam of uniform cross-section. 


For similar cross-sections we have (page 504) — Hence bd^ = ■— 


and 


izPl^x i 


Integrating, since ^ = o for ;ir = /, 


i?>PP 
Eb^d^ Eb^d^- 


Integrating again, since y = o for x = I, 




\ZPPx 36P/® 
jEb^^ + Eb^d^ ~ SEb^d^ 


For the deflection jd at the free end ;r = o and 

_ 36P/^ 

“ sEb^d^^' 

9 

or as much as for same beam of uniform cross-section. 

3 9 

The maximum deflections are then as 2 and or as 15, 20 and 18- 

2 5 

If we call the volume of the beam of constant cross-section F, then in the first case' thr 

1 23 

volume is — F, in the second case — F, in the third case — F, or the volumes arc as 15, :»(> and 

2 3 5 

18. The maximum deflections, then, for a beam of uniform strength in three cases arc* as 
the volumes. 

Beam Fixed Horizontally at One End and Uniformly Loaded.— (a) Utstiform c:koss- 
SECTION.— If w is the load per unit of length, we have for any point of the neutral axis at a 
distance from the free end, the bending moment i 


M =-{- 


K-- X -— >1 


Hence, from (VIII), 


_ _ d'^y 



dy 

Integrating, since ^ ^ for ;r = /, 


dy __ I 
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Integrating again, since y = o for at = /, 


EIy= - 


wx^ 


wl^x wl* 
__ — 


The deflection J at the end is for x = o 


. wl* 

3 

g as much as for an equal load at the end. 

Uniform Strength. — We have then in general for uniform strength and 
alar cross-section 

d^y 6w:^ 

~~ Ebd‘^' 


Constant Depth .—For constant depth and uniform strength, as we have seen (page 505), 
b = and d = d^. Hence 

d^y 6wP 


d^y I 

As we have seen (page 532), where p is the radius of curvature. Hence for 

constant depth and uniform strength the radius of curvature p is constant and I/ie curve of 

defiectio7i is a circle. 


Integrating, since 


dy 

dx 


o for X Ij 


dy _ 6zvC^x ^ 6 wl‘^ 
Tx'^ ~ + Eb^' 


Integrating again, since j/ = o for x =■ ly 


_ jyWPx"^ ^ 6-wPx 'iywl^ 

^ ~EF~d} + 'EbJl ~ 

The deflection A at the end is then for x = o 


A = 




or twice as much as for a beam of constant cross-section. 

Constant Breadth —If the breadth is constant, we have (page 505) d— -d^ and b 




hence 


d'^y 
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Integrating as before, 


Integrating again 


application to metal springs. 


dv I 2 w/®(log /— log 
Tx- ‘ 


■“ Eb.d? U 


Eb,d^ 

Yorx=zO the deflection A at the free end is 

1 2 wl^ 


A = - 


Eb^d^' 
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or eight times as much as for a beam of constant cross jction. ^ 

For similar cross-sections we have (page 505 ) d^— j^d^ ,b—b^\Jp- 


cEy 

1 ^ 


6‘wEx ^ 

'Eb^df 


dy r _ _/ 

Integrating, since — = o tor 

iZwfix^ . iZ WP 

dx^--WJf'^E\d^' 

Integrating again, since ^ = o for ^ = /, 


27 'wI^x^ j_ 1 ZivEx __ gwE 

y-- 'jEb^^ lE^ 2Eb^d^' 

For ;tr = o the deflection A at the free end is 

(ywl^ 



free end. 
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For such beams vve have found (page 535) the deflection 

p 

In the present case, then, if we take the length / = AA, we have to insert — for P and 
we have for the deflection of each spring under a load P 

PP 

2Eb^d^' 

3tal deflection, then, measured by the pointer at Z is twice this, or 

_ PP 

where b^ and d-^ are the breadth and depth at the centre C and D, Hence 




where A is measured by the pointer at Z, 


Example.—Let a steel-spring dynamometer such as described have a length / = 3 ft., a breadth bi = 
2 inches and depth dx = i inch. 

For steel the limit of elasticity is about 40000 pounds per square inch (page 476). 

We have then, from equation (II), page 497, for the crippling load 


V 


PI 

In the present case JM = Hence the crippling load is 
„ „ jifSel 4 X 40000 X 2 X 2 

~vi - 

The capacity of the irv=trument is about 1400 pounds, and it should not be used to measure greater forces. 
If n-e take E — yooooooo (page 478), we have for load 1400 oounds the deflection 

_ >400x36x36x36 
^ ~ b>df£ T “■2x30000000 = 

The graduation should not extend, then, over i inch. 

is o.J'inS"’ f hei"t“e"oeSenT’ ‘^^servcd 

bxdx^E __P __ 1000 

Hence for this instrument we have the equation 
where A is the reading of the pointer. ^ ~ ^250^^^, 

and 

the dtdecitl ■ '■■ ''' '■>' “'*■ (P“g' 534) 

6Pl^ 

Eb^d^' 
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In the present case, then, putting — for P and — for /, we have for the deflection of 
each spring 

6 Pl^ 

iGEb^d^' 

The total deflection measured by the pointer would be, then, 


and we have 


A = 

P = 


ZPl^ 

^IMIa 

3/3 


or one third greater than in the preceding case. 

Wagon-springs are usually formed of a number of springs laid one over ano\ 

If we have thus a compound spring composed of n springs of constant rectang 
section, laid one upon another, we have when the breadth, depth and length for each 
is b, d and /, and the load at the end of the entire spring is P, from page 534, the deflectn.. 


aPi 

tiEbd^ 


For the crippling load we have (page 499) 


Hence, also, 


P/_ ^ 
n V 


or 


nSM^ 
61 ' 


2 Sp A 25 / 

■^Ed I ^Ed 


The ratio -j measures 


the flexibility of the spring. 


If the spring is composed of n springs of uniform strength 
therefore of triangular shape on top (page 504), as shown in the 
figure, the deflection, as given page 534, is 

_ 6P/3 
^ “ nEb^d^' 

while the crippling load P is unchanged and given by 


and constant depth, and 





nSJs^d^ 

61 ■ 


Hence 


A 


Ed^ 


l “ Ed^ 


or the flexibility for the same strength is | as much as for uniform cross-section. 


beams of uniform strength are preferable for springs, since the object is to get wit. 
strength maximum flexibility. 


He"'- 
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If the unit stress in the outer fibre is 5 /, we have in this case for the total end cross- 


section 


Hence the amount of material is 

/ 3 -^/" 

ViX-- 

ommon form of spring consists, as shown in the figure of n flat superposed bars, each 
m depth d and breadth h and different lengths, triangular at the ends, so placed that 

the point of each triangle just reaches 
the base line of the one below, the last 

__bar, being triangular only. 

\b The portion AA^ is a beam of uni- 

form strength (page 503) which bends 
^ circle (page 534). If its length is 

3p jfp 3p the radius of curvature is (page 534) 


nEbd^ 

^ ~ 121P' 

Every other triangular portion, A^A^, A^A^y bends in a circle with the same radius of 
curvature and is of uniform strength, since in bending exerts a pressure + jP at A^y A^A^ 
the same pressure at A^, etc. 

PI 

As to the rectangular portions, we have from A^ to B di constant moment M = — 

n 

M 

due to the couple 4 -/^, — P. Hence ~j is constant for each rectangular portion, which is 

therefore also of uniform strength and bends in a circle of the same radius of curvature as the 
triangular portions. The deflection A of the entire spring is then 


The crippling load is, as before. 


2 p nEb^d^ 


nSbd^ 


Hence 


^ _ -S'/ 

^ Ed' / Ed' 


The flexibility is then just the same as in the preceding case of a number of superposed 
bars of the same length and uniform depth, triangular on top. 
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The end cross-section of each bar in the present case is 


The amount of material in the first bar is then 


6Plr I 




for the next bar. 


for the next, 


ePl f" / 


nS^d[j2n 


+ nj’ 


and so on up to the last, which is 


epivi 3 /] 

7lS^dXjl7l ' 71 A' 


6Pir I 


7lSjd\_27l 


We have then the total amount of material, 


ePlVnl , , , 

+ «/ - -(I + 2 + 


But I “f“ 2 m .. 71 


l) 


Hence the total amount of material is 


ePivi 


4 . nl - 


The amount of material is then just the same as in the preceding case of a number of 
superposed bars of the same length and uniform depth, triangular on top. There is, then, 
no gain either in material or flexibility. 

It is not necessary to make the ends of the bars triangular. We can have any other 
form, provided the radius of curvature is constant. 

Thus in the general expression 

El El Ebd^ 

— or P - M- \-iPx' 

if we make the breadth constant and equal to and the depth variable, so that 
d = ^\\J next bar and then uniform, p will be constant still. 

Such a spring is shown in the figure. The a 
crippling load and flexibility are as before, the 

length / being measured from the ends BD^ BD^ - - 

and not from the centre. ^ ^ 
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Beam Supported at Both Ends -Uniform Cross-section—Concentrated Load. —Let the 
load P be distant from the left end a distance kl, where k is any given fraction. Then the 
^ distance from the right end is (i — k)ly and the reaction 

at the left end is P(i — ^). 

- 1 . - Take the origin at the left end. Then for any value 

A-1- A of X less than kl we have 


- 



when x<kl M = ^ P(i --- M)x\ 
and for x greater than kl we have 

when x>kl M — — P{i — k)x + P{x •— kl). 
Hence from (VIII) we have 


when x<kl ^^'dx^ ^ 

when x>kl ~ 

Integrating, we have 

P{1 ^ k)^ , ^ P{i-^k)x^ P^ , ^ 

dv 

For X = kl these two values of equal, and hence 

1-2 — 2 * 

Inserting this value of and integrating again, we have 

P{i-H)x^ , ^ P{i-k)P PP , PklP PPPx , ^ ^ 

Ely = ^ ^ ■ + C,x + and Ely =--6“ + -2-^ . 

In the first of these equations, when ;r = o, y = o, and hence o. For ;ir = kl these 
, , ^ PkH^ ^ . . ... 


two equations are equal, hence = 
hence 


For ;t: = o, jr in the second equation is zero, 


PPk{i - k)[2 -k) 


and therefore 




PPk{2 + k^) 


Substituting these constants, we have 

when x<kl y = ^ k^P— x^); 


when x>kl y : 


• —^ 7 ^( 2 /-*^ — PP — P). 
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If we make x = kl, we have the deflection at the load 


PPk\\ - kf 
lEI 


dy dy 

If we insert the values of and in the equations for ^ and put^: 


o, we have for 


the value of x which makes the deflection a maximum 


when x<kl 


X — I- 


'k 2 — k) 


when x>kl x ~ I — / 

When = kl in these equations the maximum deflection will be at the load anc 
the greatest possible. Placing, therefore, .ar = kl., we obtain from both these equations the 
condition 



That is, the greatest maximum deflection is at the load wlien the load is at the centre. 
For any other position of the load the maximum deflection is on tlic right of the load when 

— , and on the left of the load when That is, the viaxiumui deflection is ahvays 

2 2 

between the load P and the farthest end. 

Inserting, then, these values of in the values (or y when xy kl, or when x<.kl, we have 
the maximum deflection in either case, 


A 


Pi^ldi -- k){2 ~k) 
2JEI 


V 3/'(2 — />). 


If the load is at the centre, we have k ~ and the equation of the curve of deflection is 


y 




and the maximum deflection in this case is 


A = 


PP 

I^EP 


or only as much as for a beam of same length fixed at one end and loaded at th'^ 
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Beam Supported at Both. Ends—Uniform Cross-section—Uniform Load. _For a load 




— -03- — 


w per unit of length the bending moment at any point of the 
neutral axis distant from the left end is 

X “I-, 

2 ‘ 2 

Hence, from (VIII), 






FT 

2 ^ ~~~~2 T 


Integrating, since 


dy 

dx 


= ofor^ = — we have 
2 


El 


dy _ wlx^ wx^ wl^ 
dx~~ 4. 6 24" 

Integrating again, since for x = o, y = o, we have 

ze^/x^ wx"^ wl^x 


EIy=z 


12 


24 24 

The maximum deflection di is at the centre, and hence 

_ _ 5 ^ 

384^/* 

Beam Supported at One End and Fixed Horizontally at the Other—Uniform Cross- 
section Uniform Load. —In-this case we have for the moment at 
any point of the neutral axis distant ;ir from the supported end 

ZJD^ 


M =Z R^x -f- 


Hence, from (VIII), 


■n rdy ^ WX^ 

EI~ =z R x - 

d:^ 1 2 


of 

- 


T J 

><* 

X 



" J 



Integrating, since for x = ■. 

dx 


o, we have 


pydy Ryd- wx^ R^P wE 

-~2 6 ~~ + T‘ 

Integrating again, since ior x = o, y = o, 

Ely = , wPx 

6 24 2 ' 6 

Since ior x = I, y = o, we have 
, wl^ 

6 24 2 + '6' “ oi" -^1 = g«'^. 


t 
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This is the same value we have already found (page 524) by the principle of least work. 
Inserting this value of , we have 

16 6^ 4^' 

'^wlx^ wx^ wPx 


If we put the first of these equations equal to zero, we find for the poiijt at which the 
deflection is a maximum 

^ or = 0.4215/. 

16 


Inserting this value of x in the second equation, we have for the maximum deflection 


//= - 


39 + 55 '*'^33 


If we put have for the point at which the moment is zero, or changes 

sign, that is for the point P of inflection. 


‘^wlx I wx'^ 

"T" +T" 


o, or 

4 


Beam Supported at One End and Fixed Horizontally at the Other—Uniform Cross- 
section—Concentrated Load. —Let the load P be distant ir, /■ 

from the supported end a distance kl, where k is any given k- \ -- 

fraction. Then the distance from the fixed end is (i — lc)l. - r~ ~ — 1 

Take the origin at the supported end. Then for any 
value of X less than kl we have 


for x<kl M= — R^x, 
and for ;r greater than kl we have 

for x>kl M — — R^x + P{x — kl). 
Hence, from (VIII), 


\v A 


- 


iorx<kl EI^,=R^x, 

Integrating we have 

pr± - ^ . 


d’^y 

for x>kl -^^^2 ~ — P{x'— 


^^Tx=-^+C, El 


dy _ Ryd Px^ 


4- Pklx -f. C.. 


¥ot x= kl these two values of are equal, and hence 







46 


STATICS OF ELASTIC SOLIDS, 


[Chap. V. 


Inserting this value of and integrating again, we have 

Px^ , PklP PP^Px , ^ ^ 

Ely -C^x and Ely =-^ -^'+"1-2-H + <^4* 

In the first of these equations, when ;ir = O, y = o and hence = o. 

Pk^l^ 

For ;ir = kl these two equations are equal, hence — —g- . 

For X l^y vx the second equation is zero, hence 

7? P PP 


Also for X r=- I, — = o, and hence 


Hence 


2Q = - + Pl\\ - k^. 


PPk{l-kf , r> P r Z.N2/ , Z.N 

---, and i?j = J (i — Ef{2 + k). 


This is the same value for that we have already found (page 526) by the principle of 
least work. 

JPI^/c( I I_ 

We have then C ^ - \ and all the constants are determined. 

^ 4 


If we insert the values of and C^, in the equations for — and put 
for the value of ;r which makes the deflection a maximum 


o, we have 


when X < kl 


X 


k 


when X kl 


/(I + 

3 —P ' 


When x=:l^l in these equations the maximum deflection will be at the load and will be the 
greatest possible. Putting, therefore, x^kl,, we obtain from both these equations the condition 

k~ 4/2 — I = 0.414213. 

That is, the greatest maximum deflection is at the load when the load is at a distance of 

1^2 — I =0.414213 of the span from the supported end. For any other position of the 
load the maximum deflection is between the load and the supported end when k> V2 — i, 
and between the load and the fixed end when k < V2 — 1. 

Inserting, then, these values of in the values of y, we have for the maximum deflection 
in general 


when k > V2 — I A 


when k < V2 — I A 


P{i - kfkP 
6EI 


k 

2 '+.^ ’ 


P{i - kyki\i +kY 

3EI{3 - Pf 
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Both of these are equal and have their greatest value when k ^ 4/2—1. Inserting this 
value of we have for the greatest maximum deflection at the load 

wh.„^ = yi-. ^ = = 

I El 600000 El 


or only about much as for beam supported at the ends. 

If the load is at the centre of the span, k= ^ and 

= — P- 
1 16 ' 

and since k > VT — i, we have the maximum deflection in this case 


when k = — 
2 


P/® I 

A = -X 


48P/ Vs’ 

and this maximum deflection is at a point between the load and the supported end given by 


^ = —/= 0.66/. 

Vs 

(Ey 

For the point of inflection, if we put = o, we have the distance of the point of 
inflection from the supported end 

2/ 


O 

If the load is at the centre of the span this becomes—/. 

Beam Fixed Horizontally at Both Ends—Uniform Cross-section—Uniform Load.- 

wl 

For a load w per unit of length the reaction is — at each end, 

and the bending moment at any point of the neutral axis 
distant x from the left end is 

, ^ _ wlx wx^ 

Mz= M, -+-. 

^ 2^2 


Hence, from (VIII), 


dy 


El 


Ey 

dx^ 


,, wlx wx^ 

• iV +-- . 

1*2 2 


Integrating, since ^ = o for ;r- = o, we have 





6 • 
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Integrating again, since for jr = o, j/ = o, we have 


wlx^ , 'Wx^ 

^ --. 

2 ' 12 24 


1 d'V 

Since for ~ we have also — = o, we have 

2 ct ^ 

Md , wl^ zvP wP 

2 ^ 16 48 ^12 


Inserting this value of M^y we have 


dy _ wPx wlx'^ wx^ 

’’iT + ~4T 

wPx^ wlx^ wx^ 
^ 24 12 24' 


If we put the first of these equations equal to zero, wc find for the point at which the 

/ 

deflection is a maximum ;ir — The maximum deflection is then at the centre and given by 


wP 

384^’ 


or only one fifth as much as for beam supported at the ends. 
d^y 

If we put = o, we have for the points of inflection 


= — 
2 


and = —- 

2 21/3 


or ;r = 0.2113/ and x ^ o,ySSy/. 

Beam Fixed Horizontally at Both Ends—Uniform Cross-section—Concentrated Load. 
—Let the load P be distant from the left end a distance kl, where k is any given fraction. 

Then the distance from the right end is (i ~ ]i)L 

^ --t--^ Xake the origin at the left end. Then for any value of 

4 F ~ X less than kl we have 







for x<kl M = -- RyCy 

and for greater than kl we have 

for x>kl Rye + P(x kl). 


Hence, from (VIII), 


EI-t~2 ~ Ey:] {or xykl El 




^- /■(» _ kt). 


for x<,kl 
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Integrating, we have, since ^ = o for x = o, 

(XX 


For ;tr = kl these two values of ^ are equal, and hence 


Inserting this value of and integrating again, we have, since / = o for x = 

M^x^ , R,x^ , M.x^ , R.x^ Px^ Pklx^ PBPx 

Ely = - — + I- and Ely = - - --^- -z^ -+' 

2'6 2‘6 6‘2 2 ^ 


For = Id these two equations are equal, hence 


““ + 


For = /, / in the second equation is zero, hence 

- iM^ + R^l - Pl{i - kf = o. 


Also for ;r ~ ~ = o. Hence 

dx 

- 2 M^ + RJ. ^Pl{i- kf = o. 

From these two equations wc obtain 

= Plk{l — k)\ and R^ = P{i — kf{ i + 2 k). 

This is the same value for R^ that we have already found (page 526 ) by the principle of 
least work. 

dv 

If we put the values of —- — o, we have for the value of ;r which makes the deflection 

ctx 

a maximum 


when X < kl 


I + 2 k 


when X 'y kl 


l-2k^ 


When X =. kl in these equations the maximum deflection will be at the load and will be tne 
greatest possible. Putting, therefore, x = kl, we obtain from both these equations the conditio’^ 


2 
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That is, the greatest maximum deflection is at the load when the load is at the centre of 
the span. For any other position of the load the maximum deflection is between the load 
and the farthest end from the load. 

Inserting, then, these values of in the values of we have for the maximum deflection 


when k'> — 

2 


hen ^ < - 
2 


2 PM\i - kf 

3^/(1 +2^)2 ’ 

2PPk\i - ky 

3^/(3 ^ 2ky * 


.. of these are equal and have their greatest value when • Inserting this value 

v'e have for the greatest maximum deflection at the load 


when = — 

2 


PP 


or only one fourth as much as for beam supported at the ends. 
For the load at the centre 


, and 


For the points of inflection, if we put 


= o, we have for the distance of the points 


of inflection from the left end 

kl , (2 — k)l 

^ ^- and = --y. 

1+2/^ 3 — 2/& 

If the load is at the centre of the span, - and these values of x become ~ / and - 

^ 2 4 4 


Examples.—(i) A rectangular beam of wrought iron g feet long, 3 inches wide and s ittches deep is defected 
of an i7ich by a load of 3000 pounds applied at the centre. Find E. 


Ans. We have (page 543) 


. PP , „ PP PP 

A = -, hence E = 

48 A/ 48/^ A,hd^A 


Inserting numerical values 

£ _ 3000 X 60 X 60 X 60 X 10 


4 X 3 X 27 


20000000 pounds per square inch. 


provided the elastic limit has not been exceeded. 

In order to find whether this is the case we have (page 497) for the unit stress in the outer fibre 

Mv Plv 3000 X 60 X 3 X 12 j . , 

6 / =- = —-- = — - - -= 10000 pounds per square inch. 

I 4/ 4x2x3x27 

Since the elastic limit (page 476) is 25000, the elastic limit is not exceeded. 

(2) An iron rectangular beam whose length is 12 ft., breadth i\ inches, coeficieni of elasticity 24 000 000, has 

a load of 10000 poMids at the centre. Find the depth in order that the deflection may of the length. 
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Ans. We have 


= JOOQO X 144 X 144 X 144 X 2 X 480 
^dEA 4 X 3 X 24 OCX) 000 X 144 


= 691.2 inches, hence ^ = 8.8 inches. 


provided the limit of elasticity is not exceeded. 

In order to find whether this is the case, we have as before 


S — X 144 X 4.4 X 12 X 

^ 4/ 4X 3 X 8.8 X 8.8 X 8.8 


• = 1^595 pounds per square inch. 


Since the elastic limit is 25000 pounds per square inch, the elastic limit is not exceeded. 

( 3 ) the depth of a rectangular beam so loaded at the centre that the elongation of the lowest fibre 

shall equal - of its original length. 


Ans. We have A : 


Since V — I - 
2 


= and (page 477) A = We also have (page 497) Sf = 

I400 E 1 

_ 1 6,00Mv 

j „ ^ . 

I PI 

and M = —, we have 
12 4 


provided that Sf is less tha7t the elastic Ihnit. 

(4) Find the radius of cu7'vaiure at the middle pomt of a wooden beam when the load at middle is 3000 
poiPids, the lejigih 10 feet, breadth 4 inches, depth 8 mckes and E is / 000 000 pounds per square inch. 

Ans. We have (page 532) 

__EI \EI 4x 1000000x4x8x8 x8 _ . 


^ M n 


I 2 X 3000 X I 20 


= 1S96 inches. 


provided the elastic liniit is 7iot exceeded. To find whether this is the case we have 


„ Plv 3000 xr20X4Xi2 , ., 

Sf — —- = 1= 2109 pounds per square inch. 

^ 4/ 4X4x8x8x8 

Since the elastic limit is 3000 pounds per square inch (page 476), the elastic limit is not exceeded. 

(5) A wrouifhPiron 13 inch I beam, whose moment of Ptertia is 6gi in inches, has a lefigth of 30 feet and 
E — 24 000 000 poiinds per square inch. 

If supported at the ends with a miifor7n load of 75 pounds per inch of le7igth over the first 10 feet, find 
the deflectio}i at the end of the load. 

Ans. Deflection =0.23444 inch. 

FPid the deflectio7i at the cefitre. 

Ans. Deflection = 0.24421 inch. 

Find the deflection 10 feet fr 07 n the unloaded e7id. 

Ans. Deflection = 0.19537 inch. 

Where is the point of greatest deflect io7i a7id what is the greatest deflectio7t f 

Ans. At 13.1676 feet. Greatest deflection =0.24847 inch. 

If the weight of the beam itself is 3.573 poiPids per inch of length, fi7td the deflection at the centre. 

Ans. Deflection = 0.07349 inch. 

If the sa77te ro-foot load is 7}ioved to the centre, fi7td the deflecti 07 i at the ce7itre. 

Ans. Deflection = 0.50063 inch. 

If the u7iifor7}i load of 73 pounds per inch covers the whole spa7i,find the deflectio7i at the centre. 

Ans. Deflection = 0.98905 inch. 

If the same beam is half loaded with 73 pounds per htch, find the deflection at the ce7ttre, the 7naxi7num 
deflectio7t a7id the poPit at which the defiectio7i is a maxz7nU7n. 

Ans. ^Deflection = 0.494525 inch. Max. deflection = 0.49855 inch within the loaded portion at 14.48 
inches from centre. 

If the sazne bea7n has three weights of 4300 pounds each placed at intervals of 60 inches begin7ti7ig at o'ff^ 
e7td, find the deflection at cezitre. 

Ans. Deflection = 0.6154 inch. 
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If the beam is fixed horizontally at both ends and loaded uniformly with 7 S pounds per inch, find the 
deflection at lo feet from either end a?td at the centre, 

Ans. Deflcciion = o. 1563 inch; at centre = o. 19781 inch. 

If 07ily one end is fixed, the other supported, find the deflection at 10 feet; at ce^itre; at 20 feet. Fmd the 
maximum deflection. Where is it ? 

Ans. At 10 feet = 0.39074 inch ; at centre :i= 0.39563 inch ; at 20 feet = 0.27352 inch. Maximum deflec¬ 
tion = 0.41018 inch at 151.7524 inches from supported end. 

If the beam is fixed horizo7itally at both ends, with a load of 27000 pounds at the centre, find the deflection 

^ - -. ^-'mts and at the ce7itre. Where are the foniis of i7ifleciio7i? 

rter points = o. 19781 inch ; at centre = 0.39562 inch. Point of inflection at 90 inches from 

'ght e7id is fixed and the other supported, and the load of 27000 potmds is at the cetiire, fijid 
* the quarter pot 7 iis a 7 id at the ce 7 ttre, atid the 77 iaxi 7 )iui 7 i deflection. 
quarter points 05316 and 0.3091 inch; at centre 0.69234 inch; maximum deflection 

1 at /^ from supported end.^ 
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SHEARING STRESS. 

Shearing Stress in Beams. —Let and be two consecutive cross-sections, so 

that the distance , between them is ds, and let be the y,_ 
bending moment at and the bending moment at Cj. 

Then by equation (II), page 497, the unit stress S} in __A,_ 

any fibre at a distance is / / 

, _ M^' -- y4 

-'7 _:/ 

and the unit stress iy in the same fibre at the other cross- c7--A 

section is 


M,v' 

■7 = -r' 


The difference 


• 7 -- 7 = 




is the horizontal unit shear at this fibre. But is dM, and if V is the shear, dM = Vds. 

Hence the horizontal unit shear at this fibre is 

Vv’ds 

I ' 

% 

3.nd if the 3,re3. of cross-section of the fibre is then the horizontal shear for this fibre is 

Vds . aV 

7 * 

For the total horizontal shear at the neutral axis we have then 

_ Vds , '^av^ 


the summation extending to all the fibres above C, 

Let ^^obe the breadth of cross-section at the neutral axis. Then h^ds is the area sheared, 
and the horizontal unit shear at the neutral axis is 

V'^av^ 
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Thus for a rectangular beam of breadth b and depth d we have I — , '^glv — 


d bd^ ^ . 

X - = and hence 
4 ^ 




2 bd‘ 


For a cylindrical beam of radius r, I '■ 


4 2 


A - 2^, and hence 
3 « 6 “ 




aZ 

2 ,Tcr‘' 


Take the elementary fibre at the neutral axis of length ds and depth dv' and area of 

cross-section a = b^dv'. Let be the vertical unit shear 
at the neutral axis. Then the vertical shearing force 
Sja, = S-vb^dv' and the horizontal shearing force is SJ)f^ds. 
We have then for equilibrium 




'Su 



ds 


_ 

did\ 

1 _ 

a 



IS 


Hence 


SJjf^ds X dv' — SJ^dv' X ds. 


S^ = S^. 


V 2 av' 
bj • 


That is, the horizontal and vertical unit shear at the neutral axis are equal. 

Work of the Shearing Force in Beams. —We have from equation (I), page 477, for 
■ the strain due to shear 


_ S^s _ Vds'Sav' 


where is the coefficient of elasticity for shear. 

If then V is the shear, we have the work of the shear between two consecutive sections 


Vk _ V^dsSav' 
2 “ 2b^£J * 


The total work of shear is then 

work = 


rV^dsSav' 

* 2b E 


(X) 


For straight beams we have s — ly and dx in place of ds, 

V 

Influence of the Shearing Force upon Deflection. — If we divide (X) by we have for 
the deflection due to the shear, for straight beam, 


deflection = 


rVdxiSav' 

0 " hZI 


and this de flection should be added to the deflection due to bending, as already found in the 
preceding pages. 
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Thus for a beam of constant cross-section, fixed at one end, with a load P at the free 
end, we have already found the deflection due to bending (page 533) 


where E is the coefficient of elasticity for tension or compression. 
For the deflection due to shear we have, since V^ P 


Pdx^av Pl' 2 av 
~ "" b,EJ ’ 


where E^ is the coefficient of elasticity for shear. 
The total deflection is then 


Plr P 






I bcP 

For rectangular cross-section b^^^ b, I — — b(P, = —, and hence 

12 8 


T.+5^1 


aPP 

while for bending only we should have A = 


If we assume the ratio — = 3, wc have 

E. 


n_ 8/^J 


/ aPP 

We have then for-= 10, d — i.oii . -^,-^3. We see at once that for depth small compared 

CV jlL U Cl 

to the length, the effect of the shear can be disregarded. In all practical cases where / is greater 
than lod, the deflection due to bending only is then sufficiently accurate, and the results 
already obtained can be taken as practically correct. 

Determination of Coefficient of Elasticity for Shear. —From equation (i) we have 
at once 

^ PI 2)EEa7.^ ^ 

lEIA-PP .. * 3 ) 

I bdl^ 

For rectangular cross-section /= ~ ~8~’ becomes 


'EbdA P 

_ aPi Ip 


From (3) or (4), then, we can determine experimentally the coefficient of elasticity for 
shear E^, when the coefficient of elasticity E for tension or compression is known, by me’’' 
uring the deflection A for a given load P at the end of a beam of known length / and kno 


cross-section. 
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Influence of the S hearing Force upon Reaction.—For all cases of beams fixed at one 
and free at the other, or simply supported at both ends, the reactions are entirely deter- 
led by statical conditions and are therefore independent of the shearing force. But for 
ams fixed at both ends or fixed at one end and supported at the other the shearing force 
has an influence on the reaction. 

Let us take, for instance, a beam of uniform cross-section fixed horizontally at the right 
end, supported at the left end and uniformly loaded. 

I The work due to bending is from equation (IV'), 

-t-R* ’ -** page 522 , 

rM^dx 
Jo 2EI ’ 



and the work due to shear is, from equation (X), page 5S4> 

V^dx^av' 


P 




The total work is then 


work 


_ pjkPdx r 

“• Jo 2EI ■ 


V^dx^av' 

2 w”" 


In the present case, if w is the load per unit of length, we have 


M — — R^x + —, and V = R^ wx, 


and the value of R. must make the work a minimum. Hence 




zuxj 


dx'^av' 
2b ^EJ 


and 


<(/(work) 

~dRr 


-i: 


“ ^ wx‘^~\ xdx . I . dx^ad 


3 

If we omit the last term and perform the integration, we have R^ = --ze//, just as already 

found on page 524 for bending only. 

If, however, we perform the integrations as given, we have 


4 E2av 

„ _ W EJ\ 
8 ’ xE'^.av 


bj2 

For rectangular cross-section bo = b, ' 2 av' = -^and 

0 




bd^ 
Ed'^ 

iwl ^ + 2EE 


lEd^ 
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We see at once that for — large, or length great compared to the depth, this becomes 
‘Xzul 

. Hence in all practical cases where I is large conapared to d, the effect of the 
shear upon the reaction can be neglected. 

Maximum Internal Stresses in a Beam. —From page 484 we have already proved that 
if s is the direct unit shear and t the direct unit tension, the maximum combined unit shear is 

and the angle which it makes with t is given by 


tan 2 a = • 


2S 


Also, the maximum combined unit tension is 

5 . 


4+\/^+7 


and the angle which it makes with /, ^ = go — a, where a is given by 

tan 2ar= — 

Now the direct unit shear in a beam is, from page 553, 

V2av' 


s = 


bl 


and the direct unit tension is, from page 497, 


Mv' 

"T'- 


We have then for a beam in general 

5 .= 


V2av'V , 


bl 


, lMv'\ 

j I tan2ar = 


bMv' 

2V2av''^ 


^ Mv' . f (V:^av'\^ (Mv'Y , ^ 

^ +l^J.and/? = 90 

where a is given by 


a^ 


tan 2 a = 


2 V2av' 

‘ bMv' ' 


Let us take a beam of uniform cross-section, fixed horizontally at one end, with a load P 

bd^ 

at the free end. Then M = Px, I = V= — P, and, taking v = _y, 


'2av‘ 




- y \ b 
2 1 \4 


(?- y ) 


2 


2 








STATICS OF ELASTIC SOLIDS. 


[Chap. VI. 


Hence we have in this case, for the maximum unit shear at any point given by and j/, 


^in being at the free end of the neutral axis, 






and its angle a with the neutral axis is given by 


tan 2 a — 


For the maximum unit tension at any point we have 


^ ePxy ./ 

bd^ 


r6Pxy-^ 

_ bd^J’ * ‘ 


and its angle /3 with the neutral axis is given by p = go — a where a is given by 


tan 2a 




At the neutral axis jy z= o, and, from (i), the maximum unit shear at the neutral axis is 

d 2 PX 

S, — and its direction, from (2), is a: = o. At the upper surface / = ~ and 5 , = “^2» 
and its direction, from (2), is ^ ~ 45*^. 

3P 

The maximum unit tension at the neutral axis is, from (3), when / = 0, 5 *^ = ~2Abd' 

d 6 Px 

its direction, from (4), is = 45'". At the upper surface ~ bd’^ ' 

direction, from (4), is j3 = o. 

We see, then, that equation (II), page 497, 

Mv __ 6Px 


gives the maximum unit stress in the outer fibre, but” for other fibres this maximum unit 

stress Si is greater than that given by equation (II) 
unless the shear is zero or is disregarded. We have 
just seen that the shear can be disregarded in practical 
cases (pages 555 and 557). 

In the figure the full lines above the neutral axis 
represent the direction of maximum tension S ^, and 
those below the neutral axis, the direction of maximum 

compression S,. 

The dotted lines represent the direction of maximum shear 
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STRENGTH OF LONG COLUMNS. 

The Ideal Column. —The ideal column is supposed to be perfectly homogeneous so that 
the coefificient of elasticity E is constant for every portion, to have a uniform cross-section 
A, a perfectly straight axis, and to have a load P applied exactly in that axis. 

Such an ideal column, ideally loaded, has no tendency to bend in any direction. It is 
simply compressed by the loading. 

Theory of the Ideal Column. —Suppose, then, an ideal column whose original length is I 
to be compressed by the load Pin its axis. The new length is, from equation (I), page 477, 


^ AE' 


Now suppose this compressed column of length /j to f | p 

be bent very slightly by a horizontal force, and suppose 1 -- 

the column does not spring back completely when the j 1 

horizontal force is removed, but takes a certain position 1 | 

of equilibrium as shown in the figure. 1 i \ 7 

Let X and y be the co-ordinates of any point of the j ] \ 

elastic curve of the axis, taking the free end of the axis | \ 

as origin. Then the bending moment at any point is j \ 

M^Py. _ I A I 

Let dx be the distance cC between two consecutive cross-sections ab and AB before the 
^ load P is applied. Then when the load P is applied 

P 

i 1 the unit stress is—, and the shortening of the axis 

^ is, by equation (I), page 477, 


If now the column deflects towards the left, the unit stress on the inner compressed fibre 
at a distance v from the axis is, from equation (II), page 497, 


"a —^ 


and hence the compression ad = A' of that fibre is 


_ Pdx , Mvdx 
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The distance is then 




Mvdx 


If now /3 = OC is the radius of curvature of the axis, we have at once, from the figure, 

p 1 dx — X :: V : a^d^ 


/ P \ Mvdx 

p\ dx[x- :: V : -gj-. 


P I 

But, from (i), i — = -j. Hence 


— = -rM. 
P A 


Now, from Calculus, 


I ___ d'^y 

p dx^ 


Hence 


d'^y I 


Comparing with equation (VIII), page 531, we see that when we take /^ = I we have 
bending only without compression. 

If we multiply both sides of (2) by 2 dy and integrate, we obtain, since M =: Py, 

dy „ ^ IPA'^ 

When y = J = the maximum deflection, ^ — Hence C -- -j- , and we have 


l^EI dy 

'W ■ - f ‘ 


Integrating again, we have 


JL 


arc sin €'• 


When y =■ o, X = 0. Hence O = o, and we have 


y = J sin ;ir 


(3) 
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{a) Column Fixed at One End, Free at the Other. —For a column fixed at one 
end and free at the other we have from (3), when x — 1^, j/ — A, and hence 


i^Ei ~ 2 ’ 


or, since Ia= A/^, where k is the radius gyration of the cross-section, 

F _ 

A 4//j ■ 

{b) Column with Two Pin Ends (Fig. i). —In this Fig. i. Fig. 2. 
case wc have only to make, in (3), y = A when x — 

2 

We thus obtain 

P __ TZ^Ek^ 

(c) Column Fixed at One End, Pin at the 
Other (Fig. 2).—In this case we have, in (3), y = A when 


Fig. 3. 



4; = We thus have 

3 


P _ 97 t^E^ 
A ~ 4 //j ' 


{d) Column Fixed at Both Ends (Fig. 3).— In this case we have, in (3), y = A 


when x = - , and hence 

4 


P _ AfTt^ElP 

z ir~- 


General Equation. —All these equations are of the form 


P _ 

A ~ //. ’ 


( 4 ) 


where we have for n the values- tt, -tt, —tt, for one fixed and one free end, two pin ends, 

2222 


P 


one fixed and one pin end, and two fixed ends. 

Equation of the Elastic Curve. —Substituting the value of ^ from (4) in (3), we 
have for the equation of the elastic curve 


. nx 
A sm ; 


( 5 ) 


and hence 


dy nA nx 

-J- ^ -f- cos-p, 

dx /j /j 


(6) 
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Work of/^During Bending. —During the direct compression of the column from 

P PH 

the length / to the work done is —(/— /^), or, from (i), 

If now, when the column is pushed slightly to one side, it continues to bend and 
assumes a deflection we have, from equation (6), for the moment M at any point of the 
neutral axis 

fix 

M=:Py = PA sin y-. 

From equation (IV'), page 522, we have then for the work of P during this bending 


work of P during bending = 


'‘^M^dx _ nx , PM 2/ 


Work of P Necessary to Produce the Deflection/^. —The horizontal compo¬ 


nent of P at any point of the neutral axis is 



Its work is 


Pdj/ 

dx 


dy 
2 ' 


and hence, from 


(6), we have 

work of P necessary to produce the deflection = 


'‘' Pdf 

2 dx 


0/2 

0 


cos^ 



p^2^2 

4/1 


Deportment of the Ideal Column. —If the work of P during bending is greater than the 
work of P necessary to produce the deflection z/, that is, if 

P^AH^^ Pn^A^ 

~AEI ^ 4A ’ 

the compressed vertical column when pushed slightly to one side will continue to bend until 
the deflection A is reached. The compressed vertical column is then in unstable equilib¬ 
rium, and if pushed slightly to one side by a horizontal force//, will not return to its original 
vertical position when H is removed. 

If the work of P during bending is just equal to the work of P necessary to produce the 
deflection z/, that is, if 

PMV, _ Pji^A^ 

aei ^ 44 ^ 

the compressed verlical column when pushed slightly to one side will remain in its new 
position. The compressed vertical column-is then in indifferent equilibrium. 

If the work of P during bending is less than the work of P necessary to produce the 
deflection A^ that is, if 

PM% ^Pn^A^ 

AEI ^ 44 ^ 

the compressed vertical column is in stable equilibrium. If pushed slightly to one side by a 
horizontal force H, it will return to its original position when H is removed. 

If we put for I its value where e: is the radius of gyration, we have in these 

three cases 

K~\ P ' 

If then the ratio ^ of the length /j to the radius of gyration k is greater than 

K 
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the column is in unstable equilibrium, and if pushed slightly to one side will not return. If 
^ is equal to , the column is in indifferent equilibrium, and if pushed slightly to 


one side will remain where placed. If ^ is less than 


K 


V 


the column is in stable equi¬ 


librium, and if pushed slightly to one side will return to its original position. 

Experimental Verification. —These theoretic conclusions as to the deportment of 
the ideal column can be verified by the following experiment.^ Let a thin bar of wrought 
iron AB be placed with one end on a spring balance, 
and apply a load P in the axis by means of a hinged 
lever AC upon which weights can be placed. After a 

P 

little adjusting it will be found that for ~ less than 

Ji 

n^Ej^ 

—77“ the column will not deflect, and if we deflect it 

4 

by applying a lateral force at the middle, the column 

will straighten when this force is removed. 

P n^Ei^ 

If, however, ^ is equal to 




the column will 



X 


p 


not straighten, and if -i is greater than this by a very small amount, for the least disturljancc 

A 

it will be bent by the load to a very great extent, and even bent almost double or brf>ken. 

P 72 ^ Ej<r 

Crippling Load—Euler’s Formula. —We see, then, that ^ crip¬ 

pling load for the ideal column. For a load less than this for slight disturbance the column 
recovers. 

Now from equation (i), page 559, we have 

A) 

Apr 




p ... P 

But -2 can never exceed the elastic limit S^, and hence is alway.s a small fraction 

A Ah 

which can be disregarded with respect to unity. Thus (pages 476 and 478) for wrought. 

iron it is , for steel -i-, for cast iron —, and for timber -i—. 

1000 750 2500 500 

We have then practically for the crippling unit stress 


P 71 ^Ek^ 

.(E) 

Formula (E) is known as Euler's formula for long struts. As we see, it neglects the 
change of length due to direct compression. It is usually deduced directly by writing in 
place of equation (2), page 560, the equation 

and then integrating twice. 

* Given by T. Claxton Fidler in “ A Practical Treatise on Bridge Construction” (London, Charles Griffin 
& Co.), page 158. 
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Diagram for Ideal Column. —If we lay off - as abscissa, and the corresponding value of 



as given by (E) as ordinate, we have the curve JDE of Euler s formula. The ordinate to 

this curve to scale gives the crippling unit stress 

V P I 

— for any given and, as we have seen for a less 

load, the column will recover if slightly disturbed. 
P 

But when becomes equal to the elastic limit 
Ji 

^ the corresponding ratio is 


- = 0F = 

K 


\ _L __ For less values of - than this the column can 

0 F X ^ 

^ be loaded up to the clastic limit S^. The ordi- 

/ 

nates, then, to ADE give the crippling unit stress for the ideal column for any value of —. 

Actual Column. —The preceding discussion and the conclusions and deportment of the 
ideal column do not hold good for actual columns, because in such columns the ideal con¬ 
ditions are not realized. Thus no actual column is perfectly homogeneous, has a perfectly 
straight axis or has the load exactly centred. 

Lack of ideality in any of these conditions will cause a column of any length to deflect 
when loaded, and this is in accord with common experience. 

We can, then, only load the actual column up to the elastic limit when it is very 

P 

short—theoretically only when the length is zero. For any finite length ^ must always be 
less than given by the preceding diagram. 

The actual curve, then, for any actual column will be some curve such as represented 
by the broken curve in the preceding diagram, which is tangent at A to the line AD^ and at 
an infinite distance to the curve DE. 

We see at once that any such curve which should give the actual values of the crippling 
P 

unit stress ~ for any one actual column must depend upon the actual eccentricity of the load 

and upon all other actual deviations from ideal conditions. 

As all such deviations can never be identical for any two actual columns, the actual 
curve must he a different one for each cohmn. 

It is therefore obvious that any one curve which gives the averaie;c experimental values 
P 

of ^ for any number of actual columns must rest at bottom upon the average deviations 


from ideal conditions. A single curve must, then, be based upon average experimental 
results, and to try to deduce any single theoretic curve which shall give actual results for all 
columns is to attempt the impossible. Any practical formula must be directly based upon 
average experimental results. 

Practical Values for —The theoretic values of n given on page 561 disregard friction. 
Also, the ends in practice cannot be perfectly fixed.’' We have to do practically with two pin 
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ends with friction, or one pin end with friction and one flat end, or two flat ends. Hencv, 
the practical values of ?i should be different from the theoretic values given on page 561. 

P 

Experiments show that Euler’s formula (E) gives the average crippling unit stress 

Jri 

with very good accuracy for very long colmnns, i.e. when - is very great, provided we take 

/c 

for n the following values: 


Two pin ends. 


- = 4-053> 


One pin end and one flat end. 


= 4.524, 


Two flat ends. 


= 4.964. 


These values of n should be taken when Euler’s formula is used. 

Practical Formulas for Long Columns. —Experiment also shows that actual values of 
P 

— for short columns, instead of following the ideal diagram ADE, page 564, are so scattered, 

that almost any curve through A and tangent to Euler’s curve DE gives very satisfactory 
average results. On this fact all our practical column formulas are based. 

Straight-line Formula.-— Of these prac- . 
tical formulas one of the best known is the y 
“straight-line formula,” first given by Thomas \ 

H. Johnson, C.E. {Trans, Am, Soc, C, E., July, \ 

1886). It consists in drawing a straight line \ 

through A tangent to Euler’s curve EE. The \ 

point of tangency is at a distance from O (see A \ 

figure) given by Both curve ££ and straight 

line AD have then a common ordinate at the 
point D, 

The equation of a straight line through ^ is \ y ^ 

y — .(i) 0^-L- l 7 ^— 

The equation of Euler’s curve EE is K K 


dy L 

If we differentiate (i) and (2), and equate the values of making ;r = we have for 
the condition of a common tangent at D 




2 it^EP 


If we equate (i) and (2), making ;r = we have fcr the condition of a common ordinate 


at D 
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From (3) and (4) we find for the limiting value of — 


L llE 


and hence b ^ — 


in ViE‘ 


P I 

Inserting this value of b in (i), and putting= — and we have for the straight- 


line formula, 


when — K n 

/ST 


2VS^ r 

372 V 3 ii ^ . 


where k is the least radms of gyration of the cross-section, 

I 

This formula holds for any value of - so long as 


/ 

“ < 


Beyond this limjt we use Euler’s formula, and have, 


when — > 72 

K 


P 7 l^EiP 
A P ^ 


The straight-line formula is simple and easily applied, and contains no experimental 
constants except 5 ^, E, and 7 i. 

P • / . 

It gives values for for small values of — considerably less than the average of experi¬ 
ments, owing to the fact that the tangent at A is not horizontal. 

Parabola Formula. —This formula is given by Prof. J. B. Johnson (Theory and 
Practice of Modern Framed Structures—Wiley & Sons). The curve AB (figure, page 565) 
is assumed as a parabola tangent to Euler’s curve at B, We have then 

.(l) 

where b must be determined by the condition of tangency. 

This equation gives y = 5 , for x ^ and the tangent at A is horizontal. 

From Euler’s formula we have 

PE 

y = .(2) 


Differentiating (i) and (2), and proceeding as before, we have the parabola formula. 


when — <n. 

K 


2 ^ 

5/ A~ 


5, iy\ 

Ari^E' /c^J’ 


where, as always, k is the least radius of gyration of the cross-section. 
This formula holds for any value of-so long as 
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567 


Beyond this limit we use Euler’s formula, and have, 


when ■“ > 7 t. 

K 


’2E 

S/ 


A “ • 


The parabola formula is as simple and easily applied «'is the str«ii^ht-line formula. It 
also contains no experimental constants except and It ^;ivcs on Uie whole better 

^ p 

average values lor^, owing to the fact that the tang-ent at J i.s horizontal, 

P 

Remarks on these Formulas. —Formula (P) gives greater valu<‘s for than formula (Sh 


and is to be preferred, therefore, for very perfect columns with load veny arruraU'ly ctmita’cai. 

Both the straight-line and the parabola formuhis are lines tan|n*nt to I",uh‘r’s curve lili 
at points Z? and ^ 5 * (figure, page 565). This means, in tlu‘ ligjit of our nnnarks, page^ 564, 
that both asstime ideal conditions for all coluiriJis at a?ui bt'jond a art am icfifp/i /., 7 ohtih is a 
differettt length for each formula. 

Such an assumption is of course incorrect. There is no length, to say iu>thing of 
two different lengths, at which ideal conditions can be con.^nderi'd as (existing;. Fxj)erinumts, 


P 


however, show that average values of approach at and beyond tlnssc* I«*ng,ths very elose-Iy to 


Euler’s curve, being always, however, slightly below, and hems* tin* asstnnption is practically 
justified. 

The actual average curve, however, as we have setm ( pag/* !.lu)nld run tIir<Mig,h d a*; 

shown by the broken c^arve in the figure page 564, should liave a hori/onlal taieu-nt at d, 
and should then run, as shown, somewhat below Iviilt‘r’s curves and he tan|;enl to it at an 
infinite distance. 

Rankine’s Formula. —Such a curve is RatikifiAs formnla. l.et d lx* tin* drthatinn. 
Then the maximum moment is PA, 

From equation (II), page 497, we have for the unit strc.ss due to bending^ in tlu' mo.st 
compressed fibre at a distance v from the axis 




RAif 

yl 


We have in addition a direct compressive unit stre-ss 

If then 5 , is the elastic limit unit stress, we have for tlic i rippliii-, unit stivss 




•s; 


I ■ 


d?' 


f^) 


Equation (i) is rational in form, and if we knew .] it w-.ul.l j;ive acniratcly tin- 
crippling unit stress. 

If we suppose for small deflections the curve of denection to be practically a dirle <.( 
radius of curvature p, we should have 
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or, since J is small compared to p, 


Tti i^enernl wlin.tpver the curve of deflection, we can assume ^ to be some function of 
and to vary inv^crsciy ao v, since p increases with z>. We can then write 

cl^ Av cP' 


Inserting this value of -p- in (i), we have 


I 


where, as always, k is the least radius of gyration of the cross-section, and r is a constant to 
be determined by experiment, depending upon the material and the end conditions. Since 
the column bends easiest in the direction of its least dimension, we take for k the least radius 
of gyratio7i. 

Equation (R) is Rankine’s formula for long columns. It holds for all values of 

P I 

We see that Rankine’s formula gives S, {or- — o. The’tangent at A (figure, page 

Jx K 

P I 

is horizontal, and we have = o for - = co . It therefore complies with the conditions 

A K 

for the average actual curve given on page 564. 

It is not so simple or easily applied as the straight-line or the parabola formula, and 
the experimental constant c must be determined before it can be used in any case. 

Gordon’s Formula. —Since /c is a function of the least dimension d of the cross-section, 
we may also write for the crippling unit stress 


I 


where c is again a constant, to be determined by experiment. Equation (G) is known as 
Gordon’s formula for long struts. It also holds for all values of and the same remarks 

K 

apply as for Rankine’s formula, 

Merriman’s Formula. —The equation of the curve AB (figure, page 5 ^ 4 ) been 
assumed by Prof. Merriman {Ejigineering Nezvs, July 19, 1894) as identical in form with 
Rankine’s formula. We have, then, 

^ 1+ b:>^' 


Instead, however, of regarding b as an experimental constant, Prof. Merriman deter¬ 
mines b precisely as in the case of the straight-line and parabola formulas, by the condition 
of tangency, 
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We thus obtain 

P S. 


c, 


where, as always, /c is the least radius of gyration of the cross-section. 

Equation (M) is Merriman’s formula for long columns. Like Rankine's formula, it 
complies with the conditions of the average actual curve given on page 564. It is preferable 
to Rankine’s in that it contains no experimental constant. It is therefore probably nearer 
the true curve for an average actual column than any of the formulas thus far given. 

Allowable Unit Stress—Factor of Safety. —The preceding formulas will enable us to 
find the crippling unit stress. 

In practice only a portion of this is taken as the allowable working unit stress. This 
portion is called the factor of safety (page 481). For quiescent loads (buildings, etc.) this 
factor is taken at/ = 4 for wrought iron and steel, and / = 6 for cast iron and wood. 

For variable loads a variable factor of safety is used equal to 


f — 4 + 
/=7 + 
/ = ^6 + 


/ 

2 od 

I 

20 d 

I 

20 d 


for wrought iron and steel, 
for cast iron, 
for wood, 


where / is the length in inches and d the least dimension in Inches of the rectangle which 
encloses the given cross-section. 

We have then in general for the working unit stress 


P 

'-/A’ 


(0 


P 

where is found by any one-of the preceding formulas, and the value of /is taken as just given. 

Exanriplesi—(i) Let the ratio of the leJigth of a steel column to the least radius of gyration of Us cross- 

section A be — = TOO, and to the least dimension of the enclosi7i\y ?'ecia7i<yle be -- — 2 ^. Let Se = 40000 and 
K ' ^ d 

JE go 000 000 pou7tds per square mch. Fi7id the cripplUig a7id working U7iit stress by the straight-line 

formula. 

I / '\E 

Ans. We have, using the practical values of 71 on page 565, -- = 100 less than 7 iy in all cases. 

iC 

Hence by the straight-line formula the crippling unit stress is 


P 


: 5 , 


Hence for 


100 

qinA 


Two pin ends. ~~a^ = 26000 pounds per square inch; 

p 

One pin end and one flat end. — = 0.695^ = 27600 “ “ “ “ 

A. 


Two flat ends. 


A 


= 0.72Se = 28800 


The factor of safety is / = 4 + = 5.25. Hence the working stress in these three cases is 


5^ = 4952, 5257, 5486 pounds per square inch. 
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(2) Find the crzpplmg and working unit stress by the parabola formula, 

Ans. We have by this formula 

p ^ r 10" 

. A L 3 ^ „ 

Hence for 

p 

Two pin ends. ~ = o. 8 o 5 ^ = 32000 pounds per square inch 

p 

.n end and one flat end. — = 0.845^ == 33600 ** “ ** “ 


iwo flat ends 


= 0 . 865 ^ = 34400 


of safety is as before / = 5.25. Hence the working stress in these three cases is 
= 6100, 6400, 6550 pounds per square inch, 

i seen that the values given by the parabola formula are greater than those given by the 
formula. For very perfect columns and load very accurately centred the oarabola formula 
^referable; for poorer columns, the straight-line. 

Find the cripplmg and workmg uziit stress by the Merriman formula. 

ANS. We have by this formula 

P ^ 

A , , 40* 


Hence for 


Two pin ends. 


One pin end and one flat end. 


= 0.555^ = 22000 pounds per square inch; 


Two flat ends. 


= 0.65.5*^ = 26000 


The factor of safety is as before f = 5-25. Hence the working stresses in these three cases are 
=*■ 4190, 4570, 4950 pounds per square inch. 
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THE PIVOT OR SWING BRIDGE. 

Pivot or Swing Bridge. —The pivot or swing bridge is a girder continuous or partially 
continuous over three or four supports. If over three supports, it is a pivot span. If over 
four supports, the length of the short centre span is the width of the turn-table, and loads in 
this span come directly on the turn-table and hence cause no stresses in the truss members. 

If the bracing is carried through the centre 
span as shown in the figure, it is evident that a 
load in one end span, as AB, tends to lift the 
span from the support C. It will be found in 
general difficult to hold the span down at C, 

For this reason the bracing m the centre 
span is omitted. The continuity in such case 
is partial, but the span can be held down at C, 

Centre Span without Bracing. — By 
means of the principle of least work we can 
find the reactions at the supports for a load P placed anywhere, and then the stresses in the 
truss members for this load are easily found. 

1 st. Load P in Span AB ^ —Let the span be AB = BC — 4, CD ^ 4 * 

load P be at the distance from the left end, where is any given fraction. Let be 

the moment on the left of the second 
I support. Let the pressure on the 

_ h _^ ^ ^ _ h _VD right of A be , on the left of B be 

B M, C 1 5 /, on the right of C, S3, and on the 

Ip left of D, 

There are no braces in the span 
BC and hence no pressure on right of B or left of (S, and the moment on left of C will also 
be the same as on left of B. 

Taking moments about B, we have 

_ + Vi) = ^2- 

Taking moments about D, we have 

^2 ■“ '^34 = 



From these equations we have 


s; = p-s, = ^+Pk^, = 
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Equations (i) give the pressures at the supports in terms of 
If then we can determine these pressures. 

For any point distant x from A we have the moment, 

JVf X 

between A and P, M = — S^x = — - P{i — k^x ; 

h 

between P and B, M = — S^^x -f- P(x — - P{i ^/i)* 

For any point between B and C we have 

M=M^. 

For any point distant x from I) we have, 
between C and P, M = S^.x 


4 • 


Let V be the lever-arm for any truss member, and M the moment at the centre of 

M 

moments for that member. Then the stress in that member is —Let a be the cross- 

V 

section of the member, and its length. Then, from equation (III), page 515, the work of 
straining that member is 

Mh 

2EaiP 
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If, then, we insert these values, and put 
which makes the work a minimum 


^(work) 
~ dM^ 


= o, we have for the value of 


» — ± — , 

"o 




aL 


+ . 


al^ 


P(l — /d^)u^S Ppus 

"- 

^xh 




aL 


or, solving for 


+ . 


f -£-1_ 

"o 


P^M id's 

' =0, 


■fl aQ 


( 1 - 4 ): 


= PL - -j —^ 


J^irs 
“o ^ 




“o ^ 




! I 72< 


Equation (2) gives the value of or the moment at the support B, for a load Pat 
any distance from the left end A in the first span. If is known, then equations (i) 
give the pressures at the supports. When these are known the stresses can be easily calcu¬ 
lated. Note that in equation (2) u is the stress in any member due to a unit load at and 
p the stress in any member due to a unit load at P, considering the span AB as fixed horu 
zontally at B and ivithont any support at A. 

2 d. Load P in Span CD ~ 4.—Let the load P be in the third span 4, at the distance 
from support P, where is any given fraction. 

Then we have 


- 

3 


and proceeding now precisely as before, we find in the same way 


^1 — — ^2 , 

M 

= - 4 ). 




(3) 


^2 

I, 


i 'A Cs 
M. B M. C 


S, 


—kj-l 

ip 


(I 


M,= PkjT 

(iL' 




7 0 

P'^irs 
-0 CL 


pus 


1 le^s 


,- + 4 


.'2 i- 
». — 

“0 




(4) 


Equation (4) gives the value of or the moment at the support P, for a load Pat 
any distance kfi from the right end D in the third span. If is known, then equations (3) 
give the pressures at the supports. When these are known the stresses can be easily calcu¬ 
lated. Note that in equation (4) u is the stress in any member due to a unit load at P, and 
p the stress in any member due to a unit load at P, considering the span CD as fixed hori¬ 
zontally at C and without any support at D. 
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Special Cases. —The preceding equations are general and include all cases. Thus if 
the two end spans are equal, we have only to make 1 ^ = = I and k. If we have 

only two spans, we make 4 = o* Hence we have 

, Three Spans, End Spans Equal. —Making 
1^3 i^=z 1^=1 l and k, we have the following 

i - 1 - ^ - TtA - 1 % equations: 

^ ^ 1st. Load in span AB: 




— 9 ' 

— O3. . . 


2d. Load in span CD ; 


C C / C 

= “ ^2 = - T"* 


Pk 5 / = + Ai -^). 


And in both cases 


pus 


M^ = Pl- 


u a 

J’x S 


Two Spans Only.—M aking 4 = we .5^ 
have the following equations: 

1st. Load in span AB : 






M, == PI, 


— ^^iPs pzis 

__ 0 ^ _ ^ 

— n^s 4 ^ 


a L: 


2 d. Load in span BC : 


c — S ——- 


■«., - 4 ), 


M — pj _ 0 ^^ 



-Ss Two Equal Spans.—M aking 4 = 0 and 
4 = 4 ~ we have the following equations : 

C 1st. Load in span AB : 


S, = ---f+PU-i). S'.=S + «, . . . („) 


2d. Load in span BC: 


S,= -S' = -p s,=^ + Pk, s:=^~^ + P(i-k). 


• (13) 
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And in both cases 


ilA =P/- 




“0 ^ 


J pus 

'‘kl ^ 


(14) 


Values of a Indeterminate. —It will be noted that our equations for require that the 
area of cross-section a for each member shall be known, while it is our object to determine 
these areas by first finding the stress in each member and then dividing this stress by the 
allowable unit stress. 

It is necessary, then, to make a first approximation by supposing a the same for each 
member. It will then cancel out of our equations for We can then find approxi¬ 

mately, and determine the stresses and corresponding areas a. With these values of a we 
can again determine 

A short example will thoroughly illustrate the application of our equations. 


Example .—Fhid the stresses for a saving bridge of two equal sfans lz=. 8 o ft,, each span divided into 
four panels of 20 ft. Let the spans be syniinetrical, the centre height Be ~ ft, and the height at ends bi -=■ 7 ft* 



For these dimensions the lever-arm v for any upper-chord member, as de,w\\\ not differ appreciably from 
the height dq,, and the length j for any upper-chord member, as cd, will not differ appreciably from the panel 
length. 

We have then the following lever-arms 

Ai 1-2 2~3 '^-B be cd de Ab bi e\ e^ d2 dq, ^3 

lever-arms 7 8 9 10 7 8 9 39.64 140 52 160 65.66 180 80.5 

We can now calculate the stresses u in every member due to a unit load at A, and the stresses p in 
every member due to a unit load at P, considering the span AB as fixed horizontally at B and without sup¬ 
port at A. We can then form the following table : 


(0 

( 2 ) 

s 

(j) 

( 4 ) 

/i 

(:) 

10 

( 7 ) 

u^s 

(8) 

fo) 

(to) 


20 

20 

20 

20 

20 

20 

20 

21.2 

7 

2 T .54 

8 

2 T .93 

9 

22.36 

10 

- 2.857 
-- 5.000 

— 6.666 

— 8.000 
+ 2.857 
"h 5 000 
-f 6.666 
+ 3.027 
-0.857 
+ 2.307 
-0.750 
+ 1.827 

— 0.666 
+ 1.490 

— 0.600 




163.25 

500.00 

888.88 

1280.00 

163.25 
500.00 
888.88 

194.25 

5.14 

114.64 

4.50 

72.87 

4.00 

49.64 

3.60 



Ai . 

1- 2. 

2 - 3 . 

3 - 3 . 

-- 2.500 
-4.444 
— 6.000 



250.00 

592.59 

960.00 



— 2.221 

— 4.000 

— 2.coo 

296.30 

640.00 

320.00 

be . 

cd . 

dc . 

Ab . 

b\ . 

1- c . 

C-2. 

2- d . 

dq> . 

3 - ^. 

eB . 

+ 2.500 
+ 4-444 



250.00 

592.59 



-f- 2.222 


296.30 








-f 2.692 

- 0.875 

+ 2.132 

-0.777 
+ 1.739 

— 0.700 


* ’ 

133-77 

5.25 

85.42 

4.66 

57-94 

4.20 







+ 2.436 

— 0.888 
+ 1.9S7 

— 0.800 

-j- 2.236 
— 0.900 

97.60 

5-33 

66.20 

4.80 

74.49 

5.40 







4833.90 

2936.42 

1406.53 

Ol 
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In the first column we place the designation of each member; in column (2) the length of each member; 
in column (3) the stress u in each member for a load of unity at the end A, considering the span as a 
semi-girder fixed horizontally at B; in columns (4), (5), (6) the stress p in each member for a load of unity at 
apex I, 2 and 3, considering the span AB as a semi-girder fixed horizontally at B. In column (7) we have the 
values of for each member; in columns (8), (9), (10), the values of pus for each member. At the bottom 
of columns (7), (8), (9), (10) we give the summation of the values in each column. 

We have then, from equation (14), 


12 2 

where k has the values at apex 1, 2, 3, and the summation ^pus is given by .columns (8), (9), (10). 

4 4 4 

We have then for load P at apex i, from equations (12), 

Afa = + 0.0712 PI, Si = 4- 0.6788P. 

For P at apex 2, 

Mu = + o. 1045 P/, Si = + 0.3955P. 

For at apex 3, 

Mvt = 4- 0.0836 P/, Si = -i- 0.1664P. 

For P at apex 4, Si will be the same as S3 for P at 3, or 

5 i = — 0.0836 P, 


For P at apex 5, Si will be the same as 5 .,' for P at 2, or 

5 i = — 0.1045/*. 

For P at apex 6, Si will be the same as S3' for P at i, or 


Si = — 0.0712/*. 


Negative values denote that Si acts downwards. 

We can now find the stresses in each member for each load, and then by tabulation can find the 
loading which gives the maximum stress and the maximum stress itself in each member. 

Solid Beam—Uniform Cross-section. —We can easily find, from the equations already 
deduced, the value of for a solid beam of uniform cross-section. Thus, let .r be the 
distance of the point of moments for any member from the left end Aj and v its lever-arm. 

Then u p = -Insert these values in equation (2) and we have 


(I - 








K,/j 


av^ 




' i: ’ 


I air 


Now if the girder is a solid beam of. uniform cross-section, we have = dx, and aiP 
constant. Hence we have 


I ~ /c J / (pddx - / — K^l^xdx 

TUT _ PJ __ ^ __ 

^^2— A/, ^4 ;2 ri 3 

/ x^dx-{-.r / dx-V-P-A x'^dx 

Jo . Jo 4Vo 

If we perform the integrations, we obtain 


M„ 


2 (A + 34+4 


(IS) 


for load in span AB 
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The pressures of the supports are then given by equations (l). 
In the same way we have, from equation (4), 

pnh(i — i 21 

for load in span CD M„ — — . - 7 - ,—T\ • 

" 2^4 + 34 + 4 ) 


(16) 


The pressures of the supports are then given by equations (3). 

For three spans, end spans equal, the pressures on the supports are given by equations 
(5) for load in span AB, and by-equations (6) for load in span CD, and in both cases 




PPkji - 
4/ + 64 


For two spans only we have 

for load in span AB M, = \ 

2(4 + 4 ) 

The pressures of the supports are given by equations (8). 

for load m span BC M., = — ^ 

" 2(4 + 4 ). 


(17) 

(18) 


(19) 


The pressures of the supports are given by equations (lo). 

For two equal spans the pressures on the supports are given by equations (12) for load in 
span ABy and by equations (13) for load in span BC, and in both cases 


A 


(20) 


Example.— In the example given on pa^e 575, co 7 isider the girder as a solid dea^n of uni for 7 n cross-section. 
In this case we have, from equation (20), 

Mil = loPkii — 

I 2 T 

where k has the values —, —, —. 

4 4 4 

We have then for load P at —/from left end, from equations (12), 


il/a = + 4.6875/^, 

5 i = + 0.6914/. 

2 

For load P at -/ from left end, 

4 


il/a = + 7.5P, 

Si ~ + 0.4062/. 

For load P at -/ from left end, 

4 

4/2 = + 6.5625P, 

5 i = + 0.1680/. 

<2/ 

For P at=^ from right end, from equations (13), 

4 


= 4- 6.5625/", 

= — 0.0820/. 

2 

For P at—/ from right end, 

4 


+ 7 ‘ 5 ^. 

= — 0.0938/. 

Forat —/ from right end, 


il/a = + 4.6875/", 

Si = — 0.0586/. 
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Three Kinds of Metal Arch —We may distinguish three kinds of metal arch, viz., arch 
hinged at crown and ends; arch hinged at ends only; arch without hinges. 

If the arch is a framed structure, the stresses in the members can be found in any case, 
if for a given load we can find the horizontal thrust and vertical reactions at the ends and 
the moments, if any, which exist at the ends. 


Framed Arch Hinged at Crown and Ends— This form of construction is an arch only 

in form, but in principle is simply two 
braced rafters the thrust of which is 
taken by the abutments instead of by a 
tie-rod. It is therefore a very simple 
matter to find the end reactions for a 
given load. 

Let the span AB be /, and B the 
load at the distance /'/ from the left end, 
where ^ is any given fraction. Let the rise, measured always from the chord AB to the 
hinge C at the crown, be denoted bv r. 

Then taking moments about the right-hand hinge at B, we have for the reaction at 
the left end for any position of P 



- F,/ + P/(i - /&) = o, or F; = P(i - k). 


(0 


Taking moments about the hinge C at the crown, we have for the horizontal thrust H 


at the left end, when kl is less than that is when P is on the left of the centre. 


VJ 


— Hr-{-Pli}-— or /f = — — ~ (l — 2/6) 

\2 ] 2 r 2 r ^ ’ 

When kl is greater than -, that is when P is on the right of the centre. 


Pkl 
2 r ' 


( 2 ) 


blXI 

2 


-\-Hr = 


o. 


F / P/(i _ k) 

or H = —^ - - 

2 r 2 r 


(3) 


These values of V [ and H are independent of the shape of the arch. 

Change of temperature causes no stresses in the arch hinged at crown and ends. Each 
half is free to turn about the hinges and accommodate itself to any change of shape due to 
change of temperature. 

Equations (i), (2) and (3) hold for a solid as well as for a braced arch. We can then 
determine the stress in each member for each load, and then by tabulation can find the 
loads which give the maximum stress and the maximum stress itself in each member. 

578 
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Framed Arch. Hinged at Ends Only. —In this case we have just as before, taking 
moments about B, for any position oi P i p 


. . (I) 


V,= P(i^k), ) 


It remains to find the horizontal ^ 

thrust H. ^ ^ ^ 

Let V be the lever-arm for any member, as determined by the method of sections, page 
401, and jyi the moment at the centre of moments for that member. Then the stress in 

, . ^ T 

that member is — . Let ^be the cross-section of the member, and s its length. Then from 
equation (III), page 515, the work of straining that member is 

M^s 

2Eav^' 

The total work of straining all the members is then 


work = 


’•2Eav^^ 


and by the principle of least work, page 517, this work must be a minimum. 

Let X and y be the co-ordinates of the point of moments for any member, as deter¬ 
mined by the method of sections, page 401. 

Then for any member on the left of P we have the moment 

M = Hy — Vyc = Hy — P[i — P)x^ 

and for any member on the right of P we have 

M=Hy - V,x + P{x - kl) = Hy^ P{i - k)x + - M). 

We have then for the work of straining all the members 

work = ^^ [Hy - + - Pit - k)x+ P{x 


If we differentiate with reference to H and put the differential coefficient equal to zero, 
we have for least work 


d (work) 


' [H/ ~Py{i- W - - k)xy + P{x - i/)^] ■ 


Hence, since E is constant, 


H = P- 


(I - kt 




• • • • (2] 
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Let h be the stress in any member due to a negative unit horizontal force at the left 
end A, Let p be -the stress in any member due to a unit load at P, considering the arch a( 
simply supported at the ends. Then we have for any member on the left of P 

±hv = lY^yy ± = I X ( I - k)x. 

Multiplying these two equations, we have for any member on the left of P 

For any member on the right of P we have 

±hv ^ ± = I X (i —* k)x — I X (^ — kl)% 

hence 

= (r - kfL -{x- kl)^. 


We see, then, that equation (2) can be written 

H = P _ ^ ■ 

/A ’ 


0 « 

where p is the stress in any member with its proper sign, (-f-) for tension and (~) for com¬ 
pression for a unit load at P, co 7 isid€ring iJie arch as simply sitpported at the ends, and h is 
the stress in any member for a unit negative thrust at the left end X, also taken with its 
proper sign, (+) for tension and (■—) for compression. 

From equations (i) and (3) we can find and II for a load P placed anywhere, and 
can then determine the stresses for this loading. 

We can then easily determine the stress in each member for each load, and then by 
tabulation can find the loads which give the maximum stress, and the maximum stress itself, 
in each member. 

It will be noted that equation (3) requires that the area of cross-section a for each 
member shall be known in advance, while it is our object to determine these areas by first 
finding the stress and then dividing by the allowable unit stress. It will in general, then, be 
necessary to first find values fori/, assuming a to be constant. It then cancels out. Using 
these values of H, we can find the areas a, and then with these areas can find new values for 
//and new areas. 


Example.-A short example will illustrate the use of equations (i) and {3). 

Let us take a circular arch, the radius of the outer chord being 44 feet, and of the inner cord 36 feet. The 
apices A, a, b, d, e, B are on the outer circle and h, 2*on the inner circle, the hinges being at A and B, 
and bracing as shown, 

The members af, bg, dh, ei, 
are radial, and the chords ab, 
bd, de subtend an angle of 30'’ 
at the centre, while Aa, eB 
subtend an angle of 15®. 

We can now find the stress 
h in each member for a nega¬ 
tive thrust of unity at the end 
X,and also the stress in each 
member for a unit load at a, b 
d, e, considering the arch as 
simply supported at the ends. 
We can then drav/ up the following table. In the first column we have the members; in column two the 
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lengths j of the members; in the third column the stresses h ; in the fourth column the quantities and in 
the following columns the quantities pjis. 

The minus sign for a stress denotes compression, and the plus sign tension. 



s 

h 

h'^s 

PjlS 

1 



Aa . 

II.486G 

— 0.4357 

2.1805 

\ 

+ 

4.0073 

+ 

2.8652 

+ 

2.7966 

4 - 

0.7302 

ab . 

22.7762 

~ 0.4472 

4-5550 

+ 

7.6816 

+ 

10.8253 


5.1662 

4 

1.5255 

bd . 

22.7762 

— 1.6530 

62.2339 


21.1919 

+ 

85-9151 


85.9151 

4 

21.1919 

de . 

22.7762 

- 0.4^72 

4-5550 


1-5255 

+ 

5.1662 


10.8253 

4 

7.6816 

eB . 

II 4866 

~ 0.4357 

2.1805 


0.7302 

+ 

2.7966 


2.8652 ; 

, 4 

4.0073 

. 

13-1133 

+ 1.3116 

22.5587 

+ 

15.7202 

+ 

II.2415 

-h 

6.0628 

i 4 

1.5789 

fs . 

18.6350 

-j- 2.6530 

I3J-i6i5 : 

+ 

39.0452 

+ 

in.0000 


59-9147 

, 4 

15 6671 

. 

18.6350 

+ 2.6530 

131.1615 


15.6671 

+ 

59-9147 

+ 

59 9147 

+ 

15 6671 

hi . 

18.6350 

H- 2.6530 

131.1615 

+ 

15.6671 

-1- 

59 - 9^47 


III.OOCO 

4 

39.0452 

iB . 

13-1133 

+ 1.3116 

22.55S7 


1.5789 

-f- 

6.06:8 


11.2415 

+ 

15.7202 

«/. 

8 

+ 0.1726 

0.2383 

— 

0.4457 


0.5665 

-f 

0.271 

4 

0.08C2 

. 

22.1005 

— 1.4300 

45.1933 

— 

7.1709 

-h 

50.9041 

+ 

2g 9284 

4 

7-1835 

^g . 

8 

+ 1.3733 

15.0876 


2.2972 

+ 

8.6188 

+ 

6.8917 

4 

1.8017 

g ^ . 

22.1005 

0 

0 


0 


0 


0 


0 

dh . 

8 

+ 1-3733 

15.0876 

+ 

1.S017 

H- 

6.8917 

+ 

8.6188 

4 

2.2972 

di . 

22.1005 

— 1.4300 

45.1933 

+ 

7.1835 

-1- 

29.9284 

+ 

50.9041 

— 

7.1709 

ci . 

8 

-f 0.1726 

0.23S3 


0.0S02 


0.2719 

+ 

0.5665 


0.4457 

1 

1 

635.3252 

+ 

126.561 

-f 452.8835 

-1-452.8835 

4 126.561 


From equation (3) we have then for the horizontal thrust, assuming the cross-sections a constant. 


635.3252 

where '^^^phs is 126.561, 452.8835, 452.8835 and 126.561 for the load P at a, d, d and £, 
We have then for the loads /h, /h, }\, P4, at b, d, e : 


P. P^i Pz P, 

1 /= 0.2P, 0.7128/^, 0.712SP, 0.2P, 

For the vertical reaction we have, from equation (i), 

Vi = P{i ~ k\ 

Pi P‘, P2 P. 

Fi = 0.9082/^, 0.6494/^, 0.3506/*, 0.0918/. 

With these values of // and Vi we can easily find the stresses in every member for each load /, either 
by computation or diagram. Then by tabulation we can find the loading which gives the maximum stress 
and the maximum stress itself in each member. 


Temperature Stress—Framed Arcli Hinged at Ends. —While in the arch with three 
hinges there are no temperature stresses, in 
the arch hinged at the ends only the stresses 
due to change of temperature may be con¬ 
siderable. 

The effect of a change of temperature 
is to cause a horizontal thrust at the ends. 

For a rise of temperature we have a positive thrust II^. For a fall of temperature we have 
a negative thrust H^. If //^ is known, the resulting stresses are easily found either, by com¬ 
putation or diagram. 

Let € be the coefficient of expansion, and t the number of degrees rise or fall of temper- 

Htslt 

ature. Then the change of length of the span is elt. The work is then-. 



2 
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The moment at any point is M = H^y. If 2' is the lever-arm for any member, and M 

. M, 

the moment at the centre of moments for that member, the stress in that member is —‘ 

V 

Let a be the cross-section of the member, and s its length. Then, from equation (III), page 
515, the work of straining that member is 

M^s __ 

2Eav^ 

The total'work for all the members is then 

H,elt __ i Hffs 
2 ^0 2Ea'^'' 


Hence we have 




Eelt 
^ 2 * 


Suppose the arch to be rigidly fixed at the right end and free at the left end, and let h 
be the stress in any member due to a unit horizontal force at the left end. Then we have 

y 

kv ^ I X or and hence we can write 




Eelt 


0 ^ 


(3) 


where the summation^ is made as in the preceding example, t is the number of degrees 

0 a 

rise or fall of temperature above or below the mean temperature of erection, e is the 
coefficient of expansion or the change of length per unit of length for one degree, and E is 
the coefficient of elasticity (page 478). The plus (+) sign is taken for rise of temperature, 
and the minus (—) sign for fall of temperature. 

We have for one degree Fahrenheit: 

For cast-iron. ... e = 0.OOOO0617, 
wrought-iron. . e = O.OOOO0686, 
steel. e = 0.00000599. 


Values of E are given on page 478. 

Equation (3) requires that the areas of the members should be known in advance, 
whereas these are what we wish to find. We must in general, then, first assume a constant 
value for a in (3) equal, say, to the section at the crown. Denote this assumed constant 
section by a^. We have then for our first calculation 
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Example.—In the preceding example, page 580, let the cross-section at crown be = 2 square inches 
Let the arch be of steel, and let us take E= 30000000 pounds per square inch. Let the change of temper- 
ature be / = 40°. 

Then from the table page 581 we have = 635.297; and since/= 76.21024 ft., we have for 

€ — 0.00000599 

Ilt= ± 1728 pounds. 

The stresses due to this thrust can now be found. 

Solid Arch Hinged at Ends Only.— For any load P we have, just as for the framed arch 
page 579, the left vertical reaction 


V, = P{i-k) .(I) 

We have found on page 579, equation (2), for the horizontal thrust of a framed arch 


J7 = P 


^0 


y{x — kl)s 




J J/^S 

-0 


If the arch is a solid beam, we can put ds for i-, and av^ I ^ moment of inertia of the 
cross-section. Hence if andj/are the co-ordinates of any point of the neutral axis, we have 






' ki 


I 


r 


}^ds 

T 


(2) 


This equation is general. If the moment of inertia / of Tlie cross-section is constant, 
I cancels out. 

Instead of performing the integrations indicated in (2) we can in any case divide the 
neutral axis into a number of equal arcs of length jr. We have then, since jr cancels out, 


(I - 
H=P- - 


0 ^ H i 



• • (3) 


If / is constant, it cancels out. 

From (i) and (3), then, we can find F] and H for any given load, and can then find the 
moment Af at any point of the neutral axis for a Ioa3 anywhere. Then by tabulation we can 
find the loading which gives the maximum moment at any point of the neutral axis, and this 
maximum moment itself. 

We have then, from equation (II), page 497, 


/ = 


I44^max. V 

Sf 


(4) 


where -^max. is in pound-feet, Sy is the allowable unit stress in pounds per square inch in the 
most remote fibre at a distance v m feet^ and I is given for dimensions in inches. 
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Example.—Let us take a circular arch of radius of neutral axis 40 ft. and central angle 120°, so that 
/= 69 282 ft. and rise ^ = 20 ft. We first suppose / constant so that it cancels out. 

Divide the neutral axis into a sufficiently large number of equal segments, say six, so that the length of a 

segment is s = 13.963 ft., and let the 
end segments Aa and £/ each one 
half of s. 

Let the ordinates to the middle 
points a\ b\ c\ etc., of each segment 
for origin at A be jr, and take the 
loads jPa, etc., acting half way 
between A and a* and b' and P, 
etc. 

In order to apply equation (3), 
page 583, we can then draw up the 
following table. 




X 

1 

1 ^ ! 
) 

xy 


Aa . 

1-875 

I 2.943 

5.523 

8 661 

ab . 

8.929 

' 10.642 

95.022 

113.252 

bc » . 

20.960 

17.588 

368.644 

309.338 

cd . . 

34*641 

20 

692.820 

400 

de . 

48.322 

17.588 1 

849.887 

309.338 

</■-. 

60.352 

10.642 

642.266 

I13.252 

fs . 

67.407 

2.943 

198.379 

8.661 


2750.590 

1253.841 


In the first column we have the segments Aa, ab, be, etc.; in the second and third columns the values 
of X and9/ for the middle points of these segments; in the last two columns the values of xy and9/^. 

i I 

We have then 12 ^xy ~ 2750.590 and 2 ^y'^ — 1253.841. Note that in finding these summations, since the 

end segments Aa s.ndfB are only half length, we take in the summations one half the values for Aa andfB. 
We have now for the values of ^/and i — k for each load: 


Pi Pi 

P. 

P. 

P^ A 

U = 4.465 14.945 

2 J,Z 

41.481 

54.337 64.817 

I - = 0.935 0-784 

0.599 

0.401 

0.216 0.065 

Hence from equation (i), page 583, the values of Vx 

for each load are 

Vx ~ 0.935/^1, 0.784/2, 

0-599A, 

0.401/4, 

0.216/5, 0.065/rt. 

In order to find the summations 2 ^^^y{x 

— 7 el) for each load we can 

draw up the following table. 



/ 

1 

/ 

^2 

A 

A 

/ 

6 

/ 

’0 


.r — kl . 

y { x ~ hl ). 

jir - kl. 

y{x - kl ). 

ji'- kl . 

yix - kl ). 

x -^ kl . 

y { x - kl ). 

x - kl . 

y { x - kl ). 

X — kl. 

y { x - kl ). 

ab 

be 

cd 

de 

ef 

4.464 

16.495 

3O.X76 

43-857 

55.887 

47.506 
290.II4 

603.520 

7 "i. 357 , 

594.749 

6.015 

19.696 

33-377 

45*407 

105.792 

393.920 

587.035 

483.221 

6.841 

20.522 

32.552 

136.820 

360.941 

346.418 

6.841 

18.871 

120.309 
200.825 

6.015 

64.911 



fP 

63.042 

' 179*533 

52.462 

154.396 

39.607 

116.563 

25.926 

76.300 

13.070 

38.465 

2.59 

7.622 



2397.012 


1653.366 


902.460 


359-284 


84.143 

i 

3.811 


We have then, from equation (3), page 583, for / constant 


„ 27 50,59(1 - i) - : 2 \, y{x - kl ) 

1253.841 ’ 
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where the sutnmation - H) for each load is given by the preceding table. Note that in finding these 

summations, since the end segments Q.ndfB are only half length, we take in the summations one half the 
values for fB, 

We have then for each load 


H = o.i39Pi, 0,401 Pg, 0.6P3, 0.6B4, 0.401 A, 0.139 A. 

p 

Since we now know /fand Vi for each load, we can find the moment Af a.t the centre of each segment 
for each load. By tabulation, then, we can find the maximum moment A/max. at each of these points. Then 
from equation (4), page 583, we can find / at each of these points. 


Solid Semicircle, Hinged at Ends Only—Constant /.—The preceding method applies 
to any solid arch of any shape and any loading. In the case of a semicircle of constant / 
the integrations of equation (2), page 583, are easily made. 

Thus let jR be the radius of the neutral axis. Then we have ^ , or ds = -. 

ax y y 

Inserting this value of ds in (2), we obtain 


H 


V 

ydx \ — k) 


•/ p 

xdx — P* j {x kr)dx, 

J ki 


'T 


Now 

we have, since / = 2P, 


7 tR^ 


ydx is the area A = of the semicircle. 
2 


Performing the other integrations, 


n 


(4) 


Equation (4) gives //directly for a load P anywhere. 

Temperature Thrust—Solid Arch Hinged at Ends. —We have, just as on page 582, for 
a framed arch 


H,elt ^ 

2 ~ 


For a solid arch we can put ds for s, and I for ai ^; hence 


//. = ± 


FMt 



(5) 


where /, y, ds are in feet, E in pounds per square inch, and I is given for dimensions in 
inches. 

Instead of performing the“ integration, we can, as before, divide the neutral axis into a 
number of equal arcs of length s. We have then 


//,= ± 


Eelt 


144^ 


Jy^s 


( 6 ) 


These equations are general. 
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If the arch is a semicircle, we have ds = -y-, and (S) becomes 

EeU 

H* — i /»/ , • • • • • 


• ( 7 ) 


Let /..be the moment of inertia at the crown. Then for our first calculation we hav : 


in general, from (6), 


xj , EbIqU 
± - — 


144 ;^ y^s 


and for a semicircle from (7), since = . 




2EelQlt 


144^^^.' 

In all equations, distances are in feety E in pounds per square inchy and I is given for 
dimensions in inches. 

Example. —In the example page 584, let the moment cf inertia at the crown be h == 2000 in/. Let tl.c 
arch be of steel, and let us take .£= 30 000000 pounds per square inch. Let the change of tempenitum 
/ = 40°. 

Then, from the table page 584, we have y^s = 17307.06 and since / = 69.28 ft., we have, from (S , 

for e — o. 00000599 

Ht =■ ± 400 pounds. 

For a semicircle, since 7 ? = 40 ft., we have, from (9), 

= ±72 pounds. 

Framed Arch Fixed at Ends. —Let the arch be fixed at the ends, and a load P act at the 

H distance Id from the left end 

_ ^ ^ of the upper or lower cliord. 

i -' we have at A nui: 

0_ only a vertical reaction J\ 

n ,y T and a horizontal thrust //, 

u\./x / \ ^ xl \ but also a moment //,. 

* *"h- -y-S T That ia, the tesiltaat A’ 

of and IIy instead of pass- 
through A as in the case 

H of end hinges, page 579, must 

now pass through some point 
at a distance jq vertically 
below so that — Hy^ — 

Let V be the lever-arm for any member as determined by the method of sections, page 
401, and a the cross-section of any member, and i* its length. Let jr, y be the co-ordinates 
for origin at A of the point of moments for any member as determined by the method of 
sections, page 401. 

Let 6? be a point whose co-ordinates for origin at A are given by 


0 


0 
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For arch symmetrical with respect to the centre we have 


x=-, and o. 

Draw through this point 0 a parallel OA^ to the resultant R of and i7. 

If now we consider (9 as a fixed point rigidly connected to the arch at by members 
OA^ and A^A, we can remove the abutment at A and the equilibrium of the arch will not be 
affected. We shall then have at 0 the reactions and //and a moment Mq. 

For any member on the right of P we have the moment 

■//=//(_y — y) — Fi ^ + ^0* . t . . . (2) 


For any member on the left of P we have 




We have then, just as on page 579, for the work of straining all the members 


• (3) 


work 

+- J) - ") + 

Since H, F, and must have such values as to make the work a minimum, we place the 
first differential coefficients of the work with reference to H, and jI/q equal to zero. Hence 

=o= 2 ; - 7) -- «) sir.. 


= 0 = 2 ' ['",(- - 5) - -7) - ^7.] -sX- - 


</(work) 




But since for symmetrical arch 


{j'-y):;zi=^ o, 


‘ , l\ s 


iy -y)U--^]-A = o, 
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equations reduce to 


O - ^ 


X - ] s 


o 

"0 CtV 


J {x — kl)s 


-kl CLV^ 




• • (4) 


J (j — Jf. 


ai? 


These equations give M^, and H for a load P anywhere at a distance kl from the 
left end A, as shown in the figure, page 586. 

Let the arch be supposed to be fixed at the right end and free at the left end, the left 
support being removed, and in this condition let u be the stress in any member for a unit 
load at the left end A, h the stress in any member for a negative unit horizontal force at A, 
P the stress in any member due to a unit load at P, nt the stress in any member due to a 
negative unit moment at the point of moments for that member. 

Then we have for any member 


= ±u — 

V V 


X — kl 


1 I 

i ~vi — — 

2 2V 


— y 

ym ~ . 

V 


I y 

Hence = • 


X — kl 








{y — y){x — kl) 


We have then, from equations (i) and (4), for a load P anywhere on a symmetrical arch 
at a distance kl from the left end 




J pins 


P~ 


V, = P~ 


I ( , lm\s 

. p[u+ — - 

\ 2 Ja 

If , Imv^s' 


H= P- 


p{/i 


: (A — j/mf ~ 
0 I* 
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Equations (5) give and Ej and H at the left end A for a load JP anywhere on a sym 
metrical framed arch at a distance kl from the left end A. 

If we take moments about the left end A (figure, page 586), we have 


jFor load P on right of the centre ■. 


By+M„ 


where is the moment at the left end A for a load anywhere on the right-hand half, and 
U, Fj, are given by (5). 

If we take moments about the right end i?, we have 


for load P on right of the centre — Vf + Pl{i — 


where is given by (6). This value of is the same as the moment J// at the left end 
Jl for a similarly placed load on the left of the centre. 

If as given by (5) is the reaction at the left end for a load P on the right-hand half, 
we have for the reaction for a similarly placed load on the left-hand half 


P -K. 


The value of /Tis the same in both cases whether the similarly placed load is on the 
right or left half. 

From equations (5) and (6) we can findM^y andiT"for a load anywhere on the right- 
hand half oi a symmetrical arch. From equations (5), (7) and (8) wc can then find Vf H 
and at the left end A for a similarly placed load anywhere on the leftAia^id half. 

We can then determine the stresses in the members for a load P on either half. For a 
first approximation we can take the cross-section a constant for all members, so that it can¬ 
cels out in equations (5). 

We can thus find the stress in each member for each load, and then by tabulation the 
maximum stress in each member for all the loads. 

Example.—Let us take a circular arch, the radius of the outer chord being 44 ft. and of the inner chord 
36 ft. The apices Ax, a, b, d, e, Bx are on the outer circle, and li, /, Ba on the inner circle. The 

bracing as shown. 



The members af bg, dh, ei are radial, and the chords ab, bd, de subtend an angle of 30® at the centre, 
while Axa, eBx subtend an angle of 15®. 

Considering the arch fixed at the right end and free at the left end, we can now find the stress u in every 
member due to a unit load at Ax ; the stress ni in every member due to a negative unit moment; the stress 
h in every member due to a negative unit horizontal force at Ax ; and the stresses pz , due to a unit load 
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at d and e on the right-hand half of the arch. We can then fill up the following table. The plus (-|-) sign 
for a stress denotes tension, and the minus (—) sign compression. 


1 

s 

u 

h 

m 

/s 


mhs 

m^s 

A^a 

11.4863 

+ 1-5947 

— 0.4357 

— 0.1260 



0.6306 

! 0.1929 

ah 

22.7761 

+ 1.6369 

— 0.4472 

— 0.1294 



1.3164 

0.3804 

bd 

22.7761 

+ 3-7254 

— 1.6930 

— 0.1294 



4.8718 

0.3804 

de 

22.7761 

+ 8.2254 

— 0.4472 

— 0,1294 

-f- 1.8205 


1.3164 

0.3804 

eB , 

11.4863 

+ 8.0149 

— 0.4357 

— 0.1260 

+ 1.7736 

— 0.7132 

0.6306 

! 0.1929 

A,f 

9 3979 

0 

0 

+ 0.1260 



0 

0.1579 

fs 

18.6349 

- 3-4574 

+ 2.6530 

-f 0.1294 



6.3974 

0.3II2 


18.6349 

— 6.4048 

+ 2.6530 

+ 0.1294 



6.3974 

0.3II2 

hi 

13.6349 

— 6.4048 

4" 2.6530 

4- 0.1294 



6.3974 

0.3II2 

iBi 

9-3979 

— 9,6085 

+ 0.5043 

-f 0.1260 

— 3-3684 

— 0.8815 

0.5967 

0.1579 

A.f 

13.1128 

— 1.0064 

-j-1.3116 

0 



0 

0 

af 

8 

— 0.6317 

-j“ 0.1726 

+ 0.0499 



0.0690 

0.0200 

P 

22.1004 

-f 2.4768 

— 1.4300 

0 


. 

0 

0 

H 

8 

— 2.8250 

+ 1-3733 

-f 0.0669 


! 

0.7349 

0.0359 

gd 

22.1004 

2.8600 

0 

0 



0 

0 

dh 

8 

- 3-3152 

+ 1-3733 

+ 0.0669 



0.7349 

0.0359 

di 

22.1004 

— 2.4768 

— 1.4300 

0 

— 2.4768 


0 

0 

ei 

8 

- 3-1746 

-j- 0.1726 

-f 0.0499 

— 0.7026 


0.0690 

0.0200 

iB ^ 

13.1128 

-j- 1-0064 

-j- 1.3116 

0 

4- 1.0064 

4- 1.0064 

0 

0 








30.1625 

i 

2.8882 


In the first column we have the members; in column two the lengths s of the members; in the third 
column the stresses u\ in the fourth and fifth columns the stresses /i and 7 n\ in the next two columns the 
stresses jZ^3 and ; finally, in the last two columns, the products ynhs and We see from the table that 

inks = 30.1625 and wV =2.8882. 

We have, then, from the first of equations (5), page 588, 

-^ = 2 = + 38.105 ft., y = V88^ == + "^• 44-33 ft. 

For the quantities {u 4 - {Ji — 'ymYs, pins, p{u + ^ni)s,p{h — y 7 ?t)s, we can now 

fill up the following tabic: 



2 

h — y7n 

2 

? 

1 

J>^7ns 

p^7ns 

/aCw 4 Lrn)s 

2 

figli -f ~fn)s, 
2 

- y777)s 

_ jym)S 

Aia 

- 3.2065 

4* 0.8801 

I 18.0680 

8.8968 







ab 

- 3-2938 

-j- 0.9041 

247-0949 

18.6170 







bd 

— 1.2053 

- 0.3417 

33.0878 

2.6593 







de 

4* 3-2047 

4- 0.9041 

247.2350 

18.6170 

— 5.'^654 


4 'I 36 . 6 iio 


4- *5 7 . -187^1 


eB. 

+ 3.2947 

4- 0-. 8801 

124.6S1T 

8.896S 

— 2.5669 

4 1.0322 

-j- 67.1200 

— 26.9902 

+ 17.9295 

— 7.2098 

A ‘if 

4“ 4.S012 

- 1.3158 

2 x 46358 

16.2710 







fg 

+ 1-4733 

4- I.3017 

40.4494 

31-5760 







gh 

- I.4741 

-4 I.3017 

40.4930 

31-5760 







hi 

- I.4741 

i- 1.3017 

40.4930 

31-5760 







iB<x 

- 4-8073 

— 0.8115 

217.6S70 

6.1888 

- 3.9885 

- 1.0437 

4-152.1792 

+ 39.8248 

+ 25.6887 

+ 6.7227 

A if 

— 1.0064 

-4 1.3116 

13-2183 

22.5580 







af 

+ 1-2735 

~ 0.3495 

12.9744 

0.9772 







P 

2.4768 

— 1.4300 

135-5730 

45.1920 







bg 

— 0.2758 

4 0.6747 

0.6085 

3-6418 







gd 

4- 2.8600 

0 

180.7691 

0 







dh 

— 0.7660 

4- 0.6747 

4.6940 

3.6418 







di 

— 2.4768 

— 1.4300 

135-5730 

45.1920 

0 


4 -T 35 -5755 


- 4 - 78 274 ^ 


ei 

— 1.2694 

- 0.3495 

12.8910 

0.9772 

~ 0.3085 


4" 7.1350 


- 4 - 0 To6/t 


iBx 

4- r 0064 

4- 1.3116 

13.2183 

22.5580 

0 

0 

4“ 13.2811 

-t- I3.28IT 

+ 17-30S7 

+ 17-3087 




1835.5346 

319.6127 

— 12.2293 

— 0.0II5 

-[-511.9018 

+ 26. 1157 

+ 176.8802 

+ 16.8216 


We have then, from equations (5), page 588 and the tables. 


2.8882 
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and hence for the apex loads Pi , P4, at apices d, e 

apex d . 
= — 4-2342 P% 

We have also 


apex / 
- 0.004 


Vr = P 




1835-5346 


and hence for the apex loads Pi and P4. at apices d, e 

apex d 

Vi = +o.278SPs 


We have also 


apex ^ 

+ 0.0142/^4 


II = P- 




319-6127 

and hence for the apex loads Pa and P^ at apices d, e 

^ apex d apex e 

= 4 - 0.5534P3 4 - 0.0526P4 

We have the same values of H ior similarly placed loads at apices a, b. Hence 


apex a 

apex b 

apex d 

apex e 

= 4- 0.0526A 

4" ^-5534-^a 

+ o-5534-Ps 

4* 0.0526P4 

Also, from (8) we have 

apex a 

apex b 

apex d 

apex e 

= 4- o.pSsSPi 

4 * 0.7212/^a 

4- 0.2788P3 

4* 0.0142/^4 

From (6) and (7) we now have 

apex a 

apex b 

apex d 

apex e 

(/ — kl) = 6.9925 

26.7172 



AT. = + 5.8982/’, 

4- 6.o8oi/*2 

4* o.6ioi/*8 

— 0.0122P4 


We can now find the stresses in each member for each apex load, and then by tabulation find the 
maximum stress in each member. 

Temperature Stress—Framed Arch Fixed at Ends. —The effect of a change of tempera¬ 
ture is to cause a horizontal thrust ^ 

Hi at the point O, or a horizontal 

thrust Ht and moment at the ^ 

left end where __ ^ 

= . . (i) ( / . _ 5 - I _A 

. A lit 

For the moment at the point 

of moments for any member we have 


M z= H^y — J). 

We have then for the work of straining all the members 

^^m{y-yYs 

work = ^o—• 

If 6 is the coefficient of expansion and t the number of degrees rise or fall of tempera¬ 
ture, the change of length of the span is elt. The work is then 

HHt 


Hence 


work =-. 

2 

Hjelt ^ ^ H?{y-yfs 

^0 zEav^ * 


2 
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or 


or, just as on page 588, 


rr _ 

*^0 


H,r=± 


Eelt 


: {Ji — ymf- 
0 ^ 


(2) 


Where considering the arch fixed at the right end and free at the left, h is the stress in 
any member for a negative unit horizontal force at the left end A, and m the stress in any 
member due to a negative unit moment at the point of moments for that member. 

The summation"^ {/i —ymf - is made as in the preceding example. The plus (+) sign 

is taken for rise of temperature, and the minus (—) sign for fall of temperature. 

The values of e are given on page 582, and of E on page 47 ^- The value of at the 
left end A is given by (i) when is known. 

Equation (2) requires that the areas a of the members should be known in advance. 
We must then in general assume a constant value for a in (2) equal, say, to the section at the 
crown. Denote this assumed constant cross-section by We have then for our first cal¬ 
culation 


H,:= ± 


Een^it 

_ 

{h — ymfs 
0 


(3) 


Example.—In the preceding example, page 589, let the cross-section at crown be ^ — 2 square inches. 
Let the arch be of steel, and let us take £ = 30000000 pounds per square inch. Let the change of temper¬ 
ature be / = 40°. 

Then from the table page 590 we have — 319.6127, and since I = 76.21 ft., we have for 

0 

e = 0.00000 599, from (3), 

Ht—± 3428 pounds, 


and from (2), since_)/ = 10.4433 feet, 


Mt = T 35800 pound-feet. 


Solid Arch.—Fixed at Ends. —If the arch is a solid beam, we can put in equations 1^4), 
page 588, ds for s and I for where I is the moment of inertia of the cross-section. Hence 
if X and y are the co-ordinates of the neutral axis, we have for a load P anywhere on a sym¬ 


metrical arch 



- kl)ds 






2/ 7 







I 


= -^/‘ 


(/• 


■y){x- kt)--. 


(0 
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These equations are general. If the moment of inertia / is constant, it cancels out. 
Instead of performing the integrations indicated in equations (i), we can in any case divide 
the neutral axis into a number n of equal segments of length s. We have then, since s is 
constant, 

{x - kl) 

I 


or, if I is constant, 


{x — kV) 




where n is the number of segments; 


V^= P 




- P 


-.1 I 

^ {y-yf 

“^0 / 


If / is constant, it cancels out in these two equations. 


or, if / is constant, 


2 y 

y = ^0-' 


where n is the number of segments. J 

From (i) or (2), then, we can find and and H at the left end A of the neutral 
axis for a load P anywhere on the right-hand half of a symmetrical arch. We have then for 
the moment at the left end for a load on the right-hand half, just as on page 589, 




and for the moment at the right end, or for a similarly placed load on the left-hand half, 
the moment M( at the left end. 


m; = VJ+ p/(i - k) 


(4) 
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The reaction at the left end for a similarly placed load on the left-hand half is 

V,' = P-V, .(5) 

The value of U is the same in both cases, whether the similarly placed load is on the 
right- or left-hand half. 

From equations (i) or (2) and (3) we can find, then, Jlfj, Fj and H at the left end for a 
load anywhere on the right-hand half of a symmetrical solid arch. From (i) or (2) and (4) 
and (5) we can find F/ and If at the left end for a load anywhere on the left-hand half. 

We can now find the moment M at any point of the neutral axis for a load anywhere. 
Then by tabulation we can find the loading which gives the maximum moment at any point 
of the neutral axis, and this maximum moment itself. We have then, from equation 

(II). page 497 . 


I44^m 


5 , 




( 5 ) 


where ^max. is pound-feet, ^is the allowable unit stress in pounds per square inch in the 

most remote fibre at a distance v in feet, and I is given for dimensions in inches. 

Example.—Let us take a circular arch of radius of neutral axis 40 ft. and central angle 120°, so that the 
span /= 69.282 ft. and rise r = 20 ft. We first suppose / constant, so that it cancels out. 

Divide the neutral 
axis into a sulTiciently 
large number of equal 
segments, say six, so that 
the length of a segment is 
^ = i 3 * 9<53 I't-, nnd let the 
end segments Aa and //> 
be each 07 te half of s. 

Let the ordinates to 
the middle points a\ b\ c', 
etc., of each segment for 
origin at A be jt*, y, and 
take tliejloafls A, etc., 
acting half way between A 
and a' and etc. 

We can now draw up the following table. 






/ 





X 

y 

X ~ 

2 


y - y 

()' y 

Aa 

1.875 

2.943 

— 32.766 

1073.611 

— 10.291 

T05.905 

ab 

8.929 

10.642 

- 25.711 

661.oSr 

- 2.592 

6.71S 

be 

20.960 

17.588 

— 13.681 

187.170 

+ 4-354 

18.957 

cd 

34.641 

20 

0 

0 

-1-6.766 

45.779 

de 

48.322 

17.588 

i-13.681 

1874170 

+ 4.354 

18.957 


60.3525 

10.642 

-1-25.711 

66:.oSr 

- 2.592 

6.718 

fB 

67.407 

2.943 

+32.766 I 

1073.611 

— 10.291 

105.905 



79.403 


2770.113 


203.034 


We have then = 79.403. Note that in taking this summation and the other summations of the 

table, since the end segments Aa and fB are only half length, we take in the summations ojlc half the values 
for A a and fB. 
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We have then 


: 3.^34fc. 


and can fill out the last two columns. 

For the values of ^/, (i — and 7 (i — for each load we have now 


Pi 

A 

A 

A 

A 

A 

11 

14.945 

27.8 

41.481 

54.337 

64.817 

1 - k — 0.93s 

00 

d 

0.599 

0.401 

0.216 

0.065 

/(i — k) — 64.817 

54.337 

41.481 

27.8 

14.945 

4.465 


We can now draw up the following table for loads ^4,^5, Ps- 







A 


X - kl 


X — kl 


de 

■f 6.841 

+ 93-592 

+ 29.7S6 



‘f 

4-18.872 

+485-237 

— 48.916 

+ 6.016 

+154.683 

fB 

-f-25.()26 

+ 849.491 

4-266.802 

+13.070 

+ 428.252 


+38.676 

+ 1003.574 

-152.531 

+ 12.551 

”+368.809 


Note that in taking the summations, since /B is of half length, take 07 ie half the values for fB in 
summing up. 

We have then from these tables and equations (2), page 593, and (3), (4), (5), page 594, for loads P^, Ph 
Mo = ~ 6.44.6P4, — 2.092A, — 0.216A; 

A = + 0.3623A, + o.i33iPfi, + 0.0153A; 

H = + 0.7513A, + 0.4081P6, + 0.0658A; 

Ml = — 3.838A’, — 2.882A, — 0.558A; 

Mi '= — 1.138A, + 2.842A, + 2.846A; 

Vi ' = o . 6 ^ 77 p 4 , + 0.8669A, + 0.9847A. 

Hence we have at the left end A for each load : 


Ml = + 2.846A, + 2.842A, - 1.13SA, - 3-838^^. - 2.882A, - 0.558A; 

Vi = -f 0.9847A, + 0.8669A, + 0.6377A, + 0.3623A, + 0.1331A, 4- 0.0153A; 

+ 0.0658A, 4- 0.4081P2, 4 - 0.7513A, 4 - 0.7513A, + 0.4081A, 4- 0.0658A. 

We can now find the moment Af at the centre of each segment for each load. Then by tabulation we 
can find the maximum moment Mm&x. at each of these points. Finally, from equation (5), page 594, we 
can find / at each of these points. 

Temperature Thrust—Solid Arch Fixed at Ends. —We have, as on page 591, for a 
framed arch 

2 2Eav^ 

For a solid arch we can put ds for s, and the moment of inertia I for the cross-section in 
place of az^. Hence 

rr , 

. 


where /, y, ds are in feet, E in pounds per square mch and I is given for dimensions in inches. 
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Instead of performing the integration we can, as In the preceding example, divide the 
neutral axis into a number of equal parts of length s. We have then 


H,=-± 


- (j -fp’ 
/ 


• (2) 


For the moment at the left end we have, as on page 591, 




Let /q be the moment of inertia at the crown, then for our first calculation we have 


H,^±- 


EelJ-t 


144 ^ {y — yj- 


Example.—In the example page 594 let the moment of inertia at the crown be 2000 in.**. Let the arch 
be of steel, and let us take 30000000 pounds per square inch. Let the change of temperature be 
/ = 40®. 

Then from the preceding example we have (jk- r = 4714.18, and since /= 69.28 ft., we have, 
from (4), for e= 0.00000599 

Ht — ± 1467 pounds. 

Since j/ = 10.38 ft., we have, from (3), 

Mt = T 15227 pound-ft., 


the top signs being taken for expansion and the bottom signs for contraction. 





CHAPTER X. 


THE STONE ARCH. 

Definitions. —The stone arch consists of a number of arch-stones or voussoirs which 
press upon each other. The central one of these is the keystone. The extrados is the 
exterior outline of the arch proper. The intrados is the interior line, and the corresponding 
surface of the arch is the soffit. The sides of the arch are the haunches^ and the spaces 
above are the spa^idrels. The ends of the arch or the area between intrados and ext 
are faces. The inclined surfaces or joints upon which the arch rests at the ends are cxi 
skewbacks. The permanent load supported by the arch in addition to its own weight is the 
surcharge. The masonry or other material which supports two successive arches is the pier; 
at the extreme ends this is the abutment. 

Thus in the figure cdd^d is a voussoir or arch-stone, and k is the keystone. The line 
abed, etc., is the extrados, and a’Vdd', etc., the intrados, and the interior surface corre¬ 
sponding the soffit. The line rrr marks the upper limit of the surcharge. Between this 



and the haunches on either side is the spandrel space, and the material with which this 
space is filled is the spandrel filling or surcharge. The area between the extrados abed, 
etc., and the intrados a'b'c'd^, etc., is the face, and aa' is the skewback. At A and B we 
have the abutments or piers. Arch and abutments or piers are stone. The surcharge may 
be stone or filled in with rubble or lighter material. 

The upper limit of surcharge may be level or on any desired grade. The extrados 
and intrados may be circular, elliptic or any desired curve, and may or may not be parallel. 
Often the depth at key is less than at ends. 

In all investigations and calculations we suppose the width to be one foot and the effect 
of mortar between the joints is disregarded. The neutral axis ACB or centre line is the 
curve passing through the centre of the voussoirs. The rise r of this axis is the rise of the 
arch, and the span I of this axis is the span of the arch. 
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Reduced Surcharge. —The arch proper is constructed of cut stone. The material above 
it may also be of stone or of some lighter material. The density or weight per cubic foot 
of the surcharge is then in general less than the'density of the arch proper. 

Thus in the figure let, abed, etc., be the extrados, and rrr the roadway. Between the 
roadway and the extrados the surcharge may have a less density than for the arch proper. 


Say, for instance, that the density of the surcharge 


is — of that of the arch. 

3 


Then if we 



2 2 

draw verticals aa\ bb\ cc\ etc., and lay off aa" equal to ~ of aa\ bb'^ equal to — of bb' and so 

on, we obtain the line etc., which marks the limit of the reduced surcharge. We 

can then treat and.discuss all the area below this line as if it were homogeneous and of the 
same density as the arch itself. 

Pressure Curve. —Let Fig. (a) represent one half an arch with its surcharge rr, and a!f 

the line of reduced surcharge, so tha,t 
all the area below can be considered 
as homogeneous and of the same den¬ 
sity as the arch. 

Let us take the width as one 
foot, and divide the area into a suit' 
able number of slices by vertical lines. 
In this case we have five. The 
weight and centre of mass of each 
slice can be found. Let i, 2, 3, 4, 
5 represent the weights acting at the 
centres of mass. Let II be the hori¬ 
zontal thrust at the crown due to the 
pressure of the other half of the arch. 
Let the magnitude and point of action 
a of //be known. In Fig. ( 5 ) lay 
off the weights l, 2, 3, 4, 5 to scale, 
let OH be the known thrust to scale, 
and draw Oiy 02^ <93, ( 94 , O^, Then Oi is the resultant of i/and weight i ; O2 is the 
resultant of Oi and weight 2 ; (93 is the resultant of O2 and weight 3, and so on. 

In Fig. {a) produce //acting at a till it meets weight i. From i draw 1-2 parallel to 
Oi till it meets weight 2 ; from 2 draw 2-3 parallel to O2 till it meets weight 3, and so on 
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We thus have a polygon a 12345/, each segment of which is in the direction of the 
resultant of the forces acting at its end. Thus the resultant of H and weight i is in the 
direction 1—2, the resultant ol Oi and weight 2 is in the direction 2-3 and so on. 

As we increase the number of divisions this polygon approaches a curve tangent at the 
points of division <2, b, c, e, f. This curve is the curve of pressures in the arch. 

Conditions of Stability of tbe Arch.—The conditions for stability of the arch are the 
same as for walls, page 425. Thus: 

1st. The joints of the voussoirs should be so arranged that the tangent to the curve of 
pressure at each joint shall make an angle less than the angle of friction with the normal to 
the joint, otherwise there is danger of sliding. 

2d. The curve of pressures must lie entirely within the arch, otherwise there is danger 
of rotation. 

3d. The curve of pressure must not approach too near the edge of a joint, otherwise 
there is danger of crushing. 

Let d be the depth of any joint, N the normal pressure on the joint, and e the least edge 
distance of N, Then for a width of one foot we have, as already shown page 426, for the 
maxirhum unit pressure 


when e is greater than —d, 

when e = ~a, 

3 

I 

when e is less than —dy 




2W 

d 

2 N 

d 

2 N 
3 ^ * 


2 


d 


(0 


In any case the value of / must not exceed the allowable compressive unit stress C, 
which for stone may be taken at the average value of 25 tons per square foot or 50000 
pounds per square foot. (See table page 424.) 

Value of N .—If we make the joints nearly at right angles to the curve of pressure, 
the first condition of stability is complied with, and we have with sufficient accuracy, if we 
denote by the sum of all the loads between the crown and any joint on the right, 


N= 


(2) 


Value of e .—If M is the moment at any point of the neutral axis, then 


M 

N 


is the distance 


of N from that point. If we subtract this from ^ , we have for the edge distance e' from the 
intrados, with sufficient accuracy. 


d 

2 


M 

N 


(3) 


If -f' at any joint is negative or is positive and greater than dy the equilibrium curve runs 
outside of the arch. 

d 

If M is negative, d is greater than ~ and the least edge distance is 


e •=. d — /. 

, d 

If M is positive, / is less than — and the least edge distance is 

2 
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We see, then, that if in any case we can find the values of and the moment 3 /at any 
point of the axis, we can find the normal pressure Wat any joint, the distance of the normal 
pressure from the intrados and the maximum unit pressure p on the joint. 

If the normal pressure at every joint is within the arch ring, and p does not exceed the 
allowable unit stress, and the joints are taken perpendicular or nearly so to the pressure line, 
the arch is stable at every point. 

Determination of W and W.—From equations (2), page 593, we have already for a solid 
arch fixed at the ends 

■^0/ 

^0/ 

or, if I is constant, 


where n is the number of segments; 




J {x - kl) 

^ ki ^ 


or, if / is constant. 


• C 4 ) 


Mo = -P- 




V, = P. 


(.r — kl) 




H=.-P- 


J ( y - y )(^x — kl) 

“kl I 

^(y-y? 

-^0 I 


If I is constant, it cancels out in the last two equations. In these equations I is the 
I moment of inertia of the 

I , P 

j —--cross-section, H the hori- 

zontal thrust, K the reac- 

VA ^Nr . ^ 

^ ^ tion at the left end A of 

__ the neutral axis for a load 

X ^ ^ N. * P at a distance kl from A. 

I ^The neutral axis is divided 

into a number n of equal 

segments, Aa^ ab^ etc., of length and y are the co-ordinates of the middle point of a 
segment for origin at A. The load P acts half way between the ends of a segment. 
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We have then for the moment at the left end A for a load P on the right-hand 


half, just as on page 593, 

+ + .( 5 ) 

and for the momenf at the left end for a similarly placed load on the left-hand half 

i// = - VJ+ Pl{i- k) .(6) 

The reaction at the left end for a similarly placed load on the left-hand half is 

v; = p-v^ .( 7 ) 


The value of H is the same in both cases, whether the similarly placed load is on the 
right- or the left-hand half. 

From equations (4) we can find and and i/at the left end for a load on the right- 
hand half, and then from (5), (6) and (7) can find i/and and at the left end for each 
load. By summation, then, wc and 2II at the left end for all the loads. 

For the moment at any point of the neutral axis we have then 

M = ':2M^ - + '^y{x^)kL .(8) 

This is the value of M to be used in equation (3), page 599, and is the value of H 
to be used in equation (2), page 599. We thus finally have N and e, and then from equa¬ 
tions (i), page 599, can see if the maximum unit pressure p is less than the allowable unit 
stress at any joint. 

It will generally be necessary to first assume some constant depth, so that I is constant 
and cancels out of equations (4). We can then determine for this assumed case /T, e and 
p at the crown and W, e and p at the skewback. If p at either point is too great, we can 
increase the depth assumed; if very small, we can decrease it. \{ H ox N takes effect out¬ 
side of the middle third, then, as we have seen page 426, the entire joint is not effective 
and we can assume a depth of 3^ at crown and skewback. Wc thus obtain proper depths at 
orown and skewback and can then make a second and final calculation. 

In many cases much computation can be avoided by drawing the arch and reduced sur¬ 
charge to scale and taking off many of the required quantities directly from the draw¬ 
ing. Having found P and e at the crown, we can then construct the curve of pressures as 
in the figure page 598. 

The method of calculation thus outlined adapts itself to any shape of arch with any 
surcharge. Its detailed application will be perfectly illustrated by the following examples. 

Examples. — (i) Required to desigjt a circular arch, radius of 7ieutral axis 40 ft. and central angle 120"*^ 
so that I = 6^.282 ft. The allowable U7tit stress to be 2$ ions per square foot, a7td the surcharge level with the 
crown of extrados and of the same ntaterial as the arch, density of both iby lbs. per cubic foot. 

Since we first assume a constant depth,/cancels out in equations (4), page 600, and we proceed precisely 
as for the solid arch of the same dimensions given in the example page 594. It will not be necessary, there¬ 
fore, to repeat here this portion of the calculation. Referring to the results there obtained, we have for the 
values oi Ml, Vi, H for loads Pi, P^, etc.. 


Ml = + 2.846/1 

+ 2.842/2 

1 

00 

> 

- 3.S38/4 

— 2.882/5 

— 0.558/0 

Vi — + 0.9847/1 

+ 0.8669/2 

+ 0.6377/°, 

+ 0.3623/4 

-f 0.1331/5 

+ 0.0153/5 

+ 0.0658/1 

+ 0.4081/a 

+ 0.7513P, 

+ 0.7513/4 

-h 0.4081/5 

4- 0.0658/e 
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Let us first assume the constant depth at 2 feet. If we take one foot width, we have for the loads 

= 25966, 

16253, 

Pi = P^=: 7169 pounds. 
Hence 

SMi = -f* 23087 pound-feet, 
^ = 4. 49388 pounds, 

2/1 = + 27455 pounds. 

For the values of ^ P{pc — kP we have for the points of division a!, b\ d\ B 

A a' U c’ 

P{p — kl) = o 4.464^1 16.495P1 + 6.015/^9 30.176P1 + 19.696/^a + 6.841/^3 

*^0 

= 0 115912 526071 II52712 

d' / 

^2 Pip^-kl^ = 43*857^1 + 33 - 377 A + 27.363P3 55.881 A + 5i.422(i"a + P%) 

= 1877432 2655412 

B 

2 P{X— kl) = 69.282 (A + Ps 4- /^a) 

-^0 

= 3421700 

We have then from equation (8), page 601, for the moment at any point of the axis 
M = -i- 23087 — 49388;^ + 27455J/ + 2 ^P(^ — 

For the points A, d', /, B we have then 

d^ 

X = 34.641 48.322 

y — 20 17.588 

M = + 14050 — 3130 

From equation (2), page 599, we have then 

JV — 27455 28375 36088 56506 pounds. 

For the edge distance of Nfrom ike tnirados we have now, from equation (3), page 599, 

A d' A B 

/= 0.488 i.u 1.27 0.592 ft,j, 

and hence the least edi(e distance of iV at each point is 

A d' A B 

<? = 0.488 0.99 0.73 0.592 ft. 


A B 

60.3525 69.282 ft. 

10.642 o ft. 

— 10014 4- 23087 pound-feet. 
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We have then, from equations (i), page 599, for the maximum unit pressure p 

^ d' / B 

P = 37507 14755 32840 63633 pounds per square foot. 

Taking the allowable unit stress at 25 tons or 50000 pounds per square ft., we see that this is exceeded 
only at B. Also, we see that the least edge distance at crown and springing is less than one third the depth. 
We ought, then, to have the depth at springing greater than 2 ft. At the crown we can have a less depth 
than 2 ft. if we wish. As we have seen, page 426, if A7is outside of the middle third, the entire joint is not^ 

brought into action. If then we take the depth at springing B equal to = 2.26 ft., the 

whole joint there will act and the allowable unit stress not be exceeded. We may take this constant depth, 

2 A^ 2 X 

or take the deoth at crown equal to — = i.i ft. The loads Px. etc., will now be somewhat 

^ p 50000 

changed. To allow for this let us take, say, a uniform depth of 2.5 ft. Or, if preferred, we may take 2.5 ft. 
at springing and, say, 1.5 ft. at crown. In the latter case I will vary. The calculation can now be repeated 
to be sure that the allowable unit stress is not exceeded at any joint, and that the curve of pressures does not 
pass outside of the middle third. 

(2) hi the preceding example supposey in addition to the siirchargey a moving load of Sooo pounds per lineal 
foot moves over the archy the width of arch bemg 20 feet. 

We still have, just as before, for the values of Afi, Fi, H the left end for loads Pi, Pa, etc.. 


Mx = 

+ 2.846P1 

•4 2.842PQ 

— 1.138P3 

- 3 - 838 i ’4 

— 2.882/’. 

— o. 5587 ^fi 

Vx = 

4 - 0.9847P1 

4 o.8669Pa 

4 ohzyjP ^ 

+ 0.3623/’. 

+ 0.1331P4 

4 0.0153/' 

H = 

4- 0.06 58P1 

4 0.4081 Pa 

4 0.7513P3 

+ 0.7513/^4 

■*{— o,4].o 8 r Pi 

4 0.06 5 8P 


Since the moving load is 8000 pounds per lineal ft. and width 20 ft., we have — 400 pounds per 
lineal ft. for width of one foot. Hence the live loads are 

Pi = Pfl = 8.93 X 400 = 3572 pounds. 

Pa =r Pe = I2.O3 X 4OO = 4812 pOUnds, 

Pa = P4 z= 13.681 X 400 = 5472 pounds. 

Let us find the moment at d and B due to each of these loads. 

For the moment at d we have for any load on left of d^ if r is the rise of the neutral axis, 

M = M,- +J/r + pd - ki\. 


and for any load on right of d 

M=z M,-~+ Hr. 

2 


For the moment at B we have for any load, 


M ^ Vd + P(/ - kl). 

We have then 

at the crown d 

Af = + 2.846P1 — o.9847Pi X 34.641 -f 0.0658P1 X 20 4- Pi X 30.176 = + 810 pound-feet, 
Af = 4. 2.842P2 ~ 0.8669P2 X 34.641 H- 0.4081P2 X 20 4- Pa X 19.696 = 4" 3220 '' 

M = — 1.138P3 — 0.6377P3 X 34-641 + 0.7513P3 x'2o 4- P3 X 6.841 = — 7450 “ 

AT = — 3.838P4 ~ 0.3623P4 X 34.641 - 1 - 0.7513P4 X 20 = — 7450 

M — — 2.882P6 — 0.1331P6 X 34.641 + 04081P6 X 20 = + 3220 

Af = - o,558P(j — o,oi53Po x 34.641 + 0.0658P0 x 20 = + 8io 
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at the springing B 

M = + 2.846A — 0.9847/^1 X 69.282 + A X 64.817 = — 1996 pound-feet, 

M + 2.842 A — 0.8669A X 69.282 + A X 54.337 = — 13866 

M = — 1.138A ~ 0.6377A X 69.282 + A X 41.482 = — 20997 

M = — 3.838A — 0.3623A X 69.282 -f A X 27.8 = — 6232 “ 

M ~ ^ 2.882B5 — 0.1331A X 69.282 -f A X 14,945 = + 13674 ** 

M = — 0558A — 0.0153A X 69.282 + A X 4.465 = + 10169 “ 

Since for the surcharge alone we have at A M = + 14050, we see that there can never be a negative 
moment at c', and the maximum moment at E is when the live loads A, A, A, A only act together with the 
surcharge, and is 

Mmsix. Sit A = 4- 14050 -I- S060 = 4- 22110 pound-feet. 


Also, since for the surcharge alone we have at B, Af = + 230S7, we see that the maximum moment at B 
is when the live loads A and A act and is given by 

Mmsix. s.t B = 23087 4- 23S43 = + 46930 pound-feet. 


When A, A, A, A act together with the surcharge we have 

Ar= 4- 27455 4- 3927 = + 31382 pounds. 


Hence the edge distance of H from the intrados at the crown is. from equation (3), page 599, 
22110 

e' — i -7^ = 0.7. This is the least edge distance, and hence, from equations (iJ, page 599, we have at 

the crown 

p =r 29813 pounds per square foot. 

When A and A act together with the surcharge we have 

A6 = 4- 27455 + 2198 = 4- 29653 pounds. 

Hence, from equation (2), page 599, 


N = 4/29653^ 4 S 777 ^^ = 64937 pounds. 

The edge distance of Wfrom the intrados at B is, from equation (3), page 599, 


/ = I 


46930 

- = 0.72 

64937 


This is the least edge distance e, and hence, from equations (i), page 599, we have at the springing B 

p = 59742 pounds per square foot. 

Taking the allowable unit stress at 50000 pounds per square foot, we see that this is exceeded at B. 

The dimensions chosen in the preceding example will be ample for both surcharge and live load. 

(3) Investigate the co^iditions of stability for a circular stone arch, rise of the intrados 3S ft., spaji of the 
intrados 140 ft,, uniform def)th 2.3 ft., surcharge level with the crown of cxirados and of the same material 
as the arch, density of both ibo lbs, per cubic foot. 

This arch was actually erected, and fell on the removal of the centre, the crown rishii^. Show that this 
7nighi have been anticipated, a?zd design the arch so as to be stable. 

Since the depth is constant, I cancels out in equations (4), page 600, and we proceed precisely as for the 



solid arch given in the example, page 594. Let us divide the neutral axis into twelve equal segments ab, be, 
cd, etc,, of length .y, and let the end segments Aa and Bm be one half of y, Let the ordinates to the middle 
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points a\ b', d, etc., of each segment for origin at A be x,y, and take the loads Pa, etc., acting hai 
between A and a\ a’ and b\ etc. 

We hav^e then the following table. 



X 

y 

/ 

X - 

2 


y -y 

{y —392 

Aa 

2 .II 

2.70 

— 68.89 

4746.0321 

— 20.69 

428.0761 

ab 

9.04 

10.29 

— 61.96 

3839.0416 

>- 13,10 

171.6100 

be 

19.56 

19.07 

~ 51-44 

2646.0736 

— 4.32 

IS.6624 

cd 

31-31 

26.13 

— 39.69 

1575.2961 

+ 2.74 

7.5076 

de 

44.00 

31-29 

•— 27.00 

729.0000 

4 - 7.90 

62.4100 

‘f 

57-34 

34-44 

— 13.66 

186.5956 

+ 11.05 

122.1025 

Is 

71.00 

35.50 

0 

0 

-j- 12,11 

146.6521 

gh 

84.66 

34.44 

+ 13-66 

186.5956 

4 - IT-05 

122.1025 

hi 

98.00 

31-29 

+ 27.00 

729.0000 

+ 7.90 

62 4100 

ik 

110.69 

1 26.13 

+ 39-69 

1575.2961 

-h 2.74 

7-5076 

kl 

122.44 

19.07 

+ 51-44 

2646.0736 

~ 4.32 

1S.6624 

Im 

132.96 

10.29 

4- 61.96 

3839.0416 

— 13.10 

171.6100 

7 nB 

139.89 

2.70 

+ 68.89 

4746 0321 

— 20.69 

428.0761 



280.64 


2269S.0459 


1339-3032 


We have then = 280.64. Note that in taking this summation and the other summations of the 
table, since the end segments Aa and mB are only half length, we take in the summations one half the 
V a hies for A a and inB. 


We have then 


y ^ 


280.64 

12 


23-39 ft.. 


and can now fill out the last two columns. 

For the values of Id, (i — h) and /(i — /’) for each load we have 



1 \ 

p. 

Pa 


p. 

/’o 

A 

P8 

p. 

Ao 

Pll 

P 12 

Jd = 

4.52 

14.30 

25-435 

37-655 

50.67 

64.17 

77.83 

91-33 

104.345 

116.565 

127.70 

I37.4S 

\-JS)=z 

137-48 

127.70 

116.565 

104.345 

91-33 

77.83 

64.17 

50.67 

37.655 

25-435 

14.30 

4.52 

I - = 

0.968 

0,899 

0.821 

0.734 

0.643 

0.548 

0.452 

0.357 

0,266 

0.179 

O.IOI 

0.032 


We can now draw up the following table fern the loads P? to P\i. 



^1 








X - kl 


ly —y)(x - kl) 

-r - kl 

H)-- 

(y — y){X— kl) 

.1- ~ /•/ 


- y)(x ~ kl) 

vTZ 

6.83 

93.2978 

+ 75 - 47 T 2 







hi 

20.17 

544-5900 

+ 159-3430 

6.67 

180.0900 

+ 52.6930 




ik 

32.86 

1304.2134 

+ 90.0364 

19.36 

768.3984 

+ 53.0464 

h.35 

252.0315 

+ 17.3990 

kl 

44.61 

2294.7384 

- I92.7T52 

3I-II 

1600.2984 

- 134-3952 

18.10 

931.0640 

— 73.1920 

hn 

55.13 

3415.8548 

— 722.2030 

41.63 

25S0.3948 

- 545-3530 

28.62 

1^73-2952 

— 374.9220 

niB 

62.06 

4275-3136 

-1300.7776 

4S.54 

3343.9206 

-1017.39S4 

35 - 5-4 

2449.0396 

— 745.1280 


-I-I90.63 

+ 9790.3512 

— 1240.6564 

+ 123.04 

+6801.1419 

— 1080.7080 

1 

+ 70.84 

+ 4180.9105 

— 808.2790 



Pi 

Pa 


X - kl 


(y — 

. 

,r - kl 

(x—kl) 

{y — y)(x — kl) 

.r- kl 

^x-~yx~ki) 

(y —y){-^ — k’l) 

kl 

5-87 

302 . 0702 

- 25-3584 







bn 

16.39 

1015.5244 

~ 214.7090 

5.26 

325.9096 

— 68.9096 




mB 

23-32 

1606.5148 

— 488.7872 

12.20 

839.7690 

- 255.5024 

2.40 

166 . 0248 

- 50.5136 

\ 

+ 33-32 

+ 2120.8520 

— 484.4610 

+ 11-36 

+ 745-7941 

— 196.6608 

+ 1.20 

+ 83.0124 

— 25.2568 
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summing summations, since mB is of half length, we take one half the values for in 

We have then, from these tables and equations (4), page 600, 

il/. = - 15.886P,, - 10 . 253 ^., -5.903/’., -2.827A., -o.947/’n, -o.iooA,; 

f^.-+o.43iA, + 0.299A. +0.184P., +o.0937>„, +o.033/>„, +0.004^,,; 

H = -^ 0.936A, + 0.801/’., +0.603/’., +0.362/’.., +0.147/’.., +0.01QP.,: 

and from equations'(5), (6) and (7), page 601, 

-6.944/’,, -7.759A, -6.943A, -4.69./’.., -2.042/’.,. -0.260/’.,- 

Z'r ~ + 5.53A . + 3433/’. 

F. - + 0.569/’,. +o.7or/’„ +o.8r6P.. +0.907/’., +0.967/’., +0.996/’.. 

Since the depth is 2.5 ft. and density 160 lbs. per cubic foot, we have for one foot width the loads 

A =/’•,. = 48200, /’. = A.=4oooo, P.=/’..= 29400, /’, = /’, = ,9,00. 

Pt = /’s = I 1000, P, = /’. =; 6600. 

Hence 

2,1/. = + 272750 pound-feet, ^ F. = 154300 pounds, = 87750 pounds. 

For the values of {x — //) we have for the points of division A, a', B, etc., 

A a' F rf At 


— 4.6917^^0, 
+ 2.8427^3, 
+ 0.907^3, 


— 2.042/^. 1, 
+ S-SjA , 
+ o. 967/^2, 


— 0.2607^13; 
+ 3432 /'i; 
+ 0.9967^1. 


F 

935328 

2144550 

d' 

3758000 

565493*^ 

/' 

7717664 

i 

14392982 

16809712 

V 

19338720 

B 

21910600 



We have then, from equation (8), page 601, for the moment at any point of the axis 

M =Z + 272750 — 154300;}; + 877509/ + —/&/). 


For the points f\g\ k\ 

etc., we have then 


f 

g' 

h! 

/ 

at =. 71 

84.66 

98 

I 10.69 

y = 35.50 

34.44 

31.29 

26.13 

M — 1 50500 

+ 102500 

— 12500 

— 121000 

From equation (2), page 599, we have then 


f 

g' 


T 

N— 87750 

* 88010 

89550 

95115 10 

For the edge distance of Nfrom the intrados 

we have now. 

f 

g' 

h' 

i' 

/ = - 0.47 

+ 0.08 

+ 1-39 

+ 2.52 


-1300 +272750. 


joints at the crown and springing opening at the extrados and at /' ^fa”- the 

the haunches sinking and the crown rising. ’ opening at the intrados. In other words. 

This is precisely what happened when the arch was erpct^d u . 

make one of two changes in the desig-n We can pith^r • order to make the arch stable we should 

over the haunches, by buildinl up lie suTcharge wtt 

surcharge there by filling in witli gravel instead o^f stone ° lightening the 

The arch was actually rebuilt with hollow spaces in the surcharge over the haunches. 
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The Straight Arch.—The straight arch is a stone beam fixed at the ends, subjected to 
compression and bending. The beam is AV/ • 

composed of voussoirs and therefore will -^^ 

not resist tension at any joint. I 

Let the loading be uniform and equal 
to w pounds per foot of length, and the —>-H | 

length of the span be /. 'wT j 

We have at the left end the reaction ^ \ I ^ 

Tr t 1 I 

Fj = — and the thrust H acting at the \ | 

\ I 

distance below . \ I 

The moment at any point of the axis XjhJ 

is then 'C j 


The work is 


H^dx 

2 EA 


''‘ 3 Pdx 

2 El 


‘H^dx 

2 EA 


, n H^dx ^ nM^dx rn^dx , r^r tvx^^ n 

= ISZ + i W = 7„ ^+7. 

If we differentiate with respect to H and put = o, we have for the value of H 


which makes the work a minimum 


IHy^ + wxy^{l - x)-\-^ -=: o. 


If we substitute I ^ Ak^, where is the square of the radius of gyration of the cross- 
section A, and integrate, we have 

HI Hy^l zvl^y, _ zvPy, 

EA + EAk^ 12 EAk^ - o, or -- . (r) 


o, or //" = 


Let the angle of the ends with the vertical be ot^ and let the ends be at right angles to 
the curve of equilibrium. Then the normal pressure on the ends is 


and the end areas are A. ~ —. Hence — = -r-, and if we take the breadth unity 

^ cos a A^ A ^ 

We have then from equations (i), page 599, for the maximum unit pressure p at the end 

2H / y\ 

d uuov 

where e is the edge distance of H, or, disregarding signs, =- y^^ H = - — 2\* 

2 12{^K y~yj_) 
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Hence 


wPy^ n 

^ 6 (/c^ + d Y 

The work will be a minimum when / is a minimum. 

If we differentiate and put = o, we have for the value of which makes/ a mini- 

dy^ 


mum, since , 

X 2 




L 

2 


^ 3 


Substituting in equation (i), we have, since k? 


12’ 


H=^ 


wP' 

8 Vid' 


We have then for the angle a 


V, d ^ d 

t 2 .na = = 2 Vl . = 3-4D4 -J- 


( 2 ) 


{a) 


{b) 


The maximum unit pressure is, since = 




12 

wl\ 4/3 — l) 


4 


Let the maximum allowable unit stress be Sf, then we have 




^/2( 4/^ _ 


or ^=0.325/ 


zu 


(3) 


(^) 


44/3^2 V ‘J/ 

Equation (^) gives the depth d for the maximum allowable stress, equation (b) gives 
the angle of the ends with the vertical, equation (a) gives the horizontal thrust II. 

Example. —Design a straight arch of 20 feet span to sustain a load of 4^00 pounds per foot of Ufigth, 
The allowable unit stress is Jo 000 pounds per square foot. 

From (f) we have 


^=6. 


.5/ 


4000 


1.8 ft. 


50000 

From {b) we have for the angle a of the ends with the vertical 

1.8 


tan a = 3.464- 


0.31176, or a=i7°i9'. 


The ends intersect, then, at a point 6^ at a vertical distance CO below the centre C given by 

/ 10 


CO ■. 


'2 tana 0.31176 


32.07 ft. 









CHAPTER XI. 


composite; STRUCTURES- SUSPENSION SYSTEM WITH STIFFENING TRUSS. 

Each of the structures of Chapter IX may be inverted, and constitutes in such case an 
'inverted arch or rigid suspension system. The method of calculation is then precisely the 
same, the only difference being that the horizontal thrust at the end of the arch becomes a 
horizontal pull at the ends of the cable, and therefore members which were in compression 
are now in tension, and vice versa. 

Suspension System. —A common construction for long spans, however, is that shown 
in the figure. Such a structure we may call a ‘ ‘ com¬ 
posite ” system, that is, it consists of two different systems 
which act together. The figure represents the most 
important of these, known as the ‘‘suspension system.” 

It consists of a flexible chain or cable which is stiffened 
under the action of partial loads by a truss. The truss is 
slung from the cable by suspenders, and may be of any 
design, either double or single intersection, Pratt, etc. The cable carries the entire dead 
weight, that is, the suspenders are screwed up until the ends of the truss just bear on the 
abutments. The office of the truss is thus to stiffen the cable and prevent change of shape 
and oscillation due to partial and moving loads. It also acts to support its share of the 
moving load. There are usually side spans at each end. In any case the cable passes over 
rollers on top of the towers, and is carried on beyond and firmly fastened to large anchorages 
of masonry. 

Defects of the System. —The principal defect of this system is its lack of rigidity. The 
cable possesses little inherent rigidity, and the stiffness is due almost entirely, therefore, to the 
truss. 

A second disadvantage is that a rise of temperature, by increasing the deflection, throws 
considerable load on the truss. To obviate this objection, the truss may be hinged at tlie 
centre and placed on rollers at the ends. 

Advantages of the System. —It is evident from the preceding that the system is best 
applied to long spans. The cable, then, carries the dead weight, and by reason of its own 
very considerable weight in such case resists in some degree the deforming action of partial 
loads. The truss can thus be very light compared to what it would have to be if there were 
no cable. 

Stays Unnecessary. —The system is accordingly in practice applied only to very long 

spans. In such case, with cables* made of steel wire it admits of 
great economy. But, owing to lack of rigidity, additional stiff¬ 
ness is sought to be obtained by the introduction of stays reaching 
from the top of the tower to various points of the truss, as shown 
in the accompanying figure. The use of these is not to be 
recommended. They render the correct determination of the 
stresses indeterminate. A load : t any point may be carried entirely by the suspender and 
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stay at that point, or by the suspender and truss, or by the stay and truss. It is impossible 
to tell exactly the duty performed by each; and even if it were not, it would be impossible to 
so adjust the several systems that each shall take its proper share. If such adjustment could 
be made, it would not last. Variations of stress, set, and elongation of members, shocks 
and vibrations, rise and fall of temperature, would constantly disturb such adjustment. 

The stays are also superfluous. The truss is a rigid construction. It ought to render 
rigid the system of which it forms a part, and should be so designed as to perform its duty 
without help. If such superfluous members are introduced, they can then be considered as 
an extra addition, contributing to strength and stiffness. But the truss should be designed 
without reference to their action. 

Horizontal Pull of Cable. —Let the span or chord of the cable AB be c, and the rise or 
versed sine Cc be r. Then if zv be the load per unit of horizontal, we 
have for uniformly distributed load, taking moments about B, if H is the 
horizontal pull, 





Hr Ar = o, 


or 


H. 


wc^ 
Sr ' 


(0 


Equation (i) gives the horizontal pull of the cable for uniform load, which is evidently 
the same at every point. 

Shape of Cable.— If we take moments about any point P distant from the centre, we 
have, if j/ is the ordinate for origin at C, 

zvx'^ wx^ 

-^ 4 -— = 0 . ^ ^ 

Inserting the value of /sTfrom (i), 





( 2 ) 


which is the equation of a parabola. Hence the curve of the cable or of a flexible string 
uniformly loaded along the horizontal is a parabola. 

Length of Suspenders* —Let 4 be the length of the suspender at the centre, then from 
(2) we have for the length of a suspender at a distance from the centre 


^ — 4 + 


^rx^ 


( 3 ) 


Length of Segment of Cable. —Let 7 i be the number of segments of the cable, the sus- 

c 

penders being equally spaced, so that — is the distance between suspenders, or the horizontal 
projection of a segment. Then from (2) we have for the ordinate of the nearest end 
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and for the ordinate of the farther end 


6i I 





Hence the vertical projection of a segment is 


^2 ~ = 


4r 

nc 



The length of a segment is then 

“ V ..(4) 

where .r is the ordinate from the centre to the nearest end of segment. 

Stress in Segment of Cable. —The secant of the angle of inclination o^ at any point is 


sec a = 


ns^ 


c 


Since the horizontal pull H is the same at every point, the stress for any segment is 
Stress in segment = H sec a == 


or, from (i), for uniform load 


Stress in segment = 


IIWCS^ 


(S) 


Deflection of Cable Due to Temperature, —Let e be the coefficient of expansion or con¬ 
traction, that is, the ratio of the change of length to the original length of a member for one 
degree change of temperature. Let f be the change of temperature in degrees, A the total 

change of length and the length of a cable segment. Then — is the ratio of the change 

^ c 

of length to original length for t degrees. For one degree we have then 

— = e, or A. = es,f, 

where e is given by experiment, and et is an abstract number or numerical value. For 
values of e see page 582. 

Suppose a load P at the centre of the cable would produce the same change of length. 
Since the structure is rigid so that the shape of the cable does not change, this load must be 
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distributed by the truss over the cable as a uniform load foot of horizontal, projection. 

Inserting this for w m (5), we have 

nPs^ 

Stress in segment — g—. 

From page 515 the work is one half the product of the stress and change of length, or 

nPets^ ^ 

Work on a segment = —16^ ’ 


The total work for all the segments is then 


Work = 

i 6 r 


If A is the deflection ofcable at centre, the work is also —. Hence 


PA 7 iP et'^s; 
2 ~~ l 6 r 




where n and ef are abstract numbers and and r are lengths. If we take and r in feet or 
inches, equation (6) will give A in feet or inches. 

Deflection of Truss for Uniform Load. —Let 2 ^^ be the stress in pounds in any member 
of the truss for a uniformly distributed load of one po2tnd per foot of length, that is, 21^ is the 
per potmd-per-foot distributed load. Then the stress in pounds for a uniform load of w 
pounds per foot will be given by The corresponding strain A is then (page 477) 

_ wti^s 
~ aE ’ 

where s is the length of truss member, a its area of cross-section in square inches and F. its 
coefficient of elasticity in pounds per square inch. If is taken in feet or inches, A will be 
given in feet or inches. 

Let p be the stress in pounds in the member due to one pound placed at the centre of 
the truss. That is, p is the stress in pounds per poimd of load at'centre. Then the work on 
the member due to this load is 

/A zvpn.s , 

I pound X — 2 aE ^ ^ pound. 

The total work on all the members is then 


Work = X I pound. 
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But if is the deflection at the centre the work is also i pound X Hence we have 


I pound X - = X I pound, or ^ 




where E and a are as already specified. If i- is taken in feet or inches, Yl will be given in 
feet or inches. 

Temperature Load for Truss. —When the cable expands or contracts the centre falls or 
rises a distance given by (6), and the centre of the truss falls or rises with the cable a dis¬ 
tance given by (7). Let be the uniformly distributed load in pounds per foot which would 
cause this deflection. Then, equating (6) and (7), we have 

Enet' 2 s? 


Old Theory of Suspension System. —The theory of the suspension system heretofore in 
use is due to Rankine, and is based upon the assumption that the cable carries the entire load^ 
dead and live, the office of the truss being simply to distribute Fig. i. 

a partial loading over the cable, and thus prevent change of ^ 

shape. A A ^-^-^ 

Maximum Shear in Truss — Old Method. —Let the f | 11 | . 

uniform live load zv for unit of length extend over the distance - 


z from the right end (see Fig. i). “ 

Then the load is wz, and, since by assumption the cable carries all this load, the upward 

load on the truss due to the cable is wz or, — for unit of length. 

Let be the reaction at the left end A of the truss. We have, taking moments about 
the right end B, 

c wz^ ^ wz{c — z) . 

— R^c — zuz . “-|-^ = o, or R^ = ^ .(i) 


Since this is negative, the truss should be tied down at the ends. If the load zu extends 
over the distance z from the left end (Fig. 2), we have 



R^c -f- zifzlc 


Ra — + 


ZJUZ . ~ = o, 
2 




In the first case (Fig. i), when the load comes on from the right, we have for the shear 
at any point distant from the left end: 


when ;i; is less than c — z 


ZJUZ 

Shear = -h 


when X is greater than c 


zuz 

Shear == -j- —x — zv\x ■— {c — 5')]; 
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or, inserting the value of from (i), 


when X < c — z 

when X > c — z 


W3 
— 2 
2 C L 




Shear = — |^2;r 
Shear = — 2 x — [c — z) 

2C ^ \ 


— w[x — (c — ^)]. 


From the last of these equations we see that the shear is a positive maximum when the 
last term is zero or when s ■= c — x. That is, the shear for the unloaded portion is a positive 
maximum at the head of the load. 

From the first of these equations we have the shear a negative maximum when 

z ^ X, That is, the shear for the unloaded portion is a negative maximum at any point 
2 

when the distance covered by the load is equal to the distance of the point from the centre. 

Inserting these values of z — ^ x and z c — we have for any point of the 
unloaded portion distant .;r from the left end: 


unloaded portion \ 


maximum positive Shear = -f" 


maximum negative Shear = — 



• • ( 3 ) 


In the second case (Fig. 2), when the load comes on from the left, we have for the shear 
at any point distant from the left end: 


when X < z 


Shear = + 


wz 

— •;ir — 
c 


wx^ 


or, inserting the value of from (2), 


when X < z 


IVz 


zvx. 


This is a negative maximum for z ~ x. That is, the shear for the loaded portion is 
negative maximum at the head of the load. 

It is a positive maximum when z — x. That is, the shear for the loaded portion is 

a positive maximum at any point when the distance between the point and the end of the load 
is equal to the half span. 

Inserting the values oi z ~ x and -s’ = - + we have for any point of the loaded portion 
distant from the left end: 


loaded portion I 


maximum positive Shear 



maximum negative Shear = 


w{c — x^x 


• . (4) 


2 C 
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We see from equations (3) and (4) that we have for the maximum shears for 

I 


615 


X =: O 


Shear = di 


zvc 




I 

4 

32 


2 

wc 
■ ~8 


That is, the maximum shear is practically constant and varies but litle from —. 

It is therefore customary by the old method to design every brace for the maximum 
shears due to live load. 


Shear = ± -g-.(i) 

Maximum Moment in Truss—Old Method. —For the moment at any point of 
the unloaded portion (Fig. i ) distant ;r from the left end, if w is the uniform live load for unit 
of length, we have 


M ■=. — Rj^x 


wzx’^ 
2 C ’ 


or, substituting the value of Rj^ from (i), 


M= - - ^)] 


( 5 ) 


For any point of the loaded portion (Fig. 2) we have 


M = 


- — 


WZX^ 


2C 


WX^ 

2 ™' 


or, substituting the value of R^ from (2), 


M-. 


2C 




7VX^ 


( 6 ) 


In (5) o for X = e — Zf and in (6) M ~ o for = z. That is, the moment at the 

head of the load is zero. Also, if .r is less than c — .c' in (5), the moment is positive, and if 
greater than c — s, the moment is negative. The head of the load is then a point of inficctioii^ 
and the loaded and unloaded portions may be considered as simple trusses uniformly loaded. 
The greatest moment for each portion will then be at the centre of each portion. Making, 

then, X ■=. —in (5) and .r = “ in (6), we have for the moment at the centre of each portion 


4 - 


wzic — z'P 
8^ 


and 


WZ' 

8 c 


(c - ^). 


These are a maximum, respectively, for z =: —c and z = —c. 
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Hence the maximum positive 7 noment is at the middle of the 2tnloaded po 7 'tiou when the 
load extends over 07 ie third the span, and the inaximnm Jicgative moment is at the 7 }iiddle of 
the load zuhen it covers two thirds the span. 

We have then for the maximum positive moment at any point of the unloaded left half 


span, by putting ^ in (5), 


-( 2 ^ — ix^x. 


and for the maximum negative moment at any point of the loaded left half span, by putting 


z = -cm (6), 


M= — 


From equations (7) and (8) we have the maximum moments for 


o 


I . zue^ 

That IS, the maximum moment beyond ~c is practically constant and varies but little from 

It is therefore customary by the old method to desigJi every chordpa7iel for the 7naxii7iu77i 
mo 7 nents diie to live load 


M= ± 


Temperature Load for Truss. —From (I) and (II) we can then easily find the area a of 
each truss member due to live load. Thus for straight truss of height h, if cr is the working 
stress, we have for the area a of the chords 

wc^ 

^ .. (9) 

and for the area of a brace which makes the angle 0 with the vertical 


We have then from (8), page 613, the temperature load per unit of length, 


EitetlEs^ 


Stress in Truss. —This temperature load should be taken into account together with the 
live load in finding the maximum truss stresses. We have then to add to the shear and 
moment given by (I) and (III) the shear and moment due to the temperature load w^. The 
actual stresses in the truss members, then, are greater then those due to the live load only, 
and hence the areas assumed in (9) and (10) are too small and the corresponding value of 








given by (III) is too small. We should therefore assume somewhat larger than given by 
(III), and then find the stresses for this assumed and the live load. The corresponding 
areas should, when inserted in (III), give us pretty closely the value for we assumed. If 
not, we can make another approximation. 

Cable Stress and Area. —We can now find the stress and area in any cable segment. 
Thus let the dead load per unit of length be the live load w, and the temperature load 

assumed as above. Then the total unit load for the cable is {w Wq-\- w/), and from 
(5) we have for the stress in any segment whose length is 


Stress in segment = 


n{w 


If the working stress for cable is cr^, we have only to divide by to have the area of 
cross-section. 

If the cable is made of links, (IV) will give the stress for any link according to the value 
of .9^., and dividing by we have the area of cross-section of the link. If the links are of 
constant area of cross-section, or if we have a wire cable, we must take for .9^ the length of 
the end segment for which .9-^ is greatest. 

Suspender Stress and Area. —Let 7 z be the number of segments of the cable; then 
r 

~ is the distance between suspenders. The-unit load is (zv + ^0 4 " hence 


Stress on suspender — {w 


(V) 


If (T^ is the working stress, we have only to divide by cr^ to have the area of cross-section 
of the suspender. 


Example.—O ld Method. —In order to abridge the work of computation we take a short span for illus¬ 
tration. 

Delia. —Let^the span r = 54 feet; the versine of cable r = 9 feet; the depth of truss h = 12 feet; the 
panel length 9 feet, so that the number of segments of the cable is ?^ = 6; the truss of steel and coefficient 
of elasticity for truss members ^=30000000 pounds per square inch; working stress for truss members 
and steel sus{)enders cr = = 10000 pounds per square inch; cable of steel wire working stress ~ (Jc — 

30000 pounds per square inch ; live load w = 2000 pounds per foot; dead load Wo = 1000 pounds per foot; 
coefficient of expansion e = 0.00000686; range of temperature t = 80°. 

Let the members be notated as in the following figure. The angle 0 of the braces with the vertical is 

then such that sec 0 = -, 

4 
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Calctdation. —We have, from (I), 

nvc 2000 X 54 , 

Shear = ± _ =--—^ = 13500 pounds. 

o o 

This, then, is the stress for every post. For every brace the stress is 

Shear x sec 0 = 19089 pounds. 


From (II), the moment for any chord panel is 

^ 2 0 0Q_^5_4 X i4 ^ 
54 54 

Hence the stress for each chord panel is 

108000 

~— = 9000. 


If the working stress cr = 10000, we have then for each post 

post area = 1.35 sq. in., 

for every brace 

brace area = 1.9 sq. in., 

for every chord panel 

panel area = 0.9 sq. in. 

Since we have disregarded the stress due to temperature, let us take post area = 1.5 sq. in., brace area 
= 2 sq. in., panel area = i sq. in. 

The length of a cable segment is, from (4), page 61 r, 

Sc-‘\/si + 1(2X + 9)^ 


where x is the ordinate from tlie centre to nearest end of segment. 

We have then for the length of cable segments : ^ 

A'a' a'b b'F Ed’ d'd dB' 

Sc = 4/106 4/90 4/82 4/82 4/90 4/106 ® 

Hence = 556, and this is to be inserted in (III) in order to find the temperature load wu 
We can now draw up the following table. 


Member. 

Area a 
in Sq. 
Inches. 

Lctunh 

s 

in Feet. 

Stress 7 /q 
in Pounds. 

_ Stress /i 
in Pounds. 

a 

pu^s 

aA 

1-5 

12 

— 22.5 

-0.5 

+ 90 

+135 

a^A I 

1-5 

I 2 

- 13.5 

-0 5 

+ 

+ 81 

ci^A Q 

1-5 

12 

- 4-5 

- 0.5 

+ 18 

+ 24 

aA I 

2 


-f- 28.125 

+ 0.625 

+ 131-836 

+ 263.672 

aiA‘i 

2 


+ 16.875 

+ 0.625 

+ 79-101 

+ 158.202 

a^Az 

2 

15 

•/- 5.65 

+ 0.625 

+ 26.367 

+ 52.734 

acti 

I 

9 

-16.875 

-0.375 

+ 56.953 

+ 56.953 

a^a^ 

I 

9 

- 27 

-0.75 

+1S2.25 

+182.25 

az-az 

I 

9 

-30.375 

■-1.X25 

+ 307.547 

+ 307-547 

AA\ 

I , 

9 

0 

0 

0 

0 

A\A ^ 

I 

9 

+ 16.875 

+0.375 

+ 56.953 

+ 56.953 

AzA 3 

I 

9 

-h 27 

+0.75 

+ 182.25 

+ 182.25 

- - 





+ 1185.257 



For each member in the half truss we give in the table the area a in square inches already found, the 
length .y in feet, the stress in pounds due to a uniform load of one pound per foot of length or 9 pounds 
at each lower apex, and the stress p in pounds due to one pound at the centre-line apex. In the last column 

we have then the quantities pu^s and for each member of the half span. 
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The table gives us for the half span ' 185.257, and hence for the whole span 

:S<—^ = + 2370.514. 
a 

Inserting this and the value of 'Ssc^~ 556 in (III), we have 

30000000 X 6 X 0.00000686 X 80 X 556 _ 

8 X 9 X 2370.514 —322. 

This, as we have seen, must be too small. Let us then assume 

wt = 600 pounds per foot of length. 

*wc 

Stresses in Truss,—\i we take for the braces the live-load shear ± -- = ± 13500 pounds, as given by (I), 
for the chords the moment ± — = ± 108000 as given by (II), and in addition the shear and moment due to 

54 

Wt = 600 pounds per foot of length, we obtain the following stresses in the truss members in pounds: 


For the posts 

aA = — 27000 aiAi = —• 21600 
For the braces 

aAi = + 33750 UiAi = + 27000 

Aai = -h 33750 AiUi = + 27000 

For the chords 

aai = — 19125 aia-i = ± 25200 


auA‘2 = — 16200 azAz = — 13500 

a^An == 4- 20250 
A 1^3=: + 20250 

= ± 27225 
A'xAz = ± 25200 


AAi == — 19125 A1A3 = ± 19125 A'xAz ~ ± 25200 

Taking the working stress cr = 10000 pounds per square inch, these stresses give us the following areas 
of cross-section in square inches : 

aA = 2.7 aiAx=2.i6 a^A^ = 1.62 azAz=i. 3 S = 3-37 aiAz = 2.7 

a>2Az = 2.02 aai = 1.91 ~ 2.52 a^xaz = 2.72 AAi = 1.91 

A1A3 = 1.91 A’xAz = 2.52 

If we use these values of a in place of the values of a in the table page 618, we obtain 

„ 1165.06, 
a 

and i^^serting this in (III) we obtain 

Wt = 655, 

whereas we assumed wt at only 600. 

Let us then again assume Wt = 700. We have then the following stresses: 

For the posts 


aA = — 29250 
For the braces 

aAi = 36562 

Aai = -p 36562 

For the chords 

aai = — 20812 
AAi = — 20812 


aiAi = — 22950 


aiAi = “h 28687 
Aiai = + 27000 


aia^ = ± 27900 
A1A3 = ± 20812 


a^iAi = — 16650 


a^Az = 4* 20812 
Azaz = + 20812 


a^az = ± 30262 
AaAz = ± 27900 


azAz = — 13500 


We have then for cr = 10000 the areas of cross-section aA = 2.92, aiAi = 2.29, a^Az= i 66, azAz = 
1.35, aAi = 3.66, aiAz = 2.87, a^Aa = 2.08, aai = 2.08, aia<i = 2.79, azaa = 3.02, AAi = 2.08, AiA^ = 2.08, 
A^Az ~ 2.79. 

Taking these values of a in place of the Vdlues of a in the table page 618, we have 


1071.58, 
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and inserting this in (III) we obtain wt = 711. Since we assumed wt = 700, we obtain practically the same 
value we assumed. 

We have then wt = 700, and the stresses last found are the truss stresses. 

Since the live-load post stresses are 13500, the live-load brace stresses 16875, the live-load chord 
stresses 9000 pounds, we see that the temperature-load stresses are in this case much greater and of greater 
importance than the live-load stresses. 

The truss stresses just found should be divided by 2 for two trusses. The calculation supposes all the 
load carried by one truss and one cable. 

Cable Stress and Area. —We have found already for the lengths of the cable segments 
A' a' = a'U = 4/90, b'c' = 4/82 feet. 

Hence, from (IV), we have for the stresses 

A\i' = 171495, a'b' = 158175, Uc’ = 149850 pounds. 

If the working stress is 30000 pounds per square inch, the areas of cross-section should be 

A' a' — 5.72, a’b' — 5.27, b'd = 4.99 square inches. 

If the cable is to have a constant area of cross-section or is a wire cable, tlie area should be then 5.72 
square inches. Stresses and areas should be divided by 2 for two cables, etc. 

Suspender Stress and Area. — For the suspender stress we have, from (V), 

Suspender stress = (2000 4- 1000 + = 30300 pounds. 

If the working stress is 10000 pounds per square inch, the area of cross-section should be 3 square 
inches. For two cables we have then 1.5 square inches cross-section for each suspender. 

If the suspenders are also of steel wire, so that the working stress is 30000 pounds per square inch, the 
area of cross-section would be i square inch, or for two cables 0.5 square inch for each suspender. 


New Theory of Suspension System. —The old method which we have just illustrated is 
based upon the assumption that the cable carries the entire load, dead and live, so that the 
office of the truss is simply to prevent change of shape. Unless, however, the truss swings 
clear of the supports even when fully loaded, this assumption is not correct. If we suppose 
that the truss just bears on the supports when unloaded, then when the live load comes on, 
the truss must bear a portion of thi« load as well as prevent change of shape, and the cable 
carries then the dead load and only a portion of the live load. The portion carried by the 
cable and by the truss must then be determined by tlie principle of least work. 

Work on Suspenders. — Let the truss just bear on the supports when unloaded, and 
suppose a load P to be placed at any apex. Let a certain fraction of P represented by 0 be 
carried by the cable. Then if there is no change of shape, the load d’/Unust act on the cable 


as a uniformly distributed load, and the load on a suspender is 


drP 

n 


If / is the length of a 


<p PH 

suspender, the work on the suspender is (page 515) —. The work on all the sus- 

2/rA/^, 

penders is then 


Work on suspenders = 


211^E,a, ’ 


(0 


where a, is the area of cross-section and is the coefficient of elasticity for the suspenders. 
Work on Cable.—The load per foot of length on the cable for a load P placed on the 
. (pP _ _ _ .j cfyP 

truss IS We have then, by putting —^ in place of w in equation (5), page 611, for the 

stress on a segment of the cable of length 


Stress 


8r 





(2) 
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Hence (page 515) the work on a segment is 


and the total work on cable is 


i2^f'E^a/ 


Work on cable 


n^cjy^P^ 

12SPE^ 


(3) 


where is the area of cross-section of cable segment, and E^ is the coefficient of elasticity 
for the cable. 

Work on Truss. —The truss is subjected to a uniformly distributed upward load due to 


the cable of 


(IP 

-- pounds per foot of length, and also supports a load P at 


any distance z from 


the left end. 

Let be the stress in pounds in any member for a uniformly distributed load of one 


poimd per foot of length. Then the stress for 


epP 


pounds per foot will be 


c 


Let p be the stress in pounds in any member due to one pound at the distance z from 
the left end. Then the stress due to P will be 

pp. 

The stress, then, in any member can be written 


Stress 


Pp 


c 





( 4 ) 


where the stresses and p arc to be inserted with their proper signs (-j-) for tension and (—-) 
for compression. 

Now the work of the member is, from page 515, 


Work = 


(Stress)"jr 

2 Ea 


where .y is the length, a the area of cross-section and E the coefficient of elasticity. Insert¬ 
ing the value of the stress just found, we have for the work of all the members, or 


Work of truss — P'-'^ [p — 


(5) 


Value of 0.—We'can now find the value of 0 or that fraction of the load P carried by 
the cable. 

Thus, adding the works given by (i), (3) and (5), we have 


Total work = 




27rE^a^,~^ I 28 r“£', 

Inch m; 

If then we differentiate with reference to 0 and put 






c 1 2 Ed 


The value of 0 is that which makes this work a minimum. 

d (work) 
d([) 


= o, we have 


PI- I 

77 -E^a^~^ 6 e^ 7 '^Ep^a^ d^Ea Ea 
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Hence we have 


^ ^ Ea 


(VI) 


This value of <p requires that the values of the cross-sections, a^y and aj^ of the truss 
members, cable, and suspenders shall be known. 

New Method. —We therefore assume for a first approximation the values of Uy and 
as already found by the old method. Then, from (VI), we can find the value of 0 for each 
apex live load Py and we thus know for each apex live load P the amount (pP carried by the 
cable which acts as a uniformly distributed upward load on the truss. This gives an upward 

(pP 

apex load at every apex of 

We can now find and tabulate the stress in every truss member due to each apex live 


load P and the upward apex load at every apex, and thus obtain the maximum live-load 

stresses. To these must be added the stresses due to temperature load as given by 
equation (III). 

:ScpP 

The cable stress is then given from (IV) by substituting- for w: 


Stress in cable segment := 


-:2cpp 


+ Wo + • 




8r 


(VII) 


The suspender stress is in the same way, from (V), 


Stress on suspender = 


4 


^0 T- 


c 

71 


(VIII) 


From these stresses the corresponding areas ay and can be determined, and if not 
sufficiently close to those assumed, another approximation can be made. 


Example. —New Method.—W e take the same example as before. 

Daia.—c = 54 ft., r = 9 ft., h — 12 ft., 7t — 6, E — = Es = 30000000 lbs. per sq. in., cr^ = 30000, 
and (Ts = cr = 10000 lbs. per sq. in., apex live load F = 18000 lbs., dead load = 1000 lbs. per ft., e = 
0.00000686, t — 80°, length of centre suspender 4 = 14 ft. 
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• SUSPENSION SYSTEM, EXAMPLE 


Members notated as in the figure. The angle 0 of braces with vertical such that sec 9 = A 

4 

Calculation .—We proceed finst by the old method and find, as already shown, the areas of cross-section 
for suspenders, cable and truss, and the temperature load wt. 

We have already found by the old method 


■ind for cable of uniform cross-section 


If the cable is of links, we have 


Wt = 700 and as 3, 


ac = 5.72, .Tc = 4/106. 


A a! a!b^ Ud 

ac = 5-72 5-27 5 

.r^ = 4/T06 V90 4/82 


We have then for uniform cross-section of cable 


= 1145, 

" ac 


and for cable of links 


We have from equation (3), page 612, the length of a suspender, 


Hence we obtain 


/ = 14 + 


:si z= 14 + 2(15 + 18 + 23) = 126. 


Inserting these values in (VI), we have, since lie = E.s = for cable of uniform cross section 


492.375 + 


54 -^ a 


For cable of links we have 438 in place of 492.375. 

We can now form the table on page 624. 

For each member in the truss (omitting counters) we give in the table the area a in square inches as 
found already by the old method, the length .9 in feet, the stress in pounds due to a uniform load of one 
pound per foot of length or 9 pounds at each lower apex. 


We can determine for each member the quantity , and we have 


r -it— = 36210. 


Equation (6) thus becomes, for cable of uniform section. 


492.375 + 670.55* 


(7) 
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624. 



s 

a 

Uz 

Uq^S 

a 






aA 

12 

2.92 

— 22.5 

4-20S0 

— 0.833 

— 0.666 

-05 

-0-333 

— 0.166 

aiAi 

12 

2.29 

— 13-5 

4- 955 

+ 0.166 

— 0.666 

-0.5 

-0.333 

— 0.166 

a 

12 

1.66 

- 4-5 

•4* 146 

4-0.166 

4- 0.333 

-0.5 

-0.333 

— 0.166 

azAz 

12 

1-35 

0 

0 

0 

0 

0 

0 

0 

a^A 4 

12 

1.66 

— 4*5 

4- 146 

— 0.166 

-0.333 

-0.5 

+ 0.333 

+ 0.166 

a^A 5 

12 

2.29 

- 13-5 

+ 955 

—* 0.166 

— 0.333 

“0.5 

-0.666 

+ 0.166 

bB 

12 

2.92 

— 22.5 

4- 2080 

— 0.166 

—0.333 

“O.5 

-0.666 

-0.833 

a A \ 

15 

3.66 

“h 28.125 

4-3241 

+ r.04T 

+0.833 

+ 0.625 

4- 0.416 

+ 0.203 

aiA ^ 

15 

2-87 

+16.875 

4~ 14S8 

— 0.208 

+0.833 

4-0.625 

•+ 0.416 

“f- 0 208 

a-xAz 

15 

2.08 

4- 5.625 

4" 228 

■— 0.208 

— 0.4:6 

4-0.625 

4* 0 416 

+-0.208 

a^Az 

15 

2 .o 3 

“h 5.625 

4" 228 

+ 0.208 

+ 0.416 

4*0.625 

— 0.416 

— 0.208 

a&Ai 

15 

2.87 

+16.875 

4-1488 

4-0.208 

+ 0.416 

+ 0.625 

4-0.833 

— 0.208 

bA 6 

15 

3.66 

4- 28.125 

4-3241 

4" 0.20S 

+ 0.416 

+ 0.625 

+0.833 

+1.041 

aai 

9 

2.08 

- 16.875 

4-1232 

— 0.625 

-0.5 

“O.375 

— 0.25 

— 0.125 

CL \( l % 

9 

2.79 

-- 27 

4-2352 

-0.5 

— I.O 

-0.75 

“0 5 

— 0 25 

CL^CLZ 

9 

3.02 

- 30.375 

4~ 2749 

— 0.375 

-0.75 

“ 1.125 

-0.75 

— 0.375 


9 

3.02 

- 30.375 

4-2749 

“ 0.375 

-0.75 

- I 125 

— 0.75 

— 0.375 

CAdz 

9 

2.79 

- 27 

4-2352 

— 0.25 

-0.5 

“O.75 

— I.O 

-0.5 

azb 

9 

2 .o 3 

— 16.S75 

4-1232 

— 0.125 

— 0.25 

“ 0.375 

“0 5 

— 0.625 

AAi 

9 

2.08 

0 

0 

0 

0 

0 

0 

0 

AiAi 

9 

2.08 

4 - 16.S75 

4-1232 

+0.625 

4-0.5 

+ 0.375 

4-0.25 

+ 0.125 

AzA 3 

9 

2.79 

4- 27 

4- 2352 

4-0.5 

+ I.O 

4-0.75 

4 0.5 

+ 0.25 

AzAa 

9 

2.79 

4-27 

4- 2352 

4-0.25 

+ 0.5 

4-0.75 

+ I.O 

4-0.5 

AaAz 

9 

2.08 

+16.875 

+1232 

+ 0.125 

+ 0.25 

4-0.375 

+ 0.5 

+ 0.625 

AzB 

9 

2.08 

0 

0 

362 TO 

0 

0 

0 

0 

0 


For cable of links we have 438 in place of 492.375. 

We also give in the table the stress in every member due to loads pi , , ps , of one pound placed 

at each lower apex. 


We can now form the following table giving the quantity for each member, and hence 


-7^ 

- a 


for 


one pound at Ai, A%y , Aa y and At. 



piUzS 

a 

pzUzS '' 

a 

pzKoS 

a 

a 

phUzS 

a 

aA 

+ 

77-05 

+ 61.64 

+ 

46.23 

+ 30.82 

H- 

15.41 

a^Ai 

— 

11.79 

+ 47 -i 6 

4- 

35-37 

+ 2-^. 58 

4 - 

11.79 

a^A a 

— 

5-4 

— 10.8 

4- 

16.2 

+ 10.8 

+ 

5-4 

azA 3 


0 

0 


0 

0 


0 

^ aAa 

4- 

5 4 

+ 10.8 

+ 

16.2 

— 10.8 

__ 

5.4 

azAz 

4- 

11.79 

+ 23-58 

4- 

35-37 

+ 47 -i 6 

__ 

11.79 

bB 

4 - 

15.41 

+ 30.82 

4 - 

46.23 

+ 61.64 

4 - 

77.05 

a A I 

+ 119.87 

+ 95.90 

4- 

71.92 

+ 47-95 

4- 

23-97 

aiAi 

— 

18.34 

4 - 73-36 

4- 

55-02 

+ 36.68 

4 - 

18.34 

a^A 3 

— 

8.44 

+16.87 

+ 

25 3 r 

+ 16.87 

4 - 

8.44 

aiAz 

4- 

8.44 

— 16.87 

4- 

25-31 

— 16.87 

__ 

8.44 

azA 4 

4 - 

18.34 

+ 36.68 

4- 

55.02 

4 - 73-36 

— 

18.34 

bA 6 

4- 

23.97 

4 - 47-95 

4- 

71.92 

+ 95.90 

4 - 

119.87 

aai 

+ 

45.65 

4 - 36 52 

+ 

27-39 

+ 18.26 

4 - 

9-13 

aiUz 

-h 

43-54 

+ 86.08 

4 - 

65-31 

+ 43.54 

4 - 

21.77 

azuz 

4- 

33-94 

+ 67.88 

+ 

101.82 

+ 67.88 

4- 

33-94 

aza ^ 

4- 

33-94 

+ 67.8S 

+ 

101.82 

+ 67.88 

+ 

33-94 

aAUz 

+ 

21.77 

4- 43-54 

+ 

65-31 

+ 86.0S 

+ 

43-54 

a%b 

AAi 

4- 

9-^3 

0 

+ 18.26 

0 

+ 

27.39 

0 

+ 36.52 

0 

4 - 

45.65 

0 

AiAz 

4- 

45.65 

4 - 36.52 

+ 

27.39 

+ 1S.26 

4- 

9-13 

AzA 3 

+ 

43-54 

+ 86.08 

+ 

65-31 

4 - 43.54 

4 - 

2 X .77 

AzA A 

4- 

21.77 

4 - 43-54 

+ 

65.31 

+ 86.08 

4 - 

43-54 

AaA 6 
AzB 

4- 

9-13 

0 

+ 18.26 

0 

+ 

27.39 

0 

+ 36.52 

0 

4 - 

45-65 

0 


+ 544-36 

+ 921.65 

+ 1074,54 

+ 921.65 

+ 544-36 
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We have then from (7) for the apex loads Px, Pz, y Pt, y for cable of links. 
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Pi 

(p = 0.49 


A 

0.83 


7^3 

0.96 


A 

0.83 


P, 

0.49 


We see that the fraction 0 of a load Px carried by the cable varies with the position of the load from 
about 0.5 at the end to 0.96 at centre. 

(pP 

We have P = 18000 pounds in the present case and the upward load on truss = 3oco0 pounds at 

every apex of the loaded chord. We also have the temperature load wt = 700 pounds per foot. 

We can then draw up the following table of stresses for the truss. 



aA 

it\Ai 

1 


a ^ A ^ 

a Ax 

axAi 

a ^ A % 

Px 

- 11325 

0 

- 5205 

— 3735 

+ 14156 

— 6506 

- 4668 

A 

- 5775 

- 8265 

0 

— 7245 

I 4 - 7219 

+ 10331 

- 9056 

7^3 

— 1800 

— 4680 

- 7560 

0 

H- 2250 

+ 5850 

4 - 9450 

7^4 

0 

— 2265 

“ 4755 

— 7245 

— 281 

+ 2831 

+ 5944 

P, 

0 

- 795 

— 2265 

— 3735 

— 844 

+ 994 

4- 2831 






-|- 19687 
— 19687 

+ 11812 
— 11812 

+ 3937 
- 3937 

Wi 1 

- 15750 

- 15750 

— 9450 

- 3150 

Max. Stresses... j 





+ 433 T 2 
— 20812 

+ 31818 
- 18318 

-f- 22162 
—17661 

- 34650 

1 

— 29235 

— 25110 



aax 

a 1(23 

7^1 

- 8494 

- 8494 

Pi 

- 4331 

— 10530 

Pi 

- 1350 

— 4860 

p. 

0 

- 1530 

p. 

0 

- 90 

{ 


-|- 11S12 
— 18900 

j 

— IISI2 

Max. Stresses.. . | 


-|- 11812 

- 25987 

- 44404 



AAx 

A lAo. 

AiAb 

— 4590 

0 

+ 4590 

+ 1789 

— 10530 

0 

-f 4331 

■f 5096 

— 10530 

0 

H- 1350 

-l- 4860 

- 5096 

— 168 

- 168 

+ 1530 

— 1789 

— 506 

— 506 

+ 90 

-j- 18900 


-f-11812 

-l- 18900 

— 21262 

— 11812 

— 1S900 

— 21262 

-f 18900 


+ 22083 

+ 32265 

- 53797 

— 12486 

- 19574 

— 21262 


From this table we find the maximum stresses in the truss members. 

We have now from (VII), since wt = 700, = 1000, ' 2 cp = 3.6, for the stresses in the cable segments, 

A a! a'P Pd 

134415 123714 118102 


The suspender stress is, from (VIIl), 26100 pounds. 

We can now find the corresponding areas of cross-section of the members, and if these areas differ too 
much from those assumed, should make a new calculation with the new areas. 











626 


STATICS OF ELASTIC SOLIDS. 


[Chap. XI. 





INDEX 


PACK 


Abutting joints. 487 

Acceleration, angular.-82 

“ “ axial and normal. 83 

“ “ couple.1. 144 

“ in terms of linear. 85 

** ** moment of. 90 

'' rectangular components of 83 

“ “ resolution and composition 

of. 83 

“ ** resultant.83, 159 

axial and normal.83, 160 

“ central.iii, 160 

“ “ directly as distance. 125 

“ inversely as square of dis¬ 
tance. 112 

** of centre of mass. 299 

“ deflecting and deviating. 80, 159 

of gravity. 100 


experimental determina¬ 


tion of. 340 

instantaneous linear. 75 

“ axis of.151, 161 

linear, resolution and composition 

of. 76 

linear and angular combined. 150 

mean linear. 75 

moment of.89, 90, 160 

of moment of momentum. 30T 

radial and axial. 80 

rectangular components of. 77 

resultant. 159- 


analytic determination of 77 


spontaneous axis of. 152 

tangential. 158 


and central 


77 


“ uniform. 100 

“ and variable. 78 

** “ motion on an inclined plane 136 

“ motion in a curve. 103 

variable^. 109 

Adhesion. 220 

Advantage, mechanical. 267 

Alphabet, Greek. i 

Analytic determination of resultant acceleration 77 
“ “ “ “ velocity .... 67 

“ angular ve¬ 
locity. 60 


PAGE 


Angle, conical. 7 

“ of friction. 263 

“ of rupture for earth. 468 

“ unit of. 6 

Angular and linear acceleration combined. 150 

“ “ “ rate of change of speed. 73 

“ “ “ velocity combined. 144 

“ displacement. 52 

“ “ resolution and composition 

of. 58 

“ in terms of linear velocity. 70 

“ speed and velocity. 61 

speed, rate of change of. 96 

“ velocity, composition and resolution of. 68 

“ moment of. 90 

“ ** rectangular components of.... 69 

“ “ resultant... 155 

“ “ analytic determina¬ 
tion of. 69 

“ uniform and variable. 65 

Arch, conditions of stability of. 599 

“ dam.... 450 

“ framed, fixed at ends. 586 

“ hinged at ends. 579 

“ “ three hinges.. 578 

“ metal... 578 

“ pressure curve of. 598 

“ reduced surcharge for. 598 

“ solid, fixed at ends. 592 

“ “ hinged at ends. 592 

“ stone. 597 

“ straight. 607 

Area, material. 23 

“ moment of. 22 

Astronomical unit of mass. 206 

Attraction of homogeneous shell or sphere...... 203 

Axes, principal. 35 

Axial acceleration . t6o 

“ moment. 194 

“ and normal angular acceleration. 83 

“ radial acceleration. 80 

Axis of acceleration, instantaneous. 161 

“ instantaneous.145, 157, 371 

" invariable .*302,378,391 

“ moment about. 180 

“ neutral...493, 509 

of rotation, instantaneous. 145, 157 

627 

























































































628 


imEx, 


PAGE 


Axis of symmetry. 23 

Axle friction. 227 

“ “ work of. 266 


Balance, determination of mass by. 212 

Ballistic pendulum. 362 

Beams, deflection of. 530 

“ fixed horizontally at ends. 522 

** impact of. 358 

shearing stress in. 553 

“ strength of. 499 

of uniform strength. 503 

“ work of shearing force in. 554 

Bending and compression combined. 528 

** tension “ . 528 

“ moment. 494 

stress. 493 

“ work of... 521 

Blackburn’s pendulum.. 135 

Butt-joint. 487 

Brachistochrone. 142 

Brake, friction. 265 


Cartesian co-ordinates. 12 

Central acceleration.. in, 160 

“ “ directly as the distance. 125 

“ inversely as square of dis¬ 
tance. 112 

“ and tangential acceleration. 77 

impact.342, 344, 347 

Centre of gravity.22, 190, 207 

“ “ mass .20, 23, i8g 

“ acceleration of. 299 

“ “ “ conservation of. 299 

“ “ “ motion of. 299 

“ “ resultant force at. 193 

“ “ “ velocity of. 298 

“ “ oscillation. 337 

“ “ parallel forces.188, 414 

“ percussion. 339 

Centrifugal force. 245 

Change of motion of a point of a rigid body. 157 

Coefficient of cohesion for earth. 468 

“ “ elasticity. 346, 476 

“ “ “ for earth.464 

friction.221, 224, 263, 267 

“ “ “ for shear.511, 555 

“ “ resilience. 515 

“ rupture. 499, 510 

Cohesion of earth.466 

Column, the ideal. 559 

Columns, factor of safety for long. 569 

“ formulas for long. 565 

“ Euler’s formula for long. 563 

“ Gordon’s “ “ “ 568 

“ Merriman’s “ “ . 568 

parabolic “ “ “ 566 

“ Rankine’s “ “ 567 

“ the straight-line formula for long. 565 

strength of.559 

Combined bending and tension. 528 


PAGE 


Combined bending and compression. 528 

flexure and torsion. 512 

“ tension and compression or shear.484 

Components of change of motion, invariant for. r6i 

“ “ motion, invariant for. 157 

“ rectangular. 55 

“ of acceleration. 77 

“ “ angular acceleration. 83 

“ velocity. 69 

“ velocity. 67 

Composition and resolution of angular accelera¬ 
tions. 83 

“ and resolution of angular displace¬ 
ments. 58 

** and resolution of angular veloci 

ties. 68 

“ and resolution of forces.176 

“ “ linear accelera¬ 
tions. 76 

‘ and resolution of linear displace¬ 
ments. 54 

** and resolution of linear velocities. 66 

“ moments_88, 180 

of harmonic motions. 129 

Compound harmonic motion. 129 

“ pendulum.337 

Compression and bending combined. 528 

“ “ tension “ 484 

Compressive stress and force. 397 

Concurring coplanar forces. 404 

forces. 179 

“ “ resultant for. 179 

Cone of friction. 222 

Conical angle, unit of. 7 

“ pendulum, simple. 244 

Conservation of areas. 303 

“ “ centre of mass. 299 

“ “ energy..276, 304 

“ “ momentum. 300 


“ moment of momentum, 302, 320, 369, 


377 , 390 

Consolidation of earth. 350 

Constant of gravitation. 205 

Constrained motion curved path, uniform accel¬ 
eration. 137 

“ in a circle, uniform accelera¬ 
tion. 138 

“ “ of a point. 136 

Co-ordinates, Cartesian. 12 

“ polar. II 

Cords and chains, friction of. 231 

Cosines, direction. 13 

Couple, angular acceleration. 144 

“ force. 184 

“ “ resultant of. 185 

“ “ or wrench. 194 

Curvature, unit of. 7 

Cycloid, motion in, uniform acceleration. 138 

Cylinders, strength of. 486 


D'Alembert's principle, 


242, 297 



















































































































INDEX. 


PAGE 

Dams, masonry. 424 

“ design of. 434 

“ “ economic section. 440 

Deflecting force. 243 

“ “at earth’s surface. 246 

“ and deviating acceleration. 80, 159 

Deflection of beams. 530 

“ “ framed structures. 516 

“ influence of shearing force on. 554 

Degree. 6 

Density. 15 

Derived unit. 2 

Determination of mass by balance. 212 

“ “ centre of mass. 23 

Deviating and deflecting acceleration— ..... 80, 159 

Deviation of falling body. 252 

Dimensions of a derived unit. 2 

Direction cosines. 13 

Displacements, angular, resolution and compo¬ 
sition of. 58 

“ line representative of. 52 

“ linear and angular. 52 

“ “ resolution and composi¬ 
tion of.. *. 54 

“ mom^ent of. 89 

“ relative. 55 

“ triangle and polygon of 56 

Dynamic components of motion. 192 

“ equilibrium..210 

Dynamics.i, 169 

Dyne. 170 

Earth, angle of rupture for. 468 

“ coefficient of cohesion for. 468 

“ “ “ friction for. 466 

“ cohesion of. 466 

“ consolidation. 350 

“ ellipticity of. 247 

“ mass equilibrium of. 467 

“ pressure. 454 

“ slope. 468 

“ surface, motion on. 251 

Eccentric impact. 363 

Effective forces. 242,297 

“ “ fixed axis, moment of. 316 

“ “ rotation and translation, moment 

of. 389 

“ “ rotation about a fixed point, mo¬ 
ment of. 375 

“ “ translating axis, moment of. 367 

Efficiency . 267 

Elastic limit. ^75 

“ solids, statics of..’. 473 

Elasticity. 473 

“ coefficient of. 346, 476 

“ “ “ for shear. 511, 555 

“ law of. 474 

“ modulus of. 347 

Elementary mass or particle. 20 

Plllipsoid of inertia. 36 

i.,.i;jl!ciLy of earth. 247 


629 


PAGE 

Energy, change of potential. 278 

“ conservation of. 276, 304 

“ kinetic.271 

“ “ fixed axis .:. ...... 320 

“ “ of a system. 303 

“ “ rotation about a fixed point.... 378 

“ “ rotation and translation. 391 

“ “ translating axis. 370 

“ law of. 275, 304 

“ potential. 274, 304 

Epoch. 128 

Equations, homogeneous. 3, 86 

Equilibrium of earth mass. 467 

“ “ forces. 209 

“ “ material system. 310 

“ “ a particle. 277 

“ a system of bodies. 398 

“ limiting. 221 

“ of non-concurring forces. 211 

“ polygon. 413 

“ stable. 311 

“ static, molar, dynamic, molecular.. 210 

Equipotential surface. 2S7 

Erg. 261 

Euler’s formula for long columns. 563 

“ geometric equations. 167 

External forces. 297 

Eyebars and pins, theory of. 506 

Factor of safety. 4S1 

“ “ “ for long columns. 569 

Falling body, deviation of. 252 

Fixea axis, rotation. 315 

“ point, rotation about. 375 

Flexure. 493 

“ and torsion combined. 512 

Force .. 170 

“ centrifugal... 245 

“ couple-i. 184 

“ “ resultant of. 185, 194 

“ deflecting. 243 

“ “ at earth surface. 246 

“ gravitation unit of.171 

“ impressed and effective. 169, 242 

“ line representative of. 176 

“ lines of. 2S7 

“ moment. 180 

“ “ unit of. r8i 

resultant at centre of mass. 193 

“ and stress. 473 

“ system, invariant for. 197 

“ tangential. 255 

Forces, centre of parallel. i 83 

• “ equilibrium of. 209, 211 

“ impressed and effective. 297 

“ non-concurring. iqr 

“ “ resultant for. iSo 

“ revolution and composition of. 17 > 

“ triangle and polygon of. 17^^ 

“ work of non-concurring. 5 i 5 

Formulas for long columns. 5^5 






























































































































630 


INDEX. 


PAGH 

Framed arch. 578 

“ three hinges. 578 

“ “ hinged at ends. 579 

‘ “ fixed at ends.*. 586 

“ structures. 397, 400 

“ “ deflection of . 516 

Friction, angle of. 263 

“ axle.227 

** brake. 265 

“ coefficient of.221, 224, 263, 265, 267 » 

“ ‘‘ for earth.464 

cone of. 222 

“ kinds of. 220 

“ kinetic. 263 

“ laws of. 222 

•* of cords and chains. 231 

“ “ masonry. 424 

“ “ oblique central impact. 353 

“ “ pivots . 224 

“ rolling. 235 

“ static. 220 

“ wheels. 230 

“ work of axle.266 

Geometric equations, Euler’s. 167 

Gordon’s formula for long struts.568 

Graphical statics. 404 

Gravitation, constant of.205 

“ force of.203 

• law of.203 

“ potential.^. 286 

“ unit of force. 171 

Gravity. 14, 173 

“ acceleration of. 22 

centre of. 22, I90, 207 

experimental determination of accelera¬ 
tion of. 340 

“ specific. 16 

Greek alphabet. i 

Gyration, radius of. 32, 338 

Harmonic motion. 125 

“ “ simple. 126 

“ compound.... 129 

Hemp ropes. 235 

High dam. 434 

“ wall.428 

Hodograph . 79 

Homogeneous body. 15 

“ equations.3, 86 

shell or sphere, attraction of.203 

Ice- and wave-pressure.432 

Ideal column. 559 

Impact. 342 

of beams. 358 

“ direct central.342, 344, 347 ■ 

“ eccentric. 363 

“ imperfectly elastic. 347 

non-elastic.342 

“ oblique central.... 352 
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Impact oscillating body. 3 ^^- 

perfectly elastic. 344 

“ rotating bodies. 360 

“ and strength. 356 

Impressed force. 169 

“ and effective forces.242, 297 

Impulse.172, 257 

“ and momentum. 172,257 

Inclined plane, motion on. 136 

Indeterminate stresses.407 

Inertia. 169 

“ moment of...31,317 

“ “ determination of. 38 

“ “ “ experimental determination of 340 

“ “ ellipsoid of. 36 

“ “ “ any axis in general . 34 

“ relative to an axis. 33 

“ “ “ “ “ a point. 34 

“ “ reduction of. 32 

“ polar. 33 

Instantaneous angular acceleration. 82 

“ axis. 371 

“ “ of acceleration.151, 161 

“ “ of rotation. 145, 156, 392 

“ linear acceleration. 75 

“ “ and angular speed and ve¬ 
locity. 63 

“ rate of change of speed. 75 

Internal and external forces. 297 

“ stresses in a beam. 557 

Invariable axis. 378 

“ “ and plane. 302 

“ “ rotation and translation.391 

Invariant for components of motion. 157 

“ “ “ “ change of motion.. 161 

“ “ force system. 197 

Joint, abutting.487 

“ lap. 487 

“ single-riveted. 487 

“ stability of masonry.425 

Joule. 261 

Kepler’s laws. 120 

Kinematics.i, 51 

of a point. 91 

“ of a rigid body. 143 

Kinetic energy. 271 

“ fixed axis . 320 

“ rotation and translation .391 

“ “ “ about a fixed point.37S 

“ “ of a system. 303 

“ “ translating axis.370 

“ friction. 263 

Kinetics... i, 242 

“ of a material system. 297 

Lap-joint. 487 

Law of elasticity. 474 

“ “ energy.275, 304 

“ “ gravitation. 203 

the lever. 183 
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Laws of friction. 222 

Least work, principle of.311, 517 

Length, unit of.415 

Lever, law of. 183 

Limiting equilibrium.221 

Line, material.. ..20, 23 

“ moment of. 22 

“ representative of angular acceleration. 83 

“ “ “ displacement.... 52 

‘‘ “ “ “ velocity. 66 

“ “ force. 176 

“ “ “ “ moment. 181 

** “ linear acceleration. 76 

** “ “ displacement. 52 

“ “ “ “ velocity. 66 

“ “ moment. 88 

Lines of force. 287 

Linear acceleration, mean. 75 

“ “ instantaneous.... 75 

“ “ resolution and composition 

of. 76 

“ and angular acceleration ** 150 

“ “ “ rate of change of speed. 73 

“ “ “ speed and velocity. 61 

“ “ “ velocity combined. 144 

“ density. 15 

“ displacement. 52 

“ “ resolution and composition of 54 

“ in terms of angular acceleration. -84 

“ “ “ “ “ velocity. 70 

velocity, resolution and composition of .. 66 

Long struts, Euler’s formula. 563 

“ “ factor of safety for. 569 

“ “ formulas for. 565 

“ Gordon’s formula. 568 

“ Merriman’s “ 56S 

“ “ parabolic “ 566 

** “ Rankine’s “ 567 

“ “ straight-line “ 565 

“ “ strength of. 559 

Low dam. 434 

“ wall. 429 

Masonry dams. 424 

“ joint, stability of. 425 

“ weight and friction of.424 

Mass, acceleration of centre of. 299 

“ astronomical unit of. 206 

“ centre of. 20 

“ conservation of centre of. 299 

determination of, by balance. 212 

“ elementary. 20 

“ independent of gravity. 14,173 

“ measurement of. 14, 173 

“ moment of. 22 

motion of. 174 

“ centre of. 299 

“ notation for. 15 

“ properties of centre of. 189 

reduction of... 322 

“ and space, measurable relations of. 14 
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Mass, specific. 16 

“ standard unit of.4, 5, 14 

“ velocity of centre of. 298 

Material line.20, 23 

“ particle. 169 

“ surface. 20 

“ system, equilibrium of. 310 

“ “ kinetics of. 297 

Matter, states of. t 

Mean linear acceleration. 75 

“ “ and angular velocity. 61 

Measurable relations of mass and space. 14 

Measurement. 2 

“ of mass. 14, 173 

Measures, table of. 8 

Mechanical advantage. 267 

Mechanics. i 

Merriman’s formula for long struts. 568 

Metal arch. 578 

“ springs. 537 

Middle-third rule. 426 

Modulus of elasticity. 347 

Molar equilibrium. 210 

Molecular “ 2ro 

Moment about an axis.88, 180 

“ axial. 194 

" bending. 494 

“ normal. 194 

“ of acceleration.Sg, 160 

“ “ a line. 22 

“ " angular acceleration. 90 

“ “ “ velocity. 90 

“ “ area. 22 

“ “ a vector quantitji^. 88 

“ “ displacement. 89 

“ “ effective forces, fixed axis. 316 

“ “ “ “ rotation about fixed 

point. 375 

“ “ “ “ rotation and trans¬ 
lation. 389 

“ “ “ “ , translating axis. 367 

“ “ force. 181 

“ “ inertia. 31, 34 , 317 

“ “ “ determination of. 38 

“ “ “ “ experimental 340 

“ polar. 33 

“ “ “ reduction of. 32 

“ “ “ relative to an axis. 33 

“ ‘‘ “ “ “ a point. 34 

“ “ mass. 22 

“ “ momentum. 300 

“ “ acceleration of. 301 


conservation of..302, 320, 369 
rotation about fixed point 377 
rotation and translation. 390 


“ “ rotation, fixed axes. 318 / 

“ “ translating axis. 368 

“ velocity.89, 155 

volume. 22 

resisting. 496 

resolution and composition of. 180 
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Momentum. 172, 255 

“ and impulse..172, 257 

conservation of. 300 

of a system. 298 

“ ' rotation, fixed axis....,.. 318 

“ “ about fixed point.,376 

“ translating axis.. 368 

“ translation and rotation. 390 

Motion, change of. 157 

“ dynamic components of.192 

“ in a cycloid, uniform acceleration. 136 

Newton’s first law. 169 

“ “ second law... 172 

“ “ third law. 174 

“ of a point of a rigid body. 153 

“ of centre of mass.174, 299 

“ of particle on earth surface. 251 

on an inclined plane. 136 

Neutral axis. 493- 509 

Newton’s laws of motion.169, 172, 174 

Non-concurring forces.179, 191, 412 

“ ‘‘ equilibrium of. 2il 

“ “ resultant. 186 

“ “ work of.215 

Normal and axial angular acceleration. 83 

“ moment. 194 

Notation for mass. 15 

Oscillating body, impact of.361 

Oscillation, centre of. 337 

Parabola formula for long struts. 566 

Parallel forces, centre of. t88 

“ “ “ “ graphic construction.. 414 

Particle. 20 

“ equilibrium of. 277 

“ kinetics of.242 

“ material. 169 

“ moving on earth surface. 251 

“ stable equilibrium of. 277 

“ unstable ‘‘ 277 

Path of a point... 5^ 

Pendulum, ballistic. 362 

“ Blackburn’s. 135 

“ compound. 337 

“ simple. 336 

“ “ conical. 244 

“ “ time of vibration. 138 

Per, meaning of.’. 3 

Percussion, centre of. 339 

Perpetual motion. 304 

Phase. 128 

Physical science. i 

Pile-driving. 35 ^ 

Pins and eye-bars, theory of. 506 

Pipes, strength of. 486 

Pivot- or swing-bridge. 571 

Pivots, friction of. 224 

Plane, and axis of symmetry. 23 

“ invariable.302 
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Planetary motion. 120 

Point, position of. ii 

“ of reference. ii 

Polar co-ordinates. ii 

“ moment of inertia. 33 

Polygon, equilibrium. 413 

of forces. 176 

“ “ linear displacement. 54 

“ “ relative “ . 56 

Position of centre of mass. 21 

Potential energy. 274 

“ “ change of. 278 

“ “ of a system. 304 

“ gravitation. 286 

Poundal. 170 

Power. .. 262 

“ transmission of, by shafts. 512 

Pressure curve for arch. 598 

“ on fixed axis. 319 

Principal axes . 35 

“ “ properties of. 35 

Principle of least work. 311, 517 

Properties of centre of mass. 189 

Radial and axial acceleration. 80 

Radian. 6 

“ square. 7 

Radius of gyration. 32, 338 

Rankine’s formula for long struts. 567 

Rate of change of speed. 91 

“ “ “ “ angular. 96 

“ “ “ “ “ linear and angular. 73 

“ “ work. 262 

Reaction, influence of shearing force on. 556 

Rectangular components. 55 

“ “ of acceleration. 77, 83 

“ “ angular acceleration 83 

“ “ “ “ velocity.... 69 

“ “ “ velocity. 67 

Reduction of mass. 322 

“ “ moment of inertia. 32 

Redundant members. 520 

Reference, point of. ii 

Relations, measurable, of mass and space. 14 

Relative displacement. 55 

“ “ triangle and polygon of.. 56 

Resilience, work of. 515 

Resisting moment. 496 

Resolution and composition of angular accelera¬ 
tion . 83 

Resolution and composition of angular displace¬ 
ment. 58 

Resolution and composition of angular velocity.. 68 

“ “ “ “ forces. 176 

“ “ “ “ linear accelera¬ 
tion. 76 

Resolution and composition of linear displace¬ 
ment. 54 

Resolution and composition of linear velocity... 66 

“ “ “ moments.88, 180 

Resultant acceleration. 159 
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Resultant acceleration, analytic determination of. 77 

“ angular acceleration. I 5 9 

“ ** “ analytic determi¬ 
nation of. 83 

“ . “ velocity. I 55 

“ “ “ analytic determina¬ 
tion of. 69 

** concurring forces. I 79 

** couple or wrench.- I 94 

** force at centre of mass. 193 

for non-concurring forces. 186 

“ moment. 89 

“ of a force couple. 185 

** velocity. i54 

analytic determination of .... 67 

“ work of. 215 

Ropes, hemp. 235 

“ rigidity of.. — • 234 

“ wire. 235 

Rigid body, change of motion of a point of. 157 

“ “ kinematics of. 143 

“ “ motion of''a point of. 153 

Rigidity of ropes. 234 

Rivet table. 490 

Riveting, theory of. 487 

Rolling contact, stability in. 312 

“ friction. 235 

Rotating bodies, impact of. 360 

“ “ momentum of. 318 

moment of momentum. 318 

“ “ pressure on fixed axis.319 

Rotation, and translation. 153, 389 

“ fixed axis. 315 

fixed point. 154, 375 

“ instantaneous axis of. 145, 157, 371 

“ in variable axis of. 302, 378, 39T 

“ spontaneous axis of. 145 

“ translating axis. 367 

“ “ “ momentum. 390 

Safety, factor of. 481 

Science, physical. i 

Screw spin. 145 

“ wrench. 192, 197 

Set. 475 

Shear, coefficient of elasticity for. 511, 555 

“ and tension combined. 484 

Shearing force in beams, work of. 534 

“ “ influence of, upon deflection. 554 

“ “ “ “ “ reaction. 556 

Shearing stress. 553 

“ “ and force. 397 

Shell or sphere, attraction of homogeneous.203 

Simple conical pendulum. 244 

“ harmonic motion. 126 

“ pendulum. 336 

“ time of vibration. 138 

Single-riveted joint. 487 

Solid arch fixed at ends. 592 

** hinged at ends. 583 

Space and mass, measurable relations of. 14 
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Specific mass and gravity. 16 

Speed, and velocity. 6r 

“ rate of change of.73> 9t 

Spin.:. 145 

Spontaneous axis of acceleration. .. 152 

“ rotation.145, 392 

Springs, metal. 537 

Square radian. 7 

Stability, conditions of, for arch. 599 

“ of masonry joint. 425 

“ in rolling contact. 312 

“ of a wall. 426 

Stable equilibrium. 311 

“ “ of a particle. 277 

Standard units. 4 

“ “ of length. 5 

“ “ “ mass. 5 

“ “ “ time. 4 

Statement of a quantity. 2 

States of matter. i 

Static equilibrium...’. 210 

“ friction. 220 

Statics. 209 

“ of elastic solids. 473 

graphical. 412 

Stone arch. 597 

Straight arch. 607 

“ -line formula for long struts. 565 

Strain.473 

“ due to weight. 479 

Straining, work of. 515 

•Strength and impact. 356 

“ of beams. 499 

“ “ long struts. 559 

“ “ pipes and cylinders.486 

“ ultimate. 475 

Stress.i. 174, 397 

“ and force. 473 

“ bending. 493 

“ in framed structures.. 400 

“ internal, in a beam. 557 

“ shearing. 553 

“ working. 481 

Struts, Euler’s formula for. 563 

“ factor of safety for. 569 

“ formulas for long. 565 

“ Rankine’s formula for. 567 

“ strength of long. 559 

Superfluous members..402, 520 

Surface, material. 20 

Surcharge, reduced for arch. 598 

Surface density. 15 

Suspension system.609 

“ “ new theory . 620 

“ “ old theory.613 

“ “ stiffening truss . 612 

** “ temperature U^ad.613 

Swing-bridge. 571 

Symmetry, plane and axis of. 23 

Table of measures. 8 
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.ngent acceleration. 158 

ingential and central acceleration. 77 

“ force. 255 

Temperature stress, framed arch fixed at ends.. 591 


framed arch hinged at ends 581 
solid arch fixed at ends.. 585 
solid arch hinged at ends 595 


;nsile stress and force. 397 

msion and bending combined. 528 

“ “ compression “ 4^4 

“ “ shear “ 484 

me, standard unit of. 4 

“ of vibration, simple pendulum. 138 

Torsion. 509 

“ and flexure combined. 512 

“ work of. 512 

Translating axis, conservation of moment of mo¬ 
mentum. 369 

** kinetic energy. 370 

“ “ moments of effective forces.... 367 

“ “ moment of momentum.368 

“ “ momentum. 368 

Translation and rotation.153, 389 

Transmission of power by shafts. 512 

Triangle and polygon of displacements. 54 . 56 

“ “ “ “ forces. 176 

Twisting moment. 5to 

Ultimate strength. 475 

Uniform acceleration. 100 

“ “ motion in curve. 103 

“ “ “ on inclined plane... 136 

“ strength, beams of. 503 

“ and variable acceleration. 78 

“ “ “ velocity. 65 

Unit of angle. 6 

“ “ conical angle. 7 

“ “ curvature. 7 

' ** “ density. l6 

derived. 2 

“ of force. 170 

“ “ “ moment. 181 

“ ‘‘ length. 4 

“ “ mass.4, 14 

“ “ “ astronomical. 206 

“ “ time. 4 

“ “ work. 261 
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Unstable equilibrium of a particle.277 

Values of .. 100 

Variable and uniform acceleration.78, 109 

“ velocity. 65 

Vector quantity, moment of. 88 

Velocity along axis of rotation. 155 

“ angular, composition and resolution of 68 
“ rectangular components of.... 69 

“ linear and angular... 61 

“ linear in terms of angular. 70 

“ moment of. 89 

** normal to axis of rotation. 155 

of centre of mass. 298 

“ rectangular components of. 67 

“ resolution and composition of. 66 

“ resultant.67, 69 

Virtual work. 215 

Volume, material. 23 

Wall. 424 

“ design of high. 429 

low. 429 

“ retaining. 454 

“ stability of... 426 

Water-pressure. 430 

Wave- 432 

Weight of a body. 170 

“ and friction of masonry. 424 

Weights and measures. 8 

Wheels, friction. 230 

Wire ropes. 235 

Work.:.215, 260 

“ of axle-friction. 266 

“ “ bending. 521 

“ principle of least.311^ 517 

rate of. 262 

“ of resultant. 215 

“ “ resilience. 516 

“ “ shearing force in beams. 554 

“ “ straining... 515 

“ “ torsion. 512 

“ unit of. 261 

virtual. 217 

Working stress .481 

Wrench. 1^2 

resultant. 194 

“ screw. 197 





























































































